2006 Acura MDX
2003-06 ACCESSORIES & EQUIPMENT Power Seats - MDX

2003-06 ACCESSORIES & EQUIPMENT
Power Seats - MDX

COMPONENT LOCATION INDEX

NOTE: For the Driving Position Memory System (DPMS), refer to the DRIVING
POSITION MEMORY SYSTEMS (DPMS) .
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Driver’s Power Seat (8-way Adjustable) (Without DMPS) :

FRONT UP-DOWN MOTOR

ADJUSTMENT SWITCH
SLIDE MOTOR RECLINE MOTOR

REAR UP-DOWN MOTOR

Passenger's Power Seat (8-way Adjustable) :

FRONT UP-DOWN MOTOR

REAR UP-DOWN MOTOR

——

ADJUSTMEN SWITCH RECLINE MOTOR

SLIDE MOTOR

GO3e42384

Fig. 1: Identifying Power Seat Components

Courtesy of AMERICAN HONDA MOTOR CO., INC.

CIRCUIT DIAGRAM

DRIVER'S SEAT (WITHOUT MEMORY)
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Driver's Seat (Without Memory)

UNDER—HODD FUSE/RELAY BOX o R e
o Nodi[120A  NoS5OA
@ T T\
YEL/GAN
) Nos 5 No2
| 208) T
Blu RED
DRIVER'S POWER SEAT ADJUSTMENT SWITCH B B2
R 0 F I—L 4 Y - '\L\ A / =
w i/ oown '/ sac- % % o/ ror-
& ) OWARD { - WARD ¢
B a8 A a B ) n B B
X RED/VEL RED BlU BLUvEL GRN YELIGAN Bk
»” 2.'
1 H 1 2 1 2 1
FRONT UP—DOWN MOTOR SLIDE MOTOR REAR UP—DOWNMOTOR RECUNE MOTOR
6631 G631
GO3642385

Fig. 2: Power Seat Circuit Diagram (Without Memory)

Courtesy of AMERICAN HONDA MOTOR CO., INC.

PASSENGER'S SEAT
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Passenger's Seat
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Fig. 3: Power Seat Circuit Diagram (Passenger's Seat)

Courtesy of AMERICAN HONDA MOTOR CO., INC.

SWITCH TEST/REPLACEMENT

DRIVER'S SWITCH ('03 MODEL, '04-06 MODELS WITHOUT DPMS)
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1. Remove the power seat adjustment switch knobs and recline cover from the driver's seat, then r¢
power seat switch '03 model (s68 MODEL ), '04-'06 models (see ‘@86 MODELS ).

2. Disconnect the 6P connectors from the power seat adjustment swit
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G03642387
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Fig. 4: Disconnecting 6P Connectors From Power Seat Adjustment Swil
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Reinstall the adjustment switch knobs to the switch.
4. Check for continuity between the terminals in each switch position accordiing .

Terminal
A1 A2 A3 A4 A5 A6 B1* B2 B3 B4 B5* B6
Position
Forward O
SLIDE O— @)
SWITCH Backward O 0 2]
- ]
g&ﬁl‘fgﬁ Forward O O O O
Backward O O O
FRONT up o= 5 1 ©
UP-DOWN
SWITCH DOWN o O 5 -0
. - e
REAR up O O——0 O
UP-DOWN - —
SWITCH DOWN O _I O o) O
I

*: Used only the seat without DPMS.
G03642388

Fig. 5: Checking For Continuity Between Terminals In Switch Position Chart
Courtesy of AMERICAN HONDA MOTOR CO., INC.

5. If the continuity is not as specified, replace the switch.
DRIVER'S SWITCH ('04-06 MODELS WITH DPMS)

1. Remove the power seat adjustment switch knobs and recline cover from the driver's seat, then r¢
power seat switch (se@4-06 MODELS ).

2. Disconnect the 12P connector from the power seat adjustment switc
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G03642389

Fig. 6: Disconnecting 12P Connector From Power Seat Adjustment Switch
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Reinstall the adjustment switch knobs to the switch.
4. Check for continuity between the terminals in each switch position accordting ©.

\ Terminal
1 2 3 5 6 7 8 9 1 12

Paosition
gLIDE ) Forward O O

WL Backward O—1—0D
gﬁﬁ%‘;‘: Forward O O

Backward O O

FRONT up O O
UP-DOWN
SWITCH DOWN oO——0
REAR up O——0
UP-DOWN
SWITCH DOWN O O

G02642290

Fig. 7: Checking Continuity Between Terminals In Each Switch Position Chart
Courtesy of AMERICAN HONDA MOTOR CO., INC.

5. If the continuity is not as specified, replace the switch.
PASSENGER'S SWITCH ('03 MODEL)

1. Remove the power seat adjustment switch knobs and recline cover from the passenger's seat, tt
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the power seat switch (s'04-06 MODELS ).
2. Disconnect the 6P connectors from the power seat adjustment switch (A).

G03642391

Fig. 8: Disconnecting 6P Connectors From Power Seat Adjustment Switch
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Reinstall the adjustment switch knobs to the switch.
4. Check for continuity between the terminals in each switch position accordtng ®.

Terminal

A1 A2 A3 A4 A5 A6 B1 B2 B3 B4 B5 B6
Pasition
SLIDE Forward O S, ) O
SWITCH | packward O O —O o
RECLINE | orward 2 o O —Q
S Backward o, O ) O

C O

FR
UP?DI%FWN =z o O
SWITCH DOWN O 5 O o

O O
REAR up
UP-DOWN g_ 5 O
SWITCH DOWN e} O

G03E42292

Fig. 9: Checking For Continuity Between Terminals In Each Switch Position Cha
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Courtesy of AMERICAN HONDA MOTOR CO., INC.
5. If the continuity is not as specified, replace the switch.
PASSENGER'S SWITCH ('04-06 MODELS)

1. Remove the power seat adjustment switch knobs and recline cover from the passenger's seat, tt
the power seat switch (s&2-06 MODELS ).

2. Disconnect the 12P connector from the power seat adjustment switch (A).

G03642393

Fig. 10: Disconnecting 12P Connector From Power Seat Adjustment Switch
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Reinstall the adjustment switch knobs to the switch.
4. Check for continuity between the terminals in each switch position accordtig thl .

Terminal
1 2 3 4 5 6 7 8 9 10 11 12
Position
O O

SLIDE i O O
SWITCH Backward - O O 'e)

O O
recune | Forward 1 O O
SWITCH Backward O O o)

=
FRONT up Q 0 oO—+0
UP-DOWN —— [@ 0
SWITCH DOWN O e
c——0 i

REAR up oO—0
UP-DOWN 0O
SWITCH DOWN o— 0

GO3E42394

Fia. 11: Checkina For Continuity Between Terminals In Each Switch Position Chart
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Courtesy of AMERICAN HONDA MOTOR CO., INC.

5. If the continuity is not as specified, replace the switch.

MOTOR TEST
DRIVER'S SEAT

1. Remove the driver's seat (SERONT SEAT REMOVAL/INSTALLATION ).
2. Disconnect the connector(s) from the adjustment switch
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Wire side of female terminals

Al — (A2
A3|A4|AB | A8

SLIDE MOTOR

RECLINE
MOTOR B | — |B2

Wire side of female terminals
G03642395

Fig. 12: Disconnecting Connector From Adjustment Switch ('03 Model, '040€6 Models Without

DPMS)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

'04-06 models with DPMS
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Wire side of female terminals

SLIDE MOTOR

REAR
UP-DOWN
MOTOR

RECLINE
MOTOR

G03642396

Fig. 13: Disconnecting Connector From Adjustment Switch (‘096 Models With DPMS)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Test each motor by applying battery voltage and body ground to the terr
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Terminal A1 A5

Position [7] [11]

Forward @ @

Backward @ o

G03642397

Fig. 14: Testing Each Motor By Applying Battery Voltage (Slide Motor)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

\ Terminal - B
Position \ [12] (6]
Forward @ o)
Backward O @
(03642398

Fig. 15: Testing Each Motor By Applying Battery Voltage (Recline Motor)
Courtesy of AMERICAN HONDA MOTOR CO., INC.
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Terminal A3 A4
Position \ (3] [9]
UP @ ©
DOWN S @

G03642399

Fig. 16: Testing Each Motor By Applying Battery Voltage (Front Up Down Motor)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

Terminal A2 A6

Position (1] [5]

uP @ o
DOWN o) @

[ ] :’04-06 models with DPMS
G03642400

Fig. 17: Testing Each Motor By Applying Battery Voltage (Rear Up Down Motor)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

[]:'04-'06 models with DPMS

If the motor does not run or fails to run smoothly, check for an open in the power seat wire harness

between the switch connector and the power seat motor 2P connector. If the harness is OK, replace th
motor (se€04-06 MODELS ).
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NOTE: The motors are not available separately. The slide and up-down motors are
part of the slide/lup-down adjuster. The recline motor is part of the recline
adjuster.

PASSENGER'S SEAT

1. Remove the front passenger's seat E$88@NT SEAT REMOVAL/INSTALLATION ).
2. Disconnect the connector(s) from the adjustment switch
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Wire side of female terminals

Al — |22 SLIDE MOTOR

it ol REAR UP-DOWN
MOTOR

= S FRONT
L 7]/ UP-DOWN

%’ RECLINE MOTOR

Wire side of female terminals
G03642401

Fig. 18: Disconnecting Connector(s) From Adjustment Switch (‘03 Motor)

Courtesy of AMERICAN HONDA MOTOR CO., INC.
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Wire side of female terminals

w
-
a

10|11 |12 SLIDE MOTOR

/REAR UP-DOWN

o
o
[{=]

G03642402

Fig. 19: Disconnecting Connector(s) From Adjustment Switch (‘096 Motor)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Test each motor by applying battery voltage and body ground to the terr
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\ Terminal A2 Ad
Position [7] [11]
Forward @ @
Backward @ o
G03642403

Fig. 20: Testing Each Motor By Applying Battery Voltage And Body Ground To Terminals (Slide

Motor)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

\ Terminal BS B6
Position [6] [12]

Forward @ ®
Backward @ @

G03642404

Fig. 21: Testing Each Motor By Applying Battery Voltage And Body Ground To Terminals
(Recline Motor)
Courtesy of AMERICAN HONDA MOTOR CO., INC.
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\ Terminal AB A6
Position [9] (3]

uP © ®
DOWN @® ©

G03642405

Fig. 22: Testing Each Motor By Applying Battery Voltage And Body Ground To Terminals (Front
Up Down Motor)

Courtesy of AMERICAN HONDA MOTOR CO., INC.

Terminal A1 A3

Position \ [1] (5]

uP ® ©
DOWN O ®

[ ] :'04-06 models
G03642406

Fig. 23: Testing Each Motor By Applying Battery Voltage And Body Ground To Terminals (Rear
Up Down Motor)

Courtesy of AMERICAN HONDA MOTOR CO., INC.

[]:'04-'06 models

If the motor does not run or fails to run smoothly, check for an open in the power seat wire harness
between the switch connector and the power seat motor 2P connector. If the harness is OK, r
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motor (se€04-06 MODELS ).

NOTE: The motors are not available separately. The slide and up-down motors are
part of the slide/lup-down adjuster. The recline motor is part of the recline
adjuster.




