2006 Acura MDX
2003-06 ACCESSORIES & EQUIPMENT Dashboard - MDX

2003-06 ACCESSORIES & EQUIPMENT

Dashboard - MDX

INSTRUMENT PANEL REMOVAL/INSTALLATION

Special Tools Required

KTC trim tool set SOJATP2014

NOTE: « Use the appropriate tool from the KTC trim tool set to avoid damage when
prying components.

e Take care not to scratch the dashboard and related parts.

1. Tilt the steering column down.
2. Remove the instrument panel (A).
-1 Remove the screws (B).
-2 Gently pull out the panel to release the clips (C, D).

-3 Disconnect the dash lights brightness controller connector (E), select/reset switch connector (R
and VTNV-4 lock switch connector (G
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Fastener Locations

Bp:Screw,2 C[>:Clip,2 D[>:Clip,2

G03641656

Fig. 1: Removing Instrument Panel
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Install the instrument panel in the reverse order of removal, and note these items:
e Make sure each connector is plugged in properly.
o Push the clips into place securely.

DASHBOARD LOWER COVER REMOVAL/INSTALLATION
Special Tools Required

KTC trim tool set SOJATP20:
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NOTE: o Use the appropriate tool from the KTC trim tool set to avoid damage when
prying components.

o Take care not to scratch the dashboard and related parts.

1. Remove the driver's dashboard side coverP&eHBOARD SIDE COVER
REMOVAL/INSTALLATION ).

2. Remove the dashboard lower cover (A).
-1 Remove the screw (B).
-2 Gently pull down on the lower cover to release the clips (C).

-3 Disconnect the cruise control main switch/VSA off switch connector (D), moonroof switch
connector (E), fog light switch connector (F), air hose (G), and in-car temperature sensor connec
(H), then remove the cove
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Fastener Locations
B):Screw,1 C [>:Clip, 8

I
DI

G03641657

Fig. 2: Removing Dashboard Lower Cover
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Install the dashboard lower cover in the reverse order of removal, and note these items:
o Make sure each connector is plugged in properly, and the air hose is connected properly.
o Push the clips into place securely.

DRIVER'S DASHBOARD UNDER COVER REMOVAL/INSTALLATION
NOTE: Take care not to scratch the dashboard and related parts.

Remove the driver's dashboard under cover
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-1 Turn the lock knob (B) 90°.

-2 Gently pull down the rear edge to detach the clip and to release the pin (C).

-3 Pull the cover away to release it from the clip (D), and to release the pin (E) from the holder (F
-4 '04-06 models: Disconnect the footwell light connector (G) and ambient light connector (H).

Fastener Location
> : Clip, 1

G03641658

Fig. 3: Removing Driver's Dashboard Under Cover

Cotirtecvy of AMFRICAN HONDA MOTOR CO INC
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Install the cover in the reverse order of removal, and note these items:
¢ Release the clip if it's damaged.
o Push the clip portion into place securely.

DASHBOARD SIDE COVER REMOVAL/INSTALLATION

Special Tools Required

KTC trim tool set SOJATP2014

NOTE: « Use the appropriate tool from the KTC trim tool set to avoid damage when
prying components.

o Take care not to scratch the dashboard and related parts.

1. From outside of the front door, remove the dashboard side cover (A).
-1 Gently pull out along the rear edge to release the clips and the hooks (B).

-2 Gently pull out on the side cover to release the top and bottom clips and the hooks (C), then
remove the side cove
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Fastener Locations

[>: Clip, 3

G03641659

Fig. 4: Removing Dashboard Side Cover
Courtesy of AMERICAN HONDA MOTOR CO., INC.

2. Install in the reverse order of removal, and push the clips into place securely.

DASHBOARD CENTER PANEL REMOVAL/INSTALLATION

NOTE:

e An SRS DTC will be set if the key is turned on when the passenger's
airbag off indicator is unplugged.

e Put on gloves to protect your hands.
e Take care not to scratch the dashboard and related parts.

1. Remove the center lower cover (CENTER LOWER COVER REMOVAL/INSTALLATION

).
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2. Push the bottom clips (A) back by hand, and pull out the bottom of the center panel.

G03641660

Fig. 5: Pushing Bottom Clips Back By Hand
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Carefully detach the remaining clips (A, B) by hand, and pull out the center panel (C). Disconnect the
climate control panel connector (D), interior lights switch connector (‘03 model) or passenger's airbag g
indicator connector ('04-06 models) (E), hazard warning switch connector (F), and the passenger's airl
off indicator connector (‘03 model) (G). Take care not to scratch the dashboard with the par
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Fastener Locations
Al>:Clip,6 B[D>:Clip,7

G03641661

Fig. 6: Detaching Clips By Hand And Pulling Center Panel
Courtesy of AMERICAN HONDA MOTOR CO., INC.

Install the center panel in the reverse order of removal, and note these items:
e Make sure each connector is plugged in properly.
e Push the clips into place securely.

4.

GLOVE BOX REMOVAL/INSTALLATION
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SRS components are located in this area. Review the SRS component locations for the appropri

e '03 model (see 2003 MODE)
e '04-06 models (see 20006 MODELS)

Also review the precautions and procedures BRECAUTIONS AND PROCEDURES) before performing
repairs or service.

NOTE: « Take care not to scratch the dashboard and related parts.

o If the glove box swings down without any support, the hinges can be
overextended and damaged. To prevent damage to glove box hinge, use a
piece of foam or a bundle of shop towels to support it.

1. While holding the glove box (A), remove the glove box stop (B) on each side, then detach the lock (C)
from the damper (D’
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G03641662

Fig. 7. Removing Glove Box Stop

Courtesy of AMERICAN HONDA MOTOR CO., INC.

. Remove the bolts, then remove the glove box
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Fastener Locations

P Bolt, 2

=

bx 0.8 mm
9 N-m {0.9 kgf-m, 7 Ihf.ft)

G03641663

Fig. 8: Removing Glove Box
Courtesy of AMERICAN HONDA MOTOR CO., INC.

3. Remove the bolts, then remove the damper
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Fastener Locations

P> : Bolt, 2

QP

5x0.8mm
4 N-m
(0.4 kgf-m, 3 Ibf-ft}

G03641664

Fig. 9: Removing Damper
Courtesy of AMERICAN HONDA MOTOR CO., INC.

4. Install the glove box in the reverse order of removal.

DASHBOARD SIDE VENT REMOVAL/INSTALLATION

Special Tools Require:
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KTC trim tool set SOJATP20:

NOTE: o Use the appropriate tool from the KTC trim tool set to avoid damage when
prying components.
o Driver's side is shown, and passenger's side is similar.

1. Carefully insert a trim tool next to the clip (A), and detach the clips by prying on the passenger's :
(B), then remove the vent. Take care not to scratch the dashboard and related parts.

Fastener Locations

A[>: Clip, 4

Pt

G03641665

Fig. 10: Inserting Trim Tool To Clip
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Courtesy of AMERICAN HONDA MOTOR CO., INC.

2. Set the vent in the opening, then push the clips into place securely.
CENTER LOWER COVER REMOVAL/INSTALLATION

NOTE: Take care not to scratch the dashboard and related parts.

1. Without rear entertainment system: Remove the center panel lower trim (see SEENTER
CONSOLE REMOVAL/INSTALLATION ).

2. With rear entertainment system: Remove the console panel (see steBNTER CONSOLE
REMOVAL/INSTALLATION ), and remove the DVD panel (see step GENTER CONSOLE
REMOVAL/INSTALLATION ).

3. Remove the coin pocket (A) (without rear entertainment system) and screws fastening the center lowe
cover (B).
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Fastener Locations

P : Screw, 4

im::»J

G03641666

Fig. 11: Removing Coin Pocket (Without Rear Entertainment System)
Courtesy of AMERICAN HONDA MOTOR CO., INC.




2006 Acura MDX
2003-06 ACCESSORIES & EQUIPMENT Dashboard - MDX

G03641667

Fig. 12: Removing Coin Pocket (With Rear Entertainment System)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

4. Lower the center lower cover (A). Disconnect the accessory socket connector (B) and detach the harn
clip (C), then remove the cove
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G03641668

Fig. 13: Disconnecting Accessory Socket Connector And Detaching Harness Clip
Courtesy of AMERICAN HONDA MOTOR CO., INC.

5. Install the center lower cover in the reverse order of removal, and make sure the accessory socket
connector is plugged in properly.

DASHBOARD/STEERING HANGER BEAM REMOVAL/INSTALLATION
Special Tools Required

KTC trim tool set SOJATP2014

SRS components are located in this area. Review the SRS component locations for the appropri




2006 Acura MDX
2003-06 ACCESSORIES & EQUIPMENT Dashboard - MDX

e '03 model (see 2003 MODE)
e '04-06 models (see 20006 MODELS)

Also review the precautions and procedures BRECAUTIONS AND PROCEDURES) before performing
repairs or service.

NOTE: Use the appropriate tool from the KTC trim tool set to avoid damage when
prying components.

Have an assistant help you when removing and installing the dashboard.
Take care not to scratch the dashboard, body, and other related parts.

Put on gloves to protect your hands.

1. Make sure you have the anti-theft code for the radio and the navigation system, and then write down tk
radio station presets, or XM radio channel presets.

2. Disconnect the negative cable from the battery, and wait at least 3 minutes before beginning work.
3. Remove these items:

o Center console (see CENTER CONSOLE REMOVAL/INSTALLATION)

o Dashboard lower cover (SEBASHBOARD LOWER COVER REMOVAL/INSTALLATION )

o Driver's dashboard under cover (#RIVER'S DASHBOARD UNDER COVER
REMOVAL/INSTALLATION )

o Dashboard side cover, passenger's side (see DASHBOARD SIDE COVER
REMOVAL/INSTALLATION )

e Glove box (se®ASHBOARD CENTER PANEL REMOVAL/INSTALLATION )
o Shift lever assembly (s&&HIFT LEVER DISASSEMBLY/REASSEMBLY )

o DVD player unit, with rear entertainment system (see DVD PLAYER UNIT
REMOVAL/INSTALLATION )

¢ Steering column (seBTEERING COLUMN REMOVAL AND INSTALLATION )
4. Remove these items:

e Front door opening trim, both sides (see step 3 in TRIM REMOVAL/INSTALLATIONDOOR
AREAS )

¢ Kick panel, both sides (see step 2 in TRIM REMOVAL/INSTALLATION DOOR AREAS)

5. Remove the A-pillar trim from both sides, '03 model &eRILLAR -'03 MODEL ), '04-06 models
(seeA-PILLAR -'04-06 MODELS).

6. From outside of the driver's door, remove the front pillar corner trim (A).
-1 Pry out the cap (B), and remove the screw (C).
-2 Slide the trim upward along the A-pillar to remove it.
-3 Remove the remaining clips (D) from the bc
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Fastener Locations

CP:Screw,1 D[>:Clip, 2

G03641669

Fig. 14: Removing Front Pillar Corner Trim
Courtesy of AMERICAN HONDA MOTOR CO., INC.

7. From under the dashboard on the driver's side, remove the nut, and pull out the fuse/relay
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Fastener Location

@ : Nut, 1

G03641670

Fig. 15: Pulling Out Fuse/Relay Box (Driver's Side)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

8. From under the passenger's dash, remove the bolt, and pull out the fuse/relay
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Fastener Location

P : Bolt, 1

2

6x1.0mm :
9.8 N-m (1.0 kgf-m, 7.2 ibf.ft) L

G03641671

Fig. 16: Pulling Out Fuse/Relay Box (Passenger's Dash)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

. Disconnect the side wire harness connectors (A), engine compartment wire harness connectors (B), df
wire harness connectors (C), moonroof wire harness connectors (D), dashboard wire harness connect
(E), steering hanger beam wire harness connectors (F), brake pedal position switch connector (G),
parking brake switch connector (H), SRS wire harness connector (I), mode motor connector (J), PCM
connector (K), SRS control unit connectors (L), evaporator temperature sensor connector (M)
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10.

11.
12.
13.

control motor connector (N), intake manifold runner control module connector (0), recirculation

motor connector (P), power transistor connector (Q), blower motor connector (R), and antenna lead (S
With navigation system, disconnect the GPS antenna connector (T).

GO3641672

Fig. 17: Disconnecting Side Wire Harness Connectors
Courtesy of AMERICAN HONDA MOTOR CO., INC.

With navigation system, pull the carpet back as necessar@As%RET REPLACEMENT ), and
remove the harness cushions (U), then pull the GPS antenna harness (V) out.

Using a T30 Torx bit, remove the ground bolt (W) at the SRS control unit.
Detach all of the harness and connector clips.

Remove the bolts (A, B, C, D, E, F), and lift up on the dashboard (G) to release the dashboard and
steering hanger beam (H) from the guide pins
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Fastener Locations

AP:Bolt,2 BP:Bolt,5 CP:Bolt,3 DJPr:Bolt, 2 E ) :Boit, 2 F):Bolt,1l

O B Y—m O |

8x1.25 mm
22N-m
{2.2 kgf-m, 16 Ibf-ft)

‘m
(2.2 kgf-m, 16 Iofft)

GO3641673

Fig. 18: Lifting Up On Dashboard To Release Dashboard And Steering Hanger Bear
Courtesy of AMERICAN HONDA MOTOR CO., INC.

14. Carefully remove the dashboard through the front door opening.

15. Install the dashboard/steering hanger beam in the reverse order of removal, and note these items:
¢ Replace any damaged clips.
o Apply liquid thread lock to the B bolts before reinstallation.
o Make sure the dashboard fits onto the guide pins correctly.

o Before tightening the bolts, make sure the dashboard wire harness and steering hanger beam wi
harness are not pinched.

e Make sure the connectors are plugged in properly, and the antenna lead is connected properly.
e Reconnect the negative cable to the battery.

o Enter the anttheft code for the radio and the navigation system, and then enter the custome
station presets. or XM radio channel pres
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¢ Reset the clock.

e Do the PCM idle learn procedure (9¢€M IDLE LEARN PROCEDURE ) and the power
window control unit reset procedure (SRESETTING THE POWER WINDOW CONTROL

UNIT ).

DASHBOARD/STEERING HANGER BEAM DISASSEMBLY/REASSEMBLY

NOTE: e Have an assistant help you when removing and installing the steering
hanger beam.

e Take care not to scratch the dashboard.
o Put on gloves to protect your hands.

1. Remove the dashboard ($28SHBOARD/STEERING HANGER BEAM
REMOVAL/INSTALLATION ).

2. Remove the following parts from the dashboard:
¢ Instrument panel (sd&ISTRUMENT PANEL REMOVAL/INSTALLATION )

o Dashboard side vent, passenger's side (see DASHBOARD SIDE VENT
REMOVAL/INSTALLATION )

e Gauge assembly (s&AUGE ASSEMBLY REPLACEMENT )
o Center lower cover (seeENTER LOWER COVER REMOVAL/INSTALLATION )
¢ Audio unit (seeAUDIO UNIT REMOVAL/INSTALLATION )

3. Disconnect the dashboard wire harness connectors (A), SRS wire harness connector (B), climate cont
unit connectors (C), and keyless entry control unit connector (D). Remove the passenger's airbag
connector (E) from the steering hanger beam, then disconr
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G03641674

Fig. 19: Disconnecting Dashboard Wire Harness Connectors
Courtesy of AMERICAN HONDA MOTOR CO., INC.

Remove the ground bolts (F).

Detach all of the harness and connector clips. With navigation system, remove the climate control unit

mounting screw (G), detach the harness clips, then pull the GPS antenna harness (H) out from betweg
the unit and the frame, and remove the harness from the steering hanger beam.

. From the front of the dashboard (A), remove the screws (B, C) and the front passenger's airbag mount
nuts (D).
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Fastener Locations
BP :Screw,9 CPr:Screw, 1

G03641675

Fig. 20: Removing Front Passenger's Airbag Mounting Nuts (From Front Dashboard)
Courtesy of AMERICAN HONDA MOTOR CO., INC.

7. From the back of the dashboard (A), remove the screws (B, C).

Fastener Locations
Bp :Screw,5 CJPr:Screw, 3

GO3BA1676

Fig. 21: Removing Screws From Back Of Dashboard
Courtesy of AMERICAN HONDA MOTOR CO., INC.

8. Separate the steering hanger beam (D) and dashboard.

9. Reassemble the dashboard and steering hanger beam in the reverse order of disassembly, and note t
items:

o Make sure the dashboard wire harness and steering hanger beam wire harness are not pinched.
o Make <lire the connectors are nhiiaaed in nron




