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BODY SEALING LOCATIONS

BODY SEALING LOCATIONS

If the sealant application is directly visible on the NOTE: The bold dotted line indicates the application
outer plate and requires appearance quality of the area on the underside.

application in areas such as the drip rail, pillar, clinch

and so on, then apply the sealant so that it is flat, or

wipe off any excess mounding after the application.

Be careful not to obstruct the water draining hole.
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BODY SEALING LOCATIONS

SIDE BODY
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WAX INJECTION LOCATIONS

Tailgate (inner)

Rear door

AB300106AB AB302117AD

AB302116AE

WAX INJECTION LOCATIONS

In order to provide greater corrosion resistance, wax NOTES REGARDING WAX INJECTION
injection has been performed for the lower areas of WORK

the vehicle, such as the frame, the side sill, and other
panels which are a hollow-construction. If any of
these panels are replaced, wax injection must be
performed for the new parts.
Recommended wax:
o Tectyl 506, 506T or ML
Waxoyl
Dinitrol 3122 or 3654-1
Mercasol 831-ML
Terotex
HV200PLUS or HV300

o Be careful that the wax does not get onto other
parts. Especially if wax is to be injected into the
lower part of the centre pillar and into the side sill,
first remove the seat belt retractor and the door
switch.

e For wax injection locations which have a rubber
plug, do not forget to reinstall the rubber plug
after the wax injection is completed.
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NOTE:

e for the numbers shown in the figure, refer to detailed illustrations with the same numbers on later pages.
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WAX INJECTION LOCATIONS
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<= : Nozzle insertion openings

Application surfaces
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<= : Nozzle insertion openings Application surfaces
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WAX INJECTION LOCATIONS

<= : Nozzle insertion openings

Application surfaces
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<= : Nozzle insertion openings

Application surfaces
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ROCKER PANEL PRIMER APPLICATION LOCATIONS

ROCKER PANEL PRIMER APPLICATION LOCATIONS

M4040002000186
To prevent rusting from chipping (flying rock), a prim-  The priming panel primer is applied between the
ing panel primer has been applied to the areas indi- under and middle coat. It improves anti-corrosive
cated in the figure. performance by preventing flying rock to damage the
body panel with the primer application, according to
the thickness and elasticity of the primer. Apply the
primer before the middle coat when replacing the
panel complete with a priming panel primer applica-
tion.

30 mm

[1: Rocker panel primer AB200205AE
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UNDERCOAT APPLICATION LOCATIONS

M4040003000190

The under parts of the body is undercoated for Tape the areas marked with an asterisks to protect
anti-corrosive, anti-rust, anti-chipping, and anti-vibra- those areas from getting any undercoating on those
tion performance. areas.

After correcting the body, restore as shown in the
instructions of the figure, if necessary.
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[1: Undercoat [Film thickness is at least 0.5 mm]
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UNDERBODY ANTICORROSION AGENT LOCATIONS

In order to provide a greater corrosion resistance,

underbody corrosion prevention treatment should be
performed after undercoat application. After complet-

ing body repairs, restore this underbody corrosion

prevention treatment as indicated in the illustration if

necessary. Recommend wax:
e Tectyl 506T, 506 or S
o Waxoyl

M4040009000091

NOTE:
e Take care not to permit the anticorrosion agent to

come in contact with body painting, brake parts,
exhaust pipes, bearing seals for rear axle and
rambler parts (such as tires and drive shaft
boots).

If anticorrosion agent gets onto the oxygen sen-
sor, it will cause a drop in the performance of the
sensor. Cover the oxygen sensor with a protec-
tive material when applying anti-corrosion agents
and undercoats.

VLHT VR VLR VLRHT TEET YT 7\
S 0° A\
g/ o°< — % ) H | © 2
= 4 | _
H N og\i e - = —= o o
0] Ba ° ©
— P — o — 23 —
) | - 0
~ T3 ILL T ) ..I- S o ! = —
[ Lol | o N U =
e S et e =¥
‘J‘, // =N S o —0 O o ) = o
Y L =<
L o 07 — ) H | j
(©) o ["]o \
i & T Y T T 5 T L D

[ :0.2mm or more

AB202126AC



NOTES



	BODY REPAIR MANUAL
	CORROSION PROTECTION
	BODY SEALING LOCATIONS
	FLOOR
	UPPER BODY
	SIDE BODY

	WAX INJECTION LOCATIONS
	NOTES REGARDING WAX INJECTION WORK

	ROCKER PANEL PRIMER APPLICATION LOCATIONS
	UNDERCOAT APPLICATION LOCATIONS
	UNDERBODY ANTICORROSION AGENT LOCATIONS




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.2
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile true
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /Courier-Oblique
    /Helvetica
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Oblique
    /Symbol
    /Times-Bold
    /Times-BoldItalic
    /Times-Italic
    /Times-Roman
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
  >>
>> setdistillerparams
<<
  /HWResolution [1200 1200]
  /PageSize [612.000 792.000]
>> setpagedevice


