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SS−8
−SERVICE SPECIFICATIONS ELECTRONIC CONTROL DIESEL (5L−E)

5L, 5L−E ENGINE SUP (RM890E)

ELECTRONIC CONTROL DIESEL (5L−E)
SERVICE DATA
Throttle control
motor

Resistance at 20˚C (68˚F) 18 − 22 �

Timing control
valve

Resistance at 20˚C (68˚F) 10 − 14 �

Spill control valve Resistance at 20˚C (68˚F) 1 − 2 �

E−VRV for EGR Resistance at 20˚C (68˚F) 46 − 50 �

Water temperature
sensor

Resistance at −20˚C (−4˚F)
at 0˚C (32˚F)
at 20˚C (68˚F)
at 40˚C (104˚F)
at 60˚C (140˚F)
at 80˚C (176˚F)

10 − 20 k�
4 − 7 k�
2 − 3 k�
0.9 − 1.4 k�
0.4 − 0.7 k�
0.2 − 0.4 k�

Fuel temperature
sensor

Resistance at −20˚C (−4˚F)
at 0˚C (32˚F)
at 20˚C (68˚F)
at 40˚C (104˚F)
at 60˚C (140˚F)
at 80˚C (176˚F)

10 − 20 k�
4 − 7 k�
2 − 3 k�
0.9 − 1.3 k�
0.4 − 0.7 k�
0.2 − 0.4 k�

Intake air temper-
ature sensor

Resistance at −20˚C (−4˚F)
at 0˚C (32˚F)
at 20˚C (68˚F)
at 40˚C (104˚F)
at 60˚C (140˚F)
at 80˚C (176˚F)

10 − 20 k�
4 − 7 k�
2 − 3 k�
0.9 − 1.3 k�
0.4 − 0.7 k�
0.2 − 0.4 k�

Intake air pressure
sensor

Power source voltage 4.75 − 5.25 V

Engine speed sen-
sor

Resistance at 20˚C (68˚F) 205 − 255 �

Crankshaft posi-
tion sensor

Resistance at cold
at hot

19 − 32 �

24 − 37 �


