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CYLINDER HEAD
INSPECTION
1. INSPECT VALVES
Check the valve overall length.

Standard overall length:
Intake

2L, 3L 103.29 − 103.69 mm (4.0665 − 4.0823 in.)

5L 104.10 − 104.50 mm (4.0984 − 4.1142 in.)

Exhaust

2L, 3L 103.14 − 103.54 mm (4.0606 − 4.0764 in.)

5L 103.95 − 104.35 mm (4.0925 − 4.1083 in.)

Minimum overall length:
Intake

2L, 3L 102.79 mm (4.0468 in.)

5L 103.60 mm (4.0787 in.)

Exhaust

2L, 3L 102.64 mm (4.0409 in.)

5L 103.45 mm (4.0728 in.)

If the overall length is less than minimum, replace the valve.

2. INSPECT CAMSHAFT
Using a micrometer, measure the cam lobe height.

Standard cam lobe height:
Intake

2L 53.850 − 53.870 mm (2.1201 − 2.1209 in.)

3L, 5L 54.290 − 54.310 mm (2.1374 − 2.1382 in.)

Exhaust 54.990 − 55.010 mm (2.1650 − 2.1657 in.)
Minimum cam lobe height:
Intake

2L 53.35 mm (2.1004 in.)

3L, 5L 53.79 mm (2.1177 in.)

Exhaust 54.49 mm (2.1453 in.)
If the cam lobe height is less than minimum, replace the cam-
shaft.


