
Knuckle/Hub Bearing Unit Replacement

Exploded View

.WASHER

12 m 1.25 mm 
98.1 N-m
(10.0 kgf-m, 72.3 lbf-ft)

' KNUCKLE
Checkfor deformation and damage.

14 x 1.5 mm 
98.1 N-m
(10.0 kgf-m, 72.3 lbf-ft)

BACKING PLATE 
Check for corrosion, 
deformation, 
and damage.
Replace if rusted.

PARKING BRAKE SHOES ASSEMBLY

BRAKE DISC/DRUM

BALL JOINT BOOT 
Check for deterioration 
and damage.

CASTLE NUT 
14x 1.5 mm 
74—83 N-m 
(7 .5-8 .5  kgf-m, 
54 -61  lbf-ft) 
Replace.

COTTER PIN 
Replace.

FLAT SCREW 
6x 1.0 mm
9.8 N-m
(1.0 kgf-m, 7.2 lbf-ft)

SPINDLE NUT 
24 x 1.5 mm
245 N-m
(25.0 kgf-m, 181 lbf-ft) 
Replace.

App ly a small amount 
or engine o il to the seating 
surface of the nut.
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Special Tools Required
•Ball joint thread protector, 14 mm 07AAE-SJAA100
• Ball joint thread protector, 12 mm 07AAF-SDAA100
• Ball joint remover, 32 mm 07MAC-SL0A102

Hub Bearing Unit Replacement

1. Raise the vehicle on a lift (see page 1-8).

2. Remove the wheel nuts, and the rear wheel.

3. Remove the brake caliper bracket mounting bolts
(A), and remove the caliper assembly (B) from the 
knuckle. To prevent damage to the caliper 
assembly or brake hose, use a short piece of wire 
to hang the caliper assembly from the 
undercarriage. Do not twist the brake hose 
excessively.

4. Remove the two washers (A).

NOTE: During installation, make sure the washers 
are installed between the brake caliper bracket and 
the knuckle.

5. Remove the wheel speed sensor (A) and the O-ring
(B) from the knuckle. Do not disconnect the wheel 
speed sensor connector.
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Knuckle/Hub Bearing Unit Replacement (cont'd)

6. Raise the stake (A), and remove the spindle nut (B). 9. Install the hub bearing unit in the reverse order of
removal, and note these items:

• Tighten all mounting hardware to the specified 
torque.

• Use a new spindle nut on reassembly.
• Before installing the spindle nut, apply a small 

amount of engine oil to the seating surface of the 
nut. After tightening, use a drift to stake the 
spindle nut shoulder against the driveshaft.

• Before installing the brake disc/drum, clean the 
mating surfaces of the hub bearing unit and the 
inside of the brake disc/drum.

• Before installing the wheel, clean the mating 
surfaces of the brake disc/drum and the inside of 
the wheel.

• Check the wheel alignment, and adjust it if 
necessary (see page 18-5).

8. Remove the hub bearing unit (A).
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Knuckle Replacement

1. Remove the hub bearing unit (see page 18-12).

2. Remove the lower arm A mounting nut (B), the 
washers (C), and the mounting bolt (D) from the 
knuckle side.

NOTE: Use new lower arm A mounting nuts and 
new bolts during reassembly.

3. Remove the self-locking nut (E), the washers (F), 
and the flange bolt (G), then remove the lower arm
A.

4. Remove the backing plate mounting nuts (A), then 
remove the backing plate (B). To prevent damage 
to the backing plate or parking brake shoes 
assembly and cable, use a short piece of wire to 
hang the backing plate from the undercarriage. Do 
not twist the parking brake cable with force.

5. Remove the wheel speed sensor bracket (A) from 
the knuckle. Do not disconnect the wheel speed 
sensor connector.

NOTE: Use a new wheel speed sensor bracket on 
reassembly.

6. Remove the lock pin (A) from the upper arm ball 
joint, then loosen the nut (B).

NOTE: During installation, install the lock pin as 
shown after tightening a new castle nut.

7. Disconnect the upper arm ball joint from the
knuckle using the ball joint thread protector and the 
ball joint remover (see page 18-10).
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Knuckle/Hub Bearing Unit Replacement (cont'd)

8. Remove the self-locking nut (A) and the washer (C), 
then disconnect the stabilize link (D) from lower 
arm B (see page 18-36).

NOTE: Use a new self-locking nut during 
reassembly.

9. Remove the damper lower mounting bolt (A), and 
disconnect the damper (B) from the knuckle.

NOTE: Use a new damper lower mounting bolt 
during reassembly.

10. Place a floor jack at the connecting point of lower 
arm B and the stabilizer link.

11. Remove the cotter pin (A) from the lower arm B ball
joint, and loosen the nut (C).

NOTE:
• Use the new castle nut during reassembly.
• During installation, insert the new cotter pin into 

the ball joint pin hole from the rear to the front of 
vehicle, and bend its end as shown. Check the 
ball joint pin hole direction before connecting the 
ball joint.

12. Disconnect the knuckle ball joint from the lower 
arm B using the ball joint thread protector and the 
ball joint remover (see page 18-10).

13. Remove the control arm mounting nut (A) and the 
washer (B) from the knuckle (C), then remove the 
knuckle.

NOTE: Use a new control arm mounting nut during 
reassembly.

A'
12x1.25 
59 N*m 
(6.0 kgf-m,
43 Ibf-ft) 
Replace.
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Ball Joint Boot Replacement

14. Install the knuckle in the reverse order of removal,
and note these items:

• First install all the components and lightly tighten 
the bolts and nuts, then raise the suspension to 
load it with the vehicle's weight before fully 
tightening to the specified torque.

• Before connecting the ball joint to the knuckle 
and the lower arm B, degrease the threaded 
section and the tapered portion of the ball joint 
pin, the connecting hole, and the threaded 
section and the mating surface of the castle nut.

• Be careful not to damage the ball joint boot when 
connecting the knuckle to the lower arm B and 
the upper arm to the knuckle.

• Torque the castle nut to the lower torque 
specification, then tighten it only far enough to 
align the slot with the ball joint pin hole. Do not 
align the castle nut by loosening it.

• Before installing the wheel, clean the mating 
surfaces on the brake disc/drum and the inside of 
the wheel.

• Check the wheel alignment, and adjust it if 
necessary (see page 18-5).

Spec ial Tools Required
• Ball joint boot clip guide, 45 mm 070AG-SJA0300
• Ball joint boot clip guide, 51 mm 07MAG-SL00200

1. Remove the boot clip and the boot.

2. Pack the interior and lip (A) of a new boot with 
grease. Keep the grease off of the boot-to-knuckle 
mating surfaces (B).

3. Wipe the grease off the tapered portion of the pin
(C), and pack fresh grease into the base (D). Do not 
let dirt or other foreign materials get into the boot.

4. Install the boot on the ball joint, then squeeze it 
gently to force out any air.

5. Adjust the depth by turning the special tool (A) until 
its base is just above the groove around the bottom 
of the boot. Then slide the clip (B) over the tool, and 
into position on the boot.

A
070 AG-S J A0300 or

6. After installing the boot, wipe any grease off the 
exposed portion of the ball joint pin.
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Upper Arm Replacement

Special Tools Required
• Bail joint thread protector, 12 mm 07AAF-SDAA100
• Ball joint remover, 32 mm 07MAC-SL0A102

1. Raise the vehicle on a l ift (see page 1-8).

2. Remove the wheel nuts, and the rear wheel.

3. Place a floor jack under the trailing arm, and 
support the suspension.

4. Remove the wheel speed sensor bracket (A) from 
the upper arm (B).

NOTE: Use a new wheel speed sensor bracket on 
reassembly.

5. Remove the lock pin (A) from the upper arm ball 
joint, then remove the castle nut (B).

NOTE: During installation, install the lock pin as 
shown after tightening the new castle nut.

7. Remove the flange bolts (A) and the self-locking 
nuts (B), then remove the upper arm (C).

NOTE: Use new flange bolts and new self-locking 
nuts during reassembly.

A
Replace.

70 N-m
(7.1 kgf-m, 51 lbf-ft) 
Replace.

8. Install the upper arm in the reverse order of
removal, and note these items:

• First install all of the components, and lightly 
tighten the bolts and nuts, then raise the 
suspension to load it with the vehicle's weight 
before fully tightening to the specified torque.

• Be careful not to damage the ball joint boot when 
installing the knuckle.

• Before connecting the ball joint to the knuckle, 
degrease the threaded section and the tapered 
portion of the ball joint pin, the connecting hole, 
and the threaded section and the mating surface 
of the castle nut.

• Torque the castle nut to the lower torque 
specification, then tighten it only far enough to 
align the slot with the ball joint pin hole. Do not 
align the castle nut by loosening it.

• Before installing the wheel, clean the mating 
surfaces of the brake disc/drum and the inside of 
the wheel.

9. Check the wheel alignment, and adjust it if
necessary (see page 18-5).

6. Disconnect the upper arm ball joint from the
knuckle using the ball joint thread protector and the 
ball joint remover (see page 18-10).
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Lower Arm A Replacement Control Arm Replacement

1. Raisa the vehicle on a lift (see page 1-8).

2. Remove the wheel nuts, and the rear wheel.

3. Remove the lower arm A mounting nut (B), the 
washers (C) and the mounting bolt (D) from the 
knuckle side.

NOTE: Use new lower arm A mounting nuts and 
bolts during reassembly.

4. Remove the self-locking nut (E), the washers (F), 
and the flange bolt (G), then remove the lower arm
A.

5. Install the lower arm A in the reverse order of
removal, and note these items:

• First install all of the components, and lightly 
tighten the bolts and nuts, then raise the 
suspension to load it with the vehicle's weight 
before fully tightening to the specified torque.

• Before installing the wheel, clean the mating 
surfaces on the brake disc/drum and the inside of 
the wheel.

• Check the wheel alignment, and adjust it if 
necessary (see page 18-5).

1. Raise the vehicle on a lift (see page 1-8).

2. Remove the wheel nuts, and the rear wheel.

3. Remove the control arm mounting nut (A) and the 
washer (B) from the knuckle side.

NOTE: Use a new control arm mounting nut during 
reassembly.

4. Mark the cam positions of the adjusting bolt (C) and 
the adjusting cam (D), then remove the self-locking 
nut (E), the adjusting cam, and the adjusting bolt.

NOTE: Use a new self-locking nut and a new 
adjusting bolt during reassembly.

5. Remove the control arm (F).

6. Install the control arm in the reverse order of 
removal, and note these items:

• First install all of the components, and lightly 
tighten the bolts and nuts, then raise the 
suspension to load it with the vehicle's weight 
before fully tightening to the specified torque.

• Align the cam positions of the adjusting bolt and 
the adjusting cam with the marked positions 
when tightening.

• Tighten all mounting hardware to the specified 
torque.

• Before installing the wheel, clean the mating 
surfaces on the brake disc/drum and inside of the 
wheel.

7. Check the wheel alignment, and adjust it if 
necessary (see page 18-5).
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Lower Arm B Removal and Installation

Special Tools Required
•Ball joint thread protector, 14 mm 07AAE-SJAA100
• Ball joint remover, 32 mm 07MAC-SL0A102

Removal

1. Raise the vehicle on a lift (see page 1-8).

2. Remove the wheel nuts, and the rear wheel.

3. Remove the self-locking nut (A) and the washer (C) 
while holding the joint pin (D) with a hex wrench (E), 
and disconnect the stabilizer link (F) from lower 
arm B.

4. Place a floor jack at the connecting point of lower 
arm B and the stabilizer link.

5. Remove the cotter pin (A) from the lower arm B ball
joint, and loosen the castle nut (C).

NOTE:
• Use the new castle nut during reassembly.
• During installation, insert the new cotter pin into 

the ball joint pin hole from the rear to the front of 
the vehicle, and bend its end as shown. Check the 
ball joint pin hole direction before connecting the 
ball joint.

6. Disconnect the lower arm ball joint from the 
knuckle using the ball joint thread protector and the 
ball joint remover (see page 18-10).

7. Lower the floor jack gradually.

8. Remove the spring (A), the spring mounting 
cushion (C), and the lower spring seat (D).

9. Remove the self-locking nut (E) and the flange bolt
(F), then remove lower arm B.
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Installation

1. Position lower arm B, install a new flange bolt (A), 
and loosely install a new self-locking nut (C).

e
14x1.5 mm

A 86 N-m (8.8 kgf-m, 64 lbf-ft)
Replace. Replace.

2. Install the spring mounting cushion (D) and the
spring (E).

3. Align the bottom of the spring (A), the stepped part 
of the lower spring seat (C) and lower arm B.

4. Place a floor jack at the connecting point of lower 
arm B and the stabilizer link.

5. Raise the jack slowly until you can align the bolt 
hole of lower arm B and the knuckle ball joint pin, 
then loosely install a new castle nut (A).

6. Install the stabilizer link on the lower arm B with the 
washer and a new self-locking nut, and lightly 
tighten them.

7. Raise the rear suspension with a floor jack to load it 
with the vehicle's weight.

8. Tighten the castle nut and the self-locking nut to the 
specified torque.

NOTE:
• Torque the castle nut to the lower torque 

specification, then tighten it only far enough to 
align the slot with the ball joint pin hole. Do not 
align the castle nut by loosening it.

• Insert a new cotter pin (C) into the ball joint pin 
from the rear to the front of the vehicle, and bend 
its end as shown.

• Refer to stabilizer Link Replacement to connect 
the lower arm B and the link (see page 18-36).

9. Clean the mating surface of the brake disc/drum the 
inside of the wheel, then install the rear wheel.

10. Check the rear wheel alignment, and adjust it if 
necessary (see page 18-5).
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Stabilizer Link Removal/Installation

1. Raise the vehicle on a lift (see page 1-8).

2. Remove the wheel nuts, and the rear wheel.

3. Remove the self-locking nuts (A) while holding the 
respective joint pin (B) with a hex wrench (C), then 
remove the washer (D) and the stabilizer link (E).

4. Place a floor jack at the connecting point of lower 
arm B and the stabilizer link, and raise the 
suspension.

5. Install the stabilizer link (A) on the stabilizer bar (C) 
and lower arm B with the joint pins set at the center 
of their range of the movement.

NOTE: The stabilizer link has a paint mark (D). The 
paint mark indicates the difference between the left 
and right stabilizer link.

6. Install the washer and new self-locking nuts (A), 
and lightly tighten them.

7. Tighten the self-locking nuts to the specified torque 
while holding the respective joint pin (B) with a hex 
wrench (C).

8. Clean the mating surface of the brake disc/drum 
and the inside of the wheel, then install the rear 
wheel.

9. Test-drive the vehicle.

10. After 5 minutes of driving, tighten the self-locking 
nuts again to the specified torque.
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Stabilizer Bar Replacement

1. Raise the vehicle on a lift (see page 1-8).

2. Remove the wheel nuts, and the rear wheels.

3. Disconnect the stabilizer links from the stabilizer 
bar (A) on the right and left sides (see page 18-36).

4. Remove the flange bolts and the bushing holders
(B), then remove the bushing (C) and the stabilizer 
bar.

N O TE : U s e  n e w flange bolts during reassembly.

5. Install the stabilizer bar in the reverse order of
removal, and note these items:

• Note the right and left direction of the stabilizer 
bar.

• Align the ends of the paint marks (A) on the 
stabilizer bar with each end of the bushings (B).

• Refer to Stabilizer Link Replacement to connect 
the stabilizer to the links (see page 18-36).

• Clean the mating surface of the brake disc/drum 
and the inside of the wheel, then install the rear 
wheel.

• Check the wheel alignment, and adjust it if 
necessary (see page 18-5).
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Damper Replacement

Exploded View

DUSTCOVER
Checkfor bending and damage

SELF-LOCKING NUT 
10 x 1.25 mm
29 N-m (3.0 kgf-m, 22 lbf-ft)
Replace.

WASHER
Check for deformation.

DAMPER MOUNTING BASE 
Check for deformation.

DAMPER UNIT
Check for oil leaks, gas leaks,
and smooth operation.

BUMP STOP PLATE

BUMP STOP 
Check for weakness, 
oil contamination 
and damage.
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Removal

1. Raise the vehicle on a lift (see page 1-8).

2. Remove the wheel nuts, and the rear wheel.

3. Place a floor jack at the connecting point of lower 
arm B and the stabilizer link to support them.

4. Disconnect the headlight leveling sensor linkage 
(A) from the damper.

5. Remove the rear shelf (see page 20-80).

6. Remove the two flange nuts (A). 

A
10x1.25 mm
Replace.

7. Remove the damper lower mounting bolt (A) from 
the knuckle.

8. Lower the rear suspension, then remove the 
damper (A) from the vehicle.

(cont'd)
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Damper Replacement (cont'd)

Inspection

1. Disassemble the damper and check all the parts as 
shown in the Exploded View.

2. Install the damper mounting base, the washer, and 
the 10 mm nut to the damper unit.

3 . Push on the damper by hand as shown.

4. Compress the damper assembly by hand, and 
check for smooth operation through a full stroke, 
both compression and extension. The damper 
should extend in a smooth, continuous motion 
when the compression is released. If it does not, 
the gas is leaking and the damper should be 
replaced.

5. Checkfor oil leaks, abnormal noises, or binding 
during these tests.

Installation

1. Place a floor jack at the connecting point of lower 
arm B and the stabilizer link.

2. Compress the damper (A) by hand, and move it into 
position.

3. Loosely tighten a new damper lower mounting bolt
(A).

Replace.
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4. Loosely install new flange nuts.

10x1.25 mm
38 N-m (3.9 kgf-m, 28 lbf-ft) 
Replace.

5. Raise the rear suspension with a floor jack to load it 
with the vehicle's weight.

6. Tighten the flange nuts and the damper lower 
mounting bolt to the specified torque.

7. Connect the headlight leveling sensor linkage (A) to 
the damper with the self-locking nut (B).

8. Clean the mating surface of the brake disc/drum 
and the inside of the wheel, then install the rear 
wheel.

9. Check the rear wheel alignment, and adjust it if 
necessary (see page 18-5).

10. Do the adaptive front lighting control unit learning 
procedure (see page 22-265).
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Spring Replacement

Exploded View

Checkfor damage.
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Special Tools Required
• Ball joint thread protector, 14 mm 07AAE-SJAA100
• Ball joint remover, 32 mm 07MAC-SL0A102

Removal

1. Raise the vehicle on a lift (see page 1-8).

2. Remove the wheel nuts, and the rear wheel.

3. Remove the self-locking nut (A) and the washer (C) 
while holding the joint pin (D) with a hex wrench (E), 
and disconnect the stabilizer link (F) from lower
arm B.

4. Place a floor jack at the connecting point of lower 
arm B and the stabilizer link.

5. Remove the cotter pin (A) from the lower arm B ball 
joint, and loosen the castle nut (C).

NOTE: During installation, insert a new cotter pin 
into the ball joint pin hole from the rear to the front 
of the vehicle, and bend its end as shown. Check 
the boll joint pin hole direction before connecting 
the ball joint.

6. Disconnect the lower arm ball joint from the 
knuckle using the ball joint thread protector and the 
ball joint remover (see page 18-10).

7. Lower the floor jack gradually.

8. Remove the spring (A), the spring mounting 
cushion (B), and the lower spring seat (C).
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Spring Replacement (cont'd)

Installation

1. Install the spring mounting cushion (A), the spring 
(B).

2. Align the bottom of the spring (A), the stepped part 
of the lower spring seat (C), and lower arm B.

3. Place the floor jack at the connecting point of lower 
arm B and the stabilizer link.

4. Raise the jack slowly until you can align the bolt 
hole of lower arm B and the knuckle ball joint pin, 
then loosely install a new castle nut (A).

5. Install the stabilizer link on the lower arm B with the 
washer and a new self-locking nut, and lightly 
tighten them.

6. Raise the rear suspension with a floor jack to load it 
with the vehicle's weight.

7. Tighten the castle nut and self-locking nut to the 
specified torque.

NOTE:
• Torque the castle nut to the lower torque 

specification, then tighten it only far enough to 
align the slot with the ball joint pin hole. Do not 
align the castle nut by loosening it.

• Insert a new cotter pin (C) into the ball joint pin 
from the rear to the front of the vehicle, and bend 
its end as shown.

• Refer to stabilizer Link Replacement to connect 
the lower arm B and the link (see page 18-36).

8. Clean the mating surface of the brake disc/drum 
and the inside of the wheel, then install the rear 
wheel.

9. Check the rear wheel alignment, and adjust it if 
necessary (see page 18-5).
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