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00— Technical data

1 Engine number
(ARLO03668; Edition 01.2014)
Engine number

— Pull off engine cover panel (front) -arrows-.

N A

——— 1 i ——

4 The engine number (“engine code” and “serial number”) can
be found on the front of the cylinder block beneath the cylinder
head (right-side) -arrow 1-.

¢ Additionally there is a sticker on the coolant pipe (front)
-arrow 2- showing the “engine code” and “serial number”.

¢ The engine code is also included on the vehicle data sticker.

1. Engine number 1



2 Engine data

Code letters BKH BPK
Capacity Itr. 3.123 3.123
Power output kW at rpm 188/6500 191/6500
Torque Nm at rpm 330/3250 330/3250
Bore & in mm 84.5 84.5
Stroke mm 92.8 92.8
Compression ratio 12.5 12:5
RON at least o5 1) o5 1)
Injection/ignition system Simos Simos
Firing order 1-4-3-6-2-5 1-4-3-6-2-5
Exhaust gas recirculation no no
Turbocharging/supercharging no no
Knock control yes yes
Variable valve timing yes yes
Intake manifold change-over no no
Secondary air system no no
Valves per cylinder 4 4

* 1) Unleaded regular grade petrol (RON 91) can also be used, but this will result in a loss of power
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3 Safety precautions

= “3.1 Safety precautions when working on the fuel supply sys-
tem”, page 3

> “3.2 Safety precautions when using testers and measuring in-
struments during a road test”, page 4

= “3.3 Safety precautions when working on the cooling system”,
page 4

> “3.4 Safety precautions when working on the ignition system”,
page 4

3.1 Safety precautions when working on the
fuel supply system

Please note the following warnings when working on the fuel sup-
ply system:

m WARNING

The fuel system operates at extremely high pressure. This can
cause injury.

¢ The fuel pressure in the high-pressure section of the in-
Jection system must be reduced fto a residual pressure
prior to opening the system. Procedure = page 261

¢ Wrap a clean cloth around the connection and carefully
loosen the connection fo allow the residual pressure fo
dissipate.

Escaping fuel can cause a risk.

¢ The power supply for the fuel system pressurisation pump
- G6- must be disconnected before opening the fuel sys-
tem, since -G6- will be activated briefly when the driver's
door is opened with the baftery still connected.

¢ Disconnect power supply by removing fuse for fuel pump
control unit - J538- /fuel delivery unit » Current flow dlia-
grams, Electrical fault finding and Fitting locations, or
disconnect battery.

Observe the following to prevent injuries to persons and damage
to the injection and ignition system:

¢ Always switch off the ignition before connecting or discon-
necting electrical wiring for the injection or ignition system or
tester cables.

¢ Always switch off ignition before washing engine.

¢ Erase any entries in event memory resulting from testing or
installation = Vehicle diagnostic tester, [Interrogate event
memory], then [Generate readiness codel.

ﬁ Caution

To prevent irreparable damage to the electronic components
when disconnecting the battery:

¢ Observe notes on procedure for disconnecting the battery.
¢ Always switch off the ignition before disconnecting the

battery = Electrical system; Rep. gr. 27 .
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3.2 Safety precautions when using testers
and measuring instruments during a
road test

Note the following if testers and measuring instruments have to
be used during a road test:

! |> WARNING

Accidents can be caused if the driver is distracted by fest
equipment while road-testing, or if test equjpment is not prop-
erly secured.

Persons sitting in the front passenger's seat could be injured if
the airbag is triggered in an accident.

» The use of test equijpment while driving causes distraction.

e Thereis an increased risk of injury if test equipment is not
secured.

¢ Test equipment must always be secured on the rear seat
with a strap and operated from the rear seaf by a second
person.

3.3 Safety precautions when working on the
cooling system

When working on the cooling system note the following warnings:

!E!S WARNING

Hot steam/hot coolant can escape - risk of scalding.

¢ The cooling system is under pressure when the engine is
hot.

¢ To allow pressure fo dissjpate, cover filler cap on coolant
expansion tank with cloth and open carefully.

Risk of injury as the radiafor fans may start up automatically.

¢ Unplug electrical connectors before starting fo work in the
area of radiator cowl.

ﬁ Caution

Overheating can occur. if.the filler.cap.is not fitted properly.

¢ The filler cap must.engage positively-and:audibly when it
is closed.

3.4 Safety precautions when working on the
ignition system

To prevent injuries to persons and/or irreparable damage to the
fuel injection and ignition system, the following must be noted:

¢ Persons wearing a cardiac pacemaker must at all times main-
tain a safe distance from high-voltage components such as the
ignition system and xenon headlights.
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¢ Always switch off the ignition before connecting or discon-
necting electrical wiring for the injection or ignition system or
tester cables.

Erase any entries in event memory resulting from testing or
installation = Vehicle diagnostic tester, [Interrogate event

memory], then [Generate readiness codel.

Always switch off the ignition before cleaning the engine.

Always switch off the ignition before connecting or discon-
necting-the'battery, otherwisethecengine-control’ unittmay be
damaged:

If you want to turn over the engine at cranking speed without
actually starting it (e.g. compression test), first unplug the con-
nectors from the ignition coils. In addition, remove fuse for fuel
pump control unit - J538- ; for identification of fuses refer to
= Current flow diagrams, Electrical fault finding and Fitting lo-
cations.

ﬁ Caution

To prevent irreparable damage fo the electronic components
when disconnecting the battery:

¢ Observe notes on procedure for disconnecting the battery.

¢ Always switch off the ignition before disconnecting the
battery > Electrical system; Rep. gr. 27 .
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4 Repair instructions

= “4.1 Rules for cleanliness”, page 6

= “4.2 Foreign particles in engine”, page 6

= “4.3 Contact corrosion”, page 6

> “4.4 Routing and attachment of pipes, hoses and wiring”, page
7

= “4.5 Installing radiators and condensers”, page 7

= “4.6 Checking vacuum system”, page 7

41 Rules for cleanliness

Even small amounts of dirt can cause malfunctions. For this rea-
son, please observe the following rules when working on the fuel
supply system and injection system:

¢ Carefully clean connection points and the surrounding area
with engine cleaner or brake cleaner and dry thoroughly before
opening.

¢ Immediately seal open lines and connections with clean plugs,
for example from engine bung set - VAS 6122- .

¢ Place parts that have been removed on a clean surface and
cover them over. Use only lint-free cloths.

¢ Carefully cover or seal open components if repairs cannot be
carried out immediately.

¢ Only install clean components; replacement parts should only
be unpacked immediately prior to installation. Do not use parts
that have not been stored in their packing (e.g. in tool boxes
etc.).

¢ When the system is open, do not work with compressed air
and do not move the vehicle.

¢ Make sure that no fuel runs onto the fuel hoses. Should this
occur, the fuel hoses must be cleaned again immediately.

¢ Protect unplugged electrical connectors against dirt and mois-
ture and make sure connections are dry when attaching.

4.2 Foreign particles in engine

¢ When performing assembly work on the engine, all open pas-
sages, in the intake and exhaust systems must be sealed.with
suitable plugs.(e:g, fromengine:-bung.set.~ VAS 6122-)to
preventforeignparticlessfrom entering theengine:

4 In the event of mechanical damage to one of the cylinder
banks, the intake and exhaust systems and combustion cham-
bers of the opposite cylinder bank must always be examined
for foreign particles to prevent further damage occurring later.

4.3 Contact corrosion

Contact corrosion can occur if unsuitable fasteners are used (e.g.
bolts, nuts, washers, etc.).

For this reason, only fasteners with a special surface coating are
used.

Additionally, all rubber and plastic parts and all adhesives are
made of non-conductive materials.

Always install new parts if you are not sure whether used parts
can be re-fitted = Electronic parts catalogue .
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Note the following:

*

*
*

We recommend using only genuine replacement parts; these
have been tested and are compatible with aluminium.

We recommend the use of Audi accessories.

Damage caused by contact corrosion is not covered under
warranty.

4.4 Routing and attachment of pipes, hoses

and wiring

Mark fuel lines, vacuum lines, pipes/hoses for activated char-
coal filter system and electrical wiring etc. before removal so
they can be re-installed in the original positions and correctly
connected. Make sketches or take photographs if necessary.

To prevent damaging pipes, hoses and wiring, ensure suffi-
cient clearance from all moving or hot components in engine
compartment (little space inengine compartment):

4.5 Installing radiators-and ‘condensers

Even when the radiator, condenser and charge air cooler are cor-
rectly installed, slight impressions may be visible on the fins of
these components. This does not mean that the components are
damaged. If the fins are only very slightly distorted, this does not
justify renewal of the radiator, condenser or charge air cooler.

4.6 Checking vacuum system

Special tools and workshop equipment required

¢

Hand vacuum pump - VAS 6213-

Procedure

* & & o

Check all vacuum lines in the complete vacuum system for:
Cracks

Traces of animal bites

Kinked or crushed lines

Lines porous or leaking

Check vacuum line to solenoid valve and from solenoid valve
to corresponding component.

If a fault is stored in the event memory, check the vacuum lines
leading to the corresponding component and also check the
remaining vacuum lines in the system.

If it is not possible to build up pressure with the hand vacuum
pump - VAS 6213- or if the pressure drops again immediately,
check the hand vacuum pump and connecting hoses for leaks.

VAS 6213

-
WO0-10259
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10 — Removing and installing

1 Removing and installing engine - ve-
hicles with multitronic gearbox

= “1.1 Removing engine”, page 8

= “1.2 Detaching multitronic gearbox from engine”, page 26

= “1.3 Installing engine”, page 32

1.1 Removing engine

Special tools and workshop
equipment required

4 Removal lever - 80 - 200-

¢ Hose clamps, up to 25 mm
- 3094-

¢ Stepladder - VAS 5085-

¢ Engine bung set - VAS
6122-

¢ Scissor-type assembly
platform - VAS 6131 A- with

80-200

support set for Audi - VAS
6131/10- and supplemen-
tary set -VAS 6131/11-

¢ Drip tray for workshop hoist
- VAS 6208-

VYAS 5085

YAS 6208
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¢ Eye-head bolt - 3368-

¢ Spark plug connector pliers - V.A.G 1922-

¢ Hose clip pliers - VAS 6362-

4 Tensioning strap - T10038-

m Note

If the engine is going fo be separated from the gearbox (after the
entire assembly is removed), you will additionally need supple-
mentary set - VAS 6131/12-.

V.A.G 1922

T10038
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Procedure

E Note

U
& The engine is removed from underneath together with the
gearbox and subframe (with lock carrier installed).

& A/l cable ties which are released or cut open when removing
must be fitted in the same position when installing.

& Seal off open lines and connections with clean plugs from en-
gine bung set - VAS 6122- .

ﬁ WARNING

Make sure the vehicle cannot tip over when the engine is re-
moved.

¢ Secure the vehicle, to do so, the luggage compartment
must be empty.

The fuel system operafes af extremely high pressure. This can
cause injury.

¢ The fuel pressure in the high-pressure section of the in-
Jection system must be reduced lo a residual pressure
prior fo opening the system.

— Reduce fuel pressure in high-pressure section of injection sys-
tem = page 261 .

ﬁ Caution

Electronic components are susceptible fo damage.
¢ Observe notes on procedure for disconnecting the battery.

E Note

To make sure you can still move the front wheels when the battery
has been disconnected, only disconnect the battery with the ig-
nition key inserted.

— Remove luggage compartment side trim cover (right-side)
-arrows-.
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— Remove cover -1- over battery.

E Note

Disregard -item 2-.

— Disconnect earth cable -arrow- at battery.

II|III
\}
— Is[Az7-0182
} N

— Pull off engine cover panel (rear) -arrows-.

T L
*/’_Tfﬁ"?\:ﬁ?ﬁ_\‘i

OO )

— Pull off engine cover panel (front) -arrows-.

ﬂ WARNING

Hof steam or hot coolant can escape when coolant expansion
tank is opened] cover filler cap with cloth and open carefully.

< unOpenfiller‘capof-coolant ‘expansion'tank:

— Remove engine compartment seal from lock carrier and wing
panel flanges.
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m Note

Before removing, mark direction of rotation of poly V-belt with
chalk or felt-tip pen. If the belf runs in the opposite direction when
it is refitted, this can cause breakage.

— Turn the tensioner in the direction of the -arrow- to slacken the
poly V-belt.

— Remove poly V-belt and release pressure from the tensioner.

— Remove both front wheels.

E Note

Secure brake discs with wheel bolfs.

— If fitted, remove bolts -arrows- securing exhaust pipe for aux-
iliary/additional heater to noise insulation.

— Release quick-release fasteners -1- and -2- and take off noise
insulation.

— Unbolt bracket for noise insulation -arrows-.

L\ ». - [+

‘ — )|
L © A13-0696 ||
Lo T T L I L@
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— Unbolt cross piece at lock carrier -arrows-.

— Unscrew bolts -arrows- and remove cross piece from stop for
torque reaction support.

Unscrew bolts -arrows- and remove torque reaction support
from engine.

Place drip tray for workshop hoist - VAS 6208- under engine.

Disconnect coolant hose -arrow- at engine oil cooler and drain
off remaining coolant.

Then remove coolant hose.

2 P

| A19-10071

917
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Disconnect coolant hose -arrow- at thermostat before ATF
cooler and drain off coolant.

Remove bolts -arrows-.

Detach ATF cooler -1- and tie up to engine cross member.

Detach coolant hose.-arrow- at bottom left.of radiator.

Detach coolant hose (front right) -1- from coolant pipe.

Unscrew bolts -2- and -3- for coolant pipe.

E Note

The coolant pipe is removed together with the coolant hose (left-
side) at a later stage.

iy
O A 0636 .

10-1
e |
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— Detach coolant hose -1- from engine oil cooler.

— Unscrew bolts -arrows- and detach engine oil cooler.

E Note

¢ Disregard -item 2-.

¢ Plug openings on sump with clean plugs.

— Unplug electrical connector -1- for magnetic clutch on air con-
ditioner compressor.

ﬁ WARNING

The air condiitioner refrigerant circuit must not be opened.

— Unscrew air conditioner compressor from bracket -arrows-.

E Note

To prevent damage fo the refrigerant lines, ensure that the pipes
and hoses are not strefched, kinked or bent.

— Tie up air conditioner compressor with lines attached to left-
side of vehicle.

E Note

Lay a cloth under the hydraulic lines to catch any escaping hy-
draulic fluid.

— Clamp off hydraulic hose -1- for power steering pump using a
hose clamp - 3094- .

— Disconnect hydraulic hose from power steering pump.

— Unbolt hydraulic line -2- from power steering pump and place
hydraulic line on top of longitudinal member.

— Detach coolant hose -arrow- from coolant pipe (front).

)

| VN —_—

| _—
:‘!?;%’_M | 410-10097
== |
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— Detach coolant hose (left-side) -arrows- from engine and
move hose clear.

— Guide coolant hose downwards and detach together with cool-
ant pipe (bottom front).

— Detach coolant hose -arrow- from coolant expansion tank.
— Move coolant hose at engine clear.

— Pull non-return valve -2- off connection at air intake hose.

— Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

— Release hose clips -arrows- and remove air intake hose.

— Unplug electrical connector -1-.
— Detach vacuum hose -2-.
— Remove bolts -arrows-.

— Take out air cleaner housing.

[=]

= A10-1860 ]
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— Detach coolant hoses -1- and -2-.

E Note

The coolant hose (right-side) remains connected to the ATF cool-
er when the ATF cooler is moved clear.

ﬁ Caution

Rules for cleanliness when working on the injection system
2 page.b.

ﬁ WARNING

The fuel system is pressurised. Wrap a cloth around the con-
nection before opening the system. Then release pressure by
carefully loosening the connection.

— Disconnect fuel line -arrow- and move it clear.

— Disconnect vacuum hose -arrow- leading to activated charcoal
filter.

T
e Dl
i NEE

— Detach vacuum hose -arrow- going to brake servo at plenum
chamber partition panel.
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— Unscrew nuts and detach bracket for connectors -1 ... 4- (cen-
tre) from plenum chamber partition panel.

— Detach coolant hoses -arrows- leading to heat exchanger for
heater at plenum chamber partition panel.

Vehicles with auxiliary heater:
— Detach coolant hose -arrow- at rear left of engine.
— Remove coolant hose.

m Note

Shown from rear with engine removed for illustration purposes.

All vehicles:
— Pull off rubber seal -1- on plenum chamber covers.

— Detach plenum chamber covers -2- and -3-.
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— Lever off caps on windscreen wiper arms with a screwdriver.

— Loosen hexagon nuts -arrows- several turns.

— Loosen wiper arms from wiper shafts by tilting slightly, remove
hexagon nuts and take off wiper arms.

— Remove dust and pollen filter > Rep. gr. 87 .

E Note

Cover air duct at air conditioner housing with clean cloth fo pre- e — e I v
vent anything falling in. mm

— Remove bolts -arrows- for cowl panel trim -1- on both sides.

ﬁ Caution

To avoid cracking the cowl panel trim -1- during removal, apply
a small amount of soap solution to the joint between the wind-
screen and the cowl panel trim and pull the trim vertically up
out of the windscreen surround,.starting from the edge of the
windscreen:

v mAT= ;
ST o TN

N

— Carefully pull cowl panel trim off retainer at windscreen.

— Unscrew body brace -arrow-.

DINS
| .
| (020120 |7

R

— Unclip cover for engine control unit.

— Remove bolts -arrows-.

— Detach retainer and engine control unit from electronics box
(plenum chamber).

E Note

The electrical wires remain connected.

7
sy
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— Turn air quality sensor - G238- 90° anti-clockwise -arrow- and
remove from retainer.

— Release retaining clips -1 ... 4-.

— Open electronics box (plenum chamber) cover slightly and pull
off to front.

— Disconnect the electrical multi-pin connectors -1- using spark
plug connector pliers - V.A.G 1922- .

— Detach engine wiring harness at electronics box and at bulk-
head.

— Place engine control unit with wiring harness attached on top
of engine.

E Note

Secure the engine control unit fto prevent it falling.

Remove A-pillar trim (right-side) > Rep. gr. 70.
— Fold back floor covering.

— Unbolt protective cover above main fuse holder.
— Fold cover -2- to side.

- Remove nut -4-.

— Detach terminal 30 wire to starter.

m Note

Disregard items -1- and -3-.

— Remove front and rear sections of front right wheel housing
liner > Rep. gr. 66.

— Unscrew wiring clamp -1- in wheel housing (front right).

— Pull wiring harness out from interior -arrow-.
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— Unplug electrical connectors -1- and -3-.
— Unbolt earth cable -2- at longitudinal member.

— Unscrew bracket for wiring harness at longitudinal member
-arrows- and move wiring harness clear.

— Have a 2nd mechanic press the brake pedal.

& Caution

When slackening the flange bolt securing the drive shaft, the
wheel bearing must not be under load (vehicle must not be
standing on its wheels).

— Unscrew flange bolt -2- from drive shaft -1- (left and right).

— Unscrew bolts (left and right) -arrows- evenly.
— Take out anti-roll bar.

— Unplug electrical connector -2- at vehicle level sender.

— Detach coupling rod -1- at.track control link.

1 Y ! f;

R
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— Fit eye-head bolt - 3368- from below in bore on suspension
turret on both sides.

— Secure eye-head bolts - 3368- with nut -2- and washer -1-
(screw down nut several turns but not all the way down).

! 1 5 Caution

The weight of the wheel bearing housings must be supported
in order to prevent damage to the joints of the upper links.

Tie up wheel bearing housing on each side using tensioning
strap - T10038- as illustrated.

Unplug electrical connector -2- for front wheel speed sensor.

Move electrical wire -1- clear.

Unbolt suspension strut from track control link -arrow-.

Unbolt guide link -1- and track control link -2- at subframe.

m Note

If necessary, detach rear section of wheel housing liner when
pulling out guide link bolf -1-.

— - <
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— Pivot guide link -1- and track control link -2- outwards.

ﬁ Caution

The guide link and track control link must not be allowed to
hang down without support. Tie up both the guide link and track
control link fo wheel bearing housing as illustrated -arrow-.

— Repeat procedure on other side of vehicle.

— Remove noise insulation in left-side wheel housing -arrows-.

— Remove noise insulation in wheel housing (right-side)
-arrows-.

A18-10045

— Unbolt heat shield -1- for drive shaft.

— Unbolt drive shaft from flange shaft on gearbox.

ﬁ Caution

Take care not fo damage brake hose.

— Pivot wheel bearing housing outwards and remove drive shaft.
— Repeat procedure on other side of vehicle.
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— Unbolt cross piece (front) -arrows-.

'-.II @

=
)

— |
iy

Disconnect exhaust system at clamps -1- (left-side) and -2- (right-
side).

Y

Set up the scissor-type assembly platform as follows:

— Set up scissor-type assembly platform - VAS 6131 A- with ;
support set for Audi - VAS 6131/10-, supplementary set -VAS | B
6131/11- and -VAS 6131/13- as follows: al.

Platform |Parts of support set for Audi - VAS 6131/10-, sup- N
coordinates | plementary set -VAS 6131/11- and supplementary - B
set -VAS 6131/13-
B4 /10-1 /10-4 /10-5 /10-11 E
G4 /10-1 /10-4 /10-5 /10-12 \
B7 /10-1 /10-2 /10-5 /10-7 Ny
G7 /10-1 /10-2 /10-5 /10-7 1o a o o e o e
B10 /10-1 /10-2 /10-5 /10-8 e
G10 /10-1 /10-2 /10-5 /10-8 16a = & % & o 2 ®
C12 /10-1 /10-3 /10-5 /10-6 3 o
F12 /10-1 /10-3 /10-5 /11-3 7le o x s e 2w 8| [Formes
D17 /13-6 /13-2 = —
E17 /13-6 /13-2

— Initially tighten the support elements on the assembly platform
only hand-tight.

— Adjust the scissor-type assembly platform - VAS 6131 A- so
that it is horizontal.

« Take note of spirit level (bubble gauge).

— Place scissor-type assembly platform - VAS 6131 A- under
engine/gearbox assembly.
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Position support elements from -VAS 6131/10- at front of en-
gine, as shown in illustration.

Make sure that threaded spindles are screwed in completely.

Position support elements from -VAS 6131/10- at left and right
of subframe, as shown in illustration.

Position support elements from -VAS 6131/10- and -VAS
6131/11- at rear of gearbox, as shown in illustration.

Turn all spindles for the support elements upwards until all lo-
cating lugs make contact with the mounting points.

Position support elements from -VAS 6131/13- underneath
front silencer (left-side and right-side), as shown in illustration.

Tighten base plates for support elements to 20 Nm on scissor-
type assembly platform - VAS 6131 A- .

i‘n

VAS 6131
110-6 VAS 6131
111-3
VAS 6131
11023 VAS 6131
T /10-3
|
S Ay
<A\ VAS 6131/13-2
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Mark installation position of subframe and engine cross mem-
ber on longitudinal members with felt-tip pen.

Remove bolts -1- and -4-.

Remove bolts -2- and -3- in a diagonal sequence and in
stages.

E Note

*

*

Check that all hoses and wiring connections between engine,
gearbox, subframe and body have been detached.

Carefully guide out engine/gearbox assembly with subframe
from engine compartment when lowering fo avoid damage.

Lower the engine/gearbox assembly using scissor-type as-
sembly platform - VAS 6131 A- initially only as far as distance
-a-.

Dimension -a- = 80 mm

Pry ball head -1- of selector lever cable off gearbox selector
lever using removal lever - 80 - 200- -arrow-.

Pull off securing clip -2- and remove selector lever cable from
gearbox.

E Note

¢
¢

Disregard -item 3-.

Take care not to bend or kink selector lever cable.

Check that all hoses and wiring connections between engine,
gearbox, subframe and body have been detached.

Carefully guide out engine/gearbox assembly with subframe
from engine compartment when lowering to avoid damage.

Lower engine/gearbox assembly gradually.

Pull out scissor-type assembly platform - VAS 6131 A- from
under the vehicle.

1.2 Detaching multitronic gearbox from en-

gine

Special tools and workshop equipment required

*

Support set for Audi - VAS 6131/10- and supplementary set -
VAS 6131/12-
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Procedure

» Engine/gearbox assembly removed and secured to scissor-
type assembly platform - VAS 6131 A- .

— Unplug electrical connector -1- at gearbox mounting (left-
side).

— Remove bolts -arrows- for gearbox mountings.
— Repeat procedure on opposite side of vehicle.

— Remove bolts -1- and detach bracket for noise insulation.

— Unscrew bolts -2- and remove cross member.

— Screw down spindles of support elements -2- (left and right)
at subframe as far as possible.

— Remove locating lugs from spindles.
— Take out subframe -3- from the side.

E Note

A second mechanic is required for removing the subframe.

— Screw down spindles of support elements -1- (left and right)
at engine cross member -4- as far as possible.

— Remove bolts -arrows- for engine mounting (left and right-
side)
— Take out engine cross member.

— Unscrew the 4 base plates for support elements (for engine
cross member and subframe) at assembly platform -
VAS 6131 A-.

e

i 3:'
i
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— Remove bracket -arrow- for ATF lines.

E Note

Observe rules for cleanliness when working on aufomatic gear-

box > Rep. gr. 00.

— Unscrew bolt -arrow- and detach ATF lines from gearbox.

E Note

The mounting points for engine (front) and gearbox (rear) remain

unchanged.

— Set up scissor-type assembly platform - VAS 6131 A- with
support set for Audi - VAS 6131/10- and support set -VAS
6131/12- as follows:

Platform | Parts of support set for Audi - VAS 6131/10- and
coordinates supplementary set -VAS 6131/12-

B4 1 /10-1 /10-4 /10-5 /10-11
Ga" /10-1 /10-4 /10-5 /10-12
B7 /10-1 /10-4 /10-5 /10-11
G7 /10-1 /10-4 /10-5 /10-10
B10 /10-1 /10-4 /10-5 /12-1
G10 /10-1 /12-2 /10-5 112-1

c12 M /10-1 /10-3 /10-5 /10-6

F12 1 /10-1 /10-3 /10-5 /11-3

D17 1 /13-6 /13-2

E17 1 /13-6 113-2

[}
il

O N

=R T

5 s 3 o’ &8 @ 35

woom @ e

5 & 8 o’ o8

ATDATEY

* 1) Support elements remainunchanged.
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— Position support elements from -VAS 6131/10- and -VAS
6131/12- on left side of engine/gearbox assembly, as shown
in illustration.

VAS 6131
na2-1

— Place support elements from -VAS 6131/10- and -VAS
6131/12- at right of engine/gearbox assembly, as shown in il-
lustration.

— Turn spindles for the support elements upwards until all locat-
ing lugs make contact with the mounting points.

— Tighten base plates for support elements to 20 Nm on scissor-
type assembly platform - VAS 6131 A- .

— Release electrical connector -1- and detach from gearbox.
— Move wiring harness going to engine clear -arrows-.

— Unplug electrical connector -arrow- leading*to"engine speed
sender - G28- .

A24-10033
|
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— Unplug electrical connector -4- for Lambda probe 2 after cat-
alytic converter - G131- and move wiring clear.

& 5

E Note

To avoid any damage, the flexible joint in the front exhaust pipe
must not be bent more than 10°.

— Unscrew nut -left arrow- at mounting bracket for front exhaust
pipe (left-side).

— Remove bolt -2- on bracket (left-side) for front exhaust pipe.

m Note

Disregard -item 1-.

— Unscrew nuts -1 ... 3-.

— Detach front exhaust pipe (left-side) with catalytic converter.

A26-10066

~
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— Unplug electrical connector -1- for Lambda probe after cata-
lytic converter - G130- and move wiring clear.

E Note

To avoid any damage, the flexible joint in the front exhaust pipe
must not be bent more than 10°.

— Unscrew nut -right arrow- at mounting bracket for front exhaust
pipe (right-side).

— Remove bolt -1- on bracket (right-side) for front exhaust pipe.

E Note

Disregard -item 2-.

— Unscrew nuts -1 ... 3-.

— Detach front exhaust pipe (right-side) with catalytic converter.

' A26-10067
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Remove engine/gearbox securing bolts -1 ... 10-.

Loosen clamping bolts -1- on sides of scissor-type assembly
platform - VAS 6131 A- and pull rear section of platform to-
gether with gearbox towards rear -arrow-.

1.3 Installing engine

E Note

U
¢ Renew self-locking nuts and bolts when performing assembly

*

work.

Renew bolts which are tightened fo a specified angle as well
as seals, gaskets and O-rings.

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

Fit all cable ties in the original positions when installing.

Clean input shaft splines on gearbox and splines of damper

unit on flywheel; remove corrosion and apply only a very thin
coating of grease for clutch plate splines - G 000 100- to the
splines. Remove any excess grease.

Check whether dowel sleeves for centring the engine/gearbox
assembly are fitted in the cylinder block; install dowel sleeves
if necessary.

Push intermediate plate between engine and gearbox onto
dowel sleeves.

Bolt gearbox to engine (use new bolts).

—

|
VAS 6131 o« ——| (s ]
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E Note

|
& Tightening forques apply only to lightly greased, oiled,
phosphated or black-finished nuts and bolfs.

& Additional lubricant such as engine oil or gearbox oil may be

used, but do not use lubricant containing graphite.

L4
*

Do not use degreased parts.

Tolerance for tightening torques. = 15%.

Securing engine to gearbox

ltem Bolt D Nm
1,7 M10x115 65 2)
2,3,4,5,6 M12x110 65
8,9, 10 M10x80 45
A Dowel sleeves for centralising
* 1) Renew bolts for securing engine/gearbox.
*  2) Property class 10.9.

Installation is carried out in the reverse order; note the following:

Install front exhaust pipes together with catalytic converter:
left-side = page 305 , right-side = page 309 .

Screw down‘the 'spindles for'support €lements (ieft-side)'at
engine/gearbox assembly.

Unscrew both base plates for support elements (left-side) at
scissor-type assembly platform - VAS 6131 A-.

Screw down the spindles for support elements (right-side) at
engine/gearbox assembly.

Unscrew both base plates for support elements (right-side) at
scissor-type assembly platform - VAS 6131 A-.

m Note

The mounting points for engine (front) and gearbox (rear) remain
unchanged.

Secure ATF lines = Rep. gr. 37.

£10-1006%
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— Set up scissor-type assembly platform - VAS 6131 A- with
support set for Audi - VAS 6131/10- as follows:
Platform Parts from support set for Audi - VAS 6131/10- i E E E r a %]
coordinates 2 | A
B4 1) /10-1 /10-4 /10-5 /10-11 4y
Gal /10-1 10-4 /10-5 10-12 Seesaeusoa
B7 /10-1 10-2 /10-5 10-7 e
G7 /10-1 /10-2 /10-5 /10-7 R
B10 /10-1 /10-2 /10-5 /10-8 2) ﬂ
G10 /10-1 /10-2 /10-5 /10-8 2 .
c12" /10-1 /10-3 /10-5 /10-6 1“| o
F12 1 /10-1 /10-3 /10-5 /11-3 18w & 3 & & 5
D170 | /136 /132 RN
E17 1 /13-6 /13-2 i7[an e a e e e [Traares |
* 1) Support elements remain unchanged. —
* 2) Secure support elements only after installing the subframe.

— Position engine cross member on the two support elements -
VAS 6131/10-7- .

— Screw up spindles for support elements -VAS 6131/10-7- on
both sides.

— Tighten base plates for support elements on scissor-type as-
sembly platform - VAS 6131 A- to 20 Nm.

— Tighten bolts for engine mountings -arrows- on both sides.

A10-1785
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E Note

A second mechanic is required for positioning the subframe on
the support elements.
Fit subframe onto the two support elements -VAS 6131/10-8- .

Screw up spindles for support elements -VAS 6131/10-8- on
both sides.

Tighten base plates for support elements on scissor-type as-
sembly platform - VAS 6131 A- to 20 Nm.
Tighten bolts for gearbox mountings -arrows- on both sides.

Attach electrical connector -1-.

Raise engine/gearbox assembly only until' distance between
subframe and body equals dimension -a-.

Dimension -a- = 80 mm
Attach selector lever cable to gearbox = Rep. gr. 37 .

Guide engine/gearbox assembly together with subframe and
engine cross member into the body from below using scissor-
type assembly platform - VAS 6131 A- .

Adjust the subframe and engine cross member according to
the markings previously made on the longitudinal members.

Tighten subframe bolts only to specified torque (do not turn
further); the bolts are only fully tightened after performing the
wheel alignment check.

1/10-8}
~J

1- 50Nm
2- 150 Nm
3- 150 Nm

ﬁ WARNING

The vehicle must not be driven at this stage.

— Tighten bolts -4- for engine cross member.
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— Secure cross piece to lock carrier -arrows-.

ARG G
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Allow stop for torque reaction support to rest on rubber buffer
for torque reaction support under its own weight and tighten
bolts -arrows-.

Secure ATF lines > Rep. gr. 37.
Install drive shafts = Rep. gr. 40.

Install guide links, track control links, anti-roll bar and suspen-
sion struts > Rep. gr. 40.

Align exhaust system so it is free of stress = page 318 .
Install cross piece (front) = Rep. gr. 50 .

Install cross piece (front) for subframe = Rep. gr. 40.
Install air conditioner compressor = Rep. gr. 87 .

Electrical connections and routing = Current flow diagrams,
Electrical fault finding and Fitting locations.

Observe notes on procedures required after connecting bat-
tery = Electrical system; Rep. gr. 27 .

ﬁ Caution

Do not use a battery charger to boost starting. There is danger
of damaging the vehicle's control units.

Install and adjust wiper arms = Electrical system; Rep. gr.
92.

Check oil level = page 217 .
Bleed fuel system = page 285 .

m Note

Do not reuse coolant.

Fill cooling system = page 224 .

Top up power steering fluid and bleed steering system = Rep.
gr. 48

Check ATF level = Rep. gr. 37.

Check adjustment of selector lever cable and re-adjust if re-
quired = Rep. gr. 37.

Perform wheel alignment check = Rep. gr. 44 .

& WARNING

Tighten bolts for subframe to final sefting after performing
wheel alignment check.
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Tightening torques

E Note

\
& Tightening torques apply only to lightly greased, oiled,
phosphated or black-finished nuts and bolts.

& Additional lubricant such as engine oil or gearbox oil may be
used, but do not use lubricant containing graphite.

¢ Do not use degreased parts.
& Tolerance for tightening forques: + 15 %.

Component Nm
Bolts/nuts M6 9
M8 20
M10 40
M12 65
Except for the following:
Engine mounting to engine cross member 23
Engine cross member to longitudinal member 68
Gearbox mounting to subframe 23
Drive shaft heat shield to gearbox 23
Battery cable to fuse box 20
Fuel supply line to fuel rail 23
Hydraulic line to power steering pump 47
Torque reaction support to top section of sump 40
Cross piece to lock carrier 42
Stop for torque reaction support to lock carrier 65
Hose clips (9 mm wide) 3
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2 Removing and installing engine - ve-
hicles with automatic gearbox 09L

= “2.1 Removing engine”, page 39

> “2.2 Separating engine from automatic gearbox 09L”,
page 58

> “2.3 Installing engine”, page 66

2.1 Removing engine

Special tools and workshop
equipment required

4 Removal lever - 80 - 200-

¢, Hose clamps,up to 25mm
=3094-

¢ Stepladder - VAS 5085-

¢ Engine bung set - VAS
6122-

4 Scissor-type assembly
platform - VAS 6131 A- with
support set for Audi - VAS
6131/10- and supplemen-
tary set -VAS 6131/11-

¢ Drip tray for workshop hoist
- VAS 6208-

80-200

VYAS 5085

VAS 6131 A VAS 6208
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¢ Eye-head bolt - 3368-

¢ Spark plug connector pliers - V.A.G 1922-

4 Hose clip pliers - VAS 6362-

¢ Tensioning strap - T10038-

m Note

If the engine is going fo be separated from the gearbox (after the
entire assembly is removed), you will additionally need supple-
mentary set -VAS 6131/11- and -VAS 6131/12- .

V.A.G 1922

WOO-10427

T10038
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Procedure

\
14

E Note

The engine is removed from underneath together with the

gearbox and subframe (with lock carrier installed).

& A/l cable ties which are released or cut open when removing
must be fitted in the same position when installing.

& Seal off open lines and connections with clean plugs from en-
gine bung set - VAS 6122- .

ﬁ WARNING

Make sure the vehicle cannot tip over when the engine is re-
moved.

¢ Secure the vehicle, to do so, the luggage compartment
must be emply.

The fuel system operates at extremely high pressure. This can
cause injury.

¢ The fuel pressure in the high-pressure section of the in-
Jection system must be reduced lo a residual pressure
prior fo opening the system.

— Reduce fuel pressure in high-pressure section of injection sys-
tem = page 261 .

ﬁ Caution

Electronic components are susceptible fo damage.
¢ Observe notes on procedure for disconnecting the battery.

E Note

To make sure you can still move the front wheels when the battery
has been disconnected, only disconnect the battery with the ig-
nition key inserted.

— Remove luggage compartment side trim cover (right-side)
-arrows-.
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— Remove cover -1- over battery.

m Note

Disregard -item 2-.

1) — |- ~= _ =,

— Disconnect earth cable -arrow- at battery.

— Pull off engine cover panel (rear) -arrows-.

AICTETES,

— Pull off engine cover panel (front) -arrows-. QW
R B
ﬂ WARNING AR

Hot steam or hot coolant can escape when coolant expansion
tank is opened; cover filler cap with cloth and open carefully.

— Open filler cap on coolant expansion tank.

— Remove engine compartment seal from lock carrier and wing

—
. | = | -
panel flanges. R _I@éﬁ}_ﬁ A10-10153 |_

42 Rep. gr.10 - Removing and installing engine



E Note

Before removing, mark direction of rotation of poly V-belt with
chalk or felt-tip pen. If the belt runs in the opposite direction when
it is refitted, this can cause breakage.

— Turn the tensioner in the direction of the -arrow- to slacken the
poly V-belt.

— Remove poly V-belt and release pressure from the tensioner.

— Remove both front wheels.

E Note '@9
Secure brake discs with wheel bolls: \ % -
\ w

— If fitted, remove bolts -arrows- securing exhaust pipe for aux-

iliary/additional heater to noise insulation. '@-
-_AKHMOT
— Release quick-release fasteners -1- and -2- and take off noise N T u ‘.I INIR L'Ill
insulation. B || PTIAN |l \e
1N
Il

— Unbolt bracket for noise insulation -arrows-.
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— Unbolt cross piece at lock carrier -arrows-.

— Unscrew bolts -arrows- and remove cross piece from stop for
torque reaction support.

— Unscrew bolts -arrows- and remove torque reaction support
from engine.

— Place drip tray for workshop hoist - VAS 6208- under engine.

— Disconnect coolant hose -arrow- at engine oil cooler and drain
off remaining coolant.

— Then remove coolant hose.

| A19-10071

917
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— Disconnect coolant hose -arrow- at thermostat before ATF
cooler and drain off coolant.

— Remove bolts -arrows-.
— Detach ATF cooler -1- and tie up to engine cross member.

— Detach coolant hose -arrow- at bottom left of radiator.

— Detach coolant hose (front right) -1- from coolant pipe.

— Unscrew bolts -2- and -3- for coolant pipe.

E Note

The coolant pipe is removed together with the coolant hose (left-
side) at a later stage.

iy
O A 0686 .

10-1
]
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— Detach coolant hose -1- from engine oil cooler.

— Unscrew bolts -arrows- and detach engine oil cooler.

E Note

¢ Disregard -item 2-.

¢ Plug openings on sump with clean plugs.

— Unplug electrical connector -1- for magnetic clutch on air con-
ditioner compressor.

ﬁ WARNING

The air conditioner refrigerant circuit must not be opened.

— Unscrew air conditioner compressor from bracket -arrows-.

E Note

To prevent damage fo the refrigerant lines, ensure that the pipes
and hoses are not strefched, kinked or bent.

— Tie up air conditioner compressor with lines attached to left-
side of vehicle.

E Note

Lay a cloth under the hydraulic lines ta.catch.any.escaping fiy-
draulic fluid.

— Clamp off hydraulic hose -1- for power steering pump using a
hose clamp - 3094- .

— Disconnect hydraulic hose from power steering pump.

— Unbolt hydraulic line -2- from power steering pump and place
hydraulic line on top of longitudinal member.

— Detach coolant hose -arrow- from coolant pipe (front).

—1
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Detach coolant hose (left-side) -arrows- from engine and
move hose clear.

Guide coolant hose downwards and detach together with cool-
ant pipe (bottom front).

Detach coolant hose -arrow- from coolant expansion tank.

Move coolant hose at engine clear.

Pull non-return valve -2- off connection at air intake hose.

Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

Release hose clips -arrows- and remove air intake hose.

Unplug electrical connector -1-.
Detach vacuum hose -2-.
Remove bolts -arrows-.

Take out air cleaner housing.
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— Detach coolant hoses -1- and -2-.

E Note

The coolant hose (right-side) remains connected to the ATF cool-
er when the ATF cooler is moved clear.

! 1 5 Caution

Rules for cleanliness when working on the injection system
> pageb.

ﬁ WARNING

The fuel system is pressurised. Wrap a cloth around the con-
nection before opening the system. Then release pressure by
carefully loosening the connection.

— Disconnect fueldine: -arrow--and: move it.clear:

— Disconnect vacuum hose -arrow- leading to activated charcoal
filter.

— Detach vacuum hose -arrow- going to brake servo at plenum
chamber partition panel.

2 '?11
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— Unscrew nuts and detach bracket for connectors -1 ... 4-(cen-
tre) from plenum chamber partition panel.

— Lift retaining clip and detach coolant hose -arrow-.

Vehicles with auxiliary heater:
— Detach coolant hose -arrow- at rear left of engine.
— Remove coolant hose.

m Note

Shown from rear with engine removed for illustration purposes.

All vehicles:
— Pull off rubber seal -1- on plenum chamber covers.

— Detach plenum chamber covers -2- and -3::

S
A10-1513
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— Lever off caps on windscreen wiper arms with a screwdriver.
— Loosen hexagon nuts -arrows- several turns.

— Loosen wiper arms from wiper shafts by tilting slightly, remove
hexagon nuts and take off wiper arms.

— Remove dust and pollen filter > Rep. gr. 87.

m Note

Cover air duct at air conditioner housing with clean cloth fo pre-
vent anything falling in.

— Remove bolts -arrows- for cowl panel trim -1- on both sides.

ﬁ Caution

To avoid cracking the cowl panel trim - 1- during removal, apply
a small amount of soap solution to the joint between the wind-
screen and the cowl panel trim and pull the trim vertically up
out of the windscreen surround, starting from the edge of the
windscreen.

— Carefully pull cowl panel trim off retainer at windscreen.

— Unscrew body brace -arrow-.

— Unclip cover for engine control unit.
— Remove bolts -arrows-.

— Detach retainer and engine control unit from electronics box
(plenum chamber).

m Note

The electrical wires remain connected.
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— Turn air quality sensor - G238- 90° anti-clockwise -arrow- and
remove from retainer.

— Release retaining clips -1 ... 4-.

— Open electronics box (plenum chamber) cover slightly and pull
off to front.

— Disconnect the electrical multi-pin connectors -1- using spark
plug connector pliers - V.A.G 1922- .

— Detach engine wiring harness at electronics box and at bulk-
head.

— Place engine control unit with wiring harness attached on top
of engine.

E Note

Secure the engine control unit fo prevent it falling.

Remove A-pillar trim (right-side) > Rep. gr. 70.
— Fold back floor covering.

— Unbolt protective cover above main fuse holder.
— Fold cover -2- to side.

— Remove nut -4-.

— Detach terminal 30 wire to starter.

E Note

Disregard items -1- and -3-.

— Remove front and rear sections of front right wheel housing
liner > Rep. gr. 66.

— Unscrew wiring clamp -1- in wheel housing (front right).

— Pull wiring harness out from interior -arrow-.
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— Unplug electrical connectors -1- and -3-.
— Unbolt earth cable -2- at longitudinal member.

— Unscrew bracket for wiring harness at longitudinal member
-arrows- and move wiring harness clear.

— Have a 2nd mechanic press the brake pedal.

]

ﬁ Caution

When slackening the flange bolt securing the drive shaft the
wheel bearing must not be under load (vehicle must nof.be
standing on its wheels).

— Unscrew flange bolt -2- from drive shaft -1- (left and right).

— Unscrew bolts (left and right) -arrows- evenly.
— Take out anti-roll bar.

— Unplug electrical connector -2- at vehicle level sender.

— Detach coupling rod -1- at track control link.
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— Fit eye-head bolt - 3368- from below in bore on suspension
turret on both sides.

— Secure eye-head bolts - 3368- with nut -2- and washer -1-
(screw down nut several turns but not all the way down).

! 1 5 Caution

The weight of the wheel bearing housings must be supported
in order to prevent damage fo the joints of the upper links.

— Tie up wheel bearing housing on each side using tensioning
strap - T10038- as illustrated.

— Unplug electrical connector -2- for front wheel speed sensor.

— Move electrical wire -1- clear.

— Unbolt suspension strut from track control link -arrow-.

r

— Unbolt guide link -1- and track control link -2- at subframe.

m Note

If necessary, detach rear section of wheel housing liner when
pulling out guide link bolf -1-.
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— Pivot guide link -1- and track control link -2- outwards.

ﬁ Caution

The guide link and track control link must not be allowed to
hang down without support. Tie up both the guide link and track
control link to wheel bearing housing as illustrated -arrow-.

Repeat procedure on other side of vehicle.

Remove noise insulation in wheel housing (left-side)
-arrows-.

Remove noise insulation in wheel housing (right-side)
-arrows-.

— Unbolt heat shield -1- for drive shaft.

- Unbolt drive:shaft from flange shaft.on.gearbox.

A19-10045 |2

ﬁ Caution

Take care not to damage brake hose.

— Pivot wheel bearing housing outwards and remove drive shaft.

— Repeat procedure on other side of vehicle.
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Remove bolts -arrows- and lay tunnel cross member down on
front exhaust pipes.

If fitted, unscrew heat shield -A- for propshaft -arrows-.
Unscrew bolts securing propshaft to gearbox.

Slide rear propshaft together towards rear final drive; the con-
stant velocity joints can be moved axially.

Tie up propshaft to one side on vehicle body.

Set up the scissor-type assembly platform as follows:

Set up scissor-type assembly platform - VAS 6131 A- with
support set for Audi - VAS 6131/10- and supplementary set -
VAS 6131/13- as follows:

Platform | Parts of support set for Audi - VAS 6131/10- and
coordinates supplementary set -VAS 6131/13-
B4 /10-1 /10-4 /10-5 /10-12
G4 /10-1 /10-4 /10-5 /10-12
B7 /10-1 /10-2 /10-5 /10-7
G7 /10-1 /10-2 /10-5 /10-7
B10 /10-1 /10-2 /10-5 /10-8
G10 /10-1 /10-2 /10-2 /10-8
C14 /10-1 /10-3 /10-5 /10-13
F14 /10-1 /10-3 /10-5 /10-12
D17 /13-6 /13-2
E17 /13-6 /13-2
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— Initially tighten the support elements on the assembly platform

only hand-tight.

Adjust the scissor-type assembly platform - VAS 6131 A- so
that it is horizontal.

Take note of spirit level (bubble gauge).

Place scissor-type assembly platform - VAS 6131 A- under
engine/gearbox assembly.
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Position support elements from -VAS 6131/10- at front of en-
gine, as shown in illustration.

Make sure that threaded spindles are screwed in completely.

Position support elements from -VAS 6131/10- at left and right
of subframe, as shown in illustration.

— Position support elements from -VAS 6131/10- at rear of gear-
box, as shown in illustration.

— Turn all spindles for the support elements upwards until all lo-
cating lugs make contact with the mounting points.

— Position support elements from -VAS 6131/13- underneath
front silencer (left-side and right-side), as shown in illustration.

— Tighten base plates for support elements to 20 Nm on scissor-
type assembly platform - VAS 6131 A- .

VAS 6131/10-2=._1|

-

- M A10-10047 |

V‘Dﬁ]ﬂ?” VAS 6131/
W 10-3
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— Unbolt cross piece (front) -arrows-.

Disconnect exhaust system at clamps -1- (left-side) and -2- (right-
side).

— Mark installation position of subframe on longitudinal mem-
bers with felt-tip pen.

— Remove bolts -1- and -4-.

— Remove bolts -2- and -3- in a diagonal sequence and in
stages.

E Note

& Check that all hoses and wiring connections between engine,
gearbox, subframe and body have been detached.

& Carefully guide out engine/gearbox assembly with subframe
from engine compartment when lowering fo avoid damage.

— Lower the engine/gearbox assembly using scissor-type as-
sembly platform - VAS 6131 A- initially only as far as distance
-a-.

¢ Dimension -a- = 100 mm

A10-10108
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Mark installation position of support bracket for selector lever
cable with felt-tip pen for re-installation.

Pry ball head -1- of selector lever cable off gearbox selector
lever using removal lever - 80 - 200- -arrow-.

Pull off securing clip -2- and remove selector lever cable from
gearbox.

m Note

Take care not fo bend or kink selector lever cable.

Check that all hoses and wiring connections between engine,
gearbox, subframe and body have been detached.

Carefully guide out engine/gearbox assembly with subframe
from engine compartment when lowering to avoid damage.

Lower engine/gearbox assembly gradually.

Pull out scissor-type assembly platform - VAS 6131 A- from
under the vehicle.

2.2 Separating engine from automatic gear-

box 09L

Special tools and workshop equipment required
¢ Support bridge - 30 - 211 A-

¢ Support set for Audi - VAS 6131/10-, supplementary set -VAS

6131/11- and -VAS 6131/12-

¢ Adapter - T40058-

ABT-10770

30-211 A

WOO0-0063

T40058

W00-10109
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Procedure

» Engine/gearbox assembly removed and secured to scissor-
type assembly platform - VAS 6131 A- .

— Unplug electrical connector -1- at gearbox mounting (left-side)
and move clear.

— Remove bolts -arrows- for gearbox mountings.
— Repeat procedure on opposite side of vehicle.

— Remove bolts -1- and detach bracket for noise insulation.

— Unscrew bolts -2- and remove cross member.

— Screw down spindles of support elements -2- (left and right)
at subframe as far as possible.

— Remove locating lugs from spindles.
— Take out subframe -3- from the side.

E Note

A second mechanic is required for removing the'subframe!

— Screw down spindles of support elements -1- (left and right)
at engine cross member -4- as far as possible.

— Remove bolts -arrows- for engine mounting (left and right-
side)

— Take out engine cross member.

— Unscrew the 4 base plates for support elements (for engine
cross member and subframe) at assembly platform -
VAS 6131 A-.
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— Remove bracket -arrow- for ATF lines.

E Note L —
2 EEBECDEFSH

The mounting points for engine (front) and gearbox (rear) remain

unchanged. ’z e
— Set up scissor-type assembly platform - VAS 6131 A- with 4
support set for Audi - VAS 6131/10-, support set -VAS Glnoa o= o5 s
6131/11- and supplementary set -VAS 6131/12- as follows: Tls & & 5 m
Platform |Parts of support set for Audi - VAS 6131/10-, sup- \ —
coordinates | plementary set -VAS 6131/11- and supplementary ﬁ::: .
set -VAS 6131/12- ¢ /I
B4 1 /10-1 /10-4 /10-5 /10-12 122 8 = » & o u s
G4 /10-1 /10-4 /10-5 /10-12 -
B7 /10-1 /10-4 /10-5 /10-11 12
G7 /10-1 /10-4 /10-5 /10-10 o p——
B10 /10-1 /10-2 /10-5 112-1 = _
G10 /10-1 /10-2 /10-5 /11-3
c14 Y /10-1 /10-3 /10-5 /10-13
F14 1 /10-1 /10-3 /10-5 /10-12
D17 1) /13-6 /13-2
E17 1 /13-6 /13-2
* 1) Support elements remain unchanged.

— Position support elements from -VAS 6131/10- and -VAS
6131/12- on left side of engine/gearbox assembly, as shown
in illustration.

VAS 6131

[ /12-1
1
VAS 6131/10-4 ||
=1 I' | II A10-10135
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— Place support elements from -VAS 6131/10- and -VAS
6131/12- at right of engine/gearbox assembly, as shown in il-
lustration.

— Place support elements from -VAS 6131/10- and -VAS
6131/12- at left of gearbox, as shown in illustration.

— Position support elements from -VAS 6131/10- and -VAS
6131/11- on right side of gearbox, as‘shown’in‘illustration:.

— Turn spindles for the support elements'upwards'untitalilocate
ing lugs make contact with the mounting points.

— Tighten base plates for support elements to 20 Nm on scissor-
type assembly platform - VAS 6131 A- .

— Unplug electrical connector -arrow- at engine speed sender -
G28-.

VR N
VAS 6131/12-1 |

RS

VAS 6131/11-3
VAS 6131/10-2

/
@;—\\ A1010690

- _\‘

A24-10033
=

.
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! 1 5 Caution

Do NOT fouch connector conlacts in gearbox connector with
your hands.

— Touch gearbox housing with your hand (without wearing
gloves) to eliminate static charge.

— Turn retainer catch anti-clockwise -arrow-, then unplug elec-
trical connector at gearbox and move wiring harness clear.

— Unplug electrical connector -4- for Lambda probe 2 after cat-
alytic converter - G131- and move wiring clear.

E Note

To avoid any damage, the flexible joint in the front exhaust pipe
must not be bent more than 10°.

— Unscrew nut -left arrow- at mounting bracket for front exhaust
pipe (left-side).

— Remove bolt -2- on bracket (left-side) for front exhaust pipe.

m Note

Disregard -item 1-.

Yl RN !
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— Unscrew nuts -1 ... 3-.

— Detach front exhaust pipe (left-side) with catalytic converter.

— Unplug electrical connector -1- for Lambda probe after cata-
lytic converter - G130- and move wiring clear.

E Note

To avoid any damage, the flexible joint in the front exhaust pipe
must not be bent more than 10°.

— Unscrew nut -right arrow- at mounting bracket for front exhaust
pipe (right-side).

— Remove bolt -1- on bracket (right-side) for front exhaust pipe.

E Note

Disregard -item 2-.
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— Unscrew nuts -1 ... 3-.

— Detach front exhaust pipe (right-side) with catalytic converter.

— Unplug electrical connector -1- at engine mounting (right-
side).

— Move wiring clear at console for engine mounting.

— Remove bolts -arrows- and detach engine support (right-side).

m Note

Shown in illustration without console for engine mounting.

— Detach electrical wires -2- and -3- at starter.

— Remove bolts -1- and -4- and detach starter.

= 3
4 —
J—’ =7

— Insert guide pin of adapter -T40058- with the larger-diameter
section -arrow 1- pointing towards the engine. The smaller-
diameter section -arrow 2- faces the adapter.

| A13-10026
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— When loosening torque converter bolts, counterhold crank-
shaft using adapter - T40058- .

Note T 6
E / ¢ T40058 ~Z4

Disregard -arrow-.

— Unscrew 3 bolts -arrows- for torque converter, working
through opening of removed starter (turn crankshaft 1/3 turn
each time).

. =\ y
- ‘ lij? W __l | |
\ | |||| ||||It:[__?f‘. :l',n(j—__j,})) /‘ ;“’ 1022 |

— Remove bolts -3 ... 10- securing gearbox to engine.

E Note

Pay attention to ATF cooler.

— Loosen clamping bolts -1- on sides of scissor-type assembly
platform - VAS 6131 A- and pull rear section of platform to- -‘i-f‘-—'ﬂ)‘-?

gether with gearbox towards rear -arrow-. -——g’ﬂi'

——
VAS 6131 \L?———_—"J\I\mo-lsool
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— Secure the torque converter in the gearbox using support
bridge - 30 - 211 A- to prevent it falling out.

2.3 Installing engine

E Note

|
& Renew self-locking nuts and bolts when performing assembly
work.

¢ Renew bolts which are tightened fo a specified angle as well
as seals, gaskets and O-rings.

& Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

& Fit all cable ties in the original positions when installing.

Checking installation depth of torque converter

» If the torque converter has been correctly installed, the dis-
tance between the contact surfaces at the threaded holes in
the torque converter and the contact surface on the torque
converter bell housing (with automatic gearbox 09L) is at least
19 mm.

i ) h
il
] N37-0702
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— Before bringing engine and gearbox together, turn torque con-
verter and drive plate on engine so that the holes for one
securing bolt are in line with the opening for the starter motor
-arrow-.

— Tosecure torque converter on drive plate, use only new ribbed
bolts of the correct type (same as original equipment) as
specified in > Electronic parts catalogue .

— Check whether dowel sleeves for centring the engine/gearbox
assembly are fitted in the cylinder block; install dowel sleeves
if necessary.

— Press intermediate plate between engine and gearbox onto
dowel sleeves.

— Bolt gearbox to engine.

ﬁ Caution

¢ Before and during tightening of bolts securing engine fo
gearbox, conftinually check that the forque converter be-
hind the drive plate can be turned.

¢ [f the forque converter cannoft be turned, the drive lugs of
the ATF pump and consequently the gearbox will be dam-
aged when the bolts are finally tightened.

Installation is carried out in the reverse order; note the following:

E Note

\
& Tightening forques apply only to lightly greased, oiled,
phosphated or black-finished nuts and bolts.

& Additional lubricant suchras engine oil-or-gearbox:oil may be
used, but-do-notuse-lubricant'containing-graphite.

¢ Do not use degreased parts.
& Tolerance for tightening torques.: + 15%.

Securing engine to gearbox
ltem Bolt Nm
1 M10x100 651
2,6 M12x120 65
3,4,5 M12x105 65
7 M12x130 65
8,9, 10 M10x80 45
A Dowel sleeves for centralising
* 1) Property class 10.9.

Installation is carried out in the reverse order; note the following:
— Secure ATF lines > Rep. gr. 37.

— Install front exhaust pipes together with catalytic converter:
left-side = page 305, right-side = page 309 .

— Prior to assembly, always use a thread tap to remove remain-
ing locking fluid from the tapped holes in the flange shaft for
the propshaft on the gearbox.
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Screw spindle for support element (left-side) at engine down-
wards.

Unscrew base plate for support element (left-side) at scissor-
type assembly platform - VAS 6131 A- .

Screw spindle for support element (right-side) at engine down-
wards.

Unscrew base plates for support element (right-side) at scis-
sor-type assembly platform - VAS 6131 A- .

E Note

The mounting points for engine (front), gearbox and tunnel cross
member remain unchanged.

Screw spindle for support element at left side of.gearbox
downwards as far as possible.

Unscrew base plate for support element (left-side) from scis-
sor-type assembly platform - VAS 6131 A- .

Screw spindle for support element at right side of gearbox
downwards as far as possible.

Unscrew base plate for support element (right-side) from scis-
sor-type assembly platform - VAS 6131 A- .

T ) [ ato-10248 |‘

TVAS 613110-4

VAS 6131/11-3
VAS 6131/10-2

/
gg\\ AT0-10680
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— Set up scissor-type assembly platform - VAS 6131 A- with

support set for Audi - VAS 6131/10- as follows:

Platform Parts from support set for Audi - VAS 6131/10-
coordinates

B4 /10-1 /10-4 /10-5 /10-12
G4 /10-1 /10-4 /10-5 /10-12
B7 /10-1 /10-2 /10-5 /10-7
G7 /10-1 /10-2 /10-5 /10-7
B10 /10-1 /10-2 /10-5 /10-8 2)
G10 /10-1 /10-2 /10-5 /10-8 2
c14 1) /10-1 /10-3 /10-5 /10-13
F14 " /10-1 /10-3 /10-5 /10-12
D17 1) /13-6 /13-2
E17 1 /13-6 /13-2

* 1) Support elements remain unchanged.

* 2) Secure support element only after installing the subframe.

5 @ = % & = & =
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— Position engine cross member on the two support elements -

VAS 6131/10-7- .
— Screw up spindles for support elements -VAS 6131/10-7- on

both sides.

— Tighten base plates for support elements on scissor-type as-
sembly platform - VAS 6131 A- to 20 Nm.

— Tighten bolts for engine mountings -arrows- on both sides.
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E Note

A second mechanic is required for positioning the subframe on
the support elements.
— Fit subframe onto the two support elements -VAS 6131/10-8- .

— Screw up spindles for support elements -VAS 6131/10-8- on
both sides.

— Tighten base plates for support elements on scissor-type as-
sembly platform - VAS 6131 A-to 20 Nm.
— Tighten bolts for gearbox mountings -arrows- on both sides.

— Attach electrical connector -1-.

— Raise engine/gearbox assembly only until distance between
subframe and body equals dimension -a-.

+ Dimension -a- = 100 mm
— Attach selector lever cable to gearbox = Rep. gr. 37.

— Guide engine/gearbox assembly together with subframe and
engine cross member into the body from below using scissor-
type assembly platform - VAS 6131 A- .

— Adjust the subframe and engine cross member according to
the markings previously made on the longitudinal members.

— Tighten subframe bolts only to specified torque (do not turn
further); the bolts are only fully tightened after performing the
wheel alignment check.

1- 50Nm
2- 150 Nm
3- 150 Nm

ﬁ WARNING

The vehicle must not be driven at this stage.

— Tighten bolts -4- for engine cross member.

70 Rep. gr.10 - Removing and installing engine



— Secure cross piece to lock carrier -arrows-.

ARG Gl
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— Allow stop for torque reaction support to rest on rubber buffer
for torque reaction support under its own weight and tighten
bolts -arrows-.

— Secure ATF cooler » Rep. gr. 37.
— Install drive shafts = Rep. gr. 40.

— Install guide links, track control links, anti-roll bar and suspen-
sion struts > Rep. gr. 40.

— Align exhaust system so it is free of stress = page 318 .
— Install cross piece (front) = Rep. gr. 50.

— Install cross piece (front) for subframe = Rep. gr. 40.
— Install air conditioner compressor = Rep. gr. 87 .

— Electrical connections and routing = Current flow diagrams,
Electrical fault finding and Fitting locations.

— Observe notes on procedures required after connecting bat-
tery = Electrical system; Rep. gr. 27 .

ﬁ Caution

Do not use a battery charger to boost starting. There is danger
of damaging the vehicle's control units.

— Install and adjust wiper arms = Electrical system; Rep. gr.
92.

— Check oil level = page 217 .
— Bleed fuel system = page 285 .

E Note

Do not reuse coolant.

— Fill cooling system = page 224 .

— Top up power steering fluid and bleed steering system = Rep.
gr. 48

— Check adjustment of selector lever cable and re-adjust if re-
quired > Rep. gr. 37.

— Perform wheel alignment check = Rep. gr. 44 .

ﬁ WARNING

Tighten bolts for subframe to final sefting after performing
wheel alignment check.

72 Rep. gr.10 - Removing and installing engine



Tightening torques

E Note

|
& Tightening forques apply only to lightly greased, oiled,
phosphated or black-finished nuts and bolts.

& Additional lubricant such as engine oil or gearbox oil may be
used, but do not use lubricant containing graphite.

¢ Do not use degreased parts.
& Tolerance for tightening forques: + 15 %.

Component Nm
Bolts/nuts M6 9
M8 20
M10 40
M12 65
Except for the following:
Engine mounting to engine cross member 23
Engine cross member to longitudinal member 68
Gearbox mounting to subframe 23
Drive shaft heat shield to gearbox 23
Battery cable to fuse box 20
Fuel supply line to fuel rail 23
Hydraulic line to power steering pump 47
Torque reaction support to top section of sump 40
Cross piece to lock carrier 42
Stop for torque reaction support to lock carrier 65
Hose clips (9 mm wide) 3
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3 Securing engine to engine and gearbox support

Special tools and workshop
equipment required

¢ Lifting tackle - 2024 A- 2024 Af VAS 6095 H

¢ Engine and gearbox sup-
port - VAS 6095- with
bracket - VAS 6095/1-5-

¢ Workshop hoist -
VAS 6100-

¢ Lift arm extension (work-
shop hoist) - VAS 6101-

WAS 8100 o VAS 6101

Procedure
* Engine detached from gearbox = page 26 or = page 58 .
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— Attach the lifting tackle - 2024 A- to engine and workshop hoist
- VAS 6100- with lift arm extension (workshop hoist) -
VAS 6101- as shown in illustration.

E Note

To adjust fo the centre of gravity of the assembly, the perforated
rails of the support hooks must be positioned as shown.

ﬁ WARNING

The support hooks and retaining pins on the lifting tackle must
be secured with locking pins -arrows-.

— Unplug electrical connector -1- from engine mounting (left-
side).

— Remove bolts -arrows- and detach engine support (left-side).

m Note

Shown in illustration without console for engine mounting.

— Using bracket -VAS 6095/1-5- , secure engine to engine and
gearbox support - VAS 6095- , as shown in illustration. Tight-
ening torque: 40 Nm.
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4 Assembly mountings

= “4.1 Assembly mountings - exploded view”, page 76

= “4.2 Removing and installing engine mounting (left and right)”,

page 77

> “4.3 Removing and installing torque reaction support”,
page 81

4.1 Assembly mountings - exploded view

1 - Square nut
2 - Cross piece
3 -Bolt

Q 40 Nm

4 - Stop for torque reaction
support

5 - Rubber buffer for torque re-
action support

6 - Torque reaction support
Q0 Removing and installing
= page 81
7 - Bolt
Q 23 Nm

8 - Bolt

Q 68 Nm
9 - Engine cross member
10 *Engine’mounting°(right<
side)

Q0 Removing and installing
=> page 77

11 - Bolt
Q 40 Nm
12 - Engine support (right-side)
Q0 Removing and installing
=> page 77
13 - Bolt

ad 40 Nm
4 Bor
- BO

Q 40 Nm
15 - Bolt

Q 40 Nm
16 - Engine support (left-side)

U Removing and installing = page 77
17 - Engine mounting (left-side)

U Removing and installing = page 77

18 - Bolt
U 68 Nm
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19 - Bolt
0 23 Nm

20 - Bolt
0 40 Nm

21 - Bolt
Q0 65Nm

4.2 Removing and installing engine mount-
ing'(left and right)

Special tools and workshop equipment required
¢ Support bracket - 10 - 222 A-

¢ Adapters - 10 - 222 A /21-

¢ Engine support bracket (supplementary set) - T40093-
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Removing
— Remove rear engine cover panel -arrows-.

— Pull off seal -1- and remove plenum chamber covers -2- and
-3-.

— Remove rear bolts -3- for body brace.

— Attach adapter - 10 - 222 A /21- without adapter - 10 - 222 A/
4- onto suspension turrets.

» Supports are marked for left and right side of vehicle.

» The centre resting point -2- of supports is positioned on front
bolts for body brace.

* The adapters - 10 - 222 A /21- are attached by means of the
rear bolts -3- for the body brace.

N

. ’ : N
The knurled screw -1- must be screwed down until support Vo [inas]

plate rests on suspension turret.

— Attach adapter - 10 - 222 A /4- with adapters -T40093/6- to
adapters -10'“222 A/29%

— Attach spindles=10°-'222°A71 1210 'engine lifting’eyes.
— Partly take up weight of engine with spindles of support brack-
et.

¥10-222 A21

W [l gl
[ 71022
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— Release quick-release fasteners -1- and remove bolts (if fitted) A M IR L'lll
to remove front noise insulation. 5 I\ W g |1 ®
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— Remove bolts -1- and -2- on both sides and slightly lower anti-
roll bar.

Sl 3f [ ELIB N

e —— A40-10126

— Remove bolts -3- and -4-.

E Note

Disregard -ifems 1 and 2-.

— Remove bolts for engine mountings -arrows- (left and right).

— Detach engine cross member.
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Engine mounting (left-side):

— Unplug electrical connector -1- on left electrohydraulic engine
mounting solenoid valve - N144- .

— Remove bolts -arrows- and detach engine support with engine
mounting (left-side).

Engine mounting (right-side):

— Unplug electrical connector -1- on right electrohydraulic en-
gine mounting solenoid valve - N145- .

— Remove bolts -arrows- and detach engine support with engine
mounting (right-side).

Continuation for both sides:

— Remove bolt -arrow- and detach engine mounting from engine
support.

Installing
» Tightening torques = page 76
Installation is carried out in the reverse order; note the following:

E Note

\
¢ Renew the bolfs tightened with specified tightening angle.
& Fitall cable ties in the original positions when installing.

— Install subframe = Rep. gr. 40 .

— Install anti-roll bar = Rep. gr. 40.

— Install body brace = Rep. gr. 40.

— Install noise insulation = Rep. gr. 66 .

A10-10695
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4.3 Removing and installing torque reaction
support

Removing

— Release quick-release fasteners -1- and remove bolts (if fitted)
to remove front noise insulation.

— Slacken bolts -arrows- on stop for torque reaction support.

— Remove bolts -arrows- and detach cross piece from lock car-
rier.

ATG-T G
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— Remove bolts -arrows- and detach torque reaction support.

Installing
» Tightening torques = page 76
Installation is carried out in the reverse order; note the following:

— Tighten bolts -arrows- securing cross piece to lock carrier.

— Allow stop for torque reaction support to rest on rubber buffer
for torque reaction support under its own weight and tighten
bolts -arrows-.

— Install noise insulation panels = Rep. gr. 66 .

ATU-1 S
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13 — Crankshaft group

1 Servicing work on pulley end
= “1.1 Poly V-belt drive - exploded view”, page 83

= “1.2 Removing and installing coolant pump pulley”, page 84

= “1.3 Removing and installing power steering pump pulley”, page
85

= “1.4 Removing and installing poly V-belt’, page 87

= “1.5 Rémovingand installing vibration'damper”.;page°8s

> “1.6 Rerewing sealifig flangée (plilley'end) ‘With°crankshaft oil
seal”, page 90

1.1 Poly V-belt drive - exploded view

1 - Poly V-belt
Q Check for wear

4 Before removing, mark
direction of rotation with
chalk or felt-tip pen. If
the belt runs in the op-
posite direction when it
is refitted, this can
cause breakage.

U Removing and installing
= page 87

U When installing, make
sure itis properly seated
on pulleys.

2-20 Nm + 90° (1/4 turn) fur-
ther

0 Renew

3-22Nm

4 - Alternator

Q Removing and installing
= Electrical system;
Rep. gr. 27

5 - Cover cap for idler roller
6 - Idler roller for poly V-belt

Q Tighten to 40 Nm
7-20Nm

8 - Poly V-belt pulley for cool-
ant pump
Q Removing and installing
= page 84

9-9Nm

25 24 23 22 21

1112 13 14
I

10 - Coolant pump
O Removing and installing = page 229
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11 - Cover cap for tensioner

12 - Poly V-belt tensioner
Q Tighten to 40 Nm

13-20 Nm
14 - 20 Nm
15 - Bracket for power steering pump
16 - 20 Nm

17 - Power steering pump
QO Removing and installing = Rep. gr. 48

18 - 20 Nm

19 - Poly V-belt pulley for power steering pump
U Removing and installing = page 85

20-20 Nm
21-25Nm
22 - Air conditioner compressor
Q Do not unscrew or disconnect refrigerant hoses or pipes.

U0 Removing and installing = Rep. gr. 87
Q Pay attention to dowel sleeves = Item 23 (page 84) when installing

23 - Dowel sleeve
a 2x

24 - Bracket for air conditioner compressor
Q Pay attention to dowel sleeves = Item 23 (page 84) when installing

25 - Vibration damper
Q  With pulley for poly V-belt
U0 Removing and installing = page 88

1.2 Removing and installing coolant pump
pulley

Special tools and workshop equipment required

¢ Pin wrench - 3212-

3212
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Removing

— Pull off engine cover panel (front) -arrows-.

— Remove engine compartment seal from lock carrier and wing
panel flanges.

— Turn the tensioner in the direction of the -arrow- to slacken the
poly V-belt.

— Remove poly V-belt from coolant pump pulley.

— Release pressure from the tensioner.

— Slacken bolts for coolant pump pulley (counterhold with pin
wrench - 3212-).

— Remove bolts and take off poly V-belt pulley.
Installing

Installation is carried out in the reverse order; note the following:

E Note

When installing poly V-belf, make sure it is properly seated on
pulleys.

— Start engine and check that belt runs properly.

Tightening torque

Component Nm

Poly V-belt pulley to coolant pump 20

1.3 Removing and installing’ power steering
pump pulley

Special tools and workshop equipment required

L8 ‘1'2 | 84
S m13-10105
(@R,

1. Servicing work on pulley end 85



¢ Pin wrench - 3212-

Removing

— Pull off engine cover panel (front) -arrows-.

— Remove engine compartment seal from lock carrier and wing
panel flanges.

— Turn the tensioner in the direction of the -arrow- to slacken the
poly V-belt.

— Remove poly V-belt from power steering pump pulley.

— Release pressure from the tensioner.

3212

—

f
—J@%L“ A10-10153
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— Loosen bolts for power steering pump pulley (counterhold with
pin wrench - 3212-).

— Remove bolts and take off poly V-belt pulley.
Installing
Installation is carried out in the reverse order; note the following:

» Installation position: marking “vorne” (front) faces in direction
of travel.

E Note

When installing poly V-belf, make sure it is properly seated on
pulleys.

— Start engine and check that belt runs properly.

Tightening torque

Component Nm
Poly V-belt pulley to power steering pump 20
1.4 Removing and installing poly V-belt
Removing

— Pull off engine cover panel (front) -arrows-.

— Remove engine compartment seal from lock carrier and wing
panel flanges.

E Note

Before removing, mark direction of rotation of poly V-belt with
chalk or felt-tip pen. If the belt runs in the opposite direction when
it is refitted, this can cause breakage.

— Turn the tensioner in the direction of the -arrow- to slacken the
poly V-belt.

— Remove poly V-belt and release pressure from the tensioner.

Installing

Installation’is carried ‘out'in"the reverse order, note the following:

| AdB-10005
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— Fit poly V-belt onto pulleys as shown in illustration.
Alternator
Idler roller

Coolant pump

1

2

3

4.  Power steering pump
5 Air conditioner compressor
6 Tensioner for poly V-belt

7

Crankshaft

E Note

When installing poly V-belt, make sure it is properly seated on
pulleys.

— Start engine and check that belt runs properly.

1.5 Removing and installing vibration damp-
er

Removing

— Pull off engine cover panel (front) -arrows-.

— Remove engine compartment seal from lock carrier and wing
panel flanges.

E Note

Before removing, mark direction of rotation of poly V-belt with
chalk or felt-tip pen. If the belt runs in the opposite direction when
it is refitted, this can cause breakage.

— Turn the tensioner inthedirectionof the=drrow='to slackenthe
poly V-belt.

— Remove poly V-belt and release pressure from the tensioner.
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If fitted, remove bolts -arrows- securing exhaust pipe for aux-
iliary/additional heater to noise insulation.

Open quick-release fasteners -1- and remove noise insulation
(front). Leave rear noise insulation in position.

Unbolt cross piece at lock carrier -arrows-.

Unscrew bolts -arrows- and remove cross piece from stop for
torque reaction support.
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— Unscrew bolts -arrows- and remove torque reaction support
together with stop for torque reaction support.

— Mark position of vibration damper for re-installation.
— Remove bolts -1-.

— Remove vibration damper.

Installing
Installation is carried out in the reverse order; note the following:

— Fit torque reaction support together with stop for torque reac-
tion support and tighten bolts -arrows-.

— Install poly V-belt = page 87 .

Tightening torques

Component Nm
Vibration damper to crankshaft 20 + 90° 12)
Torque reaction support to top section of sump 40
Cross piece to lock carrier 42
Stop for torque reaction support to cross piece 65

* 1) Renew bolts.

* 2)90° = one quarter turn.

1.6 Renewing sealing flange (pulley end)
with crankshaft oil seal

Special tools and workshop equipment required
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¢ Pin wrench - 3212-

¢ Assembly tool - T40048-

¢ Electric drill with plastic brush attachment

¢ Safety goggles
¢ Sealant > Electronic parts catalogue

Procedure

Remove vibration damper = page 88 .

Slacken bolts for coolant pump pulley (counterhold with pin
wrench - 3212-).

Remove bolts and take off coolant pump pulley.

3212

T40048

/13

W00-10103

— | A13-101

I @I} 17
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— Remove bolts -arrows-.

— Remove sealing flange (pulley end).

E Note

Renew sealing flange (pulley end).

— Remove old sealant from sealing surfaces.

ﬁ Caution

Make sure that no sealant residue gefs into the engine.

ﬁ WARNING

Wear safety goggles.

— Remove remaining sealant from sealing flange and cylinder
block/sump (top section) with rotating plastic brush or similar.

— Clean sealing surfaces; they must be free of oil and grease.

— Cut off tube nozzle at front marking (diameter of nozzle ap-
prox. 2 mm).
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Apply bead of sealant onto clean sealing surface of sealing
flange as illustrated.

The groove -arrow- on the sealing surface must be completely
filled with sealant.

The bead of sealant must project 1.5 ... 2.0 mm above the
sealing surface.

E Note

\
& The sealant bead must not be thicker than specified, otherwise

excess sealant could enter the sump and clog the strainer in
the oil pump.

The sealing flange (pulley end) must be installed within 5 mi-
nutes after applying silicone sealant.

Fit assembly aid - T40048/1- onto assembly sleeve -
T40048/2- and slide sealing flange -1- onto assembly sleeve.

Take off assembly aid.

First position sealing flange (with assembly sleeve - T40048/2-
inserted) on crankshaft.

Keep sealing flange straight while pushing it onto engine seal-
ing surface. Then bolt on.

Remaining installation steps are carried out in reverse sequence;
note the following:

Install vibration damper = page 90 .
Install poly V-belt = page 87 .

Tightening torque
Component Nm
Sealing flange (pulley end) to cylinder block 91

1) Tighten in stages and in diagonal sequence

[ Aiz-10082

T40048/1
T40048/2

| AT310007
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2 Servicing work on timing chain end

> “2.1 Flywheel for vehicles with multitronic gearbox - exploded
view”, page 94
> “2.2 Removing and installing damper unit”, page 94

> “2.3 Removing and installing flywheel - vehicles with multitronic
gearbox”, page 95

= “2.4 Drive plate on vehicles with automatic gearbox 09L - ex-
ploded view”, page 96

> “2.5 Removing and installing drive plate - vehicles with auto-
matic gearbox 09L”, page 97

= “2.6 Renewing crankshaft oil seal (timing chain end)”,
page 98

2.1 Flywheel for vehicles with multitronic gearbox - exploded view

1 - Damper unit

Q0 Removing and installing
= page 94

2-22Nm
3 - Flywheel

0 Removing and installing
= page 95

4 - Crankshaft

5 - Crankshaft oil seal (timing
chain end)

Q0 Renewing = page 98
6 - 60 Nm + 90° (1/4 turn) fur-
ther

O Renew

6 5 4 [l

2.2 Removing and installing damper unit

Special tools and workshop equipment required
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¢ Counterhold tool - 10 - 201-

Removing
— Remove multitronic gearbox = Rep. gr. 37 .

— Attach counterhold tool - 10 - 201- in order to loosen bolts
-arrows-.

— Unscrew bolts -1- and remove damper unit -A- from flywheel
-B-.

Installing
Installation is carried out in the reverse order; note the following:

E Note

The part number of the damper unit is assigned fo the gearbox
code letters; for correct allocation refer to = Electronic parts
catalogue .

Align the damper unit -A- and flywheel -B-.

The two lugs -2- must align.
Fit bolts -1- hand-tight and tighten in diagonal sequence.

Install multitronic gearbox = Rep. gr. 37 .

Tightening torque

Component Nm
Damper unit to flywheel 22

2.3 Removing and.installing flywheel - vehi-

cles with multitronic gearbox

Special tools and workshop equipment required
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¢ Counterhold tool - 10 - 201-

Removing

— Remove multitronic gearbox = Rep. gr. 37 .

— Remove damper unit = page 94 .

— Mark installation position of flywheel on engine -arrow-.

— Attach counterhold tool - 10 - 201- in order to loosen bolts.
— Unbolt flywheel.

Installing

Installation is carried out in the reverse order; note the following:

— Use new securing bolts.

— Reverse position of counterhold tool - 10 - 201- in order to
tighten bolts.

— Install damper unit = page 94 .
— Install gearbox = Rep. gr. 37.

Tightening torque
Component Nm
Flywheel to crankshaft 60 + 90° 12

* 1) Renew bolts.

* 2)90° = one quarter turn.

24 Drive plate on vehicles with automatic gearbox 09L - exploded view
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1 - Drive plate

Q Removing and installing
= page 97

2 - Washer
3 - 60 Nm + 90° (/4 turn) fur-
ther
0 Renew
4 - Centralising disc

Q Installation position
= page 98

5 - Crankshaft

6 - Crankshaft oil seal (gearbox
end)

U Renewing = page 98

6 5

2.5 Removing and installing drive plate - ve-
hicles with automatic gearbox 09L

Special tools:and-workshop.equipment-required
¢ Counterhold tool - 10 - 201-

Removing
— Remove automatic gearbox = Rep. gr. 37.
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— Insert counterhold tool - 10 - 201- to slacken bolts.
— Mark installation position of drive plate on engine.
— Unbolt drive plate.

— Take out centralising disc located behind.

Installing

Installation is carried out in the reverse order; note the following:

— Install drive plate with centralising disc -arrow- and washer.
— Use new securing bolts.

— Reverse position of counterhold tool - 10 - 201- in order to
tighten bolts.

— Install automatic gearbox = Rep. gr. 37 .

Tightening torque
Component Nm
Drive plate to crankshaft 60 + 90° 12

* 1) Renew bolts.

* 2)90° = one quarter turn.

2.6 Renewing crankshaft oil seal (timing
chain end)

Special tools and workshop equipment required
¢ Fitting tool - T10122 A-

T10122A

"

Woo-11037
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¢ Oil seal extractor lever - T20143/2-

Procedure

Remove automatic gearbox = Rep. gr. 37.

Remove damper unit = page 94 and flywheel = page 95 on
vehicles with multitronic gearbox.

Remove drive plate on vehicles with automatic gearbox 09L
= page 97 .

Pry out oil seal using oil seal extractor lever - T20143/2- .

Clean running surface and sealing surface.

Fit assembly aid - T10122/1- onto assembly sleeve -
T10122/2- and slide oil seal -A- onto assembly sleeve.

— Take off assembly aid - T10122/1- .

T20143 / A

WO0-2958

T10122/2

T10122/2
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— Fit the assembly sleeve - T10122/2- with oil seal -1- onto
crankshaft.

— Press in oil seal evenly all round using thrust piece -
T10122/5- .

Remaining installation steps are carried out in reverse sequence;
note the following:

— Install flywheel = page 95 and damper unit = page 94 on ve-
hicles with multitronic gearbox.

— Install drive plate on vehicles with automatic gearbox 09L
=> page 97 .

— Install automatic gearbox = Rep. gr. 37 .

T10122/5
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3 Timing chain covers

= “3.1 Timing chain covers - exploded view”, page 101

= “3.2 Removing and installing timing chain covers (left and
right)”, page 101

= “3.3 Removing and installing timing chain cover (bottom)”, page
106

3.1 Timing chain covers - exploded view

1-M6: 9 Nm; M8: 20 Nm

U Note correct sequence
when tightening

> page 111

2 - Crankshatt oil seal (timing
chain end)

U4 Renewing = page 98

3 - Dowel sleeve
a 2x

4 - Timing chain cover (bottom)
Q Removing and installing
=> page 106
5 - Cylinder head gasket (left-
side)
6-5Nm +90° (1/4 turn) further
4 Renew

U Note correct sequence
when tightening

> page 105

7 - Timing chain cover (left-
side)

U Removing and installing
= page 101

8-16 Nm

9-5Nm +90° (/4 turn) further
d Renew

U Note correct sequence
when tightening

=> page 105
10 - Timing chain cover (right-

side

EI) Removing and installing = page 101
11 - Cylinder head gasket (right-side)
12 - Dowel sleeve

a 2x

3.2 Removing and installing timing chain
covers (left and right)

Special tools and workshop equipment required
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4 Electric drill with plastic brush attachment
¢ Safety goggles
¢ Sealant > Electronic parts catalogue

Removing

m Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Pull off engine cover panel (rear) -arrows-.

Timing chain cover (left-side):
— Unplug electrical connector -3- for Lambda probe 2 - G108- .

— Unplug electrical connectors -1 ... 3-.

— Unscrew nut -arrow-.

— Remove bracket for electrical connector -3-.

— Unscrew centre hex stud located beneath the bracket.

— Remove bracket for electrical connectors -1- and -2-.
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Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

m Note

Disregard items marked -1 ... 4-.

Move wiring clear.

Remove crankcase breather hose from cylinder head cover.

Remove bolts -1 ... 8- and detach timing chain cover (left-side).

Timing chain cover (right-side):

Pull non-return valve -2- off connection at air intake hose.

Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

Unplug electrical connector -2- for Lambda probe - G39- .

AZ4-10005

1 1l
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— Unplug electrical connector -1-.

— Remove bolt -arrow- and detach bracket for electrical connec-
tor.

— Remove bolts -1 ... 8- and detach timing chain cover (right-
side).

Installing

m Note

Fit all cable ties in the original positions when installing.

ﬁ WARNING

Wear safety goggles.

— Remove remaining sealant on timing chain covers and cylin-
der block / cylinder head using rotating plastic brush or similar.

ﬁ Caution

Make sure that no sealant residue gefs info the engine.

— Clean sealing surfaces; they must be free of oil and grease.

— Cut off tube nozzle at front marking (diameter of nozzle ap-
prox. 1 mm).
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Apply sealant bead -arrow- onto clean sealing surfaces of tim-
ing chain cover (left-side) as illustrated.

The groove on the sealing surface must be completely filled
with sealant.

The bead of sealant must project 1.5 ... 2.0 mm above the
sealing surface.

m Note

The timing chain covers must be installed within 5 minutes after
applying sealant.

Fit timing chain cover (left-side) and tighten bolts in sequence
-1... 8-

Apply.sealant bead -arrow- onto.the clean sealing surface of
the timing chain cover (right-side) as illustrated.

The groove on the sealing surface must be completely filled
with sealant.

The bead of sealant must project 1.5 ... 2.0 mm above the
sealing surface.

Fit timing chain cover (right-side) and tighten bolts in sequence

The remaining installation steps are carried out in the reverse se-

quence.
Tightening torques

Component Nm
Timing chain covers (left and right) to engine 5+90° 12
Bracket for electrical connectors to cylinder 9
head

Hose clips (9 mm wide) 3

1) Renew bolts.

2) 90° = one quarter turn.
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3.3 Removing and installing timing chain
cover (bottom)

Special tools and workshop equipment required

¢ Used oil collection and extraction unit - V.A.G 1782-

¢ Electric drill with plastic brush attachment
¢ Safety goggles

¢ Sealant > Electronic parts catalogue
Removing

m Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Remove automatic gearbox = Rep. gr. 37 .

ﬁ WARNING

Make sure that the lock carrier is installed and the forque re-
action support is secured on the vehicle before performing the
following steps.

— Remove damper unit = page 94 and flywheel > page 95 on
vehicles with multitronic gearbox.

— Remove drive plate on vehicles with automatic gearbox 09L
= page 97 .

— Unplug electrical connectors -1 ... 3-.

— Unscrew nut -arrow-.

— Remove bracket for electrical connector -3-.

— Unscrew centre hex stud located beneath the bracket.
— Remove bracket for electrical connectors -1- and -2-.

VAG1782

W0o-10211
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Remove bolts -1 ... 8- and detach timing chain cover (left-side).

Unplug electrical connector -1-.

Remove bolt -arrow- and detach bracket for electrical connec-
tor.

Remove bolts -1 ... 8- and detach timing chain cover (right-
side).

Unscrew sealing cap -arrow- for oil filter housing.
Remove oil filter element.

Extract engine.oil from.oil filter housing-using-used, oil.collec-
tion and extraction unit =MV:AG 47821
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— Unplug electrical connector at oil pressure switch - F1-
-arrow-.

— Place used oil collection and extraction unit - V.A.G 1782- un-
der engine.

— Unscrew oil pressure switch.

— Remove bolts -arrows-.

— Also unscrew multi-point socket flange nut
= Item 3 (page 210) .

— Remove oil filter housing.
— Drain off engine oil.

— Remove bolts -arrows-.

— Unscrew bolts -1 ... 9- and remove timing chain cover (bot-
tom).

— Press out crankshaft oil seal (rear) from timing chain cover
(bottom).

A13-10213
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Installing

E Note

\
¢ Renew gaskets, seals and O-rings.
& Fit all cable ties in the original positions when installing.

— Pull dowel sleeve -arrow- (top right) out of cylinder block.
— Bevel the dowel sleeve with a file, as illustrated.

* Dimension -x- = 6.5 mm.

* Dimension -y- = 8 mm.

— Fit dowel sleeve on cylinder block in such a way that the bev-
elled side points upwards.

E Note

Bevelling the dowel sleeve makes it easier o fit the timing chain
cover (boffom) with the cylinder head installed.

A13-10053

ﬁ WARNING

Wear safety goggles.

— Remove remaining sealant on timing chain cover and cylinder
block / cylinder head using rotating plastic brush or similar.

ﬁ Caution

Make sure that no sealant residue gets into the engine.

— Clean sealing surfaces; they must be free of oil and grease.

— Clean any old sealing compound from the bores -arrow- in the
cylinder head gaskets.

E Note

With the cylinder head installed the holes in the cylinder head
gasket are only half visible.

& Caution

The cylinder head gasket must not to be bent more than a small
amount. If the cylinder head gasket has been bent and kinked
it must be renewed.
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— Carefully bend the ends of the cylinder head gaskets down
very slightly -arrows-, just far enough to be able to clean the
upper sealing surface on the gasket and cylinder head.

— Clean both cylinder head gaskets (top and bottom); they must
be free of oil and grease.

— Cut off tube nozzle at front marking (diameter of nozzle ap-
prox. 2 mm).

E Note

& The sealant must be applied at several points on the engine
as described below.

& The sealant needs only approx. 5 minutes to harden after be-
ing applied.

& Caution

The cylinder head gasket must not to be bent more than a small
amount. If the cylinder head gasket has been bent and kinked
it must be renewed.

A17-0081

— Apply a small amount of sealant to sealing surfaces of cylinder
head gaskets (top and bottom). To do so, you again have to
bend cylinder head gaskets down very slightly.

— Use aflat object (e.g. a feeler gauge) to apply sealant to the
area between cylinder head and gasket.
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Fill cleaned holes -arrow- in cylinder head gasket with sealant.

Apply the beads of sealant -1 ... 5- onto the clean sealing sur-
faces of the timing chain cover (bottom) as illustrated.

The groove on the sealing surface must be completely filled
with sealant.

The beads of sealant must project 1.5 ... 2.0 mm above the
sealing surface.

The sealant -item 2- must be applied in a continuous bead as
shown in the illustration (although the groove is not continu-
ous).

Insert seals -arrows- in grooves on timing chain cover (bot-
tom).

Fit timing chain cover (bottom), guiding it towards the sealing
surface on cylinder block and cylinder head at an angle and
from below.

Take care not to damage the cylinder head gaskets when fit-
ting the cover. Renew gaskets if damaged.

[ A13-10054
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— Tighten bolts as follows.

1.

Apply locking fluid to bolts -arrows- and tighten to 5 Nm.

2 Tighten bolts -1 ... 9- to 9 Nm in diagonal sequence.
3 Tighten bolts -arrows- to 9 Nm.

4. Tighten bolts -7-, -8- and -9- to 20 Nm.

5 Tighten stud -3- to 16 Nm.

All vehicles:

Remaining installation steps are carried out in reverse sequence;
note the following:

Install timing chain covers (left and right) = page 104 .
Install oil filter housing = page 211 .
Install crankshaft oil seal (timing chain end) = page 98 .

Install flywheel = page 95 and damper unit = page 94 on ve-
hicles with multitronic gearbox.

Install drive plate on vehicles with automatic gearbox 09L
= page 97 .

Install automatic gearbox = Rep. gr. 37 .
Fill up with engine oil and check oil level = page 217 .

Tightening torques
Component Nm
Timing chain cover (bottom) to engine M6 91

M7 16

M8 20
Timing chain covers (left and right) to engine 5+ 90° 2)3)
Bracket for electrical connectors to cylinder 9
head

1) Install securing bolts between cylinder head and timing
chain cover (bottom) using locking fluid; locking fluid =
Electronic parts catalogue .

2) Renew bolts.

3) 90° = one quarter turn.

A13-10213
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4 Camshaft drive

= “4.1 Camshaft timing chains - exploded view”, page 113

= “4.2 Detaching timing chains from camshafts, removing and in-
stalling chain tensioners”, page 116

> “4.3 Drive chain for valve gear - exploded view”, page 126

= “4.4 Removing and installing drive chain for valve gear”,
page 129

= “4.5 Drive chain for auxiliary drives on vehicles up to 04.2006 -
exploded view”, page 131

= “4.6 Removing and installing drive chain for auxiliary drives on
vehicles up to 04.2006”, page 133

= “4.7 Drive chain for auxiliary drives on vehicles from 04.2006 -
exploded view”, page 136

= “4.8 Removing and installing drive chain for auxiliary drives on
vehicles from 04.2006", page 137

= “4.9 Balance shaft - exploded view”, page 141

> “4.10 Removing and installing balance shaft”, page 142

4.1 Camshaft timing chains - exploded view

E Note

\

& The crankshaft and camshafts must only be turned with the
chain drive mechanism fully installed. Otherwise the valves
may strike the pistons, causing damage to valves and piston
crowns.

& Before removing the camshatft timing chain, mark the direction
of rotation with paint. If a used chain rotates in the opposite
direction when it is refitted, this can cause breakage.

Camshaft timing chain (left-side)
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1 - Camshaft adjuster for ex-
haust camshaft

Q Identification “Exhaust”

Q0 Removing and installing
= “4.2 Detaching timing
chains from camshafts,
removing and installing
chain tensioners”,

page 116
2 - Bolt for camshaft

O Renew

O Pre-tightening torque:
40 Nm

O Final tightening torque:
80 Nm + 90° (1/4 turn)
further

3 - Bolt for camshaft
U Renew
U Pre-tightening torque:
40 Nm
U Final tightening torque:
80 Nm + 90° (1/4 turn)
further

4 - Camshaft adjuster for inlet
camshaft
Q Identification “Intake”
0 Removing and installing
> “4.2 Detaching timing
chains from camshafts,
removing and installing
chain tensioners”,
page 116

5 - Camshaft timing chain (left-

“A12-1CC82

side)

Q0 Removing and installing = page 116

6-9Nm

7 - Chain tensioner for camshaft timing chain (left-side)

Q0 Removing and installing

> “4.2 Detaching timing chains from camshafts, removing and installing chain tensioners”, page 116

8 - QOil strainer
Q Inserted in chain tensioner

Q Watch position of locking lug on outer circumference

9 - Gasket
1 Renew

Q Clipped onto chain tensioner
10 - Bearing bracket for drive sprocket

11 - 8 Nm + 45° (1/g turn) further
0 Renew

Q Lubricate with oil before installing
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12 - Drive sprocket for camshaft timing chain (left-side)
13 - Thrust washer for drive sprocket
14 - 6 Nm + 60° (/g turn) further

O Renew

Camshaft timing chain (right-side)

1 - Drive sprocket for camshatft
timing chain (right-side)

2 - Bearing mounting for drive
sprocket

3 - 30 Nm + 90° (/4 turn) fur-
ther

4 - Camshaft timing chain
(right-side)
U Removing and installing
=> page 116

5 - Bolt for camshaft
d Renew

U Pre-tightening torque:
40 Nm

4 Final tightening torque:
80 Nm + 90° (1/4 turn)
further

6 - Camshaft adjuster for inlet
camshaft

Q Identification “Intake”

Q Removing and installing
= “4.2 Detaching timing
chains from camshafts,
removing and installing
chain tensioners”,

page 116

7 - Chain tensioner for cam-
shaft timing chain (right-side)
Q Removing and installing
= “4.2 Detaching timing
chains from camshafts,
removing and installing
chain tensioners”,

13

12

11

A13-10061

page 116
8 - Oil strainer

Q Inserted in chain tensioner

4 Installation position: locating lug on outer circumference

9 - Gasket
1 Renew

A Clipped onto chain tensioner

10-9 Nm

11 - Camshaft adjuster for exhaust camshaft

O Identification “Exhaust”
0 Removing and installing

= “4.2 Detaching timing chains from camshafts, removing and installing chain tensioners”, page 116
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12 - Bolt for camshaft
0 Renew
Q Pre-tightening torque: 40 Nm
QO Final tightening torque: 80 Nm + 90° (1/4 turn) further

13 - Thrust washer for drive sprocket

4.2 Detaching timing chains from camshafts, removing and installing chain ten-
sioners

Special tools and workshop
equipment required

¢ Counter-hold tool - T10172- Uikl . (atdzd TN
with pin - T10172/2- P 5: = ,,-f"" .
¢ Adapter - T40058- f,xz,,-f BT
¢ Locking pin - T40069- Ef:—__.;@}f’ - 0 F._j.ﬁ‘"\\ |
¢ Camshaft clamp - T40070- & &> (%
(2X) p hj/ lﬁ:} A b *J - d

¢ Locking pin - T40071- (2x)

T40069

T40071 -
9
C 3
L |
N/
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¢ Special wrench - T10035-
T10035

Removing

E Note

In the following procedure the camshaft timing chains remain on
the engine. If you want to detach the camshatft timing chains com-
pletely you must also remove the timing chain cover (botfom)

= page 106 .

— Remove cylinder head cover: left-side = page 161 , right-side
=> page 162 .

— Remove timing chain covers (left and right) = page 101 .

— If fitted, remove bolts -arrows- securing exhaust pipe for aux-
iliary/additional heater to noise insulation. ‘

— Open quick-release fasteners -1- and remove noise insulation I
(front). Leave rear noise insulation in position. ; ||

1
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— Unbolt cross piece at lock carrier -arrows-.

— Unscrew bolts -arrows- and remove cross piece from stop for
torque reaction support.

— Unscrew bolts -arrows- and remove torque reaction support
together with stop for torque reaction support.

— Insert guide pin of adapter - T40058- with the larger-diameter
section -arrow 1- pointing {owards.the:engine. The smaller-
diameter section -arrow 2- faces the adapter.

1

T40058

| A13-10026
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— Using adapter - T40058- turn the crankshaft in the normal di-
rection of rotation -arrow- to TDC.

* The threaded holes -arrows- in the camshafts must face up-
wards.

— Fit camshaft clamps - T40070- to both cylinder heads and
tighten bolts -arrows- to 20 Nm.

* The camshaft clamp - T40070- is positioned correctly if the
holes for the cylinder head bolts remain free.

— Unscrew plug -arrow- from cylinder block.

E Note

For access fo the plug, reach from behind the subframe fowards
the engine.

ﬁ WARNING

To avoid any risk of injury, do nof rotate the crankshaft while
feeling for the TDC hole with your finger.

i L L ata10110
(=] (=]
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— Screw locking pin - T40069- into bore -1- (tightening torque:
10 Nm); if necessary, turn crankshaft backwards and forwards
slightly to fully centralise locking pin.

— Mark running direction of camshaft timing chain (left-side) with
paint.

— Unscrew bolts -1- and -2- for camshaft adjusters using special
wrench - T10035- .

— Remove both camshaft adjusters.

Unscrew bolts -1- and -2- and remove chain tensioner.

— Mark running direction of camshaft timing chain (right-side)
with paint.

— Unscrewbolts'<1=and~2-forcamshaft adjustersusingspecial
wrench - T10035- .

— Remove both camshaft adjusters.

v

~
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— Unscrew bolts -1- and -2- and remove chain tensioner.

Installing

E Note

\
¢ Renew bolts which are tightened fo a specified angle as well
as seals and gaskets.

& The crankshaft must not be at TDC at any cylinder when the
camshaft is turned. Otherwise there is a risk of damage to
valves and piston crowns.

Conditions:
» Drive chain for valve gear installed = page 129
» Crankshaft locked in TDC position with locking pin - T40069- .

» Camshaft clamps - T40070- installed on both cylinder heads
and tightened to 20 Nm.

Procedure:

— First completely release guide rail of chain tensioners for cam-
shaft timing chains (left and right) -arrow-.

* The piston -1- of the tensioning element must be fully exten-
ded, so that the locking device is released (only possibly when
chain tensioner is removed).

E Note

Note the correct installation position if the tensioning element has
been removed from the chain tensioner: drifling in base of housing
faces chain tensioner and piston faces tensioner rall.
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Press guide rails of chain tensioners for timing chains (left and
right) inwards in direction of -arrow- as far as stop. Then lock
chain tensioners by inserting locking pin - T40071- .

If necessary, clean oil strainer -3-.
Fit new gasket -2- to rear of chain tensioner -1-.

Install chain tensioner on cylinder head (left-side) and position
camshaft timing chain as shown in illustration.

Tighten bolts -1- and -2-.

— Renew the camshaft bolts.
— Position camshaft timing chain on drive chain sprocket and

camshaft adjusters and loosely screw in bolts -1- and -2-.

It should just be possible to turn both camshaft adjusters on
the camshaft without axial movement.

S
/ ..
. 7
Yy ;\ e

X
A13-10115

i
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— Install chain tensioner on cylinder head (right-side) and posi-
tion camshaft timing chain as shown in illustration.

— Tighten bolts -1- and -2-.

By < —.
3 '! A13-10116

— Renew the camshaft bolts.

— Position camshaft timing chain on drive chain sprocket and
camshaft adjusters and loosely screw in bolts -1- and -2-.

* |t should just be possible to turn both camshaft adjusters on
the camshaft without axial movement.

— Fit counterhold tool - T10172- with pin - T10172/2- onto cam-
shaft adjuster of inlet camshaft (left-side).

— Pretension camshaft timing chain by pressing counterhold tool X
in direction of -arrow-. N SN0 N T

Y ’f:
— At the same time pre-tighten camshaft bolt using special — A oy v 1017272
wrench - T10035- and torque wrench. a _ "f’)ﬁ \Y
LA Y Lke
» Tightening torque: 40 Nm EINZAL

— Maintain tension on inlet camshaft and pre-tighten bolt -1- on
exhaust camshaft.

» Tightening torque: 40 Nm

— Tighten camshaft bolts -1- and -2- at cylinder head (left-side)
to final torque.

* Tightening torque: 80 Nm + 90° (1/4 turn further).
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- Fit counterhold tool - T10172- with pin - T10172/2- onto cam- T Ry IO
shaft adjuster of exhaust camshaft (right-side). /% ,.'f .-\

% T10172 N ISRy,
DN

“I\? JA\ ) o
K p

A

— Pretension camshaft timing chain by pressing counterhold tool
in direction of -arrow-.

s
A%}

— At the same time pre-tighten camshaft bolt using special
wrench - T10035- and torque wrench.

+ Tightening torque: 40 Nm

— Maintain tension on exhaust camshaft and pre-tighten bolt
-1- on inlet camshaft.

» Tightening torque: 40 Nm

— Tighten camshaft bolts -1- and -2- at cylinder head (right-side)
to final torque.

* Tightening torque: 80 Nm + 90° (1/4 turn further).

— Remove camshaft clamps - T40070- from both cylinder heads.

— Remove locking pin - T40069- .

A3 10175
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— Using adapter - T40058- , turn crankshaft two rotations in nor-
mal direction of rotation -arrow- until crankshaft is at TDC
again.

E Note

If you turned the crankshaft beyond TDC, turn it back approx. 30°
and set to TDC again.

s, »the threaded holes -afmows-.in,the. camshafts.must;face up- | =
wards: U7 —

i L L ata10110
(=] (=]

— Fit camshaft clamps - T40070- to both cylinder heads and
tighten bolts -arrows- to 20 Nm.

* The camshaft clamp - T40070- is positioned correctly if the
holes for the cylinder head bolts remain free.

— Screw the locking pin - T40069- directly into the hole.

» The locking pin - T40069- must engage in the locating hole in
crankshaft -1-. If it does not, reset valve timing.
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— Remove camshaft clamps from both cylinder heads.
— Remove locking pin.

— Screw plug -arrow- for TDC mark into cylinder block with new
seal.

Remaining installation steps are carried out in reverse sequence;
note the following:

— Fit torque reaction support together with stop for torque reac-
tion support and tighten bolts -arrows-.

— Install timing chain covers (left and right) = page 101 .

— Install cylinder head cover: left-side = page 161 , right-side
= page 162 .

Tightening torques

Component Nm
Chain tensioner to cylinder head 9
Camshaft bolts 80+90°1M2
Screw plug in cylinder block 14 3)
Torque reaction support to top section of sump 40
Cross piece to lock carrier 42
Stop for torque reaction support to cross piece 65

* 1) Renew bolts.

* 2)90° = a quarter of a turn.

* 3) Install with new seal.

4.3 Drive chain for valve gear - exploded view
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1 - Bearing mounting for drive g
sprocket
2-30 Nm + 90° (/4 turn) fur-
ther

Q Renew

3 - Bolt
1 Renew

U Types and tightening
torque differ depending

on version = page 128
4 -6 Nm + 60° (1/g turn) further
O Renew

10

5 - Thrust washer for drive
sprocket

6 - Bush
W Depending on version
=> page 128
7 - Drive sprocket for camshaft
timing chain (left-side)
8 - Bolt
U Renew

Q Types and tightening
torque differ depending

on version = page 128
9 - Drive chain for valve gear

O Before removing, mark
running direction with

11 12 13 14

paint
10 - Guid il
11 _B;Iteral 27 26 25 24 23 292 (81310217 ]
1 Renew

Q Types and tightening torque differ depending on version = page 128
12 - Bush

U Depending on version = page 128
13 - 8 Nm + 45° (1/g turn) further

0 Renew
Q Lubricate with oil before installing

14 - Bearing bracket for drive sprocket

15 - Bush
U Depending on version = page 128

16 - Thrust washer
17 - Drive sprocket for camshaft timing chain (right-side)

18 - Bush
U Depending on version = page 128

19 - Bolt
O Renew

Q Types and tightening torque differ depending on version = page 128
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20 - O-ring
0 Renew
21 - Chain tensioner
22 - 6 Nm + 45° (1/g turn) further
0 Renew
23 - Guide rail for chain tensioner
24 - Crankshaft

25 - Bush
U Depending on version = page 128

26 - Guide rail
U Note installation position

27 - Bolt
O Renew
Q Types and tightening torque differ depending on version = page 128

Different types of bolts securing guide rails

Depending on version, different bolt types are used when secur-
ing the timing chain guide rails:

1- Bolt with shaft
¢ Renew

¢ 10 Nm + 30° (1/12 turn) further

2 - Bolt with bush -6- with collar
¢ Renew

¢ 10 Nm#902 (V/4:turn) further

([ (@@

.
@@ O ()

(2>}

[\8)

|9

[4)]

A13-10518

3 - Bolt with bush -4- and washer -5-
¢ Renew

¢ 10 Nm + 90° (/4 turn) further
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4.4 Removing and installing drive chain for valve gear

Special tools and workshop
equipment required

4 Used oil collection and ex-
traction unit - V.A.G 1782-

¢ Locking pin - T40069-
¢ Locking pin - T40071-

V.AG1782 __ﬁ_il[i T40069
I.“‘i
T40071

Removing

m Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Remove automatic gearbox = Rep. gr. 37.

ﬁ WARNING

following steps.

Make sure that the lock carrier is installed and the forque re-
action support is secured on the vehicle before performing the

— Remove damper unit = page 94 and flywheel = page 95 on

vehicles with multitronic gearbox.

— Remove drive plate on vehicles with automatic gearbox 09L

= page 97 .
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— Place used oil collection and extraction unit - V.A.G 1782- un-
der engine.

— Drain off engine oil.

— Remove timing chain covers (left and right) = page 101 .
— Remove timing chain cover (bottom) = page 106 .

— Remove camshaft timing chain = page 116 .

— Remove drive chain for auxiliary drives: vehicles up to 04.2006
= page 133, vehicles from 04.2006 onwards = page 137 .

— Press guide rail of chain tensioner for drive chain in direction
of arrow and lock chain tensioner by inserting locking pin -
T40071- .

— Mark running direction of chain with paint.

— Remove bolts -2- and -3- and detach chain sprockets together
with drive chain and guide rail -1-.

Installing
Installation is carried out in the reverse order; note the following:
* Crankshaft locked in TDC position with locking pin - T40069- .

m Note

Fit all cable ties in the original positions when installing.
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First install sprocket for camshaft timing chain (left-side) -2-.
Install guide rail -1- with drive chain fitted.

Now install sprocket for camshaft timing chain (right-side)
-3-.

Press guide rail of chain tensioner for drive chain in direction

of -arrow- and pull locking pin - T40071- out of chain tensioner.

Install drive chain for auxiliary drives: vehicles up to 04.2006
= page 133, vehicles from 04.2006 onwards = page 137 .

Install camshaft timing chain = page 121 .
Install timing chain cover (bottom) = page106.:
Install timing chain covers (left and right) = page 101 .

Install flywheel = page 95 and damper unit = page 94 on ve-
hicles with multitronic gearbox.

Install drive plate on vehicles with automatic gearbox 09L
= page 97 .

Install automatic gearbox = Rep. gr. 37 .
Fill up with engine oil and check oil level = page 217 .

Tightening torques

Component Nm
Drive chain sprocket (left-side) to bearing brack-| 6 + 60° 1) 2
et

Drive chain sprocket (right-side) to cylinder 30 +90° 1) 3)
block

Screw plug in cylinder block 14 4)

1) Renew bolts.
2) 60° = a sixth of a turn.
3) 90° = a quarter of a turn.

4) Install with new seal.

4.5

Drive chain for auxiliary drives on vehicles up to 04.2006 - exploded view
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1 - Drive chain for auxiliary
drives

Q Before removing, mark
running direction with
paint

U Removing and installing
> page 133
2 - Drive chain sprocket for oil
pump
Q Installation position:
Side with lettering faces
engine
3 -30 Nm + 90° (/4 turn) fur-
ther
U Renew

4 - Compression spring
5 - Crankshaft
6 - 15 Nm + 90° (/4 turn) fur-
ther
O Renew

7 - Chain sprocket for balance
shaft

O Installation position:
Side with lettering faces
gearbox

8 -6 Nm +45° (1/g turn) further
0 Renew

9 - Chain tensioner
Q  With guide rail

10 - Seal

Q Depending on version
U Renew
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4.6 Removing and installing drive chain for auxiliary drives on vehicles up to

04.2006

Special tools and workshop
equipment required

VAGI78 [

I" !'
1 pdA

4 Used oil collection and ex-
traction unit - V.A.G 1782-

Special wrench - T40049-
Locking pin - T40069-
Locking pin - T40071-
Drill bit, & 8 mm

* & & o

Removing

— Remove automatic gearbox = Rep. gr. 37.

ﬁ WARNING

Make sure that the lock carrier is installed and the torque re-
action support is secured on the vehicle before performing the
following steps.

— Remove damper unit = page 94 and flywheel = page 95 on
vehicles with multitronic gearbox.

— Remove drive plate on vehicles with automatic gearbox 09L
> page 97 .

— Place used oil collection and extractiorruifit'e V. A/G1782-in-=
der engine.

— Drain off engine oil.

4. Camshaft drive 1 33



— Remove timing chain cover (bottom) = page 106 .

ﬁ Caution

If necessary, place washers under the bolt heads fo prevent
the chain from being trapped by the bolts.

— Attach special wrench - T40049- onto rear of crankshaft.

— Unscrew plug -arrow- from cylinder block.

m Note

For access fo the plug, reach from behind the subframe fowards
the engine.

ﬁ WARNING

7o avoid any risk of injury, do nof rotate the crankshaft while
feeling for the TDC hole with your finger.

— Turn crankshaft in normal direction of rotation to TDC position.

— Screw locking pin - T40069- into bore (tightening torque:
20 Nm); if necessary, turn crankshaft backwards and forwards
slightly to fully centralise locking pin.

— Mark running direction of drive chain for auxiliary drives with
paint.

ACD A0
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— Press guide rail of chain tensioner in direction of -arrow- and
lock chain tensioner by inserting locking pin - T40071- .

— Remove bolts -1 ... 3- and take out chain tensioner, balance
shaft sprocket and chain.

Installing

» Crankshaft -1- locked in TDC position with locking pin -
T40069- .
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— Install chain tensioner with chain and balance shaft sprocket.

— Lock balance shaft in TDC position with & 8 mm drill bit
-item 1-.

* The elongated holes in the balance shaft sprocket must be
aligned centrally over the threaded holes in the balance shaft.
If necessary move chain one tooth further.

— Tighten bolts for chain tensioner.
— Screw in bolts -2- for chain sprocket, but do not tighten.

» |t should just be possible to turn the sprocket on the balance
shaft without axial movement.

— Pull locking pin - T40071- out to release chain tensioner.

— Press against guide rail of chain tensioner -arrow- using a
screwdriver, and at the same time tighten bolts -2- securing
chain sprocket.

— Pull drill bit -item 1- out of balance shaft.

Remaining installation steps are carried out in reverse sequence;
note the following:

— Install timing chain cover (bottom) = page 101 .
— Install timing chain covers (left and right) = page 101 .
— Install crankshaft oil seal (timing chain end) = page 98 .

— Install flywheel = page 95 and damper unit = page 94 on ve-
hicles with multitronic gearbox.

— Install drive plate on vehicles with automatic gearbox 09L
= page 97 .

— Install automatic gearbox = Rep. gr. 37 .
— Fill up with engine oil and check oil level = page 217 .

Tightening torques

Component Nm
Chain tensioner to cylinder block 6+45°12
Chain sprocket for balance shaft to balance 15 +90° 1) 3)
weight

Screw plug in cylinder block 14 4)

* 1) Renew bolts.
*  2)45° = an eighth of a turn.
* 3)90° = a quarter of a turn.

* 4) Install with new seal.

4.7 Drive chain for auxiliary drives on vehicles from 04.2006 - exploded view
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1 - Crankshaft

2 - Drive chain for auxiliary
drives

O Before removing, mark
running direction with
paint

Q Removing and installing
=> page 137

3 - Drive chain sprocket for oil
pump

O Installation position:
Side with lettering faces
engine

4 - 30 Nm + 90° (1/4 turn) fur-
ther

U Renew

5 - Compression spring

6 - 15 Nm + 90° (/4 turn) fur-
ther
1 Renew

7 - Chain sprocket for balance Rl
shaft i

Q Installation position: 3
Side with lettering faces
gearbox 2
8 - Chain tensioner
Q  With guide rail 1
9 - 10 Nm + 45° (/g turn) fur-
ther
Q Renew .
4.8 Removing and installing drive chain for
auxiliary drives on vehicles from
04.2006

Special tools and workshop equipment required

¢ Used oil collection and extraction unit - V.A.G 1782-
VAG1782

Woo-10211
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¢ Special wrench - T40049-
T40049

W00-10043

¢ Locking pin - T40071-
T40071

P AP
P

W00-10238

¢ Drill bit, & 8 mm
Removing
— Remove automatic gearbox = Rep. gr. 37.

ﬁ WARNING

Make sure that the lock carrier is installed and the forque re-
action support is secured on the vehicle before performing the
following steps.

— Remove damper unit = page 94 and flywheel = page 95 on
vehicles with multitronic gearbox.

— Remove drive plate on vehicles with automatic gearbox 09L
= page 97 .

— Place used oil collection and extraction unit - V.A.G 1782- un-
der engine.

— Drain off engine oil.

— Remove timing chain cover (bottom) = page 106 .
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& Caution

If necessary, place washers under the bolt heads to prevent

the chain from being trapped by the bolts.

— Attach special wrench - T40049- onto rear of crankshaft.

— Unscrew plug -arrow- for “TDC” marking from sump (top sec-
tion).

— Turn crankshaft in normal direction of rotation to “TDC” posi-
tion.

— Screw locking pin - T40069- into bore (tightening torque:
20 Nm); if necessary, turn crankshaft backwards and forwards
slightly to fully centralise locking pin.

— Mark running direction of drive chain for auxiliary drives with
paint.

— Press guide rail of chain tensioner in direction of -arrow- and
lock chain tensioner by inserting locking pin - T40071- .

— Unscrew bolts -3- and detach chain sprocket from balance
shaft.

— Remove bolts -1- and -2- and take off chain tensioner with
chain.

P = L.
o -‘Lﬂ:?;“i,’f_‘_;:_,-' A13-10478
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Installing

* Crankshaft -1- locked in “TDC” position with locking pin -
T40069- .

? AT
ALILEH

.
e
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— Install chain tensioner with chain and balance shaft sprocket.

— Wrap insulating tape around tip and shaft of 8 mm & drill bit to
avoid cuts.

— Lock balance shaft in “TDC” position with 8 mm & drill bit
-item 2-.

* The elongated holes in the balance shaft sprocket must be
aligned centrally over the threaded holes in the balance shaft.
If necessary move chain one tooth further.

— Tighten bolts for chain tensioner.

— Fit bolts -1- and -3- for chain sprocket but do not tighten.

* It should just be possible to turn the sprocket on the balance
shaft without axial movement.

— Pull'locking pin - T40071- out to release chain tensioner.

— Press against guide rail of chain tensioner -arrow- using a
screwdriver, and at the same time tighten bolts -1- and -3- se-
curing chain sprocket.

— Pull drill bit -2- out of balance shaft.

Remaining installation steps are carried out in reverse sequence;
note the following:

— Install timing chain cover (bottom) = page 106 .
— Install timing chain covers (left and right) = page 101 .
— Install crankshaft oil seal (gearbox end) = page 98 .

— Vehicles with, multitronic.gearbox: Install flywheel =.page 95
and.damper.unit=.page 94 .

— Vehicles with automatic gearbox 09L: Install drive plate
= page 97 .

— Install gearbox = Rep. gr. 37 .
— Fill up with engine oil and check oil level = page 217 .

Tightening torques

Component Nm
Chain tensioner to cylinder block 10 + 45° 1)2)
Chain sprocket for balance shaft to balance 15 + 90° 13)
weight

Screw plug in cylinder block 14 4)

* 1) Renew bolts.
* 2) 45° = one eighth turn.
* 3)90° = one quarter turn.

* 4) |nstall with new seal.

4.9 Balance shaft - exploded view
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1 - Balance shaft
Q0 Removing and installing

> page 142

2 -60 Nm
Q Use @ 8 mm drill bit as
counterhold when loos-
ening and tightening

3 - Balance weight (timing
chain end)

Q Can only be fitted on
balance shaft in one po-

sition.
4 - Bearing plate

5-13Nm
6 - Balance weight (pulley end)

Q Can only be fitted on
balance shaft in one po-

sition.

7 - 60 Nm
Q Use @ 8 mm drill bit as
counterhold when loos-
ening and tightening

4.10

Special tools and workshop equipment required
¢ Used oil collection and extraction unit - V.A.G 1782-

Removing and installing balance shaft

V.AG1782

W0o-10211
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¢ Locking pin - T40069-
T40069

WOO0-10207

Removing
— Remove automatic gearbox = Rep. gr. 37.

ﬁ WARNING

Make sure that the lock carrier is installed and the forque re-
action support is secured on the vehicle before performing the
following steps.

— Remove damper unit = page 94 and flywheel = page 95 on
vehicles with multitronic gearbox.

— Remove drive plate on vehicles with automatic gearbox 09L
= page 97 .

— Place used oil collection and extraction unit - V.A.G"782-'uns=
der engine.

— Drain off engine oil.
— Remove sealing flange (pulley end) = page 90 .
— Remove timing chain cover (bottom) = page 106 .

— Remove drive chain for auxiliary drives: vehicles up to 04.2006
= page 133, vehicles from 04.2006 onwards = page 137 .

— Check that locking pin - T40069- is screwed into hole -1-.

—
1
i
ACGA01R5
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Hold balance shaft -2- in position at rear of engine using
& 8 mm drill bit -item 1-.

Unscrew bolt -3- and detach balance weight from balance
shaft.

Unscrew bolt -2- (counterhold balance weight -1- with a suit-
able pin) and detach balance weight at front of engine from
balance shaft.

Unscrew bolts -arrows- and remove bearing plate for balance
shaft at rear of engine.

Pull balance shaft out of cylinder block towards rear.

e e

i, G G, G, G Gt Gt

[ 7/
2R 1310139 [(]

S20 0
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Installing

* Crankshaft -1- locked in TDC position with locking pin -
T40069- .

Installation is carried out in the reverse order; note the following:

E Note

Balance weights can only be fitted on balance shaft in one posi-
tion.

=
ACDA0RR

— Install drive chain for auxiliary drives: vehicles up to 04.2006
= page 133, vehicles from 04.2006 onwards = page 137 .

— Install timing chain cover (bottom) = page 106 .
— Install sealing flange (pulley end) = page 90 .

— Install flywheel = page 95 and damper unit = page 94 on ve-
hicles with multitronic gearbox.

— Install drive plate on vehicles with automatic gearbox 09L
= page 97 .

— Install automatic gearbox = Rep. gr. 37 .
— Fill up with engine oil and check oil level = page 217 .

Tightening torques

Component Nm
Bearing plate to cylinder block 9
Balance weight to balance shaft 60
Screw plug in cylinder block 14 1)
* 1 Install with new seal.
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5 Removing and installing crankshaft
= “5.1 Crankshaft - exploded view”, page 146

= “5.2 Crankshaft dimensions”, page 150
= “5.3 Measuring axial clearance”, page 150

> “5.4 Measuring radial clearance”, page 151

5.1 Crankshaft - exploded view

E Note

When carrying out repairs, secure engine fo engine and gearbox support - VAS 6095- = page 74 .

1-9Nm

U Tighten in stages and in
diagonal sequence

2 - Sealing flange (pulley end)
U Removing and installing
= page 90
3 - Seals

Q Different versions avail-
able = Electronic parts
catalogue

1 Renew

4 - Crankshaft

Q Measuring axial clear-
ance = page 150

Q Measuring radial clear-
ance = page 151

Do not rotate the crank-
shaft when checking the
radial clearance

Q Crankshaft dimensions
= page 150

5 - Dowel sleeve
Q' °4x
U viinserting‘incretaining
frame = page 148
6 - Retaining frame

Q To remove, detach
guide rail
= Iltem 26 (page 128) for
drive chain for valve

gear
Q Applying sealant
= page 148
Q Tightening sequence for securing bolts = page 148
7 - Bolt

Q For sealing surfaces: cylinder block/retaining frame
Q Differing bolt lengths and bolt heads
O Tightening sequence = page 148
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8 - Bolt (long, large collar)
Q For retaining frame (inner row)
U Tightening sequence > page 148

9 - Bolt (short, small collar)
O For retaining frame (outer row)
4 Tightening sequence = page 148

10 - Thrust washer
Q Only fitted on 3rd crankshaft bearing
Q Oil grooves face outwards
Q Make sure it engages in retaining frame
O Measuring axial clearance of crankshaft = page 150

11 - Bearing shell
Q For retaining frame (without oil groove)
U Renew used bearing shells
O Note installation position

Q Install new bearing shells for retaining frame with correct coloured markings = page 150

12 - Centralising disc
O For vehicles with automatic gearbox 09L = page 147

13 - Thrust washer
Q Only fitted on 3rd crankshaft bearing
a Oil grooves face outwards
O Make sure it engages in cylinder block
O Measuring axial clearance of crankshaft = page 150

14 - Bearing shell
Q For cylinder block (with oil groove)
0 Renew used bearing shells
U Note installation position

Q Install new bearing shells for the cylinder block with the correct coloured markings = page 149

15 - O-ring or seal
Q Depending on version = Electronic parts catalogue
Q0 Renew

16 - Cylinder block

Centralising disc for drive plate on vehicles with automatic gear-
box 09L

m Note

In vehicles with aufomatic gearbox the drive plate is bolfed fo the
crankshaft with a centralising disc -arrow-.
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Applying sealant to retaining frame, position of dowel sleeves

— Clean sealing surfaces, they must be free of oil and grease at
top and bottom.

— Apply the beads of sealant -arrows- onto the clean sealing
surfaces of the retaining frame as illustrated.

» The groove on the sealing surface must be completely filled
with sealant.

* The beads of sealant must project 1.5 ... 2.0 mm above the
sealing surface.

— Fitseals-1 ... 3-.

m Note

On some versions the seals -2- and -3- are connected fogether.

— Check that dowel sleeves -4 ... 7- are inserted in retaining
frame at positions shown in illustration.

Installing retaining frame
— Renew bolts -1 ... 16- for retaining frame.

m Note

Use old bolts when measuring radjal clearance.

Install long bolts in inner row on retaining frame.

Tighten bolts -1 ... 31-in 3 stages as follows:

Tighten bolts in the sequence -1 ... 16- to 50 Nm.
Turn bolts 90° further in the sequence -1 ... 16-.

Tighten bolts for sealing surfaces (retaining frame / cylinder
block) in the sequence -17 ... 31- to 23 Nm.

A13-10413
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Matching crankshaft bearing shells to bearings in cylinder block

¢ Bearing shells of the correct thickness are matched to the
bearings in the cylinder block at the factory. Coloured dots on
the side of the bearing shells are used to identify the bearing
shell thickness.

¢ The allocation of the bearing shells to the bearing positions in
the cylinder block is indicated by a code letter at the relevant
bearing on the retaining frame.

Up to engine number BPK 002 000:

For engines up to engine number BPK 002 000, please note that
on bearing No. 1 (front) the code letters on the retaining frame
and the corresponding colour codes for the bearing shells are not
the same as for the other bearings:

Bearing No. | Code letter on retaining | Colour coding of bear-
frame ing
1 G= Red
B - Ye"ow A13-10057
S = Blue
2.4 G = Yellow
B = Blue
S = Black
From engine number BPK 002 001:
Code letter on retaining frame Colour coding of bearing
= Red
= Yellow
= Blue
= Black
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Matching crankshaft bearing shells to bearings in retaining frame

¢ Bearing shells of the correct thickness are matched to the
bearings in the retaining frame at the factory. Coloured dots
on the side of the bearing shells are used to identify the bear-
ing shell thickness.

¢ The allocation of the bearing shells to the bearing positions in
the retaining frame is indicated by a sequence of letters on the

flywheel flange on the crankshaft. The first letter in the se-
quence stands for bearing “1”, the second letter for bearing

“2”, etc.

Up to engine number BPK 002 000:

For engines up to engine number BPK 002 000, please note that
on bearing No. 1 (front) the code letters on the crankshaft and the

corresponding colour codes for the bearing shells are not the
same as for the other bearings:

Bearing No.

Letter on crankshaft

Colour coding of bear-
ing

1

Red

Yellow

Blue

Yellow

Blue

Black

From engine number BPK 002 001:

Letter on crankshaft Colour coding of bearing
R = Red
G = Yellow
B = Blue
S = Black
5.2 Crankshaft dimensions
Honing di- | Crankshaft main bear- |Crankshaft conrod jour-
mension ing journal & nal &
(in mm)
Basic di- 65.00 — 0.022 56.00 - 0.022
mension —0.042 -0.042
5.3 Measuring axial clearance

Special tools and workshop equipment required
¢ Universal dial gauge bracket - VW 387-

VW 387
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¢ Dial gauge - VAS 6079-

Procedure

Bolt dial gauge - VAS 6079- with universal dial gauge bracket
- VW 387- onto cylinder block and set it against crank web.

Press crankshaft against dial gauge by hand and set gauge to
-0-.

Push crankshaft away from dial gauge and read off value:

Axial clearance: 0.15 ... 0.25 mm

54 Measuring radial clearance

Special tools and workshop equipment required

¢ Plastigage

Procedure

m Note

Renew used bearings.

Remove retaining frame and clean bearing journals.

Place a length of Plastigage corresponding to the width of the
bearing on the bearing journal or bearing shell.

The Plastigage must be positioned in the centre of the bearing
shell

Fit retaining frame and secure with old bolts = page 148 with-
out rotating crankshaft.

Remove retaining frame once more.

Compare width of Plastigage with measurement scale:
Radial clearance (new): 0.015 ... 0.055 mm

Radial clearance (wear limit): 0.08 mm

When carrying out final assembly, renew bolts.

VAS 6079
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6

Dismantling and assembling pistons

and conrods

= “6.1 Pistons and conrods - exploded view”, page 152

> “6.2 Piston and cylinder dimensions”, page 155

> “6.3 Removing and installing pistons”, page 155

= “6.4 Checking radial clearance of conrod bearings”,

page 157

6.

1

Pistons and conrods - exploded view

E Note

Oil spray jet for piston cooling = page 155 .

1 - Conrod bolt, 30 Nm + 90°
(/4 turn) further

2 - Conrod bearing cap

3 - Bearing shell

Different types may be fitted,
depending on version:

or

Qa
Q

Q

a
a

Q

Qa

o000

Renew

Lubricate threads and
contact surface

Use old bolts when
measuring radial clear-
ance

Do not interchange

Mark cylinder allocation
with a coloured pen -B-

= page 155

Note when fitting bear-
ing cap: the wide con-
tact shoulder -A- must
point towards same side
on conrod and conrod
bearing cap

Installation position of
conrod pairs

= page 155

Lower bearing shell (for
bearing cap); identifica-
tion: shell is a dark col-

our. Upper bearing shell
(for conrod): more wear-
resistant material; iden-
tification: shell is a light

colour.

1 é A13-10067

Bearing shells are the same: no special identification
Ensure that retaining lugs are securely seated.

Renew used bearing shells
Measuring radial clearance

=> page 157
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4 - Conrod

a
a
a

Q

Only renew as a complete set
Mark cylinder allocation in colour -B- = page 155

Note when fitting bearing cap: the wide contact shoulder -A- must point towards same side on conrod
and conrod bearing cap

Installation position of conrod pairs = page 155

5 - Piston pin

Q

Removing and installing = “6.3 Removing and installing pistons”, page 155

6 - Circlip

Q

Renew

7 - Piston

(I Wy T Iy Wy Wy

Removing and installing = page 155

Installation position and allocation of piston/cylinder = page 154
Arrow on piston crown points to pulley end

Checking = page 154

Install using piston ring clamp

Piston and cylinder dimensions = page 155

Checking cylinder bore = page 154

8 - Piston rings

ooo0oou

Checking piston ring gap

- Insertring-atrightangle toccylinder wall from:above and push
downrinto'lowercylinder opening approx:«t6tmmdfrom bottom
of cylinder. To do so, use a piston without rings.

Offset gaps by 120°
Use piston ring pliers to remove and install
Marking “TOP” or side with identification mark must face piston crown

Checking ring gap = page 153
Checking ring-to-groove clearance = page 153

Piston ring New Wear limit
Dimensions in mm

1st compression ring 0.20...0.35 0.8
2nd compression ring 0.50...0.70 1.0

Oil scraper ring 0.20...0.40 0.8

Checking ring-to-groove clearance
— Clean groove in piston before checking clearance.

| j— N13-10568

Piston ring New Wear limit
Dimensions in mm

Compression rings 0.02 ... 0.08 0.20
Oil scraper ring 0.02 ... 0.08 0.15

M13-10569
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Checking piston

— Using a micrometer (75 ... 100 mm), measure approx. 10 mm
from the lower edge, perpendicular to the piston pin axis.

¢ Maximum deviation from nominal dimension: 0.04 mm.

Nominal dimension
= “6.2 Piston and cylinder dimensions”, page 155 .

Checking cylinder bore

— Use 50 ... 100 mm internal dial gauge to take measurements
at 3 points in transverse direction -A- and longitudinal direction

¢ Maximum deviation from nominal dimension: 0.08 mm.

Nominal dimension
= “6.2 Piston and cylinder dimensions”, page 155 .

Piston installation position and piston/cylinder allocation

M13-10567

Y

|

& Caution

Do not damage the coating of the piston crown.

¢ [fyou intend to re-install used pistons, mark the cylinder
number on the piston crown using paint. Do not affempt fo
mark the pisfon crown with a centre punch or by making
a notch or similar.

Installation position:

1 - Arrows on piston crowns point to pulley end.

2 - Markings must be made indicating cylinder allocation
3 - Cylinder allocation markings: “R” = right, “L" = left

-,

| S

y | TR E
.

T
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Marking conrods

E Note

|
¢ Only renew conrods as a complete set.
¢ Do not inferchange conrod bearings.

- LD M|
[—]

— Prior to removal, use a coloured pen to mark conrod and con-
rod bearing cap relative to one another, as well as to cylinder
-arrow-.

Conrod installation position

» The cast lugs -arrows- at ground surfaces of conrod pairs 1
and 2, 3 and 4, and 5 and 6 must face one another.

Oil spray jet for piston cooling

1-  Apply locking fluid when installing bolt (tightening torque
9 Nm); refer to = Electronic parts catalogue

2 - Oil spray jet with spray nozzle valve (opening pressure:

2 ...2.4 bar)
A13-10106
6.2 Piston and cylinder dimensions
Honing dimension Piston & Cylinder bore &
(in mm)
Basic dimension 84.490 84.51

» Dimensions including coating (thickness 0.02 mm). The
coating will wear down in service.

6.3 Removing and installing pistons

Special tools and workshop equipment required
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¢ Drift - VW 222 A-

¢ Piston ring clamp, commercially available
Removing

» Engine secured to engine and gearbox support - VAS 6095~
> page 74 .

— Remove cylinder head = page 164 .
— Remove upper section of sump = page 203 .

— Mark installation position and matching of conrod bearing caps
to cylinder and to conrods for re-installation = page 155 .

— Unbolt conrod bearing caps.
— Pull out pistons upwards with conrods.

m Note

If piston pin is difficult fo remove, heat piston fo approx. 60 °C.

— Take circlip out of piston pin boss.

— Use drift - VW 222 A- to drive out piston pin.

Installing

Installation is carried out in the reverse order; note the following:

« Tightening torques
> “6.1 Pistons and conrods - exploded view”, page 152

m Note

Renew the bolts tightened with specified tightening angle.

— QOil running surfaces of bearing shells.
— Install pistons using piston ring clamp.
Installation position:

» Pistons = page 154

+ Conrods = page 155
— Install conrod bearing caps according to markings.

— Install sump (upper section) = page 203 .
— Install cylinder head = page 164 .

VW 222 A

e
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6.4 Checking radial clearance of conrod

bearings

Special tools and workshop equipment required

¢ Plastigage

Test sequence

Remove conrod bearing cap. Clean bearing cap and bearing
journal.

Place a length of Plastigage corresponding to the width of the
bearing on the bearing journal or bearing shell.

Fit conrod bearing caps and secure with old bolts
= Item 1 (page 152) without rotating crankshaft.

Remove conrod bearing caps once more.

Compare width of Plastigage with measurement scale:
Radial clearance (new): 0.010 ... 0.052 mm

Radial clearance (wear limit): 0.12 mm

When carrying out final assembly, renew bolts.
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15 - Cylinder head, valve gear

1 Removing and installing cylinder
head

= “1.1 Cylinder head - exploded view”, page 158

= “1.2 Removing and installing cylinder head cover (left-side)”,
page 161

= “1.3 Removing and installing cylinder head cover (right-side)”,
page 162

= “1.4 Removing and installing cylinder head”, page 164

= “1.5 Removing and installing vacuum pump for brake servo”,
page 169

= “1.6 Checking compression”, page 170

1.1 Cylinder head - exploded view

m Note

& /llustration shows left cylinder head.
& Both cylinder heads can be removed and installed with the engine still installed.
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1 - High-pressure pump
Q Removing and installing
= page 281
2-9Nm
3-20Nm

4 - Lifting eye
4 lllustration does not cor-
respond to current ver-
sion
5 - O-ring
0 Renew

6 - Hall sender for inlet cam-
shaft

Q Cylinder bank 1 (right-
side): Hall sender - G40-

Q Cylinder bank 2 (left-
side): Hall sender 2 -
G163-

7 -8 Nm +90° (/4 turn) further
4 Renew
8 - O-ring

0 Renew
9 - Solenoid valve for camshaft
control (inlet side)

4 Cylinder bank 1 (right-
side): camshaft control
valve 1 - N205-

Q Cylinder bank 2 (left-
side): camshaft control
valve 2 - N208-

10-2.5Nm

11 - Seal
Q -Renew:if-damaged omleaking

12 - Sealing cap
13 - O-ring
4 Renew
14 - Solenoid valve for camshaft control (exhaust side)
Q Cylinder bank 1 (right-side): exhaust camshaft control valve 1 - N318-
Q Cylinder bank 2 (left-side): exhaust camshaft control valve 2 - N319-
15-2.5Nm

16 - Special bolt, 9 Nm

O Renew if damaged or leaking

Q Note correct sequence when tightening = page 162
17 - Cylinder head cover

Q0 Removing and installing: left-side = page 161 , right-side > page 162
18 - Gasket for cylinder head cover

Q Renew if damaged or leaking

19 - Cylinder head bolt
U Renew
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O Note correct sequence when loosening = page 167

U Note correct sequence when tightening = page 168
20 - O-ring

U Renew

21 - 8 Nm + 90° (1/4 turn) further
O Renew

22 - Hall sender for exhaust camshaft
O Cylinder bank 1 (right-side): Hall sender 3 - G300-
Q Cylinder bank 2 (left-side): Hall sender 4 - G301-
23 - Cylinder head
Q0 Removing = page 164
Q Checking for distortion = page 160
O Machining limit = page 160
Q |Installing =.page. 167
Q If renewed, change ‘coolant 'and engine’oil
24 - Cylinder head gasket
Q0 Renewing = “1.4 Removing and installing cylinder head”, page 164
Q Installation position: part number must face cylinder head
Q If renewed, change coolant and engine oil

Checking cylinder head for distortion

— Use straight edge 500 mm - VAS 6075- and feeler gauge to — VAS 6075
measure cylinder head for distortion at several points. &

¢ Max. distortion: 0.05 mm

Cylinder head machining limit

Machining of the cylinder head (surface grinding) is only permis-
sible down to the minimum dimension -a-.

¢ Minimum dimension: -a- = 139.20 mm
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1.2 Removing and installing cylinder head
cover (left-side)

Removing

— Pull off engine cover panel (rear) -arrows-.

— Pull off engine cover panel (front) -arrows-.

— Unplug electrical connectors.
1- Variable intake manifold position sender - G513-

2 - Fuel pressure sender for low pressure - G410-

Unplug electrical connectors.
- Hall sender 2 - G163-
- Camshaft control valve 2 - N208-
Exhaust camshaft control valve 2 - N319-
- Hall sender 4 - G301-

A WO N =
1

— Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

— Move wiring harness clear.

— Remove ignition coils = page 320 .

AIETETES:

s
=

7

= oy
ol
0

1
T
T ._-.-‘.
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— Detach crankcase breather hose -arrow-.

— Unscrew bolts for cylinder head cover (left-side) in the se-
quence -12 ... 1-.

— Remove bolts and take off cylinder head cover.
Installing

Installation is carried out in the reverse order; note the following:

E Note

|
¢ Renew cylinder head cover gaskets if damaged.
¢ Renew cylinder head cover bolts if gasket is damaged.

— Clean sealing surfaces; they must be free of oil and grease.

— Tighten bolts for cylinder head cover in the sequence
-1.012-

— Install ignition coils = page 320 .

Tightening torque

Component Nm
Cylinder head cover to cylinder head 9

1.3 Removing and installing cylinder head

cover (right-side)
Removing
— Pull off engine cover panel (rear) -arrows-.

— Pull off engine cover panel (front) -arrows-.

6

[ o\
L A15-10055
e
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N =

Pull non-return valve -2- off connection at air intake hose.

Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

Release hose clips -arrows- and remove air intake hose.

Unplug electrical connector -1-.
Detach vacuum hose -2-.
Remove bolts -arrows-.

Take out air cleaner housing.

Unplug electrical connectors.
- Coolant temperature sender - G62-
- Variable intake manifold flap change-over valve - N239-

Unplug electrical connectors.
- Exhaust camshaft control valve 1 - N318-
- Hall sender - G40-
- Intake manifold flap potentiometer - G336-
- Hall sender 3 - G300-

Unclip vacuum hose (leading to brake servo) on cylinderhead
cover.

Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

Move wiring harness clear.
Remove ignition coils = page 320 .

1. Removing and installing cylinder head 1 63



— Detach crankcase breather hose -arrow-.

— Unscrew bolts for cylinder head cover (right-side) in the se-
quence -12 ... 1-.

— Remove bolts and take off cylinder head cover.

Installing

Installation is carried out in the reverse order; note the following:

E Note

|
& Renew cylinder head cover gaskets if damaged. g O R |

¢ Renew cylinder head cover bolts if gasket is damaged.

— Clean sealing surfaces; they must be free of oil and grease.

— Tighten bolts for cylinder head cover to final setting in the se-
quence -1 ... 12-.

— Install ignition coils = page 320 .

Tightening torques

Component Nm
Cylinder head cover to cylinder head 9
Hose clips (9 mm wide) 3

1.4 Removing and installing cylinder head

Special tools and workshop equipment required
¢ Locking pin - T40069-

T40069

¢ Camshaft clamp - T40070-
T40070

W00-10190

Removing
* Engine in vehicle.
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E Note

The following description shows the removal and installation of
the cylinder head (left-side). The procedure for the other side is
identical.

’ﬁ WARNING

The fuel system operates under high pressure. The pressure
in the high-pressure part of the infection system must be re-
duced fo '@'residual’ pressure 'prior“to ‘opening the system
= page 2671 . A clean cloth must then be wrapped around the
connection and the residual pressure dissipated by carefully
loosening the connection.

— Drain off coolant > page 222 .

— Remove front exhaust pipe: left-side = page 305 , right-side
= page 309.

— Remove poly V-belt = page 87 .
— Remove coolant pipe (front) = page 234 .

— Remove power steering pump = Rep. gr. 48 .

E Note

To remove the cylinder head (right-side) you must first remove
the vacuum pump for the brake servo = page 169 .

— Remove top and bottom sections of intake manifold
= page 267 and = page 272 .

— Unplug electrical connectors at injectors.
— Remove oil filter housing = page 211 .

— Disconnect fuel line -arrow-.
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— Remove low-pressure pipe by unscrewing bolts and union
nuts -1 ... 6-.

— Unscrew bolts -arrows- and remove lifting eye.

— Unplug electrical connectors -1- and -2-.

— Remove high-pressure pump from cylinder head (left-side)
-arrows- (only necessary if you are planning to carry out further
repairs to cylinder head).

— Remove bolt -arrow- and lift out guide tube for oil dipstick.

— Remove cylinder head cover: left-side = page 161, right-side
= page 162 .

— Remove timing chain covers (left and right) = page 101 .
— Remove camshaft timing chains = page 116 .

)L'*_ (@D

O Vi — = w—)

A15-10001 ‘

(\ ww A17-10056
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*
*

Unscrew bolts -arrows- at rear of cylinder head.
Cylinder head (left-side): 3 bolts
Cylinder head (right-side): 4 bolts

Loosen cylinder head bolts in the sequence:-1...q8;.

Carefully remove cylinder head.

Installing

E Note

\
¢ Renew the cylinder head bolts.

*

Renew self-locking nuts and bolts when performing assembly
work.

Renew bolts which are tightened to a specified angle as well
as seals and gaskets.

If repairing, carefully remove any remaining gasket material
from the cylinder head and cylinder block. Ensure that no long
scores or scratches are made on the surfaces.

Carefully remove any remaining emery and abrasive material.

No oil or coolant must be allowed to remain in the blind holes
for the cylinder head bolts in the cylinder block.

Checking cylinder head for distortion = page 160 .

Do not remove new cylinder head gasket from packaging until
it is readly to be fitted.

Handle gasket very carefully. Damage to the silicone coating
or the indented area will lead fo leaks.

Position cylinder head gasket on dowel sleeves. The word
‘oben’ (fop) or the Part No. should face towards cylinder head.

When installing an exchange cylinder head with fitted cam-
shafts, the contact surfaces between roller rocker fingers and
cams must be oiled after installing the head.

The plastic profectors fitted fo protect the open valves should
not be removed until the cylinder head is ready to be fitted.

After fitting a new cylinder head or cylinder head gasket,
change the coolant and engine oil.

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

Fit all cable ties in the original positions when installing.

After working on the valve gear, turn the engine carefully at
least 2 rotations by hand to ensure that none of the valves
make contact when the starter is operated.
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w

Before fitting cylinder head, set crankshaft and camshafts to
TDC. To do so, fit camshaft clamps - T40070- to both cylinder
heads and tighten to 20 Nm.

The camshaft clamp - T40070- is positioned correctly if the
holes for the cylinder head bolts remain free.

The locking pin - T40069- must be screwed into the crankshaft.

Fit cylinder head gasket.
Note position of centring pins -arrows- in cylinder block.

Note installation position of cylinder head gasket: the word
“oben” (top) or the part number should face towards the cyl-
inder head.

Fit cylinder head.

Insert new cylinder head bolts and tighten hand-tight.
Tighten cylinder head in 3 stages in the following sequence:

Tighten with torque wrench to 40 Nm.

Turn 90° (/4 turn) further using a rigid wrench.

Turn 90° (/4 turn) further using a rigid wrench.

E Note

Cylinder head bolts do not have fo be torqued down again later
after repairs.

-
@

=
— T40070
s

=y

1 B
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— Tighten bolts -arrows- to 9 Nm.
¢ Cylinder head (left-side): 3 bolts
¢ Cylinder head (right-side): 4 bolts

Remaining installation steps are carried out in reverse sequence;
note the following:

— Install camshaft timing chains = page 121 .
— Install timing chain covers (left and right) = page 101 .

— Install cylinder head cover: left-side = page 161 , right-side
= page 162 .

— Install high-pressure pump = page 281 .

gt

A15-10071

— Install oil filter housing = page 211 .

— Install intake manifold (bottom section) with high-pressure and
low-pressure lines = page 272 .

— Install intake manifold (top section) = page 267 .
— Install vacuum pump for brake servo = page 169 .
— Install power steering pump = Rep. gr. 48.

— Install coolant pipe (front) = page 234 .

— Install poly V-belt = page 87 .

— Install front exbaust pipe together with catalytic converter: left-
side = page 305 right-side = page.309:

— Align exhaust system so it is free of stress = page 318 .

— Change engine oil = Maintenance ; Booklet 404 .

— Fill cooling system with fresh coolant = page 222 .

— Top up power steering fluid and bleed steering system = Rep.

gr. 48.
Tightening torques
Component Nm
Guide tube for dipstick to cylinder head 9
Fuel hose to fuel line 22
1.5 Removing and installing vacuum pump
for brake servo
Removing

— Pull off engine cover panel (front) -arrows-.
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— Unclip vacuum line to air cleaner from vacuum pump housing.
— Detach vacuum hose -1- from vacuum pump.

— Unscrew bolts -arrows- and remove vacuum pump.

Installing

Installation is carried out in the reverse order; note the following:

E Note

|
¢ Renew O-rings.

& Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

— Setdrive lug of vacuum pump -1- so it engages in symmetrical
slot on camshaft when pump is fitted -arrows-.

Tightening torque

Component Nm
Vacuum pump to cylinder head 9
1.6 Checking compression

Special tools and workshop equipment required
¢ Spark plug socket and extension - 3122 B-

¢ Compression tester - V.A.G 1763-

A15-10075

S
3122 B
V.A.G 176 3
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Test conditions

» Engine oil temperature at least 30 °C.
» Battery voltage at least 12.5 V.

Test sequence

— Switch off ignition.

— Pull off engine cover panel (rear) -arrows-.

AIETETES:

— Pull off engine cover panel (front) -arrows-.

— Loosen hose clip -2- and detach air intake hose at air cleaner
housing.

— Unplug electrical connector -1-.
— Detach vacuum hose -3-.

— Remove bolts -arrows-.

— Take out air cleaner housing.

— Remove ignition coils = page 320 .

— Unplug electrical connector -3- leading to injectors at rear of
cylinder head (left-side).

E Note

Disregard ifems -1- and -2-.
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— Unplug electrical connector -1- leading to injectors at rear of
cylinder head (right-side).

m Note

Disregard -arrow-.

— Remove spark plugs with spark plug socket - 3122 B- .

— Test the compression pressure with the compression tester -
V.A.G 1763- .

m Note

Using the compression tester » Operating instructions .

A13-10102
Z

— Have a 2nd mechanic press down the accelerator pedal com-
pletely and simultaneously operate the starter until the pres-
sure no longer increases on the tester display.

Compression New Wear limit | Difference be-

pressure tween cylin-
ders

bar 145...21.0 14.0 3.0 (maximum)

Installation is carried out in the reverse order; note the following:
— Install spark plugs = Maintenance ; Booklet 404 .
— Install ignition coils = page 320 .

— Finally, interrogate event memory and erase if necessary. If
event memory has been erased, generate readiness code in
engine control unit in “Guided Fault Finding” mode = Vehicle
diagnostic tester.

Tightening torque
Component Nm
Hose clips (9 mm wide) 3
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2 Servicing valve gear

= “2.1 Valve gear - exploded view”, page 173

= “2.2 Checking axial clearance of camshafts”, page 175

= “2.3 Removing and installing camshafts”, page 176

> “2.4 Renewing valve stem oil seals (cylinder head installed)”,
page 181

= “2.5 Renewing valve stem oil seals (cylinder head removed)”,
page 185

> “2.6 Checking hydraulic valve compensation elements”,
page 188

= “2.7 Valve dimensions”, page 191

= “2.8 Checking valve guides”, page 191

= “2.9 Checking valves”, page 192

21 Valve gear - exploded view

E Note

\

& Cylinder heads which have cracks between the valve seats or
between a valve seat insert and the spark plug thread can be
re-installed without reducing service life, provided the cracks
are only slight and do not exceed a maximum of 0.3 mm in
width, and no more than the first 4 turns of the spark plug
threads are cracked.

& After installing camshafts, wait for approx. 30 minutes before
starting engine. Hydraulic valve compensation elements have
to settle (otherwise valves will strike pistons).

& After working on the valve gear, turn the engine carefully at
least 2 rotations by hand to ensure that none of the valves
make conlact when the starter is operated.

& The following illustration shows the left-side cylinder head.

2. Servicing valve gear 1 73



1 - Exhaust valve

Q Different versions avail-
able = Electronic parts
catalogue

Do not machine, only
grinding-in is permitted

Mark installation posi-
tion for re-installation

Valve dimensions
= page 191
Checking valve guides
= page 191
2 - Sealing plugs
O Apply sealant when in-
stalling; refer to > Elec-
tronic parts catalogue
3 - Cylinder head
O Checking valve guides
=> page 191

4 - Hydraulic valve compensa-
tion element

Q Checking = page 188
Q Do not interchange

Q Lubricate contact sur-
face

o 0 0O U

5 - Securing clip
1 Check for firm attach-
ment
6 - Inlet camshaft

O Checking axial clear-
ance = page 175
Removing and installing

o]

Al e

= page 176
Check radial clearance with Plastigage (roller rocker fingers removed)

Radial clearance when bearing & is 24 mm: 0.024 ... 0.066 mm
Radial clearance when bearing @ is 36 mm: 0.032 ... 0.078 mm
Runout: max. 0.04 mm

o000 O

7 - Retaining frame
Q With integrated camshaft bearings

Q0 Removing and installing = “2.3 Removing and installing camshafts”, page 176

8 - 8 Nm + 90° (1/4 turn) further
0 Renew

9 - Exhaust camshaft

Checking axial clearance = page 175

Removing and installing = page 176

Check radial clearance with Plastigage (roller rocker fingers removed)
Radial clearance when bearing & is 24 mm: 0.024 ... 0.066 mm
Radial clearance when bearing & is 36 mm: 0.032 ... 0.078 mm
Runout: max. 0.04 mm

(I Wy T Wy W

10 - Roller rocker finger
Q Do not interchange
Q Check roller bearings for ease of movement
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Q Lubricate contact surface
11 - Valve cotters
12 - Valve spring plate
13 - Valve spring

Q4 Installation position: closely spaced spring coils face towards cylinder head

14 - Valve stem oil seal
Q Renewing (cylinder head installed) = page 181
O Renewing (cylinder head removed) = page 185

15 - Inlet valve
4 Do not machine, only grinding-in is permitted
4 Mark installation position for re-installation
Q Valve dimensions = page 191
Q Checking valve guides = page 191

2.2 Checking axial clearance of camshafts

Special tools and workshop equipment required
¢ Universal dial gauge bracket - VW 387-

¢ Dial gauge - VAS 6080-
Test sequence

— Perform measurement with roller rocker fingers and hydraulic
compensation elements removed.

— Secure universal dial gauge bracket - VW 387- with dial gauge
- VAS 6080- to cylinder head.

— Determine axial clearance.
¢ Axial clearance: 0.100 ... 0.191 mm

VW-387
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2.3 Removing and installing camshafts

Special tools and workshop
equipment required

T10133

¢ Impact extractor attach-
ment -T10133/3- from tool
set for FSI engines -
T10133-

¢ Locking pin - T40069-

¢ Camshaft clamp - T40070-
(2x)

¢ Locating pins - T40116-

T40069

4 Electric drill with plastic
brush attachment

¢ Safety goggles

¢ Sealant = Electronic parts
catalogue

T40116

Z15-10057

Removing

— Remove cylinder head cover: left-side = page 161, right-side
= page 162 .

— Remove timing chain covers (left and right) = page 101 .

— Remove camshaft timing chains from camshafts
=> page 116 .

— To remove the camshafts (right-side) you must first remove
the vacuum pump for the brake servo = page 169 .
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— Slacken retaining frame bolts in the sequence -22 ... 1-.

E Note

lllustration shows retaining frame of left-side cylinder head.

— Carefully remove retaining frame.
— Mark and remove camshafts.

m Note

To enable the locating pins -T40116- to be aftached during in-
stallation on engines fitted with dowel pins -arrows- for retaining
frame , drive out dowel pins using a suitable drift.

Installing

m Note

Renew gaskets and seals.

» Crankshaft -1- locked in position with locking pin - T40069- .

ﬁ Caution

Protect lubrication system against contamination.
¢ Cover exposed parts of the engine.
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ﬁ WARNING

Risk of eye injury.

¢ Wear safety goggles.

— Remove remaining sealant from cylinder head and retaining
frame -1- using rotating plastic brush or similar.

— Clean sealing surfaces; they must be free of oil and grease.

— Lubricate running surfaces of camshafts.

— Lay retaining frame aside onto workbench, on a soft surface.

— Insert camshafts into retaining frame.

» Camshafts must be in correct position in axial bearings
-arrows- in retaining frame.

» The ends of the piston rings -1- and -2- must point up or down,
never to the side.

— Turn retaining frame upside down with camshafts inserted,
keeping hold of the camshafts in the retaining frame.

— Turn the camshafts until the threaded holes -arrows- point up-
wards.

— Check that camshafts are still in correct position in axial bear-
ings in retaining frame.

— Fit camshaft clamp - T40070- as shown in illustration and
tighten bolts -arrows- to 20 Nm.
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— Cut off nozzle of tube at front marking (& of nozzle approx. 1
mm).

— Turn retaining frame back up.

A17-0081

— Apply a small amount of sealant in groove for gasket -3- in
area of opening for camshaft control solenoid valve -arrows-.

— Press gasket into retaining frame and wipe off excess sealant
from gasket and retaining frame.

— Apply the beads of sealant -1-, -2- and -4- onto the clean seal-
ing surfaces of the retaining frame as illustrated.

« Width of sealant bead: 1.0 mm.

m Note

The beads of sealant must be applied exactly according fo these
instructions, otherwise excess sealant can get into the camshaft
bearings:

m Note
Fit and secure the retaining frame without delay, as the sealant T40116
starts hardening immediately. T40116

— Fit retaining frame onto cylinder head.

— Insert locating pins -T40116- in retaining frame and cylinder
head.

A10-10819
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— Fit retaining frame onto cylinder head without delay.

— Tighten retaining frame bolts evenly in the sequence
-1 ... 22-, initially only hand-tight.

* The retaining frame should make contact with the cylinder
head over the full surface.

— Tighten retaining frame bolts to final torque in the sequence

E Note

\
& Jllustration shows retaining frame of left-side cylinder head.

& After installing the retaining frame, wait about 30 minutes for
the sealant to dry.

— Clean bore for sealing plug in cylinder head; it must be free of
oil and grease.

— Coat outer circumference of sealing plug -arrow- with sealant;
for sealant refer to = Electronic parts catalogue .

— Dirive in sealing plug.until flush,
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— Use impact extractor attachment -T40116- to pull out locating

pins -T10133/3- .

Perform further installation in reverse order, paying attention to

the following:

m Note

& After installing camshafts, wait for approx. 30 minutes before
starting engine. Hydraulic valve compensation elements have
fo settle (otherwise valves will strike pistons).

& After working on the valve gear, turn the engine carefully at
least 2 rotations by hand to ensure that none of the valves
make conlact when the starter is operated,

— Install vacuum pump for brake servo = page 169 .

— Install camshaft timing chains = page 116 .

— Install timing chain covers (left and right) = page 101 .

— Install cylinder head cover: left-side = page 161 , right-side

= page 162 .
Tightening torque

A10-10820

Component

Nm

Retaining frame to cylinder head

8 +90° 12

* 1) Renew bolts.

* 2)90° = one quarter turn.

24 Renewing valve stem oil seals (cylinder head installed)
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Special tools and workshop
equipment required

*

*

Spark plug socket and ex- 3122 B
tension - 3122 B-

Valve stem seal puller -
3364-

Valve stem seal fitting tool -
3365-

Removal and installation
device for valve cotters -

VAS 5161 A- with guide
plate -VAS 5161/19B-

Adapters - T40012-

Procedure

Remove camshafts = page 176 .

Mark allocation of roller rocker fingers and hydraulic compen-
sation elements for re-installation.

Remove roller rocker fingers together with hydraulic compen-
sation elements and place on a clean surface.

Remove spark plugs with spark plug socket - 3122 B- .

Apply drift - VAS 5161/3- to valve spring plate and knock valve
cotters loose using a plastic hammer.
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— Fit guide plate -VAS 5161/19B- from removal and installation
device for valve cotters - VAS 5161 A- on cylinder head.

— Secure guide plate using the knurled screws - VAS 5161/12- .

— Screw adapter - T40012- with seal hand-tight into the corre-
sponding spark plug thread and apply a steady pressure.

e Minimum pressure: 6 bar

ént.{__; .

W, »
1.. 4 A15-10418
L,

— Screw snap-in device - VAS 5161/6- with engaging fork -
VAS 5161/5- into guide plate.

— Insert assembly cartridge - VAS 5161/8- into guide plate.

— Attach pressure fork - VAS 5161/2- to snap-in device and push
assembly cartridge down.

— At the same time, turn knurled screw of assembly cartridge
clockwise until tips engage in valve cotters.

— Move knurled screw back and forth slightly; the valve cotters
are thus forced apart and taken up by the assembly cartridge.

— Release pressure fork.

— Remove assembly cartridge.

— Detach guide plate and turn to one side.

» The compressed air hose remains connected.
— Remove valve spring with valve spring plate.

— Remove valve stem oil seals using the valve stem seal puller
- 3364-

If the puller -3364- cannot be used on some of the valve stem oil
seals due to the confined space, proceed as follows:

— Knock out pin -arrow- of puller -3364- using a drift and remove
the extractor attachment.
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— Attach lower part of puller -3364- to valve stem oil seal.

— Secure puller -3364- with punch or roll-pin drift -1-, as shown
in illustration.

— Apply an assembly lever to puller -3364- and pull out valve
stem oil seal -arrow-.

=

sl
\ AR, \ e '.\F\r;l" 5T A15q
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m Note

A plastic sleeve -A- is included with the new valve stem oil seals.

— Fit plastic sleeve -A- onto the valve stem to prevent damage
to the new valve stem oil seal -B-.

— Lightly lubricate sealing lip of valve stem oil seal.

— Slip valve stem oil seal over plastic sleeve.

— Carefully press the valve stem oil seal onto valve guide using
fitting tool -3365- .

— Remove plastic sleeve.

If valve cotters have been removed from assembly cartridge, they
need to be put into insertion device - VAS 5161/18- first.

» Larger diameter of valve cotters faces upwards.

VAS 5161 /18
— Install valve spring and valve spring plate.
» The closely spaced spring coils -arrow- face the cylinder head.
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Screw guide plate back onto cylinder head.

Insert assembly cartridge into guide plate.

Push pressure fork down and pull knurled screw upwards
while turning to left and right — this will insert the valve cotters.

Release pressure fork with knurled screw still in pulled posi-
tion.

Ensure that all roller rocker fingers contact the ends of the
valve stems correctly and are clipped onto their respective hy-
draulic compensation elements.

Install camshafts = page 176 .

Install spark plugs = Maintenance ; Booklet 404 .

m Note

& After installing camshafis, wait for approx. 30 minutes before
starting engine. Hydraulic valve compensation elements have
to settle (otherwise valves will strike pistons).

& After working on the valve gear, turn the engine carefully at
least 2 rotations to ensure that none of the valves make con-
tact when the starter is operated.

2.5 Renewing valve stem oil seals (cylinder head removed)
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Special tools and workshop
equipment required

*

*

Valve stem seal puller -
3364-

Valve stem seal fitting tool -
3365-

Removal and installation
device for valve cotters -
VAS 5161 A- with guide
plate -VAS 5161/19B-

Engine and gearbox sup-
port - VAS 6095-

Cylinder head tensioning
device - VAS 6419-

Procedure

YAS 5161

Z15-10063

Remove camshafts =.page 176,.

Attach tensioning device -VAS 6419- {0, engine.and.gearbox

support - VAS 6095- .

Secure cylinder head in tensioning device -VAS 6419- as il-

lustrated.

Connect compressed air line to tensioning device -VAS 6419- .

Using lever -arrow-, slide air pad under cylinder where valve

stem oil seal is to be removed.

Apply just enough compressed air to bring air pad into contact

with valve heads.

VAS 641972

¥ VAS 64191
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— Apply drift - VAS 5161/3- to valve spring plate and knock valve
cotters loose using a plastic hammer.

— Fit guide plate -VAS 5161/19B- from removal and installation
device for valve cotters - VAS 5161 A- on cylinder head.

— Secure guide plate using the knurled screws - VAS 5161/12- .

181112 555

B i

— Screw snap-in device - VAS 5161/6- with engaging fork -
VAS 5161/5- into guide plate.

— Insert assembly cartridge - VAS 5161/8- into guide plate.

— Attach pressure fork - VAS 5161/2-to snap-in device and push
assembly cartridge down.

— At the same time, turn knurled screw of assembly cartridge
clockwise until tips engage in valve cotters.

— Move knurled screw back and forth slightly; the valve cotters
are thus forced apart and taken up by the assembly cartridge.

— Release pressure fork.

— Remove assembly,cartridge.
— Detach guide plate and turn to one side.
— Remove valve spring with valve spring plate.

— Remove valve stem oil seals using the valve stem seal puller
- 3364- .
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m Note

A plastic sleeve -A- is included with the new valve stem oil seals.

— Fit plastic sleeve -A- onto the valve stem to prevent damage
to the new valve stem oil seal -B-.

— Lightly lubricate sealing lip of valve stem oil seal.

— Slip valve stem oil seal over plastic sleeve.

— Carefully press the valve stem oil seal onto valve guide using N ez |
fitting tool -3365- . : .

— Remove plastic sleeve.

If valve cotters have been removed from assembly cartridge, they
need to be put into insertion device - VAS 5161/18- first.

» Larger diameter of valve cotters faces upwards.

— Install valve spring and valve spring plate.
» The closely spaced spring coils -arrow- face the cylinder head.
»

— Screw guide plate back onto cylinder head.
— Insert assembly cartridge into guide plate.

— Push pressure fork down and pull knurled screw upwards
while turning to left and right — this will insert the valve cotters.

— Release pressure fork with knurled screw still in pulled posi-
tion.

— Ensure that all roller rocker fingers contact the ends of the
valve stems correctly and are clipped onto their respective hy-
draulic compensation elements.

— Install camshafts = page 176 .

2.6 Checking hydraulic valve compensation
elements

Special tools and workshop equipment required
¢ Feeler gauge

1 88 Rep. gr.15 - Cylinder head, valve gear



E Note

& The hydraulic compensation elements cannot be serviced.

& /rregular valve noises when starting engine are normal.

Test sequence

— Start engine and let it run until the radiator fan has switched
on once.

— Increase engine speed to approx. 2500 rpm for 2 minutes
(perform road test if necessary).

E Note

If the irregqular valve hoises stop but recur repeatedly during short
trips, renew the olil retention valve. The olil retention valve is lo-
cated in the oil filter housing = ltem 7 (page 210) .

If the hydraulic compensation elements are still noisy, locate the
defective element as follows:

— Remove cylinder head cover: left-side = page 161, right-side
=> page 162 .

— If fitted, remove bolts -arrows- securing exhaust pipe for aux-
iliary/additional heater to noise insulation.

— Open quick-release fasteners -1- and remove noise insulation
(front). Leave rear noise insulation in position.

1
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— Unbolt cross piece at lock carrier -arrows-.

— Unscrew bolts -arrows- and remove cross piece from stop for
torque reaction support.

— Unscrew bolts -arrows- and remove torque reaction support
together with stop for torque reaction support.

— Turn crankshaft until cam above compensation element to be
checked is positioned at top (turn crankshaft clockwise via
central bolt on poly V-belt pulley).
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— Determine clearance between cam and roller rocker finger.
— Press roller rocker finger down using a screwdriver -arrow-.

If it is possible to insert a feeler gauge of 0.20 mm between cam-
shaft and roller rocker finger:

— Renew hydraulic valve compensation element
= “2.3 Removing and installing camshafts”, page 176 .

E Note

& After installing camshafts, wait for approx. 30 minutes before
starting engine. Hydraulic valve compensation elements have
to settle (otherwise valves'will strike' pistons):

& After working on the valve'gear;turn'thé'enginé caréfully at
least 2 rotations to ensure that none of the valves make con-
tact when the starter is operated.

Tightening torques

Component Nm
Torque reaction support to top section of sump 40
Cross piece to lock carrier 42
Stop for torque reaction support to cross piece 65
2.7 Valve dimensions

— c Py |
m Note I
Inlet and exhaust valves must not be machined. Only grinding-in a |1
/s permitted. I

L
Dimension Inlet valve Exhaust valve d
Za mm|  33.850.10 28.0 0.1 Yod--
ob mm|  5.98 £ 0.01 5.96 £ 0.01
¢ mm 104.0+ 0.2 101.9+0.2
£° 45 45

(o
ﬁ WARNING

¢ Care must be taken when disposing of old sodium-cooled
exhaust valves.

¢ The valves must be sawn in two with a metal saw befween
the centre of the stem and valve head. When doing so, the
valves must not come into contact with water. After pre-
paring the valves, throw a maximum of fen info a bucket
of water. Then step away immediately, since a chemical
reaction will occur in which the sodium filling burns.

¢ After performing these steps the valves can be disposed
of in the normal way.

2.8 Checking valve guides

Special tools and workshop equipment required
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¢ Universal dial gauge bracket - VW 387-

¢ Dial gauge - VAS 6079-

Test sequence

— Insert valve into valve guide. Only insert inlet valve into inlet
valve guide and exhaust valve into exhaust valve guide, as the
stem diameters are different.

» End of valve stem must be flush with valve guide.
— Determine amount of sideways play:
*  Wear limit (sideways play): 0.8 mm.

E Note

\
& [fthe valve has to be renewed as part of a repair, use a new
valve for the measurement.

& [fthe wear limit is exceeded, repeat the measurement with
new valves. Renew cylinder head if wear limit is still exceeded.

29 Checking valves

— Visually inspect for scoring on valve stem and on seating sur-
face.

If scoring is clearly visible:

— Renew the relevant valve.

VW 387

VAS 6079

VW 387 —
VAS 6079
|
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17 — Lubrication

1 Removing and installing parts of lu-
brication system

= “1.1 Sump (bottom section), sump (top section), oil pump, en-
gine oil cooler - exploded view”, page 193

= “1.2 Removing and installing engine oil cooler”, page 196

= “1.3 Removing and installing oil level and oil temperature send-
er G266 ", page 198

= “1.4 Removing and installing sump (bottom section)”,
page 199

= “1.5 Removing and installing oil pump”, page 203

= “1.6 Removing and installing sump (top section)”, page 203

= “1.7 Qil filter housing - exploded view”, page 209

= “1.8 Removing and installing oil filter housing”, page 211

= “1.9 Qil retention valves, oil separator - exploded view”,
page 212

= “1.10 Removing and installing crankcase breather hoses”, page
213

= “1.11 Removing and installing oil pressure switch F1 ”,
page 214

= “1.12 Checking oil pressure”, page 215

= “1.13 Engine oil”, page 217

= “1.14 Checking oil level”, page 217

1.1 Sump (bottom section), sump (top section), oil pump, engine oil cooler -
exploded view
E Note

|

& [flarge quantities of metal shavings or particles are found in the engine oil when repairing the engine, the
oil passages must be cleaned carefully, and the engine oil cooler must be renewed in order fo prevent further
damage occurring later.

¢ The oil level must not be above the max. mark — otherwise the catalytic converter can be damaged.
& Refer fo > Maintenance tables for viscosity grades, oil specifications and engine oil capacity.
& Oil spray jet for piston cooling = page 195 .
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1-9Nm 10 11 12 13 14
Q Bolt or nut (depending LTy | | | ]
on version) :

Q Apply locking fluid when
installing; refer to >
Electronic parts cata-
logue

¢ { /
/ /
/

2 - Qillevel and oil temperature
sender - G266-

O Removing and installing
= page 198

3 - Oil drain plug, 30 Nm
a  With seal
O Renew seal
4-9Nm
5 - Baffle plate (bottom)

6-16 Nm

Q Tighten in stages and in
diagonal sequence

7 - Sump (top section)

O Removing and installing
= page 203

8 - O-ring
U Renew
9-9Nm

Q Apply locking fluid when
installing; refer to =
Electronic parts cata-
logue

10 - Baffle plate (top) o8 27 26 25 AT7-10042

11 - Seal
O Renew

12 - Gasket
O Renew

13-9 Nm

14 - Engine oil cooler
O See note = page 193
Q0 Removing and installing = page 196
U With oil cooler bypass valve

15-9 Nm

16 - Oil pump drive shaft
17 - Compression spring
18 - Bearing bracket
19-9 Nm

20 - Chain sprocket for oil pump
4 Can only be fitted in one position on drive shaft

21 - 30 Nm + 90° (1/4 turn) further
U Renew
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Q To loosen, use pin wrench - 3212- to counterhold chain sprocket
22 - O-ring
0 Renew
23 - O-rings
0 Renew
24 - 20 Nm
25 - Oil pump
Q Do not dismantle
4  With pressure relief valve for cold condition,(14.bar):andpressure.controlvalve (4:3.bar)
Q0 Removing and installing
26 - Bolt
Sump (bottom section), aluminium version:
0 9Nm
Q Tighten in stages and in diagonal sequence
Sump (bottom section), sheet-metal version:
4 Renew
Q 5 Nm + 90° (/4 turn) further
Q Tighten in stages and in diagonal sequence
27 - Sump (bottom section)

A Different versions available = Electronic parts catalogue
U Removing and installing = page 199

28 - Seal
O Renew

Oil spray jet for piston cooling

1-  Apply locking fluid when installing bolt (tightening torque
9 Nm); refer to = Electronic parts catalogue

2 - Oil spray jet with spray nozzle valve

A13-10108
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1.2 Removing and installing engine oil cooler

Special tools and workshop
equipment required V AG 1782

¢ Used oil collection and ex-
traction unit - V.A.G 1782-

¢ Drip tray for workshop hoist
- VAS 6208-

4 Hose clamps, up to 25 mm
- 3094-

VAS 6208

3004

1710011

Removing

v ,!5 WARNING

Hot steam or hot coolant can escape when coolant expansion
tank is opened; cover filler cap with cloth and open carefully.

— Openfiller cap on coolant expansion tank.
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— If fitted, remove bolts -arrows- securing exhaust pipe for aux-
iliary/additional heater to noise insulation.

— Release quick-release fasteners -1- and -2- and take off noise
insulation.

1
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Place drip tray for workshop hoist - VAS 6208- under engine.

Clamp off coolant hoses -1- and -2- using hose clamps -
3094- .

Disconnect coolant hoses at engine oil cooler and drain off
coolant.

Place used oil collection and extraction unit - V.A.G 1782- un-
der engine.

Unscrew bolts -arrows- and detach engine oil cooler.

Installing

Installation is carried out in the reverse order; note the following:

E Note

|
¢ Renew seals and gaskets.

*

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

Fill up with engine oil and check oil level = page 217 .
Fill cooling system = page 224 .

Tightening torques

Component Nm

Engine oil cooler to sump (top section) 9

Qil drain plug 30

1.3 Removing and installing oil level and oil

temperature sender - G266-

Special tools and workshop equipment required

4 Used oil collection and extraction unit - V.A.G 1782-

A17-10053

V.AG1782

W0o-10211
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Removing

— Release quick-release fasteners -1- and remove bolts (if fitted)
to remove front noise insulation.

— Place used oil collection and extraction unit - V.A.G 1782- un-
derneath engine and drain off engine oil.

— Unplug electrical connector -3-.

— Remove nuts -1- and detach oil level and oil temperature
sender - G266- -item 4-.

Installing

» Tightening torque = page 193
Installation is carried out in the reverse order; note the following:

E Note

Renew seal -2-.

— Fillwith engine oil and check oil level = Maintenance ; Booklet
404 .

1.4 Removing and installing sump (bottom
section)

Special tools and workshop equipment required

¢ Used oil collection and extraction unit - V.A.G 1782-

¢ Electric drill with plastic brush attachment
¢ Safety goggles

AT

VAG1782

Woo-10211
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¢ Sealant = Electronic parts catalogue
Removing

— If fitted, remove bolts -arrows- securing exhaust pipe for aux-
iliary/additional heater to noise insulation.

— Release quick-release fasteners -1- and -2- and take off noise
insulation.

— Place used oil collection and extraction unit - V.A.G 1782- un-
der engine.

— Drain off engine oil.

— Unscrew bolts -arrows- and detach engine oil cooler with cool-
ant hoses -1- and -2- attached.

— Remove retainer for ATF pipes -1- and -2-.
— Unscrew bolts -3- and -5- at coolant pipe (front).

— Unplug electrical connector -4- at oil level and oil temperature
sender - G266- -arrow- and move wiring clear.

— Remove bolts for sump (bottom section) -6-.

— Release sump (bottom section) from bonded joint, taking care
not to bend sump (sheet-metal version).

| ;-II
NE @ \| i 2
S — — ! ‘f
il E |T'
T N T o
5 ] WVAT ‘

T

— A17-10084 |
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Installing

E Note

¢ Renew seals and gaskets.

¢ On the sheet-metal version, the sump (boffom section) must
be renewed if its coating is damaged or if it is bent.

’ﬁ WARNING

Wear safety goggles.

— Remove sealant residue from bottom and top sections of sump
with rotating plastic brush or similar.

— Clean sealing surfaces; they must be free of oil and grease.

E Note

On the sheet-metal version, take care not fo damage the coating
on the sump (botfom section).

— Cut off tube nozzle at front marking (diameter of nozzle ap-
prox. 1 mm).
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— Apply bead of sealant -arrow- onto clean sealing surface of

sump (bottom section) as illustrated.

» The bead of sealant should be approx. 1.5 mm wide.

Ll
L 4

E Note

The bead of sealant must not be thicker than specified, other-
wise excess sealant can enter the sump (bottom section) and
obstruct the strainer in the oil intake pipe.

$oThe sump’(bottormn'section) must be installedwithin'5 minutes
after'applying sealant.

— Fit sump (bottom section) and tighten all bolts initially to 5 Nm
in diagonal sequence.

— Tighten bolts on sump (bottom section) in diagonal sequence.

— Install engine oil cooler = page 196 .

— Fill up with engine oil and check oil level = page 217 .

Tightening torques

Component Nm

Engine oil cooler to sump (top section) 9

Sump (bottom section), aluminium version to 9"

sump (top section)

Sump (bottom section), sheet-metal version to | 5 + 90° 1)2)3)
sump (top section)

Oil drain plug 30

1) Tighten in diagonal sequence.
2) Renew bolts.

3) 90° = one quarter turn.
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1.5 Removing and installing oil pump

1] h |

miVlinin

Removing
— Remove sump (bottom section) = page 199 . \j

— Remove bolts -arrows-.

— Detach oil pump from drive shaft by pulling it to front, move
drive shaft slightly to rear if necessary.

Installing

Installation is carried out in the reverse order; note the following:

m Note

Renew O-rings.

— Fit oil pump onto drive shaft and tighten bolts.
— Install sump (bottom section) = page 199 .
— Fill up with engine oil and check oil level = page 217 .

Tightening torque

Component Nm

Oil pump to sump (top section) 20

1.6 Removing and installing sump (top sec-
tion)

Special tools and workshop equipment required

¢ Used oil collection and extraction unit - V.A.G 1782-
VAG1782

WO0-10211

¢ Safety goggles

¢ Electric drill with plastic brush attachment
¢ Sealant = Electronic parts catalogue
Removing

— Secure engine to engine stand = page 74 .

— Remove damper unit = page 94 and flywheel = page 95 on
vehicles with multitronic gearbox.

— Remove drive plate on vehicles with automatic gearbox 09L
= page 97 .

— Place used oil collection and extraction unit - V.A.G 1782- un-
der engine.

— Drain off engine oil.
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Remove sump (bottom section) = page 199 .

Remove oil pump = page 203 .

Unscrew bolts -arrows- and remove baffle plate (bottom).

— Unscrew bolts -1 ... 4- from timing chain cover (bottom).

— Remove bolts -1 ... 6- for sump (top section).

— Press sump (top section) off spring pins on cylinder block.

[ERRINNE

r'
o
= C’
" o
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Installing

E Note

Renew gaskets, seals and O-rings.

— Remove old sealant from grooves on sump (top section) and
on timing chain cover (bottom) -arrows- using a small screw-
driver.

ﬁ Caution

Protect lubrication system and bearings against contamina-
tion.

¢ Cover exposed parts of the engine.

Sl

i b vy

ﬁ WARNING

Risk of eye injury.
¢ Wear safety goggles.

— Remove sealant residue on sump (top section) -1- using ro-
tating plastic brush or similar.

— Mask oil return channel with adhesive tape -1-.

— Cover cylinder block with a cloth -2- to protect against metal
shavings.

— Also mask open threaded holes with adhesive tape to protect
against metal shavings.
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— Secure a strip of sheet metal (2.5 mm thick and approx. 65 x
100 mm) -item 1- next to dowel sleeve using universal mole
grips (300 mm) - VAS 5433- .

E Note

The metal strip serves as a stop when sawing, at the same time
it protects the sealing surface of the retaining frame.

ﬂ WARNING

o

Wear safely goggles.

— Saw off dowel sleeve so it is flush with metal strip using pneu-
matic jig-saw - VAS 5108- .

— Repeat procedure for second dowel sleeve.
— Deburr both dowel sleeves.

— Chamfer both holes for dowel sleeves (1.5 mm) on sump (top
section) using countersink.

— Clean sealing surfaces on sump (top section) and timing chain
cover (bottom); they must be free of oil and grease.

Protected by copy!
permitted unless g
with respect to

h whole, is not
Ept any liability

¥ | AUDI AG.

E Note

Note the use-by date of the sealant.

— Cut off nozzle of tube at front marking (& of nozzle approx. 2
mm).
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— Apply bead of sealant -arrow- onto clean sealing surface of
sump (top section) as illustrated.

» The grooves on the sealing surfaces must be completely filled
with sealant.

* The bead of sealant must project 1.5 ... 2.0 mm above the
sealing surface.

[ A17-10023 |

— Apply sealant bead -arrow- onto clean sealing surface of tim-
ing chain cover (bottom), as illustrated.

* The groove on the sealing surface must be completely filled
with sealant.

» The bead of sealant must project 1.5 ... 2.0 mm above the
sealing surface.

* Apply sealant bead all the way into corners.

ﬂ Caution

Make sure lubrication system is not clogged by excess sealant.

¢ The bead of sealant must not be thicker than specified.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

The sump (fop section) must be installed within-5 minutes'after: /D! AG does not guaraniee or accept any liability
app/y/ng the sealant with respect to the correctness of information in this document. Copyright by AUDI AG.

— Fit seal -1- and O-ring -2- in retaining frame.
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— Fit sump (top section), paying attention to dowel sleeves, and
tighten bolts -1 ... 6- in diagonal sequence initially to 5 Nm.

— Pre-tighten bolts -1 ... 4- to 5 Nm in diagonal sequence.

— Tighten sump (top section) =Itef 26°(page 195
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— Tighten bolts -1 ... 4- in diagonal sequence to final setting;
tightening torque and sequence = page 111 .

Remaining installation steps are carried out in reverse sequence;
note the following:

— Install oil pump = page 203 .
— Install sump (bottom section) = page 199 .
— Install timing chain cover (bottom) = page 106 .

— Install flywheel = page 95 and damper unit = page 94 on ve-
hicles with multitronic gearbox.

|
|

— Install drive plate on vehicles with automatic gearbox 09L
= page 97 .

— Fill up with engine oil and check oil level = page 217 .

Tightening torques

Component Nm
Sump (top section) to cylinder block 161
Baffle plate (top) to sump (top section) 92
Baffle plate (bottom) to sump (top section) 9

* 1 Tighten in diagonal sequence.

* 2) Apply locking fluid when installing; refer to = Electronic
parts catalogue for locking fluid.

1.7 QOil filter housing - exploded view
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1-13 Nm

2 - Oil pressure switch - F1-
Q Tighten to 20 Nm
Q Black insulation

U Removing and installing
=> page 214

Q Checking = page 215

3 - Multi-point socket flange
nut, 13 Nm

4-13 Nm
5 - Sleeve
6 - Rubber grommet

7 - Oil filter housing

Q With filter bypass valve,
3.0 bar

Q  With oil retention valve

Q The oil retention valve
cannot be renewed

8 - O-ring

0 Renew

Q Installing = page 211
9 - Sealing cap, 25 Nm
10 - Seal

Q0 Renew

U Removing and installing
= page 210

11 - Qil filter element

U Removing and installing
= Maintenance ; Book-
let 404

12 - Stud, 16 Nm

13 - Gasket
1 Renew

14 - Seal with earth wire
O Renew

Renewing seal on sealing cap

— Take hold of tab -arrow A- and pull seal -2- out of sealing cap A

-1-.

— Fit new seal with semi-circular profile in groove -arrow B- in

sealing cap.

» The tab -arrow A- must face upwards.

A17-10281

@

A17-10288
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Installing O ring on oil filter housing
— Install O-ring -2- in groove -arrow- on oil filter housing -1-.

A17-10248

1.8 Removing and installing oil filter housing

Special tools and workshop equipment required

¢ Used oil collection and extraction unit - V.A.G 1782-
V.AG1782

Removing

— Pull off engine cover panel (rear) -arrows-.

FICICTEN,

o

— Remove crankcase breather hose from cylinder head cover
(left-side) and move clear.

— Unplug electrical connectors -1 ... 3-.

— Unscrew nut -arrow-.

— Unscrew centre hex stud located beneath the bracket.
— Remove bracket for electrical connectors -1- and -2-.
— Remove bracket for electrical connector -3-.
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m Note

In the following illustrations the steps fo perform are shown from
the rear and with the engine removed.

— Unscrew sealing cap -arrow- for oil filter housing.

— Remove oil filter element.

— Extract engine oil from oil filter housing using used oil collec-
tion and extraction unit - V.A.G 1782- .

E Note

Place a cloth below the oll filter housing to catch escaping oil.

— Unplug electrical connector at oil pressure switch - F1-
-arrow-.

— Unscrew oil pressure switch.

— Remove bolts -arrows-.

— Also unscrew multi-point socket flange nut
= Item 3 (page 210) .

— Remove oil filter housing.
Installing

Installation is carried out in the reverse order; note the following:

m Note

Renew gaskets, seals and O-rings.

\\

— Fill up with engine oil and check oil level = page 217 .

Tightening torques

Component Nm

QOil filter housing to engine 13

Oil pressure switch to oil filter housing 20

Sealing cap on oil filter housing 25

Bracket for electrical connectors to cylinder 9

head

1.9 Oil retention valves, oil separator - exploded view
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1 - O-ring
0 Renew
2 - Oil retention valve, 20 Nm
Q Foroil supply to cylinder
head (right-side)
3-9Nm
4 - Oil separator

1 Bolted into cover
> Iltem 6 (page 213)
from below

5 - Gasket
0. Renew

6 - Cover

Q  With connection for
crankcase breather

Q To remove, first remove
intake manifold (top
section) and intake
manifold (left and right
bottom sections)

= page 267 and
> page 272

7 - O-ring

4 Renew
8 - Gasket

U Renew
9-6 Nm

10 - Crankcase breather hoses

QO Removing and installing
=> page 213

11-9Nm
12 - Oil retention valve, 20 Nm

Q For oil supply to cylinder head (left-side)
13 - O-ring

U Renew

1.10 Removing and installing crankcase
breather hoses

Removing

E Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Remove intake manifold (top section) = page 267 .
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— Disconnect crankcase breather hoses -arrows- from cylinder
head covers.

m Note

On USA models, it is not possible fo detach crankcase breather
hoses from cylinder head covers without damaging hoses. Renew
crankcase breather hoses after removal.

— Move crankcase breather hoses clear.

— Remove bolt -1- and take out hose connection with crankcase
breather hoses.

Installing

Installation is carried out in the reverse order; note the following:

m Note

& Renew gaskets, seals and O-rings.

& Fit all cable ties in the original positions when installing.

— Install intake manifold (top section) = page 267 .

Tightening torque

Component Nm

Hose connection for crankcase breather hoses 6

to cover

1.11 Removing and installing oil pressure
switch - F1-

Removing

— Pull off engine cover panel (rear) -arrows-.

—
/

D)

CH0 O
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E Note

Place a cloth below the oll filter housing fo catch escaping oil.

— Unplug electrical connector at oil pressure switch - F1-
-arrow-.

— Unscrew oil pressure switch.
Installing

Installation is carried out in the reverse order; note the following:

E Note

Renew seal.

— Fill up with engine oil and check oil level = page 217 .

Tightening torque

Component Nm
Oil pressure switch to oil filter housing 20
1.12 Checking oil pressure
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Special tools and workshop
equipment required

¢ Oil pressure tester - V.A.G
1342-

¢ \oltage tester- V.A.G
1527B-

¢ Auxiliary measuring set -
V.A.G 1594C-

YAGIEZT U

N EEL N

Test conditions

* Oil level OK

» Engine oil temperature approx. 80 °C
Preparation for test

— Remove oil pressure switch = page 214 .
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— Connect oil pressure tester - V.A.G 1342- to threaded hole for
oil pressure switch. /—V.A.G 1342

— Screw oil pressure switch -2- into oil pressure tester - V.A.G
1342- .

Checking oil pressure switch

i,

/ \\\Vu,,
] \
w

o ™

i’

— Connect brown wire -1- of oil pressure tester to earth (-).

— Connect voltage tester - V.A.G 1527B- with test leads from
auxiliary measuring set - V.A.G 1594C- to oil pressure switch
and battery positive (+).

+ LED should not light up. Ll
If LED lights up now:

— Renew oil pressure switch.

— Start engine.

E Note

Observe tester and LED while starting, as switching point of oil
pressure switch may already be exceeded when starting.
* LED should lightup at 1.2 ... 1.6 bar.

If LED does not light up:

— Renew oil pressure switch.

Checking oil pressure

— Start engine.

*  Minimum oil pressure at idling speed: 1.2 bar.

*  Minimum oil pressure at 2000 rpm: 3.4 bar.
Assembling

— Install oil pressure switch = page 214 .

1.13 Engine oll

Refer to > Maintenance tables for viscosity grades, oil specifi-
cations and engine oil capacity.

1.14 Checking oil level
Test conditions

» Engine oil temperature at least 60 °C.
» Vehicle must be level (horizontal)

+  Wait a few.minutes after.switching.off the.engine:to-allow.the
oil to flow back intoithe sump:

Test sequence

— Pull out the dipstick, wipe off with a clean cloth and insert it
again as far as it will go.

— Pull out the dipstick again and read off the oil level.
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Markings on oil dipstick:

a - Oil must be topped up.
b - Oil may be topped up.
¢ - Do not top up oil.

E Note

& The oil level must not be above the “‘max” marking -c- and not
below the ‘min” marking -a-.

& [fthe oil level is above the ‘max.” mark on the djpstick there is
a risk of damage fto the catalytic converter.

| AT7-10020
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19 — Cooling

1 Removing and installing parts of cool-
ing system

= “1.1 Connection diagram - coolant hoses, vehicles with auxiliary
heater and multitronic gearbox”, page 219

= “1.2 Checking cooling system for leaks”, page 220

= “1.3 Draining and filling cooling system”, page 222

= “1.4 Thermostat, coolant pump and connection - exploded
view”, page 228

= “1.5 Removing and installing coolant pump”, page 229

= “1.6 Removing and installing thermostat”, page 231

= “1.7 Checking thermostat”, page 232

= “1.8 Coolant pipes - exploded view”, page 232

= “1.9 Removing and installing coolant temperature sender G62
”, page 233

= “1.10 Removing and installing coolant pipe (front)”, page 234

= “1.11 Removing and installing coolant pipes (left-side)”,
page 237

= “1.12 Removing and installing coolant pipe {top)’., page 240

= “1.13 Radiator and radiator fans - exploded view!.-page 244

= “1.14 Removing and installing radiator”, page 244

= “1.15 Removing and installing radiator cowl!”, page 248

= “1.16 Removing and installing radiator fans”, page 249

1.1 Connection diagram - coolant hoses, vehicles with auxiliary heater and
multitronic gearbox
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1 - Bleeder screw

2 - Heat exchanger for heater
Q If renewed, refill system
with fresh coolant
3 - Bleeder screw

4 - Engine oil cooler

Q If renewed, refill system
with fresh coolant

U Removing and installing
= page 196
5 - Coolant expansion tank
Q  With filler cap

0 Checking pressure re- + ‘*‘ T
lief valve in filler cap

=> page 222
6 - Cooler ?

QO Removing:and:installing
= page 196

Q If renewed, refill system )
with fresh coolant

1l

OO0

7 - Non-return valves

ey
=
|
(]

8 - Coolant pump

0 Removing and installing
= page 229

9 - Thermostat |

0 Removing and installing
= page 231
Q Checking = page 232

10 - Alternator
11 - ATF cooler

-
p

15 14 1312 1110 98 7 6

Q For vehicles with multitronic gearbox

12 - Thermostat
Q For ATF cooler

13 - Heater coolant shut-off valve - N279-
14 - Auxiliary heater
15 - Reducing adapter

1.2 Checking cooling system for leaks

Special tools and workshop equipment required
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¢ Cooling system tester - V.A.G 1274 B-

V.AG1274B

WOO-10667

¢ Adapter for cooling system tester - V.A.G 1274/8-

¢ Adapter for cooling system tester - V.A.G 1274/9-

V.A.G 1274/9

WO-0564

Test condition
* Engine must be warm.

Test sequence

ﬁ WARNING

Hot steam or hot coolant can escape when coolant expansion
tank is opened; cover filler cap with cloth and open carefully.

— Open filler cap on coolant expansion tank.
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— Attach cooling system tester - V.A.G 1274- with adapter -
V.A.G 1274/8- to coolant expansion tank.

— Use hand pump on cooling system tester to create a pressure
of approx. 1.0 bar.

If the pressure drops: V.A.G 1274

— Trace leak and repair.

Checking pressure relief valve in filler cap

— Attach cooling system tester - V.A.G 1274- with adapter -
V.A.G 1274/9- to filler cap.

— Use hand pump on cooling system tester to create pressure.

» The pressure relief valve should open at a pressure of
1.4 ... 1.6 bar.

If the pressure relief valve does not open as described:

— Renew filler cap.

VW 1274/9

1.3 Draining and filling cooling system
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Special tools and workshop
equipment required

¢ Adapter for cooling system
tester - V.A.G 1274/8-

¢ Pipe for cooling system
tester - V.A.G 1274/10-

4 Cooling system charge unit
- VAS 6096-

¢ Drip tray for workshop hoist
- VAS 6208-

¢ Hose clip pliers - VAS
6362-

¢ Refractometer - T10007 A-
¢ Safety goggles
¢ Protective gloves

Draining

WAG 1274/8

WAG 1274010

WAS 6208

T10007 A

=19-10029

! |5 WARNING

Hot steam or hot coolant can escape when coolant expansion
tarikis’ opened; coveriller cap'with cloth arid°open carefully.

— Open filler cap on coolant expansion tank.

— If fitted, remove bolts -arrows- securing exhaust pipe for aux-

iliary/additional heater to noise insulation.

)
>
'@

4

@
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Open quick-release fasteners -1- and remove noise insulation
(front).

Place drip tray for workshop hoist - VAS 6208- under engine.
Detach coolant hose -arrow- at bottom left of radiator.

Disconnect coolant hose -arrow- at thermostat before ATF
cooler and drain off coolant.

Disconnect coolant hose -arrow- at engine oil cooler and drain
off remaining coolant.

Filling

ﬁ Caution

Always use distilled water for mixing coolant additives as this
ensures optimum corrosion protection.

2 Y
| A19-10071

L 40 77
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E Note

| 405 E -3 - 15
130 j: E ; -:: 'é_ 5302’5%
¢ The effectiveness of the coolant is greatly influenced by the fwdba |

quality of the water with which it is mixed. Because water may el
contain different substances depending on the country or even e -
the region, the water quality to be used for cooling systems S o
has been specified. Distilled water meets all the requirements # s
and is therefore recommended for use when topping up or fill- r.10 15 min
ing up with coolant. kgl oc||ec - ag

[= %] G12++| |c13(0m) e g:t_?

¢ Use only coolant additives listed in the = Electronic parts
catalogue (ETKA) . Other coolant additives could seriously
impair in particular the anti-corrosion properties. The resulting
damage could lead fo loss of coolant and consequently fo se-
rious engine damage.

_/Uams \
1 WATERLINE 9 No1-11008
-

& Coolant with the recommended mixture ratio prevents frost
and corrosion damage and stops scaling. At the same time it
raises the boiling point of the fluid in the system. For this rea-
son the cooling system,must be-filled:all year.round.with the
correct coolant additive:

& Because of its high boiling point, the coolant improves engine
reliability under heavy loads, particularly in countries with trop-
fcal climates.

& The refractometer - T10007A- MUST be used to determine the
current level of frost protection.

& The mixture must guarantee frost protection down to -25 °C (in
countries with arctic climate.: down fo -36 °C). The amount of
antifreeze can only be increased if greater frost protection is
required in very cold climates. This must only be up fo -48 C,
however, as otherwise the cooling efficiency of the coolant is
impaired.

¢ The coolant concentration must not be reduced by adding wa-
ter even in warmer seasons and in warmer countries. Frost
profection must be provided fo at least -25 °C.

¢ Read off the level of frost profection on the scale for the rele-
vant coolant additive.

& The temperature indicated on the refractometer - T10007A-
corresponds fto the temperature at which the first ice crystals
can form in the coolant.

¢ Do not reuse coolant.

¢ Only use water/coolant additive as a lubricant for coolant ho-
ses.

Recommended mixture ratio for coolant

* Coolant (40 %) and water (60 %) for frost protection to -25 °C

» Coolant (50 %) and water (50 %) for frost protection to -36 °C

» Coolant: = Electronic parts catalogue (ETKA)
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Procedure:
— Connect coolant hose -arrow- to bottom left of radiator.

— Connect coolant hose -arrow- to thermostat before ATF cool-
er.

— Connect coolant hose to engine oil cooler -arrow-.

| A19-10071

L 917

— Fill reservoir - VAS 6096/1- with at least 15 litres of premixed

coolant (based on recommended ratio). VAS 6096

— Run vent hose -1- into a small container -2-. (The vented air
draws along a small amount of coolant, which should be col-
lected.)

— Close the two valves -A- and -B- by setting lever at right angle
to direction of flow.

— Connect hose -3- to compressed air.

¢ Pressure: 6 ... 10 bar.
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— Open valve -B- by setting lever in direction of flow.

The suction jet pump generates a partial vacuum in the cooling
system.

* The needle on the gauge should move into the green zone.

— Also briefly open valve -A- (turn lever in direction of flow) so \ '
- Close valve -A- again. VAS 6096 %

that hose on reservoir - VAS 6096/1- can fill with coolant.

— Leave valve -B- open for another 2 minutes.

» The suction jet pump will continue generating a vacuum in the
cooling system.

* The needle on the gauge should remain in the green zone.
— Close valve -B-.

» The needle on the gauge should stop in the green zone. The
vacuum level in the cooling system is then sufficient for sub-
sequent filling.

If the needle does not reach the green zone, repeat the process.
If the vacuum level drops, there is a leak in the cooling system.
— Detach compressed air hose.

— Open valve -A-.

The partial vacuum in the cooling system causes the coolant to
be drawn up out of the reservoir - VAS 6096/1- ; the cooling sys-
tem is then filled.

— Detach cooling system charge unit - VAS 6096- from coolant
expansion tank.

— Fit pipe - V.A.G 1274/10- onto adapter - V.A.G 1274/8- .

— Pull off rubber seal -1- on plenum chamber cover.

— Detach plenum chamber covers'-2<and =3«

2
A10-1513
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Open bleeder screws -arrows-.

Fill up with coolant until it flows out at bleeder holes in coolant
hoses.

Close bleeder screws.

On vehicles with auxiliary heater, switch heater on (for about
30 seconds) and then off again.

Close filler cap on expansion tank.

Start engine.

Set temperature to “HI” in all zones. [ A1s-0580

Switch off air conditioner compressor; to do so, press or
button (depending on version).

m Note

. button.: LED must light up.
. button: LED must not light up.

Run engine for 3 minutes at 2000 rpm.

Allow engine to run at idling speed until both large coolant ho-
ses at radiator become warm.

Run engine for 1 minute at 2000 rpm.

Switch off ignition and allow engine to cool down.

Install noise insulation = Rep. gr. 66 .

Check coolant level.

The coolant level must be at the MAX marking when the en-
gine is cold.

The coolant level can be above the MAX marking when the
engine is warm.

14 Thermostat, coolant pump and connection - exploded view
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1-9Nm
2-20Nm

3 - Poly V-belt pulley for cool-
ant pump
4 - Coolant pump
Q With seal
U Removing and installing
= page 229
5-9Nm

6 - Connection
1 For coolant hose

7 - Gasket
O Renew

8 - Gasket

Q Different versions avail-
able > Electronic parts
catalogue

1 Renew

9 - Thermostat

0 Removing and installing
= page 231
Q0 Checking = page 232

10-9 Nm

1.5 Removing and installing coolant pump
Special tools and workshop equipment required
¢ Pin wrench - 3212-

3212
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Removing
— Drain off coolant = page 222 .
— Pull off engine cover panel (front) -arrows-.

— Remove engine compartment seal from lock carrier and wing
panel flanges.

E Note

Before removing, mark direction of rotation of poly V-belt with
chalk or felt-tip pen. If the belt runs in the opposite direction when
it is refitted, this can cause breakage.

— Turn the tensioner in the direction of the -arrow- to slacken the
poly V-belt.

— Remove poly V-belt from coolant pump.

— Release pressure from the tensioner.

— Slacken bolts for coolant pump pulley (counterhold with pin
wrench - 3212-).

— Remove bolts and take off coolant pump pulley.

— Prise off cap.

— Unscrew bolt -arrow- and detach idler roller.

]

AL/ / &
(,: £13-16105 |

(@ TV

e ei——
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— Unscrew bolts -arrows- for coolant pump and take out coolant
pump from engine compartment by moving towards right.

Installing
Installation is carried out in the reverse order; note the following:

— Clean sealing surfaces; they must be free of oil and grease.

— Install poly V-belt = page 87 .

E Note

Do not reuse coolant.

— Fill cooling system = page 224 .

Tightening torques

Component Nm
Coolant pump to cylinder block 9
Poly V-belt pulley to coolant pump 20
Idler roller to cylinder block 40
1.6 Removing and installing thermostat
Removing

— Drain off coolant > page 222 .
— Remoye intake manifold (top-section) = page 267 .
— Remove coolant pipe (front) = page 234 .
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m Note

Place a cloth underneath to catch any escaping coolant.

— Remove bolts -arrows-.
— Detach thermostat with hose connection.
Installing

Installation is carried out in the reverse order; note the following:

m Note

Renew seals and gaskets.

— Install coolant pipe (front) = page 234 .
— Install intake manifold (top section) = page 267 .

m Note

Do not reuse coolant.

— Fill cooling system = page 224 .

Tightening torque
Component Nm
Coolant thermostat with hose connection to¢cyl 9
inder block
1.7 Checking thermostat
— Heat removed thermostat in water bath.
Starts to open Fully open Opening travel
approx. 87 °C approx. 102°C 1) at least 8 mm

* 1) Cannot be tested.

1.8 Coolant pipes - exploded view
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1 - Coolant pipe (left-side)

1 Remove and install to-
gether with
> Iltem 16 (page 233)

= page 237
2-9Nm
3 - O-ring
0 Renew

4 - Connecting hose
5-9Nm

6 - Coolant pipe (front)
Q Removing and installing
= page 234

7-9Nm
8 - O-ring
O Renew

9 - Coolant temperature send-
er - G62-

U Removing and installing
= page 233

10 - Retaining clip
11 - Seal
0 Renew
12 - O-ring
0 Renew
13 - Coolant pipe (top)

U Removing and installing
=> page 240

14 -9 Nm

15 - Seal
1 Renew

16 - Coolant pipe (left-side)

Q0 Remove and install together with = Item 1 (page 233) = page 237

17 -9 Nm

1.9 Removing and installing coolant temper-
ature sender - G62-

Removing

— Drain off coolant = page 222 .
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— Pull off engine cover panel (front) -arrows-.

T
=
|
}_

L [

— Unplug electrical connector -2- at coolant temperature sender
- G62- .

— Pull off retaining clip -1- and detach coolant temperature send-
er - G62- .

Installing

Installation is carried out in the reverse order; note the following:

E Note

¢ Renew O-ring.

¢ Do not reuse coolant.

— Fill cooling system = page 224 .

1.10 Removing and installing coolant pipe
(front)

Special tools and workshop equipment required
¢ Pinwrench~3212<

3212

¢ Hose clip pliers - VAS 6362-

Woo-10427
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Removing
— Pull off engine cover panel (front) -arrows-.
— Drain off coolant = page 222 .

— Unscrew bolts -arrows- and remove lifting eye.

— Remove engine compartment seal from lock carrier and wing
panel flanges.

E Note

Before removing, mark direction of rotation of poly V-belt with
chalk or felt-tip pen. If the belt runs in the opposite direction when
it is refitted, this can cause breakage.

— Turn the tensioner in the direction of the -arrow- to slacken the
poly V-belt.
— Remove poly V-belt from coolant pump.

— Release pressure from the tensioner.

— Slacken bolts for coolant pump pulley (counterhold with pin
wrench - 3212-).

— Remove bolts and take off coolant pump pulley.

(o745 = lIfF 6
— | 1310105
(oY,
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— Unplug electrical connector at fuel pressure sender for low
pressure - G410- -item 2-.

E Note

lgnore items marked -1- and -arrows-.

— Remove bolts -arrow- at coolant pipe for alternator.
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— Unplug electrical connector -3-.

— Detach coolant hoses -arrows- from coolant pipe (front).

m Note

Disregard -arrow- on bottom right of iflustration.

— Unscrew bolts -1-, -2-, -4- and -5- and remove coolant pipe
(front).

Installing

Installation is carried-out.in the reverse order; note the. following:

E Note

i

& Renew seals and O-rings.

& Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

- Before installing, clean and smoothen sealing surface for O-
ring.

— Lubricate new O-ring with coolant and slide onto coolant pipe.

— Install poly V-belt = page 87 .

— Fill cooling system = page 224 .

Tightening torques
Component Nm
Coolant pipe (front) to engine 9
Coolant pipe for alternator to coolant pipe (front) 9
Poly V-belt pulley to coolant pump 20
1.11 Removing and installing coolant pipes
(left-side)

Special tools and workshop equipment required
¢ Drip tray f kshop hoist - VAS 6208- |

rip fray forworkshop hois T 0
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¢ Hose clip pliers - VAS 6362-

Removing
— Pull off engine cover panel (front) -arrows-.

— Remove engine compartment seal from lock carrier and wing
panel flanges.

-

@____ A10-10153 .

m Note

Before removing, mark direction of rofation of poly V-belf with
chalk or felt-tip pen. If the belt runs in the opposite direction when
it is refitted, this can cause breakage.

— Turn the tensioner in the direction of the -arrow- to slacken the
poly V-belt.
— Remove poly V-belt from'coolant’ pump.

A13-10098

YTy

— Release pressure from the tensioner.

ﬁ WARNING

Hot steam or hot coolant can escape when coolant expansion
tank is opened; cover filler cap with cloth and open carefully.

— Openfiller cap on coolant expansion tank.

— If fitted, remove bolts -arrows- securing exhaust pipe for aux-
iliary/additional heater to noise insulation.
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— Release quick-release fasteners -1- and -2- and take off noise
insulation.

— Place drip tray for workshop hoist - VAS 6208- under engine.

— Disconnect coolant hose -arrow- at engine oil cooler and drain
off coolant.

— Then remove coolant hose.

| A19-10074

L 97

— Unplug electrical connector -1- for magnetic clutch on air con-
ditioner compressor.

ﬁ WARNING

The air condiitioner refrigerant circuit must not be opened.

— Unscrew air conditioner compressor from bracket -arrows-.

E Note

To prevent damage to the condenser and refrigerant pipes/hoses,
ensure that the pipes and hoses are not stretched, kinked or bent.

1/ \\
C\‘\; £10-10118

Sl

— Tie up air conditioner compressor with lines attached to left-
side of vehicle.
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— Remove bolts -arrows- and detach bracket for AC compres- |'||||||'| S
sor. il

— Remove bolts -arrows-.

— Disconnect coolant pipes from coolant hoses -1- and -2-.

E Note

Shown in illustration with power steering pump removed.

Installing

Installation is carried out in the reverse order; note the following:

E Note

\
¢ Renew O-rings.

& Secure all hose connections with the correct type of hose clips
(same as original equijpment) = Electronic parts catalogue .

- Before installing, clean and smoothen sealing surface for O-
ring.

— Lubricate new O-ring with coolant and slide onto coolant pipe.
— Install air conditioner compressor = Rep. gr. 87 .
— Install poly V-belt = page 87 .

m Note

Do not reuse coolant.

— Fill cooling system = page 224 .

Tightening torque

Component Nm

Coolant pipes to engine 9

1.12 Removing and installing coolant pipe (top)
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Special tools and workshop
equipment required

¢ Socket, 14 mm - 3150-

¢ Torque wrench - V.A.G
1331-

¢ Ratchet - V.A.G 1331/1-

¢ Toolinserts - V.A.G
1331/2-

¢ Socket insert AF 14, flared
ring spanner - V.A.G

VAGI1IN

1331/8-
¢ Socket - T40055-

Removing

E Note

All cable ties which are released or cut open when removing must

be fitted in the same position when installing.

— Drain off coolant = page 222 .

— Remove intake manifold (top section) = page 267 .

!15 WARNING

loosening the connection.

The fuel system operates under high pressure. The pressure
in the high-pressure part of the infection system must be re-
duced fo a residual pressure prior fto opening the sysfem
= page 261 . A clean cloth must then be wrapped around the
connection and the residual pressure dissipated by carefully
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Rest-of-world vehicles:

— Disconnect crankcase breather hoses -arrows- from cylinder
head covers.

— Move crankcase breather hoses clear.

— Remove bolt -1- and take out hose connection with crankcase
breather hoses.

USA models:

ﬁ Caution

Do not disconnect crankcase breather hose on USA models.

— Detach cylinder head cover (left-side) and move clear to one
side (crankcase breather hose remains connected)

> page 161.
All vehicles:

— Remove high-pressure pipe by unscrewing bolts and union
nuts -1 ... 6-.

— Lay a cloth under coolant pipe to catch escaping coolant.
— Detach coolant hose -3- from coolant pipe.

— Unscrew bolts -1- and -2- and pull coolant pipe out of cylinder
block towards therear~arrow-.

Installing
Installation is carried out in the reverse order; note the following:

E Note

\

¢ Renew O-ring.

& Fit all cable ties in the original positions when installing.

- Before installing, clean and smoothen sealing surface for O-
ring.

— Lubricate new O-ring with coolant and slide onto coolant pipe.
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— First hand-tighten union nuts -1-, -4- and -5- for high-pressure
pipes, then hand-tighten pipe mountings -2-, -3- and -6-.

— Ensure that high-pressure pipes are not under tension.

— Totighten union of high-pressure pipe (14 mm) at fuel rail, use
torque wrench - V.A.G 1331- with socket insert AF 14, flared

ring spanner - V.A.G 1331/8- .

— To tighten unions of high-pressure pipe (17 mm) to fuel rail,
use torque wrench - V.A.G 1331- with open ring spanner insert

-V.A.G 1331/2-.

V.A.G 1331/1- and socket - T40055- .

Install high-pressure pipes = page 269 .

E Note

Do not reuse coolant.

— Fill cooling system = page 224 .

Install intake manifold (top section) = page 267 .

To tighten union of high-pressure pipe (17 mm) at high-pres-
sure pump, use torque wrench - V.A.G 1331- with ratchet -

fa=
L ";fl WAE 13318
ACG 00T

V.A.G 1331/
[=) <3 @;_—-g
|
V.A.G 1331 =
T40055—\N
A13-10038

Tightening torques

Component Nm
Coolant pipe to engine 9
Hose connection for crankcase breather hoses 6

to cover
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1.13 Radiator and radiator fans - exploded view

1 - Radiator fan - V7-

Q  With radiator fan control
unit - J293-

0 Removing and installing
= page 249

2 - Coolant hose
U To detach, release re-
taining clip
3 - O-ring
Q0 Renew
4 - Not fitted

5 - Radiator

Q0 Removing and installing
= page 244

Q If renewed, change
coolant in entire system

6-6 Nm
7 - Mounting for radiator
8 - O-ring

0 Renew

9 - Coolant hose

Q To detach, release re-
taining clip
10 - Radiator fan 2 - V177-
0 With radiator fan control
unit 2 F’rgt c?elﬁ-by copyright. Copy
0 Removingtandinstalling®
= page 2. rgespect to the correct]

11 - Retaining pin
12 - Rubber buffer

Q Use screwdriver to release and pull off

13-10Nm

14 - Rubber mounting
15-10 Nm

16 - Radiator cowl

0 Removing and installing = page 248

1.14 Removing and installing radiator

Special tools and workshop equipment required

R EELA R R
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¢ Drip tray for workshop hoist - VAS 6208- T T

¢ Hose clip pliers - VAS 6362-

WOO-10427

Removing

! |> WARNING

Hot steam or hot coolant can escape when coolant expansion
tank is opened; cover filler cap with cloth and open carefully.

— Open filler cap on coolant expansion tank.

— Remove both front wheels.

m Note @'
Secure brake discs with wheel bolts. \ %, -
\ w

— If fitted, remove bolts -arrows- securing exhaust pipe for aux-
iliary/additional heater to noise insulation. f@.
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— Open quick-release fasteners -1- and remove noise insulation
(front).

— Place drip tray for workshop hoist - VAS 6208- under engine.

— Disconnect coolant hose -arrow- at thermostat before ATF
cooler and drain off coolant.

— Disconnect coolant hose -arrow- at engine oil cooler and drain
off remaining coolant.

s /
| A19-10071

K Ty

Detach large coolant hose -arrow- at bottom left of radiator.
Detach small coolant hose at bottom of radiator.

Remove front sections of front wheel housing liners (left and
right) > Rep. gr. 66.

Remove bumper cover (front) = Rep. gr. 63 .

[z |
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— Remove upper coolant hose -2- from radiator by pulling off
retaining clip.

E Note

Disregard -item 1-.

— Detach ambient temperature sensor - G17- -item 4- from
bracket.

— Unplug electrical connectors -1 ... 3-.

— Move electrical wiring clear.

E Note

Disregard item -5-.

— Remove bolts -arrows-.

— Remove bumper together with struts.

E Note

Disregard -items 1 and 2-.

ﬁ WARNING

The air conditioner refrigerant circuit must not be opened.

m Note

To prevent damage to the air conditioner compressor and refrig-
erant pipes/hoses, ensure that the pipes and hoses are not
strefched, kinked or bent.

— Remove bolts -arrows-.

— Swivel down condenser together with cooler for power-assis-
ted steering and secure by tying to engine.
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— Compress retainer catches -arrows- and detach air duct from
lock carrier (front right).

— Remove the two brackets for radiator -arrows-.

— Tilt top of radiator forwards slightly and lift out of lock carrier.
Installing

Installation is carried out in the reverse order; note the following:

E Note

\
& [fthere are slight impressions on the fins, refer fo = page 7 .
& Secure all hose connections with the correct type of hose clips

(same as original equipment) = Electronic parts catalogue .
— Install front bumper = Rep. gr. 63.

— Install front section of front wheel housing liners (left and right)
> Rep. gr. 66.

E Note

Do not reuse coolant.

— Fill cooling system = page 224 .
Tightening torques

Component Nm
Bracket for radiator to lock carrier 6
Condenser to lock carrier 6
Struts to lock carrier 9
1.15 Removing and installing radiator cowl
Removing

— Drain off coolant = page 222 .
— Remove radiator > page 244 .
— Unplug electrical connector -arrow- for radiator fan (right-side).

— Move wires clear at rear of lock carrier.

A18-10037 |1

T L]
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— Release both retaining pins for radiator cowl and pull out up-
wards -arrows-.

— Tilt top edge of radiator cowl forwards.

— Reach behind radiator cowl and unplug electrical connector
-arrow- for radiator fan.

— Remove radiator cowl.

Installing

Installation is carried out in the reverse order; note the following:

— Install radiator = page 244 .

E Note

Do not reuse coolant.

— Fill.cooling system:=page 224,

1.16 Removing and installing radiator fans
Removing

— Drain off coolant = page 222 .

— Remove radiator = page 244 .

— Remove radiator cowl = page 248 .

— Move wiring clear.

A16-0518
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— Remove bolts -arrows-.

— Unclip electrical connectors and lay wiring aside.
— Remove radiator fan.

Installing

Installation is carried out in the reverse order; note the following:

— Install radiator cowl = page 248 .
— Install radiator = page 244 .

E Note

Do not reuse coolant.

— Fill cooling system = page 224 .

Tightening torque
Component Nm
Radiator fan to radiator cowl 101

* 1) Renew bolt.
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24 — Mixture preparation - injection

1 Servicing Simos injection system

= “1.1 Technical data”, page 251

= “1.2 Overview of fitting locations”, page 251

= “1.3 Procedure before opening high-pressure section of injec-

tion system”, page 261

= “1.4 Checking fuel system for leaks”, page 262

= “1.5 Air cleaner - exploded view”, page 262

= “1.6 Removing and installing air filter element”, page 264

= “1.7 Intake manifold (top section) - exploded view”, page 265

= “1.8 Removing and installing intake manifold (top section)”,

page 267

= “1.9 Intake manifold (bottom section) - exploded view”,

page 269

= “1.10 Removing and installing intake manifold (bottom section)

with fuel rail”, page 272

= “1.11 Removing and installing injectors”, page 275

= “1.12 Checking fuel pressure and residual pressure (up to high-

pressure pump)”, page 279

= “1.13 Removing and installing high-pressure pump”,

page 281
= “1.14 Bleeding fuel system”, page 285

= “1.15 Wiring and cornponent checkwith tést box VA G 1598/42

”, page 285

= “1.16 Removing and installing engine control unit”, page 287

= “1.17 Removing and installing Lambda probe before catalytic

converter - bank 1 (right)”, page 290

= “1.18 Removing and installing Lambda probe before catalytic

converter - bank 2 (left)”, page 292

= “1.19 Removing and installing Lambda probe after catalytic

converter - bank 1 (right)”, page 293

= “1.20 Removing and installing Lambda probe after catalytic

converter - bank 2 (left)”, page 295

1.1 Technical data

Engine code

3.21tr./ 4V / 188 KW engine | 3.2 Itr./ 4V /191 KW engine

Idling speed”

650 ... 750 rpm

Fuel pressure after high-pressure pump

approx. 35 bar

Fuel pressure before high-pressure pump

approx. 6 bar

* 1) Not adjustable

1.2 Overview of fitting locations

Engine compartment (right-side)
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1 - Igniti ils f lind
banlg(;r]]uoncms or cylinder 9 10 11 12 13 14

Q Ignition coil 1 with output \
stage - N70- R F ¥

Ignition coil 2 with output
stage - N127-

a

Q Ignition coil 3 with output
stage - N291-

a

Removing and installing
= page 320
2 - Hall sender 3 - G300-
U Fitting location
= page 257

3 - Camshaft control valve 1 -
N205-

Q Fitting location
= page 257

4 - Variable intake manifold
change-over valve - N335-

U Fitting location
= page 259

5 - Lambda probe - G39-

U Fitting location
= page 256

: : "’ -..q . ’ ._.a "‘E ) 1 I'-._ - _ _. Ii7 i
/# 1 i ¥ o e
QO Fitting location of con- ' _ ;
nector = page 256 .
O Removing and installing A
= page 290
6 - Exhaust camshaft control
valve 1 - N318- Ry
Q Fitting location

L T+ 1 B -

M

—t

22 21 20 19 18 17 16 15

> page 257

7 - Lambda probe after catalyt-
ic converter - G130-

U Fitting location > page 256
Q Fitting location of connector = page 256
0 Removing and installing = page 293

8 - Engine control unit - J623-
Q Fitting location = page 255
Removing and installing = page 287

Q

Q After renewing, adapt throttle valve module in mode “Guided Fault Finding”, option “Adapt throttle valve
module”

Q

After renewing on vehicles with automatic gearbox, also perform kick-down adaption in “Guided Fault
Finding”, option “Adapt kickdown point”

9 - Throttle valve module - J338-
Q After renewing adapt in mode “Guided Fault Finding”, option “Adapt throttle valve module”.
10 - Activated charcoal filter solenoid valve 1 - N80-

11 - Bracket for connectors
Q Fitting locations of connectors = pdge 256

12 - Intake air temperature sender - G42- / intake manifold pressure sender - G71-
Q Fitting location > page 258

13 - Intake manifold flap valve - N316-
Fitting location = page 258
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14 - Knock sensor 1 - G61-
Q Fitting location = page 258
O Fitting location of connector = page 257

15 - Variable intake manifold position sender - G513-
O Fitting location > page 258

16 - Variable intake manifold flap change-over valve - N239-
4 Fitting location > page 258

17 - Coolant temperature sender - G62-
Q Fitting location > page 258

18 - Actuator for intake manifold changeover
19 - Intake manifold flap potentiometer™~ G336-
Q Fitting location > page 258
Q After renewing, adapt in mode “Guided Fault Finding”, option “Adapt intake manifold flap potentiometer”
20 - Injectors, cylinder bank 1
Q Injector, cylinder 1 - N30-
4 Injector, cylinder 2 - N31-
Q Injector, cylinder 3 - N32-
U Removing and installing = page 275
21 - Fuel pressure sender for low pressure - G410-
O Fitting location > page 259
22 - Hall sender - G40-
Q Fitting location > page 257

Engine compartment (left-side)
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1 - Injectors, cylinder bank 2
Q Injector, cylinder 4 -

N33-
Q Injector, cylinder 5 -
N83-
Q Injector, cylinder 6 -
N84-
Q0 Removing and installing
> page 275
2 - Intake manifold flap poten-
tiometer 2 - G512- 8
U Fitting location
= page 259 9
Q After renewing, adapt in
mode “Guided Fault 10
Finding”, option “Adapt
intake manifold flap po- 11
tentiometer”
3 - Engine speed sender -
G28-
Q Fitting location
> page 259
4 - Lambda probe 2 after cata-
lytic converter - G131-
U Fitting location
=> page 256
Q Fitting location of con-
nector > page 256
U Removing and installing
=> page 295
5 - Instrument cluster
Q  With exhaust emissions
warning lamp - K83- 16 15 14 13 12

(“MIL” lamp) and elec-
tronic power control fault lamp - K132- (“EPC” lamp)

6 - Accelerator position sender - G79- and accelerator position sender 2 - G185-
Q In accelerator pedal module; fitting location = page 255

7 - Brake light switch - F- / brake pedal switch - F47-
Q Fitting location > page 256

8 - Camshaft control valve 2 - N208-
Fitting location = page 257

9 - Exhaust camshaft control valve 2 - N319-
Q Fitting location = page 257

10 - Lambda probe 2 - G108-
Q Fitting location = page 256
Q Fitting location of connector = page 256
Q0 Removing and installing = page 292

11 - Hall sender 4 - G301-
Q Fitting location = page 257

12 - Ignition coils for cylinder bank 2
Q Ignition coil 4 with output stage - N292-
O Ignition coil 5 with output stage - N323-
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Q Ignition coil 6 with output stage - N324-
U Removing and installing = page 320
13 - Hall sender 2 - G163-
Q Fitting location > page 257
14 - High-pressure pump
Q With fuel metering valve - N290-
Q Fitting location = page 258
15 - Fuel pressure sender - G247-
U Fitting location > page 259

16 - Knock sensor 2 - G66-
O Fitting location > page 259
Q Fitting location of connector = page 257

Fitting location of engine control unit - J623-

4 The engine control unit - J623- -ltem 1- is located on top of
electronics box at plenum chamber.

Fitting location of accelerator position sender - G79- / accelerator
position sender 2 - G185-

¢ |n accelerator pedal module -arrow-

E Note

The accelerator position sender - G79- and accelerator position
sender 2 - G185- are integrated in the accelerator pedal module
and cannot be renewed individually.

‘, e Y.-
[(A220676 f
L

(5]
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Fitting location of brake light switch - F- and brake pedal switch -
F47-

¢ On pedal bracket -arrow-

m Note

Switches must not be installed more than once, otherwise they
may not fit securely.

Bracket for connectors on plenum chamber partition panel
1- To Lambda probe after catalytic converter - G130-

2 - To Lambda probe - G39-

3- To Lambda probe 2 - G108-

4 - To Lambda probe 2 after catalytic converter - G131-

Fitting location of Lambda probes on cylinder bank 1 (right-side)
1- Lambda probe after catalytic converter - G130-
2 - Lambda probe - G39-

Fitting location of Lambda probes on cylinder bank 2 (left-side)
1- Lambda probe 2 - G108-
2 - Lambda probe 2 after catalytic converter - G131-

i

:ﬁi
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Electrical connectors at rear right of engine
1- To injectors on cylinder bank 1

E Note

The -arrow- indlicaltes the earth point.

Electrical connectors at rear left of engine
1- Green; to knock sensor 1 - G61-
2 - Grey; to knock sensor 2 - G66-

3 - Toinjectors on cylinder bank 2 and to fuel pressure sender
- G247-

E Note

The -arrow- indicates the earth point.

Hall senders and camshaft control valves (bank 1)
1- Exhaust camshaft control valve 1 - N318-

2 - Camshaft control valve 1 - N205-

Bied uHall-sender+ G40+

4 - Intake manifold flap potentiometer - G336-
5- Hall sender 3 - G300-

E Note

Disregard -arrows-,

Hall senders and camshaft control valves (bank 2)
1- Hall sender 2 - G163-

2 - Camshaft control valve 2 - N208-

3 - Exhaust camshaft control valve 2 - N319-

4 - Hall sender 4 - G301-

E Note

Disregard -arrows-,

7.

Iy Yy

R
T——-

X/
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Fitting location: at front of engine

1- Coolant temperature sender - G62-

2 - Variable intake manifold flap change-over valve - N239-
3 - Variable intake manifold position sender - G513-

Fitting location: at rear of intake manifold

1- Camshaft control valve 1 - N205-

2 - Throttle valve module - J338-

3 - Activated charcoal filter solenoid valve 1 - N80-

4 - Intake air temperature sender - G42- / intake manifold pres-
sure sender - G71-

5- Intake manifold flap valve - N316-

Fitting locations at high-pressure pump

2 - Fuel metering valve - N290-

E Note

& -/tem 1-is not fitted.
¢ Disregard -arrows-.

Fitting locations below intake manifold on cylinder bank 1 (right-
side)

1 - Intake manifold flap potentiometer - G336-
2 - Injector, cylinder 1 - N30-

3- Knock sensor 1 - G61-

4 - Injector, cylinder 2 - N31-

5- Injector, cylinder 3 - N32-

N
A24-10040

AL b
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Fitting locations below intake manifold on cylinder bank 2 (left-
side)

1- Intake manifold flap potentiometer 2 - G512-
2 - Injector, cylinder 6 - N84-

3 - Injector, cylinder 5 - N83-

4 - Injector, cylinder 4 - N33-

5- Fuel pressure sender - G247-

6 - Knock sensor 2 - G66-

Fitting location of variable intake manifold change-over valve -
N335-

1- Variable intake manifold change-over valve - N335-

2 - Vacuum hose to variable intake manifold change-over valve

E Note

Disregard -arrows-,

Fitting location of engine speed sender - G28-
¢ At front left of gearbox housing -arrow-

Fitting location of fuel pressure sender for low-pressure section -
G410-

4 On right side of cylinder head -arrow-.

-~ 7 O Ny
< ¢ 5.5 I N
6 5 @ A24-1003\

| [ a24-10083 i

e

W AZ4-10002 3

T TN, \‘_ll
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Fitting location of solenoid valves for electro-hydraulic engine
mountings and valves for gearbox mountings

*

Left electro-hydraulic engine mounting solenoid valve - N144-
¢ Right electrohydraulic engine mounting solenoid valve - N145-
¢ Gearbox mounting valve 1 - N262-
¢

Gearbox mounting valve 2 - N263-

Fitting location of Motronic current supply relay - J271-

4 Motronic current supply relay - J271- at position -2- on relay
carrier in electronics box (plenum chamber)

Fitting location of terminal 15 voltage supply relay - J329-

¢ Terminal 15 voltage supply relay - J329- at position -3- on relay
carrier behind dash panel (left-side)

Fitting location of cold start relay for fuel pump - J748-

¢ Cold start relay for fuel pump - J748- at position -3- in relay
and fuse holder in luggage compartment (right-side)

— ]

0.0.0.0,0

a &ﬁd
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Fitting location of engine component current supply relay - J757-

¢ Engine component current supply relay - J757- at position
-4- on relay carrier in front passenger's footwell

1.3 Procedure before opening high-pres-
sure section of injection system

A97=-0405

ﬁ Caution

The injection sysfem consists of a high-pressure section-(max-
iijm approx. 120 bar) and a low-pressure section (approx. 7
bar).

Prior fo opening the high-pressure section (e.g. when removing
the high-pressure pump, fuel rail, injectors, fuel pjpes or fuel
pressure sender - G247- ), the fuel pressure in the high-pres-
sure section must be reduced to a residual pressure of approx.
7 bar. The procedure is described below.

Reducing fuel pressure in high-pressure section

— Connect a vehicle diagnostic tester.

— Start engine and run at idling speed.

— Select “Engine electronics” in vehicle self-diagnosis.

— Then select “Basic setting”.

— Select measured value block 140 in basic setting function.
— With engine idling the fuel pressure is displayed in zone 3.
¢ Specification: between 35 and 45 bar

— Activate basic setting by touching key.

— The fuel pressure should drop now.

Example:

1- 0%

2- Obar
3- 5.46 bar
4 - reduce

— Switch off ignition as soon as fuel pressure has dropped to
approx. 6 bar.

The fuel rail is still filled with fuel, however it is no longer under
high pressure.
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! 1 5 WARNING

There is a risk of injury: avoid skin contact with fuel.

¢ Wear safety goggles and protective clothing when open-
ing the fuel system.

¢ Before opening the high-pressure section of the fuel sys-
fem, place a clean cloth around the connection fo catch
escaping fuel.

— The high-pressure system must be opened »immediately« af-
ter reducing the fuel pressure; wrap a clean cloth around the
connection. Catch the escaping fuel.

Additional steps required

— Erase event memory and generate readiness code in engine
control unit in “Guided Functions” mode.

1.4 Checking fuel system for leaks

— Allow engine to run for several minutes at moderate rpm.
— Switch off ignition.

— Check complete fuel system for leaks.

— If leaks are found although the connections have been tight-
ened to the'correcttorque; renewtherelevantcomponent.

— Road-test vehiclerand ‘accelerate with'fullthrottle atleast'once’

— Then inspect high-pressure section of fuel system again for
leaks.

1.5 Air cleaner - exploded view
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1 - Water drain hose

4 Check for dirt and clean
as required (inspect
valve)

Q Water drain must func-
tion properly

2 - Air cleaner housing (bottom
section)

Q Clean any salt deposits
or leaves and dirt out of
air cleaner housing (bot-
tom section)

Q Check for dirt in water
drain (inspect valve)
3 - Bolt

4 - Air filter element

Q Always use genuine
part for air filter element

Q Removing and installing
=> page 264

Q Change intervals >
Maintenance tables

5 - Air duct

Q Clean dirt and leaves
out of air duct

6 - Air cleaner housing (top
section)

A Clean any salt deposits
or leaves and dirt out of
air cleaner housing (top
section)

7 - O-ring

U Renew
8 - Intake connecting pipe
9 - Spring-type clip
10 - Air hose
11 - Cross-head screw
12 - Cross-head screw

13- Variable.intake. manifold: change-over: valve.- N335~

14 - Air flap
Q Vacuum-controlled

16-5Nm

16 - Spacer sleeve
17 - Rubber grommet
18 - Rubber mounting

17 16 15
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1.6 Removing and installing air filter ele-
ment

Removing
— Pull non-return valve -2- off connection at air intake hose.

— Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

— Release hose clips -arrows- and remove air intake hose.
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Remove bolts from top section of air cleaner housing
-arrows-.

Detach air cleaner housing (top section).
Take out air filter element.

Installing

m Note

*
*

Always use genuine part for air filter element.

Hose connections and hoses for air intake system must be free
of oil and grease before assembly. Do not use any lubricants
containing sificone when assembling.

The air cleaner housing MUST be clean.

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

To prevent malfunctions, cover all critical parts of the engine
air intake tract (intake pipes, etc.) with a clean cloth when
blowing out the air cleaner housing with compressed air.

Please observe requirements for disposal.

Blow out water drain (small hole in bottom section of air clean-
er housing) with compressed air.

Clean salt residue, dirt and leaves out of air cleaner housing
(top and bottom sections); use a vacuum cleaner if necessary.

Check for salt residue, dirt and leaves in air intake hose (en-
gine intake side).

Check for dirt and leaves in air duct going from lock carrier to
air cleaner housing.

When installing the air filter element, check that it is properly
centred in the retainer in the air cleaner housing (bottom sec-
tion).

Fit the top section of the air cleaner housing carefully on the
bottom section, without using force. Make sure the top section
of the air cleaner housing is fitted straight on the air filter ele-
ment (note position of sealing lip on air filter element).

The remaining installation steps are carried out in the reverse se-

quence.
Tightening torque

Component Nm

Hose clips (9 mm wide) 3

1.7 Intake manifold (top section) - exploded view
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1 - Variable intake manifold po-
sition sender - G513~

2-25Nm

3-2.5Nm

4 - Actuator for intake manifold
change-over

Q Installation position of
toothed segments forin-
take manifold change-

over = page 267

O Replacement part is
combined with
-item 24- as one unit

5 - Seal
O Renew if damaged

Q When renewing lever
out with screwdriver

Q Pressin by hand
6 - Ball stud, 2.5 Nm

7 - Intake manifold (top sec-
tion)

0 Removing and installing
= page 267

8 - Throttle valve module -
J338-

9-5Nm
10 - Bracket for wiring harness

11 - Seal
1 Renew

12 - Intake manifold flap valve 26 2524 23 22 21 A24-10023

- N316-
13-2.5Nm
14 - Intake air temperature sender - G42- [.intake manifold. pressure sender - G71-
15 - O-ring
0 Renew
16 - 2.5 Nm
17 - Pressure control valve for crankcase breather system
18 - O-ring
0 Renew
19-6 Nm
20 - Washer
21 - Sleeve

22 - Gaskets
O Renew
23 - Seal
O Renew if damaged
O When renewing lever out with screwdriver
U Press in by hand
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24 - Lever with toothed segment
Q For intake manifold change-over
Q Installation position of toothed segments = page 267
U Replacement part is combined with -item 4- as one unit

25 - Seal
4 Renew if damaged
QO When renewing lever out with screwdriver
U Press in by hand

26 - Variable intake manifold flap change-over valve - N239-

Installation position of toothed segments for intake manifold
change-over

* The lower edges of the toothed segments must be flush
-arrows-.

1.8 Removing and installing intake ‘manifold
(top section)

Removing

E Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Pull off engine cover panel (rear) -arrows-.

— Pull off engine cover panel (front) -arrows-.

A24-10048

|
CG O

;ﬁb}f‘

— L

N vS =
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1 -
2 -

Pull non-return valve -2- off connection at air intake hose.

Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

Release hose clips -arrows- and remove air intake hose.

Unplug electrical connectors:
Variable intake manifold flap change-over valve - N239-
Variable intake manifold position sender - G513-

Pull off the vacuum hoses -arrow A- and -arrow B-.

USA models:

Detach vacuum hose -arrow C- leading to fuel system diag-
nostic pump.

All vehicles:

A WODN -

Unplug electrical connectors:
Camshaft control valve 1 - N205-
Throttle valve module - J338-
Activated charcoal filter solenoid valve 1 - N80-

Intake air temperature sender - G42- / intake manifold pres-
sure sender - G71-

Intake manifold flap valve - N316-

Move electrical wiring harness clear.

Detach vacuum hoses -arrows-.

Detach active charcoal filter system solenoid valve 1 - N80-
-item 1- from throttle valve module - J338- .
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— Pull crankcase breather hose off pressure control valve
-arrow-.

E Note

Shown from rear with engine removed for illustration purposes.

— Unscrew bolts -arrows- and detach intake manifold (top sec-
tion).

E Note

Seal infake ports on cylinder heads with clean cloths.

Installing

Installation is carried out in the reverse order; note the following:

E Note

¢ Renew gaskets, seals and O-rings.
& Fit all cable ties in the original positions when installing.

¢ Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

Tightening torques

Component Nm
Intake manifold (top section) to intake manifold 61
(bottom section)

Hose clips (9 mm wide) 3
* 1) Tighten in stages and in diagonal sequence

[ A15-10000 |

1.9 Intake manifold (bottom section) - exploded view
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1 - Bottom section of intake 7 8 9 10

manifold |
0 Removing and installing | ‘ \@ ‘
Ay f

= page 272

Q After installing, adapt
the two intake manifold
flap potentiometers in
mode “Guided Fault
Finding”, option “Adapt
intake manifold flap po-
tentiometer”

2 - Fuel rail

3 - Fuel pressure sender -
G247-

4 - High-pressure pipes

ﬂ WARNING

Mhe pressure in the high-
pressure part of the infec-
tion system must be re-
duced to a residual
pressure prior fo opening
the system = page 261 .

Abclean cloth must then
be wrapped around the
connection and the resid-
ual pressure dissipated
by carefully loosening the
connection.

/!

O Do not alter shape s f’ﬂ
Q Tightening high-pres- ard /ﬁ
sure pipes = page 274 ( |/ [

5-10 Nm 24 23 292 AR4-10024
6 - Sleeve
7-10Nm
8-2.5Nm
9-10 Nm

10 - Retainer for fuel rail
11 - Vacuum unit for actuating intake manifold flaps
12 - Vacuum hose

Q To intake manifold flap valve - N316-
13-2.5Nm

14 - Intake manifold flap potentiometer

Q Left side: intake manifold flap potentiometer 2 - G512- , right side: intake manifold flap potentiometer -
G336-

15-2.5Nm

16 - Seal
QO Renew if damaged
Q When renewing lever out with screwdriver
Q Pressin by hand
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17 - Seal
4d Renew if damaged
U When renewing lever out with screwdriver
Q Pressin by hand
18 - Gaskets
0 Renew
19 - Support ring
O Make sure it is correctly seated

O Via this support ring, the fuel rail exerts the force which holds the injector in the cylinder head

20 - O-ring

0 Renew

4 Lubricate lightly with clean engine oil
21 - Spacer ring

4d Renew if damaged
22 - Radial compensation element

d Renew if damaged

Q Clip onto support ring -item 19-

23 - Combustion chamber ring seal
U Renewing = “1.11 Removing and installing injectors

", page 275

24 - Injector
Removing and installing = page 275
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1.10 Removing and installing intake manifold (bottom section) with fuel rail

Special tools and workshop
equipment required

¢ Socket, 14 mm - 3150-

¢ Torque wrench - V.A.G
1331-

¢ Ratchet - V.A.G 1331/1-

¢ Open ring spanner insert,
AF 17 -V.A.G 1331/2-

¢ Socket insert AF 14, flared
ring spanner - V.A.G

3152

VAGIIN

1331/8-
¢ Socket - T40055-

¢ Hand vacuum pump - VAS 6213-

VAS 6213

-y
W00-10259

272 Rep. gr.24 - Mixture preparation - injection




Removing

E Note

The following description shows the removal and installation of
the left-side intake manifold (bottom section). The procedure for
the other side is identical.

ﬂ WARNING

¢ The fuel system operates under high pressure. The pres-
sure in the high-pressure part of the injection system must
be reduced fo a residual pressure prior fo opening the

system = page 261 .
¢ A clean cloth must then be wrapped around the connec-

tion and the residual pressure dissipated by carefully loos-
ening the connection.

— Remove intake manifold (top section) = page 267 .

— Remove high-pressure pipe by unscrewing bolts and union
nuts -1 ... 7-.

— Unplug electrical connectors:
1- Intake manifold flap potentiometer 2 - G512-
2 - Fuel pressure sender - G247-

— Unscrew bolts and nuts -arrows- and detach intake manifold
(bottom section) with fuel rail.

E Note

Seal intake ports on cylinder heads with clean cloths.

Installing
Installation'is carried out in the reverse order, note the following:

E Note

¢ Renew gaskets, seals and O-rings.
& Lightly lubricate O-rings for injectors with clean engine oll.
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— Connect hand vacuum pump - VAS 6213- to vacuum unit for
actuating intake manifold flaps as shown in illustration.

— Use hand vacuum pump to generate vacuum.

» This will cause the intake manifold flaps to open.

E Note

If the intake manifold flaps are not opened, they can catch on the
guide plates in the cylinder head when the intake manifold (bot-
fom section) is installed.

— Install intake manifold (bottom section) and press fuel rail
evenly down onto injectors.

— Tighten bolts -arrows- for intake manifold (bottom section) in
diagonal sequence and in stages.

— Disconnect hand vacuum pump from vacuum unit for actuat-
ing intake manifold flaps.

— Plug in electrical connectors -1- and -2-.

— First hand-tighten union nuts -1-, -4- and -7- for high-pressure
pipes, then hand-tighten pipe mountings -2-, -3-, -5- and -6-.

— Ensure that high-pressure pipes are not under tension.

— Totighten union of high-pressure pipe (14 mm) at fuel rail, use
torque.wrench,- V.AG, 1331~ with socket.insert AF 14, flared
ring spanner=M.AdG-1331/8-

VAS 6213

ATG 00T
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— Totighten union of high-pressure pipe (17 mm) at fuel rail, use
torque wrench - V.A.G 1331- with open ring spanner insert, AF
17 -V.A.G 1331/2- .

— To tighten union of high-pressure pipe (14 mm) at high-pres-

ACD I0AR

sure pump, use torque wrench - V.A.G 1331- with ratchet - —
V.A.G 1331/1- and socket, 14 mm - 3150- . ° &)
V.A.G 1331
3150 — ||
— To tighten union of high-pressure pipe (17 mm) at high-pres-
sure pump.use torque. wrench - V. A,.G 1331- with ratchet - V.AG 1331/
VA 1331/4nand sockeb 40055+, o
Tightening torques = 5%3
Component Nm
Intake manifold (bottom section) to cylinder 9 V.A.G 1331 T
head
High-pressure pipes  High-pressure pump 25 T40055 X
to: Fuel rail 25
A13-10038
1.11 Removing and installing injectors
Special tools and workshop equipment required
¢ Tool set for FSI engines - T10133-
T10133

WOD-1258
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High-pressure injector - exploded view
1 - Radial compensation element (renew if damaged)

2 - Combustion chamber ring seal (teflon ring seal) - renew;
when fitting, do not grease ring or use any other lubricant.

3 - Groove on injector
4 - Spacer ring (renew if damaged)

5- O-ring (renew; apply thin coating of clean engine oil prior to
installation)

6 - Support ring (via the support ring the fuel rail exerts force
which secures injector in cylinder head)

Removing

ﬁ WARNING

¢ The fuel system operates under high pressure. The pres-
sure in the high-pressure part of the injection system must
be reduced fo a residual pressure prior fo opening the

system = page 261..
¢ A clean cloth,must.then be wrapped around the connec-

tion and the residual pressure dissipated by carefully loos-
ening the connection.

— Remove intake manifold (top section) = page 267 .
— Remove corresponding bottom section of intake manifold
> page 272.

If injectors cannot be pulled out of cylinder head by hand, proceed
as follows:

— Use a screwdriver to bend retainer tabs -1- of radial compen-
sation element to side -arrow- and pull support ring -2- off
injector.

— Screw striker -T10133/3- onto puller -T10133/2- .

— Insert puller -T10133/2- into groove on injector and carefully
knock out injector.

E Note

When inserting the puller, there is a risk of destroying the radial
compensation element due to the retainer tabs breaking.

0‘5\. A ('\ 72410042 N
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Carefully remove old combustion chamber ring seal -arrow-.
To do so, cut open ring using knife or prise open ring with small
screwdriver and then pull off forwards.

Take care not to damage groove on injector. The injector must
be renewed if the groove is damaged.

Installing

E Note

*
*
14
L4

Renew combustion chamber ring seal and O-ring.

Renew spacer ring if damaged.

Lightly lubricate O-rings for injectors with clean engine oil.
The injector pipes must be re-installed on the same cylinders.

Clean bore in cylinder head with nylon cylinder brush -
T10133/4- .

Clip radial compensation element -1- into support ring -2-.

When re-installing an injector, clean any combustion residue
off groove for combustion chamber ring seal and injector stem
with a clean cloth.

Fit assembly cone -T10133/5- with new combustion chamber
ring seal -1- onto injector -2-.
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— Push combustion chamber ring seal onto assembly cone -
T10133/6- as far as it will go using assembly sleeve -
T10133/5- .

— Turn assembly sleeve -T10133/6- upside down and push com-
bustion chamber ring seal into sealing ring groove.

E Note

The combustion chamber ring seal is widened when it is pushed
onto the injector. After pushing it on, it therefore has fo be com-
pressed again. This is done in two stages, as described below.

— Push calibration sleeve -T10133/7- onto injector as far as it will
go and,simultaneously turn it slightly (approx.,1807).

— Pull calibration sleeve.-T10133/7- 0ff again.by-turning,it.in.the
opposite direction.

— Push calibration sleeve -T10133/8- onto injector as far as it will
go and simultaneously turn it slightly (approx. 180°).

— Pull calibration sleeve -T10133/8- off again by turning it in the
opposite direction.

— Lubricate new O-ring lightly with clean engine oil before in-
stalling.

E Note

The combustion chamber ring seal must not be lubricated.

— Use assembly tool -T10133/9- to push injector as far as it will
go into hole in cylinder head.

E Note

[/t should be possible to insert the injector easily. If necessary wait
until the combustion chamber ring seal has contracted sufficient-

.
— Make sure injector is in correct installation position in cylinder
head:

» Electrical connector of injector must engage in recess in cyl-
inder head.

Installation is carried out in the reverse order; note the following:
— Install bottom section of intake manifold = page 272 .
— Install intake manifold (top section) = page 267 .

T10133/7

d Aza-10047 Y

¢ o3 1 N
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1.12 Checking fuel pressure and residual
pressure (up to high-pressure pump)

Special tools and workshop equipment required
¢ K-Jetronic pressure tester - V.A.G 1318-

WOO0-0577

¢ Adapter set - V.A.G 1318/10-12-

4 Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

V.A.G 1348/3A

¢ Fuel-resistant measuring container

Test conditions

- Battery voltage at least 12.5 V.

* Fuel filter OK.

*  Fuel tank at least /4 full.

» Fuel pump control unit - J538- OK; checking = Rep. gr. 20 .

* Ignition off.

Checking fuel pressure
— Remove luggage compartment floor lining.
— Unscrew cover for flange (right-side) -arrows-.
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— Carefully release electrical connector -2- from flange (right-
side) and unplug.

E Note

Disregard -item 1-.

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 to
contact -1- using adapter cable -V.A.G 1348/3-3- and test lead
from auxiliary measuring set - V.A.G 1594C- .

— Tape off 2nd connector contact of adapter cable -
V.A.G 1348/3-3- with insulating tape -arrow- to prevent short
circuits.

— Move switch of remote control - V.A.G 1348/3A- for V.A.G
1348 to front of engine compartment.

— Connect contact -4- to body earth via an improvised auxiliary
lead.

— Connect crocodile clip to battery “+”.

— Pull off engine cover panel (rear) -arrows-.

'ﬁ WARNING

¢ The fuel system operates under high pressure. The pres-
sure in the high-pressure part of the injection system must
be reduced fo a residual pressure prior fo opening the

system = page 261 .
¢ A clean cloth must then be wrapped around the connec-

tion and the residual pressure dissipated by carefully loos-
ening the connection.

— Disconnect fuel line -arrow-.
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— Connect K-Jetronic pressure tester - V.A.G 1318- with adapt-
ers - V.A.G 1318/11- and -V.A.G 1318/12- to fuel pipe.

— Fit auxiliary hose -arrow- onto pressure tester and hold it in a
container.

— Open cut-off valve on pressure tester. Lever points in direction
of flow.

— Bleed fuel system by pressing remote control briefly.

— Close cut-off valve on pressure tester. Lever is at right angle
to direction of flow -arrow-.

— Press button on remote control until pressure tester shows no
further increase in pressure.

» Specification: approx. 6 bar

If specification is not obtained:

— Check delivery rate of fuel pump > Rep. gr. 20.
Checking residual pressure

— Check leak-tightness and residual pressure by watching the
drop in pressure on the pressure gauge.

» After 10 minutes pressure should still be at least 3.75 bar.

If the residual pressure drops below 3.75 bar:

4 Check union between pressure tester and fuel line for leaks.
¢ Check pressure tester for leaks.

¢ Check fuel lines and their connections for leaks.

¢

Renew fuel filter with integrated fuel pressure regulator = Rep.
gr. 20.

¢ Renew fuel pump > Rep. gr. 20.

Assembly is carried out in the reverse order; note the following:

m Note

Before removing the pressure tester, release the fuel pressure by
opening the cut-off valve. Hold a container under the connection.

Tightening torque

Component Nm

Fuel line to fuel rail 28

1.13 Removing and installing high-pressure pump

N24-0618
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Special tools and workshop
equipment required

# Socket, 14 mm - 3150- 3150

¢ Torque wrench - V.A.G
1331-

¢ Ratchet - V.A.G 1331/1-
4 Socket - T40055-

WoAG 133

WALG 13311

Removing

ﬁ WARNING

¢ The fuel system operates under high pressure. The pres-
sure in the high-pressure part of the injection system must
be reduced to a residual pressure prior fo opening the

system = page 261 .
¢ A clean cloth must then be wrapped around the connec-

tion and the residual pressure dissipated by carefully loos-
ening the connection.

— Drain off coolant = page 222 .
— Remove coolant pipe (front) = page 234 .
— Remove intake manifold (top section) = page 267 .
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— Unscrew bolts -1 to 4- and -7-.

— Loosen union nuts -5- and -6-.

— Unbolt lifting eye -arrows-.

Al5-10108 |
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— Unplug electrical connector -2-.

E Note

Disregard -item 1-.

— Remove bolts -arrows-.

— Carefully lift high-pressure pipes.

E Note

Do not bend pipes to a different shape.

— Take off high-pressure pump together with plunger.
Installing

Installation is carried out in the reverse order; note the following:

E Note

Renew O-ring.

— Only lift high-pressure pipes slightly to fit the high-pressure
pump.

E Note

|
& The connections of the high-pressure pjpes must not be dam-
aged.

¢ Do not attempt fo bend high-pressure pipes fo a different
shape.

— Insert high-pressure pump with plunger in cylinder head and
tighten.

— Tighten union nuts on high-pressure pipes hand-tight initially.

— Ensure that high-pressure pipes are not under tension.

— To tighten union of high-pressure pipe (14 mm) at high-pres-

sure pump, use torque wrench - V.A.G 1331- with ratchet -
V.A.G 1331/1- and socket, 14 mm - 3150- .

V.A.G 1331/1
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— To tighten union of high-pressure pipe (17 mm) at high-pres-
sure pump, use torque wrench - V.A.G 1331- with ratchet -
V.A.G 1331/1- and socket - T40055- .

— Install intake manifold (top section) = page 267 .
— Install coolant pipe (front) = page 234 .
— Fill cooling system = page 224 .

Tightening torques

Component Nm
High-pressure pump to cylinder head 10
High-pressure pipes to high-pressure pump 25

1.14 Bleeding-fuel system

In order to prevent damage to the catalytic converter, the fuel
system must be bled after working on the fuel pipes or the fuel
filter.

Procedure

— Start engine and let it run at moderate speed for several mi-
nutes and then switch off.

m Note

To begin with, the engine may not run smoothly due fo air in fuel
system.

— Check fuel system for leaks.

— Interrogate event memory and erase if necessary.

— After completing the repair, road-test the vehicle. Accelerate
with full throttle at least once. Then inspect fuel system for
leaks again.

— Interrogate event memory and erase if necessary. If you have
erased event memory, you must then generate readiness
code in engine control unit in “Guided Fault Finding” mode
= Vehicle diagnostic tester.

1.15 Wiring and component check with test

box - V.A.G 1598/42-

Special tools and workshop equipment required
¢ Adapter cable - V.A.G 1598/39-

V.A.G 13311

\ —

V.A.G 1331
T40055
A13-10038
V.A.G 1598/39

o

WOO0-10004
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*

Test box - V.A.G 1598/42-

E Note

|
& Thetestbox - V.A.G 1598/42- has 105 sockefs. It can be con-

*

nected to the engine control unit via 2 different adapter cables.

The engine control unit is connected fo the vehicle's wiring
harness via two connectors, one of which has 60 pins, the
other has 94 pins.

To carry out tests on the 60-pin wiring harness connector, the
adapter cable -V.A.G 1598/39-1- is connected fo connector
‘A”on the test box. For components connected fo 60-pin wiring
harness connector > Current flow diagrams, Electrical fault
finding and Fitting locations.

To carry out tests on the 94-pin wiring harness connector, the
adapter cable -V.A.G 1598/39-2- must be connected fo con-
nectors ‘A” and “B” on the test box. For components connec-
ted to 94-pin wiring harness connector = Current flow
diagrams, Electrical fault finding and Fitting locations.

The test box - V.A.G 1598/42- is designed so it can be con-
nected both to the wiring harness for the engine control unit
and to the engine control unit itself at the same time. The ad-
vantage of this is that the electronic engine control system
remains fully functional when the test box is connected (for
example, for measuring signals when the engine is running).

The instructions for performing the individual tests indicate
whether or not the engine control unit itself also needs to be
connected to the test box.

Always use auxiliary measuring set- V.A.G 1527B- to connect
test equipment (e.g. voltage tester- V.A.G 1526 E-, hand-held
multimeter - V.A.G 1594C- elc.).

The engine control unit has to be removed before connectors can
be unplugged from engine control unit = page 287 .

priate measuring range before connecting measuring leads

ﬁ Caution

To prevent damage fo electronic components, select appro-

and observe test requirements.

V.A.G 1598/42

V.A.G
1598/39-1

ﬂ

F==

V.A.G
1598/39-2

1 — V.A.G 1598/42
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— Connect test box - V.A.G 1598/42- to wiring harness with
adapter cable - V.A.G 1598/39-1- or adapter cable -V.A.G
1598/39-2- . Connect earth clip of test box to negative terminal
of battery. The instructions for performing the individual tests
indicate whether or not the engine control unit itself also needs
to be connected to the test box.

— Carry out test as described in relevant repair procedure.

— After completing tests re-install engine control unit
= page 287 .

After re-connecting the engine control unit the following opera-
tions must be performed:

— Interrogate event memory and erase if necessary. If you have
erased event memory, you must then generate readiness
code in engine control unit in “Guided Fault Finding” mode.

1.16 Removing and installing engine control
unit
Special tools and workshop equipment required

¥'“Hotair blower220'Vf 50'HZ - VAS' 1978/14: “item' 1< with noz-
Zle attachment-2- from wiring harness repair set - VAS 1978A-

¢ Vice-grip pliers -3- (commercially available)

E Note

¢ The engine control unit -1- is bolfed fo the profective housing
-4-. To make it more difficult fo unscrew the shear bolts -3- for
locking plate -2-, their threads have been coated with locking
fluid.

& The protective housing has fo be removed before the connec-
tors can be unplugged from the engine control unit (e.g. to
connect the test box or renew the engine control unit).

Removing

— When renewing engine control unit, select diagnosis object
“Renew engine control unit” in “Guided Fault Finding” = Vehi-
cle diagnostic tester.

— Switch off ignition and remove ignition key.

V.A.G
1598/39-1

V.A.G
1598/39-2

i\ — V.A.G 1598/42
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— Pull off rubber seal -1- on plenum chamber covers.

— Detach plenum chamber cover (right-side) -2-.

E Note

Disregard -item 3-.

— Unclip cover for engine control unit.
— Remove bolts -arrows-.

— Detach both retainers and engine control unit from electronics
box (plenum chamber).

— Lay aside engine control unit with electrical connectors at-
tached.

— Disconnect 81-pin connector at engine control unit.

E Note

|
¢ The 60-pin connector is secured with the protective housing
and remains attached when removing the engine control unit.

& When the multi-pin connectors are unplugged from the engine
control unit, the learnt values are erased, but the contents of
the event memory remain intact.

ﬁ Caution

The following procedure must be followed exactly fo prevent
any damage (burning) to wiring, connectors, insulation and
control units. Observe operating instructions for hot air blower.

— Select settings on hot air blower as shown in illustration, i.e.
set temperature potentiometer -2- to max. heat output and
two-stage air flow switch -3- to position “3”.

E Note

Then use hot air blower to heat threaded holes in protective hous-
ing info which shear bolts have been screwed. This reduces the

inhibiting action of the locking fluid on the shear bolt threads and
makes it easier to unscrew these bolfs.

i

(
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ﬁ WARNING

Parts of the protective housing will become very hot as a result
of heating the shear bolts. Take care fo avoid burns. Try fo
ensure that only the thread is heated and none of the nearby
components. These should be covered if necessary.

— Carry out the following operations on the two shear bolts -4-
in turn.

— Direct nozzle -1- of hot air blower at shear bolt -2- of protective
housing. You can rest the nozzle on the top section of the pro-
tective housing.

— Switch on the hot air blower and heat the bolt for approximately
20 ... 25 seconds.

— Grasp head of bolt -2- with vice-grip pliers -1- and unscrew
shear bolt -arrows-.

— Repeat the procedure for the 2nd shear bolt.

E Note

Be particularly careful here, as this shear bolt is in the immediate
vicinity of control unit connector.
— Release locking plate for control unit connectors.

— Release retaining tabs and unplug connectors from engine
control unit.

m Note

When the connectors are unplugged from the engine control unit,
the learnt values are erased, but the contents of the event mem-
ory remain intact.

Installing

Installation is carried out in the reverse order; note the following:
— Reinstall the engine control unit into the protective housing.

— Clean threaded holes for shear bolts to remove any residue
from locking fluid. This can be done using a thread tap.

— Use new shear bolts.

After installing a new engine control unit, the following operations
must be performed:

— Activate engine control unit in “Guided Fault Finding”, “Renew
engine control unit” = Vehicle diagnostic tester.

2
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1.17 Removing and installing Lambda probe
before catalytic converter - bank 1 (right)

Special tools and workshop equipment required

¢ Lambda probe open ring spanner set - 3337-

Removing

m Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Pull off engine cover panel (rear) -arrows-.

— If fitted, remove cover for suspension turret (right-side); to do
so0, detach spreader clips -1- and unscrew nut -2-.

— Pull cover out of retainers -arrows-.

— Pull non-return valve -2- off connection at air intake hose.

— Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

— Release hose clips -arrows- and'remove airintakeshose:!

3337
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— Unplug electrical connector -1-.
— Detach vacuum hose -2-.
— Remove bolts -arrows-.

— Take out air cleaner housing.

— Unplug electrical connector -2- for Lambda probe - G39- .

m Note

Disregard -items 1, 3, 4-.

— Unscrew Lambda probe -2- using Lambda probe open ring
spanner set -3337/7- .

m Note

Shown in illustration with engine removed.

Installing

Installation is carried out in the reverse order; note the following:

E Note

|

& Threads of new Lambda probes are already coated with as-
sembly paste, the paste must not get into the slots on the probe
body.

& [freinstalling the old Lambda probes, coat the threads with
high-temperature paste = Electronic parts catalogue . The
paste must not get into the slots on the Lambda probe body.

& Fit all cable ties in the original positions when installing.

& When installing, the Lambda probe wire must always be reat-
tached at the same locations fto prevent it from coming into
conftact with the exhaust pipe.

Tightening torques

Component Nm
Lambda probe in front exhaust pipe 55
Air cleaner housing to body 5
Hose clips (9 mm wide) 3
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1.18 Removing and installing Lambda probe
before catalytic converter - bank 2 (left)

Special tools and workshop equipment required

¢ Lambda probe open ring spanner set - 3337-

Removing

m Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Pull off engine cover panel (rear) -arrows-.

— Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

m Note

Disregard items marked -1 ... 4-.

— Unplug electrical connector -3- for Lambda probe 2 - G108-
and move wiring clear.

E Note

Disregard -items 1, 2, 4-.

3337

I\
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— Unscrew Lambda probe -1- using Lambda probe open ring
spanner set -3337/7- .

m Note

Shown in illustration with engine removed.

Installing

Installation is carried out in the reverse order; note the following:

E Note

A

& Threads of new Lambda probes are already coated with as-
sembly paste; the paste must not get into the slots on the probe
boady.

& [freinstalling the old Lambda probes, coat the threads with
high-temperature paste = Electronic parts catalogue . The
paste must not get into the slots on the Lambda probe body.

& Fit all cable ties in the original positions when installing.

& When installing, the Lambda probe wiring must always be re-
attached at the same locations to prevent it from coming info
contact with the exhaust pipe.

Tightening torque

Component Nm
Lambda probe in front exhaust pipe 55

1.19 Removing and installing Lambda probe

after catalytic converter - bank 1 (right)

Special tools and workshop equipment required

¢ Lambda probe open ring spanner set - 3337-

) [ FF ]
F o™

ol AN

3337

A e
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Removing

m Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

Pull off engine cover panel (rear) -arrows-.

If fitted, remove cover for suspension turret (right-side); to do
so, detach spreader clips -1- and unscrew nut -2-.

Pull cover out of retainers -arrows-.

Pull non-return valve -2- off connection at air intake hose.

— Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

— Release hose clips -arrows- and remove air intake hose.

— Unplug electrical connector -1- for Lambda probe after cata-
lytic converter - G130- and move wiring clear.

m Note

Disregard -items 2, 3, 4-.

A = *N‘; =
a0 Glg

A24-10005

1 1l
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— Unscrew Lambda probe -1- using Lambda probe open ring
spanner set -3337/7- .

m Note

Shown in illustration with engine removed.

Installing

Installation is carried out in the reverse order; note the following:

E Note

A
¢ Renew O-ring.

® Threads of new Lambda probes are already coated with as-
sembly paste; the paste must not get into the slots on the probe
body.

¢ [freinstalling the old Lambda probes, coat the threads with
high-temperature paste = Electronic parts catalogue . The
paste must not get into the slots on the Lambda probe body.

& Fit all cable ties in the original positions when installing.

& When installing, the Lambda probe wire must always be reat-
tached at the same locations fo prevent it from coming into
contact with the exhaust pipe.

Tightening torques

Component Nm
Lambda probe in front exhaust pipe 55

Hose clips (9 mm wide) 3

1.20 Removing and installing Lambda probe

after catalytic converter - bank 2 (left)
Special tools and workshop equipment reqtiired
4 Lambda probe open ring spanner set - 3337-

3337

A
FE T,
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Removing

— Pull off engine cover panel (rear) -arrows-.

— Unplug electrical connector -4- for Lambda probe 2’ after cat-
alytic converter - G131- .

m Note

Disregard -items 1, 2, 3-.

— Unscrew Lambda probe -2- using Lambda probe open ring
spanner set -3337/7- .

m Note

Shown in illustration with engine removed.

Installing

Installation is carried out in the reverse order; note the following:

E Note

\
¢ Renew O-ring.

¢ Threads of new Lambda probes are already coated with as-
sembly paste; the paste must not get into the slots on the probe
boay.

& [freinstalling the old Lambda probes, coat the threads with
high-temperature paste = Electronic parts catalogue . The
paste must not get into the slots on the Lambda probe body.

& When installing, the Lambda probe wire must always be reat-
tached at the same locations fo prevent it from coming into
contact with the exhaust pipe.

Tightening torque
Component Nm
Lambda probe in front exhaust pipe 55

0 ol
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26 — Exhaust system

1 Removing and installing parts of ex-
haust system

= “1.1 Exhaust system - exploded view”, page 297

= “1.2 Separating front exhaust pipe with catalytic converter from
front exhaust pipe”, page 301

= “1.3 Separating front exhaust pipe and front silencer”,
page 302

= “1.4 Separating centre and rear silencers”, page 303

= “1.5 Removing and installing front exhaust pipe (left-side) with
catalytic converter”, page 305

= “1.6 Removing and installing front exhaust pipe (right-side) with
catalytic converter”, page 309

= “1.7 Exhaust manifold - exploded view”, page 312

= “1.8 Removing and installing exhaust manifold (left-side)”, page
313

= “1.9 Removing and installing exhaust manifold (right-side)”,
page 317

= “1.10 Stress-free alignment of exhaust system”, page 318

= “1.11 Aligning tailpipes”, page 319

= “1.12 Checking exhaust system for leaks”, page 319

1.1 Exhaust system - exploded view

E Note

After working on the exhaust system, ensure that the system is not under stress and that it has sufficient
clearance from the body. If necessary, loosen clamps and align silencers and exhaust pipes so that sufficient
clearance /s maintained to the body at all points and the mountings are evenly loaded.
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1 - Centre silencer

Q

Q

Q

2 - Rubber mounting

Q

3-23Nm
4 - Bolt
5-27 Nm

a
a

6 - Exhaust manifold

a

7 - Gasket

a

8 - Lambda probe after catalyt-

10 11 12

Combined in one unit
with rear silencer as
original equipment. Can
be renewed individually
for repair purposes

Cutting point
= page 303

Align exhaust system so
it is free of stress

=> page 318

Check preload

= “1.10 Stress-free
alignment of exhaust
system”, page 318

Renew

Coat with high-tempera-
ture paste; for high-tem-
perature paste refer to
> Electronic parts cata-
logue

Removing and instal-
ling: left-side

= page 313, right-side
> page 317

Renew

27 2625

ic converter

a

a

a

Threadsiofinew:Lambda probes are already-greased-with;assembly paste; the paste must not get into
the slots'orsthe Llambda probecbody

When re-using the old Lambda probe, grease thread with high-temperature paste; the paste must not
get into the slots of the Lambda probe body; high-temperature paste = Electronic parts catalogue

Removing and installing = page 293 , > page 295

9 - Front exhaust pipe with catalytic converter

a
a

(M W N

Protect against knocks and impact

Combined as one unit with front exhaust pipe and front silencer as original equipment; can be renewed
separately as required

Removing and installing: left-side = page 305 , right-side = page 309
Cutting locations = page 301

Mounting components: left-side = page 300 , right-side = page 301
Align exhaust system so it is free of stress = page 318

10 - Clamp (top)

o000 U

To enable individual renewal of front exhaust pipe / front exhaust pipe with catalytic converter
Position clamp so that it aligns with centre of cutting location

Installation position: bolt connections face towards rear

Before tightening bolt connections, align exhaust system so it is free of stress = page 318
Tighten bolt connections evenly
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11-23 Nm

12 - Front exhaust pipe
With flexible joint; do not bend flexible joint more than 10° - otherwise it can be damaged
Protect against knocks and impact

Combined with front exhaust pipe with catalytic converter and front silencer as original equipment. Can
be renewed individually for repair purposes

Removing and installing: left-side = page 305 , right-side = page 309

Cutting locations: front exhaust pipe/catalytic converter = page 301 , front silencer = page 302
Mounting components: left-side = page 300 , right-side = page 301

Align exhaust system so it is free of stress = page 318

Iy Iy Iy I Iy

13 - Clamp (centre)
Q Position clamp so that it aligns with centre of cutting location
Q Installation position = page 300
O Before tightening bolt connections, align exhaust system so it is free of stress = page 318
4 Tighten bolt connections evenly

14 - 23 Nm

15 - Front silencer

Q Combined as one unit with front exhaust pipe / catalytic converter and front exhaust pipe as original
equipment; can be renewed separately as required

QO Removing and installing: left-side = page 305, right-side =z.page, 309
4 Cutting locations => page 301
O Align exhaust system so it is free of stress = page 318
16 - Clamp (front)
O To enable individual renewal of front exhaust pipe and front silencer
4 Position clamp so that it aligns with centre of cutting location
Q Installation position = page 300
O Before tightening bolt connections, align exhaust system so it is free of stress = page 318
4 Tighten bolt connections evenly

17 - 23 Nm
18 - Mounting
19 -22 Nm

20-23 Nm
O Renew

21 - Tailpipe
Q Check preload = “1.10 Stress-free alignment of exhaust system”, page 318
22 -23 Nm

23 - Rubber mounting
Q Check preload = “1.10 Stress-free alignment of exhaust system”, page 318

24 - Rear silencer

4 Combined in one unit with centre silencer as original equipment. Can be renewed individually for repair
purposes

4 Cutting point = page 303
Q Align exhaust system so it is free of stress = page 318

25 - Clamp (rear)
O For separate replacement of centre and rear silencers
Q Position clamp so that it aligns with centre of cutting location
Q Installation position = page 300
O Before tightening bolt connections, align exhaust system so it is free of stress = page 318
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Q Tighten bolt connections evenly
26 -23 Nm
27 - Connecting bracket

Installation position of front and centre clamps

— Fitclamps so that ends of bolts do not protrude beyond bottom
of clamp.

* Bolt connections face outwards.

Installation position of rear clamps

— Fitclamps so that ends of bolts do not protrude beyond bottom
of clamps.

« Bolt connections face one another.

Components of exhaust pipe mountings (left-side) for vehicles
with front-wheel drive and vehicles with four-wheel drive

1- Bolt, 25 Nm

2- Washer

3- Compression spring
4 - Spacer sleeve

5- Spacer sleeve

6 - Bracket

7 - Buffer

8 - Spacer sleeve

9- Bolt, 25 Nm
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Components of exhaust pipe mountings (right-side) for vehicles
with front-wheel drive and vehicles with four-wheel drive

1-
2.
3-
4-
5-
6 -
7-
8-
9-

Spacer sleeve
Compression spring
Washer

Bolt, 25 Nm

Bolt, 25 Nm

Spacer sleeve
Buffer

Bracket

Spacer sleeve

Centre mounting components on vehicles with front-wheel drive

1.-
i
3-
4-
5-
6 -
7-
8-

Studs

Bracket

Bolt, 25 Nm

Bolt, 25 Nm

Bracket

Nut, self-locking, 25 Nm
Nut, self-locking, 25 Nm
Bolt, 25 Nm

Centre mounting components on vehicles with four-wheel drive

1-
2.
3-
4-
5-
6 -

1.2

¢

Studs

Bracket

Bracket

Nut, self-locking, 25 Nm
Nut, self-locking, 25 Nm
Bolts, 25 Nm

Separating front exhaust pipe with cat-
alytic converter from front exhaust pipe

The connecting pipe can be cut through at the point marked
so that the front exhaust pipe with catalytic converter / front
exhaust pipe can be renewed separately.

The cutting point is marked by an indentation on the circum-
ference of the exhaust pipe.

Special tools and workshop equipment required
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*

Chain pipe cutter - VAS 6254-

Procedure

Remove front exhaust pipe together with catalytic converter:
left-side = page 305, right-side = page 309 .

Cut through exhaust pipe at a right angle at cutting point
-arrow- using chain-type pipe cutter - VAS 6254- .

When reassembling, position the clamp -arrow- centrally over
the cutting point.

Install clamp with bolts pointing towards rear.
Align exhaust system so it is free of stress = page 318 .

1.3 Separating front exhaust pipe and front

L4

silencer

The connecting pipe can be cut through at the point marked
so that the front exhaust pipe and front silencer can be re-
newed separately.

The cutting point is marked by an indentation on the circum-
ference of the exhaust pipe.

Special tools and workshop equipment required

VAS 6254

AZB-10187
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¢ Chain pipe cutter - VAS 6254-

VAS 6254

Procedure

— Cut through exhaust pipes at a right angle at cutting point
-arrows- using chain pipe cutter - VAS 6254~

— When reassembling, position the clamps -arrows- centrally
over the cutting point.

7~

e T

— Fit clamps so that ends of bolts do not protrude beyond bottom
of clamps.

« Bolt connections face outwards.

— Align exhaust system so it is free of stress = page 318 .

1.4 Separating centre and rear silencers

The connecting pipe can be cut through at the cutting point pro-
vided in order to renew the centre and rear silencers separately.

The cutting point is marked by an indentation on the circumfer-
ence of the exhaust pipe.

Special tools and workshop equipment required
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¢ Chain pipe cutter - VAS 6254-

VAS 6254

Procedure

Cut through exhaust pipes at a right angle at cutting point
-arrows- using chain pipe cutter - VAS 6254- .

When reassembling, position the clamps -arrows- centrally
over the cutting point.

— Fitclamps so that ends of bolts do not protrude beyond bottom
of clamps.

» Bolted connections face inwards.
— Align exhaust system so it'is free of stress = page 318'.
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1.5 Removing and installing front exhaust
pipe (left-side) with catalytic converter

Removing

m Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Pull off engine cover panel (rear) -arrows-.

— Unplug electrical connector -4- for Lambda probe 2 after cat-
alytic converter - G131- and move wiring clear (downwards).

— Unscrew nut -2- (accessible from above) connecting front ex-
haust pipe to exhaust manifold.

m Note

Shown from rear with engine removed for illustration purposes.

— Remove front left wheel.

E Note

Secure brake disc with wheel bolts.

— If fitted, remove bolts -arrows- securing exhaust pipe for aux-
iliary/additional heater to noise insulation.
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— Remove noise insulation in left-side wheel housing -arrows-.

— Remove bolts -1- and -2-.
— Detach bracket for front exhaust pipe.

.

— Unbolt cross piece (front) -arrows-.
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— Disconnect exhaust system at clamp (left-side) -1-.

E Note

To avoid any damage, the flexible joint in the front exhaust pipe
must not be bent more than 10°.

— Unscrew nut -left arrow- at mounting bracket for front exhaust
pipe (left-side).
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— Move Lambda probe cable clear.

— Unscrew nuts -1- and -3- (accessible from below) connecting
front exhaust pipe to exhaust manifold.

E Note

Shown in illustration with engine removed.

— Remove front exhaust pipe with catalytic converter.
Installing
Installation is carried out in the reverse order; note the following:

E Note

U
® Renew gaskets and self-locking nuts.
& Fitall cable ties in the original positions when installing.

& When installing, the Lambda probe wire must always be reat-
tached at the same locations fo prevent it from coming into
contact with the exhaust pipe.

— Install cross piece for subframe = Rep. gr. 40.

— Install cross piece (front) > Rep. gr. 50.

— Align exhaust system so it is free of stress = page 318 .

E Note

Components of exhaust pjpe mountings.: mounting (left-side)
= page 300, centre mounting for vehicles with front-wheel drive
= page 301, centre mounting for vehicles with four-wheel drive

= page 3017 .

Tightening torques

Component Nm

Front exhaust pipe with catalytic converter to 27 12)

exhaust manifold

Mounting plate to front exhaust pipe 25

Mounting bracket to gearbox support 25

Front exhaust pipe to gearbox bracket 25 1)

* 1) Renew nuts.

*  2) Grease with high-temperature paste; refer to = Electronic
parts catalogue for high-temperature paste

A26-10066
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1.6 Removing and installing front exhaust
pipe (right-side) with catalytic converter

Removing

m Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

Pull off engine cover panel (rear) -arrows-.

— Pull non-return valve -2- off connection at air intake hose.

— Unclip vacuumine~t<and fuelline’<3+ from retaineron'air
intake hose.

— Release hose clips -arrows- and remove air intake hose.

— Unplug electrical connector -1-.
— Detach vacuum hose -2-.
— Remove bolts -arrows-.

— Take out air cleaner housing.

— Unplug electrical connector -1- for Lambda probe after cata-
lytic converter - G130- and move wiring clear (downwards).

A24-10005

1 11
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— Unscrew nut -2- (accessible from above) connecting front ex-
haust pipe to exhaust manifold.

— Remove front right wheel.

E Note

Secure brake disc with wheel bolts.

— If fitted, remove bolts“arrows securing exhaust pipefor aux:
iliary/additional heaterto"noise insulation.

— Release quick-release fasteners -1- and -2- and take off noise T MK N ‘.I ™o
insulation. CRI I e Ve
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— Remove noise insulation in wheel housing (right-side)
-arrows-.
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— Remove bolts -1- and -2- on bracket (right-side) for front ex-
haust pipe.

— Unbolt cross piece (front) -arrows-.

— Disconnect exhaust system at clamp (right-side) -2-.

E Note

To avoid any damage, the flexible joint in the front exhaust pipe
must not be bent more than 10°.

— Unscrew nut -right arrow- at mounting bracket for front exhaust
pipe (right-side).
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— Move Lambda probe cable clear.

— Unscrew nuts -1- and -3- (accessible from below) connecting
front exhaust pipe to exhaust manifold.

m Note

Shown in illustration with engine removed.

— Remove front exhaust pipe with catalytic converter.
Installing

Installation is carried out in the reverse order; note the following:

E Note

U
& Renew gaskets and self-locking nuts.
& Fitall cable ties in the original positions when installing.

& When installing, the Lambda probe wire must always be reat-
tached at the same locations fo prevent it from coming into
contact with the exhaust pipe.

— Install cross piece for subframe = Rep. gr. 40.

— Install cross piece (front) = "Rep.dgr., 50"

— Align exhaust system so it'is free of stress = page 318 .

m Note

Components of exhaust pjpe mountings: mounting (right-side)
= page 301, centre mounting for vehicles with front-wheel drive
= page 301, centre mounting for vehicles with four-wheel drive
> page 301 .

Tightening torques

Component Nm

Front exhaust pipe with catalytic converter to 2712

exhaust manifold

Mounting plate to front exhaust pipe 25

Mounting bracket to gearbox support 25

Front exhaust pipe to gearbox bracket 25 1)

Hose clips (9 mm wide) 3

* 1) Renew nuts.

*  2) Grease with high-temperature paste; refer to = Electronic
parts catalogue for high-temperature paste

1.7 Exhaust manifold - exploded view
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1-25Nm - -

ture paste; for high-tem- |
perature paste refer to ',
= Electronic parts cata- |
logue =

Q Note tightening se- 1.»9*““"*& \\» “\‘1&_-\;5- "
quence = page 317 and et e ey

=> page 318 4
2 - Bracket for heat shield

3 - Exhaust manifold

U4 Removing and instal-
ling: left-side
= page 313, right-side
=> page 317

4 - Gasket
O Renew

5 - Heat shield
6-10 Nm

7 - Lambda probe, 55 Nm

Q Before catalytic convert-
er

Q Threads of new Lambda
probes are already
greased with assembly
paste; the paste must >
not get into the slotson | .. E+
the Lambda probe body | = —— —

U When re-using the old
Lambda probe, grease .
thread with high-tem-
perature paste; the
paste must not get into
the slots of the Lambda probe body. High-temperature paste = Electronic parts catalogue

0 Renew
Q Coat with high-tempera- J
\%ﬁ_____

ANE 00

8 - Front exhaust pipe

Q For cylinder bank 2 (left-side)
Q  With flexible joint; do not bend flexible joint more than 10° - otherwise it can be damaged
U Protect against knocks and impact
O Removing and installing = page 305
Q Mounting components = page 300
Q Align exhaust system so it is free of stress = page 318
9-27 Nm
4 Renew
Qa Coat with high-temperature paste; for high-temperature paste refer to = Electronic parts catalogue
10 - Gasket
0 Renew
1.8 Removing and installing exhaust mani-

fold (left-side)

Special tools and workshop equipment required
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¢ Used oil collection and extraction unit - V.A.G 1782-

Removing

— Remove front exhaust pipe (left-side) together with catalytic
converter > page 305 .

— Unplug electrical connector -3- for Lambda probe 2 - G108-
and move wiring clear.

— Pull off engine cover panel (front) -arrows-.

— Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

— Unplug electrical connectors -3- and -4- and move wiring clear.

E Note

Disregard ifems -1- and -2-.

— Remove engine compartment seal from lock carrier and wing
panel flanges.

VAG1782

=
=
&

Ll

|
| -
7

Xk
l-ri/ll«llli-':‘l | ;

| a15-10054
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E Note

Before removing, mark direction of rotation of poly V-belt with
chalk or felt-tip pen. If the belt runs in the opposite direction when
it is refitted, this can cause breakage.

— Turn the tensioner in the direction of the -arrow- to slacken the
poly V-belt.
— Remove poly V-belt from pulley for AC compressor.

— Release pressure from the tensioner.

— Remove bolts -1- and -2-.

— Place used oil collection and extraction unit - V.A.G 1782- un-
der engine.

— Unscrew bolts -arrows- and detach engine oil cooler with cool-
ant hoses -1- and -2- attached.

— Unplug electrical connector -arrow- at engine mounting (left-
side).
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— Unplug electrical connector -1- for magnetic clutch on air con-
ditioner compressor.

ﬁ WARNING

The air conditioner refrigerant circuit must not be opened.

— Unscrew air conditioner compressor from bracket -arrows-.

E Note

To prevent damage to the condenser and refrigerant pipes/hoses,
ensure that the pipes and hoses are not stretched, kinked or bent.

Tie up air conditioner compressor with lines attached to left-
side of vehicle.

Unbolt bracket for noise insulation -arrows-. S

- -
o A13-068 |

T T T —— Y

Unscrew bolts -3- and -4- and remove heat shield downwards.

Remove nuts -1- and -8- and detach bracket for heat shield.

1 111

Unscrew nuts -2 ... 7- and -9- and remove exhaust manifold.

Installing
Installation is carried out in the reverse order; note the following:

E Note

Renew gaskets and self-locking nuts.
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— Tighten exhaust manifold in 2 stages in the following se-
quence:

1. Initially tighten to 15 Nm.
2. Tighten to 25 Nm.

— Install front exhaust pipe (left-side) together with catalytic con-
verter = page 305 .

— Align exhaust system so it is free of stress = page 318 .

— Install air conditioner compressor = Rep. gr. 87 .

— Install poly V-belt = page 87 .
Tightening torques

Component Nm

Exhaust manifold to cylinder head 25 1)2)

Heat shield to bracket for heat shield 10

* 1) Renew nuts.

*  2) Grease with high-temperature paste; refer to = Electronic
parts catalogue for high-temperature paste

1.9 Removing and installing exhaust mani-
fold (right-side)

Removing

— Remove front exhaust pipe (right-side) together with catalytic

converter = page 309 .

— Unplug electrical connector -2- for Lambda probe - G39- and
move wiring clear.

éﬁ-]

%'/ =

— Unscrew bolts -1 ... 4- and pull out heat shield upwards.

AZ26-1 ClCl?Cl

/1]
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— Remove nuts -7- and -9- and detach bracket for heat shield.

— Unscrew nuts -1 ... 6- and -8- and remove exhaust manifold.

Installing
Installation is carried out in the reverse order; note the following:

E Note

Renew gaskets and self-locking nuts.

-""'-’ !'“'lm .t
I //'?;-_ A26-10071
//

=N Ll

Tighten exhaust manifold in 2 stages in the following se-
quence:

Initially tighten nuts to 15 Nm.
2. Tighten nuts to 25 Nm.

— Install front exhaust pipe (right-side) together with catalytic
converter > page 309 .

— Align exhaust system so it is free of stress = page 318 .

Tightening torques

Component Nm
Exhaust manifold to cylinder head 25 1)2)

Heat shield to bracket for heat shield 10

* 1) Renew nuts.

*  2) Grease with high-temperature paste; refer to = Electronic
parts catalogue for high-temperature paste

1.10 Stress-free alignment of exhaust system

E Note

The exhaust system must be aligned when it is cool.

— Align front section of exhaust system including front silencer
and clamps = Item 10 (page 298) and = ltem 16 (page 299) .

— Loosen bolts for clamps = Item 13 (page 299) .

— Push exhaust system towards front of vehicle -arrow-, so-that
rubber mountings = Item 2 (page 298) are pre-loaded byidis
mension -a-. ]

+ Dimension -a- =11 mm
— Tighten bolts on clamps evenly to 23 Nm.

— Align tailpipes > page 319.
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1.11 Aligning tailpipes

Procedure

— Check clearance between tailpipes and bumper on both sides.
« Dimension -x- (left-side) = dimension -x- (right-side)

If necessary, correct dimension -x- as follows:

— Slacken bolt connection -arrow- on brace between exhaust
pipes.
— Adjust the distance between the rear silencers.

— Tighten bolt connection to 25 Nm.

— Check distances -y- and -z- between tailpipes and bumper.
* Dimension -y- =18 ... 22 mm.

¢ Dimension-z-=8... 12 mm.

— Ifnecessary, check whether the exhaust system is aligned free
of stress = page 318 .

Tightening torque
Component Nm
Brace between exhaust pipes 23 1)

* 1) Renew nut.

1.12 Checking exhaust system for leaks

— Start engine and run at idling speed.

— Seal off tailpipes for duration of leak test with cloths or plugs,
etc.

— Listen at joints between cylinder head/exhaust manifold, ex-
haust manifold/front exhaust pipe etc. to check for leaks.

— Repair any leaks that are found.
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28 — Ignition system

1 Servicing ignition system
= “1.1 Technical data”, page 320

= “1.2 Removing and installing ignition coils”, page 320

1.1 Technical data

Engine code 3.210tr./4V /188 kW |3.21tr./ 4V / 191 KW
engine engine

Idling speed 650 ... 750 rpm (not adjustable)

Ignition timing

Cannot be adjusted; determined by control
unit

Ignition system

Multi-coil system with 6 ignition coils (output
stages integrated) connected directly to
spark plugs

Spark plugs Designations| = Data sheets for exhaust emissions test
Tightening torque = Maintenance ; Booklet 404
Firing order 1-5-3-6-2-4
1.2 Removing and installing ignition coils
Special tools and workshop equipment required
¢ Puller - T40039-
T40039

Removing

— Pull off engine cover panel (front) -arrows-.

W0O0-1303
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Cylinder bank 1 (right-side):
— Pull off engine cover panel (rear) -arrows-.

— If fitted, remove cover for suspension turret (right-side); to do
so, detach spreader clips -1- and unscrew nut -2-.

— Pull cover out of retainers -arrows-.

— Release hose clip -arrow- and disconnect air intake hose at
air cleaner housing.

— Detach electrical connector -1- at non-return valve

— Detach vacuum line -2-.

— Release hose clips -arrows- and remove air intake hose.
— Unplug electrical connector -1-.

— Detach vacuum hose =2<.

— Remove bolts -arrows-.

— Take out air cleaner housing.

— Unplug electrical connectors at coolant temperature sender -
G62- -item 1- and variable intake manifold flap change-over
valve - N239- -item 2-.
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— Unplug electrical connectors:

1- Exhaust camshaft control valve 1 - N318-
2 - Camshaft control valve 1 - N205-

3 - Hall sender - G40-

4 - Intake manifold flap potentiometer - G336-
5- Hall sender 3 - G300-

— Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

— Move wiring harness clear.

Cylinder bank 2 (left-side):

— Unplug electrical connectors at variable intake manifold posi-
tion sender - G513- -item 1- and at fuel pressure sender for
low pressure - G410- -item 2-.

— Unplug electrical connectors:

1- Hall sender 2 - G163-

2 - Camshaft control valve 2 - N208-

3 - Exhaust camshaft control valve 2 - N319-
4 - Hall sender 4 - G301-

— Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

— Move wiring harness clear.

Continuation for both sides:
— Pullignition coils out with puller - T40039- .
Installing

Install in reverse order.

Tightening torque
Component Nm
Hose clips (9 mm wide) 3
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00— Technical data

1 Safety precautions

(ARL003707; Edition 02.2014)

= “1.1 Safety precautions when working on the fuel system”, page
1

> “1.2 Safety precautions when using testers and measuring in-
struments during a road test”, page 2

1.1 Safety precautions when working on the
fuel system

When working on the fuel system note the following warnings:

ﬁ WARNING

Risk of injury - fuel system operates under high pressure.

¢ Before opening the system place a clean cloth around the
connection. Then release pressure by carefully loosening
the connection.

¢ Vehicles with FSI engine: fuel system components on the
engine that are fed from the high-pressure pump operate
under very high pressure. When working on the engine or
injection system, the pressure in the high-pressure section
ofthe system must be reduced fo a residual pressure prior
fo opening = Rep. gr. 24.

Health risk: avoid skin contact with fuel.

¢ Avoid skin contact with fuel. Wear fuel-resistant gloves.
Mobile phones can cause an explosion risk.

¢ Ensure that any mobile phones are well clear of the work-

bay.

Perform the following steps before starting work on the fuel sys-
tem:

¢ Fuel tank must not be full. The amount of fuel which can be
left in the fuel tank is indicated in the corresponding procedure
description. Drain fuel tank if necessary: rest-of-world vehicles

> page 7 , USA vehicles = page 112.

¢ Before commencing work, switch on exhaust extraction sys-
tem and place an extraction hose close to the opening in the
fuel tank to extract escaping petrol fumes.

¢ If no exhaust extraction system is available, a radial fan with

a displacement of at least 15 m3/h can be used (the fan motor
must be clear of the air stream).

Fuel tank must be empty when installing and removing to reduce
weight. Drain fuel tank if necessary: rest-of-world vehicles

= page 7 , USA vehicles = page 112 .

Observe the following to prevent injuries to persons and damage
to the injection and ignition system:

¢ Persons wearing a cardiac pacemaker must'atall'times'main:
tain a safe distance from high-voltage components such as the
ignition system and xenon headlights.
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¢ Do not touch or disconnect ignition coils with output stages
when the engine is running or being turned at cranking speed.

¢ Always switch off the ignition before connecting or discon-
necting electrical wiring for the injection or ignition system or
tester cables.

Always switch off ignition before washing engine.
When installing, note colour coding of plug-in connectors.
Plug-in connectors should engage audibly when connecting.

* & o o

Pull plug-in connectors to check that they are correctly engag-
ed.

Erase any entries in event memory resulting from testing or
installation = Vehicle diagnostic tester, [Guided Functions],
[Interrogate event memoryl, then [Generate readiness

code|.

! ] 5 Caution

To prevent irreparable damage to the electronic components
when disconnecting the battery:

*

¢ Observe notes on procedure for disconnecting the battery.

¢ Always switch off the ignition before disconnecting the
battery » Electrical system; Rep. gr. 27 .

1.2 Safety precautions when using testers
and measuring instruments during a
road test

Note the following if testers and measuring instruments have to
be used during a road test:

! |5 WARNING

Accidents can be caused if the driver is distracted by fest
equipment while road-testing, or if test equjpment is not prop-
erly secured.

Persons sitting in the front passenger's seat could be injured if
the airbag is triggered in an accident.

» The use of test equijpment while driving causes distraction.

« There is an increased risk of injury if test equipment is not
secured.

¢ Test equipment must always be secured on the rear seat
with a strap and operated from the rear seaf by a second
person.
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2 Repair instructions

= “2.1 Rules for cleanliness”, page 3

> “2.2 Test conditions”, page 3

= “2.3 Contact corrosion”, page 3

> “2.4 Routing and attachment of pipes, hoses and wiring”, page
4

2.1 Rules for cleanliness

Even small amounts of dirt can cause malfunctions. When work-
ing on the fuel supply system and injection system, pay careful
attention to the following basic rules:

¢ Carefully clean connection points and the surrounding area
with engine cleaner or brake cleaner and dry thoroughly before
opening.

¢ Immediately seal open lines and connections with clean plugs,
for example from engine bung set - VAS 6122- .

¢ Place parts that have been removed on a clean surface and
cover them over. Use only lint-free cloths.

¢ Carefully cover or seal open components if repairs cannot be
carried out immediately.

¢ Only install clean components; replacement parts should only
be unpacked immediately prior to installation. Do not use parts
that have not been stored in their packing (e.g. in tool boxes
etc.).

¢ When the system is open, do not work with compressed air
and do not move the vehicle.

¢ Protect unplugged electrical connectors against dirt and mois-
ture and make sure connections are dry when attaching.

2.2 Test conditions
- Battery voltage at least 12.5 V.

* Fuel pump fuse OK = Current flow diagrams, Electrical fault
finding and Fitting locations.

* Fuel pump relay - J17- / electric fuel pump 2 relay - J49- OK
= Current flow diagrams, Electrical fault finding and Fitting lo-
cations.

* Fuel pump control unit - J538- OK; checking'irf[Guided’ FAult
Finding] = Vehicle diagnostic.tester.

*  Fuel tank at least /4 full.

* Fuel filter OK.

* Fuel lines OK (not obstructed or crushed).
« Ignition off.

2.3 Contact corrosion

Contact corrosion can occur if unsuitable fasteners are used (e.g.
bolts, nuts, washers, etc.).

For this reason, only fasteners with a special surface coating are
used.

Additionally, all rubber and plastic parts and all adhesives are
made of non-conductive materials.
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Always install new parts if you are not sure whether used parts
can be re-fitted = Electronic parts catalogue .

Note the following:

¢ We recommend using only genuine replacement parts; these
have been tested and are compatible with aluminium.

¢ We recommend the use of Audi accessories.

¢ Damage caused by contact corrosion is not covered under
warranty.

24 Routing and attachment of pipes, hoses
and wiring

ﬁ Caution

Risk of damage to pipes/hoses/wiring.

¢ The original routing must be resfored when installing any
kind of pipes/hoses/wiring.

¢ Due fo the restricted space in the engine compartment, it
is important fo ensure sufficient clearance from all moving
or hot components.
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20 — Fuel supply system

1 Fuel tank with attached components
- all rest-of-world vehicles

= “1.1 Fuel tank with attached components - exploded view”, page
5

= “1.2 Draining fuel tank”, page 7

= “1.3 Removing and installing fuel tank with attached compo-
nents”, page 10

1.1 Fuel tank with attached components - exploded view

E Note

The illustration shows a fuel system with fuel return line.

1 - Securing strap
U With spacer, installation
position = page 6
2 - Bolt
Q 22Nm

3 - Fuel supply line

From fuel filter

To engine

Mark before removing

Press release tab on
connection piece to dis-
connect

U000

4 - Fuel return line
Q From engine
Q Mark before removing

Q Press release tab on
connection piece to dis-
connect

O Note direction of arrow
on flange

Q Clipconto fuebtank
5 - Supply line

U To auxiliary heater
6 - Breather line

7 - Earth connection
 To eliminate electrostat-
ic charge

U Installation position /
test procedure

= page 7 22 21 20

Q Make sure that connec-
tor is securely fitted

O After installation, use an ohnmmeter to check the electrical connection between the fuel filler neck and a
bare metal part on the body. Specification: approx. 0 Q
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8 - Filler cap

9 - Seal
Q0 Renew if damaged

10 - Bolt
0 22 Nm

11 - Fuel tank
1 Removing and installing = page 10

12 - Breather line
Q To activated charcoal filter in rear left wheel housing
Q Clip onto fuel tank
Q0 Remains on fuel tank when tank is removed

13 - Bush
14 - Fuel tank bracket

15 - Bolt
0 22 Nm

16 - Rubber buffer
17 - Washer

18 - Bolt
0 22 Nm

19 - Bolt
0 22 Nm

20 - Securing strap
Q With spacer, installation position = page 6

21 - Retaining clip for heat shield
22 - Heat shield

Installation position of spacers

— Make sure that securing strap spacers are located directly un-
der seam of fuel tank -arrow-.
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Installation position of earth connection
Position the earth connection as illustrated -2-.

Ensure that plug connector for earth connection is properly
seated on metal ring on fuel filler neck.

ﬁ Caution

Affer installation, use an ohmmeter fo check the electrical con-
nection between the metal ring on the fuel filler neck and a bare

metal part on the body:
e Specification: approx. 0 Q.

1.2 Draining fuel tank
Special tools and workshop equipment required

¢ Fuel extractor - VAS 5190A-

¢ Vehicles from approx. 11.2002: Wrench - T10202-

Procedure
Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

Briefly open filler cap for fuel tank and close again.

I
)

| % "n.
g W :
]

ﬁ Caution

Observe notes on procedure for disconnecting the battery.

7 i
— 0 i
!
VAS 5190 A
A Illéi‘
T10202
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— With ignition switched off, disconnect battery earth cable
-arrow- > Electrical system; Rep. gr. 27 .

— Remove luggage compartment floor covering.

— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (left-side).

Vehicles up to approx. 10.2002:

— Remove bolts -arrows- and take off locking ring for flange (left-
side).
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Vehicles from approx. 11.2002 onwards:
— Unscrew locking ring using wrench - T10202- .

All vehicles (continued):
— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (right-side).

A20-1020

— Mark fuel return line -1- and fuel supply line -3-.

ﬁ WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).

Vehicles with auxiliary heater:
— In addition, disconnect fuel supply line -2- for auxiliary heater.
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Vehicles up to approx. 10.2002:

— Remove bolts -arrows- and take off locking ring for flange
(right-side).

Vehicles from approx. 11.2002 onwards:

— Unscrew locking ring using wrench - T10202- .

All vehicles (continued):

— Connect earth wire of fuel extractor - VAS 5190A- to earth stud
of energy management control unit - J644- .

— Remove flange (left-side) and lay it aside with electrical wires
connected.

— Remove seal/O-ring.

— Extract fuel from left fuel tank chamber through fuel tank open-
ing using fuel extractor - VAS 5190A- .

— Remove flange (right-side) and lay it aside with electrical wires
and fuel lines connected.

— Remove seal/O-ring.

— Extract fuel from right fuel tank chamber through fuel tank
opening using fuel extractor unit - VAS 5190A- .

— Re-install flange: left-side = page 31 , right-side
= page 48 .

1.3 Removing and installing fuel tank with
attached components

Special tools and workshop equipment required
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¢ Engine and gearbox jack - V.A.G 1383 A-

¢ Support - T10031-

Removing
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .

* Toreduce weight, the fuel tank must be empty when it is re-
moved from the vehicle. Drain the tank if necessary. Proce-

dure = page 7
— Release the tank flap.

T10031

ﬁ Caution

Observe notes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .
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— Remove luggage compartment floor covering.

— Unscrew cover for flange (right-side) -arrows-.

— Press release tabs to disconnect breather pipe -arrow-.

ﬁ WARNING

BEFORE loosening the subframe bolfs, ensure that the vehicle
cannot tip forwards (for instance by putting a weight of about
50 kg in the luggage compartment).

— Remove rear axle > Rep. gr. 42.

— Remove rear right wheel housing liner > Rep. gr. 66 .

— Disconnect earth wire -2- from fuel filler neck.
— Disconnect breather pipe -4- from fuel filler neck.

— Remove bolts -1- and -3- for fuel filler neck.

— Check that propshaft is secured to prevent it falling.

* The propshaft should be placed on a block of wood -1- and
secured with wire or a cable tie -arrow-.

» The propshaft should be inclined slightly downwards to ensure
there is sufficient space when installing the fuel tank.

E Note

The propshaft must not be bent more than 8°.
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— Remove heat shield for propshaft -arrows-.

— Remove cover -1- from underside of vehicle (left-side).

— Remove cover -1- from underside of vehicle (right-side). ﬁ/

N® [Cwrc-oges N

— Unplug electrical connectors:

1 - To metering pump for auxiliary/additional heater

3 - To fuel pumps

4 - To fuel gauge senders

— Disconnect fuel pipes (press release tabs):

2 - Fuel return line (only MPI engines with return line)

5 - Fuel pipe to metering pump for auxiliary/additional heater

6 - Fuel supply line

1. Fuel tank with attached components - all rest-of-world vehicles 1 3



— Disconnect breather pipe -arrow- at rear left of fuel tank (press
release tab).

— Attach brake calipers to suspension struts with wire -arrow-
(brake calipers were fastened to fuel tank brackets upon re-
moval of rear suspension).

— Position engine and gearbox jack - V.A.G 1383 A- with support
- T10031- under vehicle to support tank (do not use threaded
rods of support).

— Support fuel tank using engine and gearbox jack - V.A.G 1383
A- and support - T10031- .

— Inaddition, a 2nd mechanic will be required to support the fuel
tank at the rear by hand.

ﬂ WARNING

To reduce weight, fuel tank must be empty upon removal.

— Unscrew bolts -1 ... 6-; swivel fuel tank brackets forward if
necessary.

— First lower fuel tank slightly at the rear so the fuel filler neck
can be guided out of the body.

— Then lower fuel tank using engine and gearbox jack - V.A.G
1383 A-.

E Note

For illustration purposes the fuel tank is shown without engine and
gearbox jack.
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Installing
» Tightening torques = page 5

— Check that fuel pipes and wiring harness for fuel pumps and
fuel gauge senders are clipped into brackets -1- on fuel tank.

— Bond pads -2- to fuel tank as shown when installing new fuel
tank.

— Position fuel tank with securing straps and brackets on under-
body, using engine and gearbox jack - V.A.G 1383 A- and
support - T10031- .

— When installing fuel tank, make sure that the fuel filler neck is
correctly inserted into the opening on the body.

— Secure fuel tank by first tightening bolts at points -1-, -2-, -5-
and -6-, then at points -3- and -4-.

— Make sure that securing strap spacers are located directly un-
der seam of fuel tank -arrow-.
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Secure fuel filler neck using bolts -1- and -3-.
Fit breather pipe -4- so that it engages audibly.

Check the earth wiring -2- and connector tab for traces of ox-
idation. Remove any traces of oxidation if necessary.

ﬁ Caution

Affer installation, use an ohmmeter fo check the electrical con-
nection between the metal ring on the fuel filler neck and a bare
metal part on the body:

Specification: approx. 0 Q.

Remaining installation steps are carried out in reverse sequence;
note the following:

m Note

*
*

Always renew seals and gaskets when assembling.

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .
Install rear axle = Rep. gr. 42.

Instalfrear right wheel"housing liner'="Rep.gr.“ 66"

Install rear section of exhaust system = Rep. gr. 26 .

Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

Vehicles with auxiliary heater:

Let auxiliary heater run with full load for 10 minutes to bleed
fuel supply line going to metering pump.
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2 Routing of pipes/hoses (inside fuel
tank) - rest-of-world vehicles with MPI

engine
= “2.1 Routing of pipes/hoses (inside fuel tank) - exploded view”,
page 17
2.1 Routing of pipes/hoses (inside fuel tank) - exploded view

E Note

\
& The illustration shows the correct routing of pipes/hoses inside the fuel tank (schematic view).

® /tis not necessary to route the pipes/hoses in exactly the same way as shown in the illustration, except for
pipes/hoses shown in = page 18 . However it is essential to fit the pipes/hoses with sufficient space in
relation fo each other and to prevent rattling noises.

& The -arrow- points in direction of travel.

1 - Fuel delivery unit (left-side)
with fuel system pressurisation
pump - G6-

2 - Fuel supply line

Q From suction-jet pump
(left-side) to fuel deliv-
ery unit (right-side)

3 - Supply line for suction-jet
pump

Q From fuel pump (right-

side) to suction-jet
pump (left-side)

4 - Suction-jet pump (left-side)

5 - Expansion tank

Q  With suction-jet pump to
extract fuel from expan-
sion tank

6 - Non-return flap
Q For fuel filler pipe

7 - Primary filler pipe

Q To fuel delivery unit
(right-side).

Q Ensures that a small
amount of fuel is deliv-
ered immediately to the
fuel delivery unit when
the tank is filled for the
first time.

8 - Suction-jet pump (right-
side)

9 - Supply line for suction-jet

pump
Q From fuel pump (right-
side) to suction-jet pump (right-side)

10 - Fuel supply line
Q From suction-jet pump (right-side) to fuel delivery unit (left-side)
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11 - Fuel delivery unit (right-side) with fuel pump - G23-
12 - Fuel supply line
Q From fuel pumps (left and right) to flange

13 - Breather line
QO From expansion tank to breather connection on outside of fuel tank

14 - Fuel filler pipe
Q From fuel filler neck to non-return flap in fuel tank

15 - Fuel return line

Q From flange to fuel delivery units (left and right)
16 - Supply line for suction-jet pump

U To suction-jet pump in expansion tank

17 - Breather line
Q To activated charcoal filter in rear left wheel housing

Installation position of fuel supply lines

* The fuel supply lines -1- and -3- must be routed below the fuel
filler pipe -2- at the left fuel tank opening.
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3 Fuel delivery unit with fuel pump and
fuel gauge senders - rest-of-world ve-
hicles with MPI engine

= “3.1 Exploded view - fuel delivery unit (left-side) with fuel system

pressurisation pump G6 and fuel gauge senders G and G237 ”,
page 19

= “3.2 Checking fuel system pressurisation pump G6 (left-side) -
electrical test”, page 21

= “3.3 Removing and installing fuel delivery unit (left-side) with
fuel system pressurisation pump G6 ”, page 26

> “3.4 Exploded view - fuel delivery unit (right-side) with fuel pump
G23 and fuel gauge senders' G169 and G393 ipage:-36

= “3.5 Checking fuel pump'G23:(right-side)=-electrical test’; page
39

> “3.6 Removing and installing fuel delivery unit (right-side) with
fuel pump G23 ”, page 42

= “3.7 Checking delivery rate of fuel pumps - vehicles with fuel
return line”, page 53

> “3.8 Checking delivery rate of fuel pumps - vehicles with fuel
system without fuel return line”, page 56

= “3.9 Suction-jet pumps”, page 60

= “3.10 Removing and installing suction-jet pump (left-side)”,

page 62

= “3.11 Removing and installing suction-jet pump (right-side)”,

page 63

3.1 Exploded view - fuel delivery unit (left-side) with fuel system pressurisation

pump - G6- and fuel gauge senders -G- and -G237-
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1 - Retainer
Q For fuel delivery unit

2 - Fuel gauge sender - G-
Q Black
Q Clipped onto retainer
-item 1-
Q Checking resistance
values = page 201
U Removing and installing
= page 202
3 - Fuel delivery unit (left-side)
Q  With fuel system pres-
surisation pump - G6-
Q Clipped onto retainer
-item 1-

Q Different versions avail-
able; for correct version
refer to = Electronic
parts catalogue

Q Checking fuel pump
(electrical test)
= page 21

Q Checking residual pres-
sure = Rep. gr. 24

U Removing and installing
= page 26

Q Put at least 5 litres of
fuelinto tank after instal-
ling

4 - Fuel supply line

Q From suctionjetpump

(right-side)

O Clipped onto fuel deliv-
ery unit -item 3-

5 - Fuel supply line
Q The plug connector is located on the right side of the fuel tank
O Press release tab on connection piece to disconnect

6 - Fuel return line
O The plug connector is located on the right side of the fuel tank
U Press release tab on connection piece to disconnect

7 - Seal
Q Applies to vehicles from approx. 11.2002
0 Renew
U Install dry

8 - Flange (left-side)
Q Applies to vehicles from approx. 11.2002
Q Installation position = page 21

9 - Locking ring
Q Applies to vehicles from approx. 11.2002
0 Remove and install using wrench - T10202-
Q Tighten to 120 Nm
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10-10 Nm
O Applies to vehicles up to approx. 10.2002
U Tighten bolts in diagonal sequence

11 - Washer
U Applies to vehicles up to approx. 10.2002
12 - Locking ring
O Applies to vehicles up to approx. 10.2002
Q For flange
13 - Flange (left-side)
Q Applies to vehicles up to approx. 10.2002
U Installation position = page 21
14 - O-ring
O Applies to vehicles up to approx. 10.2002
0 Renew

15 - Fuel gauge sender 3 - G237-

Grey

Clipped onto fuel delivery unit -item 3-
Checking resistance values = page 205
Removing and installing = page 206

oo o0o

Installation position of flange (left-side) - vehicles up to approx.
10.2002

— Fit flange with new O-ring into fuel tank; note correct installa- e
tion position:

» The electrical connectors are positioned transversely in rela-
tion to direction of travel.

» Dimension -x- (left-side) = dimension -x- (right-side)

Installation position of flange (left-side) - vehicles from approx.
11.2002

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

3.2 Checking fuel system-pressurisation
pump - G6- (left-side) - electrical test

Special tools and workshop equipment required
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¢ Remote control for V.A.G 1348 - V.A.G 1348/3A-

V.A.G 1348/3A

¢ Hand-held multimeter - V.A.G 1526 E-
V.A.G 1526 E

e
00006 09.5%"
0.9.959.96%

8K
5

¢ Auxiliary measuring set - V.A.G 1594C-

W0 10008

¢ Test instrument box - VAS 6356- with trigger clamp, 100 A -
VAS 6356/4A-

VAS 6356
"

Procedure

Observe test conditions = page 3.
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Checking voltage supply

Remove luggage compartment side trim cover (right-side)
-arrows-.

Vehicles built in model year 2003:

— Take fuse 10 out of fuse holder SF10 (located in relay and fuse

carrier in luggage compartment (right-side), position 10).

Vehicles from model year 2004 onwards:

— Take fuse 2 out of fuse holder SF2 (located in relay and fuse

carrier in luggage compartment (right-side), position 2).

All vehicles (continued):

Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable - V.A.G 1348/3-2- to right-hand terminal of fuse
socket from which fuse has been taken out.

Connect crocodile clip of remote control - V.A.G 1348/3A- for
V.A.G 1348 to battery “+” (positive).

Press remote control button.

Fuel pump should start running (noise is audible in vicinity of
fuel tank).

E Note

The fuel pump runs very quietly. Avoid background noise whilst
checking fuel pump. Have second mechanic perform check if
necessary.

s
19.0.© ©@

aliailo
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If no noise can be heard from pump:
— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connector -2- on flange (left-side).

E Note

Disregard -item 1-.

— Connect multimeter between contacts -1- and -4- of electrical
connector to measure voltage.

— Press remote control button.
» Specification: approx. battery:-voltage
If specification is not obtained:

— Repair wiring harness according to current flow diagram.

If reading matches specification although no noise can be heard
from pump:

Remove the fuel delivery unit (left-side) = page 26 .

Check that the electrical wires between flange and fuel pump
are connected and test for continuity.

If no faults are found in the wiring:

Fuel pump is defective. Renew the fuel delivery unit (left-side).

Install fuel delivery unit (left-side) = page 31 .
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Checking current draw
* Fuel pump voltage supply OK = page 23

— Remove luggage compartment side trim cover (right-side)
-arrows-.

Vehicles:built in modelsyear2003:

— Take fuse 10 out of fuse holder SF10 (located in relay and fuse A D
carrier in luggage compartment (right-side), position 10).

:

i ) @ﬁ
i @ &ﬂ@
j ||‘l3]| 1| 1]

Vehicles from model year 2004 onwards:

— Take fuse 2 out of fuse holder SF2 (located in relay and fuse
carrier in luggage compartment (right-side), position 2).

All vehicles (continued):

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable - V.A.G 1348/3-2- to right-hand terminal of fuse
socket from which fuse has been taken out.

— Connect crocodile clip of remote control - V.A.G 1348/3A- for
V.A.G 1348 to battery “+” (positive).

| A57-1272 |
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— Connect test instrument box - VAS 6356- with trigger clamp,
100 A - VAS 6356/4A- to cable of remote control.

— Press remote control button.
— Measure current draw of fuel pump.
» Specification: approx. 8 A.

If specification is not obtained:

E Note

A current draw of 4 A indicates that the fuel pump is running dry.

Readout Cause of fault Remedy
approx. 4 A | ¢ Fuel tank empty — Fill tank
¢ Housing of fuel deliv-|- Renew fuel delivery
ery unit leaking unit = page 26
0A ¢ Fuel system pressur-|— Renew fuel delivery
isation pump - G6- unit = page 26
defective
3.3 Removing and installing fuel delivery

unit (left-side) with fuel system pressur-
isation pump - G6-

Special tools and workshop equipment required

¢ Vehicles from approx. 11.2002: Wrench - T10202-

Removing
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .

*  The fuel tank must not be more than /3 full when removing
the fuel delivery unit. Drain the tank if necessary. Procedure
=> page 7

V.A.G 1348/3-2

']

\"'h..
A20-11413

T10202

ﬁ Caution

Observe notes on procedure for disconnecting the batfery.
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— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Remove luggage compartment floor covering.

E Note

For removing and installing fuel delivery unit, take tool kit and
spare wheel out of luggage compartment. You can then sit or
kneel in the spare wheel well.

— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (left-side).

Vehicles up to approx. 10.2002:

— Remove bolts -arrows- and take off locking ring for flange (left-
side).
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Vehicles from approx. 11.2002 onwards:

— Unscrew locking ring using wrench - T10202- . T10202

All vehicles (continued):
— Detach flange and remove seal/O-ring.

— Unplug electrical connectors -1 ... 3- on underside of flange
(left-side).

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (right-side).
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— Mark fuel return line -1- and fuel supply line -3-.

ﬁ WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).

Vehicles with auxiliary heater:

— In addition, disconnect fuel supply line -2- for auxiliary heater.

Vehicles up to approx. 10.2002:

— Remove bolts -arrows- and take off locking ring for flange
(right-side).

Vehicles from approx. 11.2002 onwards:
— Unscrew locking ring using wrench - T10202- .

All vehicles (continued):
— Detach flange and remove seal/O-ring.

— Unplug electrical connectors -1 ... 3- on underside of flange
(right-side).
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E Note

|
& Pull out fuel lines from fuel tank opening prior to disconnecting
the pipe connectors mentioned below.

& For illustration purposes some of the components are shown
removed in the following illustrations.
Vehicles with auxiliary heater:

— Pull out suction pipe -1- for auxiliary heater from retainers
-arrows- on tubular sender.

All vehicles (continued):

— Working through right fuel tank opening, press release tabs
and disconnect fuel lines -1- and -2- going to fuel delivery unit
(left-side).

3 - Fuel delivery unit (right-side) with fuel pump - G23-

— Pull the two disconnected fuel lines out of left fuel tank open-
ing.

— Working through left fuel tank opening, press release tabs
-arrows- and detach fuel supply line -2- and fuel gauge send-
er 3 - G237- -item 1-.

— Move fuel gauge sender 3 - G237- to left side.
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— Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

— Remove fuel delivery unit.

E Note

Keep in mind that the fuel delivery unit still contains fuel.

Installing
» Tightening torques = page 19

— Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

— Then press fuel delivery unit carefully into retainer so that it
engages audibly.

— Fit fuel supply line -2- and fuel gauge sender 3 - G237-
-item 1- so that they engage audibly.

— Guide supply line and return line for fuel delivery unit (left-side)
into fuel tank chamber (right-side).
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— Fitfuel lines -1- and -2- through right fuel tank opening so that
they engage audibly.

3 - Fuel delivery unit (right-side) with fuel pump - G23-

Vehicles with auxiliary heater:

— Fit suction pipe -1- for auxiliary heater into retainers -arrows-
on tubular sender.

All vehicles (continued):

— Connect electrical connectors -1 ... 3- on underside of flange
(right-side).

ALD-TLRE
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Vehicles up to approx. 10.2002:

— Fit flange with new O-ring into fuel tank; note correct installa-
tion position:

» The electrical connectors are positioned transversely in rela-
tion to direction of travel.

* Dimension -x- (left-side) = dimension -x- (right-side)

— Secure locking ring for flange (right-side) in diagonal se-
quence -arrows-.

Vehicles from approx. 11.2002 onwards:
— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.
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All vehicles (continued):

— Install fuel supply line -3- and fuel return line -1- (as marked)
so that they engage audibly.

Vehicles with auxiliary heater:

— Also fit supply line -2- going to auxiliary heater so that it en-
gages audibly.

All vehicles (continued):

— Attach electrical connectors -1- and -2- on flange (right-side).

— Secure cover for flange (right-side) -arrows-.

— Connect electrical connectors -1 ... 3- on underside of flange
(left-side).

A£20-1020
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Vehicles up to approx. 10.2002:

— Fit flange with new O-ring into fuel tank; note correct installa-
tion position:

» The electrical connectors are positioned transversely in rela-
tion to direction of travel.

* Dimension -x- (left-side) = dimension -x- (right-side)

— Secure locking ring for flange (left-side) in diagonal sequence
-arrows-.

Vehicles from approx. 11.2002 onwards:
— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.
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All vehicles (continued):
— Attach electrical connectors -1- and -2- on flange (left-side).

— Secure cover for flange (left-side) -arrows-. [

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system;.Rep.ar..27..

— Put at least 5 litres of fuel into tank after installing
Vehicles with auxiliary heater:

— Let auxiliary heater run with full load for 10 minutes to bleed
fuel supply line going to metering pump.

3.4 Exploded view - fuel delivery unit (right-side) with fuel pump - G23- and fuel

gauge senders -G169- and -G393-
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1 - Retainer

Q For fuel delivery unit
2 - Fuel gauge sender 2 -
G169-

Q Yellow

Q Clipped onto retainer

-item 1-

O Checking resistance
values = page 203

QO Removing and installing

=> page 204

3 - Fuel gauge sender 4 -
G393-

a White

Clipped onto fuel deliv-
ery unit -item 19-

4 Checking resistance
values = page 211

Q Removing and installing
=> page 213

4 - Fuel supply line
Q To fuel filter
Q Mark before removing

Q Press release tab on
connection piece to dis-
connect

4 Do not kink
Q Clip onto fuel tank

5 - Fuel supply line
Q4 To auxiliary heater
O Press release tab on

connection piece to dis-
connect

O Do not kink
O Clip onto fuel tank

6 - Fuel return line

From engine or fuel filter

Mark before removing

Press release tab on connection piece to disconnect
Do not kink

Clip onto fuel tank

o000 U

7 - Locking ring
Q Applies to vehicles from approx. 11.2002
Q Remove and install using wrench - T10202-
O Tighten to 120 Nm
8 - Seal
O Applies to vehicles from approx. 11.2002
U Renew
Q Install dry
9 - Flange (right-side)
O Installation position up to approx. 10.2002 = page 38
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Q Installation position from approx. 11.2002 = page 39

10-10 Nm
Q Applies to vehicles up to approx. 10.2002
Q Tighten bolts in diagonal sequence

11 - Washer

Q Applies to vehicles up to approx. 10.2002
12 - Locking ring

Q For flange

Q Applies to vehicles up to approx. 10.2002
13 - O-ring

U Applies to vehicles up to approx. 10.2002

0 Renew

14 - Fuel return line
Q To fuel delivery unit (left-side)

15 - Fuel supply line

Q From fuel delivery unit (left-side)

U Press release tab on connection piece'todisconnect
16 - Supply line for suction-jet pump

Q For suction-jet pump

O Press release tab on connection piece to disconnect

17 - Fuel supply line
Q From suction-jet pump (left-side)
Q Clipped onto fuel delivery unit -item 19-

18 - Fuel filler pipe

Q From filler neck

Q Clipped onto fuel delivery unit -item 19-
19 - Fuel delivery unit (right-side)
With fuel pump - G23-
Clipped onto retainer -item 1-
Different versions available; for correct version refer to = Electronic parts catalogue
Checking fuel pump (electrical test) = page 39
Checking residual pressure = Rep. gr. 24
Removing and installing = page 42
Put at least 5 litres of fuel into tank after installing

(I Wy T Iy Wy Wy

Installation position of flange (right-side) - vehicles up to approx.
10.2002

— Fit flange with new O-ring into fuel tank; note correct installa-
tion position:

» The electrical connectors are positioned transversely in rela-
tion to direction of travel.

» Dimension -x- (left-side) = dimension -x- (right-side)
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Installation position of flange (right-side) - vehicles from approx.
11.2002

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

3.5 Checking fuel pump - G23- (right-side) -
electrical test

Special tools and workshop equipment required

¢ Remote control for V.A.G 1348 - V.A.G 1348/3A-

V.A.G 1348/3A

¢ Hand-held multimeter - V.A.G 1526 E-
V.A.G 1526 E
e P
:’o.ozyo“
(>
5”3’3’0‘00 75
000e2ete20305%5%

¢ Auxiliary measuring set - V.A.G 1594C-

W0 10008
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¢ Test instrument box - VAS 6356- with trigger clamp, 100 A -

VAS 6356/4A- VAS 6356

Procedure

— Observe test conditions = page 3 .

Checking voltage supply

— Use screwdriver to pry off cover (right-side) at dash panel
-arrow-.

— Take fuse 31 out of fuse holder SC31 (right side of dash panel,
middle row, 1st large fuse from the top).

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable - V.A.G 1348/3-2- to left-hand fuse socket ter-
minal of fuse SC31.

— Connect crocodile clip of remote control - V.A.G 1348/3A- for
V.A.G 1348 to battery “+” (positive).

— Press remote control button.

» Fuel pump should start running (noise is audible in vicinity of ’ A%
fuel tank). V.A.G 1348/3-2 (=

| e
E Note

The fuel pump runs very quietly. Avoid background noise whilst
checking fuel pump. Have second mechanic perform check if
necessary.

40 Rep. gr.20 - Fuel supply system



If no noise can be heard from pump:
— Remove luggage compartment floor covering.
— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

E Note

Disregard -item 1-.

— Connect multimeter between contacts -1- and -4- of electrical
connector to measure voltage.

— Press remote control button.
» Specification: approx. battery voltage
If specification is not obtained:

— Repair wiring harness according to current flow diagram.

If reading matches specification although no noise can be heard
from pump:

Remove fuel delivery unit (right-side) = page 42 .

Check that the electrical wires between flange and fuel pump
are connected and test for continuity.

If no faults are found in the wiring:

Fuel pump is defective. Renew the fuel delivery unit (right-
side) = page 42 .

Install fuel delivery unit (right-side) = page 48 .

Checking current draw

* Fuel pump voltage supply OK = page 40

£20-1020
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— Take fuse 31 out of fuse holder SC31 (right side of dash panel,
middle row, 1st large fuse from the top).

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable - V.A.G 1348/3-2- to left-hand fuse socket ter-
minal of fuse SC31.

— Connect crocodile clip of remote control - V.A.G 1348/3A- for
V.A.G 1348 to battery “+” (positive).

— Connect test instrument box - VAS 6356- with trigger clamp,
100 A - VAS 6356/4A- to cable of remote control.

— Press remote control button.
— Measure current draw of fuel pump.

« Specification: approx. 8 A.

If specification is not obtained:

m Note

A current draw of 4 A indicates that the fuel pump is running dry.

~ 4 u -
V.A.G1348/3-2~‘

Readout Cause of fault Remedy
approx. 4 A | ¢ Fuel tank empty — Fill tank
¢ Housing of fuel deliv-|—- Renew fuel delivery
ery unit leaking unit = page 42
0A ¢ Fuelpump-G23-de-|- Renew fuel delivery
fective unit = page 42
3.6 Removing and installing fuel delivery

unit (right-side) with fuel pump - G23-
Special tools and workshop equipment required
¢ Vehicles from approx. 11.2002: Wrench - T10202-

T10202

Removing
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .
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*  The fuel tank must not be more than /3 full when removing
the fuel delivery unit. Drain the tank if necessary. Procedure
> page 7

ﬁ Caution

Observe notes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Remove luggage compartment floor covering.

E Note

For removing and installing fuel delivery unit, take tool kit and
spare wheel out of luggage compartment. You can then sit or
kneel in the spare wheel well.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (right-side).

A20-1020
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— Mark fuel return line -1- and fuel supply line -3-.

ﬁ WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).
Vehicles with auxiliary heater:
— In addition, disconnect fuel supply line -2- for auxiliary heater.

Vehicles up to approx. 10.2002:

— Remove bolts -arrows- and take off locking ring for flange
(right-side).

Vehicles from approx. 11.2002 onwards:
— Unscrew locking ring using wrench - T10202- .

All vehicles (continued):
— Detach flange and remove seal/O-ring.

— Unplug electrical connectors -1 ... 3- on underside of flange
(right-side).
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E Note

& Pull out fuel lines from fuel tank opening prior to disconnecting
the pipe connectors mentioned below.

& For illustration purposes some of the components are shown
removed in the following illustrations.
Vehicles with auxiliary heater:

— Pull out suction pipe -1- for auxiliary heater from retainers
-arrows- on tubular sender.

All vehicles (continued):

— Working through right fuel tank opening, press release tabs
and disconnect fuel lines -1- and -2- going to fuel delivery unit
(left-side).

3 - Fuel delivery unit (right-side) with fuel pump - G23-

— Unclip fuel filler pipe -arrow- at front of fuel delivery unit (right-
side).
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— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (left-side).

Vehicles up to approx. 10.2002:

— Remove bolts -arrows- and take off locking ring for flange (left- = &
side). )

Vehicles from approx. 11.2002 onwards:
— Unscrew locking ring using wrench - T10202- .
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All vehicles (continued):

Detach flange and remove seal/O-ring.

Unplug electrical connectors -1 ... 3- on underside of flange
(left-side).

Working through left fuel tank opening, disconnect supply line
-3- for suction-jet pump from Y-connector (press release tab).

Pull supply line for suction-jet pump.out of right fuel tank open-
ing.

Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1- and fuel gauge send-
er 4 - G393- -item 2-.

Move fuel gauge sender 4 - G393- to right side.

Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

Remove fuel delivery unit.

E Note

Keep in mind that the fuel delivery unit still contains fuel.
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Installing

Tightening torques = page 36

Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

Then press fuel delivery unit carefully into retainer so that it
engages audibly.

Fit fuel supply line -1- and fuel gauge sender 4 - G393-
-item 2- so that they engage audibly on fuel delivery unit (right-
side).

Push supply line -3- for suction-jet pump through right fuel tank
opening into left fuel tank chamber.

Fit supply line for suction-jet pump onto Y-connector so it en-
gages audibly.

Connect electrical connectors -1 ... 3- on underside of flange
(left-side).

=
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. s
- w@é PR o ‘iﬁﬁﬂﬁ]m‘mm
P

2

48 Rep. gr.20 - Fuel supply system



Vehicles up to approx. 10.2002:

— Fit flange with new O-ring into fuel tank; note correct installa-
tion position:

» The electrical connectors are positioned transversely in rela-
tion to direction of travel.

* Dimension -x- (left-side) = dimension -x- (right-side)

— Secure locking ring for flange (left-side) in diagonal sequence
-arrows-.

Vehicles from approx. 11.2002 onwards:
— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.
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All vehicles (continued):

— Attach electrical connectors -1- and -2- on flange (left-side).

— Secure cover for flange (left-side) -arrows-.

— Working through right fuel tank opening, connect fuel lines

-1- and -2- going to left fuel delivery unit so that they engage
audibly.

3 - Fuel delivery unit (right-side) with fuel pump - G23-
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Vehicles with auxiliary heater:

— Fit suction pipe -1- for auxiliary heater into retainers -arrows-
on tubular sender.

All vehicles (continued):

— Connect electrical connectors -1 ... 3- on underside of flange
(right-side).

Vehicles up to approx. 10.2002:

— Fit flange with new O-ring into fuel tank; note correct installa-
tion position:

« The electrical connectors are positioned transversely in rela-
tion to direction of travel.

* Dimension -x- (left-side) = dimension -x- (right-side)

— Secure locking ring for flange (right-side) in diagonal se-
guence -arrows-. &
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Vehicles from approx. 11.2002 onwards:
— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.

All vehicles (continued):

— Fit fuel return line -1- and fuel supply line -3- so that they en- 1 2 3 -~
gage audibly. | _4/

Vehicles with auxiliary heater:

— Also fit supply line -2- going to auxiliary heater so that it en-
gages audibly.

All vehicles (continued):

— Attach electrical connectors -1- and -2- on flange (right-side). /,f

£20-1620
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— Secure cover for flange (right-side) -arrows-.

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

— Put at least 5 litres of fuel into tank after installing
Vehicles with auxiliary heater:

— Let auxiliary heater run with full load for 10 minutes to bleed
fuel supply line going to metering pump.

3.7 Checking delivery rate of fuel pumps -
vehicles with fuel return line

Special tools and workshop equipment required
¢ K-Jetronic pressure tester - V.A.G 1318-

¢ Adapter set - V.A.G 1318/10-12-

4 Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

¢ Fuel-resistant measuring container
Procedure
— Observe test conditions = page 3 .

WOO0-0577

V.A.G 1348/3A

ﬁ WARNING

Observe safety precautions = page 1 .

— Remove luggage compartment side trim cover (right-side)
-arrows-.
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— Remove cover -2- over battery.

m Note

Disregard -item 1-.

i) — |- ~= _ =,

— Remove luggage compartment floor covering.

— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connector -2- on flange (left-side).

m Note

Disregard -item 1-.

— Unscrew cover for flange (right-side) -arrows-.
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— Unplug electrical connector -2- on flange (right-side).

m Note

Disregard -item 1-.

A20-1020

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable -V.A.G 1348/3-3- to contact -4- (earth) of fuel
delivery unit (left-side) and fuel delivery unit (right-side) using
test leads from auxiliary measuring set - V.A.G 1594C- .

— Move switch of remote control - V.A.G 1348/3A- for V.A.G
1348 to front of engine compartment.

— Connect crocodile clip to earth point in engine compartment.

— Connect contact -1- (positive) of fuel delivery unit (left-side)
and fuel delivery unit (right-side) to battery “+” via an impro-
vised test lead. For safety reasons an in-line fuse -A- (10 A)
must be connected into the lead.

— Remove filler cap from fuel filler neck.

ﬁ WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection;

ﬁ Caution

Rules for cleanliness when working on the injection system
= page 3.

— Disconnect fuel supply line -2- at fuel rail.

m Note

Disregard -item 1-.
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— Connect K-Jetronic pressure tester - V.A.G 1318- with adapt-
ers - V.A.G 1318/11- and -V.A.G 1318/12- to fuel line.

— Fit auxiliary hose -arrow- onto pressure tester and hold it in a
measuring container.

— Open cut-off valve on pressure tester. Lever must point in di-
rection of flow.

— Build up pressure in fuel system by pressing the remote control
button and slowly closing the cut-off valve on the pressure
tester.

» Specification: 4 bar
— From this point on do not move position of cut-off valve.
— Empty the measuring container.

— Press remote control button for 15 seconds:

— Compare amount of fuel delivered with minimum delivery
shown in diagram (cm3/15 sec.).

E Note

Voltage at fuel pump with engine stationary and pump running is
approx. 2 volts less than battery vollage.

If minimum delivery rate is not reached, check for the following
causes:

¢ Fuel lines have been crushed.

¢ Fuel filter is blocked.

¢ Fuel pump is defective.

E Note

As there is hardly any difference in the fuel delivery rate if only
one of the two fuel pumps is working (because of the hose con-
nections inside the tank), it is difficult to diagnose a defective
pump by just measuring the delivery rate.

In this case proceed as follows:

— Unplug the electrical auxiliary lead at the fuel delivery units
(one at a time).

— Measure delivery rate of fuel delivery unit located on the op-
posite side.

If the delivery rate of the fuel delivery unit which has been meas-
ured separately is considerably below specification:

— Renew the relevant fuel delivery unit.
Installation is carried out in the reverse order; note the following:

— Secure fuel supply line to fuel rail = Rep. gr. 24 .

3.8 Checking delivery rate of fuel pumps -
vehicles with fuel system without fuel

return line

Special tools and workshop equipment required
¢ Adapter -V.A.G 1318/26-

i .%’% r-].__._i‘- | AR %
B, T B e e

cm3I155

1 500

500

/’ 400

i
e 300

P 200

7 100

12V
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4 Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

¢ Fuel-resistant measuring container
Procedure
— Observe test conditions = page 3 .

V.A.G 1348/3A

ﬂ WARNING

Observe safely precautions = page 1.

— Remove luggage compartment side trim cover (right-side)
-arrows-.

— Remove cover -2- over battery.

E Note

Disregard -item 1-.

— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.

3. Fuel delivery unit with fuel pump and fuel gauge senders - rest-of-world vehicles with MPI engine 57



— Unplug electrical connector -2- on flange (left-side).

m Note

Disregard -item 1-.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

m Note

Disregard -item 1-.

#20-1020
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!“5 WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

ﬁ Caution

Rules for cleanliness when working on the injection system
>page 3.

— Disconnect fuel return line -1- from flange by pressing«elease
tabs.

m Note

Disregard -item 2-.

— Fit adapter -V.A.G 1318/26- onto disconnected fuel pipe -1-
and hold adapter hose in measuring container. 1

V.A.G
1318/26

A20-10096
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— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable -V.A.G 1348/3-3- to contact -4- (earth) of fuel
delivery unit (left-side) and fuel delivery unit (right-side) using
test leads from auxiliary measuring set - V.A.G 1594C- .

— Connect crocodile clip to earth point next to battery.

— Connect contact -1- (positive) of fuel delivery unit (left-side)
and fuel delivery unit (right-side) to battery “+” via an impro-
vised test lead. For safety reasons an in-line fuse -A- (10 A)
must be connected into the lead.

— Remove filler cap from fuel filler neck.

— Press remote control button for 15 seconds.

— Compare amount of fuel delivered with minimum delivery
shown in diagram (cm?3/15 sec.).

m Note

Voltage at fuel pump with engine stationary and pump running /s
approx. 2 volts less than battery voltage.

If minimum delivery rate is not reached, check forthe following
causes:

¢ Fuel lines have been crushed.

¢ Fuel filter is blocked.

¢ Fuel pumps are defective.

m Note

As there is hardly any difference in the fuel delivery rate if only
one of the two fuel pumps is working (because of the hose con-
nections inside the tank), it is difficult to diagnose a defective
pump by just measuring the delivery rate.

In this case proceed as follows:

— Unplug the electrical auxiliary lead at the fuel delivery units
(one at a time).

— Measure delivery rate of fuel delivery unit located on the op-
posite side.

If the delivery rate of the fuel delivery unit which has been meas-
ured separately is considerably below specification:

— Renew the relevant fuel delivery unit.

3.9 Suction-jet pumps

10

11

12V

A20-10101
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1 - Suction-jet pump (left-side)
2 - Fuel delivery unit (left-side)
3 - Expansion tank

4 - Fuel pump (right-side)

5 - Fuel delivery unit (right-
side)

6 - Suction-jet pump (right-
side)

7 - Y-connector
8 - Y-connector

Description of operation
To ensure areliable fuel supply
in all situations, the fuel pumps
must never draw in air, even
under extreme driving condi-
tions such as very sharp bends
or under heavy braking. This
may happen when the fuel
sloshes into one of the corners
of a partially filled fuel tank.
¢ For this reason, the fuel de-
livery units -item 2- and
-item 5- incorporate a baffle
housing, in which the fuel
pumps are fitted, as well as
the fuel pumps themselves.
The baffle housing is a con-
tainer permanently filled &

ST

with fuel, so that the fuel

pumps are surrounded with
fuel regardless of the fuel R,
level in the tank. ‘

.

¢ Consequently, proper filling
of the baffle housings is es- 8 7 AZ20-1061

sential for trouble-free op-
eration of the fuel pumps. This is the purpose of the “suction-jet pumps”.

¢ The suction-jet pumps operate according to the principle of fluid entrainment: a stream of fuel from the
primary stage of the fuel pump (right-side) -item 4- is passed through a nozzle in the suction-jet pumps

-item 1- and -item 6-, and is thus accelerated. The accelerated stream of fuel draws off the surrounding fuel
and delivers it to the baffle housings in the fuel delivery unit. The suction jet pump (right-side) -item 6- delivers
the fuel into the baffle housing (left-side); the suction jet pump (left-side) -item 1- delivers the fuel into the
baffle housing (right-side).

¢ The stream of fuel is distributed from the primary stage of the fuel pump (right-side) to the two suction-jet
pumps via two Y-connectors -item 7- and -item 8-.
¢ Another small suction-jet pump is located in the expansion tank -item 3- and delivers fuel from there back

to the fuel tank.
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3.10 Removing and installing suction-jet

pump (left-side)

Removing

Observe safety precautions = page 1 .

Observe rules for cleanliness = page 3 .

Remove the fuel delivery unit (left-side) = page 26 .

Remove fuel gauge sender 3 - G237- (tubular sender, left-
side) from fuel tank.

Working through left fuel tank opening, disconnect supply lines
-1- and -3- for suction-jet pumps from Y-connector (press re-
lease tabs).

Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1-.

E Note

Disregard -item 2-.

Pull out disconnected fuel supply line through left fuel tank
opening.

Working through left fuel tank opening, press release tab
-arrow- and detach retaining clip for suction jet lines from re-
tainer.

Pull out suction-jet pump (left-side) together with lines through
left fuel tank opening.

Installing

Insert suction-jet pump (left-side) -1- into fuel tank and place
into recess in baffle plate -2- in fuel tank at front, as shown in
illustration.

Then press retaining clip for suction-jet pump into retainer so
it engages audibly.

AS-IC |
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— Push fuel supply line through left fuel tank opening into right
fuel tank chamber. Note routing:

* The fuel supply line -3- must be routed below the fuel filler pipe
-2- at the left fuel tank opening.

E Note

Disregard -item 1-.

— Fitfuel supply line -1- onto fuel delivery unit (right-side) so that
it engages audibly.

E Note

Disregard -item 2-.

— Working through left fuel tank opening, fit supply lines -1- and "2 Jl
-3-for suction-jet pumps onto Y-connector so that they engage % mﬁﬁmﬁm
audibly. ——-"’7«:’/‘%}‘ i\mﬁﬂm}l

pEN

— Insert fuel gauge sender 3 - G237- into fuel tank. :;j;ﬂiﬁ?

=

— Install fuel delivery unit (left-side) = page 31 .

& AZ-1CA7 |

3.1 Removing and installing suction-jet
pump (right-side)

Removing

Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

— Remove fuel delivery unit (right-side) = page 42 .

— Remove fuel gauge sender 4 - G393- (tubular sender, right-
side) from fuel tank.

— Working through left fuel tank opening, disconnect supply line
-5- for suction-jet pump from Y-connector (press release tab).
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— Working through left fuel tank opening, press release tabs
-arrows- and detach fuel supply line -2-.

E Note

Disregard -item 1-.

— Pull out disconnected fuel supply line through right fuel tank
opening.

— Working through right fuel tank opening, press release tab
-arrow- and detach retaining clip for suction jet lines from re-
tainer.

— Pull suction-jet pump (right-side) together with lines out of right
fuel tank opening.

Installing

— Insert suction-jet pump (right-side) -1- into fuel tank and place
into recess in baffle plate -2- in fuel tank at front, as shown in
illustration.

— Then press retaining clip for 'suction-jet pump into retainer so
it engages audibly.

— Push fuel supply line through right fuel tank opening into left
fuel tank chamber. Note routing:

» The fuel supply line -1- must be routed below the fuel filler pipe
-2- at the left fuel tank opening.

E Note

Disregard -item 3-.
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— Fit fuel supply line -2- onto fuel delivery unit (left-side) so that
it engages audibly.

E Note

Disregard -item 1-.

— Push supply line -5- for suction-jet pump through right fuel tank
opening into left fuel tank chamber.

— Fit supply line for suction-jet pump onto Y-connector so it en-
gages audibly.

— Insert fuel gauge sender 4 - G393- into fuel tank.
— Install fuel delivery unit (right-side) = page 48 .

S

‘&g&ﬁ i

3. Fuel delivery unit with fuel pump and fuel gauge senders - rest-of-world vehicles with MPI engine 65



4 Routing of pipes/hoses (inside fuel
tank) - rest-of-world vehicles with FSI

engine
= “4.1 Routing of pipes/hoses (inside fuel tank) - exploded view”,
page 66
4.1 Routing of pipes/hoses (inside fuel tank) - exploded view

E Note

\
& The illustration shows the correct routing of pipes/hoses inside the fuel tank (schematic view).

& /tis not necessary to route the pipes/hoses in exactly the same way as shown in the illustration, except for
pipes/hoses shown in = page 67 . However it is essential (o fit the pjpes/hoses with sufficient space in
relation fo each other and to prevent rattling noises.

& The -arrow- points in direction of travel.

1 - Fuel delivery unit (left-side)
with fuel system pressurisation
pump - G6-

2 - Fuel supply line

Q From suction-jet pump
(left-side) to fuel deliv-
ery unit (right-side)

3 - Supply line for suction-jet
pump

Q From fuel pump (right-

side) to suction-jet
pump (left-side)

4 - Suction-jet pump (left-side)

5 - Supply line for suction-jet
pump
Q For fuel delivery unit
(left-side)
6 - Expansion tank

Q With suction-jet pump to
extract fuel from expan-
sion tank

'

7 - Non-return flap
Q For fuel filler pipe

o
8 - Primary filler pipe %—,
Q To fuel delivery unit 4%
(right-side). 45‘%:‘"“
Q Ensures that a small é&ix&

amount of fuel is deliv-
ered immediately to the
fuel delivery unit when

the tank is filled for the
first time. 20 19 18 17 16

9 - Supply line for suction-jet
pump
Q For fuel delivery unit (right-side)
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10 - Suction-jet pump (right-side)
11 - Supply line for suction-jet pump
Q From fuel pump (left-side) to suction-jet pump (right-side)
12 - Fuel supply line
Q From suction-jet pump (right-side) to fuel delivery unit (left-side)
13 - Fuel delivery unit (right-side) with fuel pump - G23-
14 - Fuel supply line
a From fuel pumps (left and right) to flange
15 - Breather line
O To breather connection at top of fuel filler neck

16 - Fuel return line
O From flange to fuel delivery unit (right-side)
Q Fitted loosely in fuel delivery unit (right-side)
17 - Fuel filler pipe
O From fuel filler neck to non-return flap in fuel tank
18 - Supply line for suction-jet pump
4 To suction-jet pump in expansion tank
19 - Balance pipe
O Between fuel delivery units
20 - Breather line
O To activated charcoal filter in rear left wheel housing

Installation position of fuel supply lines

* The fuel supply lines -1- and -3- must be routed below the fuel
filler pipe -2- at the left fuel tank opening.
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5 Fuel delivery unit with fuel pump and
fuel gauge senders - rest-of-world ve-
hicles with FSI engine

= “5.1 Exploded view - fuel delivery unit (left-side) with fuel system
pressurisation pump G6 and fuel gauge senders G and G237 ”,

page 68

= “5.2 Checking fuel system pressurisation pump G6 (left-side) -
electrical test”, page 70

= “5.3 Removing and installing fuel delivery unit (left-side) with
fuel system pressurisation pump G6 ”, page 70

> “5.4 Exploded view - fuel delivery unit (right-side) with fuel pump
G23 and fuel gauge senders G169 and G393 ”, page 79

= “5.5 Checking fuel pump G23 (right-side) - electrical test”, page
81

> “5.6 Removing and installing flel°delivery tnit (right-side) with
fuel pump G23 ", page 81

> “5.7 Checking delivery rate of fuel pumps - vehicles with 6-cyl-
inder engine”, page 90

> “5.8 Checking delivery rate of fuel pumps - vehicles with 8-cyl-
inder engine”, page 94

= “6.9 Checking delivery rate of fuel pumps - vehicles with 10-
cylinder engine (Audi S8)”, page 98

= “5.10 Fuel pump control unit J538 ", page 102

= “5.11 Removing and installing fuel pump control unit J538 ”,
page 102

= “5.12 Suction-jet pumps”, page 103

= “5.13 Removing and installing suction-jet pump (left-side)”,

page 105

= “5.14 Removing and installing suction-jet pump (right-side)”,

page 107

5.1 Exploded view - fuel delivery unit (left-side) with fuel system pressurisation

pump - G6- and fuel gauge senders -G- and -G237-
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1 - Retainer
Q For fuel delivery unit

2 - Fuel gauge sender - G-
a Black

A Clipped onto retainer
-item 1-

O Checking resistance
values = page 221

U Removing and installing

> page 222

3 - Fuel delivery unit (left-side)

O With fuel system pres-
surisation pump - G6-

O Clipped onto retainer
-item 1-

Q Different versions avail-
able; for correct version
refer to = Electronic
parts catalogue

Q Checking fuel pump
(electrical test)
=> page 125

O Checking residual pres-
sure => Rep. gr. 24

U Removing and installing
=> page 70

Q Put at least 5 litres of
fuelinto tank after instal-
ling

4 - Fuel supply line

Q From suction jet pump
(right-side)

O Clipped onto fuel deliv-
ery unit -item 3-

A20-10602

5 - Supply line for suction-jet pump
Q For fuel delivery unit (left-side)
6 - Supply line for suction-jet pump
4 To suction-jet pump (right-side)
7 - Fuel supply line
O The plug connector is located on the right side of the fuel tank
U Press release tab on connection piece to disconnect
8 - Locking ring
U1 Remove and install using wrench - T10202-
Qa Tighten to 120 Nm
9 - Flange (left-side)
Q Installation position = page 70
10 - Seal
0 Renew
O Install dry
11 - Balance pipe
Q To fuel delivery unit (right-side).
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12 - Fuel gauge sender 3 - G237-

Grey

Clipped onto fuel delivery unit -item 3-
Checking resistance values = page 225
Removing and installing = page 226

OuUo0o

Installation position of flange (left-side)
— Install new seal for flange (seal must be installed dry).
— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

5.2 Checking fuel system pressurisation
pump - G6- (left-side) - electrical test

4 On vehicles with FSI engine, voltage for the fuel pumps is
supplied via fuel pump control unit - J538- .

¢ Check fuel pump control unit - J538- in “Guided Fault Finding”
= Vehicle diagnostic tester.

5.3 Removing and installing fuel delivery
unit (left-side) with fuel system pressur-
isation pump - G6-

Special tools and workshop equipment required

¢ Wrench - T10202-

Removing
Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

T10202

ﬁ Caution

*  The fuel tank must not be more than /3 full when remov-

ing the fuel delivery unit. Drain the tank if necessary.
Procedure = page 112
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ﬁ Caution

Observe notes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Remove luggage compartment floor covering.

E Note

For removing and installing fuel delivery unit, take tool kit and
spare wheel out of luggage compartment. You can then sit or
kneel in the spare wheel well.

— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (left-side).

— Unscrew locking ring using wrench - T10202- .
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— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(left-side).

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (right-side).

— Markfuelreturndine=1-rand:fuel supply fine =2

ﬁ WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).

Vehicles with auxiliary heater:

— In addition, disconnect fuel supply line for auxiliary heater.
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All vehicles (continued):
— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(right-side).

E Note

Pull out fuel lines from fuel tank opening prior fo disconnecting
the pipe connectors mentioned below.
Vehicles with auxiliary heater:

— Pull out suction pipe -1- for auxiliary heater from retainers X
-arrows- on tubular sender.
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All vehicles (continued):

— Working through right fuel tank opening, press release tab and

disconnect fuel supply line -2- going to fuel delivery unit (left-
side).

m Note

Disregard -item 1-.

Working through left fuel tank opening, press release tabs and
disconnect balance pipe -1- and supply line -2- going to suc-
tion-jet pump (right-side) and supply line -3- going to fuel
delivery unit (left-side).

Pull disconnected fuel lines out of left fuel tank opening.

Working through left fuel tank opening, press release tabs
-arrows- and detach fuel supply line -2- and fuel gauge send-
er 3 - G237- -item 1-.

Move fuel gauge sender 3 - G237- to left side.
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— Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

— Remove fuel delivery unit.

m Note

Keep in mind that the fuel delivery unit still contains fuel.

Installing

» Tightening torque = page 68

— Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

— Then press fuel delivery unit carefully into retainer so that it
engages audibly.

— Fit fuel supply line -2- and fuel gauge sender 3 - G237-
-item 1- so that they engage audibly.

— Guide fuel supply line for fuel delivery unit (left-side) into fuel
tank chamber (right-side).

supply line -2- going to suction-jet pump (right-side) and sup-
ply line -3- going to fuel delivery unit (left-side) so that they

— Working through left fuel tank opening, fit balance pipe -1- and /
engage audibly.

"if’-’\"i' T Y
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— Working through right fuel tank opening, fit fuel supply line
-2- so that it engages audibly.

E Note

Disregard -item 1-.

Vehicles with auxiliary heater:

— Fit suction pipe -1- for auxiliary heater into retainers -arrows-
on tubular sender.

All vehicles (continued):

— Connect electrical connectors -1 ... 3- on underside of flange ey
(right-side). -

— Install new seal for flange (seal must be installed dry).

\\\\ 2 [Crzoion]
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— Fit flange into fuel tank; note correct installation position:

* The hose for the return line must be guided into the opening
in the centre of the fuel delivery unit.

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking. ring.

— Install fuel supply line -2- and fuel return line -1- (as marked)
so that they engage audibly.

Vehicles with auxiliary heater:

— Also fit fuel supply line going to auxiliary heater so that it en-
gages audibly.

All vehicles (continued):

— Attach electrical connectors -1- and -2- on flange (right-side).

A20-1110

A20-1089
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— Secure cover for flange (right-side) -arrows-.

— Connect electrical connectors -1 ... 3- on underside of flange
(left-side).

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.
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— Attach electrical connectors -1- and -2- on flange (left-side).

— Secure cover for flange (left-side) -arrows-. [

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

— Put at least 5 litres of fuel into tank after installing
Vehicles with auxiliary heater:

— Let auxiliary heater run with full load for 10 minutes to bleed
fuel supply line going to metering pump.

é;:; I:,-il,-'; |-/I;_;'J--" II|III
54 Exploded view - fuel delivery unit (right-side) with fuel pump - G23- and fuel
gauge senders -G169- and -G393-
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1 - Retainer

Q For fuel delivery unit
2 - Fuel gauge sender 2 -
G169-

Q Yellow

Q Clipped onto retainer

-item 1-

QO Checking resistance
values > page 223

Q0 Removing and installing

=> page 224

3 - Fuel gauge sender 4 -
G393-

U White

Clipped onto fuel deliv-
ery unit -item 16-

Q Checking resistance
values = page 230

Q0 Removing and installing
= page 232

4 - Fuel supply line
Q To fuel filter
Q Mark before removing

 Press release tab on
connection piece to dis-
connect

Q Do not kink
Q Clip onto fuel tank

5 - Fuel return line
From fuel rail
Mark before removing

A20-10603

Press release tab on
connection piece to disconnect

Do not kink
Clip onto fuel tank

o0 000

6 - Locking ring
Q0 Remove and install using wrench - T10202-
Q Tighten to 120 Nm

7 - Seal
U Renew
Q Install dry
8 - Flange (right-side)
O Installation position = page 81
9 - Fuel return line
Q From flange to fuel delivery unit (right-side)
Q Fitted loosely in fuel delivery unit (right-side)
10 - Fuel supply line
Q From fuel delivery units to flange
11 - Balance pipe
O Between fuel delivery units
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12 - Supply line for suction-jet pump
Q For suction-jet pump
U Press release tab on connection piece to disconnect

13 - Fuel supply line
Q From suction-jet pump (left-side)
Q Clipped onto fuel delivery unit -item 16-
14 - Supply line for suction-jet pump
Q For fuel delivery unit (right-side)
15 - Fuel filler pipe
Q From filler neck
Q Clipped onto fuel delivery unit -item 16-
16 - Fuel delivery unit (right-side)
With fuel pump - G23-
Clipped onto retainer -item 1-
Different versions available; for correct version refer to = Electronic parts catalogue
Checking fuel pump (electrical test) = page 81
Checking residual pressure = Rep. gr. 24
Removing and installing = page 81
Put at least 5 litres of fuel into tank after installing

Oooo0o0ououUJo

Installation position of flange (right-side)
— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

A20-1110

5.5 Checking fuel pump - G23- (right-side) -
electrical test

4 On vehicles with FSI engine, voltage for the fuel pumps is
supplied via fuel pump control unit - J538- .

¢ Check fuel pump control unit - J538- in “Guided Fault Finding”
= Vehicle diagnostic tester.

5.6 Removing and installing fuel delivery
unit (right-side) with fuel pump - G23-

Special tools and workshop equipment required
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¢ Wrench - T10202-

Removing
Observe safety precautions = page 1 .
Observe rules for cleanliness = page 3 .

T10202

ﬁ Caution

*  The fuel tank must not be more than /3 full when remov-

ing the fuel delivery unit. Drain the tank if necessary.
Procedure > page 112

ﬁ Caution

Observe notes on procedure for disconnecting the bafttery.

— With ignition switched off, disconnect battery earth cable
-arrowri=-&lectrical system; Repugr. 127

— Remove luggage compartment floor covering.

m Note

For removing and installing fuel delivery unit, take tool kit and
spare wheel out of luggage compartment. You can then sit or
kneel in the spare wheel well.

— Unscrew cover for flange (right-side) -arrows-.
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— Unplug electrical connectors -1- and -2- on flange (right-side).

— Mark fuel return line

-1- and fuel supply line -2-.

ﬁ WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).
Vehicles with auxiliary heater:
— In addition, disconnect fuel supply line -2- for auxiliary heater.

All vehicles (continued):

— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange ~

(right-side).

N 2
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E Note

Pull out fuel lines from fuel tank opening prior fo disconnecting
the pipe connectors mentioned below.

— Working through right fuel tank opening, press release tabs

and disconnect fuel supply lines -1- and -2- going to fuel de-
livery units.

E Note

For illustration purposes some of the components are shown re-
moved in the following illustrations.

— Unclip fuel filler pipe -arrow- at front of fuel delivery unit (right-
side).

— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (left-side).
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— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(left-side).

— Working through left fuel tank opening, press release tab and
disconnect connecting pipe -1-. /

— Pull out connecting pipe from right fuel tank opening.

m Note

Disregard -ifems 2, 3-.

&
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— Working through right fuel tank opening, press release tabs
and disconnect supply line -1- going to suction-jet pump (left-
side) and supply line -2- going to fuel delivery unit (right-side).

A20-10659
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Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1- and fuel gauge send-
er 4 - G393- -item 2-.

Move fuel gauge sender 4 - G393- to right side.

Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

Remove fuel delivery unit.

E Note

Keep in mind that the fuel delivery unit stifll contains fuel.

Installing

Tightening torque = page 79

Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

Then press fuel delivery unit carefully into retainer so that it
engages audibly.

Fit fuel supply line -1- and fuel gauge sender 4 - G393-
-item 2- so that they engage audibly on fuel delivery unit (right-
side).
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— Working through right fuel tank opening, fit supply line -1- go-
ing to suction-jet pump (left-side) and supply line -2- going to
fuel delivery unit (right-side) so that they engage audibly.

Fit connecting pipe -1- through left opening on fuel tank so that
it engages audibly. /

SEVO
= A
ALY
G )»)»w\ '

i,

Connect electrical connectors -1 ... 3- on underside of flange
(left-side).
Install new'sealfor-flange‘(seal must'be installed dry):

Fit flange into fuel tank; note correct installation position:

Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.
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— Tighten locking ring.

— Attach electrical connectors -1- and -2- on flange (left-side).

— Secure cover for flange (left-side) -arrows-.

— Working through right fuel tank opening, fit fuel lines -1- and
-2- going to fuel delivery units so that they engage audibly.

T10202
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— Connect electrical connectors -1 ... 3- on underside of flange
(right-side).

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel 1 ? 3
tank. /

A20-1110

— Tighten locking ring.

— Install fuel supply line -2- and fuel return line -1- (as marked)
so that they engage audibly.

Vehicles with auxiliary heater:

— Also fit fuel supply line going to auxiliary heater so that it en-
gages audibly.
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All vehicles (continued):
— Attach electrical connectors -1- and -2- on flange (right-side).

— Secure cover for flange (right-side) -arrows-.

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

— Put at least 5 litres of fuel into tank after installing
Vehicles with auxiliary heater:

— Let auxiliary heater run with full load for 10 minutes to bleed
fuel supply line going to metering pump.

5.7 Checking delivery rate of fuel pumps -
vehicles with 6-cylinder engine

Special tools and workshop equipment required
¢ K-Jetronic pressure tester - V.A.G 1318-

¢ Adapter set- V.A.G 1318/10-12-

4 Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

¢ Fuel-resistant measuring container

WOO0-0577

V.A.G 1348/3A

——=—pr—
=T % g - |

‘%‘—-—:—-—Iﬂ PlE==a==xs
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Procedure
— Observe test conditions = page 3 .

ﬁ WARNING

Observe safety precautions = page 1.

— Remove luggage compartment side trim cover (right-side)
-arrows-.

— Remove cover -2- over battery.

E Note

Disregard -item 1-.

— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.

i . 1}
/ > e 11
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i N | |

— Unplug electrical connector -2- on flange (left-side).

B row JIT

Disregard -item 1-. /
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— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

E Note

Disregard -item 1-.

£20-1620

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable -V.A.G 1348/3-3- to contact -4- (earth), of fuel
delivery unit (left-side) and fuel delivery unit (right-side) using
test leads from auxiliary measuring set - V.A.G 1594C-.:

— Move switch of remote control - V.A.G 1348/3A- for V.A.G
1348 to front of engine compartment.

— Connect crocodile clip to earth point in engine compartment.

— Connect contact -1- (positive) of fuel delivery unit (left-side)
and fuel delivery unit (right-side) to battery “+” via an impro-
vised test lead. For safety reasons an in-line fuse -A- (10 A)
must be connected into the lead.

— Remove filler cap from fuel filler neck.

AZ0-10095 | A
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ﬁ WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

& Caution

Rules for cleanliness when working on the injection system
>page 3.

— Disconnect fuel line -arrow-.

— Connect K-Jetronic pressure tester - V.A.G 1318- with adapt-
ers - V.A.G 1318/11- and -V.A.G 1318/12- to fuel line.

— Fit auxiliary hose -arrow- onto pressure tester and hold it in a
measuring container.

— Open cut-off valve on pressure tester.
» Lever points in direction of flow.

— Build up pressure in fuel system by pressing the remote control

and slowly closing the cut-off valve on the pressure tester. _ e g

» Specification: 4 bar \ .g@ . ';.é_;_ ¥
N . 1| ] e | amaee [§
— From this point on do not move position of cut-off valve. LBl e ailile —Seserrmes

— Empty the measuring container.
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— Press remote control button for 15 seconds. om 3 15<
— Compare amount of fuel delivered with minimum delivery —| 800
shown in diagram (cm3/15 sec.). 700
600
7
m Note 7 500
S 400
Voltage at fuel pump with engine stationary and pump running is /’ 300
approx. 2 volts less than battery voltage. // 200
/ 100
If minimum delivery rate is not reached, check for the following v
causes: 8 9 10 11 12V

4 Fuel lines have been crushed.
4 Fuel filter is blocked.

¢ Fuel pump is defective.

m Note

As there is hardly any difference in the fuel delivery rate if only
one of the two fuel pumps is working (because of the hose con-
nections inside the tank), it is difficult to diagnose a defective
pump by just measuring the delivery rate.

In this case proceed as follows:

— Unplug the electrical auxiliary lead at the fuel delivery units
(one at a time).

— Measure delivery rate of fuel delivery unit located on the op-
posite side.

If the delivery rate of the fuel delivery unit which has been meas-
ured separately is considerably below specification:

— Renew the relevant fuel delivery unit.
Installation is carried out in the reverse order; note the following:

— Secure fuel line to engine > Rep. gr. 24 .

5.8 Checking delivery rate of fuel pumps -
vehicles with 8-cylinder engine

Special tools and workshop equipment required

¢ K-Jetronic pressure tester - V.A.G 1318-

WOO0-0577

¢ Adapter set - VWA.G1318/10-12-
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4 Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

V.A.G 1348/3A

¢ Fuel-resistant measuring container

Procedure
— Observe test conditions = page 3 .

ﬂ WARNING

Observe safely precautions = page 1.

— Remove luggage compartment side trim cover (right-side)
-arrows-.

— Remove cover -2- over battery.

E Note

Disregard -item 1-.

/ == d

— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.
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— Unplug electrical connector -2- on flange (left-side).

E Note

Disregard -item 1-.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

E Note

Disregard -item 1-.

£20-1020

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable -V.A.G 1348/3-3- to contact -4- (earth) of fuel
delivery unit (left-side) and fuel delivery unit (right-side) using
test leads from auxiliary measuring set - V.A.G 1594C- .

— Move switch of remote control - V.A.G 1348/3A- for V.A.G
1348 to front of engine compartment.

— Connect crocodile clip to earth point in engine compartment.

— Connect contact -1- (positive) of fuel delivery unit (left-side)
and fuel delivery unit (right-side) to battery “+” via an impro-
vised test lead. For safety reasons an in-line fuse -A- (10 A)
must be connected into the lead.

— Remove filler cap from fuel filler neck.

AZ0-10095 | A
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— Pull off engine cover panel (rear) -arrows-.

& WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Disconnect fuel supply line -arrow- at connecting piece.

& Caution

Rules for cleanliness when working on the injection system
>page 3.

— Disconnect fuel line -arrow-.

— Connect K-Jetronic pressure tester - V.A.G 1318- with adapt-
ers - V.A.G 1318/11- and -V.A.G 1318/12- to fuel line.

— Fit auxiliary hose -arrow- onto pressure tester and hold it in a
measuring container.

— Open cut-off valve on pressure tester. Lever must point in di-
rection of flow.

— Build up pressure in fuel system by pressing the remote control
button and slowly closing the cut-off valve on the pressure
tester.

» Specification: 4 bar

— From this point on do not move position of cut-off valve.

— Empty the measuring container.
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— Press remote control button for 15 seconds. om 3 15<
— Compare amount of fuel delivered with minimum delivery —| 800
shown in diagram (cm3/15 sec.). 700
600
7
m Note 7 500
S 400
Voltage at fuel pump with engine stationary and pump running is /’ 300
approx. 2 volts less than battery voltage. // 200
/ 100
If minimum delivery rate is not reached, check for the following v
causes: 8 9 10 11 12V

4 Fuel lines have been crushed.
4 Fuel filter is blocked.

¢ Fuel pump is defective.

m Note

As there is hardly any difference in the fuel delivery rate if only
one of the two fuel pumps is working (because of the hose con-
nections inside the tank), it is difficult to diagnose a defective
pump by just measuring the delivery rate.

In this case proceed as follows:

— Unplug the electrical auxiliary lead at the fuel-delivery units
(one at a time).

— Measure delivery rate of fuel delivery unit located on the op-
posite side.

If the delivery rate of the fuel delivery unit which has been meas-
ured separately is considerably below specification:

— Renew the relevant fuel delivery unit.
Installation is carried out in the reverse order; note the following:

— Secure fuel line to engine > Rep. gr. 24 .

5.9 Checking delivery rate of fuel pumps -
vehicles with 10-cylinder engine (Audi
S8)

Special tools and workshop equipment required

¢ K-Jetronic pressure tester - V.A.G 1318-

WOO0-0577

¢ Adapter set- V.A.G 1318/10-12-
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4 Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

¢ Fuel-resistant measuring container
Procedure
— Observe test conditions = page 3 .

V.A.G 1348/3A

ﬂ WARNING

Observe safely precautions = page 1.

— Remove luggage compartment side trim cover (right-side)
-arrows-.

— Remove cover -2- over battery.

E Note

Disregard -item 1-.

— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.
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— Unplug electrical connector -2- on flange (left-side).

E Note

Disregard -item 1-.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

E Note

Disregard -item 1-.

£20-1020

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable -V.A.G 1348/3-3- to contact -4- (earth) of fuel
delivery unit (left-side) and fuel delivery unit (right-side) using
test leads from auxiliary measuring set - V.A.G 1594C- .

— Move switch of remote control - V.A.G 1348/3A- for V.A.G
1348 to front of engine compartment.

— Connect crocodile clip to earth point in engine compartment.

— Connect contact -1- (positive) of fuel delivery unit (left-side)
and fuel delivery unit (right-side) to battery “+” via an impro-
vised test lead. For safety reasons an in-line fuse -A- (10 A)
must be connected into the lead.

— Remove filler cap from fuel filler neck.

AZ0-10095 | A
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— Pull off engine cover panel (rear) -2- -arrows-.

E Note

Disregard -item 1-.

Protected by copyright. Copying for private or commercial purposes, i
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liabilit

ith respect to the correctness of information in this document. Corlli

ﬁ WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

ﬂ Caution _
L e

Rules for cleanliness when working on the injection system i . |
= Q a Ze 3 i - 4TS =1

— Disconnect fuel pipe -arrow- at fuel rail.

— Connect K-Jetronic pressure tester - V.A.G 1318- with adapt-
ers - V.A.G 1318/11- and -V.A.G 1318/12- to fuel line.

— Fit auxiliary hose -arrow- onto pressure tester and hold it in a
measuring container.

V.A.G
1318/12

— Open cut-off valve on pressure tester. Lever must point in di-
rection of flow.

— Build up pressure in fuel system by pressing the remote control
button and slowly closing the cut-off valve on the pressure
tester.

» Specification: 4 bar

— From this point on do not move position of cut-off valve.

— Empty the measuring container.
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— Press remote control button for 15 seconds.

— Compare amount of fuel delivered with minimum delivery
shown in diagram (cm3/15 sec.).

m Note

Voltage at fuel pump with engine stationary and pump running /s
approx. 2 volts less than battery voltage.

If minimum delivery rate is not reached, check for the following
causes:

¢ Fuel lines have been crushed.

¢ Fuel filter is blocked.

¢ Fuel pump is defective.

m Note

As there is hardly any difference in the fuel delivery rate if only
one of the two fuel pumps is working (because of the hose con-
nections inside the tank), it is difficult to diagnose a defective
pump by just measuring the delivery rate.

In this case proceed as follows:

— Unplug the electrical auxiliary lead at the fuel delivery units
(one at a time).

— Measure delivery rate of fuel delivery unit located on the op-
posite side.

If the delivery rate of the fuel delivery unit which has been meas-
ured separately is considerably below specification:

— Renew the relevant fuel delivery unit.
Installation is carried out in the reverse order; note the. following:
— Secure fuel line to fuel rail = Rep. gr. 24 .

5.10 Fuel pump control unit - J538-

Check fuel pump control unit - J538- in “Guided Fault Finding”
= Vehicle diagnostic tester.

5.11 Removing and installing fuel pump con-
trol unit - J538-

Removing

Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

— Switch off ignition and remove ignition key.

— Remove luggage compartment floor covering.

— Detach cover for flange (left-side) -arrows-.

800

700

6800

7
7 500

4 400

i
7 300

A
7 200

100

9 10 11 12V

cm SI 15s

A20-10102
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— Unplug electrical connectors -1- and -2- on flange (left-side).

— Remove plugs in luggage compartment floor and unscrew
nuts -arrows-.

— Slightly lift floor panel in the area of flange by hand and remove
fuel pump control unit - J538- between floor panel and fuel tank
flange.

— Unplug electrical connector at control unit.
Installing

Install in reverse order.

Tightening torque
Component Nm
Fuel pump control unit - J538- to fuel tank 1.6

5.12 Suction-jet pumps
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1 - Suction-jet pump (left-side)
2 - Fuel delivery unit (left-side)
3 - Expansion tank

4 - Fuel delivery unit (right-
side)

oz

o

=

5 - Suction-jet pump (right-
side)

e
et
—

6 - Supply line for suction-jet
pump

Q From fuel delivery unit g

(right-side) to suction-jet E

pump (left-side) =

7 - Supply line for suction-jet
pump
Q Fromfuel.delivery unit
(left-side)to'suction=jet
pump (right-side)

8 - Balance pipe

Q0 Between fuel delivery
units

Description of operation

To ensure areliable fuel supply
in all situations, the fuel pumps
must never draw in air, even
under extreme driving condi-
tions such as very sharp bends

or under heavy braking. This
may happen when the fuel

/

sloshes into one of the corners o
of a partially filled fuel tank.
¢ For this reason, the fuel de-
livery units -item 2- and
-item 4- incorporate a so- 8 7 6

called baffle housing, in
which the fuel pumps are fitted, as well as the fuel pumps themselves. The baffle housing is a container

permanently filled with fuel, so that the fuel pumps are surrounded with fuel regardless of the fuel level in
the tank.

¢ Consequently, proper filling of the baffle housings is essential for trouble-free operation of the fuel pumps.
This is the purpose of the "suction-jet pumps".

¢ The suction-jet pumps operate according to the principle of fluid entrainment: a stream of fuel from the
primary stage of the fuel pumps -2- (left-side) and -4- (right-side) is fed via the supply lines -6- and -7- to the
suction-jet pumps -1- and -5-, where it is passed through a nozzle and thus accelerated. The accelerated
stream of fuel draws off the surrounding fuel and delivers it to the baffle housings in the fuel delivery units.
The suction jet pump (right-side) -item 5- delivers the fuel into the baffle housing (left-side); the suction jet
pump (left-side) -item 1- delivers the fuel into the baffle housing (right-side).

¢ In addition, the stream of fuel from the fuel pumps is supplied to the two smaller suction-jet pumps in the
baffle housings via two Y-connectors. Working through the balance pipe -item 8-, these ensure that the
baffle housings in both fuel delivery units are filled evenly.

¢ Another small suction-jet pump is located in the expansion tank -item 3- and delivers fuel from there back
to the fuel tank.
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5.13 Removing and installing suction-jet
pump (left-side)

Removing

Observe safety precautions = page 1 .

Observe rules for cleanliness = page 3.

— Remove the fuel delivery unit (left-side) = page 26 .

— Remove fuel gauge sender 3 - G237- (tubular sender, left-
side) from fuel tank.

— Working through right fuel tank opening, press release tab and
disconnect fuel supply line -1-.

— Detach flange.

— Working through right fuel tank opening, press release tabs
and disconnect supply lines -1- and -2- for suction-jet pumps
from Y-connector.

— Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1-.

m Note

Disregard -item 2-.

— Pull out disconnected fuelsupplyline throughdeft fuel tank
opening.
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— Working through left fuel tank opening, press release tab
-arrow- and detach retaining clip for suction jet lines from re-
tainer.

— Pull out suction-jet pump (left-side) together with lines through
left fuel tank opening.

Installing

— Version with baffle plate: insert suction-jet pump (left-side)
-1- so it fits in recess in baffle plate -2- at front of fuel tank, as
shown in illustration.

— Then press retaining clip for suction-jet pump into retainer so
it engages audibly.

— Push fuel supply line through left fuel tank opening into right
fuel tank chamber. Note routing:

» The fuel supply line -3- must be routed below the fuel filler pipe
-2- at the left fuel tank opening.

E Note

Disregard -item 1-.

— Fit fuel supply line -1- onto fuel delivery unit (right-side) so that
it engages audibly.

E Note

Disregard -ifem 2-.
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— Working through right fuel tank opening, fit supply lines -1- and
-2-for suction-jet pumps onto Y-connector so that they engage
audibly.

— Working through right fuel tank opening, fit fuel supply line
-1- so that it engages audibly.

— Insert fuel gauge sender 3 - G237- into fuel tank.
— Install fuel delivery unit (left-side) = page 31 .

5.14 Removing and installing suction-jet
pump (right-side)

Removing

Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

— Remove fuel delivery unit (right-side) = page 42 .

- -Remoye fuel gauge sender 4 - G393- (tubular sender, right;
side) from fuel tank.

— Working through right fuel tank opening, press release tab and
disconnect supply line for suction-jet pump -arrow- from ex-
pansion tank.

A20-10660
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— Working through left fuel tank opening, press release tabs and
disconnect supply lines -2- and -3- for suction-jet pumps from
Y-connector.

1) \l'@*‘g( 7
(P N
%
RGN e
f\(""m{{f(f\“y

e
g

— Working through left fuel tank opening, press release tabs
-arrows- and detach fuel supply line -2-.

m Note

Disregard -item 1-.

— Pull out disconnected fuel supply line through right fuel tank
opening.

— Working through right fuel tank opening, press release tab
-arrow- and detach retaining clip for suction jet lines from re-
tainer.

— Pull suction-jet pump (right-side) together with lines out of right
fuel tank opening.

Installing

— Version with baffle plate: insert suction-jet pump (right-side)
-1- so it fits in recess in baffle plate -2- at front of fuel tank, as
shown in illustration.

— Then press retaining clip for suction-jet pump into retainer so
it engages audibly.
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— Push fuel supply line through right fuel tank opening into left
fuel tank chamber. Note routing:

* Thefuel supply line -1- must be routed below the fuel filler pipe
-2- at the left fuel tank opening.

m Note

Disregard -item 3-.

— Fit fuel supply line -2- onto fuel delivery unit (left-side) so that
it engages audibly.

E Note

Disregard -item 1-.

— Push supply line for suction-jet pump through right fuel tank
opening into left fuel tank chamber.

— Working through left fuel tank opening, fit supply lines -2- and
-3-for suction-jet pumps onto Y-connector so that they engage
audibly.

— Working through right fuel tank opening, fit supply line for suc-
tion-jet pump -arrow- onto connection on expansion tank so
that it engages audibly.

— Insert fuel gauge sender 4 - G393- into fuel tank.
— Install fuel delivery unit (right-side) = page 48 .

A20-10660
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6 Fuel tank with attached components
- all USA vehicles

= “6.1 Fuel tank with attached components - exploded view”, page
110

= “6.2 Draining fuel tank”, page 112

= “6.3 Removing and installing fuel tank with attached compo-
nents”, page 115

6.1 Fuel tank with attached.components - exploded view
1 - Securing strap 5 6 -7 8B G
Q With spacer, installation i
position = page 111 @1
;v; . &
2-22Nm L “'@‘f&
L -.':;-__:_\_L_ﬁm__l Y ;
3 - Fuel line # IO
Q From fuel filter Ny "“5} BN 10
Q To engine 3 { |
U Press release tab on | é
connection piece to dis- | oot - 11

connect h [

4 - Fuel return line
Q From engine

Q Press release tab on
connection piece to dis-
connect

Q Clip onto fuel tank

5 - Breather line

6 - Earth connection

O To eliminate electrostat-
ic charge

Q Installation position /
test procedure
=> page 111

Q Make sure that connec-
tor is securely fitted

Q After installation, use an
ohmmeter to check the
electrical connection
between the fuel filler
neck and a bare metal
part on the body. Speci-

fication: approx. 0 Q 23 22 21

_._.
Fe= = 7

_ AZD 10 |

7 - Filler cap
Q With solenoid for fuel tank cap switch - F314- = page 112
8 - Seal
QO Renew if damaged
9-22 Nm

10 - Electrical connector
Q For fuel tank cap switch - F314- = page 112

11 - Breather line
Q To activated charcoal filter at bottom of spare wheel well on underbody
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1 Remains on fuel tank when tank is removed

12 - Fuel tank
U Removing and installing = page 115

13 - Bush

14 - Fuel tank bracket
156-22 Nm

16 - Rubber buffer

17 - Washer

18 - 22 Nm

19-22 Nm

20 - Securing strap
U With spacer, installation position = page 111

21 -Clip

U For heat shield
22 - Heat shield
23 - Clip

U For heat shield

Installation position of spacers

— Make sure that securing strap_spacers are located.directly un-
der seam of fuelitank zarrowr.

Installation position of earth connection
— Route earth connection as shown in illustration.

— Ensure that connector for earth connection is securely fitted
on metal ring on fuel filler neck -arrow-.

& WARNING

After installation, use an ohmmeter to check the electrical con-
nection between the metal ring on the fuel filler neck and a bare
metal part on the body:

e Specification: approx. 0 Q.
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Fuel tank cap switch - F314-

— Ensure that electrical connector -2- for fuel tank cap switch -

F314- -item 1- is firmly seated on fuel filler neck.

Filler cap with solenoid

— Solenoid for fuel tank cap switch - F314- -arrow-.

6.2 Draining fuel tank
Special tools and workshop equipment required
¢ Fuel extractor - VAS 5190A-

¢ Vehicles from approx. 11.2002: Wrench - T10202-

Procedure
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .

VAS 5190 A

Woo-10958

T10202
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— Briefly open filler cap for fuel tank and close again.

ﬁ Caution

Observe notes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Remove luggage compartment floor covering.

— Detach cover for flange (left-side) -arrows=:

— Unplug electrical connectors -1- and -2- on flange (left-side).

— Unscrew locking ring using wrench - T10202- .
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— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (right-side).

— Mark fuel return line -1- and fuel supply line -2-.

ﬁ WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).

— Unscrew locking ring using wrench - T10202- .

T10202

/

I lt
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— Connect earth wire of fuel extractor - VAS 5190A- to earth stud
of energy management control unit - J644- .

— Remove flange (left-side) and lay it aside with electrical wires
connected.

— Detach seal.

— Extract fuel from left fuel tank chamber through fuel tank open-
ing using fuel extractor - VAS 5190A- .

— Remove flange (right-side) and lay it aside with electrical wires
and fuel lines connected.

— Detach seal.

— Extract fuel from right fuel tank chamber through fuel tank
opening using fuel extractor unit - VAS 5190A- .

— Re-install flange: left-side = page 75, right-side = page 86 .

6.3 Removing and installing fuel tank with
attached components

Special tools and workshop equipment required
¢ Engine and gearbox jack - V.A.G 1383 A-

¢ Support - T10031-

T10031

Removing
Observe safety precautions = page 1.
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Observe rules for cleanliness = page 3 .

ﬁ WARNING

« To reduce weight, the fuel fank must be empty when it is
removed from the vehicle. Drain the tank if necessary.
Procedure = page 112

— Release the tank flap.

ﬁ Caution

Observe notes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- > Electrical system; Rep. gr. 27 .

— Remove luggage compartment floor covering.

— Unscrew cover for flange (right-side) -arrows-.

— Press release tabs to disconnect breather pipe -arrow-.

ﬁ WARNING

BEFORE loosening the subframe bolts, ensure that the vehicle
cannot tip forwards (for instance by putting a weight of about
50 kg in the luggage compartment).

— Remove rear axle > Rep. gr. 42.

— Remove rear right wheel housing liner = Rep. gr. 66 .
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— Disconnect earth wire -3- from fuel filler neck.

— Unplug electrical connector -1- for fuel tank cap switch -
F314

— Disconnect breather pipe -5- from fuel filler neck.

— Remove bolts -2- and -4- for fuel filler neck.

— Check that propshaft is secured to prevent it falling.

* The propshaft should be placed on a block of wood -1- and
secured with wire or a cable tie -arrow-.

* The propshaft should be inclined slightly downwards to ensure
there is sufficient space when installing the fuel tank.

E Note

The propshaft must not be bent more than 8°.

— Remove heat shield for propshaft -arrows-.

E Note

The heat shield is also clipped in at the top of the breather pipe.

— Remove cover -1- from underside of vehicle (left-side).
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— Remove cover -1- from underside of vehicle (right-side).

— Unplug electrical connectors:

2 - To fuel pumps

3 - To fuel gauge senders

— Disconnect fuel pipes (press release tabs);
1 - Fuel return line

4 - Fuel supply line

— Disconnect breather pipe -arrow- at rear right of fuel tank
(press release tab).

— Attach brake calipers to suspension struts with wire -arrow-
(brake calipers were fastened to fuel tank brackets upon re-
moval of rear suspension).

-~ APC-0998 [\
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— Position engine and gearbox jack - V.A.G 1383 A- with support
- T10031- under vehicle to support tank (do not use threaded
rods of support).

— Support fuel tank using engine and gearbox jack - V.A.G 1383
A- and support - T10031- .

— Inaddition, a 2nd mechanic will be required to support the fuel
tank at the rear by hand.

ﬁ WARNING

7o reduce weight, fuel tank must be empty upon removal.

— Unscrew bolts -1 ... 6-; swivel fuel tank brackets forward if
necessary.

— First lower fuel tank slightly at the rear so the fuel filler neck
can be guided out of the body.

— Then lower fuel tank using engine and gearbox jack - V.A.G
1383 A-, simultaneously guiding fuel tank down by hand.

E Note

For illustration purposes the fuel tank is shown without engine and
gearbox jack.

Installing

» Tightening torques = page 110

— Check that fuel pipes and wiring harnesses for fuel pumps and
fuel gauge senders are clipped into brackets -1- on fuel tank.

— Bond pads -2- to fuel tank as shown when installing new fuel
tank.

— Position fuel tank with securing straps and brackets on under-
body, using engine and gearbox jack - V.A.G 1383 A- and
support - T10031- .

— When installing fuel tank, make sure that the fuel filler neck is
correctly inserted into the opening on the body.

— Secure fuel tank by first tightening bolts at points -1-, -2-, -5-
and -6-, then at points -3- and -4-.
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Make sure that securing strap spacers are located directly un-
der seam of fuel tank -arrow-.

Secure fuel filler neck using bolts -2- and -4-.
Fit breather pipe -5- so that it engages audibly.

Connect electrical connector -1- for fuel tank cap switch -
F314-

Check the earth wiring -3- and connector tab for traces of ox-
idation. Remove any traces of oxidation if necessary.

ﬁ WARNING

After installation, use an ohmmeter fto check the electrical con-
nection between the metal ring on the fuel filler neck and a bare
melal part on the body:

e Specification: approx. 0 Q.

Remaining installation steps are carried out in reverse sequence;
note the following:

m Note

*
*

Always renew seals and gaskets when assembling.

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .
Install rear axle = Rep. gr. 42.

Install rear right wheel housing liner = Rep. gr. 66 .

Install rear section of exhaust system = Rep. gr. 26.

Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .
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7 Routing of pipes/hoses (inside fuel
tank) - USA vehicles with MPI engine

= “7.1 Routing of pipes/hoses (inside fuel tank) - exploded view”,
page 121

7.1 Routing of pipes/hoses (inside fuel tank) - exploded view

E Note

\
& The illustration shows the correct routing of pipes/hoses inside the fuel tank (schematic view).

& [t /s not necessary to roufe the pipes/hoses in exactly the same way as shown in the illustration, except for
pipes/hoses shown in = page 122 . However it is essential (o fit the pjpes/hoses with sufficient space in
relation fo each other and to prevent rattling noises.

& The -arrow- points in djrection of travel:

1 - Fuel delivery unit (left-side)
with fuel system pressurisation
pump - G6-

2 - Fuel supply line

O From suction-jet pump
(left-side) to fuel deliv-
ery unit (right-side)

3 - Supply line for suction-jet
pump

Q From fuel pump (right-

side) to suction-jet
pump (left-side)

4 - Suction-jet pump (left-side)

5 - Expansion tank

Q With suction-jet pump to
extract fuel from expan-
sion tank

6 - Non-return flap
Q For fuel filler pipe

‘E.'-..
[
7 - Primary filler pipe '

Q To fuel delivery unit
(right-side).

Q4 Ensures that a small
amount of fuel is deliv-
ered immediately to the
fuel delivery unit when
the tank is filled for the

first time. K 1] il W
8 - Suction-jet pump (right- ]
side) ‘ K / &—14
9 - Supply line for suction-jet
pump 17 16 15

Q From fuel pump (right-
side) to suction-jet pump (right-side)

10 - Fuel supply line
O From suction-jet pump (right-side) to fuel delivery unit (left-side)
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11 - Fuel delivery unit (right-side) with fuel pump - G23-
12 - Breather line
Q To breather connection at top of fuel filler neck

13 - Fuel supply line
Q From fuel pumps (left and right) to flange
14 - Breather line
Q To activated charcoal filter at bottom of spare wheel well on underbody
15 - Fuel filler pipe
Q From fuel filler neck to non-return flap in fuel tank
16 - Fuel return line
Q From flange to fuel delivery units (left and right)
17 - Supply line for suction-jet pump
0 To suction-jet pump in expansion tank

Installation position of fuel supply lines

+ The fuel'supply lines -1-and -3- must be routed belowthe fuel
filler pipe 2= at the left fuel tank opening.
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8 Fuel delivery unit with fuel pump and
fuel gauge senders - USA vehicles
with MPI engine

= “8.1 Exploded view - fuel delivery unit (left-side) with fuel system
pressurisation pump G6 and fuel gauge senders G and G237 ”,

page 123

> “8.2 Checking fuel system pressurisation pump G6 (left-side) -
electrical test”, page 125

= “8.3 Removing and installing fuel delivery unit (left-side) with
fuel system pressurisation pump G6 ”, page 129

> “8.4 Exploded view - fuel delivery unit (right-side) with fuel pump
G23 and fuel gauge senders G169 and G393 ”, page 136

= “8.5 Checking fuel pump G23 (right-side) - electrical test”, page
138

> “8.6 Removing and installing fuel delivery unit (right-side) with
fuel pump G23 ”, page 141

> “8.7 Checking delivery rate of fuel pumps - vehicles with fuel
return line”, page 149

> “8.8 Checking delivery rate of fuel pumps - vehicles with fuel
system without fuel return line”, page 153

= “8.9 Suction-jet pumps”, page 157

= “8.10 Removing and installing suction-jet pump (left-side)”,

page 159

= “8.11 Removing and installing suction-jet pump (right-side)”,

page 160

8.1 Exploded view - fuel delivery unit (left-side) with fuel system pressurisation

pump - G6- and fuel gauge senders -G- and -G237-

8. Fuel delivery unit with fuel pump and fuel gauge senders - USA vehicles with MPI engine 1 23



1 - Retainer

Q

For fuel delivery unit

2 - Fuel gauge sender - G-

Q

a
a
a

Black

Clipped onto retainer
-item 1-

Checking resistance
values = page 221
Removing and installing
=> page 222

3 - Fuel delivery unit (left-side)

a

a

a

With fuel system pres-
surisation pump - G6-

Clipped onto retainer
-item 1-

Different versions avail-
able; for correct version
refer to = Electronic
parts catalogue

Checking fuel pump
(electrical test)

=> page 125

Checking residual pres-
sure = Rep. gr. 24
Removing and installing
=> page 129

Put at least 5 litres of
fuel into tank after instal-
ling

4 - Fuel supply line

Q

Q

From suction jet pump
(right-side)

Clipped onto fuel deliv-
ery unit -item 3-

5 - Fuel supply line

Q The plug connector is located on the right side of the fuel tank
O Press release tab on connection piece to disconnect

6 - Fuel return line

O The plug connector is located on the right side ofthe“fuel tank
U Press release tab on connection piece to disconnect

7 - Locking ring

0 Remove and install using wrench - T10202-

Q

Tighten to 120 Nm

8 - Flange (left-side)

Q Installation position = page 125
9 - Seal

O Renew

Q Install dry

10 - Fuel gauge sender 3 - G237-

Q

Q Clipped onto fuel delivery unit -item 3-
O Checking resistance values = page 225

Grey
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Q0 Removing and installing = page 226

Installation position of flange (left-side)
Install new seal for flange (seal must be installed dry).
Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

8.2 Checking fuel system pressurisation
pump - G6- (left-side) - electrical test

Special tools and workshop equipment required
¢ Remote control for V.A.G 1348 - V.A.G 1348/3A-

V.A.G 1348/3A

[
¢ Hand-held multimeter - V.A.G 1526 E-
V.A.G 1526 E

WOD-10861

¢ Auxiliary measuring set - V.A.G 1594C-
VAG1594C

W0 10008
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¢ Test instrument box - VAS 6356- with trigger clamp, 100 A -

Procedure
— Observe test conditions = page 3 .

Checking voltage supply

— Remove luggage compartment side trim cover (right-side)
-arrows-.

Vehicles built in model year 2003:

— Take fuse 10 out of fuse holder SF10 (located in relay and fuse
carrier in luggage compartment (right-side), position 10).

Vehicles from model year 2004 onwards:

— Take fuse 2 out of fuse holder SF2 (located in relay and fuse
carrier in luggage compartment (right-side), position 2).

| 2971272 |
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All vehicles (continued):

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable - V.A.G 1348/3-2- to right-hand terminal of fuse
socket from which fuse has been taken out.

— Connect crocodile clip of remote control - V.A.G 1348/3A- for
V.A.G 1348 to battery “+” (positive).

— Press remote control button.

* Fuel pump should start running (noise is audible in vicinity of
fuel tank).

E Note

The fuel pump runs very quietly. Avoid background noise whilst
checking fuel pump. Have second mechanic perform check if
necessary.

If no noise can be heard from pump:
— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connector -2- on flange (left-side).

m Note

Disregard -item 1-.

— Connect multimeter between contacts -1- and -4- of electrical
connector to measure voltage.

— Press remote control button.
» Specification: approx. battery voltage
If specification is not obtained:

— Repair wiring harness according to current flow diagram.
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If reading matches specification although no noise can be heard
from pump:

— Remove the fuel delivery unit (left-side) = page 129 .

— Check that the electrical wires between flange and fuel pump
are connected and test for continuity.

If no faults are found in the wiring:
— Fuel pump is defective. Renew the fuel delivery unit (left-side).
— Install fuel delivery unit (left-side) = page 75 .

Checking current draw
* Fuel pump voltage supply OK = page 126

— Remove luggage compartment side trim cover (right-side)
-arrows-.

Vehicles built in model year 2003:

— Take fuse 10 out of fuse holder SF10 (located in relay and fuse
carrier in luggage compartment (right-side), position 10).

Vehicles from model year 2004 onwards:

— Take fuse 2 out of fuse holder SF2 (located in relay and fuse
carrier in luggage compartment (right-side), position 2).

All vehicles (continued):

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable - V.A.G 1348/3-2- to right-hand terminal of fuse
socket from which fuse has been taken out.

— Connect crocodile clip of remote control - V.A.G 1348/3A- for
V.A.G 1348 to battery “+” (positive).

| A57-1272 |
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— Connect test instrument box - VAS 6356- with trigger clamp,
100 A - VAS 6356/4A- to cable of remote control.

— Press remote control button.
— Measure current draw of fuel pump.

» Specification: approx. 8 A.

If specification is not obtained:

E Note

A current draw of 4 A indicates that the fuel pump is running ary.

e | [
V.A.G 1348/3-2 ]

Readout Cause of fault Remedy
approx. 4 A | ¢ Fuel tank empty — Fill tank
¢ Housing of fuel deliv-|- Renew fuel delivery
ery unit leaking unit = page 129
0A ¢ Fuel system pressur-|- Renew fuel delivery
isation pump - G6- unit > page 129
defective
8.3 Removing and installing fuel delivery

unit (left-side) with fuel system pressur-
isation pump - G6-

Special tools and workshop equipment required

¢ Wrench - T10202-

T10202

Removing
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3.

& Caution

*  The fuel tank must not be more than /3 full when remov-

ing the fuel delivery unit. Drain the tank if necessary.
Procedure = page 112
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ﬁ Caution

Observe notes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Remove luggage compartment floor covering.

m Note

For removing and installing fuel delivery unit, take tool kit and
spare wheel out of luggage compartment. You can then sit or
kneel in the spare wheel well.

— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (left-side).

— Unscrew locking ring using wrench - T10202- .
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Detach flange and remove seal.

Unplug electrical connectors -1 ... 3- on underside of flange
(left-side).

Unscrew cover for flange (right-side) -arrows-.

Unplug electrical connectors -1- and -2- on flange (right-side).

— Mark fuel return line -1- and fuel supply line, -2-.

& WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).
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— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(right-side).

m Note

& Pull out fuel lines from fuel tank opening prior to disconnecting
the pipe connectors mentioned below.

& For illustration purposes some of the components are shown
removed in the following illustrations.

Working through right fuel tank opening, press release tabs
and disconnect fuel lines -1- and -2- going to fuel delivery unit
(left-side).

- Fuel delivery unit (right-side) with fuel pump - G23-

w

Pull the two disconnected fuel lines out of left fuel tank open-
ing.

Working through left fuel tank opening, press release tabs
-arrows- and detach fuel supply line -2- and fuel gauge send-
er 3 - G237- -item 1-.

Move fuel gauge sender 3 - G237- to left side.

T10202
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— Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

— Remove fuel delivery unit.

E Note

Keep in mind that the fuel delivery unit still contains fuel.

Installing

+ Tightening torque = page 123

— Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

— Then press fuel delivery unit carefully into retainer so that it
engages audibly.

— Fit fuel supply line -2- and fuel gauge sender 3 - G237-
-item 1- so that they engage audibly.

— Guide supply line and return line for fuel delivery unit (left-side)
into fuel tank chamber (right-side).
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— Fitfuel lines -1- and -2- through right fuel tank opening so that
they engage audibly.

3 - Fuel delivery unit (right-side) with fuel pump - G23-

— Connect electrical connectors -1 ... 3- on underside of flange
(right-side).

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.
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— Install fuel supply line -2- and fuel return line -1- (as marked)
so that they engage audibly.

— Attach electrical connectors -1- and -2- on flange (right=side).

Secure cover for flange (right-side) -arrows-.

Connect electrical connectors -1 ... 3- on underside of flange
(left-side).

Install new seal for flange (seal must be installed dry).

2
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— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.

— Attach electrical connectors -1- and -2- on flange (left-side).

— Secure cover for flange (left-side) -arrows-.

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

— Put at least 5 litres of fuel into tank after installing

£

1
¢

¥

8.4 Exploded view - fuel delivery unit (right-side) with fuel pump - G23- and fuel
gauge senders -G169- and -G393-
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1 - Retainer

Q For fuel delivery unit
2 - Fuel gauge sender 2 -
G169-

Q Yellow

Q Clipped onto retainer
-item 1-

O Checking resistance
values > page 223

QO Removing and installing
=> page 224

3 - Fuel gauge sender 4 -
G393-

a White

O Clipped onto fuel deliv-
ery unit -item 14-

4 Checking resistance
values = page 230

Q Removing and installing
=> page 232

4 - Fuel supply line
Q To fuel filter
Q Mark before removing

U Press release tab on
connection piece to dis-
connect

Q Do not kink
Q Clip onto fuel tank

5 - Fuel return line
Q From fuel rail A
U Mark before removing A20-1107

U Press release tab on
connection piece to disconnect

U Do not kink
Q Clip onto fuel tank

6 - Locking ring
U4 Remove and install using wrench - T10202-
Q Tighten to 120 Nm

7 - Seal

U Renew

Q Install dry
8 - Flange (right-side)

4 Installation position = page 138
9 - Fuel return line

Q To fuel delivery unit (left-side)

10 - Fuel supply line

Q From fuel delivery unit (left-side)

U Press release tab on connection piece to disconnect
11 - Supply line for suction-jet pump

4 For suction-jet pump

0 Press release tab on connection piece to disconnect
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12 - Fuel supply line
Q From suction-jet pump (left-side)
Q Clipped onto fuel delivery unit -item 14-

13 - Fuel filler pipe

O From filler neck

Q Clipped onto fuel delivery unit -item 14-
14 - Fuel delivery unit (right-side)
With fuel pump - G23-
Clipped onto retainer -item 1-
Different versions available; for correct version refer to = Electronic parts catalogue
Checking fuel pump (electrical test) = page 138
Checking residual pressure = Rep. gr. 24
Removing and installing = page 141
Put at least 5 litres of fuel into tank after installing

(I W I Iy Wy Ry

Installation position of flange (right-side)

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

A20-1110

8.5 Checking fuel pump - G23- (right-side) -
electrical test

Special tools and workshop equipment required

¢ Remote control for V.A.G 1348 - V.A.G 1348/3A-

V.A.G 1348/3A

[ ——=——eph—s
— I % S e I

‘%—-—:—-—Iﬂ FlE== ===
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¢ Hand-held multimeter - V.A.G 1526 E-
V.A.G 1526 E

Woo-10881

4 Auxiliary measuring set - V.A.G 1594C-

W0 10008

¢ Test instrument box - VAS 6356- with trigger ‘clamp;100Ax-
VAS 6356/4A- VAS 6356

Procedure
— Observe test conditions = page 3 .

Checking voltage supply

— Use screwdriver to pry off cover (right-side) at dash panel
-arrow-.

L] |
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— Take fuse 31 out of fuse holder SC31 (right side of dash panel,
middle row, 1st large fuse from the top).

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable - V.A.G 1348/3-2- to left-hand fuse socket ter-
minal of fuse SC31.

.

— Connect crocodile clip of remote control - V.A.G 1348/3A- for
V.A.G 1348 to battery “+” (positive).

— Press remote control button.

» Fuel pump should start running (noise is audible in vicinity of

fuel tank). V.AG1348/3-2 (=

| ~
m Note

The fuel pump runs very quietly. Avoid background noise whilst
checking fuel pump. Have second mechanic perform check if
necessary.

If no noise can be heard from pump:
— Remove luggage compartment floor covering.
— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

E Note

Disregard -item 1-.

£20-1020

— Connect multimeter between contacts -1- and -4- of electrical
connector to measure voltage.

— Press remote control button.
» Specification: approx. battery voltage
If specification is not obtained:

— Repair wiring harness according to current flow diagram.
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If reading matches specification although no noise can be heard
from pump:

Remove fuel delivery unit (right-side) = page 141 .

Check that the electrical wires between flange and fuel pump
are connected and test for continuity.

If no faults are found in the wiring:

Fuel pump is defective. Renew fuel delivery unit (right-side).

Install fuel delivery unit (right-side) = page 86 .
Checking current draw

* Fuel pump voltage supply OK = page 139

— Take fuse 31 out of fuse holder SC31 (right side of dash panel,
middle row, 1st large fuse from the top).

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable - V.A.G 1348/3-2- to left-hand fuse socket ter-
minal of fuse SC31.

— Connect crocodile clip of remote control - V.A.G 1348/3A- for
V.A.G 1348 to battery “+” (positive).

— Connect test instrument box - VAS 6356- with trigger clamp,
100 A - VAS 6356/4A- to cable of remote control.

— Press remote control button.
— Measure current draw of fuel pump.
» Specification: approx. 8 A.

If specification is not obtained:

E Note

A current draw of 4 A indicates that the fuel pump is running dry.

T |

1 -
A20-11413

V.A.G 1348/3-2

Readout Cause of fault Remedy
approx. 4 A | ¢ Fuel tank empty — Fill tank
¢ Housing of fuel deliv-|- Renew fuel delivery
ery unit leaking unit = page 141
0A ¢ Fuelpump-G23-de-|- Renew fuel delivery
fective unit > page 141
8.6 Removing and installing fuel delivery

unit (right-side) with fuel pump - G23-

Special tools and workshop equipment required
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¢ Wrench - T10202-

Removing
Observe safety precautions = page 1 .
Observe rules for cleanliness = page 3 .

T10202

ﬁ Caution

*  The fuel tank must not be more than /3 full when remov-

ing the fuel delivery unit. Drain the tank if necessary.
Procedure = page 112

ﬁ Caution

Observe notes on procedure for disconnecting the bafttery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Remove luggage compartment floor covering.

m Note

For removing and installing fuel delivery unit, take tool kit and
spare wheel out of luggage compartment. You can then sit or
kneel in the spare wheel well.

— Unscrew cover for flange (right-side) -arrows-.
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— Unplug electrical connectors -1- and -2- on flange (right-side).

— Mark fuel return line -1- and fuel supply line -2-.

ﬁ WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).

— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange 7
(right-side). :

N
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m Note

& Pull out fuel lines from fuel tank opening prior to disconnecting
the pipe connectors mentioned below.

& For illustration purposes some of the components are shown
removed in the following illustrations.

— Working through right fuel tank opening, press release tabs
and disconnect fuel lines -1- and -2- going to fuel delivery unit
(left-side).

3 - Fuel delivery unit (right-side) with fuel pump - G23-

— Unclip fuel filler pipe -arrow- at front of fuel delivery unit (right-
side).

o)

— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (left-side).
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— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(left-side).

— Working through left fuel tank opening, disconnect supply line
-3- for suction-jet pump from Y-connector (press release tab).

— Pull supply line for suction-jet pump out of right fuel tank open-
ing.

— Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1- and fuel gauge send-
er 4 - G393- -item 2-.

— Move fuel gauge sender 4 - G393- to right side.
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— Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

— Remove fuel delivery unit.

m Note

Keep in mind that the fuel delivery unit still contains fuel.

Installing

« Tightening torque = page 136

— Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

— Then press fuel delivery unit carefully into retainer so that it
engages audibly.

— Fit fuel supply line -1- and fuel gauge sender 4 - G393-
-item 2- so that they engage audibly on fuel delivery unit (right-
side).

— Push supply line -3- for suction-jet pump through right fuel tank "2,
opening into left fuel tank chamber. %
— Fit supply line for suction-jet pump onto Y-connector so it en- @\;?VJWJ)
gages audibly. et eI
4{3{?.‘
& _ %m
rﬁ‘ Y
(97 ) §=r o

=
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A2 |
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— Connect electrical connectors -1 ... 3- on underside of flange
(left-side).

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.

— Attach electrical connectors -1- and -2- on flange (left-side).
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— Secure cover for flange (left-side) -arrows-.

— Working through right fuel tank opening, connect fuel lines
-1- and -2- going to left fuel delivery unit so that they engage
audibly.

3 - Fuel delivery unit (right-side) with fuel pump - G23-

— Connect electrical connectors -1 ... 3- on underside of flange
(right-side).

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

A20-1110
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— Tighten locking ring.

— Install fuel supply line -2- and fuel return line -1- (as marked)
so that they engage audibly.

— Attach electrical connectors -1- and -2- on flange (right-side).

Secure cover for flange (right-side) -arrows-.

Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

Put at least 5 litres of fuel into tank after installing

8.7 Checking delivery rate of fuel pumps -
vehicles with fuel return line

Special tools and workshop equipment required

8. Fuel delivery unit with fuel pump and fuel gauge senders - USA vehicles with MPI engine 1 49



¢ K-Jetronic pressure tester - V.A.G 1318-

¢ Adapter set - V.A.G 1318/10-12-

4 Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter

cable -V.A.G 1348/3-3-

¢ Fuel-resistant measuring container
Procedure
— Observe test conditions = page 3 .

V.A.G 1318

V.A.G 1348/3A

ﬂ WARNING

Observe safely precautions = page 1.

— Remove luggage compartment side trim cover (right-side)
-arrows-.

— Remove cover -2- over battery.

E Note

Disregard -item 1-.
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— Remove luggage compartment floor covering.

— Detach cover for flange (left-side) -arrows-.

|
A20-0995 ||
J

— Unplug electrical connector -2- on flange (left-side).

E Note

Disregard -item 1-.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

E Note

Disregard -item 1-.

#20-1020
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— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable -V.A.G 1348/3-3- to contact -4- (earth) of fuel
delivery unit (left-side) and fuel delivery unit (right-side) using
test leads from auxiliary measuring set - V.A.G 1594C- .

— Move switch of remote control - V.A.G 1348/3A- for V.A.G
1348 to front of engine compartment.

— Connect crocodile clip to earth point in engine compartment.

— Connect contact -1- (positive) of fuel delivery unit (left-side)
and fuel delivery unit (right-side) to battery “+” via an impro-
vised test lead. For safety reasons an in-line fuse -A- (10 A)
must be connected into the lead.

— Remove filler cap from fuel filler neck.

ﬁ WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

ﬁ Caution

Rules for cleanliness when working on the injection system _ C] IO
= page 3. = =

— Disconnect fuel supply line -2- at fuel rail.

E Note

Disregard -item 1-.

— Connect K-Jetronic pressure tester - V.A.G 1318- with adapt-
ers - V.A.G 1318/11- and -V.A.G 1318/12- to fuel line.

— Fit auxiliary hose -arrow- onto pressure tester and hold it in a
measuring container.

— Open cut-off valve on pressure tester. Lever must paint in di-
rection of flow.

— Build up pressure in fuel system by pressing the remote control
button and slowly closing the cut-off valve on the pressure
tester.

. . RPN £ i g st
Specification: 4 bar RV i - o &

" Lt et | S
1 4 B R e

— From this point on do not move position of cut-off valve.

— Empty the measuring container.
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— Press remote control button for 15 seconds.
3
— Compare amount of fuel delivered with minimum delivery - em /15s
shown in diagram (cm3/15 sec.). A~ 800
500
pd 400
o
m Note A 300
e
Voltage at fuel pump with engine stationary and pump running is e 200
approx. 2 volts less than battery voltage. — 100
g
o ; ; ; 8 9 10 11 12V
Igarnlsrgrsr?um delivery rate is not reached, check for the following

¢ Fuel lines have been crushed.
¢ Fuel filter is blocked.

¢ Fuel pump is defective.

m Note

As there is hardly any difference in the fuel delivery rate if only
one of the two fuel pumps is working (because of the hose con-
nections inside the tank), it is difficult to diagnose a defective
pump by just measuring the delivery rate.

In this case proceed as follows:

— Unplug the electrical auxiliary lead at the fuel delivery units
(one at a time).

— Measure delivery rate of fuel delivery unit located on the op-
posite side.

If the delivery rate of the fuel delivery unit which has been meas-
ured separately is considerably below specification:

— Renew the relevant fuel delivery unit.
Installation is carried out in the reverse order; note the following:

mecoecure fuelsupply: line do fuelrail = Rep. gr: 24 .

8.8 Checking delivery rate of fuel pumps -
vehicles with fuel system without fuel
return line

Special tools and workshop equipment required

¢ Adapter -V.A.G 1318/26-

4 Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

V.A.G 1348/3A
= ——pEp—
=T ! i b

‘%‘—-—:—-—IEI PlE==a==xs

¢ Fuel-resistant measuring container
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Procedure
— Observe test conditions = page 3 .

ﬂ WARNING

Observe safely precautions = page 1.

— Remove luggage compartment side trim cover (right-side)
-arrows-.

— Remove cover -2- over battery.

m Note

Disregard -item 1-.

— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connector -2- on flange (left-side).

E Note

Disregard -item 1-.
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— Unscrew cover for flange (right-side) -arrows-. ]

— Unplug electrical connector -2- on flange (right-side).

E Note

Disregard -item 1-.

A20-1020

|
| §

ﬁ WARNING p & z
— t-—. __.-"' =

The fuel systemn is pressurised. Before opening the sysfem *'
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

ﬁ Caution

Rules for cleanliness when working on the injection system
= page 3.

T \
cmc x

|%[’f

— Disconnect fuel return line -1- from flange by pressing release
tabs.

E Note

Disregard -item 2-.
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— Fit adapter -V.A.G 1318/26- onto disconnected fuel pipe -1-
and hold adapter hose in measuring container.

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable -V.A.G 1348/3-3- to contact -4- (earth) of fuel
delivery unit (left-side) and fuel delivery unit (right-side) using
test leads from auxiliary measuring set - V.A.G 1594C- .

— Connect crocodile clip to earth point next to battery.

— Connect contact -1- (positive) of fuel delivery unit (left-side)
and fuel delivery unit (right-side) to battery “+” via an impro-
vised test lead. For safety reasons an in-line fuse -A- (10 A)
must be connected into the lead.

— Remove filler cap from fuel filler neck.

1318/26

A20-10095 (A
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— Press remote control button for 15 seconds.
3
— Compare amount of fuel delivered with minimum delivery - em /15s
shown in diagram (cm3/15 sec.). A~ 800
500
pd 400
o
m Note A 300
e
Voltage at fuel pump with engine stationary and pump running is e 200
approx. 2 volts less than battery voltage. — 100
g
o ; ; ; 8 9 10 11 12V
Igarnlsrgrsr?um delivery rate is not reached, check for the following

¢ Fuel lines have been crushed.
¢ Fuel filter is blocked.

¢ Fuel pumps-‘are defective)

m Note

As there is hardly any difference in the fuel delivery rate if only
one of the two fuel pumps is working (because of the hose con-
nections inside the tank), it is difficult to diagnose a defective
pump by just measuring the delivery rate.

In this case proceed as follows:

— Unplug the electrical auxiliary lead at the fuel delivery units
(one at a time).

— Measure delivery rate of fuel delivery unit located on the op-
posite side.

If the delivery rate of the fuel delivery unit which has been meas-
ured separately is considerably below specification:

— Renew the relevant fuel delivery unit.

8.9 Suction-jet pumps
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1 - Suction-jet pump (left-side)
2 - Fuel delivery unit (left-side)
3 - Expansion tank

4 - Fuel pump (right-side)

5 - Fuel delivery unit (right-
side)

6 - Suction-jet pump (right-
side)

7 - Y-connector
8 - Y-connector

Description of operation
To ensure areliable fuel supply
in all situations, the fuel pumps
must never draw in air, even
under extreme driving condi-
tions such as very sharp bends
or under heavy braking. This
may happen when the fuel
sloshes into one of the corners
of a partially filled fuel tank.
¢ For this reason, the fuel de-
livery units -item 2- and
-item 5- incorporate a so-
called baffle housing, in
which the fuel pumps are
fitted, as well as the fuel
pumps themselves. The
baffle housing is a contain-
er permanently filled with
fuel, so that the fuel pumps
are surrounded with fuel re-
gardless of the fuel level in
the tank.

¢ Consequently, proper filling
of the baffle housings is es-

ST AT AT

.

ri A20-1081

sential for trouble-free operation of the fuel pumps. This is the purpose of the "suction-jet pumps".

¢ The suction-jet pumps operate according to the principle of fluid entrainment: a stream of fuel from the
primary stage of the fuel pump (right-side) -item 4- is passed through a nozzle in the suction-jet pumps
-item 1- and -item 6-, and is thus accelerated. The accelerated stream of fuel draws off the surrounding fuel
and delivers it to the baffle housings in the fuel delivery units. The suction jet pump (right-side) -item 6-
delivers the fuel into the baffle housing (left-side); the suction jet pump (left-side) -item 1- delivers the fuel

into the baffle housing (right-side).

¢ The stream of fuel is distributed from the primary stage of the fuel pump (right-side) to the two suction-jet

pumps via two Y-connectors -item 7- and -item 8-.

¢ Another small suction-jet pump is located in the expansion tank -item 3- and delivers fuel from there back

to the fuel tank.
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8.10 Removing and installing suction-jet

pump (left-side)

Removing

Observe safety precautions = page 1 .

Observe rules for cleanliness = page 3 .

Remove the fuel delivery unit (left-side) = page 129 .

Remove fuel gauge sender 3 - G237- (tubular sender, left-
side) from fuel tank.

Working through left fuel tank opening, disconnect supply lines
-1- and -3- for suction-jet pumps from Y-connector (press re-
lease tabs).

Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1-.

E Note

Disregard -item 2-.

Pull out disconnected fuel supply line through left fuel tank
opening.

Working through left fuel tank opening, press release tab
-arrow- and detach retaining clip for suction jet lines from re-
tainer.

Pull out suction-jet pump (left-side) together with lines through
left fuel tank opening.

Installing

Insert suction-jet pump (left-side) -1- into fuel tank and place
into recess in baffle plate -2- in fuel tank at front, as shown in
illustration.

Then press retaining clip for suction-jet pump into retainer so
it engages audibly.
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— Push fuel supply line through left fuel tank opening into right
fuel tank chamber. Note routing:

* The fuel supply line -3- must be routed below the fuel filler pipe
-2- at the left fuel tank opening.

m Note

Disregard -item 1-.

— Fitfuel supply line -1- onto fuel delivery unit (right-side) so that
it engages audibly.

E Note

Disregard -item 2-.

— Working through left fuel tank opening, fit supply lines -1- and
-3- for suction-jet pumps onto Y-connector so that they engage
audibly.

— Insert fuel gauge sender 3 - G237- into fuel tank.
— Install fuel delivery unit (left-side) = page 129 .

8.11 Removing and installing suction-jet
pump (right-side)

Removing

Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

— Remove fuel delivery unit (right-side) = page 141 .

— Remove fuel gauge sender 4 - G393- (tubular sender, right-
side) from fuel tank.

— Working through left fuel tank opening, disconnect supply line
-5- for suction-jet pump from Y-connector (press release tab).

3 AZD-ICAs |
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— Working through left fuel tank opening, press release tabs
-arrows- and detach fuel supply line -2-.

E Note

Disregard -item 1-.

— Pull out disconnected fuel supply line through right fuel tank
opening.

— Working through right fuel tank opening, press release tab
-arrow- and detach retaining clip for suction jet lines from re-
tainer.

— Pull'suction-jet pump (right-side) together with lines out of right
fuel tank opening.

Installing

— Insert suction-jet pump (right-side) -1- into fuel tank and place
into recess in baffle plate -2- in fuel tank at front, as shown in
illustration.

— Then press retaining clip for suction-jet pump into retainer so
it engages audibly.

— Push fuel supply line through right fuel tank opening into left
fuel tank chamber. Note routing:

» The fuel supply line -1- must be routed below the fuel filler pipe
-2- at the left fuel tank opening.

E Note

Disregard -item 3-.
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— Fit fuel supply line -2- onto fuel delivery unit (left-side) so that
it engages audibly.

E Note

Disregard -item 1-.

— Push supply line -5- for suction-jet pump through right fuel tank
opening into left fuel tank chamber.

— Fit supply line for suction-jet pump onto Y-connector so it en-
gages audibly.

— Insert fuel gauge sender 4 - G393- into fuel tank.

— Install fuel delivery unit (right-side) = page 86 .

) Prmy
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9 Routing of pipes/hoses (inside fuel
tank) - USA vehicles with FSI engine

= “9.1 Routing of pipes/hoses (inside fuel tank) - exploded view”,
page 163

9.1 Routing of pipes/hoses (inside fuel tank) - exploded view

E Note

A
& The illustration shows the correct routing of pipes/hoses inside the fuel tank (schematic view).

& [t /s not necessary to roufe the pipes/hoses in exactly the same way as shown in the illustration, except for
pipes/hoses shown in = page 164 . However it is essential fo fit the pipes/hoses with sufficient space in
relation fo each other and to prevent rattling noises.

& The -arrow- points in djrection of travel.

1 - Fuel delivery unit (left-side)
with fuel system pressurisation
pump - G6-

2 - Fuel supply line

O From suction-jet pump
(left-side) to fuel deliv-
ery unit (right-side)

3 - Supply line for suction-jet
pump

Q From fuel pump (right-

side) to suction-jet
pump (left-side)

4 - Suction-jet pump (left-side)

5 - Supply line for suction-jet
pump
Q For fuel delivery unit
(left-side)

6 - Expansion tank

O With suction-jet pump to
extract fuel from expan-
sion tank

“"\.

7 - Non-return flap . e
Q For fuel filler pipe

.'_ INHTRLRIATIRIRINI mﬂ‘ @
N |
DS 15
8 - Primary filler pipe %,
Q To fuel delivery unit .5;?,

(right-side). 4@““

O Ensures that a small ?
amount of fuel is deliv-
ered immediately to the 16
fuel delivery unit when
the tank is filled for the
first time. 20 19 18 17

9 - Supply line for'suction-jet
pump
Q For fuel delivery unit (right-side)

9. Routing of pipes/hoses (inside fuel tank) - USA vehicles with FSI engine 1 63



10 - Suction-jet pump (right-side)
11 - Supply line for suction-jet pump
Q From fuel pump (left-side) to suction-jet pump (right-side)
12 - Fuel supply line
O From suction-jet pump (right-side) to fuel delivery unit (left-side)
13 - Fuel delivery unit (right-side) with fuel pump - G23-
14 - Fuel supply line
Q From fuel pumps (left and right) to flange
15 - Breather line
Q To breather connection at top of fuel filler neck

16 - Breather line
O To activated charcoal filter at bottom of spare wheel well on underbody

17 - Fuel return line
Q From flange to fuel delivery unit (right-side)
Q Fitted loosely in fuel delivery unit (right-side)

18 - Fuel filler pipe

O From fuel filler neck to non-return flap in fuel tank
19 - Supply line for suction-jet pump

Q To suction-jet pump in expansion tank
20 - Balance pipe

Q Between fuel delivery units

Installation position of fuel-supply lines

* The fuel supply lines -1~and=3~mustbe routed below the fuel
filler pipe -2- at the left fuel tank opening.
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10 Fuel delivery unit with fuel pump and
fuel gauge senders - USA vehicles
with FSI engine

= “10.1 Exploded view - fuel delivery unit (left-side) with fuel sys-
tem pressurisation pump G6 and fuel gauge senders G and G237

’, page 165

= “10.2 Checking fuel system pressurisation pump G6 (left-side)
- electrical test”, page 167

= “10.3 Removing and installing fuel delivery unit (left-side) with
fuel system pressurisation pump G6 ”, page 167

= “10.4 Exploded view - fuel delivery unit (right-side) with fuel
pump G23 and fuel gauge senders G169 and G393 ",

page 175

= “10.5 Checking fuel pump G23 (right-side) - electrical test”,
page 176

= “10.6 Removing'and’installing fuer delivery tinit (right=side) With
fuel pump G23 ”, page 177

= “10.7 Checking delivery rate of fuel pumps - vehicles with 8-
cylinder engine”, page 185

= “10.8 Checking delivery rate of fuel pumps - vehicles with 10-
cylinder engine (Audi S8)", page 189

= “10.9 Fuel pump control unit J538 ”, page 193

= “10.10 Removing and installing fuel pump control unit J538 ”,
page 193

= “10.11 Suction-jet pumps”, page 194

= “10.12 Removing and installing suction-jet pump (left-side)”,
page 196

= “10.13 Removing and installing suction-jet pump (right-side)”,

page 198

10.1 Exploded view - fuel delivery unit (left-side) with fuel system pressurisation
pump - G6- and fuel gauge senders G and -G237-
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1 - Retainer
Q For fuel delivery unit

2 - Fuel gauge sender - G-
Q Black
Q Clipped onto retainer
-item 1-
Q Checking resistance
values = page 221
U Removing and installing
=> page 222
3 - Fuel delivery unit (left-side)
Q  With fuel system pres-
surisation pump - G6-
Q Clipped onto retainer
-item 1-

Q Different versions avail-
able; for correct version
refer to = Electronic
parts catalogue

Q Checking fuel pump
(electrical test)
=> page 125

Q Checking residual pres-
sure = Rep. gr. 24

U Removing and installing
=> page 70

Q Put at least 5 litres of
fuel into tank after instal-
ling

4 - Fuel supply line

Q From suction jet pump
(right-side)

A20-10602

O Clipped onto fuel deliv-

ery unit -item 3-
5 - Supply line for suction-jet pump
Q For fuel delivery unit (left-side)
6 - Supply line for suction-jet pump
Q To suction-jet pump (right-side)
7 - Fuel supply line
Q The plug connector is located on the right side of the fuel tank
U Press release tab on connection piece to disconnect
8 - Locking ring
U Remove and install using wrench - T10202-
Q Tighten to 120 Nm
9 - Flange (left-side)
Q Installation position = page 167
10 - Seal
O Renew
O Install dry
11 - Balance pipe
Q To fuel delivery unit (right-side).
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12 - Fuel gauge sender 3 - G237-

Grey

Clipped onto fuel delivery unit -item 3-
Checking resistance values = page 225
Removing and installing = page 226

(M W N

Installation position of flange (left-side)

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

10.2 Checking fuel system pressurisation
pump - G6- (left-side) - electrical test

4 On vehicles with FSI engine, voltage for the fuel pumps is
supplied via fuel pump control unit - J538- .

¢ Check fuel pump control unit - J538- in “Guided Fault Finding”
= Vehicle diagnostic tester.

10.3 Removing and installing fuel delivery
unit (left-side) with fuel system pressur-
isation pump - G6-

Special tools and workshop equipment required

¢ Wrench - T10202-

110202

Removing
Observe safety precautions = page 1.

Observe rules for cleanliness = page 3 .

ﬁ Caution

*  The fuel tank must not be more than /3 full when remov-

ing the fuel delivery unit. Drain the tank if necessary.
Procedure = page 112
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ﬁ Caution

Observe notes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Remove luggage compartment floor covering.

m Note

For removing and installing fuel delivery unit, take tool kit and
spare wheel out of luggage compartment. You can then sit or
kneel in the spare wheel well.

— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (left-side).

— Unscrew locking ring using wrench - T10202- .

1 68 Rep. gr.20 - Fuel supply system



Detach flange and remove seal.

Unplug electrical connectors -1 ... 3- on underside of flange
(left-side).

Unscrew cover for flange (right-side) -arrows-.

Unplug electrical connectors -1- and -2- on flange (right-side).

— Mark fuel return line -1- and fuel supply line -2-.

& WARNING

The fuel system is pressurised. Before opening the sysfem
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).
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— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(right-side).

m Note

Pull out fuel lines from fuel tank opening prior fo disconnecting
the pipe connectors mentioned below.

— Working through right fuel tank opening, press release tab and
disconnect fuel supply line -2- going to fuel delivery unit (left-
side).

m Note

Disregard -item 1-.

— Working through left fuel tank opening, press release tabs and
disconnect balance pipe -1- and supply line -2- going to suc-
tion-jet pump (right-side) and supply line -3- going to fuel
delivery unit (left-side).

— Pull disconnected fuel lines out of left fuel tank opening.

T10202

e
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— Working through left fuel tank opening, press release tabs
-arrows- and detach fuel supply line -2- and fuel gauge send-
er 3 - G237- -item 1-.

— Move fuel gauge sender 3 - G237- to left side.

— Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

— Remove fuel delivery unit.

E Note

Keep in mind that the fuel delivery unit still contains fuel.

Installing
» Tightening torque = page 68

— Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

— Then press fuel delivery unit carefully into retainer so that it
engages audibly.

— Fit fuel supply line -2- and fuel gauge sender 3 - G237-
-item 1- so that they engage audibly.

— Guide fuel supply line for fuel delivery unit (left-side) into fuel
tank chamber (right-side).
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— Working through left fuel tank opening, fit balance pipe -1- and
supply line -2- going to suction-jet pump (right-side) and sup-
ply line -3- going to fuel delivery unit (left-side) so that they
engage audibly.

— Working through right fuel tank opening, fit fuel supply line
-2- so that it engages audibly.

m Note

Disregard -item 1-.

— Connect electrical connectors -1 ... 3- on underside of flange
(right-side).

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* The hose for the return line must be guided into the opening
in the centre of the fuel delivery unit.

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

SR X
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— Tighten locking ring.

— Install fuel supply line -2- and fuel return line -1- (as marked)
so that they engage audibly.

— Attach electrical connectors -1- and -2- on flange (right-side).

— Secure cover for flange (right-side) -arrows-.
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— Connect electrical connectors -1 ... 3- on underside of flange
(left-side).

Install new seal for flange (seal must be installed dry).

Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten-lockingring:

— Attach electrical connectors -1- and -2- on flange (left-side).
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— Secure cover for flange (left-side) -arrows-.

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

— Put at least 5 litres of fuel into tank after installing

10.4 Exploded view - fuel delivery unit (right-side) with fuel pump - G23- and fuel
gauge senders -G169- and -G393-

1 - Retainer
Q For fuel delivery unit

2 - Fuel gauge sender 2 -
G169-

d Yellow

A Clipped onto retainer
-item 1-

O Checking resistance
values = page 223

U Removing and installing
> page 224

3 - Fuel gauge sender 4 -
G393-

a White

Clipped onto fuel deliv-
ery unit -item 16-

a
O Checking resistance
a

values = page 230
Removing and installing
=> page 232
4 - Fuel supply line
Q To fuel filter
Q Mark before removing

O Press release tab on
connection piece to dis-
connect

U Do not kink
Q Clip onto fuel tank

5 - Fuel return line
From fuel rail
Mark before removing

Press release tab on
connection piece to disconnect

Do not kink
Clip onto fuel tank

ouU 000

6 - Locking ring
0 Remove and install using wrench - T10202-
O Tighten to 120 Nm
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7 - Seal
0 Renew
U Install dry
8 - Flange (right-side)
O Installation position = page 176
9 - Fuel return line
Q From flange to fuel delivery unit (right-side)
Q Fitted loosely in fuel delivery unit (right-side)

10 - Fuel supply line
Q From fuel delivery units to flange

11 - Balance pipe
Q Between fuel delivery units
12 - Supply line for suction-jet pump
U For suction-jet pump
O Press release tab on connection piece to disconnect

13 - Fuel supply line

Q From suction-jet pump (left-side)

Q Clipped onto fuel delivery unit -item 16-
14 - Supply line for suction-jet pump

Q For fuel delivery unit (right-side)
15 - Fuel filler pipe

Q From filler neck

Q Clipped onto fuel delivery unit -item 16-
16 - Fuel delivery unit (right-side)
With fuel pump - G23-
Clipped onto retainer -item 1-

Checking fuel pump (electrical test) = page 81
Checking residual pressure = Rep. gr. 24
Removing and installing = page 81

Put at least 5 litres of fuel into tank after installing

(I Wy T Iy Wy Wy

Installation position of flange (right-side)
— Install new seal for flange (seal must be installed dry).
— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

10.5 Checking fuel pump - G23- (right-side) -
electrical test

¢ On vehicles with FSI engine, voltage for the fuel pumps is
supplied via fuel pump control unit - J538- .

Different versions available; for correct version refer to = Electronic parts catalogue

A20-1110
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¢ Check fuel pump control unit - J538- in “Guided Fault Finding”
= Vehicle diagnostic tester.

10.6 Removing and installing fuel delivery
unit (right-side) with fuel pump - G23-

Special tools and workshop equipment required

¢ Wrench - T10202-

T10202

Removing
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .

ﬁ Caution

*  The fuel tank must not be more than /3 full when remov-

ing the fuel delivery unit. Drain the tank if necessary.
Procedure = page 112

ﬁ Caution

Observe noftes on procedure for disconnecting the battery.

With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .
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— Remove luggage compartment floor covering.

E Note

For removing and installing fuel delivery unit, take tool kit and
spare wheel out of luggage compartment. You can then sit or
kneel in the spare wheel well.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (right-side).

— Mark fuel return line -1- and fuel supply line -2-.

ﬁ WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).

— Unscrew locking ring using wrench - T10202- .

T10202

/

I lt
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— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(right-side).

E Note

Pull out fuel lines from fuel tank opening prior fo disconnecting
the pipe connectors mentioned below.

— Working through right fuel tank opening, press release tabs
and disconnect fuel supply lines -1- and -2- going to fuel de-
livery units.

E Note

For illustration purposes some of the components are shown re-
moved in the following illustrations.

— Unclip fuel filler pipe -arrow- at front of fuel delivery unit (right-
side).

— Detach cover for flange (left-side) -arrows-.
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— Unplug electrical connectors -1- and -2- on flange (left-side).

— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors 1’ c2r8<on underside of flange
(left-side).

— Working through left fuel tank opening, press release tab and
disconnect connecting pipe -1-.

— Pull out connecting pipe from right fuel tank opening.

m Note

Disregard -items 2, 3-.

A20-10658
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— Working through right fuel tank opening, press release tabs
and disconnect supply line -1- going to suction-jet pump (left-
side) and supply line -2- going to fuel delivery unit (right-side).

— Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1- and fuel gauge send-
er 4 - G393- -item 2-.

— Move fuel gauge sender 4 - G393- to right side.

— Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

— Remove fuel delivery unit.

E Note

Keep in mind that the fuel delivery unit still contains fuel.

Installing

» Tightening torque = page 79

— Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

— Then press fuel delivery unit carefully into retainer so that it
engages audibly.
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Fit fuel supply line -1- and fuel gauge sender 4 - G393-

-item 2- so that they engage audibly on fuel delivery unit (right-
side).

— Working through right fuel tank opening, fit supply line -1- go-
ing to suction-jet.pump.(left-side). and supply line.-2-.going.fo
fuel delivery-uniti(right-side) so.thatithey.engage:audibly.

Fit connecting pipe -1- through left opening on fuel tank so that
it engages audibly. /

AT

G
B~
ir.u.n.._.(f}“[("‘fff( (W,

Connect electrical connectors -1 ... 3- on underside of flange
(left-side).

Install new seal for flange (seal must be installed dry).

2
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— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.

— Attach electrical connectors -1- and -2- on flange (left-side).

— Secure cover for flange (left-side) -arrows-.
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— Working through right fuel tank opening, fit fuel lines -1- and
-2- going to fuel delivery units so that they engage audibly.

— Connect electrical connectors -1 ... 3- on underside of flange
(right-side).

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.

1 84 Rep. gr.20 - Fuel supply system



— Install fuel supply line -2- and fuel return line -1- (as marked)
so that they engage audibly.

— Attach electrical connectors -1- and -2- on flange (right-side).

— Secure cover for flange (right-side) -arrows-.

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

— Put at least 5 litres of fuel into tank after installing

10.7 Checking delivery rate of fuel pumps -
vehicles with 8-cylinder engine

Special tools and workshop equipment required
¢ K-Jetronic pressure tester - V.A.G 1318-

WO00-0577

¢ Adapter set - V.A.G 1318/10-12-
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¢ Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

V.A.G 1348/3A

¢ Fuel-resistant measuring container

Procedure
— Observe test conditions = page 3 .

ﬂ WARNING

Observe safely precautions = page 1.

— Remove luggage compartment side trim cover (right-side)
-arrows-.

— Remove cover -2- over battery.

E Note

Disregard -item 1-.

— Remove luggage compartment floor covering. [
— Detach cover for flange (left-side) -arrows-.

III
)
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— Unplug electrical connector -2- on flange (left-side).

E Note

Disregard -item 1-.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

m Note

Disregard -item 17-.

#20-1020

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable -V.A.G 1348/3-3- to contact -4- (earth) of fuel
delivery unit (left-side) and fuel delivery unit (right-side) using
test leads from auxiliary measuring set - V.A.G 1594C- .

— Move switch of remote control - V.A.G 1348/3A- for V.A.G
1348 to front of engine compartment.

— Connect crocodile clip to earth point in engine compartment.

— Connect contact -1- (positive) of fuel delivery unit (left-side)
and fuel delivery unit (right-side) to battery “+” via an impro-
vised test lead. For safety reasons an in-line fuse -A- (10 A)
must be connected into the lead.

— Remove filler cap from fuel filler neck.

AZ0-10085 | A
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— Pull off engine cover panel (rear) -arrows-.

& WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Disconnect fuel supply line -arrow- at connecting piece.

& Caution

Rules for cleanliness when working on the injection system
= page 3.

— Disconnect fuel line -arrow-.

— Connect K-Jetronic pressure tester - V.A.G 1318- with adapt-
ers - V.A.G 1318/11- and -V.A.G 1318/12- to fuel line.

— Fit auxiliary hose -arrow- onto pressure tester and hold it in a
measuring container.

— Open cut-off valve on pressure-tester. Lever mustopointin di-
rection of flow.

— Build up pressure in fuel system by pressing the remote control
button and slowly closing the cut-off valve on the pressure
tester.

N

A A2E6 :

+ Specification: 4 bar ;
gi* e e e

g

— From this point on do not move position of cut-off valve.

— Empty the measuring container.
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— Press remote control button for 15 seconds. om 3/ 15s
— Compare amount of fuel delivered with minimum delivery —| 800
shown in diagram (cm3/15 sec.). 700
600
7
m Note 7 500
A 400
Voltage at fuel pump with engine stationary and pump running is // 300
approx. 2 volts less than battery voltage. // 200
/ 100
If minimum delivery rate is not reached, check for the following a
causes: 8 9 10 11 12V

¢ Fuel lines have been crushed.
¢ Fuel filter is blocked.

¢ Fuel pump is defective.

m Note

As there is hardly any difference in the fuel delivery rate if only
one of the two fuel pumps is working (because of the hose con-
nections inside the tank), it is difficult to diagnose a defective
pump by just measuring the delivery rate.

In this case proceed as follows:

— Unplug the electrical auxiliary lead at the fuel delivery units
(one at a time).

— Measure delivery rate of fuel delivery unit located on the op-
posite side.

If the delivery rate of the fuel delivery unit which has been meas-
ured separately is considerably below specification:

— Renew the relevant.fuel delivery unit.
Installation is carried out in the reverse order;note the, following:
— Secure fuel line to engine > Rep. gr. 24 .

10.8 Checking delivery rate of fuel pumps -
vehicles with 10-cylinder engine (Audi
S8)

Special tools and workshop equipment required

¢ K-Jetronic pressure tester - V.A.G 1318-

WOO0-0577

¢ Adapter set- V.A.G 1318/10-12-
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¢ Remote control - V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

V.A.G 1348/3A

¢ Fuel-resistant measuring container

Procedure
— Observe test conditions = page 3 .

ﬂ WARNING

Observe safely precautions = page 1.

— Remove luggage compartment side trim cover (right-side)
-arrows-.

— Remove cover -2- over battery.

E Note

Disregard -item 1-.

— Remove luggage compartment floor covering. [
— Detach cover for flange (left-side) -arrows-.

III
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— Unplug electrical connector -2- on flange (left-side).

E Note

Disregard -item 1-.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

m Note

Disregard -item 1-.

#20-1020

— Connect remote control - V.A.G 1348/3A- for V.A.G 1348 with
adapter cable -V.A.G 1348/3-3- to contact -4- (earth) of fuel
delivery unit (left-side) and fuel delivery unit (right-side) using
test leads from auxiliary measuring set - V.A.G 1594C- .

— Move switch of remote control - V.A.G 1348/3A- for V.A.G
1348 to front of engine compartment.

— Connect crocodile clip to earth point in engine compartment.

— Connect contact -1- (positive) of fuel delivery unit (left-side)
and fuel delivery unit (right-side) to battery “+” via an impro-
vised test lead. For safety reasons an in-line fuse -A- (10 A)
must be connected into the lead.

— Remove filler cap from fuel filler neck.

AZ0-10085 | A
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— Pull off engine cover panel (rear) -2- -arrows-.

E Note

Disregard -item 1-.

Protected by copyright. Copying for private or commercial p
permitted unless authorised by AUDI AG. AUDI AG does n
with respect to the correctness of information in this docfi=~

& WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

& Caution

Rules for cleanliness when working on the injection system
>page 3.

=]

— Disconnect fuel pipe -arrow- at fuel rail.

— Connect K-Jetronic pressure tester - V.A.G 1318- with adapt-
ers - V.A.G 1318/11- and -V.A.G 1318/12- to fuel line.

— Fit auxiliary hose -arrow- onto pressure tester and hold it in a
measuring container.

V.A.G
131812

— Open cut-off valve on pressure tester. Lever must point in di-
rection of flow.

— Build up pressure in fuel system by pressing the remote control
button and slowly closing the cut-off valve on the pressure
tester.

» Specification: 4 bar

— From this point on do not move position of cut-off valve.

— Empty the measuring container.
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— Press remote control button for 15 seconds.

— Compare amount of fuel delivered with minimum delivery
shown in diagram (cm3/15 sec.).

m Note

Voltage at fuel pump with engine stationary and pump running /s
approx. 2 volts less than battery voltage.

If minimum delivery rate is not reached, check for the following
causes:

¢ Fuel lines have been crushed.

¢ Fuel filter is blocked.

¢ Fuel pump is defective.

m Note

As there is hardly any difference in the fuel delivery rate if only
one of the two fuel pumps is working (because of the hose con-
nections inside the tank), it is difficult to diagnose a defective
pump. by just measuring-the delivery.rate.

In this case proceed as follows:

— Unplug the electrical auxiliary lead at the fuel delivery units
(one at a time).

— Measure delivery rate of fuel delivery unit located on the op-
posite side.

If the delivery rate of the fuel delivery unit which has been meas-
ured separately is considerably below specification:

— Renew the relevant fuel delivery unit.
Installation is carried out in the reverse order; note the following:
— Secure fuel line to fuel rail = Rep. gr. 24 .

10.9 Fuel pump control unit - J538-

Check fuel pump control unit - J538- in “Guided Fault Finding”
= Vehicle diagnostic tester.

10.10 Removing and installing fuel pump con-
trol unit - J538-

Removing

Observe safety precautions = page 1.

Observe rules for cleanliness > page 3.

— Switch off ignition and remove ignition key.

— Remove luggage compartment floor covering.

— Detach cover for flange (left-side) -arrows-.

80O

700

800

7
7 500

— 400

i
Y 300

A
7 200

100

9 10 11 12V

cm3f155

A20-10102
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— Unplug electrical connectors -1- and -2- on flange (left-side).

— Remove plugs in luggage compartment floor and unscrew
nuts -arrows-.

— Slightly lift floor panel in the area of flange by hand and remove
fuel pump control unit - J538- between floor panel and fuel tank
flange.

— Unplug electrical connector at control unit.
Installing

Install in reverse order.

Tightening torque
Component Nm
Fuel pump control unit - J538- to fuel tank 1.6

10.11 Suction-jet pumps

A20-10100
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1 - Suction-jet pump (left-side)
2 - Fuel delivery unit (left-side)
3 - Expansion tank

4 - Fuel delivery unit (right-
side)

-.--‘=j

o

ﬁ,

5 - Suction-jet pump (right-
side)

o
et
—

6 - Supply line for suction-jet
pump B
Q From fuel delivery unit :
(righttside)torsuction<jet E

pump(left-side)

7 - Supply line for suction-jet
pump
Q From fuel delivery unit
(left-side) to suction-jet
pump (right-side)

8 - Balance pipe

4 Between fuel delivery
units

Description of operation

To ensure areliable fuel supply
in all situations, the fuel pumps
must never draw in air, even
under extreme driving condi-
tions such as very sharp bends

or under heavy braking. This
may happen when the fuel

/

sloshes into one of the corners o
of a partially filled fuel tank.
¢ For this reason, the fuel de-
livery units -item 2- and
-item 4- incorporate a so- 8 7 6

called baffle housing, in

which the fuel pumps are fitted, as well as the fuel pumps themselves. The baffle housing is a container

permanently filled with fuel, so that the fuel pumps are surrounded with fuel regardless of the fuel level in
the tank.

¢ Consequently, proper filling of the baffle housings is essential for trouble-free operation of the fuel pumps.
This is the purpose of the "suction-jet pumps".

¢ The suction-jet pumps operate according to the principle of fluid entrainment: a stream of fuel from the
primary stage of the fuel pumps -2- (left-side) and -4- (right-side) is fed via the supply lines -6- and -7- to the
suction-jet pumps -1- and -5-, where it is passed through a nozzle and thus accelerated. The accelerated
stream of fuel draws off the surrounding fuel and delivers it to the baffle housings in the fuel delivery units.
The suction jet pump (right-side) -item 5- delivers the fuel into the baffle housing (left-side); the suction jet
pump (left-side) -item 1- delivers the fuel into the baffle housing (right-side).

4 In addition, the stream of fuel from the fuel pumps is supplied to the two smaller suction-jet pumps in the
baffle housings via two Y-connectors. Working through the balance pipe -item 8-, these ensure that the
baffle housings in both fuel delivery units are filled evenly.

¢ Another small suction-jet pump is located in the expansion tank -item 3- and delivers fuel from there back
to the fuel tank.
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10.12 Removing and installing suction-jet
pump (left-side)

Removing

Observe safety precautions = page 1 .

Observe rules for cleanliness = page 3 .

— Remove the fuel delivery unit (left-side) = page 26 .

— Remove fuel gauge sender 3 - G237- (tubular sender, left-
side) from fuel tank.

— Working through right fuel tank opening, press release tab and
disconnect fuel supply line -1-.

— Detach flange.

— Working through right fuel tank opening, press release tabs
and disconnect supply lines -1- and -2- for suction-jet pumps
from Y-connector.

— Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1-.

m Note

Disregard -item 2-.

— Pull out'disconnected fuel stpply lin€ throughleft fuel tank
opening,
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— Working through left fuel tank opening, press release tab
-arrow- and detach retaining clip for suction jet lines from re-
tainer.

— Pull out suction-jet pump (left-side) together with lines through
left fuel tank opening.

Installing

— Version with baffle plate: insert suction-jet pump (left-side)
-1- so it fits in recess in baffle plate -2- at front of fuel tank, as
shown in illustration.

— Then press retaining clip for suction-jet pump into retainer so
it engages audibly.

— Push fuel supply line through left fuel tank opening into right
fuel tank chamber. Note routing:

* The fuel supply line -3- must be routed below the fuel filler pipe
-2- at the left fuel tank opening.

E Note

Disregard -item 1-.

— Fit fuel supply line -1- onto fuel delivery unit (right-side) so that
it engages audibly.

E Note

Disregard -item 2-.
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— Working through right fuel tank opening, fit supply lines -1- and
-2-for suction-jet pumps onto Y-connector so that they engage
audibly.

— Working through right fuel tank opening, fit fuel supply line
-1- so that it engages audibly.

— Insert fuel gauge sender 3 - G237- into fuel tank.
— Install fuel delivery unit (left-side) = page 31 .

10.13 Removing and installing suction-jet
pump (right-side)

Removing

Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

— Remove fuel delivery unit (right-side) = page 42 .

— Remove fuel gauge sender 4 - G393- (tubular sender, right-
side) from fuel tank.

— Working through right fuel tank opening, press release tab and
disconnect supply line for suction-jet pump -arrow- from ex-
pansion tank.

A20-10660
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disconnect supply lines -2- and -3- for suction-jet pumps from

— Working through left fuel tank opening, press release tabs and
Y-connector. /

f#\ﬂ' 3
”‘@.4@’»)» - “*-
\(H ____‘,"fr(((«((r:

— Working through left fuel tank opening, press release tabs
-arrows- and detach fuel supply line -2-.

E Note

Disregard -item 1-.

— Pull out disconnected fuel supply line through right fuel tank
opening.

— Working through right fuel tank opening, press release tab
-arrow- and detach retaining clip for suction jet lines from re-
tainer.

— Pull suction-jet pump (right-side) together with lines out of right
fuel tank opening.

Installing

wihVfersionwith-baffle'platerinsert suctionjet/ pump’(right-side)
-1- so it fits in recess in baffle plate -2- at front of fuel tank, as
shown in illustration.

— Then press retaining clip for suction-jet pump into retainer so
it engages audibly.
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— Push fuel supply line through right fuel tank opening into left
fuel tank chamber. Note routing:

* The fuel supply line -1- must be routed below the fuel filler pipe
-2- at the left fuel tank opening.

E Note

Disregard -item 3-.

— Fit fuel supply line -2- onto fuel delivery unit (left-side) so that
it engages audibly.

E Note

Disregard -item 1-.

— Push supply line for suction-jet pump through right fuel tank
opening into left fuel tank chamber.

— Working through left fuel tank opening, fit supply lines -2- and
-3-for suction-jet pumps onto Y-connector so that they engage
audibly.

—  Working through right fuel tank opening, fit supply line for suc-
tion-jet pump -arrow- onto connection on expansion tank so
that it engages audibly.

— Insert fuel gauge sender 4 - G393- into fuel tank.

— Install fuel delivery unit (right-side) = page 48 .
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11 Fuel gauge senders - rest-of-world
vehicles

= “11.1 Checking fuel gauge sender G (lever-type sender, left-
side)”, page 201

= “11.2 Removing and installing fuel gauge sender G (lever-type
sender, left-side)”, page 202

= “11.3 Checking fuel gauge sender 2 G169 (lever-type sender,
right-side)”, page 203

= “11.4 Removing and installing fuel gauge sender 2 G169 (lever-
type sender, right-side)”, page 204

= “11.5 Checking fuel gauge sender 3 G237 (tubular sender, left-
side)”, page 205

= “11.6 Removing and installing fuel gauge sender 3 G237 (tub-
ular sender, left-side)”, page 206

= “11.7 Checking fuel gauge sender 4 G393 (tubular sender,
right-side)”, page 211

= “11.8 Removing and installing fuel gauge sender 4 G393 (tub-
ular sender, right-side)”, page 213

11.1 Checking fuel gauge sender - G- (lever-
type sender; left-side)

Special tools and workshop equipment required

¢ Hand-held multimeter - V.A.G 1526 E-
V.A.G 1526 E

000
:’:2020“.0 >

WOo-10861

¢ Auxiliary measuring set - V.A.G 1594C-
VAG1594C

W0 10003
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Procedure
— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connector -1- on flange (left-side).

E Note

Disregard -item 2-.

— Connect hand-held multimeter between contacts -2- and -4-
of connector -B- to measure resistance.

Sender installed Sender at low- | Sender at up-
er stop per stop
Fuel gauge sender - G- approx. 700 Q| approx. 55 Q

m Note

& [fthe resistance is 0 Q, there is a short circuit. If the resistance
/s « Q, there is an open cilrcuit in the wiring.

¢ /n order to test the maximym and.minimum.resistance. values
for “tank full” and “tank empty’, remove the fuel gauge sender
- G- = page 202 and move the float all the way fo its top or
bottom position.

& The following values are obtained with the fuel gauge sender
- G- removed, due fo the greater fravel of the float arm:

Sender removed Sender at low- | Sender at up-
er stop per stop

Fuel gauge sender - G- approx. 990 Q| approx. 55 Q

11.2 Removing and installing fuel gauge

sender - G- (lever-type sender, left-side)
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3.

» The fuel tank must be drained completely before removing the
lever-type sender. Procedure for draining the fuel tank

> page 7.
— Remove fuel delivery unit (left-side):
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¢ Vehicles with MPI engine = page 26 .
¢ Vehicles with FSI engine = page 70 .

— Remove fuel gauge sender 3 - G237- (tubular sender, left-
side) from fuel tank.

— Release fuel gauge sender - G- -arrow- and detach from re-
tainer.

Installing

— Press fuel gauge sender - G- into retainer so that it engages
audibly.

— Insert fuel gauge sender 3 - G237- into fuel tank.
— Install fuel delivery unit (left-side):

¢ Vehicles with MPI engine = page 26 .

¢ Vehicles with FSI engine = page 70 .
11.3 Checking fuel gauge sender 2 - G169-
(lever-type sender, right-side)
Special tools and workshop equipment required
¢ Hand-held multimeter - V.A.G 1526 E-
V.A.G 1526 E

gty
b’“".’.’&””“
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¢ Auxiliary measuring set - V.A.G 1594C-

W00 10008
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Procedure
— Remove luggage compartment floor covering.
— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -1- on flange (right-side).

m Note

Disregard -item 2-.

— Connect hand-held multimeter between contacts -2- and -4-
of connector -B- to measure resistance.

Sender installed Sender at low- | Sender at up-
er stop per stop

Fuel gauge sender 2 - G169- | approx. 750 Q| approx. 55 Q

E Note

\
¢ [fthe resistance is 0 Q, there is a short circuit. If the resistance
/s » , there is an open circuit in the wiring.

& /n order fo test the maximum and minimum values for “tank

full” and “tank empty’, remove the fuel gauge senderZ2 - G169-
= page 204 and move the float all the way to its top or bottom
position.

& The following values are obtained with the fuel gauge sender 2

- G169- removed, due to the greater fravel of the float arm:

Sender removed Sender at low- | Sender at up-
er stop per stop

Fuel gauge sender 2 - G169- | approx. 990 Q | approx. 55 Q

114 Removing and installing fuel gauge
sender 2 - G169- (lever-type sender,
right=side)

Removing

Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .
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The fuel tank must be drained completely before removing the
lever-type sender. Procedure for draining the fuel tank

>page’.
Remove fuel delivery unit (right-side):

Vehicles with MPI engine = page 42 .
Vehicles with FSI engine = page 81 .

Remove fuel gauge sender 4 - G393- (tubular sender, right-
side) from fuel tank.

Release fuel gauge sender 2 - G169- -arrow- and detach from
retainer.

Installing

Press fuel gauge sender 2 - G169- into retainer so that it en-
gages audibly.

Insert fuel gauge sender 4 - G393- into fuel tank.
Install fuel delivery unit (right-side):

Vehicles with MPI engine = page 42 .

Vehicles with FSI engine = page 81 .

11.5 Checking fuel gauge sender 3 - G237-

(tubular sender, left-side)

Special tools and workshop equipment required

¢

L4

Hand-held multimeter - V.A.G 1526 E-

Auxiliary measuring set - V.A.G 1594C-

V.A.G 1526 E
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Procedure
— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connector -2- on flange (left-side).

E Note

Disregard -item 1-.

— Connect hand-held multimeter between contacts -2- and -3-
of connector -A- to measure resistance.

Sender removed Sender at low- | Sender at up-
er stop per stop

Fuel gauge sender 3 - G237- | approx. 155 Q| approx. 70 Q

E Note

\
& [fthe resistance is 0 Q, there (s .a short circuit. If.the resistance
/s « Q, there is an open circuit in the wiring.

& /n order fo test the maximum and minimum values for “tank
full” and “tank empty’, remove the fuel gauge sender 3 - G237-
= page 206 and move the float all the way fo its fop or bottom
position.

11.6 Removing and installing fuel gauge
sender 3 - G237- (tubular sender, left-
side)

Special tools and workshop equipment required
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¢ Vehicles from approx. 11.2002: Wrench - T10202-

Removing
Observe safety precautions = page 1.

Observe rules for cleanliness = page 3 .

*  The left fuel tank chamber must not be more than /3 full when
removing the tubular sender. Procedure for draining the fuel
tank = page 7 .

T10202

ﬁ Caution

Observe notes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Briefly open filler cap for fuel tank and close again.

— Remove luggage compartment floor covering.

E Note

Forremoving and installing tubular sender, take tool kit and spare
wheel out of luggage compartment. You can then sit or kneel in
the spare wheel well.

— Detach cover for flange (left-side) -arrows-.

11. Fuel gauge senders - rest-of-world vehicles 207




— Unplug electrical connectors -1- and -2- on flange (left-side).

Vehicles up to approx. 10.2002:

— Remove bolts -arrows- and take off locking ring for flange (left-
side).

Vehicles from approx. 11.2002 onwards:
— Unscrew locking ring using wrench - T10202- .

All vehicles (continued):
— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(left-side).

2

208 Rep. gr.20 - Fuel supply system



Working through left fuel tank opening, press release tabs
-arrows- and detach fuel supply line -2- and fuel gauge send-
er 3 - G237- -item 1-.

Move fuel gauge sender 3 - G237- to left side.

Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

Pull fuel delivery. unit slightly upwards,and.at the same fime
take out/fuel,gauge sender3+G237 i

E Note

Keep in mind that the fuel gauge sender 3 - G237- still contains
fuel.

Installing

Tightening torques = page 19

Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

Pull fuel delivery unit up slightly and insert fuel gauge sender
3-G237-.

Then press fuel delivery unit carefully into retainer so that it
engages audibly.

Fit fuel supply line -2- and fuel gauge sender 3 - G237-
-item 1- so that they engage audibly.
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Connect electrical connectors -1 ... 3- on underside of flange
(left-side).

Vehicles up to approx. 10.2002:

Fit flange with new O-ring into fuel tank; note correct installa-
tion position:

The electrical connectors are positioned transversely in rela-
tion to direction of travel.

Dimension -x- (left-side) = dimension -x- (right-side)

Secure locking ring for flange (left-side) in diagonal sequence
-arrows-.

Vehicles from approx. 11.2002 onwards:

Install new seal for flange (seal must be installed dry).
Fit flange into fuel tank; note correct installation position:

Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.
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— Tighten locking ring.

All vehicles (continued):
— Attach electrical connectors -1- and -2- on flange (left-side).

— Secure cover for flange (left-side) -arrows-.

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

11.7 Checking fuel gauge sender 4 - G393-
(tubular sender, right-side)

Special tools and workshop equipment required
4 Hand-held multimeter - V.A.G 1526 E-

V.A.G 1526 E

CISSTIARIE
s
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¢ Auxiliary measuring set - V.A.G 1594C-

Procedure
— Remove luggage compartment floor covering.
— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right-side).

E Note

Disregard -item 1-.

— Connect hand-held multimeter between contacts -2- and -3-
of connector -A- to measure resistance.

Sender removed Sender at low- | Sender at up-

er stop per stop
Fuel gauge sender 4 - G393- | approx. 155 Q | approx. 70 Q

E Note

Ll
¢ [fthe resistance is 0 Q, there is a short circuit. If the resistance
/s » , there is an open circuit in the wiring.

¢ /n order fo test the maximum and minimum values for “tank
full” and “tank empty’, remove the fuel gauge sender 4 - G393-
= page 213 and move the float all the way fo its top or bottom
position.

V.AG 1594 C

W00 10008
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11.8 Removing and installing fuel gauge
sender 4 - G393- (tubular sender, right-
side)

Special tools and workshop equipment required

¢ Vehicles from approx. 11.2002: Wrench - T10202-

Removing
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .

*  The right fuel tank chamber must not be more than /3 full
when removing the tubular sender. Procedure for draining the
fuel tank = page 7 .

T10202

ﬁ Caution

Observe nofes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Briefly open filler cap for fuel tank and close again.

— Remove luggage compartment floor covering.

— Unscrew cover for flange (right-side) -arrows-.
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— Unplug electrical connectors -1- and -2- on flange (right-side).

— Mark fuel return line -1- and fuel supply line -2-.

ﬁ WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (press release tabs).

Vehicles with auxiliary heater:

— In addition, disconnect fuel supply line for auxiliary heater.

Vehicles up to approx. 10.2002:

— Remove bolts -arrows- and take off locking ring for flange
(right-side).

Vehicles from approx. 11.2002 onwards:
— Unscrew locking ring using wrench - T10202- .

2 1 4 Rep. gr.20 - Fuel supply system



All vehicles (continued):
— Detach flange and remove seal/O-ring.

— Unplug electrical connectors -1 ... 3- on underside of flange
(right-side).

E Note

& Pull out fuel lines from fuel tank opening prior to disconnecting
the pipe connectors mentioned below.

& For illustration purposes some of the components are shown
removed in the following illustrations.
Vehicles with auxiliary heater:

— Pull out suction pipe -1- for auxiliary heater from retainers
-arrows- on tubular sender.

Vehicles with MPI engine:

— Working through right fuel tank opening, press release tabs
and disconnect fuel lines -1- and -2- going to fuel delivery unit
(left-side).

3 - Fuel delivery unit (right-side) with fuel pump - G23-
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Vehicles with FSI engine:

— Working through right fuel tank opening, press release tabs
and disconnect fuel supply lines -1- and -2- going to fuel de-
livery units.

All vehicles (continued):

— Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1- and fuel gauge send-
er 4 - G393- -item 2-.

— Move fuel gauge sender 4 - G393- to right side.

— Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

— Pull fuel delivery unit slightly upwards and at the same time
take out fuel gauge sender 4 - G393- .

E Note

Keep in mind that the fuel gauge sender 4 - G393- still contains
fuel.
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Installing
» Tightening torques = page 36

— Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

— Pull fuel delivery unit up slightly and insert fuel gauge sender
4 - G393-.

— Then press fuel delivery unit carefully into retainer so that it
engages audibly.

— Fit fuel supply line -1- and fuel gauge sender 4 - G393-
-item 2- so that they engage audibly.

Vehicles with MPI engine:

— Working through right fuel tank opening, connect fuel lines
-1- and -2- going to left fuel delivery unit-so:that,they-engage
audibly.

3 - Fuel delivery unit (right-side) with fuel pump - G23-
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Vehicles with FSI engine:

— Working through right fuel tank opening, fit fuel lines -1- and
-2- going to fuel delivery units so that they engage audibly.

Vehicles with auxiliary heater:

— Fit suction pipe -1- for auxiliary heater into retainers -arrows-
on tubular sender.

All vehicles (continued):

— Connect electrical connectors -1 ... 3- on underside of flange ey
(right-side). -

\\\\ 2 [Crzoion]
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Vehicles up to approx. 10.2002:

Fit flange with new O-ring into fuel tank; note correct installa-
tion position:

The electrical connectors are positioned transversely in rela-
tion to direction of travel.

Dimension -x- (left-side) = dimension -x- (right-side)

Secure locking ring for flange (right-side) in diagonal se-
quence -arrows-.

Vehicles from approx. 11.2002 onwards:

Install new seal for flange (seal must be installed dry).
Fit flange into fuel tank; note correct installation position:

Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

Tighten locking ring.
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All vehicles (continued):

— Install fuel supply line -2- and fuel return line -1- (as marked)
so that they engage audibly.

Vehicles with auxiliary heater:

— Also fit fuel supply line going to auxiliary heater so that it en-
gages audibly.

All vehicles (continued):

— Attach electrical connectors -1- and -2- on flange (right-side).

— Secure cover for flange (right-side) -arrows-.

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

Vehicles with auxiliary heater:

— Let auxiliary heater run with full load for 10 minutes to bleed
fuel supply line going to metering pump.
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12 Fuel gauge senders - USA vehicles

= “12.1 Checking fuel gauge sender G (lever-type sender, left-
side)”, page 221

= “12.2 Removing and installing fuel gauge sender G (lever-type
sender, left-side)”, page 222

= “12.3 Checking fuel gauge sender 2 G169 (lever-type sender,
right-side)”, page 223

= “12.4 Removing and installing fuel gauge sender 2 G169 (lever-
type sender, right-side)”, page 224

= “12.5 Checking fuel gauge sender 3 G237 (tubular sender, left-
side)”, page 225

= “12.6 Removing and installing fuel gauge sender 3 G237 (tub-
ular sender, left-side)”, page 226

= “12.7 Checking fuel gauge sender 4 G393 (tubular sender,
right-side)”, page 230

= “12.8 Removing and installing fuel gauge sender 4 G393 (tub-
ular sender, right-side)”, page 232

12.1 Checking fuel gauge sender - G- (lever-
type sender, left-side)

Special tools and workshop equipment required

¢ Hand-held multimeter - V.A.G 1526 E-

V.A.G 1526 E

OO0 000
000,990 20
’o’o’o’m%‘o‘

’A‘A‘A’!"

N

Woo-10881

¢ Auxiliary measuring set - V.A.G 1594C-

Wi00. 10008
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Procedure
— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connector -1- on flange (left-side).

E Note

Disregard -item 2-.

— Connect hand-held multimeter between contacts -2- and -4-
of connector -B- to measure resistance.

Sender installed Sender at low- | Sender at up-
er stop per stop
Fuel gauge sender - G- approx. 700 Q | approx. 55 Q

m Note

& [fthe resistance is 0 Q, there is a short circuit. If the resistance
/s « Q, there is an open circuit in the wiring.

¢ /n order to test the maximum and minimum resistance values
for “tank full” and “tank empty’, remove the fuel gauge sender
- G- = page 222 and move the float all the way fo its top or
bottom position.

& The.following values.are obtained.with the.tuel gauge sender,
-Griremoved;-dueito the greater travel of the floatarm:

Sender removed Sender at low- | Sender at up-
er stop per stop

Fuel gauge sender - G- approx. 990 Q| approx. 55 Q

12.2 Removing and installing fuel gauge

sender - G- (lever-type sender, left-side)
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3.

222 Rep. gr.20 - Fuel supply system



ﬁ Caution

e The fuel tank must be drained completely before removing
the lever-type sender. Procedure for draining the fuel tank

> page 112.

— Remove fuel delivery unit (left-side):
¢ Vehicles with MPI engine = page 129 .
¢ Vehicles with FSI engine = page 167 .

— Remove fuel gauge sender 3 - G237- (tubular sender, left-
side) from fuel tank.

— Release fuel gauge sender - G- -arrow- and detach from re-
tainer.

Installing

— Press fuel gauge sender - G- into retainer so that it engages
audibly.

— Insert fuel gauge sender 3 - G237- into fuel tank.
— Install fuel delivery unit (left-side):

¢ Vehicles with MPI engine = page 129 .

¢ Vehicles with FSI engine = page 167 .

12.3 Checking fuel gauge sender 2 - G169-
(lever-type sender, right-side)

Special tools and workshop equipment required
4 Hand-held multimeter - V.A.G 1526 E-

¢ Auxiliary measuring set - V.A.G 1594C-

V.A.G 1526 E

——
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Procedure
— Remove luggage compartment floor covering.
— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -1- on flange (right-side).

E Note

Disregard -item 2-.

— Connect hand-held multimeter between contacts -2- and -4-
of connector -B- to measure resistance.

Sender installed Sender at low- | Sender at up-
er stop per stop

Fuel gauge sender 2 - G169- | approx. 750 Q| approx. 55 Q

E Note

\
¢ [fthe resistance is 0 Q, there is a short circuit. If the resistance
/s » , there is an open circuit in the wiring.

& /n order fo test the maximum and minimum values for “tank

full” and “tank empty’, remove the fuel gauge sender 2 - G169-
= page 224 and move the float all the way fo its top or bottom
position.

& The following values are obtained with the fuel gauge sender 2

- G169- removed, due fo the greater fravel of the float arm:

Sender removed Sender at low- | Sender at up-
er stop per stop

Fuel gauge sender 2 - G169- | approx. 990 Q| approx. 55 Q

12.4 Removing and installing fuel gauge
sender 2 - G169- (lever-type sender,
right-side)

Removing

Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .
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ﬁ Caution

e The fuel tank must be drained completely before removing
the lever-type sender. Procedure for draining the fuel tank

> page 112.

* o

Remove fuel delivery unit (right-side):
Vehicles with MPI engine = page 141 .
Vehicles with FSI engine = page 177 .

Remove fuel gauge sender 4 - G393- (tubular sender, right-
side) from fuel tank.

Release fuel gauge sender 2 - G169- -arrow- and detach from
retainer.

Installing

Press fuel gauge sender 2 - G169- into retainer so that it en-
gages audibly.

Insert fuel gauge sender 4 - G393- into fuel tank.
Install fuel delivery unit (right-side):

Vehicles with MPI engine = page 141 .

Vehicles with FSI engine = page 177 .

12.5 Checking fuel gauge sender 3 - G237-

(tubular sender, left-side)

Special tools and workshop equipment required

¢

.

Hand-held multimeter - V.A.G 1526 E-

Auxiliary measuring set - V.A.G 1594C-

V.A.G 1526 E

——
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Procedure
— Remove luggage compartment floor covering.
— Detach cover for flange (left-side) -arrows-.

— Unplug electrical connector -2- on flange (left-side).

E Note

Disregard -item 1-.

— Connect hand-held multimeter between contacts -2- and -3-
of connector -A- to measure resistance.

Sender removed Sender at low- | Sender at up-
er stop per stop

Fuel gauge sender 3 - G237- | approx. 155 Q| approx. 70 Q

E Note

\
& [fthe resistance is 0 Q, there s a.short circuit. If the resistance
/s « Q, there is an open circuitinithe-wiring.

& /n order fo test the maximum and minimum values for “tank
full” and “tank empty’, remove the fuel gauge sender 3 - G237-
= page 226 and move the float all the way to its fop or bottom
position.

12.6 Removing and installing fuel gauge
sender 3 - G237- (tubular sender, left-
side)

Special tools and workshop equipment required
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¢ Wrench - T10202-
T10202

Removing
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .

ﬁ Caution

*  The left fuel tank chamber must not be more than /3 full

when removing the tubular sender. Procedure for draining
the fuel tank = page 112 .

ﬁ Caution

Observe notes on procedure for disconnecting the battery.

— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Briefly open filler cap for fuel tank and close again.

— Remove luggage compartment floor covering.

E Note

Forremoving and installing tubular sender, take tool kit and spare
wheel out of luggage compartment. You can then sit or kneel in
the spare wheel well.

— Detach cover for flange (left-side) -arrows-.

e L
|

|
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— Unplug electrical connectors -1- and -2- on flange (left-side).

— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(left-side).

— Working'thiroeughdeft fuel'tank opening;press releasetabs
-arrows- and detach fuel supply line -2-"and fuel'gauge send-
er 3 - G237- -item 1-.

— Move fuel gauge sender 3 - G237- to left side.
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Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

Pull fuel delivery unit slightly upwards and at the same time
take out fuel gauge sender 3 - G237- .

E Note

Keep in mind that the fuel gauge sender 3 - G237- still contains
fuel.

Installing

Tightening torques = page 123

Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fugl delivery, unit.

Pull fuel delivery unit up slightly and insert fuel gauge sender
3-G237-.

Then press fuel delivery unit carefully into retainer so that it
engages audibly.

Fit fuel supply line -2- and fuel gauge sender 3 - G237-
-item 1- so that they engage audibly.

Connect electrical connectors -1 ... 3- on underside of flange
(left-side).

Install new seal for flange (seal must be installed dry).

2
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— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel
tank.

— Tighten locking ring.

— Attach electrical connectors -1- and -2- on flange (left-side).

— Secure cover for flange (left-side) -arrows-.

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .

12.7 Checking fuel gauge sender 4 - G393-
(tubular sender, right-side)

Special tools and workshop equipment required
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¢ Hand-held multimeter - V.A.G 1526 E-
V.A.G 1526 E

Woo-10881

4 Auxiliary measuring set - V.A.G 1594C-

W0 10008

Procedure
— Remove luggage compartment floor covering.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connector -2- on flange (right:side):

m Note

Disregard -item 1-.

N
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— Connect hand-held multimeter between contacts -2- and -3-
of connector -A- to measure resistance.

Sender removed Sender at low- | Sender at up-
er stop per stop

Fuel gauge sender 4 - G393- | approx. 155 Q| approx. 70 Q

E Note

Ll
¢ [fthe resistance is 0 Q, there is a short circuit. If the resistance

s « Q, there is an open circuit in the wiring.

& [n order fo test the maximum and minimum values for “tank

full” and “tank empty’, remove the fuel gauge sender 4 - G393-
= page 232 and move the float all the way to its top or bottom

position.
12.8 Removing and installing fuel gauge
sender 4 - G393- (tubular sender, right-
side)

Special tools and workshop equipment required
¢ Wrench - T10202-

Removing
Observe safety precautions = page 1.

Observe rules for cleanliness = page 3 .

T10202

ﬁ Caution

*  The right fuel tank chamber must not be more than /3 full

when removing the tubular sender. Procedure for draining
the fuel tank = page 112.

ﬁ Caution

Observe notes on procedure for disconnecting the battery.

232 Rep. gr.20 - Fuel supply system




— With ignition switched off, disconnect battery earth cable
-arrow- = Electrical system; Rep. gr. 27 .

— Briefly open filler cap for fuel tank and close again.

— Remove luggage compartment floor covering.

E Note

For removing and installing tubular sender, take tool kit and spare
wheel out of luggage compartment. You can then sit or kneel in
the spare wheel well.

— Unscrew cover for flange (right-side) -arrows-.

— Unplug electrical connectors -1- and -2- on flange (right-side).

— Mark fuel return line -1- and fuel supply line -2-.

ﬁ WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Detach both lines from flange (pressselease dabs).
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— Unscrew locking ring using wrench - T10202- .

— Detach flange and remove seal.

— Unplug electrical connectors -1 ... 3- on underside of flange
(right-side).

E Note

& Pull out fuel lines from fuel tank opening prior to disconnecting
the pipe connectors mentioned below.

& For illustration purposes some of the components are shown
removed in the following illustrations.

Vehicles with MPI engine:

— Working through right'fuel tankopening, press releasetabs
and disconnect fuel lines-1-"and -2- going to fuel delivery unit
(left-side).

3 - Fuel delivery unit (right-side) with fuel pump - G23-

T10202
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Vehicles with FSI engine:

— Working through right fuel tank opening, press release tabs
and disconnect fuel supply lines -1- and -2- going to fuel de-
livery units.

All vehicles (continued):

— Working through right fuel tank opening, press release tabs
-arrows- and detach fuel supply line -1- and fuel gauge send-
er 4 - G393- -item 2-.

— Move fuel gauge sender 4 - G393- to right side.

— Press down both retaining clips on retainer for fuel delivery unit
-arrows-.

— Pull fuel delivery unit slightly upwards and at the same time
take out fuel gauge sender 4 - G393- .

m Note

Keep in mind that the fuel gauge sender 4 - G393- still contains
fuel.
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Installing
» Tightening torques = page 136

— Pull both retaining clips on retainer upwards -arrows- so that
they engage audibly before installing the fuel delivery unit.

— Pull fuel delivery unit up slightly and insert fuel gauge sender
4 - G393-.

— Then press fuel delivery unit carefully into retainer so that it
engages audibly.

— Fit fuel supply line -1- and fuel gauge sender 4 - G393-
-item 2- so that they engage audibly.

Vehicles with MPI engine:

— Working through right fuel tank opening, connect fuel lines
-1- and -2- going to left fuel delivery unit so that they engage
audibly.

3 - Fuel delivery unit (right-side) with fuel pump - G23-
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Vehicles with FSI engine:

— Working through right fuel tank opening, fit fuel lines -1- and
-2- going to fuel delivery units so that they engage audibly.

All vehicles (continued):

— Connect electrical connectors -1 ... 3- on underside of flange ey
(right-side). E

— Install new seal for flange (seal must be installed dry).

— Fit flange into fuel tank; note correct installation position:

* Lug -2- on flange must be between tabs -1- and -3- on fuel 1 ? 3
tank. |

— Tighten locking ring.
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— Install fuel supply line -2- and fuel return line -1- (as marked)
so that they engage audibly.

— Attach electrical connectors -1- and -2- on flange (right-side).

— Secure cover for flange (right-side) -arrows-.

— Connect battery. Observe notes on procedures required after
connecting battery = Electrical system; Rep. gr. 27 .
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13 Fuel filter - all vehicles

= “13.1 Fuel filter on vehicles without auxiliary heater - exploded

view”, page 239

= “13.2 Removing and installing fuel filter on vehicles without

auxiliary heater”, page 240

= “13.3 Fuel filter on vehicles with auxiliary heater - exploded

view”, page 240

= “13.4 Removing and installing fuel filter on vehicles with auxil-

iary heater”, page 241

= “13.5 Fuel filter on vehicles with fuel system without fuel return

line - exploded view”, page 242

= “13.6 Removing and installing fuel filter on vehicles with fuel

system without fuel return line”, page 243

13.1 Fuel filter on vehicles without auxiliary heater - exploded view

1 - Fuel return line
4 From engine

Q Clipped onto fuel filter
bracket

O Press release tab on
connection piece to dis-
connect

2 - Fuel filter

Q Flow direction is marked
by arrows

U Do not interchange con-
nections

U1 Removing and installing
= page 240
3 - Fuel supply line
Q From fuel tank

 Press release tab on
connection piece to dis-
connect

4 - Bracket for fuel filter
5-1.5Nm
6 - Fuel supply line

Q To engine

O Press release tab on
connection piece to dis-
connect

7-3Nm
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13.2 Removing and installing fuel filter on ve-

hicles without auxiliary heater
Special tools and workshop equipment required
¢ Drip tray
Removing
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3.
— Remove cover -1- from underside of vehicle (right-side).

— Place drip tray under fuel filter.

AN T arcngeE |\

ﬁ WARNING

The fuel system is pressurised. Before-opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Disconnect fuel pipes -1- and -3- by pressing the release tabs.

— Remove bolt -2-.
— Remove fuel filter.
Installing

« Tightening torque = page 239

Installation is carried out in the reverse order; note the following:

* Flow direction is marked by arrows

13.3 Fuel filter on vehicles with auxiliary heater - exploded view
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1 - Fuel return line
Q From engine

Q Clipped onto fuel filter
bracket

Q Press release tab on
connection piece to dis-
connect

2 - Fuel filter

Q Flow direction is marked
by arrows

Q Do not interchange con-
nections

QO Removing and installing
= page 241
3 - Fuel supply line
Q From fuel tank

O Press release tab on
connection piece to dis-
connect

4 - Fuel supply line

QO To metering pump for
auxiliary heater

5-10 Nm
O Self-locking
U Renew

6 - Washer

7 - Retainer

Q For metering pump for
auxiliary heater

8 - Metering pump for auxiliary
heater

13

1 Secure with retainer -item 7- to bracket -item 10-

9 - Fuel supply line
U To auxiliary heater

10 - Bracket for fuel filter
11-1.5Nm

12 - Fuel supply line
Q To engine
U Press release tab on connection piece to disconnect

13-3 Nm

13.4 Removing and installing fuel filter on ve-
hicles with auxiliary heater

Special tools and workshop equipment required
¢ Drip tray
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Removing

Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

— Remove cover -1- from underside of vehicle (right-side).

— Place drip tray under fuel filter.

ﬁ WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

— Disconnect fuel pipes -1- and -3- by pressing the release tabs.
— Remove bolt -2-.

— Remove fuel filter.

Installing

+ Tightening torque = page 240

Installation is carried out in the reverse order; note the following:

* Flow direction is marked by arrows

13.5 Fuel filter on vehicles with fuel system without fuel return line - exploded

view
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1 - Fuelfilter with pressure con- 3
trol valve, 4 bar

Q Flow direction is marked
by arrows

Q Do not interchange con-
nections

U Removing and installing
> page 243
2 - Fuel supply line
QO From fuel tank
Q Press release tab on
connection piece to dis-
connect
3 - Fuel return line
Q To fuel tank

Q Press release tab on
connection piece to dis-
connect

4 - Bracket for fuel filter
5-1.5Nm
6 - Fuel line

Q To engine

O Press release tab on
connection piece to dis-
connect

7-3Nm

'.'":FIJ - £
S~ 3
i s
\i 6
7

.

"

A20-10105

13.6 Removing and installing fuel filter on ve-
hicles with fuel system without fuel re-
turn line

Special tools and workshop equipment required

¢ Drip tray

Removing

Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

— Remove cover -1- from underside of vehicle (rightiside):

2 [Carcaees N
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Place drip tray under fuel filter.

! 1 5 WARNING

The fuel system is pressurised. Before opening the system
place a clean cloth around the connection. Then release pres-
sure by carefully loosening the connection.

Disconnect fuel pipes -1-, -2- and -4- by pressing the release
tabs.

Remove bolt -3-.
Remove fuel filter.

Installing

Installation is carried out in the reverse order; note the following:

Tightening torque = page 242 .

Flow direction is marked by arrows

B,

N\ [
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14 Activated charcoal filter system - rest-
of-world vehicles

= “14.1 Activated charcoal filter system - exploded view”,
page 245
= “14.2 Removing and installing activated charcoal filter”,
page 245

14.1 Activated charcoal filter system - exploded view

1 - Activated charcoal filter

2 - Breather line
 To fuel tank

3-10Nm
4 - Bracket
5-10 Nm

6 - Breather line

Q To activated charcoal fil-
ter solenoid valve 1 -
N80-

7-10 Nm

8 - Hose

Q Open to atmosphere at
rear of vehicle (centre)

14.2 Removing and installing activated char-
coal filter

Removing

Observe safety precautions = page 1.

Observe rules for cleanliness = page 3.

— Remove rear wheel (left-side).

— Remove rear left wheel housing liner > Rep. gr. 66 .
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— Disconnect breather lines -1- and -2- by pressing release tabs.
— Detach breather pipe -4-.

— Unscrew nut -3- and detach activated charcoal filter at top
mounting -arrow-.

— Remove activated charcoal filter with breather pipes.
Installing

» Tightening torque = page 245
Installation is carried out in the reverse order; note the following:

E Note

Secure all hose connections' with'the'correct type'of hose ¢lips
(same as original equipment) = Electronic parts catalogue .

q
APC-1036

— Attach activated charcoal filter at top mounting.
— Secure activated charcoal filter to wheel housing.
— Install rear left wheel housing liner > Rep. gr. 66 .
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15 Activated charcoal filter system -

USA vehicles
= “15.1 Activated charcoal filter system - exploded view”,
page 247
= “15.2 Removing and installing activated charcoal filter”,
page 248

= “15.3 Routing of pipes/hoses for activated charcoal filter system
with tank leak diagnostic system - vehicles with 8-cylinder and 10-
cylinder engines”, page 249

= “15.4 Routing of pipes/hoses for activated charcoal filter system
with tank leak diagnostic system - vehicles with 12-cylinder en-

gine”, page 251
= “15.5 Tank leak diagnostic system”, page 251
= “15.6 Performing tank leak diagnosis”, page 252

= “15.7 Fuel system diagnostic pump V144 - exploded view”,
page 253

= “15.8 Removing and installing fuel system diagnostic pump
V144 ”, page 254

= “15.9 Removing and installing activated charcoal filter solenoid
valve 2 N115 ", page 255

156.1 Activated charcoal filter system - exploded view
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1 - Cover for activated charcoal
filter

2 - Breather line

Q To activated charcoal fil-
ter solenoid valve 1 -
N80-

3 - Breather line
Q To fuel tank

4 - Activated charcoal filter

Q Fitting location: at bot-
tom of spare wheel well
on underbody

5 - Connecting hose

Q Diagnostic pump / acti-
vated charcoal filter

6 - Bush

7 - Rubber grommet
8 - Stud, 16 Nm

9 - Cap nut, 9 Nm

15.2 Removing and installing activated char-
coal filter

m Note

Checking for leaks
= "15.6 Performing tank leak diagnosis’, page 252

Removing
Observe safety precautions = page 1.
Observe rules for cleanliness = page 3 .
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— Unscrew cover for activated charcoal filter at underside of
spare wheel well -arrows-.

\j b

— Detach hose connections -1 ... 3- from breather pipes.

— Unscrew studs -arrows- and remove activated charcoal filter.
Installing

» Tightening torques = page 247

Installation is carried out in the reverse order; note the following:

E Note

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

156.3 Routing of pipes/hoses for activated charcoal filter system with tank leak
diagnostic system - vehicles with 8-cylinder and 10-cylinder engines
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1 - Throttle valve module - 8
J338- 5 @] 6 7

2 - Activated charcoal filter sol-
enoid valve 1 - N80-

Q Fitting location: in en-
gine compartment

3 - Breather line

1 From activated charcoal
filter to activated char-
coal filter solenoid
valve 1 - N80-

Q Installation position:on |3 —— | -10
underside of vehicle
(right-side)

4 - Breather line
Q To fuel tank

5 - Activated charcoal filter L EEE]:E
Q Fitting location: at bot-
tom of spare wheel well | 1

on underbody

6 - Connecting hose

Q Diagnostic pump / acti-
vated charcoal filter

Q Pressure side
7 - Activated charcoal filter sol-
enoid valve 2 - N115-

U Fitting location: in rear

neath liner @

O OO D
N I T e B

left wheel housing be-

8 - Fuel system diagnostic ) -
ump - V144-
PP

Qd Vacuum-driven

Q Fitting location: in rear left wheel housing beneath liner

9 - Air filter for diagnostic pump
Q Installation position: arrow on filter housing points to diagnostic pump -item 8-

10 - Vacuum line
Q Supplies diagnostic pump with vacuum from intake manifold
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15.4 Routing of pipes/hoses for activated charcoal filter system with tank leak

diagnostic system - vehicles with 12-cylinder engine

1 - Intake manifold

2 - Activated charcoal filter sol-
enoid valve 1 - N80-
4 Fitting location: in en-
gine compartment

3 - Activated charcoal filter sys-
tem solenoid valve 2 - N333-

Q Fitting location: in en-
gine compartment

4 - Breather line

d From activated charcoal
filter to solenoid valves
for activated charcoal fil-
ter in engine compart-
ment

Q Installation position: on
underside of vehicle
(right-side)

5 - Breather line

Q To fuel tank

6 - Activated charcoal filter

4 Fitting location: at bot-
tom of spare wheel well
on underbody

7 - Connecting hose

Q Diagnostic pump / acti-
vated charcoal filter

1 Pressure side

8 - Activated charcoal filter sol-
enoid valve 2 - N115-

Q Fitting location: in rear

11

left wheel housing be-

neath liner

9 - Fuel system diagnostic pump - V144-
Q_ Vacuum-driven
4 oekittingrloeation:csin-rear left wheel housing-beneathdiner

10 - Air filter for diagnostic pump
Q Installation position: arrow on filter housing points to diagnostic pump -item 9-

11 - Vacuum line
O Supplies diagnostic pump with vacuum from intake manifold

15.5 Tank leak diagnostic system
How the system works

The tank leak diagnostic system detects leaks in the complete
fuel system, including fuel tank, activated charcoal filter and ac-
tivated charcoal filter solenoid valve 1 - N80- .

The mechanical components of the tank leak diagnostic system
consist primarily of a vacuum-driven diaphragm pump, with areed
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contact located on the operating rod of the pump diaphragm. The
vacuum required is supplied to the pump from the engine intake.

¢ The diaphragm pump delivers a pressure of 20 ... 30 mbar to
the fuel system when the tank leak diagnostic system starts
up. In this condition the pump diaphragm is extended, so the
reed contact located on the operating rod is in the “open” po-
sition.

¢ The diagnostic system detects whether the reed contact re-
mains open for 10.seconds, In this case the fuel system is free
of leaks.

¢ Ifthe pressure drops (indicating a leak), the diaphragmreturns
and the reed contact closes.

¢ If the reed contact closes within 10 seconds, a further test is
performed. The diaphragm pump is then activated for another
4 strokes. For each of these strokes the engine control unit
measures the period of time it takes for the reed contact to
close again after pressure delivery. In this way the control unit
can distinguish between a “small leak” (smaller than 1 mm di-
ameter) and a “large leak”.

The diagnosis is activated automatically shortly after every engine
start. If a fault is detected, the fault is stored in the fault memory.
A fault message is displayed in the instrument cluster if the fault
is detected during two consecutive road trips. The diagnosis func-
tion can also be activated with the vehicle diagnostic tester

= page 252 .
Automatic tank leak diagnosis

The engine control unit performs a tank leak diagnosis at regular
intervals when the engine is running.

15.6 Performing tank leak diagnosis

Check the fuel tank leak diagnosis system using the “Guided Fault
Finding” function = Vehicle diagnostic tester.

Checking fuel tank system and tank breather system for leaks

m Note

The following locations/components must be checked when
checking the fuel tank system and tank breather system for leaks.
Initiate a tank leak diagnosis after eliminating a suspected leak to
make sure the diagnosed leak has been eliminated.

— Switch off ignition.

— Check whether the filler cap of the fuel tank was properly
closed when performing the diagnosis.

— Check whether the seal of the filler cap is damaged or de-
formed. Renew if necessary.

— Remove luggage compartment floor covering.
— Detach covers for flanges on fuel tank (left and right sides).

E Note

Observe noftes on re-installing flanges: left-side = page 75, right-
side = page 86 .

— Check that the seals under the fuel tank flanges are undam-
aged and that the locking rings on the flanges are properly
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tightened. Also check whether the fuel lines are connected
properly.

— Perform a visual check on all pipe/hose connections of the fuel
tank system and renew leaking pipes/hoses, e.g.:

¢ Pipe between activated charcoal filter and activated charcoal
filter solenoid valve 1 - N80- / activated charcoal filter system
solenoid valve 2 - N333- (in engine compartment).

¢ Pipes from activated charcoal filter to diagnostic pump for fuel
system - V144- / activated charcoal filter solenoid valve 2 -
N115-.

¢ Pipe between fuel tank and activated charcoal filter (behind
cover for activated charcoal filter).

¢ Fuel lines to engine

m Note

Leaks in pipes and components of the fuel tank system can
sometimes be defected by applying a non-flammable, environ-
ment-friendly leak detfecting spray. Initiate a tank leak diagnosis
repeatedly fo build up pressure in the system. Bubbles will form
at the leak.

— Perform a visual check on the components of the fuel tank
system/fuel tank breather system:

Fuel tank

Activated charcoal filter

Fuel system diagnostic pump - V144-

Activated charcoal filter solenoid valve 1 - N80-

Activated charcoal filter solenoid valve 2 - N115-

Activated charcoal filter system solenoid valve 2 - N333-

m Note

Due to the shape or function of these components it is not always
possible to detect leaks by applying leak detecting spray. If this
/s the case, clamp off hoses going fo the respective component
using hose clamps up fto 25 mm - 3094- and initiate tank leak
diagnosis. If no leak is then found after clamping off the hoses,
the corresponding component is defective. If the hoses are clam-
ped off directly at the diagnostic pump and a leak is still indicated,
there is a leak in the diagnostic pump itself.

15.7 Fuel system diagnostic pump - V144- - exploded view
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1 - Retaining peg
2 - Bracket for diagnostic pump

3 - Vacuum line
Q To intake manifold
(front)
4 - Fuel system diagnostic
pump - V144-

Q Fitting location: in rear
left wheel housing be-
neath liner

Q Checking in “Guided
Fault Finding” = Vehicle
diagnostic tester

U Removing and installing
=> page 254

5 - Elbow hose with branch

6 - Elbow hose-with'branch
1 To activated charcoal fil-
ter

7 - Activated charcoal filter sol-
enoid valve 2 - N115-

Q Checking in “Guided
Fault Finding” = Vehicle
diagnostic tester

U Removing and installing
= page 255

8-1.2Nm
9 - Air filter for diagnostic pump
10 - Hose

11 - Retainer
Q For activated charcoal

filter solenoid valve 2 - N115-

12 - Bracket
U To body

13-9Nm

15.8 Removing and installing fuel system di-
agnostic pump - V144-

Removing
— Switch off ignition.

— Remove rear wheel (left-side).
— Remove rear left wheel housing liner = Rep. gr. 66 .

11
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— Detach hose connections -1-, -3- and -4-.

— Unplug electrical connector -2- at activated charcoal filter sol-
enoid valve 2 - N115- .

— Unscrew securing bolts -arrows-.

— Detach fuel system diagnostic pump - V144- and disconnect
electrical connector.

— Detach diagnostic pump from bracket.
Installing
« Tightening torques = page 253

Installation is carried out in the reverse order; note the following:

m Note

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

— Install rear left wheel housing liner = Rep. gr. 66 .

15.9 Removing and installing activated char-
coal filter solenoid valve 2 - N115-

Removing

— Switch off ignition.

— Remove rear wheel (left-side).

— Remove rear left wheel housing liner > Rep. gr. 66 .

— Disconnect hose connections -1-, -3- and -4-.

— Unplug electrical connector -2- at activated charcoal filter sol-
enoid valve 2 - N115-.

— Detach vacuum hoses -3- and -4- from activated charcoal filter
solenoid valve 2 - N115- -item 2-.

— Detach solenoid valve from mounting -1-.
Installing

» Tightening torque = page 253
Installation is carried out in the reverse order; note the following:

E Note

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

— Install rear left wheel housing liner > Rep. gr. 66 .

-
A20-10082
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16 Accelerator mechanism - all vehicles

= “16.1 Accelerator mechanism - exploded view”, page 256

= “16.2 Removing and installing accelerator pedal module with
accelerator position sender”, page 257

> “16.3 Removing and installing kickdown switch F8 ”,
page 257

16.1 Accelerator mechanism - exploded view

E Note

There is a separate kickdown swifch - F&- installed in vehicles with aufomatic gearbox. Removing and installing
kickdown switch - F8- = page 257 .

1 - Accelerator pedal module 2

O With accelerator posi-
tion sender - G79- and
accelerator position
sender 2 - G185-

Q0 Removing and installing
= page 257

2-10Nm
3 - Electrical connector
4 -10 Nm
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16.2 Removing and installing accelerator
pedal module with accelerator position
sender

Removing

— Remove storage compartment on driver's side = Rep. gr. 68.

— Unplug electrical connector -2-.
— Remove bolts -1- and -3-.
— Remove accelerator pedal module.

Installing
» Tightening torque = page 256

Installation is carried out in the reverse order; note the following:

— Install storage compartment on driver's side = Rep. gr. 68 .

16.3 Removing and installing kickdown
switch - F8-

Removing

— Use screwdriver to prise off cover caps.

— Unscrew bolts -arrows- and remove cover for kickdown switch.

— Use a small screwdriver to release retainer tab -arrow- and
turn kickdown switch anti-clockwise.

— Unplug electrical connector.

|
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Installing
Installation is carried out in the reverse order; note the following:
— Connect electrical connector -1- on kickdown switch - F8- .

— Insert kickdown switch in mounting on vehicle floor and en-
gage by turning clockwise -arrow-.

— Disengage cap -2- of kickdown switch -1-; to do so turn cap
anti-clockwise -arrow A-. Pull cap out as far as stop
-arrow B-.

A20-11226

— Press accelerator pedal down as far as stop -arrow- and re-
lease again.

A20-11408
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— Pull cap -2- of kickdown switch -1- outwards by distance -a-
-arrow-.

Distance -a- =5 mm.

— Lock cap -2- of kickdown switch -1- in place by turning cap 15°
in clockwise direction -arrow- as far as stop.

AZ0-11228

— Fit cover -arrows-.

— Perform a test drive and check that kickdown switch -F8- is
functioning correctly.

',

=)
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24 — Mixture preparation - injection

1 Servicing Simos injection system

1.1 Safety precautions

To prevent injuries to persons and/or damage to the fuel injection
and ignition system, the following must be noted:

g 43 WARNING

¢ The fuel system operates under high pressure. The pres-
sure in the high-pressure part of the injection system must
be reduced fo a residual pressure prior fo opening the

system = page 2.

¢ A clean cloth must then be wrapped around the connec-
tion and the residual pressure dissipated by carefully loos-

ening the connection.

¢ Always switch off the ignition before connecting or discon-
necting electrical wiring for the injection or ignition system or
tester cables.

¢ Certain tests may lead to a fault being detected by the control
unit and stored. After completing all tests and repair work
therefore interrogate fault memory and erase, if necessary. If
you have erased fault memory, you must then generate read-
iness code in engine control unit in “Guided fault finding”
mode.

¢ Always switch off the ignition before cleaning the engine.

! 1 S Caution

¢ Always swifch off the ignition before connecting or diis-
connecting the battery, otherwise the engine control unit
may be damaged.

¢ Observe noles on procedure for disconnecting the battery
= Rep. Gr. 27 .

Note the following if testers.and measuring instruments have to
be used during a road test:

! |5 WARNING

¢ Test equipment must always be secured on the rear seat
and operated from that position by a second person.

¢ [f test and measuring instruments are operated from front
passengers seat and the vehicle is involved in an acci-
dent, the person sitting in this seat could be seriously
injured when the airbag is triggered.
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1.2 Rules for cleanliness when working on

the injection system

Even small amounts of dirt can cause faults in the injection sys-
tem. When working on the fuel supply/injection system, pay care-
ful attention to the following basic rules:

¢

Carefully clean connection points and the surrounding area
with engine cleaner or brake cleaner and dry thoroughly before
opening.

Plug open lines and connections with suitable protective caps
immediately.

Place parts that have been removed on a clean surface and
cover them over. Use only lint-free cloths.

Only install clean components; replacement parts should only
be unpacked immediately prior to installation. Do not use parts
that have been previously unpacked and stored away loose
(e.g. in toolboxes, etc.).

When the system is open: Do not work with compressed air.
Do not move the vehicle unless absolutely necessary.

1.3 Important: Required procedure prior to

opening high-pressure injection system

The injection system consists of a high-pressure section (max-
imum approx. 110 bar) and a low-pressure section (approx.
6 bar).

Prior to opening the high-pressure section (€.9. when remov-
ing the high-pressure pump, fuel rail, injectors, intake manifold
flap air-flow control motor, a fuel line, or any other component
located in the high-pressure section of the injection system)
the fuel pressure in the high-pressure section must be reduced
to a residual pressure of approx. 8 bar. The procedure is de-
scribed below.

Special tools and workshop equipment required

¢ Vehicle diagnostic, testing and information system -VAS

5051B- with diagnosis lead -VAS 5051/5A-
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Procedure

— Start engine and run at idling speed.

— Connect vehicle diagnostic, testing and information system -
VAS 5051B- with diagnostic cable -VAS 5051/5A- .

Display on -VAS 5051B- :

\\"/ —;_a_m 0201 |~

— Press the [Vehicle self-diagnosis|key.

VAS 5051 )
LBy

Display on -VAS 5051B- :

— From list -1- select vehicle system “01 Engine electronics”.

— Wait until next display appears on tester.

Display on -VAS 5051B-:
1 -cEngine-controlsunit identification.
— Press the [] key.

A
>

v

|| |

| I [
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Display on -VAS 5051B- :
1 - Selection of diagnostic functions

— From list -1- select diagnostic function “04 - Basic setting”.

| | | I Il |
Display on -VAS 5051B-:
— Inzone -2- enter “140’|£|or “display group 140” and confirm the :
entry by pressing the [Q| key. |
1 &= ]
2
I | | | I |
Display on -VAS 5051B- :
Example
1- 42% 1
° 2 >
2- 39.76 bar 3—
3- 40.63 bar i L= ]
' [4][¥]
4 - inactive
L« | | I [
- Activate basic setting by touching button [A].
Display on -VAS 5051B- :
Example
1- 0%
2- Obar - | |
3- 5.46bar 2— _f‘
4 - reduce 4| |4___- I —
The fuel rail is still filled with fuel, however it is no longer under
high pressure.
Components or lines can now be opened. A clean cloth must be
wrapped around the connections. Catch the escaping fuel.
1.4 Technical data
Engine code letters AUK BPK

(3.2Itr. / 4V / 188 kW engine)

(3.2 Itr. / 4V / 191 kW engine)

Idling speed”

650 ... 750 rpm

4 Rep. Gr.24 - Mixture preparation - injection




Engine code letters AUK

(3.2 Itr. / 4V / 188 kW engine) | (3.2 Itr. / 4V / 191 kW engine)

BPK

Fuel pressure after high-pressure pump

approx. 35 bar

Fuel pressure before high-pressure pump

approx. 6 bar

* 1) Not adjustable

1.5 Overview of fitting locations

Engine compartment (right-side)

1 - Ignition coils for cylinder
bank 1

O Ignition coil 1 with output
stage -N70-

Ignition coil 2 with output
stage -N127-

a

4 Ignition coil 3 with output
stage -N291-

a

Removing and installing
> page 49
2 - Hall sender 3 -G300-
U Fitting location
=> page 10

3 - Inlet camshaft control valve s
1 -N205- ?

el 1 1

> page 10 U
4 - Variable intake manifold o
change-over valve -N335- 3

U Fitting location o
=> page 12
5 - Lambda probe -G39-
O Fitting location
> page 9
Q Fitting location of con-
nector = page 9
Q Removing and installing
= page 41
6 - Exhaust camshaft control
valve 1 -N318-

4 Fitting location
= page 10

T 1 B -~ I

—h

7
7%

|

22 21

10 11 12 13 14

=

[
\l\‘\

ALY

e

20 19 18 17 16 15

7 - Lambda probe after catalyt-
ic converter -G130-

Q Fitting location = page 9
O Fitting location of connector = page 9
QO Removing and installing = page 44

8 - Engine control unit -J623-

Q Fitting location = page 8
U1 Removing and installing = page 38

Q After renewing, adapt throttle valve module in mode “Guided Fault Finding”, option “Adapt throttle valve

module”
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O After renewing on vehicles with automatic gearbox, also perform kick-down adaption in “Guided Fault
Finding”, option “Adapt kickdown point”

9 - Throttle valve module -J338-
O After renewing adapt in mode “Guided Fault Finding”, option “Adapt throttle valve module”.
10 - Activated charcoal filter solenoid valve 1 -N80-
11 - Bracket for connectors
Q Fitting locations of connectors = page 9
12 - Intake air temperature sender -G42- / intake manifold pressure sender -G71-
U Fitting location = page 11
13 - Intake manifold flap valve -N316-

Fitting location = page 11

14 - Knock sensor 1 -G61-
Q Fitting location = page 11
Q Fitting location of connector = page 10

15 - Variable intake manifold position sender -G513-
Q Fitting location = page 11

16 - Variable intake manifold flap change-over valve -N239-
U Fitting location = page 11

17 - Coolant temperature sender -G62-
U Fitting location = page 11
18 - Actuator for intake manifold changeover
19 - Intake manifold flap potentiometer -G336-
U Fitting location = page 11
4 After renewing, adapt in mode “Guided Fault Finding”, option “Adapt intake manifold flap potentiometer”
20 - Injectors, cylinder bank 1
Q Injector, cylinder 1 -N30-
Q Injector, cylinder 2 -N31-
Q Injector, cylinder 3 -N32-
Q0 Removing and installing = page 26
21 - Fuel pressure sender for low-pressure section -G410-
Q Fitting location = page 12
22 - Hall sender -G40-
O Fitting location = page 10

Engine compartment (left-side)
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1 - Injectors, cylinder bank 2
Q Injector, cylinder 4 -
N

Injector, cylinder 5 -
N83-

N84-

Qa
Q Injector, cylinder 6 -
Qa

Removing and installing

=> page 26

2 - Intake manifold flap poten-

tiometer 2 -G512-

4 Fitting location
= page 12

Q After renewing, adapt in
mode “Guided Fault
Finding”, option “Adapt
intake manifold flap po-
tentiometer”

3 - Engine speed sender -G28-
O Fitting location
= page 12

4 - Lambda probe 2 after cata-
lytic converter -G131-
Q Fitting location
> page 9
Q Fitting location of con-

nector = page 9

Q Removing and installing
= page 46

5 - Instrument cluster

4  With exhaust emissions
warning lamp -K83-
(“MIL” lamp) and elec- 16 15

14

13

12

A24-10092

tronic power control
fault lamp -K132- (“EPC” lamp)

6 - Accelerator position sender -G79- and accelerator position sender 2 -G185-

Q In accelerator pedal module; fitting location = page 8
7 - Brake light switch -F- / brake pedal switch -F47-

Q Fitting location = page 9
8 - Inlet camshaft control valve 2 -N208-
Fitting location = page 10

9 - Exhaust camshaft control valve 2 -N319-
Q Fitting location = page 10

10 - Lambda probe 2 -G108-
U Fitting location = page 9
Q Fitting location of connector = page 9
QO Removing and installing = page 43

11 - Hall sender 4 -G301-
Q Fitting location = page 10
12 - Ignition coils for cylinder bank 2

O Ignition coil 4 with output stage -N292-
4 Ignition coil 5 with output stage -N323-
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Q Ignition coil 6 with output stage -N324-
U4 Removing and installing = page 49
13 - Hall sender 2 -G163-
Q Fitting location = page 10
14 - High-pressure pump
Q With fuel metering valve -N290-
U Fitting location = page 11
15 - Fuel pressure sender -G247-
Q Fitting location = page 12

16 - Knock sensor 2 -G66-
Q Fitting location = page 12
Q Fitting location of connector = page 10

Fitting location of engine control unit -J623-

¢ The engine control unit -J623- -Item 1- is located on top of
electronics box at plenum chamber.

Fitting location of accelerator position sender -G79- / accelerator
position sender 2 -G185-

4 |n accelerator pedal module -arrow-.

E Note

The accelerator position sender -G79- and accelerator position
sender 2- -G185- are integrated in the accelerafor pedal module
and cannot be renewed individually.
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Fitting location of brake light switch -F- and brake pedal switch -
F47-

¢ On pedal bracket -arrow-.

m Note

Install switches only once fo ensure they are fifted tightly.

Bracket for connectors on bulkhead

1- To Lambda probe after catalytic converter -G130-

2 - To Lambda probe -G39-

3- To Lambda probe 2 -G108-

4 - To Lambda probe 2 after catalytic converter -G131-

Fitting location of Lambda probes on cylinder bank 1 (right-side)
1- Lambda probe after catalytic converter -G130-
2 - Lambda probe -G39-

Fitting location of Lambda probes on cylinder bank 2 (left-side)
1- Lambda probe 2 -G108-
2 - Lambda probe 2 after catalytic converter -G131-
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Electrical connectors at rear right of engine

1- Toinjectors on cylinder bank 1

E Note

The -arrow- indicates the earth point.

Electrical connectors at rear left of engine
1- Green; to knock sensor 1 -G61-
2 - Grey; to knock sensor 2 -G66-

3 - Toinjectors on cylinder bank 2 and to fuel pressure sender
-G247-

E Note

The -arrow- indicates the earth point.

Hall senders and camshaft control valves (bank 1)
1- Exhaust camshaft control valve 1 -N318-

2 - Inlet camshaft control valve 1 -N205-

3 - Hall sender -G40-

4 - Intake manifold flap potentiometer -G336-
5- Hall sender 3 -G300-

E Note

Disregard -arrows-.

@
2/

¥
L -‘ o4 I'-. .I = \‘ i 7I

Hall senders and camshaft control valves (bank 2)
1- Hall sender 2 -G163-
2 - Inlet camshaft control valve 2 -N208-

P\

3 - Exhaust camshaft control valve 2 -N319-
4 - Hall sender 4 -G301-

m Note

Disregard -arrows-. T T Atsto0s4
s W

L=

-

[
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Fitting location: at front of engine
1- Coolant temperature sender -G62-
2 - Variable intake manifold flap change-over valve -N239-

3 - Variable intake manifold position sender -G513-

Fitting location: at rear of intake manifold

1- Inlet camshaft control valve 1 -N205-

2 - Throttle valve module -J338-

3 - Activated charcoal filter solenoid valve 1 -N80-

4 - Intake air temperature sender -G42- / intake manifold pres-
sure sender -G71-

5- Intake manifold flap valve -N316-

Fitting locations at high-pressure pump
2 - Fuel metering valve -N290-

E Note

& -/tem 1-is not fitted.
¢ Disregard -arrows-.

Fitting locations below intake manifold on cylinder bank 1 (right-
side)

1- Intake manifold flap potentiometer -G336-
2 - Injector;cylinder.1,-N30-

3- Knock sensor:1-G61-

4 - Injector, cylinder 2 -N31-

5- Injector, cylinder 3 -N32-

A24-10040

A b
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Fitting locations below intake manifold on cylinder bank 2 (left-

side)

1 - Intake manifold flap potentiometer 2 -G512-
2 - Injector, cylinder 6 -N84-

3 - Injector, cylinder 5 -N83-

4 - Injector, cylinder 4 -N33-

5- Fuel pressure sender -G247-

6 - Knock sensor 2 -G66-

Fitting location of variable intake manifold change-over valve -
N335-

1- Variable intake manifold change-over valve -N335-
2 - Vacuum hose to variable intake manifold change-over valve

m Note

Disregard -arrows-.

Fitting location of engine speed sender -G28-

¢ At front left of gearbox housing -arrow-.

Fitting location of fuel pressure sender for low-pressure section -
G410-

4 On right side of cylinder head -arrow-.

<~ 7 A= e
L S| AN |
6 5 @ A24-10C|3;

| A24-10002 g

T =
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Fitting location of solenoid valves for electro-hydraulic engine
mountings and valves for gearbox mountings

¢ Electro-hydraulic engine mounting solenoid valve (left-side) -
N144-

¢ Electro-hydraulic engine mounting solenoid valve (right-side)
-N145-

4 Gearbox mounting valve 1 -N262-
4 Gearbox mounting valve 2 -N263-

Fitting location of Motronic current supply relay -J271-

¢ Motronic current supply relay -J271- at position -2- on relay
carrier in electronics box (plenum chamber)

Fitting location of terminal 15 voltage supply relay -J329-

¢ Terminal 15 voltage supply relay -J329- at position -3- on relay
carrier behind dash panel (left-side)

Fitting location of cold start relay for fuel pump -J748-

¢ Cold start relay for fuel pump -J748- at position -3- in relay and
fuse holder in luggage compartment (right-side)
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Fitting location of engine component current supply relay -J757-

¢ Engine component current supply relay -J757- at position -4-
on relay carrier in front passenger's footwell

1.6 Air cleaner - exploded view

1 - Water drain hose
O Check for dirt and clean
as required (inspect
valve)

Q Water drain must func-
tion properly

2 - Air cleaner housing (bottom
section)

Q Clean any salt deposits
or leaves and dirt out of
air cleaner housing (bot-
tom section)

Q Check for dirt in water
drain (inspect valve)
3 - Bolt

4 - Air filter element

U Always use genuine
part for air filter element

U Removing and installing
=> page 15

Q Intervals for changing
filter = Maintenance ;
Booklet 404

5 - Air duct
0 Clean dirt and leaves
out of air duct
6 - Air cleaner housing (top
section)

A Clean any salt deposits
or leaves and dirt out of
air cleaner housing (top
section)

7 - O-ring
4 Renew

AS7-0405

18

17 16 15
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8 - Intake connecting pipe
9 - Spring-type hose clip
10 - Air hose
11 - Cross-head screw
12 - Cross-head screw
13 - Variable intake manifold change-over valve -N335-
14 - Air flap

4 Vacuum-controlled
15-5Nm
16 - Spacer sleeve
17 - Rubber grommet
18 - Rubber mounting

1.7 Removing and installing air filter ele-
ment

Removing

— Pull non-return valve -2- off connection at air intake hose.

— Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose!

— Release hose’clipss=arrows!andremove'airintake hose:
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Remove bolts from top section of air cleaner housing
-arrows-.

Detach air cleaner housing (top section).
Take out air filter element.

Installing

E Note

*
*

Always use genuine part for air filter element.

Hose connections and hoses for air intake system must be free
of oil and grease before assembly. Do not use any lubricants
containing sificone when assembling.

The air cleaner housing MUST be clean.

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Parts calalogue.

To prevent malfunctions, cover all critical parts of the engine
air intake tract (intake pipes, efc.) with a clean cloth when
blowing out the air cleaner housing with compressed air.

Please observe requirements for disposal.

Blow out water drain (small hole in bottom section of air clean-
er housing) with compressed air.

Clean salt residue, dirt and leaves out of air cleaner housing
(top and bottom sections); use a vacuum cleaner if necessary.

Check for salt residue, dirt and leaves in air intake hose (en-
gine intake side).

Check for dirt and leaves in air duct going from lock carrier to
air cleaner housing.

When installing the air filter element, check that it is properly
centred in the retainer in the air cleaner housing (bottom sec-
tion).

Fit the top section of the air cleaner housing carefully on the
bottom section, without using force. Make sure the top section
of the air cleaner housing is fitted straight on the air filter ele-
ment (note position of sealing lip on air filter element).

The remaining installation steps are carried out in the reverse se-

quence.
Tightening torque

Component Nm
Hose clips (9 mm wide) 3
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1.8 Intake manifold (top section) - exploded view of components

1 - Variable intake manifold po-
sition sender -G513-

2-25Nm

3-2.5Nm

4 - Actuator for intake manifold
change-over

Q Installation position of
toothed segments forin-
take manifold change-

over = page 18

Q Replacement part is
combined with
-item 24- as one unit

5 - Seal
0 Renew if damaged

4 When renewing lever
out with screwdriver

4 Pressin by hand
6 - Ball stud, 2.5 Nm

7 - Intake manifold (top sec-
tion)

U1 Removing and installing
= page 18

8 - Throttle valve module -
J338-

9-5Nm
10 - Bracket for wiring harness

11 - Seal
4 Renew

12 - Intake manifold flap valve
-N316-

13-2.5Nm

8

2524 23 22 21

A24-10023

14 - Intake air temperature sender -G42- / intake manifold pressure sender -G71-

15 - O-ring
O Renew
16 -2.5 Nm

17 - Pressure control valve for crankcase breather system

18 - O-ring

U4 Renew
19-6 Nm
20 - Washer
21 - Sleeve

22 - Gaskets
d Renew

23 - Seal
0 Renew if damaged
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O When renewing lever out with screwdriver
Q Pressin by hand
24 - Lever with toothed segment
Q For intake manifold change-over
Q Installation position of toothed segments = page 18
U Replacement part is combined with -item 4- as one unit

25 - Seal
QO Renew if damaged
QO When renewing lever out with screwdriver
U Press in by hand

26 - Variable intake manifold-flapchange-over-valve “N239-

Installation position of toothed segments for intake manifold
change-over

» The lower edges of the toothed segments must be flush

-alrrows-.
1.9 Removing and installing intake manifold
(top section)
Removing

E Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Pull off engine cover (rear) -arrows-.

— Pull off engine cover (front) -arrows-.

A24-10048
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1 -
2 -

Pull non-return valve -2- off connection at air intake hose.

Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

Release hose clips -arrows- and remove air intake hose.

Unplug electrical connectors:
Variable intake manifold flap change-over valve -N239-
Variable intake manifold position sender -G513-

Pull off the vacuum hoses -arrow A- and -arrow B-.

USA models:

Disconnect vacuum hose -arrow C- leading to leak diagnostic
pump.

All models:

A WO DN -

Unplug electrical connectors:
Inlet camshaft control valve 1 -N205-
Throttle valve module -J338-
Activated charcoal filter solenoid valve 1 -N80-

Intake air temperature sender -G42- / intake manifold pres-
sure sender -G71-

Intake manifold flap valve -N316-

Move electrical wiring harness clear.

Detach vacuum hoses -arrows-.

Detach active charcoal filter system solenoid valve 1 -N80-
-item 1- from throttle valve module -J338- .

A18-10109
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— Pull crankcase breather hose off pressure control valve
-arrow-.

E Note

Shown from rear with engine removed for illustration purposes.

— Unscrew bolts -arrows- and detach intake manifold (top sec-
tion).

E Note

Seal infake ports on cylinder heads with clean cloths.

Installing

Installation is carried out in the reverse order; note the following:

E Note

¢ Renew gaskets, seals and O-rings.
& Fit all cable ties in the original positions when installing.

& Secure all hose connections with the correct type of hose clips
(same as original equipment) = Parts catalogue.

Tightening torques

Component Nm
Intake manifold (top section) to intake manifold 61
(bottom section)

Hose clips (9 mm wide) 3
* 1) Tighten in stages and in diagonal sequence

[ A15-10000 |
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1.10

Intake manifold (bottom section) - exploded view of components

1 - Bottom section of intake 7
manifold |

1 Removing and installing i
=> page 23

O After installing, adapt
the two intake manifold
flap potentiometers in
mode “Guided Fault
Finding”, option “Adapt
intake manifold flap po-
tentiometer”

2 - Fuel ralil

3 - Fuel pressure sender -
G247-

4 - High-pressure pipes

’ﬁ WARNING

#he pressure in the high-
pressure part of the injec-
tion system must be re-
duced to a residual
pressure prior fo opening
the system = page 2.

Abclean cloth must then
be wrapped around the
connection and the resid-
ual pressure dissipated
by carefully loosening the
connection.

QDo not alter shape
Q Tightening high-pres-
sure pipes = page 25
5-10Nm

/e
ay "
C o r

24 23 22

A24-10024

6 - Sleeve

7-10Nm

8-2.5Nm

9'>10:Nm

10~ Retainer for-fuel rail

11 - Vacuum unit for actuating intake manifold flaps

12 - Vacuum hose
O To intake manifold flap valve -N316-

13-2.5Nm
14 - Intake manifold flap potentiometer

O Left side: intake manifold flap potentiometer 2 -G512- , right side: intake manifold flap potentiometer -

G336-
15-2.5Nm

16 - Seal
0 Renew if damaged
4 When renewing lever out with screwdriver
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U Press in by hand

17 - Seal
O Renew if damaged
QO When renewing lever out with screwdriver
Q Pressin by hand
18 - Gaskets
U Renew
19 - Support ring
U Make sure it is correctly seated
4 Via this support ring, the fuel rail exerts the force which holds the injector in the cylinder head

20 - O-ring

0 Renew

U Lubricate lightly with clean engine oil
21 - Spacer ring

O Renew if damaged
22 - Radial compensation element

QO Renew if damaged

Q Clip onto support ring -item 19-

23 - Combustion chamber ring seal
Q Renewing = “1.12 Removing and installing injectors”, page 26

24 - Injector
Removing and installing = page 26
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1.11 Removing and installing intake manifold (bottom section) with fuel rail

Special tools and workshop
equipment required

¢ Socket, 14 mm -3150-

¢ Torque wrench -V.A.G
1331-

¢ Ratchet -V.A.G 1331/1-

¢ Tool insert (open-end ring
spanner, 17 mm) -V.A.G
1331/2-

¢ Socket insert AF 14, flared
ring spanner -V.A.G
1331/8-

¢ Socket~T40055-

5D

VAGI13

o ﬂ‘_:—.._d- -
_ __,/
WA S 133778 40055 /}'
__.-’J o T 'j,—-'} /]
- Py
~ \}/V
E15-0069

¢ Hand-operated vacuum pump -VAS 6213-

VAS 6213

-y
W00-10259
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Removing

E Note

The following description shows the removal and installation of
the left-side intake manifold (bottom section). The procedure for
the other side is identical.

ﬂ WARNING

¢ The fuel system operates under high pressure. The pres-
sure in the high-pressure part of the injection system must
be reduced fto a residual pressure prior fo opening the

system = page 2 .
¢ A clean cloth must then be wrapped around the connec-

tion and the residual pressure dissipated by carefully loos-
ening the connection.

— Remove intake manifold (top section) = page 18 .

— Remove high-pressure pipe by unscrewing bolts and union
nuts -1 ... 7-.

— Unplug electrical connectors:
1- Intake manifold flap potentiometer 2 -G512-
2 - Fuel pressure sender -G247-

— Unscrew bolts and nuts -arrows- and detach intake manifold
(bottom section) with fuel rail.

E Note

Seal infake ports on cylinder heads with clean cloths.

Installing

Installation is carried’ out in’ the reverse ‘order; note’ the following:

E Note

¢ Renew gaskets, seals and O-rings.
& Lightly lubricate O-rings for injectors with clean engine oll.
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— Connect hand-operated vacuum pump -VAS 6213- to vacuum
unit for actuating intake manifold flaps as shown in illustration.

— Use hand-operated vacuum pump to generate vacuum.
» This will cause the intake manifold flaps to open.

E Note

If the intake manifold flaps are not opened, they can catch on the
guide plates in the cylinder head when the intake manifold (bot-
tom section) is installed.

— Install intake manifold (bottom section) and press fuel rail
evenly down onto injectors.

— Tighten bolts -arrows- for intake manifold (bottom section) in
diagonal sequence and in stages.

— Disconnect hand-operated vacuum pump from vacuum unit
for actuating intake manifold flaps.

— Plug in electrical connectors -1- and -2-.

— First hand-tighten union nuts -1-, -4- and -7- for high-pressure
pipes, then hand-tighten pipe mountings -2-, -3-, -5- and -6-.

— Ensure that high-pressure pipes are not under tension.

— Totighten union of high-pressure pipe (14 mm) at fuel rail, use
torque wrench -V.A.G 1331- with socket insert AF 14, flared
ring spanner -V.A.G 1331/8- .

VAS 6213
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— Totighten union of high-pressure pipe (17 mm) at fuel rail, use
torque wrench -V.A.G 1331- with tool insert (open-end ring

spanner, 17 mm) -V.A.G 1331/2-.

To tighten union of high-pressure pipe (14 mm) at high-pres-
sure pump, use torque wrench -V.A.G 1331- with ratchet -
V.A.G 1331/1- and socket, 14 mm -3150- .

— To tighten union of high-pressure pipe (17 mm) at high-pres-
sure pump, use torque wrench -V.A.G 1331- with ratchet -
V.A.G 1331/1- and socket -T40055- .

Tightening torques

Component Nm
Intake manifold (bottom section) to cylinder 9

head

High-pressure pipes  High-pressure pump 25
to: Fuel rail 25

1.12 Removing and installing injectors

Special tools and workshop equipment required
¢ Tool set for FSlengines <T10138-

V.A.G 1331/ 1
=&
V.A.G 1331
3150 — ||
V.A.G 1331/
=3 Py @;_—-g
|
V.A.G 1331 =
T40055— |\
A13-10038
T10133

WDD-1258
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High-pressure injector - exploded view of components
1- Radial compensation element (renew if damaged)

2 - Combustion chamber ring seal (teflon ring seal) - renew;
when fitting, do not grease ring or use any other lubricant.

3 - Groove on injector
4 - Spacer ring (renew if damaged)

5- O-ring (renew; apply thin coating of clean engine oil prior to
installation)

6 - Support ring (via the support ring the fuel rail exerts force
which secures injector in cylinder head)

Removing

ﬁ WARNING

¢ The fuel system operates under high pressure. The pres-
sure in the high-pressure part of the injection system must
be reduced fto a residual pressure prior fo opening the

system = page 2.
¢ A clean cloth must then be wrapped around the connec-

tion and the residual pressure dissipated by carefully loos-
ening the connection.

— Remove intake manifold:(top-section) = page:-18.
— Remove corresponding bottom section of intake manifold
=> page 23.

If injectors cannot be pulled out of cylinder head by hand, proceed
as follows:

— Use a screwdriver to bend retainer tabs -1- of radial compen-
sation element to side -arrow- and pull support ring -2- off
injector.

— Screw striker -T10133/3- onto puller -T10133/2- .

— Insert puller -T10133/2- into groove on injector and carefully
knock out injector.

m Note

When inserting the puller, there is a risk of destroying the radial
compensation element due to the retainer tabs breaking.
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Carefully remove old combustion-chamber ring seal -arrow-.
To do so, cut open ring using knife or prise open ring with small
screwdriver and then pull off forwards.

Take care not to damage injector groove. The injector must be
renewed if the groove is damaged.

Installing

E Note

*
*
*
14

Renew combustion-chamber ring seal and O-ring.
Renew spacer ring if damaged.
Lightly lubricate O-rings for injectors with clean engine oll.

The injector pipes must be re-installed on the same cylinders.

Clean bore in cylinder head with nylon cylinder brush -
T10133/4- .

Clip radial compensation element -1- into support ring -2-.

When re-installing an injector clean any combustion residue
off groove for combustion-chamber ring seal and injector stem
with a clean cloth.

Fit assembly cone -T10133/5- with new combustion chamber
ring seal -1- onto injector -2-.
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— Push combustion chamber ring seal onto assembly cone -
T10133/5- as far as it will go using assembly sleeve -
T10133/6- .

— Turnassembly sleeve -T10133/6- upside down and push com-
bustion chamber ring seal into sealing ring groove.

E Note

The combustion-chamber ring seal is widened when it is pushed
onfto the injector. After pushing it on, it therefore has fo be com-
pressed again. This is done in two stages, as described below.

— Push calibration sleeve -T10133/7- onto injector as far as it will
go and simultaneously turn it slightly (approx. 180°).

— Pull calibration sleeve -T10133/7- off again by turning it in the
opposite direction.

— Push calibration sleeve -T10133/8- onto injector as far as it will
go and simultaneously turn it slightly (approx. 180°).

— Pull calibration sleeve -T10133/8- off again by turning it in the
opposite direction.

— Lubricate new O-ring lightly with clean engine oil before in-
stalling.

E Note

The combustion-chamber ring seal must not be lubricated.

— Use assembly tool -T10133/9- to push injector as far as it will
go into hole in cylinder head.

E Note

It should be possible fo insert injector easily. If necessary wait
until the combustion-chamber ring seal has contracted sufficient-

ly.
— Make sure injector is in correct installation position in cylinder
head:

» Electrical connector of injector must engage in recess in cyl-
inder head.

Installation is carried out in the reverse order; note the following:
— Install bottom section of intake manifold = page 23 .
— Install intake manifold (top section) = page 18 .

710133/6

T10133/7

.‘/ [ s .-__..
T10133/8
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1.13 Checking fuel pressure and residual
pressure (up to high-pressure pump)

Special tools and workshop equipment required

¢ K-Jetronic pressure tester -V.A.G 1318-

¢ Adapter set -V.A.G 1318/10-12-

4 Remote control -V.A.G 1348/3A- for V.A.G 1348 with adapter
cable -V.A.G 1348/3-3-

¢ Fuel-resistant measuring container
Test conditions

» Battery voltage at least 12.5V

* Fuelfilter OK

*  Fuel tank at least 1/4 full.

* Fuel pump control unit -J538- OK; checking = Rep. Gr. 20 .
+ Ignition off.

Checking fuel pressure

— Remove luggage compartment floor lining.

— Unscrew cover for flange (right-side) -arrows-.

WOO0-0577

V.A.G 1348/3A
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— Carefully release electrical connector -2- from flange (right-
side) and unplug.

E Note

Disregard -item 1-.

— Connect remote control for V.A.G 1348 -V.A.G 1348/3A- to .%
contact -1- using adapter cable -V.A.G 1348/3-3- and test lead I@I
from auxiliary measuring set -V.A.G 1594C- .

By,

V.AG1594 C\[

— Tape off 2nd connector contact of adapter cable - 1Y%
V.A.G 1348/3-3- with insulating tape -arrow- to prevent short
circuits.

— Move switch of remote control -V.A.G 1348/3A-for V.A.G 1348
to front of engine compartment.

— Connect contact -4- to body earth via an improvised auxiliary
lead.

— Connect crocodile clamp to:battery.+:

— Pull off engine cover (rear) -arrows-.

m WARNING

¢ The fuel system operates under high pressure. The pres-
sure in the high-pressure part of the infection system must
be reduced to a residual pressure prior fo opening the

system = page 2.
¢ A clean cloth must then be wrapped around the connec-

tion and the residual pressure dissipated by carefully loos-
ening the connection.

— Disconnect fuel line -arrow-.
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— Connect K-Jetronic pressure tester -V.A.G 1318- with adapt-
ers -V.A.G 1318/11- and -V.A.G 1318/12- to fuel pipe.

— Fit auxiliary hose -arrow- onto pressure gauge and hold it into
container to catch any escaping fuel.

— Open cut-off valve on pressure tester. Lever points in direction
of flow.

— Bleed fuel system by pressing remote control briefly.

— Close cut-off tap on pressure gauge. Lever is at right angle to
direction of flow -arrow-.

— Press switch on remote control until pressure gauge shows no
further increase in pressure.

» Specification: approx. 6 bar

If specification is not obtained:

— Check fuel pump delivery rate = Rep. Gr. 20 .
Checking residual pressure

— Check leak-tightness and residual pressure by watching the
drop in pressure on the pressure gauge.

» After 10 minutes pressure should still be at least 3.75 bar.

If the residual pressure drops below 3.75 bar:

4 Check union between pressure gauge and fuel line for leaks.
¢ Test pressure gauge for leaks.

4 Check fuel lines and their connections for leaks.

¢

Renew fuel filter with integral fuel pressure regulator = Rep.
Gr. 20.

¢ Renew fuel pump = Rep. Gr. 20.
Assembly is carried out in the reverse order; note the following:

E Note

Before removing the pressure tester, release the fuel pressure by
opening the cut-off valve. Hold a container underthe connection

Tightening torque
Component Nm
Fuel line to fuel rail 28

N24-0618
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1.14 Removing and installing high-pressure pump

Special tools and workshop
equipment required

¢ Socket, 14 mm -3150- 350

¢ Torque wrench -V.A.G
1331-

¢ Ratchet -V.A.G 1331/1-
¢ Socket -T40055-

WoALG 133

LA

WOALG 13314

Removing

ﬁ WARNING

¢ The fuel system operates under high pressure. The pres-
sure in the high-pressure part of the infection system must
be reduced to a residual pressure prior fo opening the

system = page 2.
¢ A clean cloth must then be wrapped around the connec-

tion and the residual pressure dissipated by carefully loos-
ening the connection.

— Drain off coolant > Rep. Gr. 19.
— Remove coolant pipe (front) = Rep. Gr. 19.
— Remove intake manifold (top section) = page 18 .
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— Unscrew bolts -1 to 4- and -7-.

— Loosen union nuts -5- and -6-.

— Unbolt lifting eye -arrows-.

A15-10108 |
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— Unplug electrical connector -2-.

E Note

Disregard -item 1-.

— Remove bolts -arrows-.

— Carefully lift high-pressure pipes.

E Note

Do not bend pipes fo a different shape.

— Take off high-pressure pump together with plunger.
Installing

Installation is carried out in the reverse order; note the following:

E Note

Renew O-ring.

— Only lift high-pressure pipes slightly to fit the high-pressure
pump.

E Note

\
¢ The connections of the high-pressure pijpes must not be dam-
aged.

¢ Do not attempt fo bend high-pressure pipes fo a different
shape.

— Insert high-pressure pump with plunger in cylinder head and
tighten.

— Tighten union nuts on high-pressure pipes hand-tight initially.

— Ensure that high-pressure pipes are not under tension.

— To tighten union of high-pressure pipe (14 mm) at high-pres-

sure pump, use torque wrench -V.A.G 1331- with ratchet -
V.A.G 1331/1- and socket, 14 mm -3150- .

V.A.G 1331/1
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— To tighten union of high-pressure pipe (17 mm) at high-pres-

sure pump, use torque wrench -V.A.G 1331- with ratchet - V AG 1331/1

V.A.G 1331/1- and socket -T40055- . o
— Install intake manifold (top section) = page 18 . = H,C_%j
— Install coolant pipe (front) > Rep. Gr. 19. \
— Fill cooling system = Rep. Gr. 19. V.A.G 1331 T
Tightening torques T40055— |\
Component Nm
High-pressure pump to cylinder head 10 A13-10038
High-pressure pipes to high-pressure pump 25
1.15 Bleeding fuel system
In order to prevent damage to the catalytic converter, the fuel
system must be bled after working on the fuel pipes or the fuel
filter.
Procedure
— Start engine and let it run at moderate speed for several mi-

nutes and then switch off.
m Note
To begin with, the engine may not run smoothly due to air in fuel
system.
— Check fuel system for leaks.
— Interrogate fault memory and erase, if necessary.
— After completing the repair, road-test the vehicle. Accelerate

with full throttle at least once. Then inspect fuel system for

leaks again.
— Interrogate fault memory and erase, if necessary. If you have

erased fault memory, you must then generate readiness code

in engine control unit in “Guided fault finding” mode = Vehicle

diagnosis, testing and information system VAS 5051.
1.16 Wiring and component check with test

box -V.A.G 1598/42-
Special tools and workshop equipment required
¢ Adapter cable -V.A.G 1598/39-
V.A.G 1598/39

!

WO0-10004
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¢ Test box -V.A.G 1598/42-

E Note

\
& The test box -V.A.G 1598/42- has 105 sockets. It can be con-
nected to the engine control unit via 2 different adapter leads.

& The engine.control.unitis.connected.to the vehicle s-witing
harness viaitwo connectors,-oneiof which has 60pins, the
other has 94 pins.

& 7o carry out tests on the 60-pin wiring harness connector, the
adapter lead -V.A.G 1598/39-1- is connected fo connector ‘A”
on the test box. For components connected to 60-pin wiring
harness connector > Current flow diagrams, Electrical fault
finding and Fitting locations.

¢ 7o carry out tests on the 94-pin wiring harness connecfor, the
adapter lead -V.A.G 1598/39-2- must be connected fo con-
nectors ‘A” and “B” on the test box. For components connec-
ted to 94-pin wiring harness connector » Current flow
diagrams, Electrical fault finding and Fitting locations.

& The test box -V.A.G 1598/42- is designed so it can be con-
nected both fo the wiring harness for the engine control unit
and to the engine control unit itself at the same time. The ad-
vantage of this is that the electronic engine control system
remains fully functional when the test box is connected (for
example, for measuring signals when the engine is running).

& The instructions for performing the individual tests indicate
whether or not the engine control unit itself also needs to be
connected to the test box.

& Always use auxiliary measuring set-V.A.G 15694 C- fo connect
test equipment (e.g. voltage tester -V.A.G 1527B-, hand-held
multimeter -V.A.G 1526C- etc.).

The engine control unit has to be removed before connectors can
be unplugged from engine control unit = page 38 .

ﬁ Caution

To prevent damage fto electronic components, select appro-
priate measuring range before connecfing measuring leads
and observe test requirements.

V.A.G 1598/42

V.A.G
1598/39-1

: /—V.A.G 1598/42
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— Connect the test box -V.A.G 1598/42- to wiring harness with
adapter lead -V.A.G 1598/39-1- or adapter lead -V.A.G
1598/39-2- . Connect earth clip of test box to negative terminal
of battery. The instructions for performing the individual tests
indicate whether or not the engine control unit itself also needs
to be connected to the test box.

— Carry out test as described in relevant repair procedure.

— After completing tests re-install engine control unit
= page 38 .

After re-connecting the engine control unit the following opera-
tions must be performed:

— Interrogate fault memory and erase, if necessary. If you have
erased fault memory, you must then generate readiness code
in engine control unit in “Guided fault finding” mode = Vehicle
diagnosis, testing and information system VAS 5051.

1.17 Removing and installing engine control
unit
Special tools and workshop equipment required

¢ Hotair blower 220 V/ 50 Hz -VAS 1978/14- -item 1- with nozzle
attachment -2- from wiring harness repair set -VAS 1978A-

¢ Vice-grip pliers -3- (commercially available)

E Note

& The engine control unit -1- is bolfed fo the protective housing
-4-. To make it more difficult fo unscrew the shear bolts -3- for
locking plate -2-, their threads have been coated with locking
fluid.

¢ The protective housing has fo be removed before the connec-
tors can be unplugged from the engine control unit (e.g. to
connect the test box or renew the engine control unit).

Removing

— When renewing engine control unit, select diagnosis object
“Renew engine control unit” in “Guided Fault Finding” = Vehi-
cle diagnosis, testing and information system VAS 5051.

— Switch off ignition and remove ignition key.

V.A.G
1598/39-1

V.A.G
1598/39-2

ﬂ

=

iy V.A.G 1598/42
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— Pull off rubber seal -1- on plenum chamber covers.

— Detach plenum chamber cover (right-side) -2-.

E Note

Disregard -item 3-.

— Unclip cover for engine control unit.
— Remove bolts -arrows-.

— Detach both retainers and engine control unit from electronics
box (plenum chamber).

— Lay aside engine control unit with electrical connectors at-
tached.

— Disconnect 81-pin connector at engine control unit.

E Note

\
& The 60-pin connector is secured with the profective housing
and remains attached when removing the engine control unit.

¢ When the engine control unitis disconnected, the learnt values
are erased but the confents of the fault memory remain intact.

ﬁ Caution

The following procedure must be followed exactly to prevent
any damage (burning) fo wiring, connectors, insulation and
control units. Observe operating instructions for hot air blower.

— Select settings on hot air blower as shown in illustration, i.e.
set temperature potentiometer -2- to max. heat output and
two-stage air flow switch -3- to position “3”.

E Note

Then use hot air blower fo heat threaded holes in protective hous-

ing into which shear bolts have been screwed. This step reduces
inhibiting action of locking fluid on shear bolt thread and makes it
easier to unscrew these bolfs.

-
ey

= Tomn

3
=

g

(
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ﬁ WARNING

Parts of protective housing will become very hot as result of
heating shear bolfs. Take care to avoid burns. Try to ensure
that only the thread is heated and none of the nearby compo-
nents. These should be covered if necessary.

— Carry out the following operations first on the one and then on
the other of the shear bolts -4-.

— Direct nozzle -1- of hot air blower at shear bolt -2- of protective
housing. You can rest the nozzle on the top section of the pro-
tective housing.

— Switch on the hot air blower and heat the bolt for approximately
20 ... 25 seconds.

— Grasp head of bolt -2- with vice-grip pliers -1- and unscrew
shear bolt -arrows-.

— Repeat the procedure for the 2nd shear bolt.

E Note

Be particularly careful here, as this shear bolt is in the immediate
vicinity of control unit connector.
— Release locking plate for control unit connectors.

— Release retaining tabs and unplug connectors from engine
control unit.

E Note

When the connectors are disconnected from the engine control
unit, the learnt values are erased but the contents of the fault
memory remain intact.

Installing
Installation is carried out in the reverse order; note the following:

— Reinstall the engine control unit into the protective housing.

— Clean threaded holes for shear bolts to remove any residue
from locking fluid. This can be done using a thread tap.

— Use new shear bolts.

After installing a new engine control unit, the following operations
must be performed:

— Activate engine control unitin “Guided Fault Finding”, “Renew
engine control unit” = Vehicle diagnosis, testing and informa-
tion system VAS 5051.
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1.18 Removing and installing Lambda probe
before catalytic converter - bank 1 (right)

Special tools and workshop equipment required
¢ Lambda probe open ring spanner set -3337-

Removing

E Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

Pull off engine cover (rear) -arrows-.

If fitted, remove cover for suspension turret (right-side); to do
so, detach spreader clips -1- and unscrew nut -2-.

Pull cover out of retainers -arrows-.

— Pull non-return valve -2- off connection at air intake hose.

— Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

— Release hose clips -arrows- and remove air intake hose.

3337

N A k |

2
J
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— Unplug electrical connector -1-.
— Detach vacuum hose -2-.
— Remove bolts -arrows-.

— Take out air cleaner housing.

— Unplug electrical connector -2- for Lambda probe -G39- .

m Note

Disregard -ifems 1, 3 and 4-.

— Unscrew Lambda probe -2- using Lambda probe open ring
spanner set -3337/7- .

m Note

Shown in illustration with engine removed.

Installing

Installation is carried out in the reverse order; note the following:

E Note

\

& Threads of new Lambda probes are already coated with as-
sembly paste; the paste must not get into the slots on the probe
body.

¢ [freinstalling the old Lambda probes, coat the threads with
high-temperature paste = Parts catalogue . The paste must
not get info the slots on the probe body.

& Fit all cable ties in the original positions when installing.

& When installing, the Lambda probe wire must always be reat-
tached at the same locations fo prevent it from coming into
contact with the exhaust pipe.

Tightening torques

Component Nm
Lambda probe in front exhaust pipe 55
Air cleaner housing to body 5
Hose clips (9 mm wide) 3
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1.19 Removing and installing Lambda probe
before catalytic converter - bank 2 (left)

Special tools and workshop equipment required
¢ Lambda probe open ring spanner set -3337-

Removing

E Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

— Pull off engine cover (rear) -arrows-.

— Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

E Note

Disregard -items 1 ... 4-.

— Unplug electrical connector -3- for Lambda probe 2 -G108-
and move wiring clear.

E Note

Disregard~ifems,22'and'4+.

3337

N A k |

A24-1000%

1 11
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— Unscrew Lambda probe -1- using Lambda probe open ring
spanner set -3337/7- .

m Note

Shown in illustration with engine removed.

Installing

Installation is carried out in the reverse order; note the following:

E Note

A

& Threads of new Lambda probes are already coated with as-
sembly paste, the paste must not get into the slots on the probe
body.

& [freinstalling the old Lambda probes, coat the threads with
high-temperature paste » Parts catalogue . The paste must
not get info the slots on the probe body.

& Fitall cable ties in the original positions when installing.

& When installing, the Lambda probe wires must always be re-
attached at the same locations to prevent them from coming
into contact with the exhaust pipe.

Tightening torque

Component Nm
Lambda probe in front exhaust pipe 55

1.20 Removing and installing Lambda probe

after catalytic converter - bank 1 (right)

Special tools and workshop equipment required
¢ Lambda probe open ring spanner set -3337-

3337

A e
FE T,
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Removing

E Note

All cable ties which are released or cut open when removing must
be fitted in the same position when installing.

Pull off engine cover (rear) -arrows-.

If fitted, remove cover for suspension turret (right-side); to do
so, detach spreader clips -1- and unscrew nut -2-.

Pull cover out of retainers -arrows-.

— Pull non-return valve -2- off connection at air intake hose.

— Unclip vacuum line -1- and fuel line -3- from retainer on air
intake hose.

— Release hose clips -arrows- and remove air intake hose.

— Unplug electrical connector -1- for Lambda probe after cata-
Iytic converter -G130- and move wiring clear.

E Note

Disregard -items 2, 3 and 4-.

A24-1000%

1 11
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— Unscrew Lambda probe -1- using Lambda probe open ring
spanner set -3337/7- .

m Note

Shown in illustration with engine removed.

Installing

Installation is carried out in the reverse order; note the following:

E Note

i
¢ Renew O-ring.

& Threads of new Lambda probes are already coated with as-
sembly paste, the paste must not get into the slots on the probe
body.

& [freinstalling the old Lambda probes, coat the threads with
high-temperature paste » Parts catalogue . The paste must
not get info the slots on the probe body.

& Fit all cable ties in the original positions when installing.

& When installing, the Lambda probe wire must always be reat-
tached at the same locations fo prevent it from coming into
contact with the exhaust pipe.

Tightening torques

Component Nm
Lambda probe in front exhaust pipe 55

Hose clips (9 mm wide) 3

1.21 Removing and installing Lambda probe

after catalytic converter - bank 2 (left)
Special tools and workshop equipment required
¢ Lambda probe open ring spanner set -3337-

3337

Ao
F L,
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Removing

— Pull off engine cover (rear) -arrows-.

— Unplug electrical connector -4- for Lambda probe 2 after cat-
alytic converter -G131- .

m Note

Disregard -items 1, 2 and 3-.

— Unscrew Lambda probe=2-using/lcambdadprobeopenring
spanner set -3337/7- .

E Note

Shown in illustration with engine removed.

Installing

Installation is carried out in the reverse order; note the following:

E Note

i
¢ Renew O-ring.

& Threads of new Lambda probes are already coated with as-
sembly paste, the paste must not get into the slots on the probe
body.

& [freinstalling the old Lambda probes, coat the threads with
high-temperature paste » Parts catalogue . The paste must
not get into the slots on the probe body.

& When installing, the Lambda probe wire must always be reat-
tached at the same locations fo prevent it from coming info
contact with the exhaust pipe.

Tightening torque
Component Nm
Lambda probe in front exhaust pipe 55
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28 — Ignition system

1 General notes and safety precau-
tions
1.1 General notes on ignition system

¢ A voltage of at least 12.5 V is required for proper operation of
electrical components.

¢ Certain tests may lead to a fault being detected by the control
unit and stored. The fault memory should therefore be inter-
rogated and (if necessary) erased after completing the tests
and any repair work that may be required.

¢ If the engine starts, runs for a short period and then cuts out
after completing fault finding, repairs or component tests, this
may be due to the immobiliser disabling the engine control
unit. The fault memory must then be interrogated and, if nec-
essary, the control unit must be.adapted.

1.2 Safety precautions

Note the following if testers and measuring instruments have to
be used during a road test:

! |5 WARNING

¢ Test equipment must always be secured on the rear seat
and operated from that position by a second person.

¢ [f test and measuring instruments are operated from front
passengers seat and the vehicle is involved in an acci-
dent, the person sitting in this seat could be seriously
injured when the airbag is triggered.

Observe the following to avoid injuries to persons and/or damage
to the injection and ignition system:

¢ Do not touch or detach the ignition wires when the engine is
running or while starting the engine.

¢ The ignition must be switched off before disconnecting or con-
necting ignition system wiring, high-voltage wires and test
leads.

¢ If the engine is to be operated at starter motor speed without
it starting (e.g. compression test), unplug the connectors at the
ignition coils and injectors. After completing the work, inter-
rogate and erase the fault memory.

¢ Always switch off the ignition before cleaning the engine.

! ] 5 Caution

¢ Always switch off the ignition before connecting or dis-
connecting the battery, otherwise the engine control unit
may be damaged.

¢ Observe notes on procedure for disconnecting the battery
> Rep. Gr. 27.
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2 Servicing ignition system

2.1 Technical data
Engine code letters AUK BPK
(3.21tr./4V /188 kW | (3.2 Itr. / 4V / 191 KW
engine) engine)

Idling speed

650 ... 750 rpm (not adjustable)

Ignition timing

Not adjustable (determined by control unit)

Ignition system

Multi-coil system with 6 ignition coils (output
stages integrated) connected directly to
spark plugs

Spark plugs Designations| = Data sheets for exhaust emission test
Tightening torque = Maintenance ; Booklet 404
Firing order 1-5-3-6-2-4
2.2 Removing and installing ignition coils
Special tools and workshop equipment required
¢ Puller -T40039-
T40039

Removing

— Pull off engine cover (front) -arrows-.
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Cylinder bank 1 (right-side):

— Pull off engine cover (rear) -arrows-.

— If fitted, remove cover for suspension turret'(right:side); todo
so, detach spreader clips -1- and unscrew nut -2-.

— Pull cover out of retainers -arrows-.

— Release hose clip -arrow- and disconnect air intake hose at
air cleaner housing.

— Detach electrical connector -1- at non-return valve

— Detach vacuum pipe -2-.

— Release hose clips -arrows- and remove air intake hose.
— Unplug electrical connector -1-.
— Detach vacuum hose -2-.

— Remove bolts -arrows-.

— Take out air cleaner housing.

— Unplug electrical connectors at coolant temperature sender -
G62- -item 1- and variable intake manifold flap change-over
valve -N239- -item 2-.

|
| @‘“ A15-10056

7

50 Rep. Gr.28 - Ignition system



— Unplug electrical connectors:

1- Exhaust camshaft control valve 1 -N318-
2 - Inlet camshaft control valve 1 -N205-

3 - Hall sender -G40-

4 - Intake manifold flap potentiometer -G336-
5- Hall sender 3 -G300-

— Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

— Move wiring harness clear.

Cylinder bank 2 (left-side):

— Unplug electrical connectors at variable intake manifold posi-
tion sender -G513- -item 1- and at high-pressure-pump
-item 2-.

— Unplug electrical connectors:

1- Hall sender 2 -G163-

2 - Inlet camshaft control valve 2 -N208-

3 - Exhaust camshaft control valve 2 -N319-
4 - Hall sender 4 -G301-

— Unscrew bolts -arrows- and unplug electrical connectors at ig-
nition coils.

— Move wiring harness clear.

Continuation for both sides:
— Pullignition coils out with puller -T40039- .
Installing

Install in reverse order.

Tightening torque
Component Nm
Hose clips (9 mm wide) 3

‘ﬁ T
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