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DTC P0036 (163): ADVANCED DIAGNOSTICS

DTC P0036: REAR SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S) (BANK 1,

SENSOR 2) HEATER CIRCUIT MALFUNCTION
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Fig. 1: Rear Secondary Heated Oxygen Sensor Heater Circuit Diagram (Bank 1, Sensor 2)

PO137-0304

General Description

A heater for the zirconia element is embedded in the rear secondary heated oxygen sensor (rear secondary
HO2S) (bank 1, sensor 2), and it is controlled by the powertrain control module (PCM). When activated, it
heats the sensor to stabilize and speed up the detection of oxygen content when the exhaust gas temperatu

cold.

The PCM reads the return signal against the rear secondary HO2S (bank 1, sensor 2) drive signal.

When the drive signal and the return signal do not match, the PCM detects a malfunction and a DTC is storg

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution

Continuous

Sequence

None
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Duration 1 second or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition

State of the engine Running

No active DTCs PO117, PO118

Malfunction Threshold
When either of the following conditions continues for at least 1 second:

e The return signal is OFF when the PCM outputs the ON signal to the rear secondary HO2S (bank 1,
sensor 2)

e The return signal is ON when the PCM outputs the OFF signal to the rear secondary HO2S (bank 1,
sensor 2)

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0056 (164): ADVANCED DIAGNOSTICS

DTC P0056: FRONT SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S) (BANK 2,
SENSOR 1) HEATER CIRCUIT MALFUNCTION
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Fig. 2: Front Secondary Heated Oxygen Sensor Heater Circuit Diagram

General Description

A heater for the zirconia element is embedded in the front secondary heated oxygen sensor (front secondary
HO2S) (bank 2, sensor 1), and it is controlled by the powertrain control module (PCM). When activated, it
heats the sensor to stabilize and speed up the detection of oxygen content when the exhaust gas temperatu
cold.

The PCM reads the return signal against the front secondary HO2S (bank 2, sensor 1) drive signal.

When the drive signal and the return signal do not match, the PCM detects a malfunction and a DTC is storg

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition
|State of the enqgine Running




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

No active DTCs |P0117, PO118

Malfunction Threshold
When either of the following conditions continues for at least 1 second:

e The return signal is OFF when the PCM outputs the ON signal to the front secondary HO2S (bank 2,
sensor 1)

e The return signal is ON when the PCM outputs the OFF signal to the front secondary HO2S (bank 2,
sensor 1)

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0107 (3): ADVANCED DIAGNOSTICS

DTC P0107: MANIFOLD ABSOLUTE PRESSURE (MAP) SENSOR CIRCUIT LOW VOLTAGE
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Fig. 3: Manifold Absolute Pressure (MAP) Sensor Circuit Diagram
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Manifold Absolute Pressure (MAP) Sensor Output Voltage
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Fig. 4: Manifold Absolute Pressure (MAP) Sensor Output Voltage Graph

General Description

The manifold absolute pressure (MAP) sensor senses manifold absolute pressure (vacuum) and converts it
electrical signals. The MAP sensor outputs low signal voltage at high-vacuum (throttle valve closed) and hig
signal voltage at low-vacuum (throttle valve wide open).

If a signal voltage from the MAP sensor is a set value or less, the powertrain control module (PCM) detects 4
malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs P0108

Malfunction Threshold

The MAP sensor output voltage is 0.23 V or less for at least 2 se
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Diagnosis Detail:
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0108 (3): ADVANCED DIAGNOSTICS

DTC P0108: MANIFOLD ABSOLUTE PRESSURE (MAP) SENSOR CIRCUIT HIGH VOLTAGE
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Fig. 5: Manifold Absolute Pressure (MAP) Sensor Circuit Diagram
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Fig. 6: Manifold Absolute Pressure (MAP) Sensor Output Voltage Graph
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General Description

The manifold absolute pressure (MAP) sensor senses manifold absolute pressure (vacuum) and converts it
electrical signals. The MAP sensor outputs low signal voltage at high-vacuum (throttle valve closed) and hig
signal voltage at low-vacuum (throttle valve wide open). If a signal voltage from the MAP sensor is a set vall
or more, the powertrain control module (PCM) detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A
Enable Conditions
ENABLE CONDITIONS
Condition
Ignition switch ON
No active DTCs P0107

Malfunction Threshold

The MAP sensor output voltage is 4.49 V or more for at least 2 seconds.

Diagnosis Details




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0111 (10): ADVANCED DIAGNOSTICS

DTC P0111: INTAKE AIR TEMPERATURE (IAT) SENSOR CIRCUIT RANGE/PERFORMANCE
PROBLEM
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Fig. 7: Intake Air Temperature Sensor Graph

General Description

Two enaine coolant tembperature sensors and one intake air temperature sensor are used bv the
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control module (PCM

When the engine is stopped and enough time has passed, the temperature of the engine will equal the ambi
temperature.

When an inappropriate temperature is detected after comparing the temperature readings of each sensor, a
malfunction in the corresponding sensor is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 10 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine off time 6 hours -
No active DTCs P0112, PO113, PO116, PO117, P0118, P0125, P1116, P2610

Malfunction Threshold

A malfunction is detected if the temperature difference (IAT minus ECT) is 52°F (29°C) or more after the
engine and the ignition switch have been off for at least 6 hours.

Driving Pattern

1. Turn the ignition off, and wait at least 6 hours.
2. Start the engine, and let it idle for at least 10 seconds.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs
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The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan
command or by disconnecting the battery.

DTC P0112 (10): ADVANCED DIAGNOSTICS

DTC P0112: INTAKE AIR TEMPERATURE (IAT) SENSOR CIRCUIT LOW VOLTAGE
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Fig. 8: Intake Air Temperature (IAT) Sensor Circuit Diagram
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Fig. 9: Intake Air Temperature (IAT) Sensor Output Voltage - Graph

General Description

The intake air temperature (IAT) sensor is a thermistor that detects intake air temperature, and it is used for

feedback control to compensate for the atmospheric density fluctuations that accompany changes in intake :
temperature.

The IAT sensor resistance varies depending on temperature. The output voltage and the sensor resistance
increase as the intake air temperature decreases. Conversely, the output voltage and the sensor resistance
decrease as the intake air temperature increases. If the IAT sensor output voltage is excessively low, the
powertrain control module (PCM) detects a malfunction and a DTC is ¢
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs P0113

Malfunction Threshold

The IAT sensor output voltage is 0.08 V or less for at least 2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0113 (10): ADVANCED DIAGNOSTICS

DTC P0113: INTAKE AIR TEMPERATURE (IAT) SENSOR CIRCUIT HIGH VOLTAGE
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Fig. 10: Intake Air Temperature (IAT) Sensor Circuit Diagram
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Fig. 11: Intake Air Temperature (IAT) Sensor Output Voltage - Graph

General Description

The intake air temperature (IAT) sensor is a thermistor that detects intake air temperature, and it is used for

feedback control to compensate for the atmospheric density fluctuations that accompany changes in intake :
temperature.

The IAT sensor resistance varies depending on temperature. The output voltage and the sensor resistance
increase as the intake air temperature decreases. Conversely, the output voltage and the sensor resistance
decrease as the intake air temperature increases. If the IAT sensor output voltage is excessively high, the
powertrain control module (PCM) detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous

Sequence None

Duration 2 seconds or more
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DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs P0112

Malfunction Threshold

The IAT sensor output voltage is 4.92 V or more for at least 2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0116 (86): ADVANCED DIAGNOSTICS

DTC P0116: ENGINE COOLANT TEMPERATURE (ECT) SENSOR RANGE/PERFORMANCE
PROBLEM
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Fig. 12: Engine Coolant Temperature- Graph

General Description

The powertrain control module (PCM) supplies voltage to the engine coolant temperature (ECT) signal circu
(about 5 V) through a pull-up resistor. As the engine coolant cools, ECT sensor resistance increases, and th
PCM detects a high signal voltage. As the engine coolant warms, ECT sensor resistance decreases, and thg
PCM detects a low signal voltage.

If the ECT output voltage after driving a set time after starting the engine does not reach a set temperature, (
when the difference between the ECT output voltage when driving and the output voltage of the ECT after t
engine is stopped a set time does not change a certain amount, a malfunction is detected and a DTC is stors

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 10 minutes or more

DTC Type Two drive cycles, MIL ON
OBD Status N/A

Enable Conditions
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ENABLE CONDITIONS
Condition Minimum Maximum

Elapsed time
after starting|10 seconds -
the engine

Fuel feedbaclother than during fuel cut-off operation

P0107, PO108, PO117, PO118, P0134, P0135, P0154, PO155, PO171, PO172, PO17
P0201, P0202, P0203, P0204, P0205, P0206, PO300, P0301, P0302, PO303, P0O3(
P0306, PO335, P0339, P0340, P0344, P0401, P0403, P0404, P0443, P0496, PO5(
P0627, PO641, PO657, P1077, P1078, P1109, P1128, P1129, P1172, P1174, P219
P2227, P2228, P2229, P2237, P2238, P2240, P2241, P2243, P2245, P2247, P224
P2252, P2254, P2255, P2413, P2610, P2627, P2628, P2630, P2631, P2646, P264
P2649

With a completely cooled engine (one that has been off for at least 6 hours): Judgnjent is
made after the engine has been run for at least 10 minutes, turned off for at least 1p
seconds, then started and run again for at least 10 seconds.
With a partially cooled engine (one that has been off for less than 6 hours): Judgmgnt is
made after the engine has been run for at least 10 minutes, turned off for at least 150

minutes then started and run again for at least 10 seconds.

No active
DTCs

Others

Malfunction Threshold
Malfunction determination 1:
With a completely cooled engine (one that has been off for at least 6 hours):

When the change in coolant temperature after 10 minutes or more of running time is 50°F (10°C) or less, a
malfunction is detected.

Malfunction determination 2:

With a partially cooled engine (one that has been off for less than 6 hours):

When the difference between the coolant temperature after 10 minutes or more of running time minus the
coolant temperature after the engine has been off for 150 minutes and then run for 10 seconds is 50°F (10°(
less, a malfunction is detected.
Driving Pattern

o With a completely cooled engine (one that has been off for at least 6 hours).

1. Start the engine, and let it idle for at least 10 minutes.
2. Turn off the ignition for 10 seconds, then restart the engine and let it idle for at least 10 seconds.

o With a partially cooled engine (one that has been off for less than 6 t
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1. Start the engine, and let it idle for at least 10 minutes.
2. Turn off the ignition for 150 minutes, then restart the engine and let it idle for at least 10 seconds.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0117 (6): ADVANCED DIAGNOSTICS

DTC P0117: ENGINE COOLANT TEMPERATURE (ECT) SENSOR CIRCUIT LOW VOLTAGE
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Fig. 13: Engine Coolant Temperature (ECT) Sensor Circuit Diagram
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Engine Coolant Temperature (ECT) Sensor Output Voltage
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Fig. 14: Engine Coolant Temperature (ECT) Sensor Output Voltage Graph

General Description

The engine coolant temperature (ECT) sensor is used for air/fuel ratio feedback control, ignition timing contr
idle speed control, and other functions. The ECT sensor resistance varies depending on the engine coolant
temperature. As the engine coolant cools, the ECT sensor resistance increases, and the powertrain control

module (PCM) detects a high signal voltage. As the engine coolant warms, the ECT sensor resistance

and the PCM detects a low signal voltage. If the ECT sensor output voltage is less than a set value when the
engine coolant temperature is high, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs P0118

Malfunction Threshold

The ECT sensor output voltage is 0.08 V or less for at least 2 se
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Diagnosis Detail:
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0118 (6): ADVANCED DIAGNOSTICS

DTC P0118: ENGINE COOLANT TEMPERATURE (ECT) SENSOR CIRCUIT HIGH VOLTAGE
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Fig. 15: Engine Coolant Temperature (ECT) Sensor Circuit Diagram
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Fig. 16: Engine Coolant Temperature (ECT) Sensor QOutput Voltage Graph
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General Descriptior

The engine coolant temperature (ECT) sensor is used for air/fuel ratio feedback control, ignition timing contr
idle speed control, and other functions. The ECT sensor resistance varies depending on the engine coolant
temperature. As the engine coolant cools, the ECT sensor resistance increases, and the powertrain control

module (PCM) detects a high signal voltage. As the engine coolant warms, the ECT sensor resistance

and the PCM detects a low signal voltage. If the ECT sensor output voltage is more than a set value when th
engine coolant temperature is low, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs P0117

Malfunction Threshold

The ECT sensor output voltage is 4.92 V or more for at least 2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0122 (7): ADVANCED DIAGNOSTICS
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DTC P0122: THROTTLE POSITION (TP) SENSOR A CIRCUIT LOW VOLTAGE
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Fig. 17: Throttle Position (TP) Sensor A Circuit Diagram

General Description

Throttle position (TP) sensor A is a semiconductor type, and it is attached to the throttle body and shaft to
determine throttle valve position.

The throttle valve position signal from TP sensor A is transmitted to the throttle actuator control module for
target position feedback control, then to the powertrain control module (PCM) as an actual throttle valve
position signal.

If the signal from TP sensor A is less than a fixed value for a set time, the throttle actuator control module
detects a malfunction and sends the malfunction data to the PCM. When the PCM receives the malfur
from the throttle actuator control module, the PCM detects a TP sensor A malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous
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Sequence None

Duration 0.2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running
No active DTCs P0123, P2101, P2108, P2118, P2135, P2176, U0107

Malfunction Threshold
The TP sensor A output voltage is 0.3 V or less for at least 0.2 seconds.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0123 (7): ADVANCED DIAGNOSTICS

DTC P0123: THROTTLE POSITION (TP) SENSOR A CIRCUIT HIGH VOLTAGE
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Fig. 18: Throttle Position (TP) Sensor A Circuit Diagram

General Description

Throttle position (TP) sensor A is a semiconductor type, and it is attached to the throttle body and shaft to
determine throttle valve position.

The throttle valve position signal from TP sensor A is transmitted to the throttle actuator control module for
target position feedback control, then to the powertrain control module (PCM) as an actual throttle valve
position signal.

If the signal from TP sensor A is more than a fixed value for a set time, the throttle actuator control module
detects a malfunction and sends the malfunction data to the PCM. When the PCM receives the malfur
from the throttle actuator control module, the PCM detects a TP sensor A malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous

Sequence None

|Duration 0.2 seconds or more
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DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running
No active DTCs P0122, P2101, P2108, P2118, P2135, P2176, U0107

Malfunction Threshold

The TP sensor A output voltage is 4.8 V or more for at least 0.2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0125 (86): ADVANCED DIAGNOSTICS

DTC P0125: ENGINE COOLANT TEMPERATURE (ECT) SENSOR MALFUNCTION/SLOW
RESPONSE
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Engine Coolant Temperature Sensor
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Fig. 19: Engine Coolant Temperature (ECT) Sensor Graph

General Description

The powertrain control module (PCM) supplies voltage to the engine coolant temperature (ECT) signal circu
(about 5 V) through a pull-up resistor. As the engine coolant cools, the ECT sensor resistance increases, an
PCM detects a high signal voltage. As the engine coolant warms, the ECT sensor resistance decreases, ang

PCM detects a low signal voltage.

If the ECT output voltage does not reach a specified temperature at whichlolmsedntrol for stoichiometr
air/fuel ratio starts within a set time, depending on the initial coolant temperature after starting the engine, th

PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 20 minutes or less

DTC Type Two drive cycles, MIL ON

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum

Initial engine
coolant
temperature

10°F (-12°C)

Fuel feedbackOther than during fuel cut-off operation

P0O107, PO108, PO111, PO112, PO113, PO117, PO118, PO134, PO135, P0154, PO1
PO171, PO172, PO174, PO175, P0201, P0202, P0O203, P0204, P0205, P0206, P03
P0301. P0302. P0303. P0304. P0O305, P0306. P0335, P0339. P0340. P0O344. P04

b5,
DO,

D1.
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P0403, P0404, P0443, P0496, PO506, PO507, P0627, PO641, P0657, P1077, P10}8,
No active P1109, P1128, P1129, P1172, P1174, P2195, P2197, P2227, P2228, P2229, P2287,
DTCs P2238, P2240, P2241, P2243, P2245, P2247, P2249, P2251, P2252, P2254, P22%5,
P2413, P2627, P2628, P2630, P2631, P2646, P2647, P2648, P2649

Malfunction Threshold

The engine running time before the engine coolant temperature reaches 10°F (-12°C), based on the initial
engine coolant temperatures, is as follows.

MALFUNCTION THRESHOLD
Initial engine coolant temperature -24°F (-31°C) 10°F (-12°C)
Engine running time 300 seconds or more 60 seconds or more

Driving Pattern

1. Start the engine at an initial engine coolant temperature as specified under Enable Conditions.
2. Let the engine idle for at least 20 minutes.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle with the ECT and IAT at engine start-up within the
specified temperature range, a Temporary DTC is stored in the PCM memory. If the malfunction recurs durin
the next (second) drive cycle with the ECT and IAT at engine start-up within the specified temperature range
the MIL comes on and the DTC and the freeze frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0128 (87): ADVANCED DIAGNOSTICS

DTC P0128: COOLING SYSTEM MALFUNCTION
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Mormal Operation System Failure
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Fig. 20: Cooling System Malfunction Operation Graph

General Description

The thermostat is closed when the engine coolant temperature is low, and it stops the circulation of engine
coolant to speed engine warm up. When the engine coolant temperature increases, the thermostat opens ar
circulates engine coolant to control its temperature. When the engine coolant temperature decreases, the
opening area of the thermostat is reduced to regulate the engine coolant temperature. If the thermostat stick
open, engine warm up is delayed, and exhaust emissions are adversely affected. The powertrain control mo
(PCM) estimates the engine coolant temperature after starting the engine from the initial engine coolant

temperature and driving conditions, and compares it with the actual engine coolant temperature that is detec
by the engine coolant temperature (ECT) sensor.

If the actual engine coolant temperature is below the estimated engine coolant temperature (when X shown
the graph is large), a thermostat malfunction is detected and a DTC is stored.

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE

Execution Once per driving cycle

Sequence None

Duration Depending on driving conditions

DTC Type Two drive cycles, MIL ON

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition

Minimum

Maximum

Initial engine
coolant
temperature

20°F (-7°C)

123°F (50°C)

Initial intake air
temperature

20°F (-7°C)

123°F (50°C)

IThe difference
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between initial
engine coolant
temperature and
initial intake air
temperature
The difference
between intake aif
temperature and
initial intake air
temperature
The difference
between engine
coolant
temperature and (4°F (2°C) -
max engine
coolant

temperatu I’g')

10°F (6°C)

3°F (2°C)

P0107, PO108, PO111, PO112, PO113, PO116, PO117, PO118, P0122, P0123, P0125,
P0134, PO135, P0154, PO155, PO171, PO172, PO174, PO175, P0201, P0202, P0203,
P0204, P0205, P0206, P0222, P0223, P0300, P0301, P0302, PO303, P0304, P0305,
P0306, PO335, P0339, P0340, P0344, P0401, PO403, P0404, P0443, P0496, P0506,
No active DTCs |P0507, P0627, P0641, P0657, P1077, P1078, P1109, P1116, P1128, P1129, P1172,
P1174, P2101, P2108, P2118, P2122, P2123, P2127, P2128, P2135, P2138, P2176,
P2195, P2197, P2227, P2228, P2229, P2237, P2238, P2240, P2241, P2243, P2245,
P2247, P2249, P2251, P2252, P2254, P2255, P2413, P2610, P2627, P2628, P2630,
P2631, P2646, P2647, P2648, P2649, U0107

Other Test-drive on a flat road
(1) Engine speed is 5,000 rpm or more.

Malfunction Threshold

e The ECT sensor output is 158°F (70°C) or less when the estimated engine coolant temperature is 167
(75°C) or more.

o The difference between the estimated engine coolant temperature and the ECT sensor output is 18°F
C) or more.

Confirmation Procedure with the HDS
Do the RADIATOR FAN TEST in the INSPECTION MENU with the HDS for 20 minutes.
Driving Pattern

1. Start the engine at an engine coolant temperature and intake air temperature as specified under Enab
Conditions.

2. Drive the vehicle at a speed betweer- 75 mph (24- 120 km/h) for at least 10 minute
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o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0133 (157): ADVANCED DIAGNOSTICS
DTC P0133: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) SLOW RESPONSE

AJF Sensor Output Voltage

/\ .//'“' f}f‘\i "’"{ \
W JJ JUA \

Nonnal

Deteriorated
Response
Normal Deteriorated Response
i W I G VIR . VI : s T 4. )
AJF Sensor Output Voltage \ ]

(VAN ‘\/’ VI NN

Feedback coefficient \J’ \ .\ \r \I \/ \/ \/ \ '\\

«——| Normal inversion cycle - ~| Imversion cycle
at the time of deterioration

P1163-0871

Fig. 21: Identifying A/F Sensor Output Voltage

General Description
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The rear air/fuel ratio (A/F) sensor has a linear signal output in relation to the oxygen concentrai

powertrain control module (PCM) computes the rear air/fuel ratio from rear A/F sensor output voltage and us
fuel feedback control to improve exhaust emissions. The PCM measures the inversion cycle of the rear A/F
sensor output voltage during closed loop control of the stoichiometric ratio, detects a deteriorated response,

stores a DTC if the inversion cycle has extended to a specified time or more.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle

Sequence None

Duration 14.5 seconds or more

DTC Type Two drive cycles, MIL ON

OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditio

ns

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
coolant 156°F (69°C) -
temperature
Intake air o o i
temperature 0°F (-18°C)
Engine speed1,100 rpm 2,100 rpm
MAP rlanO 34 kPa (9.9 in.Hg, 250 mmHgQ)
N 1p800 86 kPa (25.5 in.Hg, 650 mmHg)
r;;m 27 kPa (7.9 in.Hg, 200 mmHgQ)
Vehicle speedB0 mph (48 km/h) -
Fuel trim 0.73 1.47
Fuel feedbackClosed loop at stoichiometric
Monitoring
priority P0456, P0457, P0497
P0107, P0108, PO112, PO113, P0117, P0118, P0134, P0135, P0O171, PO172, PO3DO,
No active P0301, P0302, P0O303, P0304, P0305, P0306, P0335, P0339, P0340, P0344, P04D1,
DTCs P0403, P0404, P0443, P0496, P0627, PO641, PO657, P1077, P1078, P1109, P11p8,
P1129, P1172, P2195, P2227, P2228, P2229, P2237, P2238, P2243, P2245, P2251,

P2252, P2413, P2627, P2628, P2646, P2647, P2648, P2649, P2A00

Malfunction Threshold

The rear A/F sensor (bank 1, sensor 1) inversion cycle is 2.2 seconds or more.

Drivina Pattern
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75 mph—
{120 kmh)
Vehicle 28 mBh 3
enicle (80 kv 2
Speed l: } //
. - 30 -75 mph
25 - 55 mph (48 - 120 km/'h)
25 mph (40 - 88 kmih)
{40 km/h)
1
|-— Warm-up —-| - 5 min or morg —= =—15 seC. OF MOore—s
Time

PO133-0350

Fig. 22: Vehicle Speed Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Drive the vehicle at a steady speed between 25 - 55 mph (40 - 88 km/h) for at least 5 minutes.
3. Then, drive immediately at a steady speed between 30 - 75 mph (48 - 120 km/h) for at least 15 seconc

o If the EVAP monitor runs instead of the HO2S monitor, turn the engine off, then restart it, and the HO2
monitor will restart.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0134 (151): ADVANCED DIAGNOSTICS

DTC P0134: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) HEATER SYSTEM
MALFUNCTION
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Fig. 23: Air/Fuel Ratio (A/F) Sensor (Sensor 1) Heater System Diagram

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is activated by warming the element with the heater an
by maintaining it at a steady high temperature to accurately calculate the air/fuel (A/F) ratio. The rear A/F
sensor does not become active when the element is not properly heated due to a heater malfunction, and th
exhaust emissions deteriorate. The powertrain control module (PCM) monitors the rear A/F sensor internal
resistance.

1. When the rear A/F sensor does not activate within a set time after the rear A/F sensor heater starts to
warm up (with high rear A/F sensor internal resistance), a malfunction of the rear A/F sensor heater is
detected, and a DTC is stored.

2. When the rear A/F sensor heater cycles ON and OFF within a set time, and the resistance remains hig
when the heater is ON, a malfunction in the rear A/F sensor heater is detected, and a DTC is stored.

Because the effect engine control differs according to the rear A/F sensor internal resistance, there arg
two types of malfunction detection threshold levels. When either one is reached, a malfunction is
detectec
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 40 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltagg10.5 V -
Fuel feedback [Other than during fuel cut-off operation

No active P0O135, PO657, P1172, P2195, P2237, P2238, P2243, P2245, P2251, P2252, P2p27,
DTCs P2628

Malfunction Threshold
Malfunction determination 1:

The rear A/F sensor (bank 1, sensor 1) internal resistance value is 110 ohms or more for at least 40 second:s
right after the engine starts.

Malfunction determination 2:

e The rear A/F sensor (bank 1, sensor 1) internal resistance value is 110 ohms is more for at least 15
seconds.

o The rear A/F sensor (bank 1, sensor 1) internal resistance value is 200 ohms or more for at least 1
seconds.

Driving Pattern

Start the engine, then let it idle for at least 2 minutes.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL
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The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0135 (151): ADVANCED DIAGNOSTICS

DTC P0135: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) HEATER CIRCUIT
MALFUNCTION

REAR A/F SENSOR
{BANK 1, SENSOR 1)
— |
|VLBLB1
':I = W—
‘5G |
VSB1
¢ . M
\ VCENTB1
; !
IPB1
=W Mhe e
A/F SENSOR
RELAY
{LAF)
AFSHTCBA1 =
: \IWIl 3 T—————
5/ =8
BATTERY
. AFSHTCR oL — O
,-"’;/

PCM

PO135-0504

Fig. 24: Rear Air/Fuel Ratio (A/F) Sensor Heater Circuit Diagram

General Description

A heater for the zirconia element is embedded in the rear air/fuel ratio (A/F) sensor (bank 1, sensor 1), and i
controlled by the powertrain control module (PCM). When activated, it heats the sensor to stabilize and spee
up the detection of oxygen content when the exhaust gas temperature is cold.

The PCM reads the return signal against the rear A/F sensor (bank 1, sensor 1) drive signal.

When the drive signal and the return signal do not match, the PCM detects a malfunction and a DTC is storg

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION. SEOQOUENCE. DURATION. DTC TYPE. OBD STATUS
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Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 9.0V -
State of the engine Running

Malfunction Threshold
One of these conditions continues for at least 1 second.

e The return signal is OFF when the PCM outputs the ON signal to the rear A/F sensor (bank 1, sensor 1
e The return signal is ON when the PCM outputs the OFF signal to the rear A/F sensor (bank 1, sensor 1

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0137 (161): ADVANCED DIAGNOSTICS

DTC P0137: REAR SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 1,
SENSOR 2)) CIRCUIT LOW VOLTAGE
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Fig. 25: Rear Secondary Heated Oxygen Sensor Heater Circuit Diagram
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General Description
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The rear secondary heated oxygen sensor (HO2S) (bank 1, sensor 2) detects the oxygen content in
gas downstream of the three way catalytic converter (TWC) during stoichiometric air/fuel ratio feedback
control. The rear secondary HO2S controls the air/fuel ratio from the rear A/F sensor output voltage so that t

TWC efficiency is optimized.

After current is applied to the rear secondary HO2S heater, if the rear secondary HO2S output continues lo

(lean) during feedback control, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 40 seconds or more

DTC Type One drive cycle, MIL ON

OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition

Minimum

Maximum

Elapsed time that
secondary HO2S
activity is not
monitored after
starting the engine

20 seconds

Engine coolant
temperature

156°F (69°C)

Intake air temperatur

0°F (-18°C)

Fuel trim

0.73

1.47

Fuel feedback

Closed loop

No active DTCs

P2648, P2649, P2A00

P0O107, PO108, PO112, PO113, PO117, PO118, PO133, P0134, P0135, PO141,
PO171, PO172, PO201, P0202, P0203, P0204, PO300, PO301, P0302, PO3
P0304, PO305, P0306, P0340, P0344, P0401, P0O403, P0404, P0443, PO4
P0627, PO641, PO657, P1077, P1078, P1128, P1129, P1172, P2195, P22
P2238, P2243, P2245, P2251, P2252, P2413, P2627, P2628, P2646, P2647,

D3,
D6,
87,

Malfunction Threshold

The rear secondary HO2S output voltage is 0.293 V or less for at least 40 seconds.

Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes
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2. Then, drive immediately at a steady engine speed between 1,500 - 3,000 rpm for at least 1 minute.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0138 (161): ADVANCED DIAGNOSTICS

DTC P0138: REAR SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 1,
SENSOR 2)) CIRCUIT HIGH VOLTAGE

- BATTERY
AFSHTCR
1
1
el 1
z i
1
QO
S T
SHO25B1 . -
B e —— S AF SENSOR
5G RELAY (LAF)
.&Jf S02SHTCBA
Ay W
4
i REAR SECONDARY HO2S
(BANK 1, SENSOR 2}

PCM .=
PO137-0304

Fig. 27: Rear Secondary Heated Oxygen Sensor Heater Circuit Diagram
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Fig. 28: Secondary Heated Oxygen Sensor Output Voltag&sraph

General Description

The rear secondary heated oxygen sensor (HO2S) (bank 1, sensor 2) detects the oxygen content in the exh
gas downstream of the three way catalytic converter (TWC) during stoichiometric air/fuel ratio feedback
control. The rear secondary HO2S controls the air/fuel ratio from the rear A/F sensor output voltage to

TWC efficiency.

After current is applied to the rear secondary HO2S heater, if the rear secondary HO2S output continues hig
(rich) exceeding the upper limit used during feedback control, a malfunction is detected and a DTC is stored

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Elapsed time that
secondary HO2S
lactivity is not

20 seconds -
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monitored after
starting the engine

Engine coolant

156°F (69°C) -

temperature

Intake air temperaturgd°F (-18°C) -
Fuel trim 0.73 1.47
Fuel feedback Closed loop

P0O107, PO108, PO112, PO113, PO117, PO118, PO133, P0134, PO135, PO141,
PO171, PO172, PO201, P0202, P0203, P0204, PO300, P0O301, P0302, PO393,
P0304, PO305, P0306, P0340, P0344, P0401, P0403, P0404, P0443, PO49p6,
P0627, PO641, PO657, P1077, P1078, P1128, P1129, P1172, P2195, P2287,
P2238, P2243, P2245, P2251, P2252, P2413, P2627, P2628, P2646, P2647,
P2648, P2649, P2A00

No active DTCs

Malfunction Threshold
The rear secondary HO2S output voltage is 1.270 V or more for at least 5 seconds.
Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.
2. Then, drive immediately at a steady engine speed between 1,500 - 3,000 rpm for at least 1 minute.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0139 (161): ADVANCED DIAGNOSTICS

DTC P0139: REAR SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 1,
SENSOR 2)) CIRCUIT SLOW RESPONSE
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Fig. 29: Rear Secondary Heated Oxygen Sensor Heater Circuit Diagram
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Fig. 30: Secondary Heated Oxygen Sensor Output Voltaggsraph

General Description

PO138-0570

The rear secondary heated oxygen sensor (HO2S) (bank 1, sensor 2) detects the oxygen content in the exh
gas downstream of the three way catalytic converter (TWC) during stoichiometric air/fuel ratio feedback

control. The rear secondary HO2S controls the air/fuel ratio with the r
TWC efficiency.

ear A/F sensor output voltage to optimi

If the response time of the rear secondary HO2S becomes longer than the specified time after cur
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secondary HO2S heater is applied, a malfunction is detected and a DTC it
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 19 seconds or less

DTC Type Two drive cycles, MIL ON
OBD Status  |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Elapsed time that
secondary HO2S
activity is not 20 seconds -
monitored after
starting the engine
Elapsed time after

- 150 seconds

fuel cut-off

Engine coolant 156°F (69°C) i

temperature

Intake air temperatuf@F (-18°C) -

Engine speed 1,150 rpm 1,900 rpm

MAP value 22 kPa (6.3 in.Hg, 160 mmHgQ) 73 kPa (21.6 in.Hg, 550 mmHg)
Vehicle speed 30 mph (48 km/h) -

Fuel trim 0.73 1.47

Fuel feedback Closed loop

P0107, PO108, PO111, PO112, PO113, PO117, PO118, P0133, P0134, PO13
P0O137, PO138, P0141, PO171, PO172, P0O201, P0202, P0203, P0204, PO30
P0301, P0302, PO303, P0O304, PO305, P0306, PO335, P0339, P0340, PO34
P0401, P0403, P0404, P0443, P0496, P0627, PO641, PO657, P1077, P107
P1128, P1129, P1172, P2195, P2237, P2238, P2243, P2245, P2251, P225
P2270, P2271, P2413, P2627, P2628, P2646, P2647, P2648, P2649, P2A0

No active DTCs

1O 00 = O Of

Malfunction Threshold

1. When the rear secondary HO2S output drops to the response deterioration judgment threshold value §
the response characteristics measurement is finished.

MALFUNCTION THRESHOLD
MIN |0.77 seconds
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IMAX |4.35 seconds

2. The voltage does not drop to the response deterioration judgment threshold value after a predetermine
time (4.35 seconds) has elapsed.

Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.
2. Then, drive immediately at a steady speed of 35 mph (57 km/h) or more for at least 19 seconds.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0141 (163): ADVANCED DIAGNOSTICS

DTC P0141: REAR SECONDARY HEATED OXYGEN SENSOR (SECONDARY HOZ2S) (BANK 1,
SENSOR 2) HEATER CIRCUIT MALFUNCTION
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Fig. 31: Rear Secondary Heated Oxygen Sensor Heater Circuit Diagram

General Description
A heater for the zirconia element is embedded in the rear secondary heated oxygen sensor (rear secondary
HO2S) (bank 1, sensor 2), and it is controlled by the powertrain control module (PCM). When activated, it

heats the sensor to stabilize and speed up the detection of oxygen content when the exhaust gas temperatu
cold.

If the rear secondary HO2S heater draws more or less than a specified amperage, the PCM detects a
malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage (IGP terminal of PCM) 105V 16V
State of the engine Running
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No active DTCs |P0117, PO118

Malfunction Threshold

The rear secondary HO2S heater output is 0.38 A or less, or 3.33 A or more, for at least 5 seconds when thg
heater is on.

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0153 (158): ADVANCED DIAGNOSTICS

DTC P0153: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) SLOW RESPONSE
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Fig. 32: A/F Sensor Output Voltage Blinking Pattern

General Description

The front air/fuel ratio (A/F) sensor has a linear signal output in relation to the oxygen concentration. The
powertrain control module (PCM) computes the rear air/fuel ratio from the front A/F sensor output voltage an
uses fuel feedback control to improve exhaust emissions. The PCM measures the inversion cycle of the fron
A/F sensor output voltage during closed loop control of the stoichiometric ratio, detects a deteriorated respo
and stores a DTC if the inversion cycle has extended to a specified time or more.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 14.5 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status  |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

IEnaine
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coolant
temperature

Intake air
temperature

Engine speed1,100 rpm 2,100 rpm
1,200 :
MAP [rpm 34 kPa (9.9 in.Hg, 250 mmHgQ)

value }pﬁ?o 27 kPa (7.9 in.Hg, 200 mmHg)

Vehicle speed30 mph (48 km/h) -
Fuel trim 0.73 1.47
Fuel feedbackClosed loop at stoichiometric

156°F (69°C) -

0°F (-18°C) -

86 kPa (25.5 in.Hg, 650 mmHg)

Monitoring
priority P0456, P0457, P0497

P0107, PO108, PO112, PO113, PO117, P0118, P0154, P0O155, P0174, PO175, PO3pO0,
No active P0301, P0302, P0303, P0304, P0305, P0306, P0335, P0339, P0340, P0344, P04P1,
DTCs P0403, P0404, P0443, P0496, P0627, P0641, P0657, P1077, P1078, P1109, P11p8,

P1129, P1174, P2197, P2227, P2228, P2229, P2240, P2241, P2247, P2249, P22b4,
P2255, P2413, P2630, P2631, P2646, P2647, P2648, P2649, P2A03

Malfunction Threshold
The front A/F sensor (bank 2, sensor 1) inversion cycle is 2.2 seconds or more.

Driving Pattern

75 mph—
{120 kmvh}
Vehicie 22 mph 3
eMCiE (80 kmvh) 2
Speed
pee 1 30 - 75 mph
25 - 55 mph (48 - 120 km/h)
25 mph (40 - 88 kmvh)
{40 km/h)
1
|"'— Warm-up —-l - 5 min. or more — -=—15 sec. or more—
Time

PO133-0350

Fig. 33: Vehicle Speed Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator,
fan comes on.

2. Drive the vehicle at a steady speed betwee- 55 mph (4C- 88 km/h) for at least 5 minute
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3. Then, drive immediately at a steady speed between 30 - 75 mph (48 - 120 km/h) for at least 15 seconc

o If the EVAP monitor runs instead of the HO2S monitor, turn the engine off, then restart it, and the HO2
monitor will restart.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0154 (152): ADVANCED DIAGNOSTICS

DTC P0154: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) HEATER SYSTEM
MALFUNCTION
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Fig. 34: Air/Fuel Ratio (A/F) Sensor (Sensor 1) Heater System Malfunction Diagram

General Description

The front air/fuel ratio (A/F) sensor (bank 2, sensor 1) is activated by warming the element with the heater a
by maintaining it at a steady high temperature to accurately calculate the air/fuel (A/F) ratio. The front A/F
sensor does not become active when the element is not properly heated due to a heater malfunction, and th
exhaust emissions deteriorate. The powertrain control module (PCM) monitors the front A/F sensor internal
resistance.

1. When the front A/F sensor does not activate within a set time after the front A/F sensor heater starts tg
warm up (with high front A/F sensor internal resistance), a malfunction of the front A/F sensor heater is
detected, and a DTC is stored.

2. When the front A/F sensor heater cycles ON and OFF within a set time, and the resistance remains hig
when the heater is ON, a malfunction in the front A/F sensor heater is detected, and a DTC is stored.

Because the effect engine control differs according to the front A/F sensor internal resistance, there ar¢
two types of malfunction detection threshold levels. When either one is reached, a malfunction is
detectec
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 40 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltagg10.5 V -
Fuel feedback [Other than during fuel cut-off operation

No active PO155, PO657, P1174, P2197, P2240, P2241, P2247, P2249, P2254, P2255, P2p30,
DTCs P2631

Malfunction Threshold
Malfunction determination 1

The front A/F sensor (bank 2, sensor 1) heater internal resistance value is 110 ohms or more for at least 40
seconds right after the engine starts.

Malfunction determination 2

e The front A/F sensor (bank 2, sensor 1) heater internal resistance value is 110 ohms or more for at lea
15 seconds.

e The front A/F sensor (bank 2, sensor 1) heater internal resistance value is 200 ohms or more for at lea
second.

Driving Pattern

Start the engine, and let it idle for at least 2 minutes.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL
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The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0155 (152): ADVANCED DIAGNOSTICS

DTC P0155: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) HEATER CIRCUIT
MALFUNCTION
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— |
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T
3 VSB2
{ . M
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: \IWIl 3 —————
“_67 E.
| BATTERY
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.‘:j.’

PCM

PO155-0504

Fig. 35: Front Air/Fuel Ratio (A/F) Sensor Heater Circuit Diagram

General Description

A heater for the zirconia element is embedded in the front air/fuel ratio (A/F) sensor (bank 2, sensor 1), and
controlled by the powertrain control module (PCM). When activated, it heats the sensor to stabilize and speg
up the detection of oxygen content when the exhaust gas temperature is cold.

The PCM reads the return signal against the front A/F sensor (bank 2, sensor 1) drive signal.

When the drive signal and the return signal do not match, the PCM detects a malfunction and a DTC is storg

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION. SEOUENCE. DURATION. DTC TYPE. OBD STATUS
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Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 9.0V -
State of the engine Running

Malfunction Threshold
One of these conditions continues for at least 1 second.

e The return signal is OFF when the PCM outputs the ON signal to the front A/F sensor (bank 2, sensor
e The return signal is ON when the PCM outputs the OFF signal to the front A/F sensor (bank 2, sensor

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0157 (162): ADVANCED DIAGNOSTICS

DTC P0157: FRONT SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 2,
SENSOR 2)) CIRCUIT LOW VOLTAGE
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Fig. 36: Secondary Heated Oxygen Sensor Heater Circuit Diagram
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Fig. 37: Secondary Heated Oxygen Sensor Output Voltagésraph

General Description
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The front secondary heated oxygen sensor (HO2S) (bank 2, sensor 2) detects the oxygen content in 1

gas downstream of the three way catalytic converter (TWC) during stoichiometric air/fuel ratio feedback
control. The front secondary HO2S controls the air/fuel ratio from the front A/F sensor output voltage so that
the TWC efficiency is optimized.

After current is applied to the front secondary HO2S heater, if the front secondary HO2S sensor output
continues low (lean) during feedback control, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 40 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Elapsed time that
secondary HO2S
activity is not 20 seconds -
monitored after
starting the engine
Engine coolant

156°F (69°C) ]

temperature

Intake air temperaturgd°F (-18°C) -
Fuel trim 0.73 1.47
Fuel feedback Closed loop

P0O107, PO108, PO112, PO113, PO117, PO118, PO153, P0154, PO155, PO1p1,
PO174, PO175, P0204, P0205, P0206, PO300, P0301, P0302, PO303, PO3p4,
P0305, P0306, P0340, P0344, PO401, P0403, P0404, P0443, P0496, PO6R7,
P0641, PO657, P1077, P1078, P1128, P1129, P1174, P2197, P2240, P2241,
P2247, P2249, P2254, P2255, P2413, P2630, P2631, P2646, P2647, P2648,
P2649, P2A03

No active DTCs

Malfunction Threshold

The front secondary HO2S output voltage is 0.293 V or less for at least 40 seconds.

Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes
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2. Then, drive immediately at a steady engine speed between 1,500 - 3,000 rpm for at least 1 minute.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0158 (162): ADVANCED DIAGNOSTICS

DTC P0158: FRONT SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 2,
SENSOR 2)) CIRCUIT HIGH VOLTAGE
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Fig. 38: Secondary Heated Oxygen Sensor Heater Circuit Diagram
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Fig. 39: Secondary Heated Oxygen Sensor Output Voltagésraph

General Description

The front secondary heated oxygen sensor (HO2S) (bank 2, sensor 2) detects the oxygen content in the exh
gas downstream of the three way catalytic converter (TWC) during stoichiometric air/fuel ratio feedback
control. The front secondary HO2S controls the air/fuel ratio from the front A/F sensor output voltage to
optimize TWC efficiency.

After current is applied to the front secondary HO2S heater, if the front secondary HO2S sensor output
continues high exceeding the upper limit used during feedback control, a malfunction is detected and a DTC
stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Elapsed time that
Isecondary HO2S
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activity is not
monitored after 20 seconds -
starting the engine

Engine coolant

156°F (69°C) ]

temperature

Intake air temperaturgd°F (-18°C) -
Fuel trim 0.73 1.47
Fuel feedback Closed loop

P0107, P0O108, PO112, PO113, PO117, P0118, P0153, P0154, P0155, PO1p1,
PO174, PO175, P0204, P0205, P0O206, PO300, PO301, P0302, PO303, PO3p4,
P0305, P0306, P0340, P0344, PO401, P0403, P0404, P0443, P0496, PO6R7,
P0641, PO657, P1077, P1078, P1128, P1129, P1174, P2197, P2240, P2241,
P2247, P2249, P2254, P2255, P2413, P2630, P2631, P2646, P2647, P26{8,
P2649, P2A03

No active DTCs

Malfunction Threshold
The front secondary HO2S output voltage is 1.270 V or more for at least 5 seconds.
Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.
2. Then, drive immediately at a steady engine speed between 1,500 - 3,000 rpm for at least 1 minute.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0159 (162): ADVANCED DIAGNOSTICS

DTC P0159: FRONT SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 2,
SENSOR 2)) CIRCUIT SLOW RESPONSE
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Fig. 40: Front Secondary Heated Oxygen Sensor Circuit Diagram
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Fig. 41: Secondary Heated Oxygen Sensor Output Voltagésraph

General Description

The front secondary heated oxygen sensor (HO2S) (bank 2, sensor 2) detects the oxygen content in the exh
gas downstream of the three way catalytic converter (TWC) during stoichiometric air/fuel ratio feedback
control. The front secondary HO2S controls the air/fuel ratio with the front A/F sensor output voltage to

optimize TWC efficiency.

If the response time of the front secondary HO2S becomes longer than the specified time after cur

PO138-0570
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secondary HO2S heater is applied, a malfunction is detected and a DTC it
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 19 seconds or less

DTC Type Two drive cycles, MIL ON
OBD Status  |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Elapsed time that
secondary HO2S
activity is not 20 seconds -
monitored after
starting the engine
Elapsed time after

- 150 seconds

fuel cut-off

Engine coolant 156°F (69°C) i

temperature

Intake air temperatu(@°F (-18°C) -

Engine speed 1,150 rpm 1,900 rpm

MAP value 22 kPa (6.3 in.Hg, 160 mmHgQ) 73 kPa (21.6 in.Hg, 550 mmHg)
Vehicle speed 30 mph (48 km/h) -

Fuel trim 0.73 1.47

Fuel feedback Closed loop

P0107, PO108, PO111, PO112, PO113, PO117, P0118, P0153, P0154, PO15p
P0O157, PO158, P0161, P0174, PO175, P0204, P0O205, P0206, PO300, PO30fL
No active DTCs P0302, PO303, P0304, P0305, PO306, P0335, P0339, P0340, P0344, PO40fL,
P0403, P0404, P0443, P0496, P0627, PO641, PO657, P1077, P1078, P112B
P1129, P1174, P2197, P2240, P2241, P2247, P2249, P2254, P2255, P227R

P2273, P2413, P2630, P2631, P2646, P2647, P2648, P2649, P2A03

Malfunction Threshold

1. When the front secondary HO2S output drops to the response deterioration judgment threshold value
the response characteristics measurement is finished.

MALFUNCTION THRESHOLD
MIN |0.77 seconds
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[MAX|16.0 seconds

2. The voltage does not drop to the response deterioration judgment threshold value after a predetermine
time (4.35 seconds) has elapsed.

Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.
2. Then, drive immediately at a steady speed of 35 mph (57 km/h) or more for at least 19 seconds.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0161 (164): ADVANCED DIAGNOSTICS

DTC P0161: FRONT SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S) (BANK 2,
SENSOR 2) HEATER CIRCUIT MALFUNCTION
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Fig. 42: Front Secondary Heated Oxygen Sensor Heater Circuit Diagram

General Description

A heater for the zirconia element is embedded in the front secondary heated oxygen sensor (front secondary
HO2S) (bank 2, sensor 2) and is controlled by the powertrain control module (PCM). When activated, it heat
the sensor to stabilize and speed up the detection of oxygen content when the exhaust gas temperature is ¢

If the front secondary HO2S heater draws more or less than a specified amperage, the PCM detects a

malfunction and stores a DTC.

Monitor Execution,

Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL ON

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum

Maximum

Battery voltage (IGP terminal of PCM) 105V

16 V

State of the engine Running
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No active DTCs |P0117, PO118

Malfunction Threshold

The front secondary HO2S heater output is 0.38 A or less, or 3.33 A or more, for at least 5 seconds when th
heater is on.

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0171 (153): ADVANCED DIAGNOSTICS

DTC P0171: REAR BANK (BANK 1) FUEL SYSTEM TOO LEAN

Normal Operation System Failure (Too Lean)

Short Term Fuel ann \A/\ A_Jh" f ‘T,-“ N\/ X/\V/\‘TI\/\V/\
_kv vz/ PF 7'; "1’3\, g_ir_ﬁ@xv ol T rweow

L-mg Term Fuel Trim

0%

PO1T71-08T1

Fig. 43: Bank (Bank 1) Fuel System Diagram

General Description

The powertrain control module (PCM) detects the oxygen content in the exhaust gas from the rear air/fuel ra
(A/F) sensor (bank 1, sensor 1) signal voltage, and it performs fuel feedback control to maintain the optimal
air/fuel ratio. The air/fuel ratio coefficient for correcting the amount of injected fuel is the short term fu
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The PCM varies short term fuel trim continuously to keep the air/fuel ratio close to the stoichiometric
all driving conditions.

Long term fuel trim is computed from short term fuel trim and is used to regulate long term deviation from thg
stoichiometric air/fuel ratio, which occurs when fuel metering components deteriorate with age or system
failures occur. In addition, long term fuel trim is stored in the PCM memory and is used to determine when fu
metering components malfunction. When long term fuel trim is higher than normal, which is about 1.0 (0 %),
the amount of injected fuel must be increased, and when lower than normal, it must be decreased. If long te
fuel trim is higher than normal (too lean), a malfunction in the fuel metering components is detected and a D
is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycf@

Sequence None

Duration Every 7 seconds

DTC Type Two drive cycles, MIL ON

OBD Status N/A

(1) The malfunction judgment is cleared when it is judged as normal under the same driving conditions
in which the malfunction was detected.

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
coolant 156°F (69°C) -
temperature
Intake air o o
temperature 32°F (0°C) i
Engine speed600 rpm 4,000 rpm
MAP value |24 kPa (7.1 in.Hg, 180 mmHgQ) -

Fuel feedbackClosed loop

Monitoring 156450, P0430, P0456, PO457
priority

P0107, P0108, PO112, P0113, P0117, P0118, P0134, P0135, P0137, P0138, PO3pO,
No active |PO301, P0302, P0303, P0304, P0305, PO306, P0335, PO339, PO401, P0403, P04p4,
DTes P0443, P0496, P0627, P0641, P0657, P1077, P1078, P1109, P1128, P1129, P11}2,

P2195, P2227, P2228, P2229, P2237, P2238, P2243, P2245, P2251, P2252, P22}0,
P2271, P2413, P2627, P2628, P2646, P2647, P2648, P2649

Malfunction Threshold




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

Long term fuel trim is higher than 1.19 (+19
Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Then, drive at a steady speed between 15 - 75 mph (24 - 120 km/h) for at least 15 minutes, and watch
long term fuel trim. If the long term fuel trim stays at about 1.0, the vehicle is OK or it is a very minor
problem. If a significant fault is still present, the long term fuel trim will move up or down while driving.

« When freeze frame data is stored, drive the vehicle under those conditions instead of Driving Pattern

o If the EVAP monitor runs instead of the HO2S monitor, turn the engine off, then restart it, and the HO2
monitor will restart.

o After clearing the DTC by disconnecting the battery or using the scan tool, extend Driving Pattert
minutes or longer to allow time for long term fuel trim to recover.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive drive cycles in which the
engine conditions are similar to the first time the malfunction was detected.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0172 (153): ADVANCED DIAGNOSTICS
DTC P0172: REAR BANK (BANK 1) FUEL SYSTEM TOO RICH

Normal Operation System Failure (Too Rich)

Short Term Fuel Trim

P -

Long Term Fuel Trim
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Fig. 44: Fuel Systen- Graph

General Description

The powertrain control module (PCM) detects the oxygen content in the exhaust gas from the rear air/fuel ra
(A/F) sensor (bank 1, sensor 1) signal voltage, and it performs fuel feedback control to maintain the optimal
air/fuel ratio. The air/fuel ratio coefficient for correcting the amount of injected fuel is the short term fuel trim.
The PCM varies short term fuel trim continuously to keep the air/fuel ratio close to the stoichiometric ratio fo
all driving conditions. Long term fuel trim is computed from short term fuel trim and is used to regulate long
term deviation from the stoichiometric air/fuel ratio, which occurs when fuel metering components deteriorate
with age or system failures occur. In addition, long term fuel trim is stored in the PCM memory and is used tq
determine when fuel metering components malfunction. When long term fuel trim is higher than normal, whig
is about 1.0 (0 %), the amount of injected fuel must be increased, and when lower than normal, it must be
decreased. If long term fuel trim is lower than normal (too rich), a malfunction in the fuel metering componen
is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycf@

Sequence None

Duration Every 7 seconds

DTC Type Two drive cycles, MIL ON

OBD Status N/A

(1) The malfunction judgment is cleared when it is judged as normal under the same driving conditions
in which the malfunction was detected.

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
coolant 156°F (69°C) -
temperature
Intake air o o
temperature 32°F (0°C) i
Engine speed600 rpm 4,000 rpm
MAP value |24 kPa (7.1 in.Hg, 180 mmHgQ) -

Fuel feedbackClosed loop

Monitoring 150,50 p0430, P0456, PO457
prlorlty

No active P0107, PO108, PO112, PO113, PO117, PO118, P0134, PO0135, P0137, P0138, PO3pO0,
DTCs P0301, P0302, PO303, P0304, P0305, P0306, P0335, P0339, P0401, P0403, P04p4,
| P0443. P0496. P0627. P0641. PO657, P1077. P1078, P1109, P1128. P1129. P11V2.
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P2195, P2227, P2228, P2229, P2237, P2238, P2243, P2245, P2251, P2252, P22)0,
P2271, P2413, P2627, P2628, P2646, P2647, P2648, P2649

Malfunction Threshold
Long term fuel trim is lower than 0.84 (-16 %).
Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator,
fan comes on.

2. Then, drive at a steady speed between 15 - 75 mph (24 - 120 km/h) for at least 15 minutes, and watch
long term fuel trim. If the long term fuel trim stays at about 1.0, the vehicle is OK or it is a very minor
problem. If a significant fault is still present, the long term fuel trim will move up or down while driving.

« When freeze frame data is stored, drive the vehicle under those conditions instead of Driving Pattern

o If the EVAP monitor runs instead of the HO2S monitor, turn the engine off, then restart it, and the HO2
monitor will restart.

o After clearing the DTC by disconnecting the battery or using the scan tool, extend Driving Pattert
minutes or longer to allow time for long term fuel trim to recover.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive drive cycles in which the
engine conditions are similar to the first time the malfunction was detected.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0174 (154): ADVANCED DIAGNOSTICS

DTC P0174: FRONT BANK (BANK 2) FUEL SYSTEM TOO LEAN
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Normal Operation System Failure (Too Lean)
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Fig. 45: Fuel System Graph

General Description

The powertrain control module (PCM) detects the oxygen content in the exhaust gas from the front air,
(A/F) sensor (bank 2, sensor 1) signal voltage, and it performs fuel feedback control to maintain the optimal
air/fuel ratio. The air/fuel ratio coefficient for correcting the amount of injected fuel is the short term fuel trim.
The PCM varies short term fuel trim continuously to keep the air/fuel ratio close to the stoichiometric ratio fo
all driving conditions.

Long term fuel trim is computed from short term fuel trim and is used to regulate long term deviation from thg
stoichiometric air/fuel ratio, which occurs when fuel metering components deteriorate with age or system
failures occur. In addition, long term fuel trim is stored in the PCM memory and is used to determine when fu
metering components malfunction. When long term fuel trim is higher than normal, which is about 1.0 (0 %),
the amount of injected fuel must be increased, and when lower than normal, it must be decreased. If long te

fuel trim is higher than normal (too lean), a malfunction in the fuel metering components is detected and a D
is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving Cycfé)

Sequence None

Duration Every 7 seconds

DTC Type Two drive cycles, MIL ON

OBD Status N/A

(1) The malfunction judgment is cleared when it is judged as normal under the same driving conditions
in which the malfunction was detected.

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
coolant 156°F (69°C) -
temperature

lintake air
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temperature |32°F (0°C) -
Engine speed600 rpm 4,000 rpm
MAP value |24 kPa (7.1 in.Hg, 180 mmHgQ) -
Fuel feedbackClosed loop

Monitoring 154450 p430, P0456, P0457
prlorlty

P0107, P0108, PO112, P0113, PO117, P0118, P0154, PO155, P0157, P0158, PO3pO,
No active |PO301, P0302, P0303, P0304, PO305, PO306, P0335, P339, PO401, P0403, P04p4,
DTS P0443, P0496, P0627, PO641, P0657, P1077, P1078, P1109, P1128, P1129, P11[4,

P2197, P2227, P2228, P2229, P2240, P2241, P2247, P2249, P2254, P2255, P22} 2,
P2273, P2413, P2630, P2631, P2646, P2647, P2648, P2649

Malfunction Threshold
Long term fuel trim is higher than 1.19 (+19 %).
Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Then, drive at a steady speed between 15 - 75 mph (24 - 120 km/h) for at least 15 minutes, and watch
long term fuel trim. If the long term fuel trim stays at about 1.0, the vehicle is OK or it is a very minor
problem. If a significant fault is still present, the long term fuel trim will move up or down while driving.

« When freeze frame data is stored, drive the vehicle under those conditions instead of Driving Pattern

o If the EVAP monitor runs instead of the HO2S monitor, turn the engine off, then restart it, and the HO2
monitor will restart.

o After clearing the DTC by disconnecting the battery or using the scan tool, extend Driving Pattert
minutes or longer to allow time for long term fuel trim to recover.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive drive cycles in which the
engine conditions are similar to the first time the malfunction was detected.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan
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command or by disconnecting the batt

DTC P0175 (154): ADVANCED DIAGNOSTICS
DTC P0175: FRONT BANK (BANK 2) FUEL SYSTEM TOO RICH

Normal Operation System Failure (Too Rich)

Short Term Fuel Trim
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Fig. 46: Fuel System Graph

General Description

The powertrain control module (PCM) detects the oxygen content in the exhaust gas from the front air,
(A/F) sensor (bank 2, sensor 1) signal voltage, and it performs fuel feedback control to maintain the optimal
air/fuel ratio. The air/fuel ratio coefficient for correcting the amount of injected fuel is the short term fuel trim.
The PCM varies short term fuel trim continuously to keep the air/fuel ratio close to the stoichiometric ratio fo
all driving conditions. Long term fuel trim is computed from short term fuel trim and is used to regulate long
term deviation from the stoichiometric air/fuel ratio, which occurs when fuel metering components deteriorate
with age or system failures occur. In addition, long term fuel trim is stored in the PCM memory and is used tq
determine when fuel metering components malfunction. When long term fuel trim is higher than normal, whigq
is about 1.0 (0 %), the amount of injected fuel must be increased, and when lower than normal, it must be
decreased. If long term fuel trim is lower than normal (too rich), a malfunction in the fuel metering componen
is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycfé)

Sequence None

Duration Every 7 seconds

DTC Type Two drive cycles, MIL ON

OBD Status N/A

(1) The malfunction judgment is cleared when it is judged as normal under the same driving condlitions
in which the malfunction was detected.

Enable Conditions

ENABLE CONDITIONS
1 1
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Condition Minimum Maximum
Engine
coolant 156°F (69°C) -
temperature
Intake air o o
temperature 32°F (0°C) i
Engine speed600 rpm 4,000 rpm
MAP value |24 kPa (7.1 in.Hg, 180 mmHgQ) -

Fuel feedbackClosed loop

Monitoring 150,50 p0430, P0456, PO457
priority

P0107, PO108, PO112, PO113, PO117, P0118, P0154, P0155, P0157, P0158, PO3pO,
No active  |PO301, P0302, P0303, PO304, PO305, PO306, P0335, P339, PO401, P0403, P04p4,
DTes P0443, P0496, P0627, P0641, PO657, P1077, P1078, P1109, P1128, P1129, P11}4,

P2197, P2227, P2228, P2229, P2240, P2241, P2247, P2249, P2254, P2255, P22} 2,
P2273, P2413, P2630, P2631, P2646, P2647, P2648, P2649

Malfunction Threshold
Long term fuel trim is lower than 0.84 (-16 %).
Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Then, drive at a steady speed between 15 - 75 mph (24 - 120 km/h) for at least 15 minutes, and watch
long term fuel trim. If the long term fuel trim stays at about 1.0, the vehicle is OK or it is a very minor
problem. If a significant fault is still present, the long term fuel trim will move up or down while driving.

« When freeze frame data is stored, drive the vehicle under those conditions instead of Driving Pattern

o If the EVAP monitor runs instead of the HO2S monitor, turn the engine off, then restart it, and the HO2
monitor will restart.

o After clearing the DTC by disconnecting the battery or using the scan tool, extend Driving Pattert
minutes or longer to allow time for long term fuel trim to recover.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL
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The MIL will be cleared if the malfunction does not recur during three consecutive drive cycles in wi
engine conditions are similar to the first time the malfunction was detected.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0201 (71): P0202 (72):, P0203 (73):, P0204 (74):, P0205 (75):, P0206
(76):, ADVANCED DIAGNOSTICS

DTC P0201: NO.1 INJECTOR CIRCUIT MALFUNCTION; DTC P0202: NO.2 INJECTOR CIRCUIT
MALFUNCTION; DTC P0203: NO.3 INJECTOR CIRCUIT MALFUNCTION; DTC P0204: NO.4
INJECTOR CIRCUIT MALFUNCTION; DTC P0205: NO.5 INJECTOR CIRCUIT MALFUNCTION;
DTC P0206: NO.6 INJECTOR CIRCUIT MALFUNCTION

Ho.1 INJECTOR
INJ1
S_’_, dik
;7- Mo.2 INJECTOR
. INJ2 e
s
Ho.3 INJECTOR
[J |< INJ3 p— )
7717 Mo.4 INJECTOR
: N4 e )
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INJ5 . .
o
T Ho.6 INJECTOR
INJE
’ d1%
E -
MRLY
; S e @
’ BATTERY
PGM-FI
MAIN RELAY
PCM (FI MAIN)

PO20B-0501

Fig. 47: Injector Malfunction Circuit Diagram

General Description

The powertrain control module (PCM) supplies fuel to the engine by controlling the on/off status of the injects

The PCM reads the return signal against the injector drive ¢




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

When the drive signal and the return signal do not match, the PCM detects a malfunction and a DTC
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running

Malfunction Threshold
Either of the following conditions continues for at least 1 second.

e The return signal is OFF when the PCM outputs the ON signal to the injector.
e The return signal is ON when the PCM outputs the OFF signal to the injector.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0222 (7): ADVANCED DIAGNOSTICS

DTC P0222: THROTTLE POSITION (TP) SENSOR B CIRCUIT LOW VOLTAGE




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

THROTTLE ACTUATOR
CONTROL MODULE RELAY
BATTERY
MRLY Fo f_T_“
O 00—
S_t : T
i
7 j
1
2 _:_ o OO
S

THROTTLE BODY
(THROTTLE ACTUATOR
CONTROL MODULE)

L i

SEFD

sV
SEDF REGULATOR

-l
|

<

‘S—Rﬂ W4
5.|L

PCM

™ = Ly
SENSOR A, B
M
—
THROTTLE

77~  ACTUATOR

2
PO122-0504

Fig. 48: Throttle Position (TP) Sensor A Circuit Diagram

General Description

Throttle position (TP) sensor B is a semiconductor type, and it is attached to the throttle body and shaft to
determine throttle valve position.

The throttle valve position signal from TP sensor B is transmitted to the throttle actuator control module for
target position feedback control, then to the powertrain control module (PCM) as an actual throttle valve
position signal.

If the signal from TP sensor B is less than a fixed value for a set time, the throttle actuator control module
detects a malfunction and sends the malfunction data to the PCM. When the PCM receives the malfur
from the throttle actuator control module, the PCM detects a TP sensor B malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous

Sequence None

|Duration 0.2 seconds or more
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DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running
No active DTCs P0223, P2101, P2108, P2118, P2135, P2176, U0107

Malfunction Threshold

The TP sensor B output voltage is 0.3 V or less for at least 0.2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0223 (7): ADVANCED DIAGNOSTICS

DTC P0223: THROTTLE POSITION (TP) SENSOR B CIRCUIT HIGH VOLTAGE
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Fig. 49: Throttle Position (TP) Sensor B Circuit Diagram

General Description

Throttle position (TP) sensor B is a semiconductor type, and it is attached to the throttle body and shaft to
determine throttle valve position.

The throttle valve position signal from TP sensor B is transmitted to the throttle actuator control module for
target position feedback control, then to the powertrain control module (PCM) as an actual throttle valve
position signal.

If the signal from TP sensor B is more than a fixed value for a set time, the throttle actuator control module
detects a malfunction and sends the malfunction data to the PCM. When the PCM receives the malfur
from the throttle actuator control module, the PCM detects a TP sensor B malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous

Sequence None

|Duration 0.2 seconds or more
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DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running
No active DTCs P0222, P2101, P2108, P2118, P2135, P2176, U0107

Malfunction Threshold

The TP sensor B output voltage is 4.8 V or more for at least 0.2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0300 (77): ADVANCED DIAGNOSTICS

DTC P0300: RANDOM MISFIRE DETECTED
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Crankshaft Position (CKP) Sensor Pulse Data
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Fig. 50: Crankshaft Position Sensor Pulse DataGraph

General Description

The crankshatft vibrates slightly when each cylinder fires. If a misfire occurs, the crankshatft rotation speed
changes rapidly. The powertrain control module (PCM) monitors the crankshaft rotation speed based on the
output pulses from the crankshaft position (CKP) sensor. By monitoring changes in the crankshaft rotation
speed, the PCM counts the number of misfires and determines which cylinder is misfiring. If more than one
DTC from P0301 through P0306 has been stored while misfires in multiple cylinders are detected, a
malfunction is detected and a DTC is stored.

There are two types of misfire detection.
Type 1 (1 drive cycle): When the number of misfires per 200 engine revolutions reaches the level that dama
the three way catalyst (TWC), a DTC is stored and the MIL blinks. When the misfire ceases, the MIL remain:s
on steady instead of blinking.

Type 2 (2 drive cycles): When the number of misfires per 1,000 engine revolutions reaches the level tf
FTP mode exhaust emissions, a DTC is stored and the MIL comes on.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
: Type 1 |Every 200 rpm
Duration Type 2 |Every 1,000 rpm
DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions
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ENABLE CONDITIONS

Condition Minimum Maximum
Engine coolant temperature L4°F (-10°C}) -
68°F (20°C§?)

Engine speed 500 rpm 6,300 rpm

Stopped 500 rpm |27 kPa (200 mmHg, 7.9 in.HQ) )
MAP 2,000rpmR22 kPa (160 mmHg, 6.3 in.HQ)
value |Driving (low [500 rpm |33 kPa (245 mmHg, 9.7 in.Hg)

geafd) 3,000rpni28 kPa (206 mmHg, 8.2 in.Hg) )

Fuel feedback

Other than during fuel cut-off operation

No active DTCs

P2229

P0107, PO108, PO117, P0118, P0122, P0123, P0222, P0223, P03
P0339, P0O385, P0389, P0641, P1109, P1128, P1129, P2227, P22

B35,
P8,

Other

Test-drive on a flat road to avoid misdetection

(3) 1st - 2nd gear

(1) When starting the engine at an engine coolant temperature of 14°F (-10°C) or less.

(2) When starting the engine at an engine coolant temperature of more than 14°F (-10°C).

Malfunction Threshold

The number of misfires versus engine revolutions is equal to or greater than the values in the table.

MALFUNCTION THRESHO

LD

Misfire Type

The number of engine revolutions

The number of misfires

Misfire Type 1 (Severe)

Per 200 revolutions

30 - 75 time&)

Misfire Type 2 (Light)

Per 1,000 revolutions

42 times

(1) Depending on engine speed and load.

Driving Pattern
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Fig. 51: Vehicle Speed Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator,
fan comes on.

2. Drive the vehicle at a speed between 15 - 75 mph (24 - 120 km/h) for at least 3 minutes.
3. Stop the vehicle, and let the engine idle for at least 3 minutes.

« When freeze frame data is stored, drive the vehicle under those conditions instead of Driving Pai
3.

« When you have difficulty duplicating the DTC because of road conditions and traffic situations, repeat
the driving pattern several times.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details

Conditions for illuminating the MIL

Misfire Type 1: Under high rpm or high load conditions: The MIL blinks once per second if a type 1 misfire
(catalyst damaging) occurs, and a Temporary DTC is stored. If the type 1 misfire ceases, the MIL goes off. |
type 1 misfire occurs during the next (second) drive cycle, the MIL blinks at the first misfire occurrence, and
the DTC and the freeze frame data are stored. The MIL remains on steady if the type 1 misfire ceases.

Under normal driving conditions: The MIL blinks once per second if a type 1 misfire occurs a third time, and
Temporary DTC is stored. If a type 1 misfire occurs during the next (second) drive cycle, the MIL blink:

the third type 1 misfire occurrence, and the DTC and the freeze frame data are stored. If the type 1 misfire
ceases, the MIL remains on steady.

Misfire Type 2: When a type 2 misfire (emission-related but not severe enough to immediately damage the
TWC) occurs within the first 1,000 engine revolutions after engine start-up, a Temporary DTC is stored.

If a type 2 misfire occurs after the first 1,000 engine revolutions after enqgir-up, a Temporary DTC |
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stored during the fourth type 2 misfire occurre

If a type 2 misfire occurs during the next (second) drive cycle, the MIL comes on, and the DTC and the freez
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive drive cycles in which the
engine conditions are similar to the first time the malfunction was detected.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0301 (71):, P0302 (72):, P0303 (73):, P0304 (74):, P0305 (75):, P0306
(76):, ADVANCED DIAGNOSTICS

DTC P0301: NO. 1 CYLINDER MISFIRE DETECTED; DTC P0302: NO. 2 CYLINDER MISFIRE
DETECTED; DTC P0303: NO. 3 CYLINDER MISFIRE DETECTED; DTC P0304: NO. 4 CYLINDER
MISFIRE DETECTED; DTC P0305: NO. 5 CYLINDER MISFIRE DETECTED; DTC P0306: NO. 6
CYLINDER MISFIRE DETECTED

Crankshaft Position (CKP) Sensor Pulse Data
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Fig. 52: Crankshaft Position Sensor Pulse DataGraph

General Description

The crankshatft vibrates slightly when each cylinder fires. If a misfire occurs, the crankshatft rotation speed
changes rapidly. The powertrain control module (PCM) monitors engine misfiring based on the output pulses
from the crankshaft position (CKP) sensor, counts the number of misfires, and determines which cylinder is
misfiring. If a misfire is detected, a DTC is stored.

There are two types of misfire detect
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Type 1 (1 drive cycle): When the number of misfires per 200 engine revolutions reaches the level that
the three way catalyst (TWC), a DTC is stored and the MIL blinks. When the misfire ceases, the MIL remain;
on steady instead of blinking.

Type 2 (2 drive cycles): When the number of misfires per 1,000 engine revolutions reaches the level tf
FTP mode exhaust emissions, a DTC is stored and the MIL comes on.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
: Type 1 |Every 200 rpm
Duration Type 2 |Every 1,000 rpm
DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

o (_10°(1)
Engine coolant temperature 14°F (-10 Cg -
68°F (20°C§?)

Engine speed 500 rpm 6,300 rpm
Stopped 500 rpm |27 kPa (200 mmHg, 7.9 in.HQ) ]
MAP PP 2,000rpni22 kPa (160 mmHg, 6.3 in.Hg)

value |Driving (low [500 rpm |33 kPa (245 mmHg, 9.7 in.Hg)
geaF3)) 3,000rpnm28 kPa (206 mmHg, 8.2 in.HQ)

Fuel feedback Other than during fuel cut-off operation
P0107, P0108, P0117, P0118, P0122, P0123, P0222, P0223, PO3B5,
No active DTCs P0339, P0385, P0389, P0641, P1109, P1128, P1129, P2227, P22p8,
P2229
Other Test-drive on a flat road to avoid misdetection

(1) When starting the engine at an engine coolant temperature of 14°F (-10°C) or less.
(2) When starting the engine at an engine coolant temperature of more than 14°F (-10°C).
(3) 1st - 2nd gear

Malfunction Threshold

The number of misfires versus engine revolutions is equal to or greater than the values in the table.

MALFUNCTION THRESHOLD
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Misfire Type The number of engine revolutions The number of misfires
Misfire Type 1 (Severe)  |Per 200 revolutions 30 - 75 time&)
Misfire Type 2 (Light) Per 1,000 revolutions 42 times
(1) Depending on engine speed and load.

Driving Pattern
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Fig. 53: Driving Pattern - Graph

fan comes on.

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|

POa01-0350

2. Drive the vehicle at a speed between 15 - 75 mph (24 - 120 km/h) for at least 3 minutes.
3. Stop the vehicle, and let the engine idle for at least 3 minutes.

« When freeze frame data is stored, drive the vehicle under those conditions instead of Driving Pai
3.

« When you have difficulty duplicating the DTC because of road conditions and traffic situations, repeat

the driving pattern several times.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

Misfire Type 1: Under high rpm or high load conditions: The MIL blinks once per second if a type 1 misfire
(catalyst damaging) occurs, and a Temporary DTC is stored. If the type 1 misfire ceases, the MIL goes off. |
type 1 misfire occurs during the next (second) drive cycle, the MIL blinks at the first misfire occurrence, and

the DTC and the freeze frame data are stored. The MIL remains on steady if the type 1 misfii
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Under normal driving conditions: The MIL blinks once per second if a type 1 misfire occurs a third time
Temporary DTC is stored. If a type 1 misfire occurs during the next (second) drive cycle, the MIL blink:

the third type 1 misfire occurrence, and the DTC and the freeze frame data are stored. If the type 1 misfire
ceases, the MIL remains on steady.

Misfire Type 2: When a type 2 misfire (emission-related but not severe enough to immediately damage the
TWC) occurs within the first 1,000 engine revolutions after engine start-up, a Temporary DTC is stored.

If a type 2 misfire occurs after the first 1,000 engine revolutions after engine start-up, a Temporary DTC is
stored during the fourth type 2 misfire occurrence.

If a type 2 misfire occurs during the next (second) drive cycle, the MIL comes on, and the DTC and the freez
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive drive cycles in which the
engine conditions are similar to the first time the malfunction was detected.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0325 (23): ADVANCED DIAGNOSTICS

DTC P0325: KNOCK SENSOR CIRCUIT MALFUNCTION

1 e —_— ] 1
% KNOCK =

L SENSOR

Pic25-00301

Fig. 54: Knock Sensor Circuit Diagram

General Description

The knock sensor is mounted on the engine block and detects engine knocking. The vibrations caused by t
knocking are converted into electrical signals through the piezo ceramic element. The powertrain control

module (PCM) controls the ignition timing based on the electrical signals. If the signals from the knock sensq
do not vary for a set time, the PCM detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status
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MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine speed 2,000 rpm -
Engine coolant temperature 140°F (60°C) -
No active DTCs PO117, PO118

Malfunction Threshold
No signals from the knock sensor are detected for at least 5 st
Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator,
fan comes on.

2. Hold the engine speed at 3,000 - 4,000 rpm for at least 60 seconds.
Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0335 (4): ADVANCED DIAGNOSTICS

DTC P0335: CRANKSHAFT POSITION (CKP) SENSOR A NO SIGNAL
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Fig. 55: Crankshaft Position (CKP) Sensor A No Signal Circuit Diagram

General Description

Crankshaft position (CKP) sensor A consists of a rotor and a semiconductor that detects rotor position. Whe
the engine starts, the rotor turns and the magnetic flux in the semiconductor changes. The changes of magn
flux are converted into pulsing signals to the powertrain control module (PCM). CKP sensor A detects
injection/ignition timing for each cylinder and engine speed.

If no pulsing signals are detected from CKP sensor A, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration -

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
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Condition
State of the engine Running
No active DTCs P0385, PO389

Malfunction Threshold

No signals from CKP sensor A are detected while signals from CKP sensor B are detected 127
succession.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0339 (4): ADVANCED DIAGNOSTICS

DTC P0339: CRANKSHAFT POSITION (CKP) SENSOR A INTERMITTENT INTERRUPTION
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Fig. 56: Crankshaft Position (CKP) Sensor A Intermittent Interruption Circuit Diagram

General Description

Crankshaft position (CKP) sensor A consists of a rotor and a semiconductor that detects rotor position. Whe
the engine starts, the rotor turns and the magnetic flux in the semiconductor changes. The changes of magn
flux are converted into pulsing signals to the powertrain control module (PCM). CKP sensor A detects
injection/ignition timing for each cylinder and engine speed.

If an abnormal amount of pulsing signals are detected from CKP sensor A, a malfunction is detected a
is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration -

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions
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ENABLE CONDITIONS

Condition
State of the engine Running

Malfunction Threshold

Other than 22 pulses are detected during intervals between reference pulses for each crankshaft revolution.
condition has been detected at least 30 times.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0340 (9): ADVANCED DIAGNOSTICS

DTC P0340: CAMSHAFT POSITION (CMP) SENSOR NO SIGNAL
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Fig. 57: Camshaft Position (CMP) Sensor No Signal Circuit Diagram

General Description

The camshaft position (CMP) sensor detects the intake camshaft timing and sends pulsing signals to the
powertrain control module (PCM). The PCM determines the camshaft position according to the signals
crankshaft position (CKP) sensor and the CMP sensor. If no pulsing signals are detected from the CMP sen;
a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration -

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition

State of the engine Running

No active DTCs P0335, P0339, P0344
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Malfunction Threshold

No signals from CMP sensor A are detected while signals from the CKP sensor are detected 35
succession.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0344 (9): ADVANCED DIAGNOSTICS

DTC P0344: CAMSHAFT POSITION (CMP) SENSOR INTERMITTENT INTERRUPTION
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Fig. 58: Camshaft Position (CMP) Sensor Intermittent Interruption Circuit Diagram

General Descriptior
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The camshaft position (CMP) sensor detects the intake camshaft timing and sends pulsing sigr
powertrain control module (PCM). The PCM determines the camshaft position according to the signals
crankshaft position (CKP) sensor and the CMP sensor. If the number of pulsing signals from the CMP sensqg
during intervals between the CKP standard pulses is more or less than the proper number, a malfunction is
detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration -

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition

State of the engine Running

No active DTCs P0335, P0339, P0340

Malfunction Threshold

More or less than two CMP sensor pulses are detected during intervals between the CKP standard pulses.
condition occurs at least 30 times.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0385 (54): ADVANCED DIAGNOSTICS

DTC P0385: CRANKSHAFT POSITION (CKP) SENSOR B NO SIGNAL
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Fig. 59: Crankshaft Position (CKP) Sensor B No Signal Circuit Diagram

General Description

Crankshaft position (CKP) sensor B consists of a rotor and a semiconductor that detects rotor position. Whe
the engine starts, the rotor turns and the magnetic flux in the semiconductor changes. The changes of magn
flux are converted into pulsing signals to the powertrain control module (PCM). CKP sensor B detects
injection/ignition timing for each cylinder and engine speed.

If no pulsing signals are detected from CKP sensor B, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration -

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
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Condition
State of the engine Running
No active DTCs P0335, PO339

Malfunction Threshold

No signals from CKP sensor B are detected while signals from CKP sensor A are detected 35:
succession.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0389 (54): ADVANCED DIAGNOSTICS

DTC P0389: CRANKSHAFT POSITION (CKP) SENSOR B INTERMITTENT INTERRUPTION




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

PGM-FI MAIN RELAY 1

{F1 MAIN) BATTERY
MRLY
¢ j T o~o-o~o+—{F)
oo
—_—
—?_— » A
=
¥ CKPA -
(o ; W .
?—f A
+ —
»i CKPB o ]
i - "II\H"
P‘E B
.
PCM

o CKP SENSORA, B

P0335-0208

Fig. 60: Crankshaft Position (CKP) Sensor B Intermittent Interruption Circuit Diagram

General Description

Crankshaft position (CKP) sensor B consists of a rotor and a semiconductor that detects rotor position. Whe
the engine starts, the rotor turns and the magnetic flux in the semiconductor changes. The changes of magn
flux are converted into pulsing signals to the powertrain control module (PCM). CKP sensor B detects
injection/ignition timing for each cylinder and engine speed.

If an abnormal amount of pulsing signals are detected from CKP sensor B, a malfunction is detected a
is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration -

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions
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ENABLE CONDITIONS

Condition
State of the engine Running

Malfunction Threshold

Other than 22 pulses are detected during intervals between reference pulses for each crankshaft revolution.
condition has been detected at least 30 times.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0401 (80): ADVANCED DIAGNOSTICS

DTC P0401: EXHAUST GAS RECIRCULATION (EGR) INSUFFICIENT FLOW
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Fig. 61: Exhaust Gas Recirculation (EGR) Insufficient Flow Diagram
Mormal Operation System Failure
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Fig. 62: Exhaust Gas Recirculation Valve Operation Graph

General Description

The exhaust gas recirculation (EGR) valve is controlled by the powertrain control module (PCM). When the
valve is opened, the exhaust gas flows from the exhaust manifold to the intake manifold through the EGR
svstem. It is mixed with the air/fuel mixture to be drawn into the combustion chamber to low:
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combustion temperature to reduce N

The EGR flow is inspected as follows. The EGR valve is closed during deceleration with the throttle va
closed. Then the PCM fully opens the EGR valve. After a set time, the PCM computes the ratio of the prese
EGR flow to the normal EGR flow by monitoring the fluctuation of the intake manifold pressure between whe
the EGR valve is fully opened and when it is fully closed. If the EGR flow rate is lower than normal, a
malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence "EGR valve insufficient lift" P0404, P2413 is OK
Duration 3 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
coolant 156°F (69°C) -
temperature
Engine speed,100 rpm 2,300 rpm

MAP value |14 kPa (4.0 in.Hg, 100 mmHg) -

;/sehéﬂe 30 mph (48 km/h) _
\?Sttfé}e’ 10.5V _
gg;ﬁ%gﬁ Fully closed

;ueeo:back During deceleration

P0107, PO108, PO112, PO113, PO117, PO118, PO122, PO123, P0134, P0135, PO15
P0222, P0223, P0335, P0339, P0403, P0404, P0406, P0443, P0496, P0506, PO5(
No active  |P0651, PO657, P1077, P1078, P1109, P1128, P1129, P1172, P1174, P2101, P21(
DTCs P2122, P2123, P2127, P2128, P2135, P2138, P2176, P2195, P2197, P2227, P224
P2237, P2238, P2240, P2241, P2243, P2245, P2247, P2249, P2251, P2252, P225
P2279, P2413, P2627, P2628, P2630, P2631, P2646, P2647, P2648, P2649, U01Q7

Malfunction Threshold

The ratio of the current EGR flow to the normal EGR flow is 15 % or
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The difference between the MAP value before and after the Enable Conditions are met is no mort
values in the table. The change in pressure should occur for at least 3 seconds.

MALFUNCTION THRESHOLD

Engine speed . Barometric pressure _
62 kPa (18.2 in.Hg, 460 mmHg) 102 kPa (30.0 in.Hg, 760 mmHQ)
1,100 rpm 9 kPa (2.8 in.Hg, 72 mmHg) 14 kPa (4.3 in.Hg, 110 mmHg)
2,000 rpm 4 kPa (1.4 in.Hg, 35 mmHgQ) 8 kPa (2.4 in.Hg, 61 mmHg)

Confirmation Procedure with the HDS

Do the EGR TEST in the INSPECTION MENU with the HDS.

Driving Pattern

75 mph —|
{120 kmv'h) 3
55 - 75 mph
y 50 mph —|
Vehicle (80 kmih) 2 (88 - 120 kmih) s
Speed
15 - 75 mph
24 - 120 km/h
25 mph — ‘ i)
{40 km/h) Deceleration
with Throttle Valve
1 Fully Closed
|- Warm-up —= =5 SEC. O MOTre - | == 10 SEC, 0f MOre —=| =— 4 SEC, OF ITOre —=
Time
PO401-0250

Fig. 63: Vehicle Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Drive the vehicle at a speed between 15 - 75 mph (24 - 120 km/h) for at least 5 seconds.
Then, drive at a steady speed between 55 - 75 mph (88 - 120 km/h) for at least 10 seconds.
4. Decelerate with the throttle valve fully closed for at least 4 seconds.

w

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and tt




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

frame data are store

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0403 (12): ADVANCED DIAGNOSTICS

DTC P0403: EXHAUST GAS RECIRCULATION (EGR) CONTROL CIRCUIT MALFUNCTION

J EGR VALVE
! EGR R

T | vce é
L
. EGRP .
W—e -=
ol L SG 3|
= 5
;7 EGR VALVE
POSITION SENSOR
PCM

P401-0301

Fig. 64: Exhaust Gas Recirculation (EGR) Control Circuit Diagram

General Description

The exhaust gas recirculation (EGR) system re-burns the exhaust gas by recirculating a some of it into the
induction system in order to reduce oxides of nitrogen (NOX).

The powertrain control module (PCM) controls the recirculation of the exhaust gas by controlling the opening
and closing of the EGR valve.

The PCM reads the return signal of the EGR valve control signal output, and when the return signal against
EGR valve control signal does not change and this condition continues for a certain time, a malfunction is
detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous
Sequence None




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

Duration 2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 105V -
EGR valve output duty 2% 98%
State of the engine Running

Malfunction Threshold
The return signal against the EGR valve control output does not change for at least 2 seconds.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0404 (12): ADVANCED DIAGNOSTICS

DTC P0404: EXHAUST GAS RECIRCULATION (EGR) CONTROL CIRCUIT
RANGE/PERFORMANCE PROBLEM
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Malfunction Determination

Commanded EGR valve lift

p EGR valve sensor output \ Failure area
= e
o E " 2
=E : 5 e Y
m— . - i
== - _ N N
xd : .
i : 5 ? S 4
4 \II s :
i 5 #

i " o z
! L e Failure area

0
PO404-0370

Fig. 65: Exhaust Gas Recirculation Valve Lift Graph

General Description

The exhaust gas recirculation (EGR) valve, which is controlled by the powertrain control module (PCM), is
opened and the exhaust gas flows from the exhaust manifold through the EGR valve and the intake manifolg
and the EGR passage. The exhaust gas is circulated into the air/fuel mixture and the mixture is drawn into th
combustion chamber to lower combustion temperatures, thus reducing oxides of nitrogen (NOx) emissions.

A sensor (lift sensor) is built into the EGR valve and detects the amount of valve lift. The command value for
the target valve lift is stored in the PCM so that exhaust gas recirculation can be optimized according to drivi
conditions.

Comparing this command value with the lift sensor output signal value, the PCM controls the EGR valve to
make the amount of actual valve lift equal to the command value.

If the lift sensor output (actual valve lift) is greater than the commanded valve lift, an abnormality in the EGR
valve or the lift sensor output is determined.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 5 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS
| | |
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Condition Minimum Maximum
Engine speed |[- 4,000 rpm
Battery voltage|10.5 V -

commanded 1y 012 in. (0.30 mm) :

EGR valve lift

P0107, P0108, P0112, PO113, P0117, P0118, P0134, P0135, P0154, P0155, POB35,
[P0339, P0401, P0403, P0406, P0641, P0651, P0657, P1128, P1129, P1172, P1{L74,
2195, P2197, P2237, P2238, P2240, P2241, P2243, P2245, P2247, P2249, P2p51,
P2252, P2254, P2255, P2627, P2628, P2630, P2631

No active DTC

Malfunction Threshold

The difference between the command value of the amount of EGR valve lift in the PCM and the actual amou
of valve lift is 0.041 in. (1.020 mm) or more for at least 5 seconds.

Confirmation Procedure with the HDS
Do the EGR TEST in the INSPECTION MENU with the HDS.
Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Drive the vehicle at a speed between 15 - 75 mph (24 - 120 km/h) for at least 5 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0406 (12): ADVANCED DIAGNOSTICS

DTC P0406: EXHAUST GAS RECIRCULATION (EGR) VALVE POSITION SENSOR CIRCUIT
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Fig. 66: Exhaust Gas Recirculation (EGR) Valve Position Sensor Circuit Diagram

General Description

The exhaust gas recirculation (EGR) system reduces oxides of nitrogen (NOx). NOx is generated by high
combustion temperatures. The EGR system lowers peak combustion temperature by recirculating exhaust g
into the air/fuel mixture, thus reducing NOx emissions. To determine the optional amount of recirculating
exhaust gas depending on driving conditions, a command value (the amount of valve lift) is stored in the
powertrain control module (PCM). The EGR valve position sensor indicates the amount of valve lift, and the
PCM controls the EGR valve so that the amount of actual valve lift equals the command value.

If the EGR valve position sensor output signal voltage is not within a specified value, a malfunction is detecté
and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running

Malfunction Threshold
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The EGR valve position sensor output voltage is 4.88 V or more for at least 2 <
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0420 (165): ADVANCED DIAGNOSTICS

DTC P0420: REAR BANK CATALYST SYSTEM EFFICIENCY BELOW THRESHOLD (BANK 1)

Normal Catalyst

Deteriorated Catalyst

75 mph + 13 = 75mph T g
. (120 km/h)| Vehicle Speed s 5 , 1120 kmin)| Vehicle Speed 25 @
@ — =} 3 =}
& E0mph 4 r‘,_// e 12 T 2 somph /’J—\“f\.\ 12 2
2 (80 k) | / x\ 5 E @ (80 kmih) (" Secondary HO2S Target 15 5
g Z L Hy
] e £ [ Secondary HO2S % | B
g 25 mph "-.HIV'-. Secondary HOZS Outp ) 1 g g i Output  y \ g | 14 g
40 km/h) _?(_* I\_'_./c...ﬁ-_f::_’ﬂ_{tx_.__\ o5 @ (40 kmih) 1 los @
 Secondary HO2S Target |
(1] L Yy L g L i) 1] I 1 _‘\_. o
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Time (sec) Time {sec)
Set Time Period Set Time Period
0 Malfunction Threshold — _,\n;r :c.,: @ | Malfunction Threshold [~ __:_ 5
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9 [ — — % a © e i
@ |° " CSIGSQR (time) \ o @ “TSIGSQR (time) @
e
Normal Failure
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Fig. 67: Catalyst System Efficiency Voltage And Time Graph

General Description

The three way catalytic converter (TWC) converts hydrocarbons (HC), carbon monoxide (CO), and oxides o
nitrogen (NOX) in the exhaust gas to water vapor, carbon dioxide (CO2), and dinitrogen (N2).

The TWC efficiency does not depend entirely on engine conditions or the deterioration level of the TW




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

be optimized by stabilizing the secondary HO2S oL

If the TWC deteriorates, the air/fuel ratio downstream of the TWC (the secondary HO2S output) often differs
from the target secondary HO2S output, and the status is represented by the parameter (SIGSQRLS).

Therefore, if the SIGSQRLS exceeds a specified value for a set time, a malfunction is detected and a DTC is
stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 102 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
coolant 156°F (69°C) -
temperature

Intake air
temperature

Estimated
TWC 932°F (500°C) -
temperature
Engine speedi,150 rpm 2,100 rpm

MAP value |22 kPa (6.3 in.Hg, 160 mmHg) 73 kPa (21.6 in.Hg, 550 mmHg)
Vehicle spee@ mph (5 km/h) -
Fuel trim 0.73 1.47
Fuel feedbac|Closed loop

Monitoring  \54456 po457, PO497

priority

P0107, P0O108, P0112, PO113, PO117, P0118, P0133, P0134, P0135, P0137, P0138,
P0139, P0141, P0O171, P0O172, P0O201, P0202, P0203, P0204, P0O300, P0301, P03(2,
No active P0303, P0304, P0305, P0306, P0335, P0339, P0340, P0344, P0401, P0403, P04(4,
DTCs P0443, P0496, P0627, PO641, PO657, P1077, P1078, P1109, P1128, P1129, P1172,
P2195, P2227, P2228, P2229, P2237, P2238, P2243, P2245, P2251, P2252, P2270,
P2271, P2413, P2627, P2628, P2646, P2647, P2648, P2649, P2A00

0°F (-18°C) ]

Malfunction Threshold
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The number of detections is 736 (CTAGLT67) or ir

Driving Pattern

Tsmph _|
(120 kmih)
2
45 - 75 mph 3
Vehicle 50 mph ! “-3 120 km.'h:
Speed (B0 km/h) 55 mph
(88 km/h)
25 mph _|
(40 km/h)
1 /
|- Warm-up—-l - 5 min. or more —= =— | min. or more —=
Time

P420-0350

Fig. 68: Vehicle Speed Driving Pattern Graph

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator,
fan comes on.

2. Drive the vehicle at a speed between 45 - 75 mph (73 - 120 km/h) for at least 5 minutes, to warm up th
TWC.

3. Set a vehicle speed of 55 mph (88 km/h) on the cruise control, and drive for at least 1 minute.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0430 (166): ADVANCED DIAGNOSTICS
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DTC P0430: FRONT BANK CATALYST SYSTEM EFFICIENCY BELOW THRESHOLD (BANK 2)
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Fig. 69: Catalyst System Efficiency Graph

General Description

The three way catalytic converter (TWC) converts hydrocarbons (HC), carbon monoxide (CO), and oxides o
nitrogen (NOXx) in the exhaust gas to water vapor, carbon dioxide (CO2), and dinitrogen (N2).

The TWC efficiency does not depend entirely on engine conditions or the deterioration level of the TW
be optimized by stabilizing the secondary HO2S output.

If the TWC deteriorates, the air/fuel ratio downstream of the TWC (the secondary HO2S output) often differs
from the target secondary HO2S output, and the status is represented by the parameter (SIGSQRLS).

Therefore, if the SIGSQRLS exceeds a specified value for a set time, a malfunction is detected and a DTC i3
stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 102 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status  |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions
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ENABLE CONDITIONS

31
31
7

Condition Minimum Maximum

Engine

coolant 156°F (69°C) -

temperature

Intake air o o

temperature 0°F (-18°C) i

Estimated

TWC 932°F (500°C) -

temperature

Engine speedll,150 rpm 2,100 rpm

MAP value |22 kPa (6.3 in.Hg, 160 mmHQg) 73 kPa (21.6 in.Hg, 550 mmHg)

Vehicle speegt mph (5 km/h) -

Fuel trim 0.73 1.47

Fuel feedbac|Closed loop

Monitorin

oriority 9 |P0456, P0457, PO497
P0107, P0108, PO112, PO113, P0117, P0118, P0153, P0154, P0155, P0157, PO1%8,
P0159, P0161, P0174, P0175, P0204, P0205, P0206, P0300, P0301, P0302, P03

No active P0304, P0305, P0306, P0335, P0339, P0340, P0344, P0401, P0403, P0404, P04

DTCs P0496, P0627, P0641, PO657, P1077, P1078, P1109, P1128, P1129, P1174, P2197,
P2227, P2228, P2229, P2240, P2241, P2247, P2249, P2254, P2255, P2272, P2213,
P2413, P2630, P2631, P2646, P2647, P2648, P2649, P2A03

Malfunction Threshold

The number of detections is 624 (CTAGLT68) or more.

Driving Pattern

75 mph
(120 kmvh)
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Speed

50 mph
(80 km/h)
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3

55 mph
(38 km/h)

|-. Warm-up —=

| -

Fig. 70: Driving Pattern - Graph

5 min. or more —=

Time

=— 1 min. or more —=
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1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Drive the vehicle at a speed between 45 - 75 mph (73 - 120 km/h) for at least 5 minutes, to warm up th
TWC.

3. Set a vehicle speed of 55 mph (88 km/h) on the cruise control, and drive for at least 1 minute.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0443 (92): ADVANCED DIAGNOSTICS

DTC P0443: EVAPORATIVE EMISSION (EVAP) CANISTER PURGE VALVE CIRCUIT
MALFUNCTION

AF SENSOR RELAY (LAF)

BATTERY
AFSHTCR
i 1
1 :
|
== )
. FES ST 010
7 '::
EVAP CANISTER
PURGE VALVE

PCM
PO443-0204

Fig. 71: Evaporative Emission (EVAP) Canister Purge Valve Circuit Diagram

General Description

The evaporative emission (EVAP) canister purge valve is attached to the vacuum port between the EVAP
canister and the intake manifc
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The powertrain control module (PCM) does not turn on the EVAP canister purge valve when the engin
temperature is 149°F (65°C) or less.

The PCM adjusts the amount of fuel vapor sent to the engine by controlling the EVAP canister purge v
cycle.

When the return signal does not change according to the EVAP canister purge valve duty cycle for a set tim¢
the PCM detects a malfunction, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 10.1V -
EVAP canister purge valve output duty 2% 98 %
State of the engine Running

Malfunction Threshold

The return signal does not change according to the EVAP canister purge valve output for at least 5 seconds
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the batte
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DTC P0451 (91): ADVANCED DIAGNOSTICS

DTC P0451: FUEL TANK PRESSURE (FTP) SENSOR RANGE/PERFORMANCE PROBLEM

L
FIP % ,:I:

5G

—'-Z-:-—T VCC
T

FUEL TANK PRESSURE
(FTP} SENSOR

PO452-0302

Fig. 72: Fuel Tank Pressure (FTP) Sensor Circuit Diagram

Fuel Tank Pressure (FTP) Sensor Output Voltage

Sensor Voltage (V)
[ %]
o

— 0

Fuel Tank Pressure
[kPa (in.Hg, mmHg)]

P451-0870

Fig. 73: Fuel Tank Pressure (FTP) Sensor VoltageGraph
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Mormal Operation Failure Operation (Moise)
+ + Fuel Tank Pressure Sensor Output
Fuel Tank Pressure Sensor Output /
_,,f-—< — o TN T
! — R 1 H‘ |
kPa kPa | I | | I
{in.Hg, (in.Hg, il | ‘
mmHg) mmHg) | I
| |
I |
|————|
[ |
A set time period
Time Time

FO451-0071

Fig. 74: Fuel Tank Pressure Graph

General Description

The fuel tank pressure (FTP) sensor is installed on the evaporative emission (EVAP) canister. The FTP seng
is used to detect leaks in the EVAP system. The powertrain control module (PCM) monitors the FTP sensor
output voltage. The FTP sensor output voltage rises as the fuel tank pressure increases. Conversely, the FT]
sensor output voltage drops as the fuel tank pressure decreases. Rapid changes in the FTP sensor output v
due to electrical noise or an intermittent open during the EVAP leak detection may cause incorrect leak
detection, so abnormal output is monitored.

If the FTP sensor output voltage changes a specified number of times within a set time, the PCM detects a
malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 20 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Elapsed time after
starting the engine

Throttle position Fully closed

2 seconds -

No active DTCs P0122, P0123, P0222, P0223, P0452, P0452, P0453, P0453, P0641, PO641,
P2101. P2108. P2118. P2122. P2123. P2127. P2128, P2135, P2138. P2176.
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Malfunction Threshold
The FTP sensor output fluctuates by 0.3 kPa (0.1 in.Hg, 2 mmHg) or more at least five times within 3 seconc
Driving Pattern

Start the engine in a cold condition, and let it idle for at least 20 seconds.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0455 (90): ADVANCED DIAGNOSTICS

DTC P0455: EVAPORATIVE EMISSION (EVAP) SYSTEM LARGE LEAK DETECTED

Evaporative Emission (EVAP) System

EVAP Canister
"uﬁant Shut Valve

EVAP Canister (_\ 4—FTP Sensar
Purga Valve

‘\ : EVAP L ! FUEL TAM (x_/
A1 CANISTER [ }— 3

Fuel Level Sensor

ENGINE

EVAP system
to be leak-checked

P442-0570
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Fig. 75: Evaporative Emission (EVAP) System Diagral

Diagnosis Execution
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Fig. 76: Evaporative Emission (EVAP) System Diagnosis Execution

General Description

The evaporative emission (EVAP) leak detection system uses a vacuum-retention (decompression) method
an engine off natural vacuum (EONV) method. This method detects leakage by monitoring the vacuum-
retention ability of the EVAP system (from EVAP canister purge valve to fuel tank). The EONV methoc
leakage from the change in fuel tank pressure via the fuel tank pressure (FTP) sensor with the engine off.

Here is an overview of the malfunction detection for the EONV method:

Step 0: Judgement of detection of 0.09 inch leak as normal operation < decompressing monitor >
Step 1: Judgement of detection of 0.02 inch leak as normal operation < phase 1 >

Step 2: Detection of 0.02 inch leak < phase 2 >

Step O:

Once required conditions for the monitor are met, the powertrain control module (PCM) applies vacuum to th
EVAP system line from the purge control solenoid (PCS) valve through the fuel tank, and monitors the

variation of the FTP sensor output to detect a "0.09 inch leak".

o Ifa"0.09 inch leak" is detected, it is identified as a malfunction; the diagnosis is complete.

e If "no 0.09 inch leak" is detected, the PCM goes to step 1, judgement of detection of a 0.02 inch leak a
normal operation < phase 1 >.

« If sufficient vacuum cannot be drawn on the EVAP system line, it is identified as either "EVAP system
low purge flow (P0497)" or "EVAP system leak detected fuel fill cap loose/off (P0457)" (refer tc
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Step 1

After the engine has stopped, the PCM monitors the variation of the FTP sensor output to detect "no 0.02 ing
leak" depending on the variation corresponding to the increasing pressure inside the fuel tank.

e If "no 0.02 inch leak" is detected, it is identified as normal; the diagnosis is complete.
e If "no 0.02 inch leak" is not detected, the PCM goes to step 2, detection of a 0.02 inch leak < phase 2 3

Step 2:

The PCM continues to monitor the FTP sensor output to detect "no 0.02 inch leak" depending on the variatic
corresponding to the decreasing pressure inside the fuel tank.

o Ifa"0.02 inch leak" is detected, it is identified as a malfunction; the diagnosis is complete.
o If "no leakage" is detected, it is identified as normal; the diagnosis is complete.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 45 seconds or less

DTC Type Two drive cycles, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Elapsed time befo
starting the enging

!r;)itial condition A ) 18°F (10°C)

6 hours .

Initial ition B
(g)l ial condition B | 18°F (10°C)

Initial engine
coolant temperatu
Initial intake air
temperature
Engine coolant
temperature

40°F (5°C) 95°F (35°C)

40°F (5°C) 95°F (35°C)

156°F (69°C) 212°F (100°C)

Engine coolant
temperature beforfl40°F (60°C) -
|IEVAP purge
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control starts

Vehicle speed

7 mph (10 km/h) -

Barometric _
pressure 76 kPa (22.5 in.Hg, 569 mmHg) -
Battery voltage [10.5V -
Fuel trim 0.73 147

Fuel feedback

Closed loop at stoichiometric

No active DTCs

P0107, PO108, PO111, PO112, PO113, PO116, PO117, PO118, P0125, P0134,
P0154, PO155, P0335, P0339, P0443, P0451, P0452, P0453, P0496, P0498,
P0641, PO651, PO657, P1109, P1116, P1128, P1129, P1172, P1174, P1454,
P2197, P2227, P2228, P2229, P2237, P2238, P2240, P2241, P2243, P2245,
P2249, P2251, P2252, P2254, P2255, P2422, P2627, P2628, P2630, P2631

Others

Other than when there is excessive vapor generation (fuel level is not full)

Avoid abrupt acceleration, deceleration, and turns

Test-drive on a flat road to avoid misdetection

No refueling is required

(1) The initial intake air temperature minus the current intake air temperature

(2) The initial engine coolant temperature minus the initial intake air temperature

Malfunction Threshold

The variation of pressure inside the fuel tank is -2 kPa (-0.4 in.Hg, -9 mmHg) or more.

Confirmation Procedure with the HDS

Do the EVAP FUNCTION TEST in the INSPECTION MENU with the HDS.

Driving Pattern

1. After the vehicle has been left for an appropriate amount of time as specified, with the engine coolant

temperature and intake air temperature within the specified range, start the engine.
2. Warm up the engine at idle until the radiator fan comes on.

w

Drive the vehicle immediately at a speed between 45 - 75 mph (72 - 120 km/h) for at least 20 minutes.
4. After stopping the engine, turn the ignition switch off, and leave the vehicle for 32 minutes or more

(EONV executes).

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle with the ECT and IAT at engine start-up within the
cepecified temberatiire ranae a Temborary DTC ic <tored in the PCM memorv If the malfiinction recti

PO135,
P0499,
P2195,
P2247,
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the next (second) drive cycle with the ECT and IAT at engine-up within the specified temperature ran
the MIL comes on and the DTC and the freeze frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0456 (90): ADVANCED DIAGNOSTICS
DTC P0456: EVAPORATIVE EMISSION (EVAP) SYSTEM VERY SMALL LEAK DETECTED

Evaporative Emission (EVAP) System

EVAP Canister
"uﬁant Shut Valve

EVAP Canister (_\ 4—FTP Sensor
Purga Va]ve

‘\ J EVAP L 1 FUEL TA NM
o O— | CANISTER  }— 3

Fuel Level Sensor

ENGINE

EVAP system
to be leak-checked

P442-0570

Fig. 77: Evaporative Emission (EVAP) System Diagram
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Diagnosis Execution
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Fig. 78: Evaporative Emission (EVAP) System Diagnosis Execution

General Description

The evaporative emission (EVAP) leak detection system uses a vacuum-retention (decompression) method
an engine off natural vacuum (EONV) method. This method detects leakage by monitoring the vacuum-
retention ability of the EVAP system (from EVAP canister purge valve to fuel tank). The EONV methoc
leakage from the change in fuel tank pressure via the fuel tank pressure (FTP) sensor with the engine off.

Here is an overview of the malfunction detection for the EONV method:

Step 0: Judgement of detection of 0.09 inch leak as normal operation < decompressing monitor >.
Step 1: Judgement of detection of 0.02 inch leak as normal operation < phase 1 >

Step 2: Detection of 0.02 inch leak < phase 2 >

Step O:

Once required conditions for the monitor are met, the powertrain control module (PCM) applies vacuum to th
EVAP system line from the purge control solenoid (PCS) valve through the fuel tank, and monitors the

variation of the FTP sensor output to detect a "0.09 inch leak".

o Ifa"0.09 inch leak" is detected, it is identified as a malfunction; the diagnosis is complete.
e If "no 0.09 inch leak" is detected, the PCM goes to step 1, judgement of detection of a 0.02 inch leak a
normal operation < phase 1 >.

« If sufficient vacuum cannot be drawn on the EVAP system line, it is identified as either "EVAP system
low purge flow (P0497)" or "EVAP system leak detected fuel fill cap loose/off (P0457)" (refer to the
applicable DTC detail).

Step 1
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After the engine has stopped, the PCM monitors the variation of the FTP sensor output to detect "no
leak" depending on the variation corresponding to the increasing pressure inside the fuel tank.

e If "no 0.02 inch leak" is detected, it is identified as normal; the diagnosis is complete.
e If "no 0.02 inch leak" is not detected, the PCM goes to step 2, detection of a 0.02 inch leak < phase 2 3

Step 2:

The PCM continues to monitor the FTP sensor output to detect "no 0.02 inch leak" depending on the variatic
corresponding to the decreasing pressure inside the fuel tank.

o Ifa"0.02 inch leak" is detected, it is identified as a malfunction; the diagnosis is complete.
o If "no leakage" is detected, it is identified as normal; the diagnosis is complete.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Once per driving cycle

Sequence |P0455, P0457, P0497 are judged as OK

Duration At least 6 minutes, 27 seconds but not more than 31 minutes, 27 seconds
DTC Type |Two drive cycles, MIL ON

OBD Status |N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Elapsed time befor
starting the engine% hours i

Initial condition A

) - 18°F (10°C)
!r;)itial condition B ) 18°F (10°C)
Initial engine o (Eo 0 °

coolant temperaturgrO F(5°C) 95°F (35°C)

Initial intake air o [Eo o o
temperature 40°F (5°C) 95°F (35°C)
Barometric pressufé6é kPa (22.5 in.Hg, 569 mmHgQ) -
Battery voltage [10.5V -

PO111, PO112, PO113, PO116, PO117, PO118, PO125, P0443, P0451, P0452] P0453,
No active DTCs [P0455, P0457, P0496, P0497, P0498, P0499, P0641, P0651, P0657, P0O685] P1109,
P1116, P1454, P2227, P2228, P2229, P2422, P2610

Other than when there is excessive vapor generation (fuel level is not full)
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Avoid abrupt acceleration, deceleration, and turns
Test-drive on a flat road to avoid misdetection
Drive for 1 hour or more

No refueling is required

(1) The initial intake air temperature minus the current intake air temperature

Others

(2) The initial engine coolant temperature minus the initial intake air temperature

Malfunction Threshold

The variation of pressure inside the fuel tank after phase 1 is 0.3 kPa (0.1 in.Hg, 2.8 mmHg) or more
(depending on fuel level and barometric pressure).

The sum of the variations of pressure inside the fuel tank after phase 1 and phase 2 is 10 kPa (3.1 in.Hg, 80
mmHg) or less (depending on fuel level and barometric pressure).

The barometric pressure is stable for at least 19 minutes, 55 seconds.
Confirmation Procedure with the HDS

Do the EVAP FUNCTION TEST in the INSPECTION MENU with the HDS.
Driving Pattern

1. After the vehicle has been left for an appropriate amount of time as specified, with the engine coolant
temperature and intake air temperature within the specified range, start the engine.

2. Warm up the engine at idle until the radiator fan comes on.
Drive the vehicle immediately at a speed between 45 - 75 mph (72 - 120 km/h) for at least 20 minutes.

4. After stopping the engine, turn the ignition switch off, and leave the vehicle for 32 minutes or more
(EONV executes).

w

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle with the ECT and IAT at engine start-up within the
specified temperature range, a Temporary DTC is stored in the PCM memory. If the malfunction recurs durin
the next (second) drive cycle with the ECT and IAT at engine start-up within the specified temperature range
the MIL comes on and the DTC and the freeze frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan
command or by disconnecting the battery.

DTC P0457 (90): ADVANCED DIAGNOSTICS

DTC P0457: EVAPORATIVE EMISSION (EVAP) SYSTEM LEAK DETECTED/FUEL FILL CAP
LOOSE OR MISSING

E Decompressing (applying vacuum)
1

Y
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Preszure|

Atmospheric
Pressure

|
1
[F0kPa &
(0inHg, |
0 mmHg)] |
Megative | F——— Failure
Pressure | {Purge F]_ow Failure
i Malfunction Threshold or Fuel Fill Cap
| Loose/Off Failure)
1
| —o————MNormal

—— Refer to MAX value of fuel vapor density
to judge the vapor density when the leak
{Fuel Fill Cap Loose!/Off Failure) is detected

FTP Sensor

High

Low

Fuel Vapor Density
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Fig. 79: Evaporative Emission (EVAP) System Graph

General Description

There are two conditions when the evaporative emission (EVAP) system will not hold vacuum sufficiently, ar
the pressure in the fuel tank doesn't become negative.

1. EVAP system low purge flow.
2. EVAP system leakage or the fuel fill cap is loose/off.

Here is a description of condition 2:

The powertrain control module (PCM) monitors the fuel tank pressure (FTP) sensor output. If the FTP senso
output does not indicate the specified vacuum when leak checking when the fuel vapor density is high
detects a large leak (fuel fill cap loose/off) and a DTC is stored. [The malfunction detection is performe
EVAP system leak detection (P0442, P0455, P0456).]

Monitor Execution. Seauence. Duration. DTC Tvpe OBD Status
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MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 22 seconds or less

DTC Type Two drive cycles, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Initial engine 40°F (5°C) -

coolant temperatufe

Initial intake air 40°F (5°C) )

temperature

Engine coolant o 0 0 0
temperature 156°F (69°C) 212°F (100°C)

Engine coolant
temperature befor
EVAP purge
control starts
Vehicle speed 7 mph (10 km/h) -
Battery voltage [10.5V -
Fuel trim 0.73 1.47
Fuel feedback Closed loop at stoichiometric

P0107, PO108, PO111, PO112, PO113, PO116, PO117, PO118, P0125, P0134,|P0135,
P0154, P0155, P0335, P0339, P0443, P0451, P0452, P0453, P0496, P0498,|P0499,
No active DTCs |P0641, P0651, P0657, P1109, P1116, P1128, P1129, P1172, P1174, P1454,|P2195,
P2197, P2227, P2228, P2229, P2237, P2238, P2240, P2241, P2243, P2245,|P2247,
P2249, P2251, P2252, P2254, P2255, P2422, P2627, P2628, P2630, P2631

Other than when there is excessive vapor generation (fuel level is not full)
Avoid abrupt acceleration, deceleration, and turns

Test-drive on a flat road to avoid misdetection

No refueling is required

" 40°F (60°C) -

Others

*: Initial engine coolant temperature minus initial intake air temperature
** Initial intake air temperature minus current intake air temperature
Malfunction Threshold

e The output from the fuel tank pressure sensor is -0.5 kPa (-0.16 in.Hg, -4 mmHg) or more for at least
seconds.

e Fuel vapor densitv durina le-checkina is at least 0.10 a (0.004 oz) for up to 45 sec:
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Confirmation Procedure with the HDS

Do the EVAP FUNCTION TEST in the INSPECTION MENU with the HDS.
Driving Pattern

1. After the vehicle has been left for an appropriate amount of time as specified, with the engine coolant
temperature and intake air temperature within the specified range, start the engine.

2. Warm up the engine at idle until the radiator fan comes on.
Drive the vehicle at a speed between 45 - 75 mph (72 - 120 km/h) for at least 20 minutes.

4. After stopping the engine, turn the ignition switch off, and leave the vehicle for 32 minutes or more
(EONV executes).

w

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle with the ECT at engine start-up within the specifie
temperature range, a Temporary DTC is stored in the PCM memory. If the malfunction recurs during the nex
(second) drive cycle with the ECT at engine start-up within the specified temperature range, the MIL comes
and the DTC and the freeze frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0461 (121): ADVANCED DIAGNOSTICS

DTC P0461: FUEL LEVEL SENSOR (FUEL GAUGE SENDING UNIT) RANGE/PERFORMANCE
PROBLEM
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Fig. 80: Fuel Level Sensor (Fuel Gauge Sending Unit) Circuit Range/ Performance Problerraph

General Description

The fuel level sensor is incorporated with the fuel pump and installed in the fuel tank. Using a built-in
potentiometer and float, it converts the movement of the float into electrical signals that correspond to the fug
level, and it indicates the amount of fuel in the fuel tank. If the powertrain control module (PCM) receives no

change in the fuel level sensor output after driving for a specified number of miles, it detects a malfunction a
stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Once per driving cycle
Sequence None
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Duration -
DTC Type One drive cycle, MIL OFF
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Mileage 125 miles (200 km) -
No active DTCs P0462, P0O463, P0641, PO651, UO073
Others Avoid driving and stopping on a steep road

Malfunction Threshold
The change in the fuel level sensor output is 3.5 % or less.
Driving Pattern

Drive for the specified mileage under Enable Conditions without refueling. (Turning the ignition switch off is
acceptable.)

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details
Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Ml
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0462 (121): ADVANCED DIAGNOSTICS

DTC P0462: FUEL LEVEL SENSOR (FUEL GAUGE SENDING UNIT) CIRCUIT LOW VOLTAGE
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Fig. 81: Fuel Level Sensor (Fuel Gauge Sending Unit) Circuit Diagram

General Description

The fuel level sensor (fuel gauge sending unit) is incorporated with the fuel pump and installed in the fuel tar
Using a built-in potentiometer and float, it converts the movement of the float into electrical signals that
correspond to fuel level, and it measures the remaining fuel in the fuel tank. If the powertrain control module
(PCM) detects a signal voltage from the fuel level sensor (fuel gauge sending unit) below a predetermi

for a set time or more, it detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL OFF
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Battery voltage 105V -
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No active DTCs |P0463

Malfunction Threshold

The F-LVL1 terminal voltage is battery voltage times 0.05 V or less for at least 5 seconds.
Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Mi
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0463 (121): ADVANCED DIAGNOSTICS
DTC P0463: FUEL LEVEL SENSOR (FUEL GAUGE SENDING UNIT) CIRCUIT HIGH VOLTAGE
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Fig. 82: Fuel Level Sensor (Fuel Gauge Sending Unit) Circuit Diagram

General Descriptior
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The fuel level sensor (fuel gauge sending unit) is incorporated with the fuel pump and installed in the 1
Using a built-in potentiometer and float, it converts the movement of the float into electrical signals that
correspond to fuel level, and it measures the remaining fuel in the fuel tank. If the powertrain control module
(PCM) detects a signal voltage from the fuel level sensor (fuel gauge sending unit) above a predeterm

for a set time or more, it detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL OFF
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 105V -
No active DTCs P0462

Malfunction Threshold
The F-LVL1 terminal voltage is battery voltage times 0.88 V or more for at least 5 seconds.

Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Mi
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0496 (92): ADVANCED DIAGNOSTICS

DTC P0496: EVAPORATIVE EMISSION (EVAP) SYSTEM HIGH PURGE FLOW




2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

2006 Acura MDX

Purge Cut
== B il Purging
Purge Control
Paositive
3 Pressure
8
5 Atmospheric
= Pressure
% [=0kPa
& {0 inHg, \
iy 0 mmHg)] Mormal Operation
s Negative
Pressure
| Malfunction Threshold \ Failure
= 'I' {EVAP canister purge valve
S stuck open failure)

Start the engine

Fig. 83: Evaporative Emission (EVAP) System Graph

General Description

PO4BE-0370

The powertrain control module (PCM) adjusts the amount of fuel vapor sent to the engine by controlling the
evaporative emission (EVAP) canister purge valve. If the EVAP canister purge valve is stuck open, engine
vacuum flows into the purge line before purge control starts when starting the engine. The PCM monitors thg
fuel tank pressure (FTP) sensor output when purge control starts. If the FTP sensor output indicates negativ
pressure, the PCM detects a malfunction in the EVAP canister purge valve, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 10 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition

Minimum

Maximum

the engine

Elapsed time before starti

10 seconds -

Initial condition A

18°F (10°C)

linitial condition B2

18°F (10°C)
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Initial engine coolant

temperature 40°F (5°C) 95°F (35°C)
Initial intake air 40°F (5°C) 95°F (35°C)
temperature

Engine coolant temperatufe
before EVAP purge contro 140°F (60°C)
starts
MAP value - 81 kPa (24.0 in.Hg, 610 mmHg)
Battery voltage 105V -
Fuel trim 0.73 1.47
Fuel feedback Closed loop
P0107, PO108, PO111, PO112, PO113, PO116, P0O117, P0118, P0125,|P0443,
No active DTCs P0451, P0452, P0453, P0498, P0499, P0641, P0651, P1109, P1116, |P1128,

P1129, P1454, P2227, P2228, P2229
(1) Initial engine coolant temperature minus initial intake air temperature

(2) Initial intake air temperature minus current intake air temperature

Malfunction Threshold

The output from the fuel tank pressure sensor is -2 kPa (-0.6 in.Hg, -15 mmHg) or less for at least 10 seconc

Confirmation Procedure with the HDS

Do the EVAP FUNCTION TEST in the INSPECTION MENU with the HDS.

Driving Pattern

Start the engine at an engine coolant temperature and intake air temperature as specified under Enable
Conditions, and let it idle until the radiator fan comes on.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle with the ECT and IAT at engine start-up within the
specified temperature range, a Temporary DTC is stored in the PCM memory. If the malfunction recurs durin
the next (second) drive cycle with the ECT and IAT at engine start-up within the specified temperature range
the MIL comes on and the DTC and the freeze frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan
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command or by disconnecting the batt

DTC P0497 (90): ADVANCED DIAGNOSTICS

DTC P0497: EVAPORATIVE EMISSION (EVAP) SYSTEM LOW PURGE FLOW

Decompressing (applying vacuum)

Y
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1
i
i
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g2 |
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Fig. 84: Evaporative Emission (EVAP) System Graph

General Description

There are two conditions when the evaporative emission (EVAP) system will not hold vacuum sufficiently, an
the pressure in the fuel tank doesn't become negative.

1. EVAP system low purge flow.
2. EVAP system leakage or the fuel fill cap is loose/off.

Here is a description of condition 1:

The malfunction detection is done during EVAP system leak detection (P0442, P0455, P0456).

The powertrain control module (PCM) monitors the fuel tank pressure (FTP) sensor output. If the FTP senso
output does not indicate the prescribed negative pressure when purging, the PCM detects a malfunction ang
DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 22 seconds or less

DTC Type Two drive cycles, MIL ON
OBD Status N/A
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Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Initial engine o o -
coolant temperatu r‘éo F(5°C)

Initial intake air

temperature 40°F (5°C) -
Engine coolant o o ] )
temperature 156°F (69°C) 212°F (100°C)

Engine coolant
temperature befor
EVAP purge
control starts
Vehicle speed 7 mph (10 km/h) -
Battery voltage [10.5V -
Fuel trim 0.73 1.47
Fuel feedback Closed loop at stoichiometric

P0107, PO108, PO111, P0112, P0113, P0116, P0117, PO118, P0125, P0134,|P0135,
P0154, P0155, P0335, P0339, P0443, P0451, P0452, P0453, P0496, P0498,|P0499,
No active DTCs |P0641, P0651, PO657, P1109, P1116, P1128, P1129, P1172, P1174, P1454,|P2195,
P2197, P2227, P2228, P2229, P2237, P2238, P2240, P2241, P2243, P2245,|P2247,
P2249, P2251, P2252, P2254, P2255, P2422, P2627, P2628, P2630, P2631

Other than when there is excessive vapor generation (fuel level is not full)
Avoid abrupt acceleration, deceleration, and turns

Test-drive on a flat road to avoid misdetection

No refueling is required

140°F (60°C) .

Others

*: Initial engine coolant temperature minus initial intake air temperature
** Initial intake air temperature minus current intake air temperature
Malfunction Threshold

The output from the fuel tank pressure sensor is at least -0.5 kPa (-0.16 in.Hg, -4 mmHg) for up to 22 secon(
Confirmation Procedure with the HDS

Do the EVAP FUNCTION TEST in the INSPECTION MENU with the HDS.
Driving Pattern

1. After the vehicle has been left for an appropriate amount of time as specified, with the engine coolant
temperature and intake air temperature within the specified range, start the engine.

2. Warm up the engine at idle until the radiator fan come:
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3. Drive the vehicle at a speed between 45 - 75 mph (72 - 120 km/h) for at least 20 minutes.

4. After stopping the engine, turn the ignition switch off, and leave the vehicle for at least 32 minutes
(EONV executes).

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle with the ECT and IAT at engine start-up within the
specified temperature range, a Temporary DTC is stored in the PCM memory. If the malfunction recurs durin
the next (second) drive cycle with the ECT and IAT at engine start-up within the specified temperature range
the MIL comes on and the DTC and the freeze frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0498 (117): ADVANCED DIAGNOSTICS

DTC P0498: EVAPORATIVE EMISSION (EVAP) CANISTER VENT SHUT VALVE CONTROL
CIRCUIT LOW VOLTAGE

A/F SENSOR RELAY (LAF) BATTERY
AFSHTCR . van
UL QO &)

VSV ;
FEET™ Q.10

EVAP CANISTER
VENT SHUT VALVE

o
;

PO488-0204

Fig. 85: Evaporative Emission (EVAP) Canister Vent Shut Valve Control Circuit Diagram

General Description

The evaporative emission (EVAP) canister vent shut valve is attached to the EVAP canister to control the
ventilation of the EVAP canister to atmosph
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The EVAP canister vent shut valve is open (open to atmosphere) when the VSV signa

If the return signal is "Low" when the powertrain control module (PCM) outputs the "ON" signal to the EVAP
canister vent shut valve, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running
No active DTCs P0499

Malfunction Threshold

The return signal is "Low" for at least 1 second when the PCM outputs the "ON" signal to the EVAP canister
vent shut valve.

Confirmation Procedure with the HDS

Do the EVAP CVS ON in the INSPECTION MENU with the HDS.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0499 (117): ADVANCED DIAGNOSTICS
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DTC P0499: EVAPORATIVE EMISSION (EVAP) CANISTER VENT SHUT VALVE CONTROL
CIRCUIT HIGH VOLTAGE

A/F SENSOR RELAY (LAF) BATTERY

AFSHTCR
o ~o]—@

oy IR Q.

EVAP CANISTER
VENT SHUT VALVE

R
i

PO488-0204

Fig. 86: Evaporative Emission (EVAP) Canister Vent Shut Valve Control Circuit Diagram

General Description

The evaporative emission (EVAP) canister vent shut valve is attached to the EVAP canister to control the
ventilation of the EVAP canister to atmosphere.

The EVAP canister vent shut valve is open (open to atmosphere) when the VSV signal is OFF.

If the return signal is "ON" when the powertrain control module (PCM) outputs the "Low" signal to the EVAP
canister vent shut valve, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running
No active DTCs P0498

Malfunction Threshold

The return signal is "ON" for at least 1 second when the PCM outputs the "Low" signal to the EVAP
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vent shut valve
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0506 (14): ADVANCED DIAGNOSTICS

DTC P0O506: IDLE CONTROL SYSTEM RPM LOWER THAN EXPECTED
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Fig. 87: Idle Control System RPM Diagram
Normal Operation System Failure
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Fig. 88: Idle Control System RPM- Graph

General Description

A target idle speed that meets the engine operating conditions (coolant temperature, A/C ON or OF
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stored in the powertrain control module (PCM). The PCM monitors and controls the idle speed sc

actual idle speed is equal to the target idle speed. If the actual idle speed varies beyond a specified value frg
the target speed over a certain period of time, the PCM detects a malfunction in the idle speed control syste

and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle

Sequence None

Duration 20 seconds or more

DTC Type Two drive cycles, MIL ON

OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum

Engine

coolant 156°F (69°C) -

temperature

Intake air o o

temperature 32°F (0°C) i

Batter

voltag)é 105V i

Fuel trim 0.73 1.47

Fuel feedbackClosed loop

;(r)lgi)tggi Fully closed
P0107, P0108, PO112, PO113, P0117, P0118, P0122, P0123, PO171, PO172, PO1y4,

No active P0175, P0201, P0202, P0203, P0204, P0205, P0206, P0222, P0223, P0300, PO3p1,

DTCs P0302, P0303, P0304, P0305, P0306, P0401, P0403, P0404, P0627, P0641, P1199,
P1128, P1129, P2101, P2108, P2118, P2122, P2123, P2127, P2128, P2135, P2188,
P2176, P2227, P2228, P2229, P2413, P2646, P2647, P2648, P2649, U0107

Other The engine is under no load

Malfunction Threshold

The actual idle speed is at least 100 rpm less than the target idle speed for at least 20 seconds.

Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2  Let the enaine idle for at least 20 secot
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Diagnosis Detail:

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0507 (14): ADVANCED DIAGNOSTICS

DTC P0O507: IDLE CONTROL SYSTEM RPM HIGHER THAN EXPECTED
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Fig. 89: Idle Control System RPM Diagram

Normal Operation System Failure
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Fig. 90: Idle Control System RPM- Graph

General Description

A target idle speed that meets the engine operating conditions (coolant temperature, A/C ON or OF
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stored in the powertrain control module (PCM). The PCM monitors and controls the idle speed sc
actual idle speed is equal to the target idle speed. If the actual idle speed varies beyond a specified value frg
the target speed over a certain period of time, the PCM detects a malfunction in the idle speed control syste
and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 20 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum

Engine

coolant 156°F (69°C) -

temperature

Intake air o o

temperature 32°F (0°C) i

Batter

voltag)é 105V i

Fuel trim 0.73 1.47

Fuel feedbackClosed loop

;(r)lgi)tggi Fully closed
P0107, P0108, PO112, PO113, P0117, P0118, P0122, P0123, PO171, PO172, PO1y4,

No active P0175, P0201, P0202, P0203, P0204, P0205, P0206, P0222, P0223, P0300, PO3p1,

DTCs P0302, P0303, P0304, P0305, P0306, P0401, P0403, P0404, P0627, P0641, P1199,
P1128, P1129, P2101, P2108, P2118, P2122, P2123, P2127, P2128, P2135, P2188,
P2176, P2227, P2228, P2229, P2413, P2646, P2647, P2648, P2649, U0107

Other The engine is under no load

Malfunction Threshold
The actual idle speed is at least 200 rpm greater than the target idle speed for at least 20 seconds.
Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2  Let the enaine idle for at least 20 secot
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Diagnosis Detail:

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0563 (34): ADVANCED DIAGNOSTICS

DTC P0563: POWERTRAIN CONTROL MODULE (PCM) POWER SOURCE CIRCUIT
UNEXPECTED VOLTAGE

iﬁ v | 6P o0 O

L o PR .

¢ ta PGM-FI BATTERY
MAIN RELAY 1
T {FI MAIN)

PCM

PO563-0304

Fig. 91: Powertrain Control Module (PCM) Power Source Circuit Diagram

General Description

If there is a short to ground in the harness between the powertrain control module (PCM) and the PGM-FI m
relay 1, the PGM-FI main relay 1 stays ON even though the ignition switch is OFF, and the PCM remains

active. However, the engine is not running because the power for the gauges, the ignition, and the fuel pumy
turned OFF by the ignition switch.

When the PCM operates for a set time after the ignition switch is turned OFF, a malfunction is detected and
DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status
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MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL OFF
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage (IGP terminal of PCM) 10.1V -

Malfunction Threshold

The PCM operates for at least 5 seconds after the ignition switch is turned OFF.
Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Mi
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0603 (131): ADVANCED DIAGNOSTICS

DTC P0603: POWERTRAIN CONTROL MODULE (PCM) INTERNAL CONTROL MODULE (KEEP
ALIVE MEMORY (KAM) ERROR)

CcPuU Keep Alive Memory VCC 5V
Control Line

Communication Line!

1

PCM
PO803-0571
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Fig. 92: Powertrain Control Module Internal Control Module (Keep Alive Memory (KAM) Error)
Circuit Diagram

General Description

The powertrain control module (PCM) is equipped with a keep-alive memory. The data (control learn data et
for powertrain control and information (vehicle identification number (VIN), etc.) related to vehicle control is
stored in the keep alive memory, so that it can be maintained even when power is not supplied to the PCM S
as when the battery is disconnected. When power is restored to the PCM, the CPU retrieves the stored
information from the keep-alive memory, but when the data retrieval process is not finished normally, a
malfunction is detected and a DTC is stored.

The CPU writes data to the keep-alive memory from the CPU: Control related data is written when the ignitig
is turned on, and vehicle information when commanded from the HDS.

If the data writing process is not completed normally, a malfunction is detected and a DTC is stored.
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON

Malfunction Threshold
A malfunction is detected whenever the keep alive data retrieval and writing process is not completed normg
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
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runs

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0627 (127): ADVANCED DIAGNOSTICS

DTC P0627: PGM-FI MAIN RELAY 2 (FUEL PUMP) CIRCUIT MALFUNCTION

}—?7 IMOFPR
( p_—

||_[)—

1\
— 0. OO 514)
+
PCM
: IGNITION
PGM-FI MAIN RELAY 2
{FUEL PUMF) SWITCH
I:rf D
Y
FUEL PUMP
i
PE27-0301

Fig. 93: PGM-FI Main Relay 2 (Fuel Pump) Circuit Diagram

General Description

A PGM-F1 main relay 2 (fuel pump) for the fuel pump power supply is equipped in the power line of the fuel
pump and the powertrain control module (PCM) controls the fuel pump drive by controlling the fuel pump
relay.

The PCM reads the return signal against the fuel pump relay drive signal.

When the fuel pump relay drive signal and the return signal do not match for a certain time, the PCM detectg
malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous

Sequence None

Duration 2.5 seconds or more
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DTC Type One drive cycle, MIL OFF
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Battery voltage 105V -

Malfunction Threshold
Either of the following conditions continues for at least 2.5 seconds.

e The return signal is OFF when the PCM outputs the ON signal to the fuel pump relay.
e The return signal is ON when the PCM outputs the OFF signal to the fuel pump relay.

Diagnosis Details
Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Mi
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0630 (139): ADVANCED DIAGNOSTICS

DTC P0630: VIN NOT PROGRAMMED OR MISMATCH

CPu Keep Alive Memory WCC 5V

Control Line

—
ICommunication Line! l::

Vehicle Identification Number (VIN)

PCM
POE30-0571

Fig. 94: VIN Not Programmed Or Mismatch Circuit Diagram
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General Descriptior

The powertrain control module (PCM) stores a vehicle identification number (VIN) in the keep-alive memory
and outputs the VIN according to the command from the HDS.

The VIN for each vehicle is registered to the PCM using the HDS. The registered VIN is read by the CPU fro
the keep-alive memory after the ignition is turned on or after the Clear command is executed.

If the VIN is not registered in the keep-alive memory when the ignition is turned on or when the Clear
command is executed, it is detected as a VIN unregistered condition and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or less

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs P0603

Malfunction Threshold
The VIN is not registered in the keep-alive memory in the PCM.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

When the VIN registration is completed, the MIL is cleared.

DTC P0641 (133): ADVANCED DIAGNOSTICS

DTC P0641: SENSOR REFERENCE VOLTAGE A MALFUNCTION
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Fig. 95: Sensor Reference Voltage A Malfunction Circuit Diagram

General Description

The powertrain control module (PCM) is equipped with a voltage monitor (5 V power source for sensor) to
supply 5V to each sensor, and it supplies stable power to each sensor as a reference voltage.

The correct voltages for the sensors are loaded in the CPU of the PCM (A/D input), and when the cont
sensor power voltage is set value or more (high) or set value or less (low) continues for a certain time, a
malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON

Malfunction Threshold
The sensor power voltage is 1.07 V or more, or 0.96 V or less, for at least 2 seconds.

Diagnosis Details
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Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0651 (134): ADVANCED DIAGNOSTICS
DTC P0651: SENSOR REFERENCE VOLTAGE B MALFUNCTION

PGM-FI

MAIN RELAY 1
Voitage Monitor {5V) i {F1 MAIN) BATTERY
O s {0 @
IGP ch
CPU
Vsen2 ] i
i i Sensor 1

¥ Sensor 2

AD Input

S

PCM

POE4-0573

Fig. 96: Sensor Reference Voltage B Malfunction Circuit Diagram

General Description

The powertrain control module (PCM) is equipped with a voltage monitor (5 V power source for sensor) to
supply 5 V to each sensor, and it supplies stable power to each sensor as reference voltage.

The correct voltage for the sensors are loaded in the CPU of the PCM (A/D input) and when the condition th
sensor power voltage is set value or more (high) or set value or less (low) continues for a certain time, a
malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous
Sequence None
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Duration 2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON

Malfunction Threshold

The sensor power voltage is 1.07 V or more, or 0.96 V or less, for at least 2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0657 (129): ADVANCED DIAGNOSTICS

DTC P0657: AIR/FUEL RATIO (A/F) SENSOR RELAY CIRCUIT MALFUNCTION
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Fig. 97: Air/Fuel Ratio (A/F) Sensor Relay Circuit Diagram

General Description

The powertrain control module (PCM) controls the A/F sensor and secondary heated oxygen sensor (secon(
HO2S) power supply by controlling the air fuel ratio (A/F) sensor relay.

The PCM reads the return signal against the A/F sensor relay drive signal.

When the A/F sensor relay drive signal and the return signal do not match for a certain time, the PCM detect
malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
| [ |
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Execution Continuous

Sequence None

Duration 1 second or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running

Malfunction Threshold
Either of the following conditions continues for at least 1 second.

e The return signal is OFF when the PCM outputs the ON signal to the A/F sensor relay.
e The return signal is ON when the PCM outputs the OFF signal to the A/F sensor relay.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0685 (135): ADVANCED DIAGNOSTICS

DTC P0685: POWERTRAIN CONTROL MODULE (PCM) POWER CONTROL
CIRCUIT/INTERNAL CIRCUIT MALFUNCTION
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Fig. 98: Powertrain Control Module (PCM) Power Control Circuit/Internal Circuit Diagram

General Description

After the ignition switch is turned off, the powertrain control module (PCM) does not shut down immediately.
After finishing a predetermined process according to the request of each device and system, the powe

automatically disconnected (self shut-down function). The PCM power is disconnected by controlling PGM-H
main relay 1 (FI MAIN).

During a normal PCM shut down, the shut down process is executed by the CPU, PGM-FI main relay 1 (FI
MAIN) is turned off, and the voltage to the PCM is turned off to shut down the PCM. When the voltage to the
PCM is turned off and the PCM shuts down without the normal shut down procedure, a malfunction in the
PGM-FI main relay 1 (FI MAIN) control circuit is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or less

DTC Type Two drive cycles, MIL ON
OBD Status N/A
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Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
Engine speed 400 rpm -

Malfunction Threshold

The PCM is shut down without the normal shut down procedure.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive drive cycles in which the
engine conditions are similar to the first time the malfunction was detected.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0705 (5): ADVANCED DIAGNOSTICS

DTC P0705: SHORT IN TRANSMISSION RANGE SWITCH CIRCUIT (MULTIPLE SHIFT-
POSITION INPUT)
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Fig. 99: Transmission Range Switch Circuit Diagram (Multiple ShiftPosition Input)

TRANSMISSION RANGE SWITCH CONTACT POINT INPUT MATRIX
Input per switch
2/1 LHSW

Shift lever position

P
R
N
D5
D4
D3
2
1
O: Closed X: Open

X|X|X|[x|x|x|x|O|T
X[ X|X[x|x|x|O|x|=n
X|X|X[X|X|O|x|x|z
X|X|X[X|O|X|x|x|Y
X|X|X[O|Xx|x|x|x|Y
X|X|OX|Xx|x|x|x|Y
O[O X [X|X[X|> X
O XX [ X[ [x|>|x
-
X|Xx[o|o|o|X|x|X|Z
O

General Description

The transmission range switch is attached to the control shaft. Operation of the shift lever makes the control
shaft rotate via the shift cable. The A/T gear position indicator indicates which position is selected according
the signal Low/High combinations which vary based on shift lever position. The control shaft changes the
position of the transmission range switch, activates the manual valve, and switches hydraulic pressure to sh
the transmission through forward/neutral/reverse. The transmission range switch signal is used to det¢
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shift schedule. The voltage is 12 V (High) at the powertrain control module (PCM) input terminal wh
transmission range switch position is open, and it is 0 V (Low) when each switch is closed. If the PCM detec
multiple switch inputs instead of the correct switch input for the selected range at that time, it detects a
malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 11.0V -
No active DTCs P1710

Malfunction Threshold
Case 1l

The PCM detects the selected range switch input and another range switch (except FWD and 1st-hold switc
input simultaneously for at least 1 second.

Case 2

The PCM detects the P, R, N, 2, or 1 range switch input and the FWD switch input simultaneously for at leas
second.

Driving Pattern
Start the engine, and then place the shift lever in each position for at least 1 second.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL
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The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0706 (6): ADVANCED DIAGNOSTICS

DTC P0706: OPEN IN TRANSMISSION RANGE SWITCH CIRCUIT
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Fig. 100: Transmission Range Switch Circuit Diagram

TRANSMISSION RANGE SWITCH CONTACT POINT INPUT MATRIX
Input per switch
2/1 LHSW

Shift lever position
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1 | X[ X|x]| x| x| x| o] o) | X
O: Closed X: Open

General Description

The transmission range switch is attached to the control shaft. Operation of the shift lever makes the control
shaft rotate via the shift cable. The A/T gear position indicator indicates which position is selected according
the signal Low/High combinations which vary based on the control shaft rotational angle. The control shaft
changes the position of the transmission range switch, activates the manual valve, and switches hydraulic
pressure to shift the transmission through forward/neutral/reverse. The transmission range switch signal is u
to determine the shift schedule. The voltage is 12 V (High) at the powertrain control module (PCM) input
terminal when each transmission range switch position is open, and it is 0 V (Low) when each switch is closé
If the FWD switch stays open while the vehicle repeatedly accelerates to a specified vehicle speed and then
stops despite being in the D position, the PCM detects a malfunction in the transmission range switch (open
and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration Depending on the driving pattern

DTC Type Two drive cycles, MIL ON, D5 indicator OFF

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 110V -
No active DTCs P0O705, P0O721, P0722, P1710

Malfunction Threshold

No FWD position signal is detected when the vehicle speed changes from 6 mph (1--> 30 mph (48
km/h) --> 6 mph (10 km/h) in the D5 or D4 position.

Driving Pattern

1. Start the engine, and accelerate to 30 mph (48 km/h) or more in D5 position, then slow down to 6 mph
(20 km/h).

2. Stop the vehicle, turn the ignition switch OFF, and repeat step 1.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions
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Diagnosis Detail:

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0711 (28): ADVANCED DIAGNOSTICS

DTC PO711: PROBLEM IN ATF TEMPERATURE SENSOR CIRCUIT

SIGNAL = INPUT ATFT '
h
CIRCUIT R

5G ATF TEMPERATURE

SEMSOR

PCM

PO711-0301

Fig. 101: ATF Temperature Sensor Circuit Diagram
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Fig. 102: ATF Temperature Graph

General Description

The ATF temperature sensor is a thermistor type sensor whose resistance changes according to the change
ATF temperature. The powertrain control module (PCM) sends a 5V reference voltage to the grounded sens
through a pull-up resistor. When the ATF temperature is low, the sensor resistance increases and the PCM
detects a high signal voltage. As the ATF temperature rises, the sensor resistance decreases and the PCM
detects a low signal voltage.

If the ATF temperature sensor signal doesn't change, the PCM detects a malfunction and a DTC is stored.
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Once per driving cycle
Sequence None

5 minutes or more)
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Duration 20 seconds or mdrd
DTC Type One drive cycle, MIL OFF, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

(1) Stuck at low temperature

(2) Stuck at high temperature

Enable Conditions
1. Stuck at low temperature

ENABLE CONDITIONS (LOW TEMPERATURE)

Condition Minimum Maximum
Engine coolant o o i
temperature 158°F (70°C)

Initial engine coolant o °
temperature ] 95°F (35°C)

Vehicle speed 19 mph (30 km/h) -
Battery voltage 110V -
Throttle position 4.0° -
No active DTCs P0116, P0117, P0118, P0712, PO713, P0721, P0722

After the engine coolant temperature reaches the minimum value, both the yehiclg
Other o " .
speed and the throttle position meet the conditions for 5 minutes or more

2. Stuck at high temperature

ENABLE CONDITIONS (HIGH TEMPERATURE)
Condition Minimum Maximum
Engine coolant temperature 158°F (70°C)

Previous engine coolant temperature when the ignition o o
switch was turned OFF 158°F (70°C)

Present engine coolant temperature when the ignition g 95°F (35°C)
is turned ON

Battery voltage 110V -

PO116, PO117, PO118, PO712, PO713,
P0721, PO722

No active DTCs

Malfunction Threshold
1. Stuck at low temperature

The ATF temperature rise is 9°F (5°C) or less after the ignition switch is turned ON, and the current AT
temperature i-4°F (-20°C) or lest
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2. Stuck at high temperature

The ATF temperature drop is -9°F (-5°C) or less after the ignition switch is turned ON, and the current
ATF temperature is 230°F (110°C) or more for at least 20 seconds.

Driving Pattern
1. Stuck at low temperature
Start the engine with engine coolant temperature at 95°F (35°C) or less, and warm up the engine until

engine coolant temperature reaches 158°F (70°C) or more. Then drive the vehicle at a speed of 19 mpg
(30 km/h) or more with the throttle position at 4.0° or more for at least 5 minutes.

2. Stuck at high temperature
Turn off the engine with the engine coolant temperature at 158°F (70°C) or more. Restart the engine a
the engine coolant temperature drops to 95°F (35°C) or less, and warm up the engine until the engine
coolant temperature reaches 158°F (70°C).

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0712 (28): ADVANCED DIAGNOSTICS

DTC P0712: SHORT IN ATF TEMPERATURE SENSOR CIRCUIT




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

SIGNAL = INPUT ATFT '
h
CIRCUIT R

5G ATF TEMPERATURE

SEMSOR

PCM

PO711-0301

Fig. 103: ATF Temperature Sensor Circuit Diagram

General Description

The ATF temperature sensor is a thermistor type sensor whose resistance changes according to the change
ATF temperature. The powertrain control module (PCM) sends a 5V reference voltage to the grounded sens
through a pull-up resistor. When the ATF temperature is low, the sensor resistance increases and the PCM
detects a high signal voltage. As the ATF temperature rises, the sensor resistance decreases and the PCM
detects a low signal voltage.

When the ATF temperature sensor signal voltage to the PCM is under the specification, indicating that the
temperature is above the specification (a short to ground), a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 10 seconds or more

DTC Type One drive cycle, MIL OFF, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 110V -
No active DTCs PO711, PO713

Malfunction Threshold
The output voltage from the ATF temperature sensor is 0.07 V or less for at least 10 seconds.

Driving Pattern
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Start the engine, shift to P position, and wait for at least 10 se
Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0713 (28): ADVANCED DIAGNOSTICS

DTC P0713: OPEN IN ATF TEMPERATURE SENSOR CIRCUIT

I

SIGHAL = INPUT ATFT '
f
CIRCUIT W
5G ATF TEMPERATURE

SENSOR

PCM
PO711-0301

Fig. 104: ATF Temperature Sensor Circuit Diagram

General Description

The ATF temperature sensor is a thermistor type sensor whose resistance changes according to the change
ATF temperature. The powertrain control module (PCM) sends a 5V reference voltage to the grounded sens
through a pull-up resistor. When the ATF temperature is low, the sensor resistance increases and the PCM
detects a high signal voltage. As the ATF temperature rises, the sensor resistance decreases and the PCM
detects a low signal voltage.

When the ATF temperature sensor signal voltage to the PCM is above the specification, indicating that the
temperature is under the specification (open), a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous
Sequence None
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Duration 10 seconds or more
DTC Type One drive cycle, MIL OFF, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 110V -
No active DTCs PO711, PO712

Malfunction Threshold

The output voltage from the ATF temperature sensor is 4.93 V or more for at least 10 seconds.
Driving Pattern

Start the engine, shift to P position, and wait for 10 seconds or more.

Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0716 (15): ADVANCED DIAGNOSTICS

DTC P0716: PROBLEM IN INPUT SHAFT (MAINSHAFT) SPEED SENSOR CIRCUIT
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Fig. 105: Input Shaft (Mainshaft) Speed Sensor Circuit Diagram

Failure Area

Vehicle speed measured by input shaft (mainshaft) speed sensorl (divided by)
Vehicle speed measured by output shaft {countershaft) speed sensor = 1.0

Vehicle speed measured by input shaft {(mainshaft) speed sensor! (divided by)
Vehicle speed measured by output shaft (countershaft) speed sensor = 0,156

13 mph
(20 kmih)

Viehicle speed measured by input shaft

[mainshaft) speed senor

Vehicle speed measured by output shaft

5 |
13 mph [countershaft) speed sensor

(20 kmyh}

POT16-0470

Fig. 106: Vehicle Speed Sensor Failure Area Graph

General Description

The input shaft (mainshaft) speed sensor is attached to the outside of the transmission housing. The input s
(mainshaft) speed sensor generates a pulsing signal according to the speed of the mainshatft idler gear on th
mainshaft. Using that signal, the powertrain control module (PCM) determines the speed of the mainshatft. If
pulses occur with the mainshatft rotating, the PCM detects a malfunction that may be caused by an open, a

temporary open, or a short to ground. Based on the velocity ratio measured by the output shaft (countershaf
speed sensor and the input shaft (mainshaft) speed sensor, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 10 seconds or more

IDTC Tvype One drive cycle, MIL ON. D5 indicator blinks
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OBD Status |PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine speed(500 rpm -
Vehicle speed13 mph (20 km/h) -
Battery voltagel 1.0 V -

Shift lever
position D5, D4, D3, or 2
No active P0O705, PO706, PO717, PO721, P0O722, P0962, P0963, P0966, P0967, P0970, P0Y71,
DTCs P0973, P0974, P0976, P0O977, P0979, P0980, P2769, P2770
Not during shifting
Others Not when the shift lever is being shifted

No electrical noise in the output shaft (countershaft) speed sensor output circuit

Malfunction Threshold

The vehicle speed measured by the input shaft (mainshaft) speed sensor/(divided by) the vehicle speed
measured by the output shaft (countershaft) speed sensor < 0.156 for at least 10 seconds.

Driving Pattern
Start the engine, and drive the vehicle at a speed of 13 mph (20 km/h) or more for at least 10 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0717 (15): ADVANCED DIAGNOSTICS
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DTC P0717: PROBLEM IN INPUT SHAFT (MAINSHAFT) SPEED SENSOR CIRCUIT (NO SIGNAL
INPUT)
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Fig. 107: Input Shaft (Mainshaft) Speed Sensor Circuit Diagram

Failure Area

Vehicle speed measured by input shaft (mainshaft) speed sensor/ (divided by)
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Fig. 108: Vehicle Speed Sensor Failure Area Graph

General Description

The input shaft (mainshaft) speed sensor is attached to the outside of the transmission housing. The input s
(mainshaft) speed sensor generates a pulsing signal according to the speed of the mainshatft idler gear on th
mainshaft. Using that signal, the powertrain control module (PCM) determines the speed of the mainshatft. If
pulses occur with the mainshaft rotating, the PCM detects a malfunction that may be caused by an open, a

temporary open, or a short to ground. Based on the correlation between the vehicle speed measured by the

output shaft (countershaft) speed sensor and the input shaft (mainshaft) speed sensor, a malfunction is deteg
and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 10 seconds or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine speed|500 rpm -
Vehicle speed13 mph (20 km/h) -
Battery voltagel 1.0 V -

Shift lever
position D5, D4, D3, or 2
No active P0705, PO706, PO716, PO721, P0722, P0962, P0963, P0966, P0967, P0970, P0Y71,
DTCs P0973, P0974, P0976, PO977, P0979, P0980, P2769, P2770
Not during shifting
Others Not when the shift lever is being shifted

No electrical noise in the output shaft (countershaft) speed sensor output circuit

Malfunction Threshold

When the vehicle speed measured by the output shaft (countershaft) speed sensor is 13 mph (20 km/h) or
the vehicle speed measured by the input shaft (mainshaft) speed sensor is 1 mph (2 km/h) or less for at leas
seconds.

Driving Pattern

Start the engine, and drive the vehicle at a speed of 13 mph (20 km/h) or more for at least 10 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs
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The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear comm
disconnecting the battery.

DTC P0721 (9): ADVANCED DIAGNOSTICS

DTC P0721: PROBLEM IN OUTPUT SHAFT (COUNTERSHAFT) SPEED SENSOR CIRCUIT
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Fig. 109: Output Shaft (Countershaft) Speed Sensor Circuit Diagram

Failure Area

Vehicle speed measured by input shaft (mainshaft) speed sensor! (divided by)
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Fig. 110: Vehicle Speed Sensor Failure Area Graph

General Description

The output shaft (countershaft) speed sensor is attached to the outside of the transmission housing. The out
shaft (countershaft) speed sensor generates a pulsing signal according to the speed of the park gear on the
countershaft. Using that signal, the powertrain control module (PCM) determines the speed of the countersh
If pulse dropouts occur with the countershaft rotating, the PCM detects a malfunction that may be caused b

open, a temporary open, or a short to ground. Based on the velocity ratio measured by the input shaft

(mainshaft) speed sensor and the output shaft (countershaft) speed sensor, a malfunction is detected and a
iS storec
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 10 seconds or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine speed(500 rpm -
Vehicle speed13 mph (20 km/h) -
Battery voltagel 1.0 V -
Shift lever

position D5, D4, D3, or 2
No active P0705, PO706, PO716, PO717, P0722, P0962, P0963, P0966, P0967, P0970, P0Y71,
DTCs P0973, P0974, P0976, PO977, P0979, P0980, P2769, P2770
Not during shifting
Others Not when the shift lever is being shifted

No electrical noise in the input shaft (mainshaft) speed sensor output circuit

Malfunction Threshold

The vehicle speed measured by the input shaft (mainshaft) speed sensor/(divided by) the vehicle speed
measured by the output shaft (countershaft) speed sensor > 6.0 for at least 10 seconds.

Driving Pattern
Start the engine, and drive the vehicle at a speed of 13 mph (20 km/h) or more for at least 10 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
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runs

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0722 (9): ADVANCED DIAGNOSTICS

DTC P0722: PROBLEM IN OUTPUT SHAFT (COUNTERSHAFT) SPEED SENSOR CIRCUIT (NO
SIGNAL INPUT)

Voo
== v 1

= =

: e G
SG T [

7J7 OUTPUT SHAFT (COUNTERSHAFT)
’ SPEED SENSOR
PCM

20721-0402

Fig. 111: Output Shaft (Countershaft) Speed Sensor Circuit Diagram

Failure Area
Vehicle speed measured by input shaft (mainshaft) speed sensor/(divided by)
Vehicle speed measured by output shaft (countershaft) speed sensor = 1.0
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Fig. 112: Vehicle Speed Sensor Failure Area Graph

General Description

The output shaft (countershaft) speed sensor is attached to the outside of the transmission housing. The out
shaft (countershaft) speed sensor generates a pulsing signal according to the speed of the park gear on the
countershaft. Using that signal, the powertrain control module (PCM) determines the speed of the countersh

If pulse dropouts occur with the countershatft rotating, the PCM detects a malfunction that may be caused b
onen atemborarvy onen or a <hort to arotind Raced on the correlation between the vehicle <sheed m
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the output shaft (countershaft) speed sensor and the input shaft (mainshaft) speed sensor, a ma
detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 10 seconds or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine speed|500 rpm -
Vehicle speed13 mph (20 km/h) -
Battery voltagel 1.0 V -

Shift lever
position D5, D4, D3, or 2
No active P0705, PO706, PO716, PO717, PO721, P0962, P0963, P0966, P0967, P0970, P0Y71,
DTCs P0973, P0974, P0976, PO977, P0979, P0980, P2769, P2770
Not during shifting
Others Not when the shift lever is being shifted

No electrical noise in the input shaft (mainshaft) speed sensor output circuit

Malfunction Threshold

When the vehicle speed measured by the input shaft (mainshaft) speed sensor is 13 mph (20 km/h) or more

vehicle speed measured by the output shaft (countershaft) speed sensor is 1 mph (2 km/h) or less for at leag

seconds.

Driving Pattern

Start the engine, and drive the vehicle at a speed of 13 mph (20 km/h) or more for at least 10 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory
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Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0731 (64): ADVANCED DIAGNOSTICS

DTC P0731: PROBLEM IN 1ST CLUTCH AND 1ST CLUTCH HYDRAULIC CIRCUIT
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+

Manual Valves
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ATF Pump

+

ATF Strainer
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Fig. 113: 1st Clutch And 1st Clutch Hydraulic Circuit Flow Chart
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Fig. 114: Gear Ratio To Shift Status Graph

General Description

To engage 1st gear, line pressure is supplied to the 1st clutch piston, engaging the 1st clutch, and the secon
shaft and the secondary shaft 1st gear are connected and revolve together. Hydraulic pressure is supplied t(
1st clutch through the ATF strainer --> the ATF pump --> the regulator valve --> the manual valve --> the shi
valves --> the feed pipe --> 1st clutch piston. (A shift valve failure in the supplying route above is detected b
the malfunction detection of each shift solenoid valve.) The powertrain control module (PCM) computes the
ratio of the mainshaft speed to the countershaft speed. When the ratio is not the 1st gear ratio, it is detected
malfunction of the hydraulic circuit or the 1st clutch, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 12 seconds or more

DTC Type Two drive cycles, MIL OFF, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine

speed 1,000 rpm -

Vehicle

speed 8 mph (12 km/h) -
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Throttle

position 10.0% i

Battery 11.0 V )

voltage

Shlft_lever D5

position
P0O116, P0O117, P0118, P0122, P0123, P0222, P0223, P0705, PO706, PO716, PO717, P0O718,

No active P0721, P0O722, P0723, P0746, PO747, PO751, P0752, P0756, PO757, PO761, P0762, PO776,

DTCs PO777, PO780, P0962, P0963, P0966, P0967, P0970, P0971, P0973, P0974, P0976 P0977,
P0979, P0980, P1683, P1684, P2101, P2108, P2122, P2123, P2127, P2128, P2135| P2138,
P2176, P2552, P2769, P2770, U0107

Malfunction Threshold
The actual gear ratio must match one of these conditions for at least 12 seconds with the 1st gear command

o Actual gear ratio > 1st gear ratio by a factor of 1.2
e Actual gear ratio < 1st gear ratio by a factor of 0.75

Driving Pattern

Start the engine, shift to D5 position, and drive the vehicle at a speed of 8 mph (12 km/h) or more for ¢
seconds in 1st gear.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0732 (64): ADVANCED DIAGNOSTICS

DTC P0732: PROBLEM IN 2ND CLUTCH AND 2ND CLUTCH HYDRAULIC CIRCUIT
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Fig. 115: 2nd Clutch And 2nd Clutch Hydraulic Circuit Flow Chart
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Fig. 116: Gear Ratio To Shift Status Graph

General Description

POT32-03m

To enaaae 2nd gear. line pressure is supplied to the 2nd clutch piston. engaagina the 2nd clutc
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secondary shaft and the secondary shaft 2nd gear are connected and revolve together. Hydraulic

supplied to the 2nd clutch through the ATF strainer --> the ATF pump --> the regulator valve --> the manual
valve --> the shift valves --> the feed pipe --> 2nd clutch piston. (A shift valve failure in the supplying route
above is detected by the malfunction detection of each shift solenoid valve.) The powertrain control module
(PCM) computes the ratio of the mainshaft speed to the countershaft speed. When the ratio is not the 2nd g4
ratio, it is detected as a malfunction of the hydraulic circuit or the 2nd clutch, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 12 seconds or more

DTC Type Two drive cycles, MIL OFF, D5 indicator blinks

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
speed 1,000 rpm -
Vehicle
speed 8 mph (12 km/h) -
Battery -
voltage 110V
Shlft_lever D5
position
P0116, P0117, P0118, P0122, P0123, P0222, P0223, PO705, P0706, PO716, P0717} P0718,
No active P0721, PO722, P0723, PO746, P0O747, PO751, P0O752, PO756, PO757, PO761, PO762, PO776,
DTCs PO777, PO780, P0962, P0963, P0966, P0967, P0970, P0971, P0973, P0974, P0976| P0977,

P0979, P0980, P1683, P1684, P2101, P2108, P2122, P2123, P2127, P2128, P2135, P2138,
P2176, P2552, P2769, P2770, U0107

Malfunction Threshold
The actual gear ratio must match one of these conditions for at least 12 seconds with the 2nd gear comman

o Actual gear ratio > 2nd gear ratio by a factor of 1.2
o Actual gear ratio < 2nd gear ratio by a factor of 0.75

Driving Pattern

Start the engine, shift to D5 position, and drive the vehicle at a speed of 8 mph (12 km/h) or more for
seconds in 2nd ge
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o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0733 (64): ADVANCED DIAGNOSTICS

DTC P0733: PROBLEM IN 3RD CLUTCH AND 3RD CLUTCH HYDRAULIC CIRCUIT
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Fig. 117: 3rd Clutch And 3rd Clutch Hydraulic Circuit Flow Chart




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

Gear Ratio

———Sensing Area

R e S

4th

3rd

2nd

! Failure |
i Area

1st

i
2-3 3
Shift Status

\

34 4

POT33-03m

Fig. 118: Gear Ratio To Shift Status Graph

General Description

To engage 3rd gear, line pressure is supplied to the 3rd clutch piston, engaging the 3rd clutch, and the
intermediary shaft and the intermediary shaft 3rd gear are connected and revolve together. Hydraulic |

supplied to the 3rd clutch through the ATF strainer --> the ATF pump --> the regulator valve --> the manual
valve --> the shift valves --> the feed pipe --> 3rd clutch piston. (A shift valve failure in the supplying route
above is detected by the malfunction detection of each shift solenoid valve.) The powertrain control module
(PCM) computes the ratio of the mainshaft speed to the countershaft speed. When the ratio is not the 3rd gg

ratio, it is detected as a malfunction of the hydraulic circuit or the 3rd clutch, and a DTC is stored.
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 12 seconds or more

DTC Type Two drive cycles, MIL OFF, D5 indicator blinks

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine

speed 1,000 rpm -

Vehicle

speed 8 mph (12 km/h) -
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Battery

voltage 110V i
Shlft_lever D5
position

PO116, PO117, P0118, P0122, P0123, P0222, P0223, P0705, PO706, PO716, PO717} PO718,
No active P0721, PO722, PO723, PO746, PO747, PO751, PO752, PO756, PO757, PO761, PO762, PO/ 76,
DTCs PO777, P0780, P0962, P0963, P0966, P0967, PO970, PO971, PO973, P0974, PO976] PO977,

P0979, P0980, P1683, P1684, P2101, P2108, P2122, P2123, P2127, P2128, P2135, P2138,
P2176, P2552, P2769, P2770, U0107

Malfunction Threshold

The actual gear ratio must match one of these conditions for at least 12 seconds with the 3rd gear commang

o Actual gear ratio > 3rd gear ratio by a factor of 1.2
o Actual gear ratio < 3rd gear ratio by a factor of 0.75

Driving Pattern

Start the engine, shift to D5 position, and drive the vehicle at a speed of 8 mph (12 km/h) or more for
seconds in 3rd gear.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0734 (64): ADVANCED DIAGNOSTICS

DTC PO734: PROBLEM IN 4TH CLUTCH AND 4TH CLUTCH HYDRAULIC CIRCUIT
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Fig. 119: 4th Clutch And 4th Clutch Hydraulic Circuit Flow Chart
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Fig. 120: Gear Ratio To Shift Status Graph

General Description

To engage 4th gear, line pressure is supplied to the 4th clutch piston, engaging the 4th clutch, and the
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and the mainshaft 4th gear are connected and revolve together. Hydraulic pressure is supplied to the
through the ATF strainer --> the ATF pump --> the regulator valve --> the manual valve --> the shift valves --
the feed pipe --> 4th clutch piston. (A shift valve failure in the supplying route above is detected by the
malfunction detection of each shift solenoid valve.) The powertrain control module (PCM) computes the ratig
of the mainshaft speed to the countershaft speed. When the ratio is not the 4th gear ratio, it is detected as a
malfunction of the hydraulic circuit or the 4th clutch, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 12 seconds or more

DTC Type Two drive cycles, MIL OFF, D5 indicator blinks

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
speed 1,000 rpm -
Vehicle
speed 8 mph (12 km/h) -
Battery -
voltage 110V
Shlft_lever D5
position
P0116, P0117, P0118, P0122, P0123, P0222, P0223, PO705, P0706, PO716, P0717} P0718,
No active P0721, PO722, P0723, PO746, P0O747, PO751, P0O752, PO756, PO757, PO761, PO762, PO776,
DTCs PO777, PO780, P0962, P0963, P0966, P0967, P0970, P0971, P0973, P0974, P0976| P0977,

P0979, P0980, P1683, P1684, P2101, P2108, P2122, P2123, P2127, P2128, P2135, P2138,
P2176, P2552, P2769, P2770, U0107

Malfunction Threshold
The actual gear ratio must match one of these conditions for at least 12 seconds with the 4th gear commano

o Actual gear ratio > 4th gear ratio by a factor of 1.2
o Actual gear ratio < 4th gear ratio by a factor of 0.75

Driving Pattern

Start the engine, shift to D5 position, and drive the vehicle at a speed of 8 mph (12 km/h) or more for
seconds in 4th gei
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o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0735 (64): ADVANCED DIAGNOSTICS

DTC P0O735: PROBLEM IN 5TH CLUTCH AND 5TH CLUTCH HYDRAULIC CIRCUIT
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Fig. 121: 5th Clutch And 5th Clutch Hydraulic Circuit Flow Chart
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Fig. 122: Gear Ratio To Shift Status Graph

General Description

To engage 5th gear, line pressure is supplied to the 5th clutch piston, engaging the 5th clutch, and the main
and the mainshaft 5th gear are connected and revolve together. Hydraulic pressure is supplied to the 5th cly
through the ATF strainer --> the ATF pump --> the regulator valve --> the manual valve --> the shift valves --
the feed pipe --> 5th clutch piston. (A shift valve failure in the supplying route above is detected by the
malfunction detection of each shift solenoid valve.) The powertrain control module (PCM) computes the ratig
of the mainshaft speed to the countershaft speed. When the ratio is not the 5th gear ratio, it is detected as a
malfunction of the hydraulic circuit or the 5th clutch, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 12 seconds or more

DTC Type Two drive cycles, MIL OFF, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
speed 1,000 rpm -
Vehicle
lspeed 8 mph (12 km/h) -




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

Battery

voltage 110V i
Shlft_lever D5
position

PO116, PO117, P0118, P0122, P0123, P0222, P0223, P0705, PO706, PO716, PO717} PO718,
No active P0721, PO722, PO723, PO746, PO747, PO751, PO752, PO756, PO757, PO761, PO762, PO/ 76,
DTCs PO777, P0780, P0962, P0963, P0966, P0967, PO970, PO971, PO973, P0974, PO976] PO977,

P0979, P0980, P1683, P1684, P2101, P2108, P2122, P2123, P2127, P2128, P2135, P2138,
P2176, P2552, P2769, P2770, U0107

Malfunction Threshold

The actual gear ratio must match one of these conditions for at least 12 seconds with the 5th gear commang

o Actual gear ratio > 5th gear ratio by a factor of 1.2
o Actual gear ratio < 5th gear ratio by a factor of 0.75

Driving Pattern

Start the engine, shift to D5 position, and drive the vehicle at a speed of 8 mph (12 km/h) or more for
seconds in 5th gear.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0741 (40): ADVANCED DIAGNOSTICS

DTC P0741: TORQUE CONVERTER CLUTCH CIRCUIT STUCK OFF
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Fig. 123: Torque Converter Clutch Circuit Diagram
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Accelerator pedal position {deq)

18.4°

Enable Range

31

50 73 mph Vehicle
(80) {117 kn/h)  speed

POT41-03T1

Fig. 124: Accelerator Pedal Position Graph

TORQUE CONVERTER CLUTCH OPERATION CHART
A/T clutch pressure control solenoid valve C

Torque converter clutch operation

ON (100%) OFF (0%)
ON (12 |Torque converter clutch: Torque converter clutch
Torque converter clutch solendid) maximum duty OFF
I
valve \C/))FF (0] Torque converter clutch OFF (T)cl):rgue converter clutch

General Description

The power transfer capacity of the torque converter clutch is controlled by the balance of automatic
transmission fluid (ATF) supply to and discharge from the torque converter. When hydraulic pressure i
internally, the torque converter clutch turns ON, and when hydraulic pressure is applied from the back press
side, the torque converter clutch turns OFF. As the hydraulic pressure from the internal pressure side increa
the power transfer capacity of the torque converter clutch increases. The direction of hydraulic pressure sup
is switched by the torque converter clutch solenoid valve and the lockup shift valve. ATF is supplied from the
internal pressure side to the torque converter clutch solenoid valve when the signal from the powertrain cont
module (PCM) is ON (12 V), and ATF is supplied from the back pressure side when it is OFF (0 V). The
balance of internal pressure and back pressure is controlled by A/T clutch pressure control solenoid ve
lock-up control valve, and the lock-up timing valve. A/T clutch pressure control solenoid valve C maximizes
the power transfer capacity of the torque converter clutch when the signal from the PCM is ON (1 A), and it
minimizes the power transfer capacity of the torque converter clutch when the signal from the PCM is OFF ({
A). If the ratio of engine speed and mainshaft speed is not about 1:1 while the PCM is issuing the command
turn the torque converter clutch solenoid valve and A/T clutch pressure control solenoid valve C ON, the PC
detects a faulty lock-up control system and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status
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MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 20 seconds or more

DTC Type Two drive cycles, MIL ON, D5 indicator OFF
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
coolant 158°F (70°C) 212°F (100°C)
temperature
Battery
voltage
ATF i
temperature
Shift status  |5th
Torque
converter During controlling operation
clutch

110V -

275°F (135°C)

PO116, PO117, P0O118, P0122, P0123, P0222, P0223, PO705, PO706, PO716, PO7]L7,
No active PO718, PO721, PO722, PO723, PO746, PO747, PO/751, PO752, PO756, PO757, PO7p1,
P0O762, PO776, PO777, PO780, P0962, P0963, P0966, P0967, P0O970, PO971, PO9Y3,

DTCs P0974, P0976, P0977, P0979, P0980, P1683, P1684, P2101, P2108, P2122, P21P3,
P2127, P2128, P2135, P2138, P2176, P2552, P2769, P2770, U0107
Other When both the vehicle speed and the throttle position are in Enable Range

Malfunction Threshold

The ratio of the engine revolution to the transmission input pulse does not reach about 100% for at least 20
seconds.

Driving Pattern

1. Start the engine. Hold the engine at 3,000 rpm with no load (in park or neutral) until the radiator fan
comes on.

2. Drive the vehicle at a constant speed of 60 mph (97 km/h) for at least 20 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL
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When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM me
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0746 (76): ADVANCED DIAGNOSTICS

DTC P0746: A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE A STUCK OFF

CPC A pressure

SHIFT VALVE <+—

CPC VALVE A
[ I El] D =
.| AT CLUTCH PRESSURE CONTROL
CPC VALVE A SPRING LS A pressure T SOLENOID VALVE A

Modulator pressure

POT46-0370

Fig. 125: A/T Clutch Pressure Control Solenoid Valve A Operation Diagram

Gear position Detection area
5th Normal
i —-—— Failure
4th : ¥
J
3rd L
L st
'l \
2nd )
e 1~—-_._.___________‘-_H
—_— ]
2
1st T TR
— ;
1 1-2 2 23 3 34 4 4.5 5
Shift status

POT46-0371

Fig. 126: Gear Position To Shift Status Graph
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A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE COMBINATION TABLE

Gear A/T Clutch Pressure Control Solenoid A/T Clutch Pressure Control Solenoid
position ' Valve A ' Valve B
Operation Pressure Clutch | Operation Pressure Clutch
1st OFF Minimum 2nd OFF Maximum -
1st- 2nd | OFF - ON | Minimum - Maximum| 2nd | OFF - ON | Maximum - Minimum -
2nd ON Maximum - ON Minimum -
2nd - 3rd | ON - OFF [ Maximum - Minimum| 2nd | ON - OFF [ Minimum - Maximum| 3rd
3rd OFF Minimum - OFF Maximum -
3rd - 4th | OFF - ON [ Minimum - Maximum| 4th | OFF - ON | Maximum - Minimum| 3rd
4th ON Maximum - ON Minimum -
4th - 5th | ON - OFF | Maximum - Minimum| 4th | ON - OFF | Minimum - Maximum| 5th
5th OFF Minimum - OFF Maximum -

General Description

A/T clutch pressure control solenoid valve A is installed in the transmission housing. A/T clutch pressure
control solenoid A is operated by the powertrain control module (PCM) and converts the modulated pressureg
A/T clutch pressure control solenoid A pressure, which operates CPC valve A. Line pressure is modulated tc
clutch pressure control A pressure (CPC A pressure) by CPC valve A and the CPC valve A spring. A signal
from the PCM is output to the proper gear clutch, determined by the gear schedule, to supply the proper CP{
pressure according to the driving conditions. When the current from the PCM is high (ON), A/T clutch pressu
control solenoid valve A operates and the CPC valve A pressure increases. When the current from the PCM
low (OFF), A/T clutch pressure control solenoid valve A turns off and CPC valve A pressure decreases. The
PCM monitors the mainshaft speed and the countershaft speed at the gear change determined by the shift
schedule. When an improper gear ratio is output compared to the predetermined gear ratio, an A/T clutch
pressure control solenoid valve A OFF failure is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration Depending on the driving pattern

DTC Type Two drive cycles, MIL ON, D5 indicator blinks

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition

Engine coolant
temperature

Battery voltage|11.0 V -

Minimum Maximum

50°F (10°C) ]
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ATF
temperature
Accelerator
pedal position
variation
Accelerator
pedal position

-13°F (-25°C) -

6.0%/20 msec

Other than fully closed

P0122, P0123, P0222, P0223, PO705, PO716, PO717, PO718, PO721, PO722, P(Q723,
PO747, PO751, PO752, PO756, PO757, PO761, PO762, PO776, PO777, PO780, P62,
No active DTC#20963, P0966, P0967, P0970, P0971, P0973, P0974, P0976, P0O977, P0979, POR80,
P1683, P1684, P2101, P2108, P2122, P2123, P2127, P2128, P2135, P2138, P2176,
P2552, P2769, P2770, U0107

Malfunction Threshold
One of these conditions occurs.

1. The transmission is held in 1st gear against the 1st --> 2nd gear upshift command.
2. The engine speed flares when upshifting to 2nd - 3rd, 3rd - 4th, and 4th - 5th.

Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0747 (76): ADVANCED DIAGNOSTICS

DTC P0747: AIT CLUTCH PRESSURE CONTROL SOLENOID VALVE A STUCK ON
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SHIFT VALVE <+—

CPC A pressure

CPC VALVE A SPRING

LS A pressure
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AT CLUTCH PRESSURE CONTROL
SOLENOID VALVE A

POT46-0370

Fig. 127: A/T Clutch Pressure Control Solenoid Valve A Operation Diagram
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Fig. 128: Gear Position To Shift Status Graph
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PO747-0370

A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE COMBINATION TABLE

Gear A/T Clutch Pressure Control Solenoid A/T Clutch Pressure Control Solenoid
position _ Valve A _ Valve B
Operation Pressure Clutch | Operation Pressure Clutch
1st OFF Minimum 2nd OFF Maximum -
1st- 2nd | OFF - ON | Minimum - Maximum| 2nd | OFF - ON | Maximum - Minimum{ -
2nd ON Maximum - ON Minimum -
2nd - 3rd | ON - OFF [ Maximum - Minimum| 2nd | ON - OFF | Minimum - Maximum| 3rd
3rd OFF Minimum - OFF Maximum -
3rd - 4th | OFF - ON [ Minimum - Maximum| 4th | OFF - ON | Maximum - Minimum{ 3rd
4th ON Maximum - ON Minimum -
4th - 5th | ON - OFF | Maximum - Minimum| 4th | ON - OFF | Minimum - Maximum|( 5th
5th OFF Minimum - OFF Maximum -
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General Descriptior

A/T clutch pressure control solenoid valve A is installed in the transmission housing. A/T clutch pressure
control solenoid A is operated by the powertrain control module (PCM) and converts the modulated pressurg
A/T clutch pressure control solenoid A pressure, which operates CPC valve A. Line pressure is modulated tc
clutch pressure control A pressure (CPC A pressure) by CPC valve A and the CPC valve A spring. A signal
from the PCM is output to the proper gear clutch, determined by the gear schedule, to supply the proper CP{
pressure according to the driving conditions. When the current from the PCM is high (ON), A/T clutch pressy
control solenoid valve A operates and the CPC valve A pressure increases. When the current from the PCM
low (OFF), A/T clutch pressure control solenoid valve A turns off and CPC valve A pressure decreases. The
PCM monitors the mainshaft speed and the countershaft speed at the gear change determined by the shift
schedule. When an improper gear ratio is output compared to the predetermined gear ratio, an A/T clutch
pressure control solenoid valve A ON failure is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 20 seconds or less

DTC Type Two drive cycles, MIL ON, D5 indicator blinks

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
ATF o o
temperature'13 F(-25°C) i

Battery
voltage

110V -

P0122, P0123, P0222, P0223, PO716, PO717, PO718, PO721, P0722, PO723, PO74¢, PO/51,
No active |P0752, PO756, PO757, PO761, P0762, PO776, PO777, PO780, P0962, P0963, P0966, PO967,
DTCs P0970, PO971, P0O973, P0974, PO976, PO977, P0979, PO980, P1683, P1684, P210}, P2108,
P2122, P2123, P2127, P2128, P2135, P2138, P2176, P2552, P2769, P2770, U010

Malfunction Threshold
One of these conditions occurs.

1. The transmission is held in 2nd gear against the 2nd --> 3rd gear upshift command.
2. The transmission is held in 4th gear against the 4th --> 5th gear upshift command.

Driving Pattern
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Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.

the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0751 (70): ADVANCED DIAGNOSTICS
DTC P0751: SHIFT SOLENOID VALVE A STUCK OFF

MODULATED PRESSURE

SHIFT
SOLENOID
SHIFT VALVE A SPRING VALVE A
. I"—"J—lIL"r‘—‘I—I‘—F‘;JL—‘I—L-IH;Ml—H ON 3
i A i
SHIFT VALVE A
& ﬁ«ﬂl L UL
= T et
][ ||
OFF

PO7T51-0372

Fig. 129: Shift Solenoid Valve A Operation Diagram
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Gear position

Detection area

AT T,
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2 — 7" Failure

1 1-2 2 2-3 3 34 4 4.5 [
Shift status

POT51-0271

Fig. 130: Gear Position To Shift Status Graph

T ___ 3hift solenoid valve
Gear DOSitiOI-ﬂ-_-_--_ . Shift solenoid valve A Shift solencid valve B Shift solenoid valve C
Park - OFF ON OFF
Reversse OFF ON OFF
Neutral OFF ON OFF
1st ON oM oN
1st - 2nd ON ON ON
2nd OMN OM OFF
2nd - 3rd OFF ON OFF
3rd OFF oN on
3rd - 4th OFF OFF ON
4th OFF OFF OFF
dth - 5th ON OFF OFF
5th ON oFF o

Fig. 131: Gear Position To Shift Solenoid Valve Table

General Description

Shift solenoid valve A is installed in the transmission housing. It is controlled by the ON/OFF signal from the
powertrain control module (PCM), to apply modulated pressure to shift valve A. The signal from the PCM is
output to apply clutch pressure control pressure to the proper gear change clutch according to the gear char
schedule. When the signal to shift solenoid valve A from the PCM is ON, and modulated pressure is di

shift valve A is inactive. When the signal to shift solenoid valve A from the PCM is OFF, and modulated
pressure is applied to shift valve A, it operates against the shift valve A spring. The PCM monitors the
mainshaft speed and the countershaft speed at the gear change determined by the shift schedule. When an
improper gear ratio is output compared to the predetermined gear change mode, a shift solenoid val
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failure is detected and a DTC is sto
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 20 seconds or less

DTC Type Two drive cycles, MIL ON, D5 indicator blinks

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
ATF o o
temperature -13°F (-25°C) i
Battery
voltage
Accelerator
pedal positior

110V .

5% .

P0122, P0123, P0222, P0223, PO705, PO716, PO717, PO718, PO721, PO722, PO7p3,
PO746, PO747, PO752, PO756, PO757, PO761, PO762, PO776, PO777, PO780, PO9p2,
P0963, P0966, P0967, P0970, PO971, PO973, P0974, PO976, PO977, PO979, PO9BO,
P1683, P1684, P2101, P2108, P2122, P2123, P2127, P2128, P2135, P2138, P21}6,
P2552, P2769, P2770, U0107

No active
DTCs

Malfunction Threshold
One of these conditions occurs.

1. The transmission is held in 3rd gear against the 1st --> 2nd gear upshift command for 20 seconds or |g

2. The transmission is held in 4th gear against the 4th --> 5th gear upshift command for 20 seconds or le
without a record that the gear change time was short when the 3rd --> 4th gear upshift was commande

Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL
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When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM me

the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0752 (70): ADVANCED DIAGNOSTICS

DTC P0O752: SHIFT SOLENOID VALVE A STUCK ON

MODULATED PRESSURE

SHIFT
SOLENOID
VALVE A

SHIFT VALVE A SPRING

UL UL -

. ON ]
SHIFT VALVE A
T
OFF

POTE1-0372

Fig. 132: Shift Solenoid Valve A Operation Diagram
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Detection area

Gear position /

5th Normal
————— Failure
4th
3rd
2nd
1st
1 12 2 23 3 34 4 45 5
Shift status
POTE2-0370
Fig. 133: Gear Position To Shift Status Graph
T 3hift solenoid valve
LT Shift solenoid valve A Shift solenoid valve B Shift solenoid valve C
Gear position

Park OFF ON OFF

Reverse OFF ON OFF

MNeutral OFF oM OFF

1st OM OMN ON

1st-2nd (8]} ON ON

2nd OM ON OFF

2nd - 3rd OFF OMN OFF

Ard OFF ON OM

3rd - 4th OFF OFF ON

4th OFF OFF OFF

4th - 5th OM OFF OFF

Ath ON OFF ON

Fig. 134: Gear Position To Shift Solenoid Valve Table

General Description

Shift solenoid valve A is installed in the transmission housing. It is controlled by the ON/OFF signal from the
powertrain control module (PCM), to apply modulated pressure to shift valve A. The signal from the PCM is
output to apply clutch pressure control pressure to the proper gear change clutch according to the gear chan
schedule. When the signal to shift solenoid valve A from the PCM is ON, and modulated pressure is di
shift valve A is inactive. When the signal to shift solenoid valve A from the PCM is OFF, and modulated
pressure is applied to shift valve A, it operates against the shift valve A spring. The PCM monitors the
mainshaft speed and the countershaft speed at the gear change determined by the shift schedul
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improper gear ratio is output compared to the predetermined gear change mode, a shift solenoid ve
failure is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 20 seconds or less

DTC Type Two drive cycles, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
ATF -13°F (-25°C) i
temperatureg
Vehicle
speed
Battery
voltage

5 mph (9 km/h) -

110V -

P0122, P0123, P0222, P0223, PO716, PO717, PO718, PO721, P0722, PO723, PO74¢, PO747,
No active |P0751, PO756, PO757, PO761, P0762, PO776, PO777, PO780, P0962, P0963, P096¢, PO967,
DTCs P0970, PO971, P0O973, P0974, P0976, P0977, P0979, P0980, P1683, P1684, P210}1, P2108,
P2122, P2123, P2127, P2128, P2135, P2138, P2176, P2552, P2769, P2770, U010

Malfunction Threshold

The transmission is held in 2nd gear against the 2nd --> 3rd gear upshift command for 20 seconds or less
without a record that the transmission was held in 2nd gear against the 1st gear command.

Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.

the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are store
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Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0756 (71): ADVANCED DIAGNOSTICS

DTC P0O756: SHIFT SOLENOID VALVE B STUCK OFF

SHIFT

SHIFT VALVE B SPRING - SOLENOID
{ VALVE B
l = JI'j_I:I_"I_"' T
Jr‘j‘[:'iyd::j oM
T ynannnT —
SHIFT VALVE B
MODULATED PRESSURE
I
a OFF ]
_f IR AAR
POTEE-0373
Fig. 135: Shift Solenoid Valve B Operation Diagram
Gear position Detection area
il
5th pe————
1 Hormal
fthHh— o —m o e e -~ | T Failure
2
Ird
]
2nd I
I
1st |
I
| . _
1 12 2 23 3 i 4 45 5

Shift status

POTEE-0271

Fig. 136: Gear Position To Shift Status Grap
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—____Shift solenoid valve
Gear DOSitiOI-ﬂ--_-_-- Shift solenoid valve A Shift solenoid valve B Shift solenoid valve C

Park - OFF ON OFF

Reverse OFF aN Py

Meutral OFF ON OFF

15t ON ON oN

1st-2nd OM ON oN

2nd ON ON OFF

2nd - 3rd OFF ON OFF

3rd OFF oN on

3ard - 4th OFF OFF ON

4th OFF OFF OFF

4th - 5th CN OFF OFF

ot ON OFF on

Fig. 137: Gear Position To Shift Solenoid Valve Table

General Description

Shift solenoid valve B is installed in the transmission housing. It is controlled by the ON/OFF signal from the
powertrain control module (PCM), to apply modulated pressure to shift valve B. The signal from the PCM is
output to apply clutch pressure control pressure to the proper gear change clutch according to the gear char
schedule. When the signal to shift solenoid valve B from the PCM is ON, and modulated pressure is di

shift valve B is inactive. When the signal to shift solenoid valve B from the PCM is OFF, and modulated
pressure is applied to shift valve B, it operates against the shift valve B spring. The PCM monitors the
mainshaft speed and the countershaft speed at the gear change determined by the shift schedule. When an
improper gear ratio is output compared to the predetermined gear change mode, a shift solenoid valve B OR
failure is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration Depending on the driving pattern

DTC Type Two drive cycles, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Vehicle
speed 5 mph (9 km/h) -
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Battery
voltage 110V i
P0122, P0123, P0222, P0223, P0O705, PO716, PO717, PO718, PO721, P0722, PO723] P0O746,
No active |P0747, PO751, P0752, P0757, PO761, P0762, PO776, PO777, PO780, P0962, P0963] PO966,
DTCs P0967, PO970, P0O971, PO973, PO974, PO976, PO977, PO979, PO980, P1683, P1684) P2101,

P2108, P2122, P2123, P2127, P2128, P2135, P2138, P2176, P2552, P2769, P2770] U0107

Malfunction Threshold
Both of these conditions occur.

1. The transmission is held in 5th gear against the 1st gear hold command.
2. The transmission is held in 4th gear against the 2nd gear hold command.

Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0757 (71): ADVANCED DIAGNOSTICS

DTC PO757: SHIFT SOLENOID VALVE B STUCK ON
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Fig. 138: Shift Solenoid Valve B Operation Diagram
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Fig. 139: Gear Position To Shift Status Graph
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—____Shift solenoid valve
Gear DOSitiOI-ﬂ--_-_-- Shift solenoid valve A Shift solenoid valve B Shift solenoid valve C
Park - OFF ON OFF
Reverse OFF aN Py
Meutral OFF ON OFF
15t ON ON oN
1st-2nd OM ON oN
2nd ON ON OFF
2nd - 3rd OFF ON OFF
3rd OFF oN on
3ard - 4th OFF OFF ON
4th OFF OFF OFF
4th - 5th CN OFF OFF
ot ON OFF on

Fig. 140: Gear Position To Shift Solenoid Valve Table

General Description

Shift solenoid valve B is installed in the transmission housing. It is controlled by the ON/OFF signal from the
powertrain control module (PCM), to apply modulated pressure to shift valve B. The signal from the PCM is
output to apply clutch pressure control pressure to the proper gear change clutch according to the gear char
schedule. When the signal to shift solenoid valve B from the PCM is ON, and modulated pressure is di

shift valve B is inactive. When the signal to shift solenoid valve B from the PCM is OFF, and modulated
pressure is applied to shift valve B, it operates against the shift valve B spring. The PCM monitors the
mainshaft speed and the countershaft speed at the gear change determined by the shift schedule. When an
improper gear ratio is output compared to the predetermined gear change mode, a shift solenoid valve B ON
failure is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 20 seconds or less

DTC Type Two drive cycles, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions
ENABLE CONDITIONS
Condition Minimum Maximum

ATF -13°F (-25°C) i
temperature
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Battery
voltage 110V i
P0122, P0123, P0222, P0223, P0O705, PO716, PO717, PO718, PO721, P0722, PO723, PO746,
No active |P0747, PO751, PO752, PO756, PO761, PO762, PO776, PO777, PO780, P0962, P0963, PO966,
DTCs P0967, PO970, P0971, P0O973, P0974, P0976, PO977, PO979, P0980, P1683, P1684, P2101,

P2108, P2122, P2123, P2127, P2128, P2135, P2138, P2176, P2552, P2769, P277(¢, U0107

Malfunction Threshold
The transmission is held in 3rd gear against the 3rd --> 4th gear upshift command for 20 seconds or less,
without records that the gear change time was short when the 2nd --> 3rd gear upshift and the 4th --> 5th g¢
upshift were commanded.
Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0761 (72): ADVANCED DIAGNOSTICS

DTC P0O761: SHIFT SOLENOID VALVE C STUCK OFF
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Fig. 141: Shift Solenoid Valve C Operation Diagram
Gear position
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Fig. 142: Gear Position To Shift Status Graph
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—____Shift solenoid valve
Gear DOSitiOI-ﬂ--_-_-- Shift solenoid valve A Shift solenoid valve B Shift solenoid valve C

Park - OFF ON OFF

Reverse OFF aN Py

Meutral OFF ON OFF

15t ON ON oN

1st-2nd OM ON oN

2nd ON ON OFF

2nd - 3rd OFF ON OFF

3rd OFF oN on

3ard - 4th OFF OFF ON

4th OFF OFF OFF

4th - 5th CN OFF OFF

ot ON OFF on

Fig. 143: Gear Position To Shift Solenoid Valve Table

General Description

Shift solenoid valve C is installed in the transmission housing. It is controlled by the ON/OFF signal from the
powertrain control module (PCM), to apply modulated pressure to shift valve C. The signal from the PCM is
output to apply clutch pressure control pressure to the proper gear change clutch according to the gear char
schedule. When the signal to shift solenoid valve C from the PCM is ON, and modulated pressure is d

shift valve C is inactive. When the signal to shift solenoid valve C from the PCM is OFF, and modulated
pressure is applied to shift valve C, it operates against the shift valve C spring. The PCM monitors the
mainshaft speed and the countershaft speed at the gear change determined by the shift schedule. When an
improper gear ratio is output compared to the predetermined gear change mode, a shift solenoid valve C OR
failure is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration Depending on the driving pattern

DTC Type Two drive cycles, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Vehicle
speed 5 mph (9 km/h) -
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Battery
voltage 110V i
P0122, P0123, P0222, P0223, P0O705, PO716, PO717, PO718, PO721, P0722, PO723] P0O746,
No active |P0747, PO751, P0752, PO756, PO757, P0762, PO776, PO777, PO780, P0962, P0963] PO966,
DTCs P0967, PO970, P0O971, PO973, PO974, PO976, PO977, PO979, PO980, P1683, P1684) P2101,

P2108, P2122, P2123, P2127, P2128, P2135, P2138, P2176, P2552, P2769, P2770] U0107

Malfunction Threshold

At first, the transmission is held in 2nd gear against the 1st gear command, and then the 3rd --> 4th gear chg
time is short (less than 0.8 second) when the 3rd --> 4th gear upshift is commanded.

Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0762 (72): ADVANCED DIAGNOSTICS

DTC P0762: SHIFT SOLENOID VALVE C STUCK ON
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Fig. 144: Shift Solenoid Valve C Operation Diagram

Gear position
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Fig. 145: Gear Position To Shift Status Graph
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—____Shift solenoid valve
Gear DOSitiOI-ﬂ--_-_-- Shift solenoid valve A Shift solenoid valve B Shift solenoid valve C

Park - OFF ON OFF

Reverse OFF aN Py

Meutral OFF ON OFF

15t ON ON oN

1st-2nd OM ON oN

2nd ON ON OFF

2nd - 3rd OFF ON OFF

3rd OFF oN on

3ard - 4th OFF OFF ON

4th OFF OFF OFF

4th - 5th CN OFF OFF

ot ON OFF on

Fig. 146: Gear Position To Shift Solenoid Valve Table

General Description

Shift solenoid valve C is installed in the transmission housing. It is controlled by the ON/OFF signal from the
powertrain control module (PCM), to apply modulated pressure to shift valve C. The signal from the PCM is
output to apply clutch pressure control pressure to the proper gear change clutch according to the gear char
schedule. When the signal to shift solenoid valve C from the PCM is ON, and modulated pressure is d

shift valve C is inactive. When the signal to shift solenoid valve C from the PCM is OFF, and modulated
pressure is applied to shift valve C, it operates against the shift valve C spring. The PCM monitors the
mainshaft speed and the countershaft speed at the gear change determined by the shift schedule. When an
improper gear ratio is output compared to the predetermined gear change mode, a shift solenoid valve C ON
failure is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration Depending on the driving pattern

DTC Type Two drive cycles, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Accelerator |-, i
pedal position
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Battery
voltage 1oV i
P0122, P0123, P0222, P0223, PO705, P0716, PO717, P0O718, P0O721, P0722, PO7%3,
No active P0746, PO747, PO751, PO752, PO756, PO757, PO761, PO776, PO777, PO780, P0962,
DTCs P0963, P0966, P0967, P0970, P0971, P0973, P0974, P0976, P0977, P0979, P0980,
P1683, P1684, P2101, P2108, P2122, P2123, P2127, P2128, P2135, P2138, P21Y6,
P2552, P2769, P2770, U0107

Malfunction Threshold
First, the 2nd --> 3rd gear change time is short (less than 0.8 second) when the 2nd --> 3rd gear upshift is
commanded, and then the 4th --> 5th gear change time is short (less than 0.8 second) when the 4th --> 5th
upshift is commanded.
Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0776 (77): ADVANCED DIAGNOSTICS

DTC P0O776: A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE B STUCK OFF
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Fig. 147: A/T Clutch Pressure Control Solenoid Valve B Operation Diagram
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Fig. 148: Gear Position To Shift Status Graph
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A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE COMBINATION TABLE

Gear A/T Clutch Pressure Control Solenoid A/T Clutch Pressure Control Solenoid
position _ Valve A _ Valve B
Operation Pressure Clutch | Operation Pressure Clutch
1st OFF Minimum 2nd OFF Maximum -
1st- 2nd | OFF - ON | Minimum - Maximum| 2nd | OFF - ON | Maximum - Minimum{ -
2nd ON Maximum - ON Minimum -
2nd - 3rd | ON - OFF [ Maximum - Minimum| 2nd | ON - OFF | Minimum - Maximum| 3rd
3rd OFF Minimum - OFF Maximum -
3rd - 4th | OFF - ON [ Minimum - Maximum| 4th | OFF - ON | Maximum - Minimum{ 3rd
4th ON Maximum - ON Minimum -
4th - 5th | ON - OFF | Maximum - Minimum| 4th | ON - OFF | Minimum - Maximum|( 5th
5th OFF Minimum - OFF Maximum -
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General Descriptior

A/T clutch pressure control solenoid valve B is installed in the transmission housing. A/T clutch pressure
control solenoid B is operated by the powertrain control module (PCM) and converts modulated presst
clutch pressure control solenoid B pressure, which operates CPC valve B. Line pressure is modulated to clu
pressure control B pressure (CPC B pressure) by CPC valve B and the CPC valve B spring. A signal from th
PCM is output to the proper gear clutch, determined by the gear schedule, to supply the proper CPC pressu
according to the driving conditions. When the current from the PCM is low (OFF), A/T clutch pressure contro
solenoid valve B operates and the CPC valve B pressure increases. When the current from the PCM is high
(ON), A/T clutch pressure control solenoid valve B turns off and the CPC valve B pressure decreases.
monitors the mainshaft speed and the countershaft speed at the gear change determined by the shift sched
When an improper gear ratio is output compared to the predetermined gear change mode, an A/T clutch
pressure control solenoid valve B OFF failure is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 20 seconds or less

DTC Type Two drive cycles, MIL ON, D5 indicator blinks

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
ATF . . ]
temperature':L3 F(-25°C)
Battery 11.0V i
voltage

P0122, P0123, P0222, P0223, PO705, PO716, PO/717, PO718, PO721, PO722, PO723, PO746,
No active |P0747, PO751, P0752, PO756, PO757, PO761, PO762, PO777, PO780, P0962, P0O963, PO966,
DTCs P0967, P0O970, PO971, P0O973, PO974, P0O976, PO977, PO979, P0O980, P1683, P1684, P2101,
P2108, P2122, P2123, P2127, P2128, P2135, P2138, P2176, P2552, P2769, P277(Q, U0107

Malfunction Threshold

The transmission is held in 3rd gear against the 3rd --> 4th gear upshift command.

Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions
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Diagnosis Detail:

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC PO777 (77): ADVANCED DIAGNOSTICS
DTC P0O777: AIT CLUTCH PRESSURE CONTROL SOLENOID VALVE B STUCK ON

CPC VALVE B SPRING

Modulator pressure

CPCVALVEB
v

|
CPC B pressure [ I:Il:l @ Ij [I

=l AT CLUTCH PRESSURE CONTROL
SOLENOID VALVE B

SHIFT VALVE «—

- E—
LS B pressure

PO7TE-0270

Fig. 149: A/T Clutch Pressure Control Solenoid Valve B Operation Diagram
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Gear position Detection area
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Fig. 150: Gear Position To Shift Status Graph

A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE COMBINATION TABLE

Gear A/T Clutch Pressure Control Solenoid A/T Clutch Pressure Control Solenoid
position ' Valve A ' Valve B
Operation Pressure Clutch | Operation Pressure Clutch
1st OFF Minimum 2nd OFF Maximum -
1st- 2nd | OFF - ON | Minimum - Maximum| 2nd | OFF - ON | Maximum - Minimum -
2nd ON Maximum - ON Minimum -
2nd - 3rd | ON - OFF [ Maximum - Minimum| 2nd | ON - OFF [ Minimum - Maximum| 3rd
3rd OFF Minimum - OFF Maximum -
3rd - 4th | OFF - ON | Minimum - Maximum| 4th | OFF - ON | Maximum - Minimum{ 3rd
4th ON Maximum - ON Minimum -
4th - 5th | ON - OFF | Maximum - Minimum| 4th | ON - OFF | Minimum - Maximum|( 5th
5th OFF Minimum - OFF Maximum -

General Description

A/T clutch pressure control solenoid valve B is installed in the transmission housing. A/T clutch pressure
control solenoid B is operated by the powertrain control module (PCM) and converts modulated presst
clutch pressure control solenoid B pressure, which operates CPC valve B. Line pressure is modulated to clu
pressure control B pressure (CPC B pressure) by CPC valve B and the CPC valve B spring. A signal from th
PCM is output to the proper gear clutch, determined by the gear schedule, to supply the proper CPC pressu
according to the driving conditions. When the current from the PCM is low (OFF), A/T clutch pressure contro
solenoid valve B operates and the CPC valve B pressure increases. When the current from the PCM is high
(ON), A/T clutch pressure control solenoid valve B turns off and the CPC valve B pressure decreases.
monitors the mainshaft speed and the countershaft speed at the gear change determined by the shift sched
When an improper gear ratio is output compared to the predetermined gear change mode, an A/T clutch
nressure control solenoid valve B ON failure is detected and a DTC is
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration Depending on the driving pattern

DTC Type Two drive cycles, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine
coolant 50°F (10°C) -
temperature

ATF
temperature

Battery
voltage

-13°F (-25°C) -

110V -

P0122, P0123, P0222, P0223, PO705, PO716, PO/717, PO718, PO721, PO722, PO7PR3,
PO746, PO747, PO751, PO752, PO756, PO757, PO761, PO762, PO776, PO780, P09E2,
0,

76

No active

DTCs P0963, P0966, P0O967, P0970, PO971, P0973, P0974, PO976, PO977, PO979, P09

P1683, P1684, P2101, P2108, P2122, P2123, P2127, P2128, P2135, P2138, P21
P2552, P2769, P2770, U0107

Malfunction Threshold
The engine speed flares when upshifting from 2nd - 3rd, 3rd - 4th, and 4th - 5th.
Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL
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The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0780 (45): ADVANCED DIAGNOSTICS
DTC P0780: PROBLEM IN SHIFT CONTROL SYSTEM

4TH CLUTCH

1STHMST-HOLD CLUTCH

SHIFT VALVE D SPRING

SHIFT VALVE D

+4— LINE PRESSURE

CPCA

_'Il"' N O R l
SHlFﬁﬁaLv;?w nAnAn

CPC A

PO7ED-0372

Fig. 151: Shift Control System Diagram
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Fig. 152: Gear Position To Shift Status Grap




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

General Descriptior

Shift valve D is installed in the control circuit in the transmission. When the shift lever is in D5, shift valve D
supplies clutch pressure control A pressure (CPC A pressure) to the 4th clutch. When the shift lever is in 1st
shift valve D supplies clutch pressure control B pressure (CPC B pressure) to thenbgl/thitch. Shift valv
D supplies CPC A pressure to the 4th clutch by increasing the line pressure and CPC A pressure. Shift valvg
supplies clutch pressure control B pressure (CPC B pressure) to the 1st/1st-hold clutch. Shift valve D is
regulated by the shift valve D spring which decreases the line pressure and CPC A pressure. The powertrai
control module (PCM) monitors the mainshaft speed and countershaft speed at the gear change determined
the shift schedule. When an improper ratio is output versus the predetermined gear change mode, shift valvs
is stuck closed, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 4.5 seconds or less

DTC Type Two drive cycles, MIL ON, D5 indicator blinks

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery
voltage 1oV i
ATF o o .
temperature'13 F(-25°C)
P0122, P0123, P0222, P0223, P0705, P0716, PO717, PO718, P0O721, P0722, PO723, P0O746,
No active |P0747, PO751, P0752, PO756, PO757, PO0761, P0O762, PO776, PO777, P0962, P0963, P0966,

DTCs P0967, P0O970, PO971, P0O973, PO974, PO976, PO977, PO979, P0O980, P1683, P1684, P2101,
P2108, P2122, P2123, P2127, P2128, P2135, P2138, P2176, P2552, P2769, P277(, U0107

Malfunction Threshold
The transmission is downshifted from 3rd gear to 2nd gear against the 3rd --> 4th gear upshift command.
Driving Pattern
Start the engine, and accelerate the vehicle until the transmission shifts into 5th gear in D5 position.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details
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Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P0847 (26): ADVANCED DIAGNOSTICS

DTC P0847: SHORT IN 3RD CLUTCH TRANSMISSION FLUID PRESSURE SWITCH CIRCUIT, OR
3RD CLUTCH TRANSMISSION FLUID PRESSURE SWITCH STUCK ON

-1

SIGNAL=— |ypuT OP3SW =i
CIRCUIT - _l_
3RD CLUTCH
TRANSMISSION FLUID ~
PCM PRESSURE SWITCH

POE47.0301

Fig. 153: 3rd Clutch Transmission Fluid Pressure Switch Or 3rd Clutch Transmission Fluid Pressure
Switch Circuit Diagram
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Fig. 154: Gear Position To Shift Status Graph

General Description

The 3rd clutch transmission fluid pressure switch is installed in the hydraulic pressure circuit to the 3rd clutch
When hydraulic pressure is supplied to the 3rd clutch, the switch is turned ON. When hydraulic pressure is n
supplied to the 3rd clutch, the switch is turned OFF. The signal from the 3rd clutch transmission fluid pressu
switch is input to the powertrain control module (PCM). The PCM detects the hydraulic pressure supply
conditions at the gear change to 3rd gear (2nd --> 3rd, 4th --> 3rd) to reduce the shock that occurs at the ge
change.

If the 3rd clutch transmission fluid pressure switch is ON while driving, and the speed ratio of the countersha
to the mainshatft other than the 3rd ratio (the ratio is Neutral or 4th), the PCM detects a 3rd clutch transmissi
fluid pressure switch failure, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 2 seconds or more

DTC Type One drive cycle, MIL OFF, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
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Battery -
voltage 110V
No active PO116, PO117, P0118, PO716, PO717, PO718, P0O721, P0722, PO723, PO746, PO747] PO751,

P0O752, PO756, PO757, PO761, PO762, PO776, PO777, PO780, P0848, P0962, P0963] P0966,

DTCs P0967, P0970, P0971, P0973, P0974, P0976, P0977, P0979, P0980, P2769, P2770

Malfunction Threshold

The input signal from the 3rd clutch transmission fluid pressure switch to the PCM is low when driving in 4th
gear.

Driving Pattern
Start the engine, and drive the vehicle in D5 position and 4th gear for at least 2 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0848 (26): ADVANCED DIAGNOSTICS

DTC P0848: OPEN IN 3RD CLUTCH TRANSMISSION FLUID PRESSURE SWITCH CIRCUIT, OR
3RD CLUTCH TRANSMISSION FLUID PRESSURE SWITCH STUCK OFF

-1

SIGNAL=—""1 jypyt OP3SW LT
CIRCUIT - l_
3RD CLUTCH
TRANSMISSION FLUID ~
PCM PRESSURE SWITCH

POE47.0301

Fig. 155: 3rd Clutch Transmission Fluid Pressure Switch Circuit Or 3rd Clutch Transmission Fluid
Pressure Switch Circuit Diagran




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

Gear position

3RD CLUTCH
TRANSMISSION FLUID
PRESSURE SWITCH

————————————————————————————————————————————————————————————————————————————— High (OFF}

&th

Low [ON)

4th

3rd

2nd

P

ist

|
8
s [
[, =%,
|
|
|
|
|
|

S

",

MNormal

—-—-— Failure

———— Detection area

2 2-3 3

Shift status

g

Fig. 156: Gear Position To Shift Status Graph

General Description

The 3rd clutch transmission fluid pressure switch is installed in the hydraulic pressure circuit to the 3rd clutch
When hydraulic pressure is supplied to the 3rd clutch, the switch is turned ON. When hydraulic pressure is n
supplied to the 3rd clutch, the switch is turned OFF. The signal from the 3rd clutch transmission fluid pressu
switch is input to the powertrain control module (PCM). The PCM detects the hydraulic pressure supply
conditions at the gear change to 3rd gear (2nd --> 3rd, 4th --> 3rd) to reduce the shock that occurs at the ge
change. If the 3rd clutch transmission fluid pressure switch is OFF while the rotation speed ratio of the
input/output pulses is that of 3rd gear, the PCM detects a malfunction in the 3rd clutch transmission fluid

pressure switch and stores a DTC.

4.5 5

POE48-0370

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL OFF, D5 indicator blinks

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition

Minimum

Maximum

Battery
voltage

110V
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No active PO116, PO117, PO118, PO716, PO717, PO718, PO721, PO722, PO723, PO746, PO747] PO751,
DTCs PO752, PO756, PO757, PO761, PO762, PO776, PO777, PO780, P0847, P0962, P0963} P0O966,
P0967, P0970, PO971, P0973, P0O974, PO976, P0O977, PO979, P0980, P2769, P277

Malfunction Threshold

The input signal from the 3rd clutch transmission fluid pressure switch to the PCM is high when driving in 3r¢
gear.

Driving Pattern
Start the engine, and drive the vehicle in D5 position and 3rd gear for at least 2 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details
Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0872 (27): ADVANCED DIAGNOSTICS

DTC P0872: SHORT IN 4TH CLUTCH TRANSMISSION FLUID PRESSURE SWITCH CIRCUIT, OR
4TH CLUTCH TRANSMISSION FLUID PRESSURE SWITCH STUCK ON

SIGNAL=—" jnpuT OP4SW s
CIRCUIT i
4th CLUTCH
TRANSMISSION FLUID ~
PCM PRESSURE SWITCH

POET2-0301

Fig. 157: 4th Clutch Transmission Fluid Pressure Switch Circuit Or 4th Clutch Transmission Fluid
Pressure Switch Circuit Diagram
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Fig. 158: Gear Position To Shift Status Graph

General Description

The 4th clutch transmission fluid pressure switch is installed in the hydraulic pressure circuit to the 4th clutch
When hydraulic pressure is supplied to the 4th clutch, the switch is turned ON. When hydraulic pressure is n
supplied to the 4th clutch, the switch is turned OFF. The signal from the 4th clutch transmission fluid pressu
switch is input to the powertrain control module (PCM). The PCM detects the hydraulic pressure supply
conditions at the gear change to 4th gear (3rd --> 4th, 5th --> 4th) to reduce the shock that occurs at the ges
change.

If the 4th clutch transmission fluid pressure switch is ON while driving, and the speed ratio of the countersha
to mainshatft is other than 4th gear (the ratio is Neutral or 5th), the PCM detects a 4th clutch transmission flu
pressure switch failure, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 2 seconds or more

DTC Type One drive cycle, MIL OFF, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
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Battery -
voltage 110V
No active PO116, PO117, P0118, PO705, PO716, PO717, PO718, P0721, P0O722, P0723, PO746| P0747,

P0O751, PO752, PO756, PO757, PO761, PO762, PO776, PO777, PO780, P0O873, P0962] P0963,

DTCs P0966, P0967, P0970, P0971, P0973, P0974, P0976, P0977, P0979, P0980, P2769] P2770

Malfunction Threshold

The input signal from the 4th clutch transmission fluid pressure switch to the PCM is low when driving in 5th
gear.

Driving Pattern
Start the engine, and drive the vehicle in D5 position and 5th gear for at least 2 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0873 (27): ADVANCED DIAGNOSTICS

DTC P0873: OPEN IN 4TH CLUTCH TRANSMISSION FLUID PRESSURE SWITCH CIRCUIT, OR
4TH CLUTCH TRANSMISSION FLUID PRESSURE SWITCH STUCK OFF

1T

SIGNAL=—""1 jypyt OP4SW =
CIRCUIT i
4th CLUTCH
TRANSMISSION FLUID ~
PCM PRESSURE SWITCH

POET2-0301

Fig. 159: 4th Clutch Transmission Fluid Pressure Switch Circuit Or 4th Clutch Transmission Fluid
Pressure Circuit Diagram
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Fig. 160: Gear Position To Shift Status Graph

General Description

The 4th clutch transmission fluid pressure switch is installed in the hydraulic pressure circuit to the 4th clutch
When hydraulic pressure is supplied to the 4th clutch, the switch is turned ON. When hydraulic pressure is n
supplied to the 4th clutch, the switch is turned OFF. The signal from the 4th clutch transmission fluid pressu
switch is input to the powertrain control module (PCM). The PCM detects the hydraulic pressure supply
conditions at the gear change to 4th gear (3rd --> 4th, 5th --> 4th) to reduce the shock that occurs at the ges
change. If the 4th clutch transmission fluid pressure switch is OFF while driving with the rotation speed ratio
the input/output pulses in 4th gear, the PCM detects a 4th clutch transmission fluid pressure switch failure a
stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 2 seconds or more

DTC Type One drive cycle, MIL OFF, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Battery |11 gy i
voltage '
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No active PO116, PO117, PO118, PO705, PO716, PO717, PO718, PO721, P0722, PO723, PO746] PO747,
DTCs PO751, PO752, PO756, PO757, PO761, PO762, PO776, PO777, PO780, P0872, P0962] PO963,
P0966, P0967, P0970, P0971, PO973, PO974, P0976, PO977, P0979, PO980, P2769 P2770

Malfunction Threshold

The input signal from the 4th clutch transmission fluid pressure switch to the PCM is high when driving in 4th
gear.

Driving Pattern
Start the engine, and drive the vehicle in D5 position and 4th gear for at least 2 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the D5 indicator blinks, and the DTC and the freeze frame data are stored i
the PCM memory. The MIL does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P0962 (16): ADVANCED DIAGNOSTICS

DTC P0962: PROBLEM IN A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE A CIRCUIT
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Fig. 161: A/T Clutch Pressure Control Solenoid Valve A Circuit Diagram
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Fig. 162: Current To Duty Failure Area Graph

General Description

A/T clutch pressure control solenoid valve A is used for clutch pressure control. A spool in A/T clutch pressu
control solenoid valve A pushes a valve according to the duty cycle that is controlled by the powertrain contr
module (PCM) so the hydraulic pressure is proportional to the current. The PCM measures the current flowin
through A/T clutch pressure control solenoid valve A and uses feedback control to compensate for the
difference between the actual current and the commanded one. If the measured current for the PCM output
cycle is not within a specified range (open or short), a malfunction is detected and a DTC is stored.

Monitor Exactiition <editience Diiration DTC Tvne ORD <tafiic
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MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltag¢l1.0 V -
State of the

engine Running
No active P0746, P0747, PO751, PO777, P0963, P0966, P0967, P0O970, P0971, P0973, P0%74,
DTCs P0976, P0977, P0O979, P0980, P2769, P2770

Malfunction Threshold

The measured current for the PCM's command value is as specified here for at least 1 second.

MALFUNCTION THRESHOLD

Duty (%) Current (A) Failure mode
57 -89 0.2 or less Low Input
More than 89 0.4 or less Low Input

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0963 (16): ADVANCED DIAGNOSTICS

DTC P0963: PROBLEM IN A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE A
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Fig. 163: A/T Clutch Pressure Control Solenoid Valve A Circuit Diagram
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Fig. 164: Current To Duty Failure Area Graph

General Description

A/T clutch pressure control solenoid valve A is used for clutch pressure control. A spool in A/T clutch pressu
control solenoid valve A pushes a valve according to the duty cycle that is controlled by the powertrain contr
module (PCM) so the hydraulic pressure is proportional to the current. The PCM measures the current flowin
through A/T clutch pressure control solenoid valve A and uses feedback control to compensate for the
difference between the actual current and the commanded one. If the measured current for the PCM output
cycle is not within a specified range (open or short), a malfunction is detected and a DTC |
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltagg¢ll1.0 V -
State of the

engine Running
No active P0O746, PO747, PO751, PO777, P0962, P0966, P0967, P0970, P0971, P0973, P0974,
DTCs P0976, P0O977, PO979, P0980, P2769, P2770

Malfunction Threshold

The measured current for the PCM's command value is as specified here for at least 1 second.

MALFUNCTION THRESHOLD

Duty (%) Current (A) Failure mode
Less than 13 0.6 or more High Input
13- 27 0.9 or more High Input

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0966 (23): ADVANCED DIAGNOSTICS
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DTC P0966: PROBLEM IN A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE B CIRCUIT

AT CLUTCH PRESSURE
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Fig. 165: A/T Clutch Pressure Control Solenoid Valve B Circuit Diagram
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Fig. 166: Current To Duty Failure Area Graph

General Description

A/T clutch pressure control solenoid valve B is used for clutch pressure control. A spool in A/T clutch pressu
control solenoid valve B pushes a valve according to the duty cycle that is controlled by the powertrain contr
module (PCM) so the hydraulic pressure is proportional to the current. The PCM measures the current flowin
through A/T clutch pressure control solenoid valve B and uses feedback control to compensate for the
difference between the actual current and the commanded one. If the measured current for the PCM c
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cycle is not within a specified range (open or short), a malfunction is detected and a DTC |
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltagg¢ll1.0 V -
State of the

engine Running
No active P0O746, PO747, PO751, PO777, P0962, P0963, P0967, P0970, P0971, P0973, P0974,
DTCs P0976, P0977, PO979, P0980, P2769, P2770

Malfunction Threshold
The measured current for the PCM's command value is as specified here for at least 1 second.

MALFUNCTION THRESHOLD

Duty (%) Current (A) Failure mode
57 -89 0.2 or less Low Input
More than 89 0.4 or less Low Input

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the batte
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DTC P0967 (23): ADVANCED DIAGNOSTICS

DTC P0967: PROBLEM IN A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE B

AT CLUTCH PRESSURE

CONTROL SOLENOID
VALVE B

DRIVER LSB+
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Fig. 167: A/T Clutch Pressure Control Solenoid Valve B Circuit
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Fig. 168: A/T Clutch Pressure Control Solenoid Valve Failure Area Graph

General Description

A/T clutch pressure control solenoid valve B is used for clutch pressure control. A spool in A/T clutch pressu
control solenoid valve B pushes a valve according to the duty cycle that is controlled by the powertrain contr
module (PCM) so the hydraulic pressure is proportional to the current. The PCM measures the currer
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through A/T clutch pressure control solenoid valve B and uses feedback control to compensa

difference between the actual current and the commanded one. If the measured current for the PCM output
cycle is not within a specified range (open or short), a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltagg¢ll1.0 V -
State of the

engine Running
No active P0746, P0747, PO751, PO777, P0962, P0963, P0966, P0970, P0971, P0973, P0%74,
DTCs P0976, P0977, P0979, P0980, P2769, P2770

Malfunction Threshold
The measured current for the PCM's command value is as specified here for at least 1 second.

MALFUNCTION THRESHOLD

Duty (%) Current (A) Failure mode
Less than 13 0.6 or more High Input
13-27 0.9 or more High Input

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear comm
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disconnecting the batte

DTC P0970 (29): ADVANCED DIAGNOSTICS

DTC P0970: PROBLEM IN A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE C CIRCUIT

AT CLUTCH PRESSURE

_‘|'_ CONTROL SOLENCID
VALVE C
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Fig. 169: A/T Clutch Pressure Control Solenoid Valve C Circuit Diagram
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Fig. 170: Current To Duty Failure Area Graph

General Description

A/T clutch pressure control solenoid valve C is used for clutch pressure control e-up control. A spool ir
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A/T clutch pressure control solenoid valve C pushes a valve according to the duty cycle that is controll
powertrain control module (PCM) so the hydraulic pressure is proportional to the current. The PCM measure
the current flowing through A/T clutch pressure control solenoid valve C and uses feedback control to
compensate for the difference between the actual current and the commanded one. If the measured current
the PCM output duty cycle is not within a specified range (open or short), a malfunction is detected and a D
is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltagg¢ll1.0 V -
State of the

engine Running
No active P0O746, PO747, PO751, PO777, P0962, P0963, P0966, P0967, P0971, P0973, P0974,
DTCs P0976, P0O977, PO979, P0980, P2769, P2770

Malfunction Threshold
The measured current for the PCM's command value is as specified here for at least 1 second.

MALFUNCTION THRESHOLD

Duty (%) Current (A) Failure mode
57 -89 0.2 or less Low Input
More than 89 0.4 or less Low Input

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
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runs

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0971 (29): ADVANCED DIAGNOSTICS

DTC P0971: PROBLEM IN A/T CLUTCH PRESSURE CONTROL SOLENOID VALVE C
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Fig. 171: A/T Clutch Pressure Control Solenoid Valve C Circuit Diagram
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Fig. 172: Current To Duty Failure Area Graph
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General Descriptior

A/T clutch pressure control solenoid valve C is used for clutch pressure control and lock-up control. A spool
A/T clutch pressure control solenoid valve C pushes a valve according to the duty cycle that is controll
powertrain control module (PCM) so the hydraulic pressure is proportional to the current. The PCM measure
the current flowing through A/T clutch pressure control solenoid valve C and uses feedback control to
compensate for the difference between the actual current and the commanded one. If the measured current
the PCM output duty cycle is not within a specified range (open or short), a malfunction is detected and a D
is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltagg¢ll1.0 V -
State of the

engine Running
No active P0O746, PO747, PO751, PO777, P0962, P0963, P0966, P0967, P0970, P0973, P0974,
DTCs P0976, P0977, PO979, P0980, P2769, P2770

Malfunction Threshold
The measured current for the PCM's command value is as specified here for at least 1 second.

MALFUNCTION THRESHOLD

Duty (%) Current (A) Failure mode
Less than 13 0.6 or more High Input
13- 27 0.9 or more High Input

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory
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Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0973 (7): ADVANCED DIAGNOSTICS

DTC P0973: SHORT IN SHIFT SOLENOID VALVE A CIRCUIT

SHIFT SOLENCID

_T_ VALVE A

COMMAND—=  priveR SHA ik
EE:J;LN - | CIRCUIT l
PCM
POTA3-8801
Fig. 173: Shift Solenoid Valve A Circuit Diagram
T Shift solenoid valve
B positia;{_-ﬁ__“‘"-—-______ Shift solencid valve A Shift solenoid valve B Shift solenoid valve C
Park — OFF ON OFF
Reverse OFF ON OFF
MNeral OFF ON OFF
1st OMN OMN ON
1st-2nd ON ON ON
2nd oM ON OFF
2nd - 3rd OFF ON OFF
3rd OFF ON ON
3rd - 4th OFF OFF ON
4th OFF OFF OFF
4th - 5th OMN OFF OFF
Bth ON OFF ON

Fig. 174: Gear Position To Shift Solenoid Valve Table

General Description

When shift solenoid valves A, B, and C are turned ON, the hydraulic pressure circuit opens. The hydraulic
pressure circuit supplies/discharges hydraulic pressure to/from each clutch according to the combination of {
ON/OFF status of those valves and the shift valves. The powertrain control module (PCM) commands the
driver circuit to turn on the shift solenoid valve. The circuit diagnoses malfunctions such as a circuit
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open, and sends back a return signal during the PCM's command. When the return signal does not
PCM command, a malfunction is detected by the PCM. The malfunction is detected when the return si
not match the PCM command to turn ON the shift solenoid valve, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery
voltage 110V i
No active P0746, P0O747, PO751, PO777, P0962, P0963, P0966, P0967, P0970, P0971, P09
DTCs P0977, P0O979, P0980, P2769, P2770

Malfunction Threshold
The return signal does not match the command to turn ON shift solenoid valve A for at least 1 second.
Driving Pattern
Start the engine, and drive the vehicle with the 1st gear in D5 position for at least 1 second.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the batte
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DTC P0974 (7): ADVANCED DIAGNOSTICS

DTC P0974: OPEN IN SHIFT SOLENOID VALVE A CIRCUIT

SHIFT SOLENCID

_T_ VALVE A

COMMAD—=  pRWER SHA 2
EE:JELN - | CIRCUIT l
PCM
POTE3-8801
Fig. 175: Shift Solenoid Valve A Circuit Diagram
T Shift solenoid valve
o positia;{_-ﬁ__“‘"H-______ Shift solenoid valve A Shift solenoid valve B Shift solenoid valve C
Park — OFF OM OFF
Reverse OFF ON OFF
Neutral OFF ON OFF
1st oM OMN OM
1st - 2nd ON ON ON
2nd OM ON OFF
2nd - 3rd OFF ON OFF
3rd OFF ON OM
3rd - 4th OFF OFF ON
4th OFF OFF OFF
4th - 5th ON OFF OFF
5th OM OFF OM

Fig. 176: Gear Position To Shift Solenoid Valve Table

General Description

When shift solenoid valves A, B, and C are turned ON, the hydraulic pressure circuit opens. The hydraulic
pressure circuit supplies/discharges hydraulic pressure to/from each clutch according to the combination of
ON/OFF status of those valves and the shift valves. The powertrain control module (PCM) commands the
driver circuit to turn on the shift solenoid valve. The circuit diagnoses malfunctions such as a circuit short or
open, and sends back a return signal during the PCM's command. When the return signal does not match th
PCM command, a malfunction is detected by the PCM. The malfunction is detected when the return si

not match the PCM command to turn OFF the shift solenoid valve, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
| | |
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Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery
voltage 11.ov i
No active P0746, P0747, PO751, PO777, P0962, P0963, P0966, P0967, P0970, P0971, P09
DTCs P0977, P0O979, P0980, P2769, P2770

Malfunction Threshold
The return signal does not match the command to turn OFF shift solenoid valve A for at least 1 second.
Driving Pattern
Start the engine, shift to P position, and walit for at least 1 second.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0976 (8): ADVANCED DIAGNOSTICS

DTC P0976: SHORT IN SHIFT SOLENOID VALVE B CIRCUIT
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- SHIFT SOLENOID
VALVE B

COMMAND—  ppiyeR SHB o

RETURN CIRCUIT

SIGNAL

PCM

PO758-0201

Fig. 177: Shift Solenoid Valve B Circuit Diagram

T ___ Shift solenoid valve
s positioh_%___'x"ﬂ---___ ) Shift solenoid valve A Shift solenoid valve B Shift solenoid valve C
Park = OFF ON OFF
Reverse OFF ON OFF
Neutral OFF ON OFF
1st ON ON ON
1st - 2nd ON ON ON
2nd ON ON OFF
2nd - 3rd OFF ON OFF
3rd OFF ON ON
3ard - 4th OFF OFF ON
4th OFF OFF OFF
dth - 5th ON OFF OFF
5th ON OFF ON

Fig. 178: Gear Position To Shift Solenoid Valve Table

General Description

When shift solenoid valves A, B, and C are turned ON, the hydraulic pressure circuit opens. The hydraulic
pressure circuit supplies/discharges hydraulic pressure to/from each clutch according to the combination of
ON/OFF status of those valves and the shift valves. The powertrain control module (PCM) commands the
driver circuit to turn on the shift solenoid valve. The circuit diagnoses malfunctions such as a circuit short or
open, and sends back a return signal during the PCM's command. When the return signal does not match th
PCM command, a malfunction is detected by the PCM. The malfunction is detected when the return si
not match the PCM command to turn ON the shift solenoid valve, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

OBD Status |PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery
voltage 110V i
No active P0746, P0747, PO751, PO777, P0962, P0963, P0966, P0967, P0970, P0971, P09
DTCs P0977, P0O979, P0980, P2769, P2770

Malfunction Threshold

The return signal does not match the command to turn ON shift solenoid valve B for at least 1 second.
Driving Pattern

Start the engine, shift to P position, and wait for at least 1 second.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0977 (8): ADVANCED DIAGNOSTICS

DTC P0977: OPEN IN SHIFT SOLENOID VALVE B CIRCUIT

. SHIFT SOLENOID
VALVE B

COMMAND——»  ppyeR SHB o)

RETURN CIRCUIT l

SIGHAL

PCM
POT58-0201
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Fig. 179: Shift Solenoid Valve B Circuit Diagran

T ___ Shift solenoid valve

s positio;{%_u_““"ﬂ---______ Shift solenoid valve A Shift solenoid valve B Shift solenoid valve C

Park = OFF ON OFF

Reverse OFF ON OFF

Neutral OFF ON OFF

1st ON ON ON

1st - 2nd ON ON ON

2nd ON ON OFF

2nd - 3rd OFF ON OFF

3rd OFF ON ON

ard - 4th OFF OFF ON

4th OFF OFF OFF

dth - 5th ON OFF OFF

5th ON OFF ON

Fig. 180: Gear Shift To Shift Solenoid Valve Table

General Description

When shift solenoid valves A, B, and C are turned ON, the hydraulic pressure circuit opens. The hydraulic
pressure circuit supplies/discharges hydraulic pressure to/from each clutch according to the combination of
ON/OFF status of those valves and the shift valves. The powertrain control module (PCM) commands the
driver circuit to turn on the shift solenoid valve. The circuit diagnoses malfunctions such as a circuit short or
open, and sends back a return signal during the PCM's command. When the return signal does not match th
PCM command, a malfunction is detected by the PCM. The malfunction is detected when the return si
not match the PCM command to turn OFF the shift solenoid valve, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Battery 110V i
voltage '
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No active  |P0746, PO747, PO751, PO777, P0962, P0963, P0966, P0967, P0970, PO971, P09
DTCs P0976, P0979, P0980, P2769, P2770

Malfunction Threshold
The return signal does not match the command to turn OFF shift solenoid valve B for at least 1 second.
Driving Pattern

Start the engine, drive the vehicle so that it shifts from 1st to 4th gear in D5 position, then drive the vehicle in
4th gear for at least 1 second.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0979 (22): ADVANCED DIAGNOSTICS

DTC P0979: SHORT IN SHIFT SOLENOID VALVE C CIRCUIT

. SHIFT SOLENOID
VALVE C

COMMAND—=  ppiveR SHC o)

RETURN CIRCUIT |

SIGNAL —

PCM

POT763-0201

Fig. 181: Shift Solenoid Valve C Circuit Diagram
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T Shift solenoid valve

GearpoSitia;—---__%___x__%____ Shift solencid valve A Shift solencid valve B Shift solenoid valve C

Park = OFF ON OFF

Reverse OFF ON OFF

Neutral OFF ON OFF

1st ON ON ON

1st-2nd ON ON ON

2nd ON ON OFF

2nd - 3rd OFF ON OFF

3rd OFF ON ON

3rd - 4th OFF OFF ON

4th OFF OFF OFF

4th - 5th ON OFF OFF

Gth ON OFF ON

Fig. 182: Gear Position To Shift Solenoid Valve Table

General Description

When shift solenoid valves A, B, and C are turned ON, the hydraulic pressure circuit opens. The hydraulic
pressure circuit supplies/discharges hydraulic pressure to/from each clutch according to the combination of {
ON/OFF status of those valves and the shift valves. The powertrain control module (PCM) commands the
driver circuit to turn on the shift solenoid valve. The circuit diagnoses malfunctions such as a circuit short or
open, and sends back a return signal during the PCM's command. When the return signal does not match th
PCM command, a malfunction is detected by the PCM. The malfunction is detected when the return si

not match the PCM command to turn ON the shift solenoid valve, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery
voltage 110V i

No active  |P0746, P0O747, PO751, PO777, P0962, P0963, P0966, P0967, P0970, P0971, PO9]
DTCs P0976, P0977, P0980, P2769, P2770
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Malfunction Threshold
The return signal does not match the command to turn ON shift solenoid valve C for at least 1 second.
Driving Pattern
Start the engine, and drive the vehicle in 1st gear in D5 position for at least 1 second.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P0980 (22): ADVANCED DIAGNOSTICS

DTC P0980: OPEN IN SHIFT SOLENOID VALVE C CIRCUIT

. SHIFT SOLENOID
VALVE C
COMMAND——=  ppyeR SHC i
RETURN CIRCUIT |
SIGNAL ———
PCM

POT63-0201

Fig. 183: Shift Solenoid Valve C Circuit Diagran
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T Shift solenoid valve

GearpoSitia;—---__%___%__%____ Shift solencid valve A Shift solencid valve B Shift solenoid valve C

Park - OFF ON OFF

Reverse OFF ON OFF

Neutral OFF ON OFF

1st ON ON ON

1st-2nd ON ON ON

2nd ON ON OFF

2nd - 3rd OFF ON OFF

3rd OFF ON ON

3rd - 4th OFF OFF ON

4th OFF OFF OFF

4th - 5th ON OFF OFF

Gth ON OFF ON

Fig. 184: Gear Position To Shift Solenoid Valve Table

General Description

When shift solenoid valves A, B, and C are turned ON, the hydraulic pressure circuit opens. The hydraulic
pressure circuit supplies/discharges hydraulic pressure to/from each clutch according to the combination of {
ON/OFF status of those valves and the shift valves. The powertrain control module (PCM) commands the
driver circuit to turn on the shift solenoid valve. The circuit diagnoses malfunctions such as a circuit short or
open, and sends back a return signal during the PCM's command. When the return signal does not match th
PCM command, a malfunction is detected by the PCM. The malfunction is detected when the return si

not match the PCM command to turn OFF the shift solenoid valve, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery 11.0V i
voltage

No active  |P0746, P0O747, PO751, PO777, P0962, P0963, P0966, P0967, P0970, P0971, PO9]
DTCs P0976, P0977, P0979, P2769, P2770
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Malfunction Threshold

The return signal does not match the command to turn OFF shift solenoid valve C for at least 1 second.
Driving Pattern

Start the engine, shift to P position, and wait for at least 1 second.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P1077 (106): ADVANCED DIAGNOSTICS

DTC P1077: INTAKE MANIFOLD TUNING (IMT) (INTAKE MANIFOLD RUNNER CONTROL
(IMRC)) VALVE STUCK IN HIGH RPM POSITION
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CLOSED: OPEN:
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Fig. 185: Identifying Intake Manifold Tuning (Intake Manifold Runner Control) Valve

General Description

The intake manifold tuning (IMT) (the intake manifold runner control (IMRC)) system controls engine output
by selecting either long or short intake runner lengths. The system consists of the IMT (IMRC) valve, the IM
(IMRC) actuator, and the powertrain control module (PCM). The IMT (IMRC) actuator is attached to th
manifold and it includes the motor and the Hall-effect-IC position sensing unit. The PCM actuates the motor,
which operates the IMT (IMRC) valve. When the IMT (IMRC) valve is closed, the long runner is selected,
increasing torque at low engine speed. When the IMRC valve is open, the short runner is selected, increasin
torque at high engine speed. A Hall-effect-IC position sensing unit is integrated with the motor to provide
precise open/close feedback to the PCM. The IMT (IMRC) actuator sends a long runner return signal to the
PCM when the IMT (IMRC) valve is closed, and it sends a short runner return signal when the IMT (IMRC)
valve is open. If the PCM receives no closed return signal when it sends a close command, or if it receives n
open return signal when sending an open command to the IMT (IMRC) actuator, for a specified time, it deteq
a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status
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MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 2 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Intake air temperature 5°F (-15°C) -
Engine speed - 3,500 rpm
Battery voltage 105V -
No active DTCs P0107, PO108, PO112, PO113, PO117, P0118, P0563, P1109, P[1128,
P1129, P2227, P2228, P2229

Malfunction Threshold

When the PCM sends a close (long runner) command, no long runner return signal is received for at least 2
seconds.

Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.
2. Let the engine idle for at least 2 seconds.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.
Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P1078 (106): ADVANCED DIAGNOSTICS
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DTC P1078: INTAKE MANIFOLD TUNING (IMT) (INTAKE MANIFOLD RUNNER CONTROL
(IMRC)) VALVE STUCK IN LOW RPM POSITION

CLOSED: OPEMN:
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Fig. 186: Intake Manifold Tuning (Intake Manifold Runner Control) Valve

General Description

The intake manifold tuning (IMT) (the intake manifold runner control (IMRC)) system controls engine output
by selecting either long or short intake runner lengths. The system consists of the IMT (IMRC) valve, the IM
(IMRC) actuator, and the powertrain control module (PCM). The IMT (IMRC) actuator is attached to th
manifold and it includes the motor and the Hall-effect-IC position sensing unit. The PCM actuates the motor,
which operates the IMT (IMRC) valve. When the IMT (IMRC) valve is closed, the long runner is selected,
increasing torque at low engine speed. When the IMRC valve is open, the short runner is selected, increasin
torque at high engine speed. A Hall-effect-IC position sensing unit is integrated with the motor to provide
precise open/close feedback to the PCM. The IMT (IMRC) actuator sends a long runner return signal to the
PCM when the IMT (IMRC) valve is closed, and it sends a short runner return signal when the IMT (IMRC)
valve is open. If the PCM receives no closed return signal when it sends a close command, or if it receives n
open return signal when sending an open command to the IMT (IMRC) actuator, for a specified time,
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a malfunction and stores a D~
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle

Sequence None

Duration 2 seconds or more

DTC Type Two drive cycles, MIL ON

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Intake air 0 o i
temperature 5°F (-15°C)
Engine speed 3,700 rpm -
Battery voltage [10.5V -

P0107, PO108, PO112, PO113, PO117, PO118, P0563, P1109, P1128, P1129)P2227,
P2228, P2229

No active DTCs

Malfunction Threshold

When the PCM sends an open (short runner) command, no short runner return signal is received for at least
seconds.

Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.
2. Hold the engine speed to 3,700 rpm or more for at least 2 seconds.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs
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The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan
command or by disconnecting the battery.

DTC P1109 (13): ADVANCED DIAGNOSTICS

DTC P1109: BAROMETRIC PRESSURE (BARO) SENSOR CIRCUIT OUT OF RANGE-HIGH

T L
e =
¢ Map <]—
. &
5G
BARO J
SENSOR
7 MaP SENSOR
PCM

P1t07-9603

Fig. 187: Barometric Pressure (BARO) Sensor Circuit Diagram

Barometric Pressure (BARD) Sensor Output Voltage
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P1106-9671

Fig. 188: Barometric Pressure (BARQO) Sensor Output Voltage Graph

General Description

The barometric pressure (BARO) sensor is built into the powertrain control module (PCM) and monitors
atmospheric pressure. The PCM estimates appropriate intake airflow from the manifold absolute pressure
(MAP) sensor output voltage and BARO sensor output voltage. When BARO sensor output voltage is within
the specified range, a malfunction is detected and a DTC is ¢
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition

Ignition switch ON

No active DTCs P2228, P2229

Malfunction Threshold
The BARO sensor output voltage is between 3.59 V to 4.49 V for at least 2 seconds.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P1116 (86): ADVANCED DIAGNOSTICS

DTC P1116: ENGINE COOLANT TEMPERATURE (ECT) SENSOR PERFORMANCE PROBLEM
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Fig. 189: Engine Coolant Temperature Sensor Graph

General Description

Two engine coolant temperature sensors and one intake air temperature sensor are used by the powertrain
control module (PCM).

When the engine is stopped and enough time has passed, the temperature of the engine will equal the ambi
temperature. When an inappropriate temperature is detected after comparing the temperature readings of e:
sensor, a malfunction in the corresponding sensor is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 10 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status N/A

Enable Conditions
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ENABLE CONDITIONS

Condition Minimum Maximum
Engine off time 6 hours -
No active DTCs PO111, PO112, P0113, PO116, P0117, P0118, P0125, P2610

Malfunction Threshold

A malfunction is detected if the temperature difference (IAT minus ECT) is 52°F (29°C) or more after the
engine and the ignition switch have been off for at least 6 hours before restarting the engine.

Driving Pattern

1. Turn the ignition off, and wait at least 6 hours.
2. Start the engine, and let it idle for at least 10 seconds.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P1128 (5): ADVANCED DIAGNOSTICS

DTC P1128: MANIFOLD ABSOLUTE PRESSURE (MAP) SENSOR SIGNAL LOWER THAN
EXPECTED
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Manifold Absolute Pressure (MAP) Sensor Output Voltage
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Fig. 190: Manifold Absolute Pressure (MAP) Sensor Output Voltage Graph

Normal Operation System Failure: Low Voltage
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Fig. 191: Manifold Absolute Pressure (MAP) Sensor SignalGraph

General Description

The manifold absolute pressure (MAP) sensor senses manifold absolute pressure (vacuum) and converts it
electrical signals. The MAP sensor outputs low signal voltage at high-vacuum (idling) and high signal voltage
at low-vacuum (throttle valve wide open).

The powertrain control module (PCM) compares a predetermined MAP value at a given throttle position and
manifold absolute pressure to the output voltage value of the MAP sensor.

If the MAP sensor outputs lower voltage than expected, the PCM detects a malfunction and stor:
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 2 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine coolant o o i
temperature 156 °F (69 °C)
Engine speed |1,150 rpm 5,500 rpm
Vehicle speed (15 mph (24 km/h) -
1,000 o -
Throttle |rpm 11.8
position {3,000
rpm

25.0° -

P0107, PO108, PO117, P0118, P0122, P0123, PO171, PO172, PO174, PO175, PORO1,
P0202, P0203, P0204, P0205, P0206, P0222, P0223, P0O300, P0301, P0302, POBO3,
P0304, P0305, P0306, P0401, P0403, P0O404, P0506, PO507, P0627, P0641, P1D77,
P1078, P1109, P1129, P2101, P2108, P2118, P2122, P2123, P2127, P2128, P2[L35,
P2138, P2176, P2227, P2228, P2229, P2279, P2413, P2646, P2647, P2648, P2p49,
Uu0107

No active DTC

Malfunction Threshold

e The MAP sensor output is 36 kPa (10.9 in.Hg, 277 mmHg) or less for at least 2 seconds when
atmospheric pressure is 61 kPa (18.1 in.Hg, 460 mmHg).

e The MAP sensor output is 53 kPa (15.9 in.Hg, 405 mmHg) or less for at least 2 seconds when
atmospheric pressure is 103 kPa (30.5 in.Hg, 776 mmHg).

Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Drive the vehicle at a speed of 15 mph (24 km/h) or more with a throttle position as specified under
Enable Conditions for at least 2 seconds.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details



2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P1129 (5): ADVANCED DIAGNOSTICS

DTC P1129: MANIFOLD ABSOLUTE PRESSURE (MAP) SENSOR SIGNAL HIGHER THAN
EXPECTED

Manifold Absolute Pressure (MAP) Sensor Output Voltage

High —

Sensor Voltage (V)

Low

Low High
Manifold Absolute Pressure

FO107-0871

Fig. 192: Manifold Absolute Pressure (MAP) Sensor Graph
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Normal Operation System Failure: High Veltage
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Fig. 193: Manifold Absolute Pressure (MAP) Sensor SignalGraph

General Description

The manifold absolute pressure (MAP) sensor senses manifold absolute pressure (vacuum) and converts it
electrical signals. The MAP sensor outputs low signal voltage at high-vacuum (throttle valve closed) and hig
signal voltage at low-vacuum (throttle valve wide open).

The powertrain control module (PCM) compares a predetermined MAP value at a given throttle position and
manifold absolute pressure to the output voltage value of the MAP sensor.

If the MAP sensor outputs high voltage during fuel cut-off operation for deceleration with the throttle valve
fully closed, which should make the manifold absolute pressure lower, the PCM detects a malfunction and
stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle

Sequence None

Duration 2 seconds or more

DTC Type Two drive cycles, MIL ON

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Engine coolant temperature 156°F (69°C) -
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Engine speed

1,150 rpm

5,500 rpm

Vehicle speed

15 mph (24 km/h)

Fuel feedback

During deceleration

Throttle position

Fully closed

No active DTCs

P0107, P0108, PO117,
PO175, P0O201, P0202,
P0300, PO301, P0302,
P0404, P0506, P0O507,
P2108, P2118, P2122,
P2413, P2646, P2647,

P0118, P0122, P0123, PO171, P0172, PP174,
P0203, P0204, P0205, P0206, P0222, P0223,
P0303, P0304, PO305, P0306, PO401, PO403,
P0627, PO641, P1077, P1078, P1128, PR101,
P2123, P2127, P2128, P2135, P2138, PR176,
P2648, P2649, U0107

Malfunction Threshold

The MAP sensor output is 36 kPa (10.9 in.Hg, 277 mmHg) or more for at least 2 seconds.

Driving Pattern

75 mph —
{120 km/h)

2 50 mph
Vehicle (50 kmih)
Speed

25 mph
{40 kmv/h)

2

I 55 - 76 mph
{88 - 120 kn/h )

Deceleration
with Throttle Valve
Fully Closed

Fig. 194: Driving Pattern - Graph

|-— Warm-up —-4

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|

fan comes on.

2. Drive the vehicle at a steady speed between 55 - 75 mph (88 - 120 km/h) for at least 10 seconds.
3. Then, decelerate with the throttle valve fully closed for at least 2 seconds.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM me

Time

=— 10 sec. ormore — |=— 2 sec, of more -

P1128-0050
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the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and tt
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P1172 (157): ADVANCED DIAGNOSTICS

DTC P1172: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) CIRCUIT OUT OF
RANGE HIGH

Lean

i Out of range area

Air detection b--g-——-——-— - s

AlF

Mormal usage area
14.T -

v

AF Sensor Output (V)

Out of Range-Lean

AJF Sensor Qutput (V)

L

Time

P1172-0570

Fig. 195: Air/Fuel Ratio (A/F) Sensor (Bank 1, Sensor })Graph

General Description

If a malfunction causes the rear air/fuel sensor (bank 1, sensor 1) signal to the powertrain contr¢
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(PCM) to deviate from the normal control area, the rear air/fuel ratio (A/F) sensor becomes active

engine starts, but the air/fuel feedback does not start normally and the emissions deteriorate. When the rear
sensor output is out of the normal area, and this condition continues after the rear A/F sensor is active, the H
detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 7 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS
Condition

P0107, PO108, PO117, PO118, PO134, PO135, PO171, PO172, PO300, PO301, P0O304, PO303,
P0304, PO305, P0306, P0335, P0339, P0443, P0496, P0627, P0641, P0657, P112§, P1129,
P2195, P2237, P2238, P2243, P2245, P2251, P2252, P2627, P2628

No active
DTCs

Malfunction Threshold
A malfunction is detected when the rear A/F sensor (bank 1, sensor 1) output voltage is 4.7 VV or more.
Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the batte
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DTC P1174 (158): ADVANCED DIAGNOSTICS

DTC P1174: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) CIRCUIT OUT OF
RANGE HIGH

Lean

i Out of range area

Air detection b--g-——-——-— - s

AlF
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AF Sensor Output (V)

Out of Range-Lean
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Fig. 196: Air/Fuel Ratio (A/F) Sensor (Bank 2, Sensor 1)Graph

General Description

If a malfunction causes the front air/fuel sensor (bank 2, sensor 1) signal to the powertrain control module
(PCM) to deviate from the normal control area, the front air/fuel ratio (A/F) sensor becomes active after the
engine starts, but the air/fuel feedback does not start normally and the emissions deteriorate. When th
sensor output is out of the normal area, and this condition continues after the front A/F sensor is active, the
PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
Execution Continuous

Sequence None

Duration 7 seconds or more
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DTC Type One drive cycle, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS
Condition

No active P0107, PO108, PO117, PO118, P0154, P0155, P0174, P0175, PO300, P0301, P0304, PO303,
DTCs P0304, PO305, P0306, P0335, P0339, P0443, P0496, P0627, P0O641, PO657, P112§, P1129,
P2197, P2240, P2241, P2247, P2249, P2254, P2255, P2630, P2631

Malfunction Threshold
A malfunction is detected when the front A/F sensor (bank 2, sensor 1) output voltage is 4.7 V or more.
Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P1297 (20): ADVANCED DIAGNOSTICS

DTC P1297: ELECTRICAL LOAD DETECTOR (ELD) CIRCUIT LOW VOLTAGE
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Fig. 197: Electrical Load Detector (ELD) Circuit Diagram

General Description

The electrical load detector (ELD) is built into the under-hood fuse/relay box. It monitors the current fed to th
ignition switch and sends a signal to the powertrain control module (PCM). If the ELD output voltage is
extremely low, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or more
DTC Type One drive cycle, MIL OFF
OBD Status N/A
Enable Conditions
ENABLE CONDITIONS
Condition Minimum Maximum
Battery voltage 10.0V -
Ignition switch ON
No active DTCs P1298

Malfunction Threshold

The ELD output voltage is 0.27 V or less for at least 5 seconds.

Diagnosis Details
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Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Mi
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P1298 (20): ADVANCED DIAGNOSTICS
DTC P1298: ELECTRICAL LOAD DETECTOR (ELD) CIRCUIT HIGH VOLTAGE
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S W=/ —
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P12e7-0401

Fig. 198: Electrical Load Detector (ELD) Circuit Diagram

General Description

The electrical load detector (ELD) is built into the under-hood fuse/relay box. It monitors the current fed to th
ignition switch and sends a signal to the powertrain control module (PCM). If the ELD output voltage is
extremely high, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL OFF
OBD Status N/A
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Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 100V -
Ignition switch ON
No active DTCs P1297

Malfunction Threshold

The ELD output voltage is 4.95 V or more for at least 5 seconds.
Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The MI
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P1454 (91): ADVANCED DIAGNOSTICS

DTC P1454: FUEL TANK PRESSURE (FTP) SENSOR RANGE/PERFORMANCE PROBLEN
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FTP Sensor Output After Starting the Engine
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Fig. 199: Fuel Tank Pressure (FTP) Sensor Range/Performaneé&raph
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Fig. 200: FTP Sensor And EVAP Canister Vent Shut Valve Flow Chart

General Description

The fuel tank pressure is about 0 kPa (0 in.Hg, 0 mmHg) when starting a cold engine. When the fuel tank
pressure (FTP) sensor output value is out of a specified range and the powertrain control module (PCM) jud
that there's no other cause [no evaporative emission (EVAP) canister vent shut valve failure, etc.] of the FTH
sensor zero point shift, the PCM detects an FTP sensor malfunction.

However, if the FTP sensor output when starting the engine is a prescribed negative value or less (excessivg
neagative pressure is detected), the malfunction judament should be done as follows because it is ¢
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distinguish the FTP sensor zero point shift (P1454) from the EVAP canister vent shut valve failure

1. If either Temporary DTC P1454 or P2422 is not stored, the PCM stores both DTCs.

2. If both P1454 and P2422 Temporary DTCs are stored and an excessive negative pressure is dei
P1454 and P2422 DTCs are stored.

3. If either Temporary DTC P1454 or P2422 is stored and an excessive negative pressure is detected, th
PCM stores the DTC of the temporary DTC that was stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution One per driving cycle
Sequence None
Duration 3 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Elapsed time
after starting th¢lO seconds -
engine
Elapsed time
after stopping
the purge
control

5 seconds -

P0O107, PO108, PO116, PO117, PO118, P0125, P0134, P0135, P0154, PO155, P(335,
P0339, P0443, P0451, P0452, P0453, P0496, P0498, P0499, P0641, P0651, P(§657,
No active DTCgP1109, P1116, P1128, P1129, P1172, P1174, P2195, P2197, P2227, P2228, P2229,
P2237, P2238, P2240, P2241, P2243, P2245, P2247, P2249, P2251, P2252, P3254,
P2255, P2422, P2627, P2628, P2630, P2631

Malfunction Threshold
One of these conditions is met.

e The FTP sensor output fluctuates by -0.6 kPa (-0.1 in.Hg, -5 mmHg) or more, or -0.6 kPa (-0.1 in.Hg, -
mmHgQ) or less for at least 3 seconds.

e The FTP sensor output value is -1.3 kPa (-0.3 in.Hg, -10 mmHg) or less for at least 3 seconds.

Confirmation Procedure with the HDS

Do the EVAP CVS ON in the INSPECTION MENU with the HI
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Driving Pattern

Start the engine, and let it idle until the radiator fan comes on.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P1460 (121): ADVANCED DIAGNOSTICS

DTC P1460: FUEL LEVEL SENSOR (FUEL GAUGE SENDING UNIT) POWER SUPPLY CIRCUIT
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KI T CIRCUIT
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PCM GAUGE ASSEMBLY

PO4E2-0301

Fig. 201: Fuel Level Sensor (Fuel Gauge Sending Unit) Circuit Diagram
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General Descriptior

The fuel level sensor is incorporated with the fuel pump and installed in the fuel tank. Using a built-in
potentiometer and float, it converts the movement of the float into electrical signals that correspond to fuel
level, and it measures the remaining fuel in the fuel tank. If the powertrain control module (PCM) detects a
signal voltage from the fuel level sensor below a predetermined value for a set time or more, it detects a
malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL OFF
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
Battery voltage 105V -

Malfunction Threshold

The F-LVL2 terminal voltage is 0.5 V or less for at least 5 seconds.
Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Mi
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P1683 (40): ADVANCED DIAGNOSTICS

DTC P1683: THROTTLE VALVE DEFAULT POSITION SPRING PERFORMANCE PROBLEM
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Fig. 202: Throttle Valve Default Position Spring- Graph

General Description

The electronic throttle control system (ETCS) controls the throttle valve opening. The system is composed 0
the throttle actuator, the throttle valve, throttle position (TP) sensors A and B, the throttle actuator control
module, the throttle actuator control module relay, the accelerator pedal position (APP) sensor, and the
powertrain control module (PCM).

The throttle valve default position spring is attached to the throttle valve gear. It opens the throttle valve to
improve starting performance in cold conditions, or to retain minimum running performance in case of an
electronic throttle control system failure.

If the throttle valve does not return to the default position when the throttle actuator control module moves th
throttle actuator to the default position from the fully closed position, a malfunction is detected and the
malfunction data is transmitted to the PCM. When the PCM receives the malfunction data from the throttle
actuator control module, the PCM detects the malfunction of the throttle valve default position spring and a
DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 2.5 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
Battery voltage 6.0V -




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

Engine coolant temperature 158°F (70°C) -
Ignition switch OFF
No active DTCs P0117, P0118, P2101, P2108, P2118, P2135, P2176, U0107

Malfunction Threshold

The throttle valve is at a position greater than +5° from the fully closed position, or at a position lower than +
from the fully closed position, for at least 2.5 seconds.

Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on, then let it idle.

2. Turn the ignition switch OFF.
3. Turn the ignition switch ON.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P1684 (40): ADVANCED DIAGNOSTICS

DTC P1684: THROTTLE VALVE RETURN SPRING PERFORMANCE PROBLEM
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Fig. 203: Throttle Valve Return Spring - Graph

General Description

The electronic throttle control system (ETCS) controls the throttle valve opening. The system is composed 0
the throttle actuator, the throttle valve, throttle position (TP) sensors A and B, the throttle actuator control
module, the throttle actuator control module relay, the accelerator pedal position (APP) sensor, and the
powertrain control module (PCM).

The throttle valve return spring is attached to the throttle valve gear to return the throttle valve to the default
position. If the throttle valve does not return to the default position when the throttle actuator control module
moves the throttle actuator to the default position from the middle position, a malfunction is detected and the
malfunction data is transmitted to the PCM. When the PCM receives the malfunction data from the throttle
actuator control module, the PCM detects the malfunction of the throttle valve return spring and a DTC is
stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 2.5 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 6.0V -
Engine coolant temperature 158°F (70°C) -
Ignition switch OFF
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No active DTCs |P0117, P0118, P2101, P2108, P2118, P2135, P2176, U0107

Malfunction Threshold
The throttle valve opening angle is 17° or more, or 11° or less, for at least 2.5 seconds.

Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator,
fan comes on, then let it idle.

2. Turn the ignition switch OFF.
3. Turn the ignition switch ON.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P1710 (63): ADVANCED DIAGNOSTICS

DTC P1710: 1ST-HOLD SWITCH STUCK ON OR SHORT IN 1ST-HOLD SWITCH CIRCUIT

-

LHSW

1ST-HOLD
SWITCH

PCM

P1710-0301

Fig. 204: 1stHold Switch Or Short In 1st-Hold Switch Circuit Diagram
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TRANSMISSION RANGE SWITCH CONTACT POINT INPUT MATRIX
Input per switch
2/1 LHSW

Shift lever position

P
R
N
D5
D4
D3
2
1
O: Closed X: Open

XXX |X|X|X|X[O|T
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X|X|X[O|x|x|x|xY

_n
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OO XX | X|X|X|[X
O [ X XX | X[ X[ X[X

General Description

The 1st-hold switch is installed in the detent bracket of the shift lever assembly, and it detects the 1st and 2n]
shift lever positions. It is used by the PCM to identify the shift lever position as either 1st or 2nd. When the 1
hold switch is open, the PCM receives a high signal, and the 1st-hold switch is closed; it receives a low sign
when the 1stold switch is closed. If the PCM receives a low signal in spite of the shift lever position be

of 1st or 2nd, it detects a malfunction, and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL OFF, D5 indicator OFF
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 11V -
No active DTCs PO705, PO706

Malfunction Threshold

The 1st-hold switch signal is low when the shift lever position is out of 1st and 2nd.

Driving Pattern

Start the engine, and keep the shift lever in P position for at least 1 ¢
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Diagnosis Detail:
Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Mi
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC P2101 (40): ADVANCED DIAGNOSTICS
DTC P2101: THROTTLE ACTUATOR SYSTEM MALFUNCTION
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Fig. 205: Throttle Actuator Circuit Diagram

General Description

The electronic throttle control system (ETCS) controls the throttle valve opening. The system is com
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the throttle actuator, the throttle valve, throttle position (TP) sensors A and B, the throttle actuato
module, the throttle actuator control module relay, the accelerator pedal position (APP) sensor, and the
powertrain control module (PCM).

The accelerator pedal position (APP) sensor is operated via the throttle cable to determine the accelerator
opening value when the driver presses the accelerator pedal. The accelerator pedal opening value is ¢

a signal in the APP sensor and transmitted to the PCM to compute the target position. The target position sig
is then transmitted to the throttle actuator control module.

The throttle actuator control module determines the throttle valve target position according to the signal
received and operates the throttle actuator to move the throttle valve to the target position. The actual throttl
valve position is determined by TP sensor A installed in the throttle body.

The throttle actuator control module compares the throttle valve target opening angle and the actual throttle
valve opening angle from TP sensor A, and when the difference exceeds the specification, the throttle actua
control module transmits the malfunction data to the PCM. When the PCM receives the malfunction data fro
the throttle actuator control module, the PCM detects the malfunction of the throttle actuator system and a D
is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 0.25 seconds or mdfg, 0.5 seconds or mdre
DTC Type One drive cycle, MIL ON

OBD Status N/A

(1) Throttle valve closed direction

(2) Throttle valve open direction

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 6.0V -
Ignition switch ON
No active DTCs P2108, P2118, P2135, P2176, U0107

Malfunction Threshold
One of the conditions in this table must be met for at least 0.25 seconds* (0.5 seconds**).

MALFUNCTION THRESHOLD
| | Difference between the throttle valve target |
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Throttle valve target position position and the actual throttle valve position
2° 4° or more
6° 5.4° or more
10° 5.7° or more
15° 6° or more
90° 6° or more

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2108 (40): ADVANCED DIAGNOSTICS

DTC P2108: THROTTLE ACTUATOR CONTROL MODULE PROBLEM

Throttle Actuator Control Module PCM
AD
Converter cPuU
Serial
ROM RAM Serial Signal |« Signal |
Diriver

P2108-0370

Fig. 206: Throttle Actuator Control Module Communication Diagram

General Description
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The electronic throttle control system (ETCS) controls the throttle valve opening. The system is com

the throttle actuator, the throttle valve, throttle position (TP) sensors A and B, the throttle actuator control
module, the throttle actuator control module relay, the accelerator pedal position (APP) sensor, and the
powertrain control module (PCM).

The APP sensor is operated via the throttle cable to determine the accelerator opening value when the drive
presses the accelerator pedal. The accelerator pedal opening value is converted to a signal in the APF
transmitted to the PCM to compute the target position. The target position signal is then transmitted to the
throttle actuator control module. The throttle actuator control module determines the throttle valve target
position according to the signal received and operates the throttle actuator to move the throttle valve to the
target position. The actual throttle valve position is determined by TP sensor A installed in the throttle body.

The CPU in the throttle actuator control module performs self-diagnosis for the ROM, the RAM, and the A/D
converter. If internal data is found to be abnormal, a malfunction is detected and the malfunction data is
transmitted to the PCM. When the PCM receives the malfunction data from the throttle actuator contro

the PCM detects a malfunction in the throttle actuator control module and stores a DTC. When the PCM
monitors the serial signal between the PCM and the throttle actuator control module and finds these signals
not agree, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 0.2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 8.0V -
Ignition switch ON
No active DTCs P2101, P2118, P2135, P2176, U0107

Malfunction Threshold
One of these conditions must be met for at least 0.2 seconds.

Data read from the ROM is abnormal.

Data read from the RAM is abnormal.

The A/D converter standard voltage is out of specified value.

The serial signals between the PCM and the throttle actuator control module do nc
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Diagnosis Detail:
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2118 (40): ADVANCED DIAGNOSTICS

DTC P2118: THROTTLE ACTUATOR CURRENT RANGE/PERFORMANCE PROBLEM
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Fig. 207: Throttle Actuator Current Range/Performance Circuit Diagram
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General Descriptior

The electronic throttle control system (ETCS) controls the throttle valve opening. The system is composed o
the throttle actuator, the throttle valve, throttle position (TP) sensors A and B, the throttle actuator control
module, the throttle actuator control module relay, the accelerator pedal position (APP) sensor, and the
powertrain control module (PCM).

The APP sensor is operated via the throttle cable to determine the accelerator opening value when the drive
presses the accelerator pedal. The accelerator pedal opening value is converted to a signal in the APF
transmitted to the PCM to compute the target position. The target position signal is then transmitted to the
throttle actuator control module. The throttle actuator control module determines the throttle valve target
position according to the signal received and operates the throttle actuator to move the throttle valve to the
target position. The actual throttle valve position is determined by TP sensor A installed in the throttle body.

When the output current to the throttle actuator exceeds the specification for a set time, the throttle actuator
control module detects a malfunction and transmits the malfunction data to the PCM. When the PCM receive
the malfunction data from the throttle actuator control module, the PCM detects a malfunction of the throttle
actuator system and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 0.2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 6.0V -
Ignition switch ON
No active DTCs P2101, P2108, P2135, P2176, U0107

Malfunction Threshold

The current flow to the throttle actuator is 16 A or more for at least 0.2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory
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Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2122 (37): ADVANCED DIAGNOSTICS

DTC P2122: ACCELERATOR PEDAL POSITION (APP) SENSOR A (THROTTLE POSITION (TP)
SENSOR D) CIRCUIT LOW VOLTAGE

T vee :
A A5 -=
=
=
T vee
- ~=o
fj:" )Jf APP SENSOR
PCM

P2122-04032

Fig. 208: Accelerator Pedal Position (APP) Sensor Circuit Diagram

General Description

Accelerator pedal position (APP) sensor A is a part of the electronic throttle control system (ETCS), and it is
used to convert the position of the accelerator pedal into electrical signals. Based on these signals, the
powertrain control module (PCM) controls the throttle actuator so that the throttle position agrees with the

accelerator pedal position. If the signal voltage from APP sensor A is a set value or less, the PCM detects a
malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 0.2 seconds or more
IDTC Type One drive cycle, MIL ON
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OBD Status IN/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs P2123

Malfunction Threshold

The APP sensor A output voltage is 0.1 V or less for at least 0.2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2123 (37): ADVANCED DIAGNOSTICS

DTC P2123: ACCELERATOR PEDAL POSITION (APP) SENSOR A (THROTTLE POSITION (TP)
SENSOR D) CIRCUIT HIGH VOLTAGE
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Fig. 209: Accelerator Pedal Position (APP) Sensor Circuit Diagram

General Description

Accelerator pedal position (APP) sensor A is a part of the electronic throttle control system (ETCS), and it is
used to convert the position of the accelerator pedal into electrical signals. Based on these signals, the
powertrain control module (PCM) controls the throttle actuator so that the throttle position agrees with the
accelerator pedal position. If the signal voltage from APP sensor A is a set value or more, the PCM detects g
malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 0.2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs pP2122

Malfunction Threshold

The APP sensor A output voltage is 4.85 V or more for at least 0.2 se
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Diagnosis Detail:
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2127 (37): ADVANCED DIAGNOSTICS

DTC P2127: ACCELERATOR PEDAL POSITION (APP) SENSOR B (THROTTLE POSITION (TP)
SENSOR E) CIRCUIT LOW VOLTAGE
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Fig. 210: Accelerator Pedal Position (APP) Sensor Circuit Diagram

General Description

Accelerator pedal position (APP) sensor B is a part of the electronic throttle control system (ETCS), and it is
used to convert the position of the accelerator pedal into electrical signals. Based on these signals, the
powertrain control module (PCM) controls the throttle actuator so that the throttle position agrees with the
accelerator pedal position. If the signal voltage from APP sensor B is a set value or less, the PCM detects a
malfunction and stores a DTC.

Monitor Execution. Seaduence. Duration. DTC Tvnpe OBD Statt
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MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 0.2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs P2128

Malfunction Threshold

The APP sensor B output voltage is 0.1 V or less for at least 0.2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2128 (37): ADVANCED DIAGNOSTICS

DTC P2128: ACCELERATOR PEDAL POSITION (APP) SENSOR B (THROTTLE POSITION (TP)
SENSOR E) CIRCUIT HIGH VOLTAGE
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Fig. 211: Accelerator Pedal Position (APP) Sensor Circuit Diagram

General Description

Accelerator pedal position (APP) sensor B is a part of the electronic throttle control system (ETCS), and it is
used to convert the position of the accelerator pedal into electrical signals. Based on these signals, the
powertrain control module (PCM) controls the throttle actuator so that the throttle position agrees with the
accelerator pedal position. If the signal voltage from APP sensor B is a set value or more, the PCM detects g
malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 0.2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
State of the engine Running
No active DTCs pP2127

Malfunction Threshold

The APP sensor B output voltage is 4.0 V or more for at least 0.2 se
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Diagnosis Detail:

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2135 (7): ADVANCED DIAGNOSTICS

DTC P2135: THROTTLE POSITION SENSOR A/B INCORRECT VOLTAGE CORRELATION
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Fig. 212: Throttle Position (TP) Sensor Circuit Diagran
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Throttle Position (TP) Sensor Output Voltage
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Fig. 213: Throttle Position (TP) Sensor Output Voltage Graph

General Description

The electronic throttle control system (ETCS) controls the throttle valve opening. The system is composed o
the throttle actuator, the throttle valve, throttle position (TP) sensors A and B, the throttle actuator control
module, the throttle actuator control module relay, the accelerator pedal position (APP) sensor, and the
powertrain control module (PCM).

The APP sensor is operated via the throttle cable to determine the accelerator opening value when the drive
presses the accelerator pedal. The accelerator pedal opening value is converted to a signal in the APF
transmitted to the PCM to compute the target position. The target position signal is then transmitted to the
throttle actuator control module. The throttle actuator control module determines the throttle valve target
position according to the signal received and operates the throttle actuator to move the throttle valve to the
target position. The actual throttle valve position is determined by TP sensor A installed in the throttle body.

The throttle actuator control module compares the voltages and the throttle valve positions of TP sensor A a
TP sensor B. If the difference of the voltages or the throttle valve positions is the fixed value or less for a set
time, the throttle actuator control module detects a malfunction and the malfunction data is transmitted to the
PCM. When the PCM receives the malfunction data from the throttle actuator control module, the PCM dete(
a malfunction in the relationship between TP sensor A and TP sensor B, and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
[Execution |Continuous
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Sequence None

Duration 0.2 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
TP sensor B voltage |- 23V
Ignition switch ON
No active DTCs P0122, P0123, P0222, P0223, P2101, P2108, P2118, P2176, U0107
Other After the throttle valve fully closed position registration is completed

Malfunction Threshold
One of these conditions must be met for at least 0.2 seconds.

o The difference between the TP sensor A voltage and the TP sensor B voltage is 200 mV (5 °) or less.

o The difference between the throttle valve positions that TP sensor A and TP sensor B determine
the value shown in this table.

MALFUNCTION THRESHOLD

Throttle valve position determined by TP sensor Difference between TP sensor A and TP senspr
A B

0° 1.8 ° or more

83.3° 14.7 ° or more

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2138 (37): ADVANCED DIAGNOSTICS
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DTC P2138: ACCELERATOR PEDAL POSITION (APP) SENSOR A/B (THROTTLE POSITION (TP)
SENSOR D/E) INCORRECT VOLTAGE CORRELATION
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Fig. 214: Accelerator Pedal Position (APP) Sensor Circuit Diagram
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Fig. 215: Accelerator Pedal Position (APP) Sensor Output VoltageGraph

General Description
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Accelerator pedal position (APP) sensor A and accelerator pedal position (APP) sensor B are poten
and they are installed in the engine compartment. These sensor output voltages differ from each other.

APP sensors A and B are operated via the throttle cable to determine the accelerator opening value when th
driver presses the accelerator pedal. The accelerator pedal opening value is converted to a signal in A

A and B and transmitted to the powertrain control module (PCM) to compute the target position. The target
position signal is then transmitted to the throttle actuator control module.

APP sensor A is for the primary control, and APP sensor B is a back-up of APP sensor A in case it
malfunctions. Both sensors compare their output voltage to each other for malfunction detection.

When the voltage difference of APP sensor B is out of a fixed range for a set time, the PCM detects a
malfunction, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 0.3 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch ON
No active DTCs P2122, P2123, P2127, P2128

Malfunction Threshold
One of these conditions must be met for at least 0.3 seconds.

o If the APP sensor B voltage exceeds the range from 0 V or less to 0.361 V or more when the APP sen
A voltage is 0.361 V.

o If the APP sensor B voltage exceeds the range from 2.319 V or less to 2.681 V or more when the APP
sensor A voltage is 4.995 V.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory
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Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2176 (40): ADVANCED DIAGNOSTICS

DTC P2176: THROTTLE ACTUATOR CONTROL SYSTEM IDLE POSITION NOT LEARNED
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Fig. 216: Identifying Throttle Actuator Control System ldle Position Graph

General Description

The electronic throttle control system (ETCS) controls the throttle valve opening. The system is composed o
the throttle actuator, the throttle valve, throttle position (TP) sensors A and B, the throttle actuator control
module, the throttle actuator control module relay, the accelerator pedal position (APP) sensor, and the
powertrain control module (PCM).

The APP sensor is operated via the throttle cable to determine the accelerator opening value when the drive
presses the accelerator pedal. The accelerator pedal opening value is converted to a signal in the APF
transmitted to the PCM to compute the target position. The target position signal is then transmitted to the
throttle actuator control module. The throttle actuator control module determines the throttle valve target
position according to the signal received and operates the throttle actuator to move the throttle valve to the
target position. The actual throttle valve position is determined by TP sensor A installed in the throttle body.

The throttle actuator control module transmits a signal to the throttle actuator and moves the throttle v
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fully closed position to register the throttle valve fully closed position after the ignition switch is turn

The throttle actuator control module detects the malfunction of the throttle actuator control system, and it
transmits a malfunction signal to the PCM when the registration of the throttle valve fully closed position is n(
completed within a predetermined time or the registered value is out of predetermined range after the ignitio
switch is turned ON. When the PCM receives the malfunction data from the throttle actuator control module,
the PCM detects a malfunction in the throttle actuator control system and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 0.7 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage |6.0V -
Ignition switch ON
Other Engine is stopped and ignition switch is not in the ON position
No active DTCs [P0122, P0123, P0222, P0223, P2101, P2108, P2118, P2135, U0107

Malfunction Threshold
One of these conditions must be met for at least 0.7 seconds.

o The registration of the throttle valve fully closed position is not completed within a predetermined time
after the ignition switch is ON.

« The registered value of the throttle valve fully closed position is 0'¥4 V.61 V2 or more, or 0.49
vl 1.37V2orless.

*1: TP sensor A

*2: TP sensor B
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory
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Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2195 (155): ADVANCED DIAGNOSTICS

DTC P2195: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) SIGNAL STUCK LEAN
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Fig. 217: Air/Fuel Ratio (A/F) Sensor (Sensor 1) Signal Stuck Lean Malfunction Diagram

General Description

When the rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is properly connected to the engine wire he

it is not installed in the exhaust pipe, the A/F feedback is not performed properly even if the rear A/F sensor
active after starting the engine. Thus, the exhaust emissions increase.

When the rear A/E sensor outbut stavs out of the normal ranae after the rear A/E sensor becomes
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powertrain control module (PCM) detects that the rear A/F sensor is not properly installed and a DTC
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 7 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition
Fuel Other than during fuel cut-off operation
feedback
No active  |P0134, P0135, P0300, P0301, P0302, P0303, P0304, PO305, P0306, P0627, P0657, P1172,
DTCs P2237, P2238, P2243, P2245, P2251, P2252, P2627, P2628

Malfunction Threshold

The rear A/F sensor (bank 1, sensor 1) output voltage is 3.48 V or more for at least 7 seconds.
Driving Pattern

Start the engine, then let it idle for at least 2 minutes.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2197 (156): ADVANCED DIAGNOSTICS

DTC P2197: FRONT AIR/FUEI RATIO (A/F) SENSOR (BANK 2 SENSOR 1) SIGNAI STUCK
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LEAN
AIF Sensor Malfunction Diagnosis
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Fig. 218: Air/Fuel Ratio (A/F) Sensor (Sensor 1) Signal Stuck Lean Malfunction Diagram

General Description

When the front air/fuel ratio (A/F) sensor (bank 2, sensor 1) is properly connected to the engine wire harnesg
but it is not installed in the exhaust pipe, the A/F feedback is not performed properly even if the front A/F
sensor is active after starting the engine. Thus, the exhaust emissions increase.

When the front A/F sensor output stays out of the normal range after the front A/F sensor becomes active, th
powertrain control module (PCM) detects that the front A/F sensor is not properly installed and a DTC is stor

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 7 seconds or more

DTC Type One drive cycle, MIL ON




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

OBD Status |PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition
Fuel Other than during fuel cut-off operation
feedback
No active  |P0154, P0155, P0300, P0301, P0302, P0O303, P0304, PO305, P0306, P0627, P0657, P1174,
DTCs P2240, P2241, P2247, P2249, P2254, P2255, P2630, P2631

Malfunction Threshold

The front A/F sensor (bank 2, sensor 1) output voltage is 3.48 V or more for at least 7 seconds.
Driving Pattern

Start the engine, then let it idle for at least 2 minutes.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2227 (13): ADVANCED DIAGNOSTICS

DTC P2227: BAROMETRIC PRESSURE (BARO) SENSOR RANGE/PERFORMANCE PROBLEM
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Barometric Pressure (BARO) Sensor Output Voltage

=
=
B 25
=
a
£
&
0 Low High
{(High Altitude) (Low Altitude)
Barometric Pressure
P1108-8671
Fig. 219: Barometric Pressure (BARO) Sensor Output VoltageGraph
Normal Operation System Failure
High BARD Sensor Output High
g g
3 =
@ o e @
; RN . T £
L MAP Sensor Output i il L T
Small Difference Big Difference
= Open = Open
2 Throttle Position 2
o _____T\ -------------- ] TR e e
b Low Limit ]
E E
Closed Time - Closed Time i
P1106-0771

Fig. 220: Barometric Pressure (BARO) Sensor Output Voltage Throttle PositionGraph

General Description

The barometric pressure (BARO) sensor is built into the powertrain control module (PCM) and monitors
atmospheric pressure. When the throttle valve is wide open, the manifold absolute pressure (MAP) sensor
output is nearly equal to the BARO sensor output. Making use of this characteristic, a malfunction can be
detected in the BARO sensor output.

If the throttle position is beyond a value stored in the PCM that is used to detect "wide-open throttle,” and if t
difference between the MAP sensor output and the BARO sensor output is equal to or greater than a ¢
malfunction in the BARO sensor output is detected and a DTC is ¢
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 2 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
1,000 o i
Throttle {rpm 13.0
position {3,000
rpm

27.0° -

P0107, PO108, PO117, PO118, P0122, PO123, PO171, PO172, PO174, PO175, PORO1,
P0202, P0203, P0204, P0205, P0206, P0222, P0223, PO300, P0301, P0302, POBO3,
P0304, P0305, P0306, P0401, P0403, P0404, PO506, PO507, P0627, PO641, P1D77,
P1078, P1109, P1128, P1129, P2101, P2108, P2118, P2122, P2123, P2127, P2[128,
P2135, P2138, P2176, P2228, P2229, P2279, P2413, P2646, P2647, P2648, P2p49,
u0107

No active DTC

Malfunction Threshold

The difference between the BARO sensor output and the MAP sensor output is 26 kPa (7.5 in.Hg, 190 mmH
or more for at least 2 seconds.

Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Drive the vehicle with the throttle position as specified under Enable Conditions for at least 2 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.

the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearina the MIL
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The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P2228 (13): ADVANCED DIAGNOSTICS

DTC P2228: BAROMETRIC PRESSURE (BARO) SENSOR CIRCUIT LOW VOLTAGE
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Fig. 221: Barometric Pressure (BARO) Sensor Circuit Diagram

Barometric Pressure (BARO) Sensor Output Voltage
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Fig. 222: Barometric Pressure (BARO) Sensor Output VVoltage Graph

General Description

The barometric pressure (BARO) sensor is built into the powertrain control module (PCM) and monitors
atmospheric pressure. The PCM estimates appropriate intake airflow from the manifold absolute




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

(MAP) sensor output voltage and BARO sensor output voltage. If the BARO sensor output vol
specified value or less, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition

Ignition switch ON

No active DTCs P1109, P2229

Malfunction Threshold

The BARO sensor output voltage is 1.58 V or less for at least 2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2229 (13): ADVANCED DIAGNOSTICS

DTC P2229: BAROMETRIC PRESSURE (BARO) SENSOR CIRCUIT HIGH VOLTAGE
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Fig. 223: Barometric Pressure (BARO) Sensor Circuit Diagram

Barometric Pressure (BARO) Sensor Output Voltage
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Fig. 224: Barometric Pressure (BARO) Sensor Output Voltage Graph

General Description

The barometric pressure (BARO) sensor is built into the powertrain control module (PCM) and monitors
atmospheric pressure. The PCM estimates appropriate intake airflow from the manifold absolute pressure
(MAP) sensor output voltage and BARO sensor output voltage. If the BARO sensor output voltage is a
specified value or more, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 2 seconds or more

DTC Type One drive cycle, MIL ON
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OBD Status IN/A

Enable Conditions

ENABLE CONDITIONS
Condition

Ignition switch ON

No active DTCs P1109, P2228

Malfunction Threshold

The BARO sensor output voltage is 4.49 V or more for at least 2 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2237 (155): ADVANCED DIAGNOSTICS

DTC P2237: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) IP LINE HIGH
VOLTAGE
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Fig. 225: Rear Air/Fuel Ratio (A/F) Sensor Heater Circuit Diagram

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxyger
content in the exhaust gas. The rear A/F sensor transmits a signal to the powertrain control module (PCM). ]
PCM controls fuel injection duration by comparing the target air/fuel ratio with the rear A/F sensor signal. Thg
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

If the IPB1 terminal voltage is out of a specified range, the PCM detects a malfunction and stores a DTC.
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 15 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
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VSB1 terminal voltage [3.4 V 4.8 v
No active DTCs P0O135, P2195, P2238, P2243, P2245, P2251, P2252, P2627, P2628

Malfunction Threshold
The IPB1 terminal voltage is 2.0 V or less, or 5.6 V or more, for at least 15 seconds.
Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2238 (155): ADVANCED DIAGNOSTICS

DTC P2238: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) IP LINE LOW
VOLTAGE
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Fig. 226: Rear Air/Fuel Ratio (A/F) Sensor Heater Circuit Diagram

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxyger
content in the exhaust gas. The rear A/F sensor transmits a signal to the powertrain control module (PCM). ]
PCM controls fuel injection duration by comparing the target air/fuel ratio with the rear A/F sensor signal. Thg
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

If the IPB1 terminal voltage is a specified value or less, the PCM detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or mof®, 85 seconds or mdrd

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)
(1) After the sensor becomes active

(2) Before the sensor becomes active

Enable Conditions
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ENABLE CONDITIONS
Condition

State of the engine |Running

No active DTCs P0O135, P2195, P2237, P2243, P2245, P2251, P2252, P2627, P2628

Malfunction Threshold
The IPB1 input terminal voltage is 1.0 V or less for at least 5 seconds* (85 seconds)**.
Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2240 (156): ADVANCED DIAGNOSTICS

DTC P2240: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) IP LINE HIGH
VOLTAGE
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Fig. 227: Front Air/Fuel Ratio (A/F) Sensor Heater Circuit Diagram

General Description

The front air/fuel ratio (A/F) sensor (bank 2, sensor 1) is installed in the exhaust manifold and detects oxyge
content in the exhaust gas. The front A/F sensor transmits a signal to the powertrain control module (F

PCM controls fuel injection duration by comparing the target air/fuel ratio with the front A/F sensor signal. T
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

If the IPB2 terminal voltage is out of a specified range, the PCM detects a malfunction and stores a DTC.
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 15 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
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VSB2 terminal voltage [3.4 V 4.8 v
State of the engine Running
No active DTCs P0155, P2197, P2241, P2247, P2249, P2254, P2255, P2630, P2631

Malfunction Threshold
The IPB2 terminal voltage is 5.6 V or more, or 2.0 V or less, for at least 15 seconds.
Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2241 (156): ADVANCED DIAGNOSTICS

DTC P2241: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) IP LINE LOW
VOLTAGE
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Fig. 228: Front Air/Fuel Ratio (A/F) Sensor Heater Circuit Diagram

General Description

The front air/fuel ratio (A/F) sensor (bank 2, sensor 1) is installed in the exhaust manifold and detects oxyge
content in the exhaust gas. The front A/F sensor transmits a signal to the powertrain control module (F
PCM controls fuel injection duration by comparing the target air/fuel ratio with the front A/F sensor signal. T

sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

If the IPB2 terminal voltage is a specified value or less, the PCM detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or mof®, 85 seconds or mdrd

DTC Type One drive cycle, MIL ON

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

(1) After the sensor becomes active

(2) Before the sensor becomes active

Enable Conditions
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ENABLE CONDITIONS
Condition

State of the engine |Running

No active DTCs PO155, P2197, P2240, P2247, P2249, P2254, P2255, P2630, P2631

Malfunction Threshold
The IPB2 input terminal voltage is 1.0 V or less for at least 5 seconds* (85 seconds)**.
Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2243 (155): ADVANCED DIAGNOSTICS

DTC P2243: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) VCENT LINE HIGH
VOLTAGE




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

] REAR AF SENSOR
_;_ {BANK 1, SENSOR 1)
{vLBLBY
o "
[5G |
¢ {38! M
: VCENTB4
) |
| PB4
W Mt
AF SENSOR
RELAY
(LAF)
AFSHTCBA 1=
1 \IWIl I s i
‘,_57 a.
. BATTERY
| AFSHTCR e vcss) o
f’;/

PCM
PO135-0504

Fig. 229: Rear Air/Fuel Ratio (A/F) Sensor Heater Circuit Diagram
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Fig. 230: Air/Fuel Ratio Sensor Voltage Graph

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxygen
content in the exhaust gas. The rear A/F sensor transmits a signal to the powertrain control module (PCM). ]
PCM controls fuel injection duration by comparing the target air/fuel ratio with the rear A/F sensor signal. Thg
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea

and it enables overall feedback control.

When the VSB1 terminal voltage repeatedly fluctuates between a value above the specification and a value
below the specification at a certain frequency, the PCM detects a malfunction and a DTC
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration -

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition

State of the engine |[Running

No active DTCs P0135, P2195, P2237, P2238, P2245, P2251, P2252, P2627, P2628

Malfunction Threshold

The VSB1 terminal voltage repeatedly fluctuates from a value above 4.8 V to a value below 3.4 V, 15C
more.

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2245 (155): ADVANCED DIAGNOSTICS

DTC P2245: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) VCENT LINE LOW
VOLTAGE
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Fig. 231: Rear Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxyger
content in the exhaust gas. The rear A/F sensor transmits a signal to the powertrain control module (PCM). ]
PCM controls fuel injection duration by comparing the target air/fuel ratio with the rear A/F sensor signal. Thg
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

If the IPB1 terminal voltage is a specified value or more, and the VCENTBL1 terminal voltage is less than the
specified value, the PCM detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or mo@é, 85 seconds or mdre

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)
(1) After the sensor becomes active

(2) Before the sensor becomes active




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
VSB1 terminal voltage 0.3V 15V
State of the engine Running
No active DTCs P0135, P2195, P2237, P2238, P2243, P2251, P2252, P2627, P2628

Malfunction Threshold
The IPB1 input terminal voltage is 1.0 V or less for at least 5 seconds* (85 seconds)**.
Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2247 (156): ADVANCED DIAGNOSTICS

DTC P2247: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) VCENT LINE HIGH
VOLTAGE
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Fig. 232: Front Air/Fuel Ratio (A/F) Sensor Circuit Diagram
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Fig. 233: Air/Fuel Ratio Sensor Voltage Graph

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxygen
content in the exhaust gas. The rear A/F sensor transmits a signal to the powertrain control module (PCM). ]
PCM controls fuel injection duration by comparing the target air/fuel ratio with the rear A/F sensor signal. Thg
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea

and it enables overall feedback control.

When the VSB2 terminal voltage repeatedly fluctuates between a value above the specification and a value
below the specification at a certain frequency, the PCM detects a malfunction and a DTC
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration -

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition

State of the engine |[Running

No active DTCs P0155, P2197, P2240, P2241, P2249, P2254, P2255, P2630, P2631

Malfunction Threshold

The VSB2 terminal voltage repeatedly fluctuates from a value above 4.8 V to a value below 3.4 V, at least 1!
times.

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2249 (156): ADVANCED DIAGNOSTICS

DTC P2249: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) VCENT LINE LOW
VOLTAGE
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Fig. 234: Front Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The front air/fuel ratio (A/F) sensor (bank 2, sensor 1) is installed in the exhaust manifold and detects oxyge
content in the exhaust gas. The front A/F sensor transmits a signal to the powertrain control module (F

PCM controls fuel injection duration by comparing the target air/fuel ratio with the front A/F sensor signal. T
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

If the IPB2 terminal voltage is a specified value or more, and the VCENTB2 terminal voltage is less than the
specified value, the PCM detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or mo@é, 85 seconds or mdre

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)
(1) After the sensor becomes active

(2) Before the sensor becomes active
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Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
VSB2 terminal voltage 0.3V 15V
State of the engine Running
No active DTCs P0155, P2197, P2240, P2241, P2247, P2254, P2255, P2630, P2631

Malfunction Threshold
The IPB2 input terminal voltage is 1.0 V or less for at least 5 seconds* (85 seconds)**.
Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2251 (155): ADVANCED DIAGNOSTICS

DTC P2251: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) VS LINE HIGH
VOLTAGE
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Fig. 235: Rear Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxyger
content in the exhaust gas. The rear A/F sensor transmits a signal to the powertrain control module (PCM). ]
PCM controls fuel injection duration by comparing the target air/fuel ratio with the rear A/F sensor signal. Thg
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

When the VSB1 terminal voltage and the PCM internal signal voltage are more than a specified value for mg
than a predetermined time, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
1 1
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Condition
State of the engine |[Running
No active DTCs P0135, P2195, P2237, P2238, P2243, P2245, P2252, P2627, P2628

Malfunction Threshold

The VSB1 terminal voltage is 6.0 V or more, and the PCM internal signal voltage is 4.6 V or more, for i
seconds.

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2252 (155): ADVANCED DIAGNOSTICS

DTC P2252: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) VS LINE LOW
VOLTAGE
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Fig. 236: Rear Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxyger
content in the exhaust gas. The rear A/F sensor transmits a signal to the powertrain control module (PCM). ]
PCM controls fuel injection duration by comparing the target air/fuel ratio with the rear A/F sensor signal. Thg
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

When the VSB1 terminal voltage is less than the specified value and the IPB1 terminal voltage is more than
specified value for more than a set time, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
1
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Condition Minimum Maximum
Battery voltage 105V -
Engine coolant temperature|68 °F (20 °C) -
State of the engine Running
No active DTCs P0135, P2195, P2237, P2238, P2243, P2245, P2251, P2627, P2628

Malfunction Threshold
The VSB1 terminal voltage is 0.4 V or less for at least 5 seconds.
Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2254 (156): ADVANCED DIAGNOSTICS

DTC P2254: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) VS LINE HIGH
VOLTAGE
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Fig. 237: Front Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The front air/fuel ratio (A/F) sensor (bank 2, sensor 1) is installed in the exhaust manifold and detects oxyge
content in the exhaust gas. The front A/F sensor transmits a signal to the powertrain control module (F

PCM controls fuel injection duration by comparing the target air/fuel ratio with the front A/F sensor signal. T
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

When the VSB2 terminal voltage and the PCM internal signal voltage are more than a specified value for mg
than a predetermined time, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
1 1
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Condition
State of the engine |[Running
No active DTCs P0155, P2197, P2240, P2241, P2247, P2249, P2255, P2630, P2631

Malfunction Threshold

The VSB2 terminal voltage is 6.0 V or more, and the PCM internal signal voltage is 4.6 V or more, for i
seconds.

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2255 (156): ADVANCED DIAGNOSTICS

DTC P2255: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) VS LINE LOW
VOLTAGE
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Fig. 238: Front Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The front air/fuel ratio (A/F) sensor (bank 2, sensor 1) is installed in the exhaust manifold and detects oxyge
content in the exhaust gas. The front A/F sensor transmits a signal to the powertrain control module (F

PCM controls fuel injection duration by comparing the target air/fuel ratio with the front A/F sensor signal. T
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

When the VSB2 terminal voltage is less than the specified value and the IPB2 terminal voltage is more than
specified value for more than a set time, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 5 seconds or mo@é, 85 seconds or mdre

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)
(1) After the sensor becomes active

(2) Before the sensor becomes active
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Enable Conditions

ENABLE CONDITIONS
Condition

State of the engine |Running

No active DTCs P0155, P2197, P2240, P2241, P2247, P2249, P2254, P2630, P2631

Malfunction Threshold

The VSB2 terminal voltage is 0.3 V or less, and the IPB2 terminal voltage is 1.0 V or more, for at least 5
seconds* (85 seconds)**.

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle for 2 minutes.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2270 (161): ADVANCED DIAGNOSTICS

DTC P2270: REAR SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 1,
SENSOR 2)) CIRCUIT SIGNAL STUCK LEAN
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Fig. 239: Air Fuel Ratio - Graph

General Description

The rear secondary HO2S (bank 1, sensor 2) detects the oxygen concentration in the exhaust gas dov

the three-way catalyst (TWC). The rear sensor output voltage characteristics are similar to the air/fuel ratio
(A/F) sensor. The oxygen concentration is detected after the TWC during fuel feedback control using the A/R
sensor, and it optimizes the fuel feedback control to maximize the effect of the TWC. If, after current is applig
to the rear secondary HO2S heater, the rear secondary HO2S does not fluctuate and the output is stuck with
the specified area, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 29.5 seconds or less

DTC Type Two drive cycles, MIL ON
OBD Status  |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
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Elapsed time that secondary H(Q
activity is not monitored after |20 seconds -
starting the engine
Elapsed time after the fuel cut-off 150 seconds
Engine coolant temperature 156°F (69°C) -
Intake air temperature 0°F (-18°C) -
Engine speed 1,150 rpm 1,900 rpm
MAP value 22 kPa (6.3 in.Hg, 160 mmHg) (73 kPa (21.6 in.Hg, 550 mmHgQ)
Vehicle speed 30 mph (48 km/h) -
Fuel trim 0.73 1.47
Fuel feedback Closed loop
P0107, PO108, PO111, P0O112, PO113, P0117, P0118, PO133, PO134,

P0135, P0137, P0138, P0141, P0171, P0172, P0201, P0202, PO203,
P0204, PO300, P0301, P0302, PO303, P0304, PO305, P0306, PP335,
No active DTCs P0339, P0340, P0344, P0401, P0403, P0404, P0443, P0496, PO627,
P0641, PO657, P1077, P1078, P1128, P1129, P1172, P2195, PR237,
P2238, P2243, P2245, P2251, P2252, P2413, P2627, P2628, PR646,
P2647, P2648, P2649, P2A00

Malfunction Threshold

The rear secondary HO2S (bank 1, sensor 2) output voltage is 0.650 V or less.

Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.
2. Drive the vehicle at a steady speed of 35 mph (57 km/h) or more for at least 29.5 seconds.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the batt
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DTC P2271 (161): ADVANCED DIAGNOSTICS

DTC P2271: REAR SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 1,
SENSOR 2)) CIRCUIT SIGNAL STUCK RICH
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Fig. 240: Air Fuel Ratio - Graph

General Description

The rear secondary HO2S (bank 1, sensor 2) detects the oxygen concentration in the exhaust gas dov

the three-way catalyst (TWC). The rear sensor output voltage characteristics are similar to the air/fuel ratio
(A/F) sensor. The oxygen concentration is detected after the TWC during fuel feedback control using the A/R
sensor, and it optimizes the fuel feedback control to maximize the effect of the TWC. If, after current is appli¢
to the rear secondary HO2S heater, the rear secondary HO2S does not fluctuate and the output is stuck with
the specified area, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 29.5 seconds or less

DTC Type Two drive cycles, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION
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Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Elapsed time that secondary H(Q
activity is not monitored after |20 seconds -
starting the engine
Elapsed time after the fuel cut-off 150 seconds
Engine coolant temperature 156°F (69°C) -
Intake air temperature 0°F (-18°C) -
Engine speed 1,150 rpm 1,900 rpm
MAP value 22 kPa (6.3 in.Hg, 160 mmHg) (73 kPa (21.6 in.Hg, 550 mmHgQ)
Vehicle speed 30 mph (48 km/h) -
Fuel trim 0.73 1.47
Fuel feedback Closed loop

P0107, PO108, PO111, P0O112, PO113, P0117, P0118, PO133, PO134,

P0135, P0137, P0138, P0141, P0171, P0172, P0201, P0202, PO203,
P0204, PO300, P0301, P0302, PO303, P0304, PO305, P0306, PP335,
No active DTCs P0339, P0340, P0344, P0401, P0403, P0404, P0443, P0496, PO627,
P0641, PO657, P1077, P1078, P1128, P1129, P1172, P2195, PR237,
P2238, P2243, P2245, P2251, P2252, P2270, P2413, P2627, PR628,
P2646, P2647, P2648, P2649, P2A00

Malfunction Threshold
The rear secondary HO2S (bank 1, sensor 2) output voltage is 0.293 V or more.
Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.
2. Drive the vehicle at a steady speed of 35 mph (57 km/h) or more for at least 29.5 seconds.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
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runs

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P2272 (162): ADVANCED DIAGNOSTICS

DTC P2272: FRONT SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 2,
SENSOR 2)) CIRCUIT SIGNAL STUCK LEAN
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Fig. 241: Air Fuel Ratio - Graph

General Description

The front secondary HO2S (bank 2, sensor 2) detects the oxygen concentration in the exhaust gas downstre
of the three-way catalyst (TWC). The front sensor output voltage characteristics are similar to the air/fuel rati
(A/F) sensor. The oxygen concentration is detected after the TWC during fuel feedback control using the A/R
sensor, and it optimizes the fuel feedback control to maximize the effect of the TWC. If, after current is applig
to the front secondary HO2S heater, the front secondary HO2S does not fluctuate and the output is stuck wi
the specified area, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS
| | |
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Execution Once per driving cycle

Sequence None

Duration 29.5 seconds or less

DTC Type Two drive cycles, MIL ON

OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

starting the engine

Condition Minimum Maximum
Elapsed time that secondary H(Q
activity is not monitored after |20 seconds -

Elapsed time after the fuel cut-o

il

150 seconds

Engine coolant temperature

156°F (69°C)

Intake air temperature

0°F (-18°C)

Engine speed

1,150 rpm

1,900 rpm

MAP value 22 kPa (6.3 in.Hg, 160 mmHg) (73 kPa (21.6 in.Hg, 550 mmHg)
Vehicle speed 30 mph (48 km/h) -

Fuel trim 0.73 1.47

Fuel feedback Closed loop

No active DTCs

P2648, P2649, P2A03

PO155, PO157, P0158, P0O161, P0174, PO175, P0204, P0205,
P0300, PO301, P0302, PO303, P0304, P0305, P0306, PO335,
P0340, P0344, P0401, PO403, P0404, P0443, P0496, P0627,
P0657, P1077, P1078, P1128, P1129, P1174, P2197, P2240,
P2247, P2249, P2254, P2255, P2413, P2630, P2631, P2646,

P0107, PO108, PO111, PO112, PO113, PO117, PO118, PO153, P

0154,

P

0206,
339,
641,
241,
647,

Malfunction Threshold

The front secondary HO2S (bank 2, sensor 2) output voltage is 0.650 V or less.

Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.

2. Drive the vehicle at a steady speed of 35 mph (57 km/h) or more for at least 29.5 seconds.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

Conditions for illuminating the MIL
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When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM me
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P2273 (162): ADVANCED DIAGNOSTICS

DTC P2273: FRONT SECONDARY HEATED OXYGEN SENSOR (SECONDARY HO2S (BANK 2,
SENSOR 2)) CIRCUIT SIGNAL STUCK RICH
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Fig. 242: Air Fuel Ratio - Graph

General Description

The front secondary HO2S (bank 2, sensor 2) detects the oxygen concentration in the exhaust gas downstre
of the three-way catalyst (TWC). The front sensor output voltage characteristics are similar to the air/fuel rati
(A/F) sensor. The oxygen concentration is detected after the TWC during fuel feedback control using the A/R
sensor, and it optimizes the fuel feedback control to maximize the effect of the TWC. If, after current is
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to the front secondary HO2S heater, the front secondary HO2S does not fluctuate and the output is st
the specified area, a malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle

Sequence None

Duration 29.5 seconds or less

DTC Type Two drive cycles, MIL ON

OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

starting the engine

Condition Minimum Maximum
Elapsed time that secondary H(Q
activity is not monitored after |20 seconds -

Elapsed time after the fuel cut-off

150 seconds

Engine coolant temperature

156°F (69°C)

Intake air temperature

0°F (-18°C)

Engine speed

1,150 rpm

1,900 rpm

MAP value 22 kPa (6.3 in.Hg, 160 mmHg) (73 kPa (21.6 in.Hg, 550 mmHgQ)
Vehicle speed 30 mph (48 km/h) -

Fuel trim 0.73 1.47

Fuel feedback Closed loop

No active DTCs

P0107, PO108, PO111, PO112, PO113, PO117, PO118, PO153, P
P0155, P0157, P0158, P0161, P0174, P0175, P0204, P0205,
P0300, PO301, P0302, PO303, P0O304, P0305, PO306, PO335,
P0340, P0344, P0401, PO403, P0404, P0443, P0496, P0627,
PO657, P1077, P1078, P1128, P1129, P1174, P2197, P2240,
P2247, P2249, P2254, P2255, P2272, P2413, P2630, P2631,

P2647, P2648, P2649, P2A03

0154,
206,
339,
641,
241,
646,

Malfunction Threshold

The front secondary HO2S (bank 2, sensor 2) output voltage is 0.293 V or more.

Driving Pattern

1. Start the engine. Let it idle until the radiator fan comes on.

2. Drive the vehicle at a steady speed of 35 mph (57 km/h) or more for at least 29.5 ¢
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o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P2279 (109): ADVANCED DIAGNOSTICS

DTC P2279: INTAKE AIR SYSTEM LEAK

PCV VALVE

— INTAKE MAMIFOLD

il

BREATHER PIPE

PCV VALVE

- BLOW-BY VAPOR
==:FRESH AIR

P2270-0370

Fig. 243: Identifying Intake Air System Components
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Fig. 244: Intake Air - Graph

General Description

The positive crankcase ventilation (PCV) system reduces hydrocarbons (HC). The PCV system recirculates
unburned air/fuel mixture (blow-by vapor) into the intake manifold so that it is drawn into the engine and
burned, thus reducing HC. If the PCV hose comes off while air is supplied mainly via the idle control system
with the throttle closed, the amount of air supplied to the engine is considerably more than the amount of air
idle control system supplies.

The powertrain control module (PCM) estimates the amount of air supplied to the engine while the throttle
valve is fully closed, and if the estimated amount is more than the upper limit, it detects a malfunction and a
DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle

Sequence None

Duration 22 seconds or more

DTC Type Two drive cycles, MIL ON

OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Elapsed time after starting the (15 seconds -
engine
Engine coolant temperature 156°F (69°C) -
Intake air temperature 32°F (0°C) -
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MAP value - 73 kPa (21.6 in.Hg, 550 mmHg)
Battery voltage 105V -

Fuel trim 0.73 1.47

Fuel feedback Closed loop

P0107, PO108, PO112, PO113, PO117, PO118, P0122, PO123, PO171,
P0O172, PO174, PO175, P0201, P0202, P0203, P0204, P0205, PP206,
P0222, P0223, PO300, PO301, P0302, PO303, P0304, PO305, PP306,
No active DTCs P0401, PO403, P0404, P0443, P0496, P0627, PO641, P1109, P[1128,
P1129, P2101, P2108, P2118, P2122, P2123, P2127, P2128, PR135,
P2138, P2176, P2227, P2228, P2229, P2413, P2646, P2647, PR648,
P2649, U0107

Other At idle

Malfunction Threshold
Either of these conditions is met.

e The estimated volume of intake air is 150 I/min (158.6 US qt/min, 132.0 Imp gt/min) or more when the
MAP value is 48 kPa (14.2 in.Hg, 360 mmHg).

e The estimated volume of intake air is 120 I/min (126.9 US qt/min, 105.6 Imp gt/min) or more when the
MAP value is 62 kPa (18.2 in.Hg, 460 mmHg).

Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Letthe engine idle for at least 22 seconds.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P2413 (12): ADVANCED DIAGNOSTICS
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DTC P2413: EXHAUST GAS RECIRCULATION (EGR) SYSTEM MALFUNCTION

Malfunction Determination

Commanded EGR valve lift

EGR Valve Lift
inch {(mm)
|

--------------------------------- Threshold

|- -------------------------------------- Failure area

EGR valve sensor output

P2413-0370

Fig. 245: EGR Valve Sensor Output And Valve Lifting Position Graph

General Description

The exhaust gas recirculation (EGR) valve, which is controlled by the powertrain control module (PCM), is
opened and the exhaust gas flows from the exhaust manifold through the EGR valve and the intake manifolg
and the EGR passage. The exhaust gas is circulated into the air/fuel mixture and the mixture is drawn into th
combustion chamber to lower the combustion temperatures, thus reducing oxides of nitrogen (NOx) emissio

A sensor (lift sensor) is built into the EGR valve and detects the amount of valve lift. The command value for
the target valve lift is stored in the PCM so that exhaust gas recirculation can be optimized according to drivi
conditions.

Comparing this command value with the lift sensor output signal value, the PCM controls the EGR valve to
make the amount of actual valve lift equal to the command value.

If the valve sensor output is insufficient for the commanded valve lift, a malfunction is detected.
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 5 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status  |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION
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Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum

Engine speed 4,000 rpm

Battery voltage|10.5 V -

Commanded 0.040 in. (1.00 mm) ]

EGR valve lift

P0107, P0108, P0O112, P0O113, P0117, P0118, P0134, P0135, P0154, P0O155, POB35,
P0339, P0401, P0403, P0406, P0641, P0651, P0657, P1128, P1129, P1172, P1]174,
2195, P2197, P2237, P2238, P2240, P2241, P2243, P2245, P2247, P2249, P2p51,
P2252, P2254, P2255, P2627, P2628, P2630, P2631

No active DTC

Malfunction Threshold
If the actual valve lift is 0.006 in. (0.15 mm) or less for at least 5 seconds, the valve is considered stuck close
Confirmation Procedure with the HDS

Do the EGR TEST in the INSPECTION MENU with the HDS.
Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Drive the vehicle at a speed between 15 - 75 mph (24 - 120 km/h) for at least 5 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL
When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL
The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die

runs. The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tg
Clear command or by disconnecting the battery.

DTC P2422 (117): ADVANCED DIAGNOSTICS

DTC P2422: EVAPORATIVE EMISSION (EVAP) CANISTER VENT SHUT VALVE CLOSED
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MALFUNCTION

FTP Sensor Output and Purge Flow
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Fig. 246: FTP Sensor Output And Purge Flow Graph

Malfunction Judgment Flowchart of FTP Sensor and EVAP Canister Vent Shut Valve
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Fig. 247: FTP Sensor And EVAP Canister Vent Shut Valve Flow Chart

General Description

The fuel tank pressure (FTP) sensor output indicates about atmospheric pressure 0 kPa (0 in.Hg,




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

before purge starts since the evaporative emission (EVAP) canister vent shut valve is normally oper
the atmosphere). The sensor indicates a negative pressure value (vacuum) during purging.

When the FTP sensor indicates vacuum after starting the engine, there is the possibility of an FTP sensor z¢
point shift failure or an EVAP canister vent shut valve stuck closed failure. So the powertrain control module
(PCM) monitors the FTP sensor output after purge starts. The PCM detects a malfunction of the EVAP canis
vent shut valve if the output indicates excessive vacuum.

However, if the fuel tank internal pressure is below the specified value (excessive vacuum is detected) when
starting the engine, the malfunction detection should be done as follows because it is difficult to distinguish t
FTP sensor range problem (P1454) from the EVAP canister vent shut valve stuck closed (P2422).

1. If neither Temporary DTC (P1454 nor P2422) is stored, both DTCs are stored.

2. If both Temporary DTCs (P1454 and P2422) are stored and excessive vacuum is detected, both DTCs
stored.

3. If either Temporary DTC (P1454 or P2422) is stored and excessive vacuum is detected, the PCM storz¢
the DTC of the Temporary DTC that was stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 3.04 seconds or mdre

DTC Type Two drive cycles, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

(1) Elapsed time after the FTP sensor output exceeds the malfunction threshold.

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Elapsed time after starting the (10 seconds -
engind?)
Time to judge excessive negatiy8 seconds -
pressurg”
Engine coolant temperatifé  |140°F (60°C) -
Fuel tank pressuf® - -2 kPa (-0.4 in.Hg, -10 mmHg)
Battery voltage 105V -
Fuel trim 0.73 1.47
Fuel feedback Closed loop
Monitoring priority P0455, P0457, P0497




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

P0107,P0108,P0116,P0117,P0118,P0125,P0134,P0135,EEIS4,
P0155, P0335, P0339, P0443, P0451, P0452, P0453, P0496, PO498,
P0499, P0O641, P0651, PO657, P1109, P1116, P1128, P1129, P1172,
P1174, P2195, P2197, P2227, P2228, P2229, P2237, P2238, PR240,
P2241, P2243, P2245, P2247, P2249, P2251, P2252, P2254, PR255,
P2627, P2628, P2630, P2631

(1) Excessive negative pressure is detected.

No active DTCs

(2) Condition to start the purge control.

Malfunction Threshold

The output from the fuel tank pressure sensor is -4 kPa (-1.0 in.Hg, -25 mmHg) or less for at least 3.04 seco
Confirmation Procedure with the HDS

Do the EVAP CVS ON in the INSPECTION MENU with the HDS.

Driving Pattern

Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator fan
comes on, then let it idle.

Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze

frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P2552 (40): ADVANCED DIAGNOSTICS

DTC P2552: THROTTLE ACTUATOR CONTROL MODULE RELAY MALFUNCTION
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Fig. 248: Throttle Actuator Control Module Circuit Diagram

General Description

The electronic throttle control system controls the throttle valve opening. The system is composed of tl

actuator, the throttle valve, throttle position (TP) sensors A and B, the throttle actuator control module, the
throttle actuator control module relay in the throttle body, the accelerator pedal position (APP) sensor, and t
powertrain control module (PCM).

The accelerator pedal position (APP) sensor is operated via the throttle cable to determine the accelerator
opening value when the driver presses the accelerator pedal. The accelerator pedal opening value is ¢

a signal in the APP sensor, transmitted to the powertrain control module (PCM), and then transmitted to the
throttle actuator control module.

The throttle actuator control module determines the throttle valve target position according to the signal
received and operates the throttle actuator to move the throttle valve to the target position. The actual throttl
valve position is determined by TP sensors A and B installed in the throttle body.

The PCM detects the malfunction of the throttle actuator control module relay ON, and a DTC is stored if the
serial signal from the throttle actuator control module is input for more than a set time after the throttle actua
control module relay is turned OFF and throttle actuator control module operation is ¢
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Monitor Execution, Sequence, Duration, DTC Type, OBD Statt

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None

Duration 2.0 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 8.0V -
Ignition switch OFF
No active DTCs P1684, P2101, P2108, P2118, P2135, P2176, U0107

Malfunction Threshold

The serial signal is input from the throttle actuator control module for at least 2.0 seconds after the throttle
actuator control module relay is turned OFF.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2610 (132): ADVANCED DIAGNOSTICS

DTC P2610: POWERTRAIN CONTROL MODULE (PCM) INTERNAL POWER OFF TIMER
PERFORMANCE PROBLEM
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Fig. 249: Powertrain Control Module Circuit Diagram

General Description

The powertrain control module (PCM) has a built-in power off timer that measures the duration of time from
ignition off to the next ignition on. The measured duration is used for EVAP leak detection and temperature
assumption of the catalytic converter.

The CPU in the PCM accesses the power off timer when reading the measured duration. When the access
process fails, a malfunction is detected and a DTC is stored. When an abnormality is found in the read data,
malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 10 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition
Ignition switch oN®)
(1) Ignition switch on when a battery is disconnected and connected again is excluded.

Malfunction Threshold

The access process to the power off timer fails, or a malfunction is found in the read data for at least 10 sec(

Diagnosis Details
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Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2627 (155): ADVANCED DIAGNOSTICS

DTC P2627: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) LABEL CIRCUIT LOW
VOLTAGE
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Fig. 250: Rear Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxygen
content in the exhaust gas. The rear A/F sensor transmits a signal to the powertrain control module (PCM). ]
PCM controls fuel injection duration by comparing the target air/fuel ratio with the rear A/F sensor signal. Thg
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and t
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and it enables overall feedback con

The rear A/F sensor (bank 1, sensor 1) has a built-in LABEL resistance to regulate the difference of the sens
characteristics. The PCM reads the resistance to regulate the difference properly. If the LABEL resistance
(VLBLB1 signal voltage) is a set value or less, the PCM detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition

Ignition switch ON

No active DTCs [P0135, P2195, P2237, P2238, P2243, P2245, P2251, P2252, P2628

Malfunction Threshold

The VLBLB1 voltage is 0.3 V or less for at least 5 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2628 (155): ADVANCED DIAGNOSTICS

DTC P2628: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1) LABEL CIRCUIT HIGH
VOLTAGE
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Fig. 251: Rear Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxyger
content in the exhaust gas. The rear A/F sensor transmits a signal to the powertrain control module (PCM). ]
PCM controls fuel injection duration by comparing the target air/fuel ratio with the rear A/F sensor signal. Thg
sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

The rear A/F sensor (bank 1, sensor 1) has a built-in LABEL resistance to regulate the differences of the ser
characteristics. The PCM reads the resistance to regulate the difference properly. If the LABEL resistance
(VLBLB1 signal voltage) is a set value or more, the PCM detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions
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ENABLE CONDITIONS
Condition

Ignition switch ON

No active DTCs [P0135, P2195, P2237, P2238, P2243, P2245, P2251, P2252, P2627

Malfunction Threshold

The VLBLB1 voltage is 4.7 VV or more for at least 5 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2630 (156): ADVANCED DIAGNOSTICS

DTC P2630: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) LABEL CIRCUIT
LOW VOLTAGE
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Fig. 252: Front Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The front air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxyge
content in the exhaust gas. The front A/F sensor transmits a signal to the powertrain control module (F

PCM controls fuel injection duration by comparing the target air/fuel ratio with the front A/F sensor signal. T

sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

The front A/F sensor (bank 1, sensor 1) has a bulllABEL resistance to regulate the differences of the s
characteristics. The PCM reads the resistance to regulate the difference properly. If the LABEL resistance
(VLBLB2 signal voltage) is a set value or less, the PCM detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions
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ENABLE CONDITIONS
Condition

Ignition switch ON

No active DTCs [P0155, P2197, P2240, P2241, P2247, P2249, P2254, P2255, P2631

Malfunction Threshold

The VLBLB2 voltage is 0.3 V or less for at least 5 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2631 (156): ADVANCED DIAGNOSTICS

DTC P2631: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1) LABEL CIRCUIT
HIGH VOLTAGE
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Fig. 253: Front Air/Fuel Ratio (A/F) Sensor Circuit Diagram

General Description

The front air/fuel ratio (A/F) sensor (bank 1, sensor 1) is installed in the exhaust manifold and detects oxyge
content in the exhaust gas. The front A/F sensor transmits a signal to the powertrain control module (F

PCM controls fuel injection duration by comparing the target air/fuel ratio with the front A/F sensor signal. T

sensor includes the VS cell, the pump cell, the atmospheric reference cavity, the diffusion layer, and the hea
and it enables overall feedback control.

The front A/F sensor (bank 1, sensor 1) has a bulllABEL resistance to regulate the differences of the s
characteristics. The PCM reads the resistance to regulate the difference properly. If the LABEL resistance
(VLBLBZ2 signal voltage) is a set value or more, the PCM detects a malfunction and stores a DTC.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 5 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions
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ENABLE CONDITIONS
Condition

Ignition switch

No active DTCs

ON
PO155, P2197, P2240, P2241, P2247, P2249, P2254, P2255, P2630

Malfunction Threshold

The VLBLB2 voltage is 4.7 VV or more for at least 5 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2646 (22): ADVANCED DIAGNOSTICS

DTC P2646: ROCKER ARM OIL PRESSURE SWITCH (VTEC OIL PRESSURE SWITCH) CIRCUIT
LOW VOLTAGE

Low VTEC Range: Normal

Rocker Arm Oil Control Sclenoid
{VTEC Sclenocid Valve): OFF

Rocker Arm Qil Pressure Switch
{VTEC Oil Pressure Switch): ON
-

e []

+ To Camshaft
I il Pressure: Low

From Gil Pump

To PCM

il

High VTEC Range: Normal

Rocker Arm Qil Control Solenoid
(VTEC Solenoid Walve): ON

\ Rocker Arm Oil Pressure Switch
(VTEC Oil Pressure Switch): OFF
‘,.:"

To PCM

——= To Camshaft

Oil Pressure: High

From Oil Pump

P2E468-0671

Fig. 254: Low And High VTEC Range Graph

ROCKER ARM OIL PRESSURE SWITCH REFERENCE CHART
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Rocker Arm Oil Pressure Switch (VTEC Oil

Logic Decision Pressure Switch)
'ON' 'OFF'
Rocker Arm Oil Control Solenoid (VTEC Solenoid .
Valve) Command 'ON' Failure Normal
Rocker Arm Qil Control Solenoid (VTEC Solenoid Normal Failure

Valve) Command 'OFF'

General Description

The VTEC system activates the rocker arm oil control solenoid (VTEC solenoid valve) by command from the
powertrain control module (PCM), and it charges/discharges the hydraulic circuit of the VTEC mechanism th
switches valve timing between Low and High. The PCM monitors oil pressure in the hydraulic circuit of the
VTEC mechanism using the rocker arm oil pressure switch (VTEC oil pressure switch) downstream of the
rocker arm oil control solenoid (VTEC solenoid valve). If there is a difference between the oil pressure
condition in the hydraulic circuit that is determined by the PCM command and the oil pressure condition that
determined by the status of the rocker arm oil pressure switch (VTEC oil pressure switch), the system is
considered faulty, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 7 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Engine coolant temperature 50 °F (10 °C) -
Engine speed (High lift cam operation) 4,200 rpm -
Vehicle speed 7 mph (10 km/h) -
Battery voltage 105V -
Gear position Other than P or N position
No active DTCs P1109, P2227, P2228, P2229, P2648, P2649

Malfunction Threshold

When the rocker arm oil control solenoid (VTEC solenoid valve) is ON, the rocker arm oil pressure switch
(VTEC oil pressure switch) remains C
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Confirmation Procedure with the HDS
Do the VTEC TEST in the INSPECTION MENU with the HDS.
Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Drive the vehicle in a lower gear at 4,200 rpm or more for at least 7 seconds.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2647 (22): ADVANCED DIAGNOSTICS

DTC P2647: ROCKER ARM OIL PRESSURE SWITCH (VTEC OIL PRESSURE SWITCH) CIRCUIT
HIGH VOLTAGE

Low VTEC Range: Normal High VTEC Range: Normal
Rocker Arm Oil Control Sclenoid Rocker Arm Qil Control Solenoid
{VTEC Sclenocid Valve): OFF (VTEC Solenoid Walve): ON
Rocker Arm Oil Pressure Switch \ Rocker Arm Oil Pressure Switch
[VTEC Gil Pressure Switch): ON [VTEC Qil Pressure Switch): OFF
e "
z_r% [ ] To PCM To PCM
« To Camshaft | To Camshaft
\
il Pressure: Low 0il Pressure: High
From Gil Pump From Qil Pump

P2646-0671

Fia 255 | ow And Hiaoh VTEC Ranae Granh
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ROCKER ARM OIL PRESSURE SWITCH REFERENCE CHART

Rocker Arm QOil Pressure Switch (VTEC Oil
Logic Decision Pressure Switch)

'ON' 'OFF'

Rocker Arm Oil Control Solenoid (VTEC Solenoid
Valve) Command 'ON’

Rocker Arm Qil Control Solenoid (VTEC Solenoid
Valve) Command 'OFF'

Failure Normal

Normal Failure

General Description

The VTEC system activates the rocker arm oil control solenoid (VTEC solenoid valve) by command from the
powertrain control module (PCM), and it charges/discharges the hydraulic circuit of the VTEC mechanism th
switches valve timing between Low and High. The PCM monitors oil pressure in the hydraulic circuit of the
VTEC mechanism using the rocker arm oil pressure switch (VTEC olil pressure switch) downstream of the
rocker arm oil control solenoid (VTEC solenoid valve). If there is a difference between the oil pressure
condition in the hydraulic circuit that is determined by the PCM command and the oil pressure condition that
determined by the status of the rocker arm oil pressure switch (VTEC oil pressure switch), the system is
considered faulty, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution One per driving cycle
Sequence None
Duration 7 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 105V -
No active DTCs P1109, P2227, P2228, P2229, P2648, P2649
Other At idle

Malfunction Threshold

When the rocker arm oil control solenoid (VTEC solenoid valve) is OFF, the rocker arm oil pressure switch
(VTEC oil pressure switch) remains OFF.

Confirmation Procedure with the HDS

Do the VTEC TEST in the INSPECTION MENU with the HI
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Driving Pattern

Start the engine, and let it idle for at least 7 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2648 (21): ADVANCED DIAGNOSTICS

DTC P2648: ROCKER ARM OIL CONTROL SOLENOID (VTEC SOLENOID VALVE) CIRCUIT
LOW VOLTAGE

IGP
ok
———»(n | ROCKER ARM OIL
CONTROL SOLENOID
(VTEC SOLENOID VALVE)
2 ouT VTS
S *m——l
]
INTELLIGENT PRE-DRIVER -

PCM
P2E48-0806

Fig. 256: Rocker Arm Qil Control Solenoid Circuit Diagram

General Description

The VTEC system switches the valve timing by opening and closing the oil passage to the high/low camshaf
switching mechanism. The rocker arm oil control solenoid (VTEC solenoid valve), controlled by the po
control module (PCM), opens and closes the oil passage, which controls VTEC operation.

The intelligent pre-driver drives the rocker arm oil control solenoid (VTEC solenoid valve) by receiving the
drive direction output at the CPU in the PCM. When the rocker arm oil control solenoid (VTEC solenoid valvg
output is OFF (low) and this condition continues for a certain time or more in response to the rocke
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control solenoid (VTEC solenoid valve) ON (high) drive instruction to the intellige-driver, a malfunctiot
is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1.2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 100V -
No active DTCs P2649

Malfunction Threshold

The return signal is OFF (low) for at least 1.2 seconds when the PCM outputs the ON (high) signal to t
arm oil control solenoid (VTEC solenoid valve).

Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator,
fan comes on.

2. Drive the vehicle in a lower gear at 4,200 rpm or more for at least 7 seconds.
o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnectina the batte
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DTC P2649 (21): ADVANCED DIAGNOSTICS

DTC P2649: ROCKER ARM OIL CONTROL SOLENOID (VTEC SOLENOID VALVE) CIRCUIT
HIGH VOLTAGE

IGP
=
———»{in | ROCKER ARM OIL
CONTROL SOLENOID
(VTEC SOLENOID VALVE)
ey ouT VTS
A *m——l
-
INTELLIGENT PRE-DRIVER =

PCM
P2E48-0806

Fig. 257: Rocker Arm Qil Control Solenoid Circuit Diagram

General Description

The VTEC system switches the valve timing by opening and closing the oil passage to the high/low camshaf
switching mechanism. The rocker arm oil control solenoid (VTEC solenoid valve), controlled by the po
control module (PCM), opens and closes the oil passage, which controls VTEC operation.

The intelligent pre-driver drives the rocker arm oil control solenoid (VTEC solenoid valve) by receiving the
driving direction output at the CPU in the PCM. When the rocker arm oil control solenoid (VTEC solenoid
valve) output is ON (high) and this condition continues for a certain time or more in response to the rocker a
oil control solenoid (VTEC solenoid valve) OFF (low) driving instruction to the intelligent pre-driver, a
malfunction is detected and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1.2 seconds or more

DTC Type One drive cycle, MIL ON
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
Battery voltage 100V -
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State of the engine Running
No active DTCs P2648

Malfunction Threshold

The return signal is ON (high) for at least 1.2 seconds when the PCM outputs the OFF (low) signal to t
arm oil control solenoid (VTEC solenoid valve).

Driving Pattern

Start the engine, and let it idle for at least 7 seconds.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2769 (1): ADVANCED DIAGNOSTICS

DTC P2769: SHORT IN TORQUE CONVERTER CLUTCH SOLENOID VALVE CIRCUIT

TORGQUE CONVERTER
CLUTCH SOLENOID
T VALVE
COMMAND—=| poneno ic .
RETURN CIRCUIT -
SIGNAL
PCM

P1753-8801

Fig. 258: Torgue Converter Clutch Solenoid Valve Circuit Diagram

General Description

The torque converter clutch solenoid valve switches the hydraulic circuit to engage/disengage the torque
converter clutch. When the torque converter clutch solenoid valve is turned ON, hydraulic pressure is i
the torque converter clutch. When the torque converter clutch solenoid valve is turned OFF, hydraulic




2006 Acura MDX
2006 ENGINE PERFORMANCE Advanced Diagnostics - MDX

to the torque converter clutch is interrupted. The powertrain control module (PCM) commands the driv
to turn on the torque converter clutch solenoid valve. The circuit diagnoses malfunctions such as a circuit sh
or open, and sends back a return signal during the PCM's command. When the return signal does not matcHh
PCM command, a malfunction is detected by the PCM. The malfunction is detected when the return si

not match the PCM command to turn ON the torque converter clutch solenoid valve, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery 110V )
voltage
No active P0746, PO747, PO751, PO777, P0962, P0963, P0966, P0967, P0970, P0971, P09
DTCs P0976, P0977, P0979, P0980, P2770

Malfunction Threshold

The return signal does not match the command to turn ON the torque converter clutch solenoid valve 1
1 second.

Driving Pattern

1. Start the engine. Hold the engine at 3,000 rpm with no load (in park or neutral) until the radiator fan
comes on.

2. Drive the vehicle at a steady speed of 37 mph (60 km/h) until the transmission shifts into 5th gear in D
position with a constant throttle position.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL
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The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2770 (1): ADVANCED DIAGNOSTICS

DTC P2770: OPEN IN TORQUE CONVERTER CLUTCH SOLENOID VALVE CIRCUIT

TORGQUE CONVERTER
CLUTCH SOLENOID
T VALVE
COMMAND—»| ponen i .
RETURN CIRCUIT - l
SIGNAL

PCM

P1753-8801

Fig. 259: Torque Converter Clutch Solenoid Valve Circuit Diagram

General Description

The torque converter clutch solenoid valve switches the hydraulic circuit to engage/disengage the torque
converter clutch. When the torque converter clutch solenoid valve is turned ON, hydraulic pressure is i
the torque converter clutch. When the torque converter clutch solenoid valve is turned OFF, hydraulic presst
to the torque converter clutch is interrupted. The powertrain control module (PCM) commands the driv

to turn on the torque converter clutch solenoid valve. The circuit diagnoses malfunctions such as a circuit sh
or open, and sends back a return signal during the PCM's command. When the return signal does not matcHh
PCM command, a malfunction is detected by the PCM. The malfunction is detected when the return si

not match the PCM command to turn OFF the torque converter clutch solenoid valve, and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous
Sequence None
Duration 1 second or more

DTC Type One drive cycle, MIL ON, D5 indicator blinks
OBD Status PASSED/FAILED/NOT COMPLETED (STILL TESTING)

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
|Battery voltageéll.0 V -
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State of the .

engine Running

No active P0O746, PO747, PO751, PO777, P0O962, P0963, P0966, P0O967, P0O970, P0971, P0%973,
DTCs P0974, P0976, PO977, P0O979, PO980, P2769

Malfunction Threshold

The return signal does not match the command to turn OFF the torque converter clutch solenoid valve for at
least 1 second.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC P2A00 (157): ADVANCED DIAGNOSTICS

DTC P2A00: REAR AIR/FUEL RATIO (A/F) SENSOR (BANK 1, SENSOR 1)
RANGE/PERFORMANCE PROBLEM

High |
Rich Side Deviation
II
II
= | :
L
AfF Sensor ¥
Rutput Voitage: (V) T "~ Normal Characteristic
- - Lean Side Deviation
R i Oxygen Concentration in Atmosphere
Low Let=---""" 1 I |
15 20 25 30

Oxygen Concentration in the Exhaust Gas (%)

P1164-8871

Fig. 260: A/F Sensor Output Voltage To Oxygen Concentration In Exhaust GasGraph
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General Descriptior

The rear air/fuel ratio (A/F) sensor (bank 1, sensor 1) has a linear signal output in relation to the oxygen
concentration. The powertrain control module (PCM) computes the air/fuel ratio from the rear A/F sensor
output voltage and uses the fuel feedback control to improve exhaust emissions. The PCM monitors the rea
A/F sensor output voltage during deceleration with the throttle fully closed, and if the output voltage deviates
greatly from normal oxygen concentration levels, it detects a malfunction and stores a DTC.

* Qutput to the scan tool exhibits a relationship between the rear A/F sensor output and oxygen concentratio
which is opposite to the characteristic shown in the graph. That is, a deviation toward the rich side increases
output voltage and one toward the lean side decreases the output voltage as the stoichiometric ratio is O.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle
Sequence None
Duration 5.3 seconds or more

DTC Type Two drive cycles, MIL ON
OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Elapsed time after starting the
engriJne 9 5 seconds -
Engine coolant temperature 157°F (69°C) -
Intake air temperature 0°F (-18°C) -
Engine speed - 2,300 rpm
Vehicle speed 30 mph (48 km/h) -
Fuel feedback During deceleration

P0112, PO113, P0117, P0118, P0122, P0123, P0133, P0134, PO135,

PO171, PO172, P0222, P0223, PO300, P0301, P0302, PO303, PO304,
P0305, PO306, P0443, P0496, P0627, P0641, PO657, P1109, P1172,
P2101, P2108, P2118, P2122, P2123, P2127, P2128, P2135, PR138,
P2176, P2195, P2227, P2228, P2229, P2237, P2238, P2243, PR245,
P2251, P2252, P2627, P2628, U0107

No active DTCs

Malfunction Threshold

The rear A/F sensor (bank 1, sensor 1) output voltage is 2.65 V or less, or 4.50 V or more.

Driving Pattern
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Fig. 261: Vehicle Speed Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|
fan comes on.

2. Drive the vehicle at a speed between 25 - 55 mph (40 - 88 km/h) for at least 5 minutes.
3. Then, drive immediately at a steady speed between 55 - 75 mph (88 - 120 km/h) for at least 10 seconc
4. Decelerate with the throttle valve fully closed for at least 9 seconds.

o If the EVAP monitor runs instead of the HO2S monitor, turn the engine off, then restart it, and the HO2
monitor will restart.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.
Diagnosis Details

Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC P2A03 (158): ADVANCED DIAGNOSTICS

DTC P2A03: FRONT AIR/FUEL RATIO (A/F) SENSOR (BANK 2, SENSOR 1)
RANGFEF/PERFORMANCE PROBI EM
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Fig. 262: A/F Sensor Output Voltage To Oxygen Concentration In Exhaust GasGraph

General Description

The front air/fuel ratio (A/F) sensor (bank 2, sensor 1) has a linear signal output in relation to the oxygen
concentration. The powertrain control module (PCM) computes the air/fuel ratio from the front A/F sensor
output voltage and uses the fuel feedback control to improve exhaust emissions. The PCM monitors the fron
A/F sensor output voltage during deceleration with the throttle fully closed, and if the output voltage deviates
greatly from normal oxygen concentration levels, it detects a malfunction and stores a DTC.

* Qutput to the scan tool exhibits a relationship between the front A/F sensor output and oxygen concentratic
which is opposite to the characteristic shown in the graph. That is, a deviation toward the rich side increases
output voltage and one toward the lean side decreases the output voltage as the stoichiometric ratio is O.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Once per driving cycle

Sequence None

Duration 5.3 seconds or more

DTC Type Two drive cycles, MIL ON

OBD Status |PASSED/FAILED/EXECUTING/OUT OF (TEST) CONDITION

Enable Conditions

ENABLE CONDITIONS

Condition

Minimum

Maximum

Elapsed time after starting the
engine

5 seconds -

Engine coolant temperature

157°F (69°C) -
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Intake air temperature

0°F (-18°C)

Engine speed

2,300 rpm

Vehicle speed

30 mph (48 km/h)

Fuel feedback

During decel

eration

No active DTCs

PO112, PO113, PO117, PO118, P0122, P0123, P0153, P0154,
PO174, PO175, P0222, P0223, PO300, P0301, P0302, PO303,
P0305, PO306, P0443, P0496, P0627, P0641, PO657, P1109,
P2101, P2108, P2118, P2122, P2123, P2127, P2128, P2135,
P2176, P2197, P2227, P2228, P2229, P2240, P2241, P2247,
P2254, P2255, P2630, P2631, U0107

155,
304,
174,
138,
249,

Malfunction Threshold

The front A/F sensor (bank 2, sensor 1) output voltage is 2.65 V or less, or 4.50 V or more.

Driving Pattern

75 mph —
(120 km/h)

. 50 mph
Vehicle [E’U kl'!"ll'!‘l}

Speed

25 mph —
{40 km/h)

1

!

/

.
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3
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Deceleration
with Throttle Valve
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L- Warm-up -—l

=5 min. or more =

Time

Fig. 263: A/F Sensor Driving Pattern

1. Start the engine. Hold the engine speed at 3,000 rpm without load (in Park or neutral) until the radiator|

fan comes on.

2.
3.
4.

o If the EVAP monitor runs instead of the HO2S monitor, turn the engine off, then restart it, and the HO2

monitor will restart.

o Drive the vehicle in this manner only if the traffic regulations and ambient conditions allow.

Diagnosis Details

~— 10 gec. or more —

Drive the vehicle at a speed between 25 - 55 mph (40 - 88 km/h) for at least 5 minutes.
Then, drive immediately at a steady speed between 55 - 75 mph (88 - 120 km/h) for at least 10 seconc
Decelerate with the throttle valve fully closed for at least 9 seconds.

~— 9 gec. of more —=

P2ADD-0551
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Conditions for illuminating the MIL

When a malfunction is detected during the first drive cycle, a Temporary DTC is stored in the PCM memory.
the malfunction recurs during the next (second) drive cycle, the MIL comes on and the DTC and the freeze
frame data are stored.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, the Temporary DTC, and the freeze frame data can be cleared by using the scan tool Cle
command or by disconnecting the battery.

DTC U0073 (126): ADVANCED DIAGNOSTICS

DTC U0073: FCAN MALFUNCTION (BUS-OFF)

j}— VTM-4 CONTROL UNIT
y \1 CANH

{ L

=
-_—

{ ;"

PCM L

CANL

——t

VSA MODULATOR
CONTROL UMNIT

Uo073-0504

Fig. 264: FCAN Malfunction (BUS-OFF) Circuit Diagram

General Description

The controller area network (CAN) transmits/receives pulsing signals to/from the control modules
simultaneously by using two signal lines (CANH and CANL).

When the powertrain control module (PCM) does not receive the signals via the CAN lines for more t
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time, the PCM detects a malfunction and a DTC is st
Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or more

DTC Type One drive cycle, MIL OFF
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
Battery voltage 10.0V -

Malfunction Threshold
No signals via the CAN lines are received for at least 1 se

Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Ml
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC U0107 (30): ADVANCED DIAGNOSTICS

DTC U0107: LOST COMMUNICATION WITH THROTTLE ACTUATOR CONTROL MODULE
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f_t: 57 SEDF

PCM

)

U107-0303

Fig. 265: Throttle Actuator Control Module Communication Diagram

General Description

The powertrain control module (PCM) uses the serial signal line for two-way communication with the throttle
actuator control module.

The PCM transmits the accelerator pedal position signal, etc., to the throttle actuator module, and the throttl
actuator control module transmits the actual throttle valve position signal, a malfunction signal, etc., to the
PCM.

When no serial signals from the throttle actuator control module are received or the serial signals are abnorn
for more than a set time, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 0.25 seconds or more
DTC Type One drive cycle, MIL ON
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS

Condition Minimum Maximum
Battery voltage 8.0V -
Elapsed time after starting throttle actuator control module |1 second -
No active DTCs P2101, P2108, P2118, P2135, P217¢
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Malfunction Threshold
One of these conditions mentioned below must be met for at least 0.25 seconds.

o No serial signals from the throttle actuator control module are detected.
o The serial signals from the throttle actuator control module are abnormal.

Diagnosis Details
Conditions for illuminating the MIL

When a malfunction is detected, the MIL comes on and the DTC and the freeze frame data are stored in the
PCM memory.

Conditions for clearing the MIL

The MIL will be cleared if the malfunction does not recur during three consecutive trips in which the die
runs.

The MIL, the DTC, and the freeze frame data can be cleared by using the scan tool Clear command or by
disconnecting the battery.

DTC U0114 (126): ADVANCED DIAGNOSTICS

DTC U0114: FCAN MALFUNCTION (VTM-4 CONTROL UNIT-PCM)

VSA CONTROL
UNIT
¢ CANH
r
¢ CANL
1]
PCM — VTM-4 CONTROL
2 UNIT

Uot14-0501
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Fig. 266: FCAN Malfunction (VTM -4 Control UNIT -PCM) Circuit Diagram

General Description

The controller area network (CAN) transmits/receives pulsing signals to/from the control modules
simultaneously by using two signal lines (CANH and CANL).

When the powertrain control module (PCM) does not receive the signals via the CAN lines for more than a s
time, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or more

DTC Type One drive cycle, MIL OFF
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
Battery voltage 10.0V -

Malfunction Threshold

No signals via the CAN lines are received for at least 1 se
Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Mi
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery.

DTC U0122 (126): ADVANCED DIAGNOSTICS

DTC U0122: F-CAN MALFUNCTION (VSA MODULATOR-CONTROL UNIT-PCM)
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Fig. 267: FCAN Malfunction (VSA Modulator -Control UNIT -PCM) Circuit Diagram

General Description

The controller area network (CAN) transmits/receives pulsing signals to/from the control modules
simultaneously by using two signal lines (CANH and CANL).

When the powertrain control module (PCM) does not receive the signals via the CAN lines for more than a s
time, the PCM detects a malfunction and a DTC is stored.

Monitor Execution, Sequence, Duration, DTC Type, OBD Status

MONITOR EXECUTION, SEQUENCE, DURATION, DTC TYPE, OBD STATUS

Execution Continuous

Sequence None

Duration 1 second or more

DTC Type One drive cycle, MIL OFF
OBD Status N/A

Enable Conditions

ENABLE CONDITIONS
Condition Minimum Maximum
Battery voltage 10.0V -
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Malfunction Threshold

The PCM does not receive any signals for at least 1 second.
Diagnosis Details

Conditions for illuminating the indicator

When a malfunction is detected, the DTC and the freeze frame data are stored in the PCM memory. The Ml
does not come on.

Conditions for clearing the DTC

The DTC and the freeze frame data can be cleared by using the scan tool Clear command or by disconnecti
the battery




