
    
  

Test results 

  

0 

  

PRELIMINARY CHECK 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Check if 'Excessive 
temperature' is shown in the 
error details 

  

Go to Step 1 

  

"Excessive temperature" error 
detail 

  

Replace the engine 
management control unit 

 Op. 1060G80 DIESEL 
ELECTRONIC INJECTION 
CONTROL UNIT - R.R 

  

1 

  

WIRING CHECK 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Check the continuity/insulation 
of the wiring between the fuel 
pump relay and the engine 
management control unit 

Check the condition of the 
connections 

Check that the pump relay 
power supply is correct 

 See E5050 DIESEL 
ENGINES ELECTRONIC 
MANAGEMENT 

  

Go to Step 2 

  

1.Wiring defective 

2. Connections defective 

3. Relay power supply not 
correct 

  

1.Restore correct wiring. 

2.Restore the correct 
connections 

3. Restore the correct power 
supply. 

  

2 

  

PUMP RELAY SWITCH 
CHECK 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Check that the fuel pump relay 
is working correctly 

  

End of diagnosis 

  

Pump relay faulty 

  

Replace pump relay 
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