
      
  

Test results 

  

1 

  

COMPONENT 
CONCERNED 

  

CHECK 
CONNECTIONS ON 

BRAKE SERVO 
VACUUM SENSOR 

  

OK (NO FAULTS 
DETECTED) 

  

FAULT DETECTED 

  

OPERATION 

  

  

Connections on brake 
vacuum sensor 

  

Check for loose 
connections on the brake 
servo vacuum sensor 

  

Go to Step 2 

  

Presence of loose 
connections 

  

Restore the correct 
connections 

  

2 

  

COMPONENT 
CONCERNED 

  

BRAKE SERVO 
VACUUM SENSOR 

WIRING CHECK 

  

OK (NO FAULTS 
DETECTED) 

  

FAULT DETECTED 

  

OPERATION 

  

  

BRAKE VACUUM 
SENSOR WIRING 
CHECK 

  

Check the correct 
insulation of the brake 
servo vacuum sensor 
wiring (short circuit to 
Vbatt) 

  

Go to Step 3 

  

Wiring insulation not 
correct 

  

Restore correct wiring 
insulation 

  

3 

  

COMPONENT 
CONCERNED 

  

BRAKE SERVO 
VACUUM SENSOR 

OPERATION CHECK 

  

OK (NO FAULTS 
DETECTED) 

  

FAULT DETECTED 

  

OPERATION 

  
  

Brake vacuum sensor 

  

Connect the diagnosis 
equipment to the engine 
management control unit 
and check the parameter 
"brake servo vacuum 
switch" 

  

End of diagnosis 

  

The brake servo vacuum 
switch is not working 
correctly 

  

Replace the brake servo 
vacuum sensor 

 Op. 5520D02 VACUUM 
SENSOR OF BRAKE 
SERVO - R.R. 

191 - Giulietta   2.0 JTDM   Brake booster vacuum switch   P0555    
 


