
    
  

Test results 

  

1 

  

CHECK USING DIAGNOSIS 
EQUIPMENT 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Connect the Examiner 
diagnosis equipment to the 
Bosch EDC 16C39 engine 
management control unit and 
display the following 
parameters: 

Cruise control switch 

Request from Cruise Control 
lever 

  

Go to Step 3 

  

Cruise lever faulty 

  

Go to Step 2 

  

2 

  

ELECTRICAL CHECKS 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Check the following, in order: 

- the continuity of the wiring 
between the engine 
management control unit and 
steering column stalk 

 See E5060 CRUISE 
CONTROL 

- the correct insulation of the 
wiring between the engine 
management control unit and 
steering column stalk 

 See E5060 CRUISE 
CONTROL 

  

Go to Step 3 

  

1. Faulty wiring continuity. 

2. Wiring insulation not 
correct. 

  

1. Restore the correct 
continuity for the wiring. 

2. Restore correct wiring 
insulation. 

  

3 

  

CRUISE CONTROL LEVER 
OPERATION CHECK 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Check that the Cruise Control 
lever is working properly 

  

End of diagnosis 

  

Cruise Control lever not 
working properly 

  

Replace the Cruise Control 
lever 

Op. 5580A10  
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