
    
  

Test results 

  

0 

  

PRELIMINARY CHECKS 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Check that the details for error 
P0645 do not show: 

- Excessive temperature 

  

Go to Step 1 

  

"Excessive temperature" error 
detail 

  

Go to Step 3 

  

1 

  

ELECTRICAL CHECKS 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Check the following, in order: 

- that the electrical connections 
are not defective 

- wiring continuity 

- correct wiring insulation 

  

Go to Step 2 

  

1. Electrical connections faulty 

2. Faulty wiring continuity. 

3. Wiring insulation not 
correct. 

  

1. Refit the electrical 
connections correctly. 

2. Restore the correct 
continuity for the wiring. 

3. Restore correct wiring 
insulation. 

  

2 

  

AIR CONDITIONING 
RELAY OPERATION 

CHECK 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Keep the diagnosis equipment 
connected to the Bosch EDC 
16C39 engine management 
control unit and use Active 
Diagnosis to check if the air 
conditioning relay control is 
working properly. 

  

Go to Step 3 

  

Relay faulty 

  

Replace the air conditioning 
main relay 

  

3 

  

ENGINE MANAGEMENT 
CONTROL UNIT CHECK 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Check that the engine 
management control unit is 
working properly. 

  

End of diagnosis 

  

Engine management control 
unit broken 

  

Replace the engine 
management control unit 
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