
    
  

Test results 

  

1 

  

ELECTRICAL CHECKS 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Check the following, in order: 

- the continuity of the wiring 
from the glow plug preheating 
control unit 

 See E5050 DIESEL 
ENGINES ELECTRONIC 
MANAGEMENT 

- the correct insulation of the 
wiring from the glow plug 
preheating control unit 

  

Go to Step 2 

  

1. Faulty wiring continuity. 

2. Wiring insulation not 
correct. 

  

1. Restore the correct 
continuity for the wiring. 

2. Restore correct wiring 
insulation. 

  

2 

  

CHECK USING DIAGNOSIS 
EQUIPMENT 

  

All OK 

  

Problems encountered 

  

Operation 

  

  

Connect the diagnostic 
equipment to the Bosch EDC 
16C39 engine management 
control unit and display the 
Active Diagnosis for the glow 
plug preheating control 
unit.Repeat the test until a 
positive outcome is achieved 
(there should no longer be any 
errors) 

  

End of diagnosis 

  

Glow plug defective 

  

Replace the glow plug 

 Op. 5520C10 HEATER 
PLUGS - R+R 

191 - Giulietta   2.0 JTDM   Cylinder 4 Glow Plug Circuit/Open   P0674    
 


