
      
  

Test results 

  

1 

  

COMPONENT 
CONCERNED 

  

CLUTCH PEDAL 
SWITCH WIRING 

CHECK 

  

OK (NO FAULTS 
DETECTED) 

  

FAULT DETECTED 

  

OPERATION 

  

  

Clutch pedal switch 
wiring 

  

Check the wiring 
continuity 

 See E5050 DIESEL 
ENGINES 
ELECTRONIC 
MANAGEMENT 

  

Go to Step 2 

  

Incorrect wiring 
continuity. 

  

Restore the correct 
operation of the wiring. 
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COMPONENT 
CONCERNED 

  

CHECK USING 
DIAGNOSIS 
EQUIPMENT 

  

OK (NO FAULTS 
DETECTED) 

  

FAULT DETECTED 

  

OPERATION 

  
  

Clutch pedal switches 

  

Connect the diagnosis 
equipment to the engine 
management control unit, 
enter the parameter 
environment and check 
the correct operation of 
the parameter "extended 
clutch pedal". 

  

End of diagnosis 

  

Incorrect extended clutch 
pedal operation. 

  

Replace the clutch pedal 
switch 

 Op. 1060G42 CLUTCH 
PEDAL SWITCH - R.R. 

191 - Giulietta   2.0 JTDM   Clutch pedal switches   P083F    
 


