
191 - Giulietta   1750 Turbo Benzina   CLIMATE CONTROL OUTSIDE AIR PURIFYING (POLLEN) FILTER - R.R.   5010B08    
 

back to35,000 KM SERVICE 

 
Removing ( Refitting  ) 

- Work on the right side. 

   Op. 5010C34 AIR OUTLET IN CONSOLE - R+R 

   Op. 7040A65 CONSOLE SIDE CLOSING (ONE) - R.R. 

 

 

 
 
 

1. If present, undo the screw (1a) fixing the purifying filter cover (1b). 

2. Release the retainer (2a) from the bracket (2b) and slide the filter cover (2c) downwards then remove it. 

 

 

 
 
 

1. Extract the filter element. 

 

 

 
 
 

Refitting ( Removing  ) 

- Check that the filter element is not damaged or blocked. 

1. Insert the filter element (1a). 

The reference arrows (1b) (AIR FLOW) should be positioned as illustrated (in the direction of the air flow). 

 - Slide the filter cover in its housing and engage its retainer with the bracket. 

- If present, tighten the screw fixing the cover. 

    Op. 7040A65 CONSOLE SIDE CLOSING (ONE) - R.R.  



    Op. 5010C34 AIR OUTLET IN CONSOLE - R+R  


