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00 — Technical data

1 Vehicle identification data

(AKI000290; Edition 02.2019)

1.1 Vehicle identification number
1 | Note

If the upper longitudinal member is renewed, the repairs must be
documented according to the relevant national legis/ation.

The vehicle identification number (chassis number) -arrow- is lo-
cated on the upper longitudinal member on the right side in the
direction of travel.

1. Vehicle identification data 1
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O

If a component with the vehicle identification number is renewed
due to damage, the repairs must be documented according to
the market-specific legislation.

Please make sure to comply with the market-specific legislation
when renewing a component with the vehicle identification num-
ber.

Before installing the new component, stamp the vehicle identi-
fication number on using stamped numbers - VAS 6939- and
punched letters - VAS 6940- .

1.2 Type plate

The type plate is located on the passenger-side door pillar. Ve-
hicles for certain export countries have no type plate.

1.3 Vehicle data sticker ]
Vewoeoentno. [ ]
The vehicle data sticker is located in the spare wheel well under e " ]

the luggage compartment floor (left-side in direction of travel).

MOTORKE /GETH.KE _| i
ENG CODETRANS.CODE |

LACKNR/INNENAUSST. [ 1 |
PAINT NOAINTERIOR L |
M-ALISST./
OPTIONS
\ ————| V53-1283 |

2 Rep. gr.00 - Technical data
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2 Important notes

This Manual describes only selected repair operations. Where
repair operations are not described: separate original joint and
repair with replacement panel. Repairs requiring a method differ-
ent from that used in production are described specifically.

If no description is given for any sub-parts supplied, these should
be matched up and butt welded with an SG continuous seam.

2. Important notes 3
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3 Safety precautions

Damaged natural gas fuel tanks constitute an explosion risk -
risk of death!

— If components at the rear and/or rear side of the vehicle (e.g.
bumper cover, rear lid, underbody trim, longitudinal mem-
ber, rear cross panel, etc.) are removed due to accident
damage, the natural gas fuel tanks must be checked for
damage.

— Carry out assessment of damage to fuel tanks made of com-
posite fibre materials = Natural gas engines - general
information; Rep. gr. 20 ; Assessing damage to fuel tanks
made of composite fibre materials; Assessing damage to
fuel tanks made of composite fibre materials .

Only for vehicles with natural gas technology

When performing welding, cutting or drilling work in the vicinity
of components that convey gas, these components must either
be removed or safely covered up before performing repairs.

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

A cauTiON

Allow bonded joint on roof to harden for 60 minutes at ap-
prox. 65° to 80° C with radiant heater. Check temperature
constantly with temperature sensor.

Always use an extraction system when performing welding and
grinding operations.

Welding and grinding must never be performed simultaneously in
the same working area.

Working area must be cleaned at regular intervals as necessary
to remove dust.

Compressed air must NOT be used to blow out dust deposits.
The extraction system must be cleaned at regular intervals.

In additionythe relevant.country-specific accident prevention and
industrial safety regulations must be observed.

4 Rep. gr.00 - Technical data
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4 Work that requires high-voltage sys-
tem to be de-energised

4.1 The high-voltage system must be de-
energised to perform the following work

The high-voltage system must be de-energised according to the
"Guided Fault Finding" routine and ONLY by this method; refer to
chapter "De-energising high-voltage system".

If performing welding, grinding or cutting work near high-voltage
components, the system must be de-energised by a high-voltage
technician.

When performing body repairs with a straightening jig, the system
must be de-energised by a high-voltage technician.

Only electrically instructed persons may perform work after the
system has been de-energised.

4. Work that requires high-voltage system to be de-energised 5
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5 Extraction systems for steel/alumini-
um body repair station ("multi-mate-
rial-mix" workplace)

@ Note

The extraction units VAS 6572/1 and VAS 6572/2 must be emp-
tied every time before and after use.

Fine aluminium dust

Fine particles of aluminium dust are flammable and/or explosive.
Extraction systems for aluminium dust must therefore be de-
signed to prevent any external ignition sources from entering the
filter or dust collector. The stationary extraction systems used up
until 2009 (which are "pure" aluminium extractors, manufactured
by Dansk Klimablock / Aeroweld or Nederman) do not have this
protection and cannot be modified to include it. All these extrac-
tion systems and the systems available on the market for alumi-
nium are of the type that require all ignition sources to be avoided.
For this reason, since the possibility of sparks originating from
steel parts cannot be entirely ruled out, vehicles with any steel
body panels must NOT-be'repaired-at.these repair stations.

The mobile extractors VAS 6572/1 used since 2009 (meeting
German dust filtration class M)@and VAS 6572/2 (class H) have
threefold protection against'sparks'being'drawn in if steel is being
worked on in the vicinity. This protection consists of a 5-metre
long anti-static intake hose, a spark trap and a 5-metre long set-
tling section. This ensures that, 'leven if steel panels-are'inadvet-
tently sanded or ground, the glowing sparks are cooled well below
the temperature required to ignite aluminium dust. The system is
TUV-certified for steel'sparks, which-are-much-hotter and-glow for
longer than aluminium.

A second possible risk is the static charge which can build up in
the metal particles due to friction in the intake hoses and pipes
and which can be a source of ignition in the same way as a glow-
ing spark. The connections on the extractor system and the intake
hoses have Storz C-type fire hose couplings to ensure that only
the anti-static "OHM"-type hoses can be connected and no other
types of hose will fit.

The third risk is that the extractor itself can be an ignition source
affecting the surroundings. However, since these extractors are
based on industrial systems, they automatically possess all de-

sign features required for zone 22 and to avoid any effects as an
ignition source affecting the surroundings. In any case, accident
repair methods such as cutting, grinding and welding will gener-
ally produce far more ignition sources than are likely to originate
from an extraction system.

Fine steel dust

Steel sparks and steel dust present no risk in themselves. How-
ever, in a multi-material-mix workplace it is the flying steel sparks
which constitute the greatest risk potential for the aluminium dust
powder. For this reason, and in order to meet the requirement of
keeping the processes separate, it is essential in all cases to have
an extractor for steel that is allocated exclusively to that body
workbay. If one were to always use the extractor for aluminium
for all types of work (because it has a certified spark trap) this
would in effect amount to an extreme test of its ability to prevent
an explosion - right next to the person at the workplace! The ex-
tractor VAS 6571/1 is similar in design to the basic unit VAS
6572/2, but does not have the 3-stage spark trap. Itis also suitable

6 Rep. gr.00 - Technical data



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

for use in zone 22. The filter meets the requirements of class "M",
which is sufficient for metal dust.

5. Extraction systems for steel/aluminium body repair station ("multi-material-mix" workplace) 7
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6 Galvanised body panels, high-
strength and extra-high strength steel

@ Note

Repairs must always be made according to the manufacturer's
instructions in the respective Workshop Manual. Ultra-high-
strength and hot-formed steel body panels may only be repaired
using modern inverter technology, otherwise maximum occupant
protection will not be achieved after repairs. Hot-stamped steel
panels are used in areas under extreme loading. These panels
offer significantly greater strength than conventional high-
strength panels for less weight.

@ Note

& For lightweight construction, Audi employs several different
types of steel: soft steel, high-strength steel, modern high-
strength steel, ultra-high strength steel and hot-formed ultra-
high strength steel.

& Cutting and joining of these components by butt welding is only
permissible at the specified locations. There is a stipulated re-
pair method for this repair work.

& Spotwelding is only permissible using resistance spot welders
approved by AUDI AG.

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

The body of the vehicle is predominantly manufactured from
galvanised steel panels.

The following illustrations show the various types of steel in dif-
ferent colours, ranging from soft steel to hot-formed steel (see
table below).

8 Rep. gr.00 - Technical data



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...

Body Repairs - Edition 02.2019

1
2
- ’
- 4
- i
Colour Type of steel Tensile strength / minimum yield strength in MPa
1 Grey Soft < 350
2 Yellow High-strength steel 300 - 590
3 Magenta Modern-high-strengthsteel 500='980
4 Blue Ultrahigh-strength_steel 980~ 1150
5 Red Ultra-high-strength: steel >11400
(hot-formed)

The outer side panel and roof are removed to give a clearer illus-
tration. These panels consist of »normal« sheet metal.

6. Galvanised body panels, high-strength and extra-high strength steel 9
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A00-10723

The outer side panel and roof are removed to give a clearer illus-
tration. These panels consist of »normal« sheet metal.

1 O Rep. gr.00 - Technical data
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ADG-100E5

The outer side panel and roof are removed to give a clearer illus-
tration. These panels consist of »normal« sheet metal.

6. Galvanised body panels, high-strength and extra-high strength steel 1 1
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AO0-1008 1

The outer side panel and roof are removed to.give a clearer illus-
tration. These panels consist of »normal« sheet metal.

1 2 Rep. gr.00 - Technical data
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ADG-10083

6.1 Aluminium panels

The hang-on parts of this vehicle are made of aluminium.

6. Galvanised body panels, high-strength and extra-high strength steel 1 3
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1
2
3
4
5
Colour Aluminium
1 Green Aluminium sheet panels
2 Blue Aluminium extrusions
3 Brown Cast aluminium profiles
Audi A3

1 4 Rep. gr.00 - Technical data
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A00-10716

Audi A3 Sportback

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AGC does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

6. Galvanised body panels, high-strength and extra-high strength steel 1 5



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

Audi A3 Saloon

AD0-10935

1 6 Rep. gr.00 - Technical data
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6. Galvanised body panels, high-strength and extra-high strength steel 1 7
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7 Moulded foam inserts

A caution
Always observe safety precautions.

Gases which damage the environment and are hazardous to
health are given off if spark-generating tools for welding or cut-
ting are used in the vicinity.of foam material; do.NOT use these
methods in foam-filled areas.

On this vehicle, various body.cavities are fitted with moulded foam
inserts.

The foam inserts reduce the noise transmitted to the interior when
driving.

These pre-moulded parts are fitted during body manufacture and
subsequently increase their volumetin the paint-shop: drying oven
at approx. 180 °C after priming.

AQ0-10717

Moulded foam inserts (Sportback)

1 8 Rep. gr.00 - Technical data
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Protected by copyright. Co| |ulls
permitted unless authorisg :

with respect to the correctf.

50010977

Moulded foam inserts (Saloon)

7. Moulded foam inserts 1 9



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

A00-10092

A cAuTiON

The moulded foam inserts expand only after reaching approx.
180 °C. For this reason, a 2-component filler foam is used when
performing repairs.

The material required for workshop repairsis 2-component filler
foam - D 506 KD1 A3 - .

Since the temperature necessary for the foam inserts to expand
cannot be achieved under normal workshop conditions, proceed
as follows:

Remove residue of foam:mateérial on vehicle.

Restore paint coating; applytwotcoats (wet onswet) of glass/paint
primer - D 009 200 02- if necessary, flash-off time approx. 10 mi-
nutes.

Requirement

Before continuing with this procedure, ensure that the replace-
ment panel is ready for installation, i.e. cut to shape, matched up
to the vehicle, corrosion protection applied.

Renewing moulded foam insert
Fix moulded foam insert to vehicle.

20 Rep. gr.00 - Technical data
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Apply 2-component filler foam -D 506 KD1 A3- to replacement
part.

Secure the new part in position, gently pressing in the new part
in the area of the moulded foam insert, and weld in.

The foam hardens within 25 minutes.

Do not weld (SG) within 15 mm of the foam insert (on either side).

After painting the vehicle the repaired area must be cavity-sealed.

7. Moulded foam inserts 21
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8 Overview of rivets and tools
Pop rivet pliers - VAG 1753 B-

Pop rivet nut pliers - V.A.G 1765-

Pop rivet pliers - VAS 5072 A-

Pneumatic pop riveter - V.A.G 2003 A-

VAG 1753 B

WO0-11556

WO0-0043

VAS 5072 A

W00-11780

V.A.G 2003 A

| W00-10626
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Rechargeable riveter - VAS 5279 A-
Rechargeable riveter - VAS 843 001- VAS 5279 A _

Pneumatic/hydraulic pop rivet pliers - VAS 6759-
Compact booster - VAS 6790-

Compact riveter - VAS 6792-

Compact riveter - VAS 6792/2-

Socket for flow-drill screws - VAS 852 007- (]
Dent remover - VAS 852 001- L |
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Rivet Order |V.|V |V |VA|VA|V |V|VA|V| V|V
number [A. [A[A[G|G|[A|[A]| S |[A|A]|A
Size G[S|S[17|/20(S |S[84|S[S|S
17 152(50|53 (03 |67(6| 3 (6|88
6579|172\ B | A|90(7|00(7|5]|5
9|1 1(5(2]|2
2/ 9/0]|0
2 07({0
1
Punch |4D0.803. X X X
rivet 217 N
3.35x5
mm
Punch |4D0.803. X X X
rivet 217 Q
3.35x4
mm
Punch N. X X X
rivet [912.295.
02
43x5
mm
Punch |4D0.803. X X X
rivet 217.L
53x5
mm
Punch |4D0.803. X X X
rivet 217M
5.3x6.5
mm
Punch N. X X X
rivet [909.261.
02
53x6
mm
Punch N. X X X
rivet |[911.365.
01
53x7.5
mm
Punch N. X X X
rivet |[911.348.
01
5x
4.2mm
Solid N. X X X
alumi- | 103.239.
nium 01
rivet |4 x8 mm
Solid N X X X
alumi- | 103.240.
nium 01
rivet 4x12
mm
Solid N. X X X
alumi- | 107.440.
nium 01
rivet 6x10
mm
Solid N. X
alumi- | 107.441
nium 01
rivet 6x12
mm
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Rivet Order |V.|V |V |VA|VA|V |V|VA|V| V|V
number [A. [A[A[G |G |[A[A| S |[A|A]|A
Size G[(S|S[17|20(S |S[84|S[S|S
17 152(50| 53|03 |67(6| 3 (6|88
65|79|172| B | A|90|(7|00(7|5|5
9|1 1(5(2]|2
2/ 9(01|0
2 07({0
1
Alumi- [4E0.809. X[ x| x [x
nium 864.A
pop
rivet
with
coun-
ter-
sunk
head
Alumi- [ 8Z0.809. X[ x| x [x
nium 864
pop
rivet
with
round
head
Flow- WHT X
drill 003 873
screw | M5 x 25
S
Flow- WHT, X
drill 006 547
screw | M5 x 20
s
Flow- WHT X
drill 007 052
screw | M5x 18
S
Threa N. X | x [ x|x]| x |x
ded 907.163.
rivet 01
14 mm
Threa N. X | X [ x[x] x |x
ded 907.162.
rivet 01
10 mm
Threa N. X | x| x|x]| x |x
ded 907.161.
rivet 01
22 mm
Threa N X | x [ x|x] x [x
ded 907.160.
rivet 01
6 mm
Pop WHT. X | x| x|x| x[x
rivet [005.413.
A
6.5 mm
Panel
thick-
ness that
can be
riveted:
3.35-5.
35 mm
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VA|[VA
G| G
17 | 20
53|03
B|A

VA
84
00

Rivet Order
number
Size

F3e><
ST ><
NEP><
839><
pMNoNonI><
w
oa~NoONI><L

Qorvoon><
SCooNTON><L

Pop WHT. X | x| X
rivet 005.697
6.5 mm
Panel
thick-
ness that
can be
riveted:
2.8-4.38
mm

x
x
x

Pop N. XAIx | X |[x] x [x
rivet: |904.692:
02
6.5 mm
Panel
thick-
ness that
can be
riveted:
6.8-8.8
mm

Pop N. X | X | x|[x] x [x
rivet |911.527.
01
6.5 mm
Panel
thick-
ness that
can be
riveted:
45-7.0
mm

Pop N.
rivet [909.236.
01
4.8 mm
Panel
thick-
ness that
can be
riveted:
24-48
mm

Pop N. X | X | x|[x] x [x
rivet [905.344.
03
4.8 mm
Panel
thick-
ness that
can be
riveted:
1.5-35
mm
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Rivet Order |V.|V |V |VA|VA|V |V|VA|V| V|V
number [A.|A|A|G |G |A|A| S |AIA|A
Size G [Su|S17|20(S |S[84|S[S|S
17152(50| 53|03 |67(6| 3 (6|88
65|79172| B | A |90(7|00(7|5|5
9|1 1(5(2]|2
2/ 9(01|0
2 07({0
1
Pop N. X x| ox [ x] x |x
rivet 1906.924.
02
4.8 mm
Panel
thick-
ness that
can be
riveted:
24-50
mm
Pop |4S0.843. X | x| x|[x] x [x
rivet 658
Pop WHT. | V.
rivet 005.180 | A.
bolt G
17
65
C/
2
Pop N910 | V.
rivet 01101 | A
bolt G
17
65
C/
4
Pop N910 | V.
rivet 377 01 | A.
nut M10 G
17
65
Pop N 908 | V.
rivet 568 02 | A.
nut M8 G
17
65
Weld VAS X X
stud |852.001/
1
5 mm
Weld VAS X X
stud |852.001/
2
4 mm
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9 Overview of rivets used for repair
measures
In production For repair |To be used
measures

Punch rivet, @ 3.3 [Aluminium/ [Solid aluminium rivet: & 4 mm
aluminium |N.103.239.01
N.103.240.01

Punch rivet, @ 5.3 [Aluminium/ |Solid aluminium rivet: & 6 mm
aluminium ([N.107.440.01

N.107.441.01

Punch rivet, & 3.3 [Aluminium/ [Pop rivet: & 4.8 mm

and steel N.905.344.03

friction elements Panel thickness that can be
riveted: 1.5 - 3.5 mm
N.906.924.02

Panel thickness that can be
riveted: 2.4 - 5.0 mm

Punch rivet, @ 5.3 |Aluminium/ |Pop rivet: & 6.5 mm

and steel WHT.005.413.A

flow-drill screws Panel thickness that can be

(where applicable) riveted: 3.35 - 5.35 mm
WHT.005.697

Panel thickness that can be
riveted: 2.8 - 4.8 mm
N.911.527.01

Panel thickness that can be
riveted: 4.5 - 7.0 mm
N.904.692.02

Panel thickness that can be
riveted: 2.4 - 5.0 mm
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RO: 50 80 55 00

10 Renewing studs
The procedu gQgQgg@ , studs and weld studs
with cap nut is\described as ple.

This procedure should be used appropriately for all types of studs,
screws etc.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

. Ll Ll

permitted unless aupesieestts

i i

with respect to the d

cment. Copyright by AUDI AG.

b

AS0-11614

Take installation position of stud from old part or mark it using
appropriate aids (e.g. earth cable tab -arrow-).

Weld stud with 2 weld seams on either side -1- using shielded
arc welding equipment : SG continuous seam.

To ensure adequate electrical conductivity, the length of the
weld seams must be at least 12 mm on each side of the stud.

Clean contact surface of stud after welding work is complete.

10. Renewing studs 29
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11 Laser welding

The laser welding technique employs a high-energy light beam
directed onto the weld by means of optical lenses or fibre optics.

During the welding process the upper panel is fused onto the par-
tially molten lower panel, creating a weld joint with no additional
material.

When performing repairs, the laser weld seams are replaced by
SG plug weld seams or RP spot weld seams.
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12 Bonded. joints

The body of the Audi A3 features bonded joints and spot-welded
bonded, joints.for,increased rigidity-and strength.

12.1 Bonded-joints

In the case of adhesive-bonded joints, the joint between the sheet
metal parts is formed only by the adhesive.

12.2 Inspecting and repairing bonded joints

Particular attention should be given to these joints when diag-
nosing accident damage and performing body repairs.

Note the following points: Do not use a chisel to test the strength
of a joint or relieve stresses by hammering as this will cause ir-
reparable damage to the bonded joint.

These joints should be inspected particularly closely when diag-
nosing accident damage and after performing straightening work
on the body.

If the joint is not accessible with pop rivets, it must be repaired
with an arc-welded seam (SG). In this case the complete area
must be repaired as the heat generated by welding destroys the
adhesive joint. The SG seams should be welded working from the
thin to the thick panel. Always use a fume extractor.

&)

AS0-0067

12. Bonded joints 31
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13 Repair methods for replacing body
parts

When making repairs, welded joints can be used in place of all
spot-welded bonded joints and certain bonded joints if no suitable
body adhesive is available.

Do not make the repair with only the same spot welds or seams
as originally used in production. These alone are not adequate
for a proper joint.

The repair methods are shown in detail on the following pages.

@ Note

& [fthe instructions call for additional spot welds, these should
be applied in a single operation.

¢ Do not place new spot welds in-befween the original spot
welds.

¢ SG plug welding should only be performed after spot welding.
& This avoids any increased shunt current when spot welding.

Ensure good root penetration at all joints.
Seal off repaired joint flanges and apply cavity sealing.
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14 Body dimensions

Note

(1]

¢ Dimensions are only given for checking purposes. Correct di-
mensions are defined by the alignment bracket set .

& Bolts, screws, plugs, trim panels and attached components
must be removed before starting the measuring process.

¢ The body dimensions should be measured using the telescop-
ic gauge - VAS 5159- or the telescopic gauge - VAS 5160- .

¢ Toavoid inaccurate measurements, make sure the measuring
rods are always of equal length.

Body - front

O

These dimensions only serve as a check. Correct dimensions
are defined by the alignment bracket set.

14.1 Body - front

VAS 5160

| woo-10624

A-1345 mm + 2.0 mm

Distance between wing'panel
mountings

B-1123 mm * 2.0 mm

Distance between suspension
strut mountings

C-1326 mm £ 2.0 mm
Diagonal distance between

A00-10967
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suspensionsstrut'mountings

A-878 mm +2.0.mm

Distance between.impact
damper mountings

B-1072 mm % 2.0 mm

Distance between impact
damper mountings

A00-10719

14.2 Body - centre

Distance between A-pillars
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A-1407 mm £ 2.0 mm
Distance between A-pillars

Protected by copyright. (
permitted unless author

with respect to the corre

A00-10731

Front door opening

14. Body dimensions 35
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A-1211mm 2.0 mm

Distance between A-pillar and
B-pillar

B-917 mm £ 2.0 mm
Height of door opening

Distance between B-pillars
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A-1396 mm £ 2.0 mm
Distance between B-pillars

Protected by copyrigh

permitted unless auth

with respect to the co :

A00-10732

Front door opening (Sportback and Saloon identical)
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A-1,040 mm £ 2.0 mm

Distance between A-pillar and
B-pillar

B -895 mm + 2.0 mm
Height of door opening

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A-1458 mm £ 2.0 mm
Distance between B-pillars

ADD10975

Distance between C-pillars (Sportback and Saloon identical)

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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Distance between C-pillars:cted]»y copyriaht. Copying for private or commercial purposes, in part or in whole, is ot

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liabilify

with resp

ct to the correctness of information in this document. Copyright by AUDI AG.

A00-10978
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14.3 Floor group

A-874 mm + 2.0 mm

Distance between suspension
strut mountings

B-1,040 mm £ 2.0 mm

Diagonal distance between
front longitudinal members

C-970mm £ 2.0 mm

Distance between front longi-
tudinal members

AN0-10965

14. Body dimensions 41
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A-403 mm £ 2.0 mm

Distance between subframe
attachment points

B-731 mm +2.0 mm

Diagonal distance between
subframe attachment points

C-874 mm+2.0mm

Distance between subframe
attachment point

Protected by cop

permitted unles

with respect to tf

I - e '-‘EO
lauthori< TS 3 =44\ 1 i ability
- o A | _ e

L

=4 ||

right. Ccjf Ble, is not

e correct Sk @"
e .-" |

~ | &00-10969
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A-1000 mm = 2.0 mm

Distan_ce between rear axle
mountings

B -1246 mm + 2.0 mm

Diagonal distance between
longitudinal members and axle
mountings

C-1220 mm £ 2.0 mm

Distance between rear axle
mountings

Protected by copyright. Copying for pri
permitted unless authorised by AUDI A

with respect to the correctness of infor|

[Rooi0775 |
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A-987 mm £ 2.0 mm

Distance between rear axle
mountings

B -1085 mm + 2.0 mm

Diagonal distance between
longitudinal members and axle
mountings

C-1000 mm £ 2.0 mm

Distance between rear axle
mountings

P

14.4 Body - rear

Dimensions - rear
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A-876 mm £ 2.0 mm

Distance between roof frame
and rear upper cross panel

B - 1267 mm + 2.0 mm
Distance between side panels

A00-10777

Dimensions at rear (Sportback)
Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

permitted unless authorised by AUDI AG. AUDI AGC does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A-858 mm £ 2.0 mm

Distance between roof frame
and rear upper cross panel

B -1287 mm + 2.0 mm

Distance between side panels

Dimensions - rear (Saloon)

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A-482 mm £ 2.0 mm

Distance between window
cross member and rear upper
cross panel

Dista

Protected by copyright. Copjji
permitted unless authorise

with respect to the correctn}

AQB-18553
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15 Tools

Special tools and workshop equipment required

Resistance spot welder-VAS 6239 A-

Resistance spot welder - VAS '6525-

Resistance spot welder - VAS 6530-

Resistance spot welder - VAS 6535-

Resistance spot welder - VAS 6545-

Shielded arc welding equipment - VAS 6044- or -VAS 6045-
Shielded arc welding equipment - VAS 6388-

Socket for flow-drill screws - VAS 852 007-

Hole finder - VAS 6631-

Measuring and alignment system - VAS 6526- , basic
Measuring and alignment system - VAS 6527- , professional

® S & 6 O O 6 O O o 0o

Measuring and alignment system - VAS 6528- , professional
plus

Brush grinder - VAS 6446-

Drill - VAS 6267 A-

Scraper - VAS 5448-

Compact booster - VAS 6790-
Compact angle grinder - VAS 5167-
Double cartridge gun - VAS 6453-

® & & 6 O o o

Double cartridge gun - VAS 5237-
VAS 5237

¢ Telescopic gauge - VAS 5159- or telescopic gauge - VAS
5160- .

VAS 5160

W00-10624 |
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4 Mechanical door'tensioner - V.A.G 1438-

¢ Pneumatic pop riveter - V.A.G 2003 A-

¢ Suction lifter - V.A.G 1344- or magnet - VAS 6739-

¢ Pop rivet pliers - 1753 A-

V.A.G 1438

V.A.G 2003 A

WO00-10626

VAGI1753 A

WOO-10335
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¢ Pneumatic glue gun - V.A.G 2005 B-

¢ Setting gauge - 3371-

¢ Compressed-air gun - V.A.G 1761/1-

¢ Tensioning strap - T 10038-

V.A.G 2005

V.A.G 17611

Wo0-1032

T10038

W0o-1005
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¢ Body saw - VAS 5108 - or - VAS 6598 - or -VAS 6780-
VAS 5108

Woo-10777

¢ Spot weld breaker - VAS 6322 A- or
VAS 6322 A

¢ Spot weld breaker - V.A.G 1731 -

V.AG 1731

Wo0-o001

¢ Cartridge heater - V.A.G 1939 A-

V.AG 1939 A

Wo0-1258
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16 Matching the surface contour

Repaired areas must be prepared so that all surfaces, swage
lines and panel edges are accurately aligned with the surrounding
body contour.

The following requirements must be met:

¢ After body repair work such as dent removal, welding and fill-
ing, etc., the repaired areas and parts must be dry-sanded with
a grit size of at least P 80.

¢ The repaired surfaces must be prepared so that the required
paint finish can be achieved in no more than two stages.

For the required surface contour use the following body fillers:
For vehicles with steel body

2-component steel filler set - DA 787 300 A2 -

For vehicles with aluminium body

2-component "diamond" filler aluminium powder - DA 004 200 A2
- and hardener - DA 004 201 A1-

A cauTiON

The use of body solder containing lead is prohibited as of 1st
January 2003.

@ Note

Lead-free body solder is not approved by AUDI AG.
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17 Straightening jig

@ Note

& The item numbers in the illustrations are identical with the end
numbers on the alignment bracket mountings.

& The item numbers of the alignment bracket mountings marked
with a circle are for checking the body with mechanical units
installed.

& The required basic set size is given for the alignment bracket
mountings.

Is used in conjunction with MZ Plus straightening bracket system

- VAS 6630- .

Alignment bracket set, Audi A3 - VAS 6789-

Portal gauge, A3 Saloon - VAS 5007/80-

Portal gauge, A3 - VAS 5007/68-

Portal gauge, A3 Sportback - VAS 5007/79-

— Detailed information on setting up the alignment bracket set
can be found in the setup plan enclosed with the equipment.

17.1 Procedure for repairing structural body
damage on Audi vehicles

» If there is reason to believe that a vehicle has suffered struc-
tural body damage, if the body dimensions do not conform to
the specifications in the Workshop Manual and/or if there is
visible damage to structural components, the vehicle must be
mounted on an Audi-approved straightening jig system in or-
der to check the body dimensions.

Definition of structural body damage:

Damage (denting, buckling, rupture, etc.) to and/or displacement
of a structural component of the vehicle body.

All body components with the exception of outer skin panels or
bolt-on parts must be regarded as structural components.

Notwithstanding the above, the bolt-on longitudinal members of
an aluminium vehicle are also structural components.

If the body dimensions differ from the specifications, the vehicle
must be repaired according to the instructions in the Workshop
Manual.

@ Note

Detailed information on setting up the alignment bracket set can
be found with the equipment.

17. Straightening jig
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B Note

¢ The item numbers in the illustrations are identical with the end
numbers on the alignment bracket mountings.

& The item numbers of the alignment bracket mountings marked
with a circle are for checking the body with mechanical units
installed.

& The required basic size is given for the alignment bracket
mountings.
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50 - Body - front

RO: 50 40 55 50
1 Engine console (right-side) - Renew-
al

A3, Sportback and Saloon identical

1 - Longitudinal member
2 - Engine console

A50-10695

1.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Drill

Compact angle grinder

*® & & o o

Body saw

1. Engine console (right-side) - Renewal 55
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¢ Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .

1.2 Procedure
Cutting locations
— Separate original joint using spot weld breaker .

— Remove remaining material using compact angle grinder .

56 Rep. gr.50 - Body - front
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Protected by copyright. Co

permitted unless authoris .
with respect to the correct e i

Replacement part
¢ Engine console (right side)

— Match up new part with vehicle positioned on alignment brack-
et set and fix in place.

Pre-treatment - applies to replacement part only

— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.

Preparing new parts

— Dirill holes for SG plug weld seam, 8 mm & using drill .
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)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in support bracket using resistance spot welder : RP spot
weld seam.

— Weld in support bracket using shielded arc welding equip-
ment : SG plug weld seam.
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2 Mounting bracket (for subframe) -
Renewal

A3, Sportback and Saloon identical

1 - Longitudinal member rein-
forcement

2 - Cover for longitudinal mem-
ber

3 - Mounting bracket for sub-
frame

4 - Longitudinal member

£50-10700

2.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Drill

Spot weld breaker

* & & 6 o o
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One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

2.2

Procedure

' Note

The procedure for renewal of the subframe mounting bracket is
described on this vehicle for the front left mounting bracket. The

procedure for the other mounting brackets is similar (if required).

Cutting locations

with respect to the correctness of

— Separate original joint at cover for longitudinal member using

— 10rs e 0 i . d
Protected by copyright. Copying fg
permitted unless authorised by Al

joint at longitudinal member reinforcement

Le

585010762

spot weld breaker .
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with respect to the corrgi
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Replacement part

¢ Front mounting bracket for subframe

¢ Longitudinal member reinforcement

¢ Cover for longitudinal member

Pre-treatment - applies to replacement part only

— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .
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O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

— Match up front mounting bracket for subframe with vehicle
positioned on alignment bracket set and fix in place.

Welding in

— Weld in mounting bracket for subframe using shielded arc
welding equipment : SG plug weld seam.

— Weld in mounting bracket for subframe using resistance spot
welder : RP spot weld seam.
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— Weld in longitudinal member reinforcement using shielded arc
welding equipment : SG plug weld seam.
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— Weld in cover for longitudinal member using shielded arc
welding equipment : SG plug weld seam.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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3

Upper wheel housing longitudinal
member - Renewal

A3, Sportback and Saloon identical

Includes: upper outer longitudinal member and wheel housing
longitudinal member

1 - Closure plate for upper lon-
gitudinal member

2-
member

3 - Outer A-pillar

Upper outer longitudinal

3.1 Tools
Special tools and
Resistance sp
Shielded arc w
Brush grinder
Drill Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

* & & & 6 o o

Compact anglg%mllagrd unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability

with respect to the correctness of information in this document. Copyright by AUDI AG.
Body saw

Spot weld breaker - VAS 6322 A- or
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O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

3.2 Procedure
Cutting locations

— Drill out original joint using spot weld breaker .

Protected by c
permitted unlq M ]

with respect tg

585010734

— Dirill out original joint using spot weld breaker .

— Part section repair is possible using separating cut -a-.
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— Remove remaining material using compact angle grinder .
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Replacement part

¢ Upper inner longitudinal member

¢ Upper longitudinal member

Pre-treatment - applies to replacement part only

— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.

Preparing new part

Drill holes for SG plug weld seam, 8 mm & using drill .
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O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in upper inner longitudinal member at suspension turret
using resistance spot welder : RP spot weld seam.

— Weld in at separating cut using shielded arc welding equip-
ment : SG continuous seam.
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— Weld in upper inner longitudinal member using shielded arc
welding equipment : SG plug weld seam.

— Weld in upper longitudinal member for wheel housing using
resistance spot .

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

74 Rep. gr.50 - Body - front



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

585010738
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4 Front wheel housing - Renewal

A3, Sportback and Saloon identical

1 - Plenum chamber
2 - Suspension strut mounting
3 - Front wheel housing

4 - Wheel housing reinforce-
ment

5 - Flange plate

¢

¢ Shielded arc welding equipment

¢ Brush griﬁagq-ected by copyright. Copying for private or commercial purposes, in part or in whole, is not
& Drill permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
. Compact‘%ﬁaléeéf’ﬁﬁféro the correctness of information in this document. Copyright by AUDI AG.

¢ Body saw

¢ Spot weld breaker
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O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

4.2 Procedure
*/ Remove upper longitudinal member = page 69 .
Cutting locations

— Separate original joint between wheel housing reinforcement
-2- and wheel housing -1- using spot weld breaker .

585010742

— Separate original joint between wheel housing, cover plate for
longitudinal member and bulkhead using body saw .

— Separate original joint using spot weld breaker .
Part section repair is possible using separating cut -1-.
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— Remove remaining material using compact angle grinder .
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Replacement parts
¢ Wheel housing
¢ Flange plate

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Match up/new parts with alignment bracket mountings and
adjacent parts and fix in position.

— Weld in wheel housing using resistance spot welder : RP spot
weld seam.

— Weld in wheel housing using shielded arc welding equipment :
SG plug weld seam.

— Weld at separating cut using shielded arc welding equipment-:
SG continuous seam.
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— Dirill out suspension turret to dimension -a- using a step drill
(commercially available).

— Dirill out suspension turret to dimension -b- using alignment
bracket set for Audi A3 - VAS 6789 - .

Dimension -a- = 34 mm
Dimension -b-

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability

with respect to the correctness of information in this document. Copyright by AUDI AG.
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Welding in upper longitudinal member = page 69
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5 Front longitudinal member - Renewa

A3, Sportback and Saloon identical

1 - Front wheel housing rein-
forcement

2 - Bumper bracket

3 - Front longitudinal member

Protected by copyright. (
permitted unless authori

with respect to the corre

51 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Drill

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .

* & & & o o
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5.2 Procedure

*“Remove mounting bracket for subframe = page 60 .
Cutting locations

= Separateroriginal joint using spot weld breaker .

A50-10710

— Separate original joint using spot weld breaker .
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— Remove remaining material using compact angle grinder .
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Replacement parts

¢ Sub-part - front longitudinal member

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

With vehicle standing on alignment bracket set, match up new
part and fix in position.

Check fit with adjacent parts.

Weld in longitudinal member using shielded arc welding equip-
ment ;. SG continuous seam.

Weld in longitudinal member using shielded arc welding equip-
ment : SG plug weld'seam.
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—. Weld,in wheel housing using resistance spot welder : RP spot
weld seam.

— Remake original joint at wheel housing using shielded arc
welding equipment :-SG plug weld seam.
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*  Welding in mounting bracket for subframe = page 60
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6 Front longitudinal member (left-side)
- Partial renewal

A3, Sportback and Saloon identical

1 - Cover plate for longitudinal
member

2 - Front longitudinal member
3 - Separating cut

A550-10716

6.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush. grinder

Compact angle grinder

Drill

Spot weld breaker

* & & 6 o o
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O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

6.2 Procedure

Cutting locations

A cauTion

This separating cut on the longitudinal member may only be
made in the area shown. If damage to the longitudinal member
extends further it must be renewed completely.

— Cut through longitudinal member completely using body saw
(important: keep to dimension -1- for separating cut).

Dimension -1- =110 mm

— To obtain a step, cut only longitudinal member according to
dimension -1- using body saw (keep to indicated dimension).

Dimension -1- =25 mm
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— Remove remaining material using compact angle grinder .
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Replacement parts

¢ Cover plate for longitudinal member

¢ Front longitudinal member

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.
Preparing new part

— Transfer separating cuts to longitudinal member and to cover
plate for front longitudinal member and cut parts to shape us-
ing body saw .
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O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— With vehicle standing on alignment bracket set, match up new
part and fix in position.

— Check fit relative to adjacent parts.

— Weld front longitudinal member all round at separating cut us-
ing shielded arc welding equipment : SG continuous seam.

— Weld in longitudinal member (part section) using resistance
spot welder : RP spot weld seam.
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using shielded arc

ber using resistance

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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with respect to the correctness of information in this document. Copyright by AUDI AG.
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7 Front longitudinal member (right-
side) - Partial renewal

A3, Sportback and Saloon identical

1 - Cover piece for longitudinal
member (front right)

2 - Front longitudinal member

3 - Separating cut for longitu-
dinal member

4 - Engine console

71 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

¢ Drill
Protected.by copyright. Copying for private or commercial purposes, in part or in whole, is not
*°'Spbt weld breaksr "0 P Jrpeses e :
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability

with respect to the correctness of information in this document. Copyright by AUDI AG.
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O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

7.2 Procedure

Cutting locations

A cauTion

This separating cut on the longitudinal member may only be
made in the area shown. If damage to the longitudinal member
extends further it must be renewed completely.

— Cut through longitudinal member completely using body saw
(important: keep to dimension -1- for separating cut).

Dimension -1- =40 mm

Protected by copyrigh
permitted unless aut

with respect to the cd

— To obtain a step, cut only longitudinal member according to
dimension -1- using body saw (keep to indicated dimension).

Dimension -1- =25 mm
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— Remove remaining material using compact angle grinder .
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Replacement parts

¢ Cover plate for longitudinal member (front right)
¢ Bumper bracket extension

¢ Front longitudinal member

Pre-treatment - applies to replacement part only

— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.
Preparing new part

— Transfer separating cuts to longitudinal member and to cover
plate for front longitudinal member and cut parts to shape us-
ing body saw .
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O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

s b

— Check fit relative to adjacent parts.
- Weld fronF f8ﬁ§$ﬁ5&i#¥_l%@éﬁ8@$'a‘ﬁor%ﬁa fé?crs%r_b‘é?r‘ﬁtiﬂrgccﬁ?ﬁ‘i“ﬁhe-“'a[ purposes, in part or in whole, is not
ing shielded arc welding-equipment ¢ SG continuous/seam: oc« not quarantee or accept any liability

— Weld in longitudinal member using resistance spotwelder:/RPlocument. Copyright by AUDI AG.
spot weld seam.

Welding in

— With vehicle
part and fix insp

acket set, match up new
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— Weld in coveriplate for longitudinal-member at separating-cut s cocument. Copyright by AUDI ACG.
using shielded arc welding equipment : SG continuous seam.

— Weld in longitudinal member using resistance spot welder : RP
spot weld seam.
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8 Impact damper plate - Renewal

Sportback and Saloon identical

1 - Bumper bracket

Protected by copyright. Cop art or in whole, is not

permitted unless authorised = or accept any liability

with respect to the correctnqi -~ ey AUDLAG.

H55-11320

8.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Drill

Spot weld breaker

* & & 6 o o o

Body saw
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8.2

Cutting locations
Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

— Separate original joint usin ot weld breaker
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— Remove remaining material using compact angle grinder .
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Replacement part
¢ Impact damper plate

O woricE

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Match up new part with vehicle positioned on alignment brack-
et set and fix in place.

— Weld inimpact damper plate using shielded arc welding equip-
ment : SG plug weld seam.
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9 Upper footwell cross member - Re-
newal

A3, Sportback and Saloon identical

1 - Bulkhead

2 - Upper footwell cross mem-
ber

3 - Tunnel

4 - Separating cut in cross
member

Protected by copyright. Copying f§}- private or commercial pu

e
—

permitted unless authorised by A}JDI AG. AUDI AG does not gU“4“_antee o aco.

with respect to the correctness of{nformation in this document. Copyright by AUDI AG:

9.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Drill

Spot weld breaker

* & 6 & o o o

Body saw

1 06 Rep. gr.50 - Body - front
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One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

9.2 Procedure
Cutting locations
— Separate original joint using spot weld breaker .

— Make separating cut -1- in cross member as shown using
compact angle grinder .

Dimension -1- =210 mm

- rial using compact angle grinder .

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

9. Upper footwell cross member - Renewal 1 07
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Replacement parts

¢ Upper footwell cross member

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.

Preparing new pa

Dimension -1- = 80 mm
Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Make separating cut -1- in cross member as shown using
compact angle grinder .

— Drill holes for SG plug weld seam, 8 mm & using drill .

9. Upper footwell cross member - Renewal 1 09
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O

Due to the different types.of'steel'and panel thicknesses em-
ployed, one of the resistance spot welding/units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in cross member using shielded arc welding equipment :
SG plug weld seam.

— Weld in at separating’cut using‘shielded arc welding 'equip-
ment : SG continuous seam.

1 1 O Rep. gr.50 - Body - front
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— Weld in backing plate for cross member using shielded arc
welding equipment : 2x SG plug weld seam (left and right).

— Weld in cross member at top and bottom using shielded arc
welding equipment : 2 x 20 mm SG continuous seam (stag-
gered - with gaps).

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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RO: 50 81 5500
10 Outer footwell cross member - Partial
renewal

A3, Sportback and Saloon identical

1 - Bulkhead

2 - Outer footwell cross mem-
ber

3 - Tunnel

4 - Separating cut in outer
cross member

Protected by copyright. Copying for pri
permitted unless authorised by AUDI A

with respect to the correctness of info

10.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Drill

Spot weld breaker

* & & & o o

Body saw

10. Outer footwell cross member - Partial renewal 1 1 3
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One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

10.2 Procedure

* Removing inner footwell cross member = page 106
Cutting locations

— Separate original joint using spot weld breaker .

— Make separating cut -1- in cross member as shown using
compact angle grinder .

Dime

Protected by copyright. Copyil{g for private or commercial ,

permitted unless authorised fJy AUDI AG. AUDI AG does not,

with respect to the correctne

— Remove remaining material using compact angle grinder .

1 1 4 Rep. gr.50 - Body - front
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Protected by copy
permitted unless|jemses

with respect to tHff

Replacement parts

¢ Inner footwell cross member

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.
Preparing new part

— Transfer separating cut for outer cross member -1- to new part
and cut to size using compact angle grinder .

— Make up backing plate from old part; keep to dimension -a-.
Dimension -a- = 80 mm
— Dirill holes for SG plug weld seam, 8 mm & using drill .

10. Outer footwell cross member - Partial renewal 1 1 5
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O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in cross member using shielded arc welding equipment :
SG plug weld seam.

— Weld in at separating cut -1- using shielded arc welding equip-
ment : SG continuous seam.

1 1 6 Rep. gr.50 - Body - front
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Protected by copyright. Copying for pr
permitted unless authorised by AUDI

with respect to the correctness of infofy

— Weld in backing plate for outer cross member using shielded
arc welding equipment : 2x SG plug weld seam (left and right).

— Weld in cross member at top and bottom using shielded arc
welding equipment : 2 x 20 mm SG continuous seam (stag-
gered - with gaps).

10. Outer footwell cross member - Partial renewal 1 1 7
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* Welding in inner footwell cross member = page 106

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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RO: 50 79 49 50

11 Repairing threads for attachment of
subframe

A3, Sportback and Saloon identical

« Subframe removed = Running gear, axles, steering; Rep. gr.
40 ; Subframe, anti-roll bar, suspension links

@ Note

The following description shows the thread repair for the front
subframe attachment; the procedure for the other attachments is
basically the same.

11.1 Tools

Special tools and workshop equipment required
4 Thread repair kit M12x1.5 - VAS 6058-

¢ Brush grinder - VAS 6446-

¢ Drill - VAS 6267-

4 Compact angle grinder - VAS 5167-

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

11. Repairing threads for attachment of subframe 1 1 9
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1 - Threaded plate (welded into

subframe)
[
2 | Note

The threaded plate is n¢¥ a replace-
ment part and may only be repaired
once if damaged.

2 - Helicoil thread insert

A50-10732

Contents of thread repair-kit

1 20 Rep. gr.50 - Body - front
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1 - Drill bit &'12.5 mm
2-Thread tapM 12x 1.5
3 - Fitting spindle

4-- Thread insertM12x 1.5 x
24 (-VAS 6058/1-)

5 - Pin breaker with magnetic
tip

VAS 6058

5
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Body Repairs - Edition 02.2019
1
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ME0-10411

Repairing thread
Making drilling for thread

— Drill hole for thread using drill bit (twist drill).

kN |

11. Repairing threads for attachment of subframe 1 21
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L J
'], Note

& Use drill - VAS 6267- for drilling and cutting.
& The drill must be supported by a second mechanic using the additional handle.
& Take care to keep the drill straight.

M50-10433

Cutting thread

A cauTiON

Always wear eye protection when cutting the thread and blow-
ing out the threaded drilling.

1 22 Rep. gr.50 - Body - front
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— Cut thread using thread tap.
Fitting thread insert

b |

e
=y
S

NE0-10434

— Screw thread insert -3- onto fitting spindle until driving pin -2-
on thread insert makes contact with driving lug -1- on fitting
spindle.

— Blow out threaded drilling with compressed air.

@ Note

The thread insert should screw in easily.

— Screw thread insert into threaded plate until it is flush with out-
side of threaded plate (visual check).

11. Repairing threads for attachment of subframe 1 23
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MED-10438

— Install subframe and tighten to specified torque = Running
gear, axles, steering; Rep. gr. 40 ; Subframe, anti-roll bar,
suspension links .

1 24 Rep. gr.50 - Body - front
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51 - Body - centre

1 Permitted separating cuts on com-
plete side panel

B Note

& [ Use only weldinglequipment approved by AUDI AG.

¢ SG continuous weld seams are approved for the separating
cuts shown in the illustration.

A3
- -
|t
A3 Sportback

1. Permitted separating cuts on complete side panel 1 25
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A3 Saloon

1 26 Rep. gr.51 - Body - centre
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ADD-11023

1. Permitted separating cuts on complete side panel 1 27
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RO: 51 03 55 00

2 Standard.roof.- Renewal (A3)

1 - Roof
2 - Plasmatron weld seam

3 - Bonded area

2.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Drill

Spot weld breaker

Body saw

Electric cutter

Mole grips, 18-18 - VAS 5430/1-

Double cartridge gun - VAS 6453-

® & & 6 O 6 o 0 o
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¢ Double cartridge gun - VAS 5237-

VAS 5237

¢ Suction lifter/~ V.A.G 1344- or magnet -=\VAS 6739-

¢ Setting gauge - 3371-

¢ Compressed-air gun - V.A.G 1761/1-

V.A.G 17611

Wo0-1032

2. Standard roof - Renewal (A3) 1 29
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¢ Tensioning strap - T 10038-

)

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

T10038

Woo-1005

1 - 2-component window ad-
hesive - D 004 660 M2 -

— Open cap.
2 - Static mixer
3 - Extension hose
Part number 000 809 937

— Screw onto static mixer
-2- with adapter -4-.

4 - Adapter

@ Note

The adapfer is required
the 2-component windo|

A51-11273

Instructions for using extension hose for window adhesive

— Take static mixer out of window adhesive kit.

1 30 Rep. gr.51 - Body - centre
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AGT-11274

— Remove front cap from static mixer.

2. Standard roof - Renewal (A3) 1 31
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AS1-11274

— Drill out opening in static mixer -a- to 9 mm & using drill .

1 32 Rep. gr.51 - Body - centre
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AS1-11277

— Shorten inner section of mixer so that hose can be screwed in
fully.

2. Standard roof - Renewal (A3) 1 33
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AST-11276

— Screw extension hose onto mixer.

1 34 Rep. gr.51 - Body - centre




Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
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AS1-11278

2.2 Procedure
Cutting locations

O

Do not damage roof cross member (front and rear) when sep-
arating.

Roughly cut out roof parallel with plasmatron weld seam -1- at
a distance of approx. 30 mm using body saw .

Drill off original joint to windscreen opening and rear lid open-
ing using spot weld breaker .

Working from passenger compartment, separate bonded
joints between roof and roof cross members using electric cut-
ter - V.A.G 1561 A-.

2. Standard roof - Renewal (A3)
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'., Note

Take care not fo damage the roof side members when making
cuts and when moving the remaining sections of the roof up and

down.

Make cuts in remaining sections of roof using tin snips - VAS
5357- .

Grip remaining sections with pliers and break open plasmatron
weld seam by moving'up and down.

1 36 Rep. gr.51 - Body - centre



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...

Body Repairs - Edition 02.2019

Note

-

& Take care not fo damage the roof side members -1- when re-
moving the remaining sections of the roof -2-.

¢ Use a suitable flap disc, do not use a cutting disc or rough-
filing disc.
— Remove remaining material using compact angle grinder .

— Remove all residual adhesive and sealing compound from roof
cross members at front and rear using scraper - VAS 5448- .

— Grind bonding areas down to bare metal.

2. Standard roof - Renewal (A3)
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2

F
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Replacement parts

¢ Standard roof

¢ Single-component assembly adhesive - D 190 MKD A3 - ,1
cartridge

¢ 2-component epoxy adhesive - DA 180 A00 A2 -, 2 sets of
cartridges

¢ Cleaning solution - D 009 401 04-

¢ 2-component-windowadhesive ~D:004,660 M2 -,; 5-sets-of
cartridges

¢ Glass and paint primer - D 009 200 02-

1 38 Rep. gr.51 - Body - centre
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Preparing new part

¢

*® & & o

B Note

[t is important to keep to the following procedure fo ensure a
satisfactory and effective roof repair.

Bonded areas must not be treated with filler coat (surfacer)
and painted before bonding imthe roof.

The adhesive materials must be applied very quickly.
Make sure’adhesivesisapplied before pot life is exceeded.
Use a pneumatic cartridge gun to apply the bonding materials.

Affixing adhesive tape to the roof parallel with the bonded
seam-on theside preventsisoiling when bonding.

Bonding in

Position roof on roof frame and check alignment of roof with
roof side members (visual inspection).

Check fit of roof with rear lid and windscreen.

Fix roof in position in windscreen flange and sealing flange of
rear lid using one self-tapping screw at each end.

Remove roof.

Apply glass and paint primer - D 009 200 02- in area of roof
frame -a-.

2. Standard roof - Renewal (A3) 1 39
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— Mask outside of roof panel parallel with side bonding area us-
ing adhesive tape.

— Attach four suction lifters - V.A.G 1344- or magnets - VAS
6739- to outside of roof panel.

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.

— Roughen bonding surfaces using a clean sanding disc (grit
size P 80 or P 100).

— Clean roof frame, roof reinforcement and roof with cleaning
solution - D 009 401 04- .

This ensures that the 2-component epoxy adhesive - DA 180 A0O
A2 - forms a good joint with the bonding area.

1 40 Rep. gr.51 - Body - centre
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A51-11383

— Apply glass and paint primer - D 009 200 02- approx. 5 cm
wide -b- on inner section of roof and inner side flange -a-.

2. Standard roof - Renewal (A3) 1 41
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— Cut off approx. 2 mm from nozzle -B- to obtain appropriate
bead geometry.

— Apply single-component assembly adhesive - D 190 MKD A3-
to roof cross members in the area of the factory bonding
location using pneumatic cartridge gun - V.A.G 1761/1- .

: MN51-10238

1 42 Rep. gr.51 - Body - centre
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o [a5111387

Preparing new part

— Cut static mixer from 2-component epoxy adhesive set - DA
180 A00 A2 - down to 4th notch to obtain required bead cross
section.

? | Note
& The pot life of the 2-component epoxy adhesive - DA 180 A00 [P
A2 - is roughly 90 minutes. ]

® A second mechanic is required for the next steps. i

— Apply two continuous beads of 2-component epoxy adhesive
- DA 180 A0O A2 - to bevelled sections of roof side members
in area of zero-gap joint using double cartridge gun - VAS
6453- .

2. Standard roof - Renewal (A3) 1 43
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— Apply one continuous bead of 2-component epoxy adhesive -
DA 180 AQ0 A2 - to side flanges of roof using double cartridge
gun - VAS 6453- .

1 44 Rep. gr.51 - Body - centre
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A51-11389

— Immediately fit and align roof.

— Use one self-tapping screw at each end to fix roof in position
in centring hole in windscreen flange and sealing flange for
rear lid.

— Fix roof in position at windscreen opening and rear window
opening using mole grips, 18-18 - VAS 5430/1- .

Adjusting roof depth

— Additionally fix roof in position with two tensioning straps - T
10038- -1-.

— Set required depth using e.g. drill bit or suitable wooden
spacer -2-.

Depth setting in centre part of front door -a = 3.0 mm -
Depth setting for rear section -a = 2.5 mm -

2. Standard roof - Renewal (A3) 1 45
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A51-11.390

— Roughly spread any 2-component epoxy adhesive - DA 180
A00 A2 - that comes out at edge of roof.

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

A cAuTiON

Allow bonded joint on roof to harden for 60 minutes at ap-
prox. 65° to 80° C with radiant heater. Check temperature
constantly with temperature sensor.

Welding in

— Weldin roof using resistance spot welder : RP spot weld seam.

1 46 Rep. gr.51 - Body - centre



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

Protected by copyright. Copying|for private o
permitted unless authorised by [JUDI AG. AU}

with respect to the correctness ¢ informatic|if}

A1 11626

| ﬁ

— Make additional welds for roof using shielded arc welding
equipment : SG continuous seam.

— Grind down SG continuous weld seams using compact angle
grinder .

2. Standard roof - Renewal (A3) 1 47
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— Grind zero-gap joint -1- into shape (left and right).

1 48 Rep. gr.51 - Body - centre
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A85110515

‘ Note

Please nofte instructions for use: window adhesive should be ap-
plied at a temperature of approx. 20°C.

Apply 2-component window adhesive - D 004 660 M2 - -3- in
roof side member using double cartridge gun - VAS 5237- .

¢ 1 =2-component epoxy adhesive - DA 180 A00 A2 -
¢ 2 = Glass and paint primer - D 009 200 02-
¢ 3 = 2-component window adhesive - D 004 660 M2 -

2. Standard roof - Renewal (A3) 1 49
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A51-11392

1 50 Rep. gr.51 - Body - centre
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RO: 51 23 55 00

3 Roof - Renewal (vehicles with panoramic tilting sunroof - A3)

1 - Roof rear section
2 - Plasmatron weld seam
3 - Bonded area

3.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Drrill

Spot weld breaker

Body saw

Electric cutter

Mole grips, 18-18 - VAS 5430/1-

Double cartridge gun - VAS 6453-

® & & 6 O o o o

3. Roof - Renewal (vehicles with panoramic tilting sunroof - A3) 1 51
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¢ Double cartridge gun - VAS 5237-

VAS 5237

¢ Suction lifter - V.A.G 1344- or magnet - VAS 6739-

¢ Setting gauge - 3371-

¢ Compressed-air gun - V.A.G 1761/1-

V.AG 17611

Wo0-1032
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¢ Tensioning strap - T 10038-

O

T10038

Woo-1005

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

1 - 2-component window ad-
hesive - D 004 660 M2 -

— Open cap.
2 - Static mixer
3 - Extension hose
Part number 000 809 937

— Screw onto static mixer
-2- with adapter -4-.

4 - Adapter

@ Note

The adapfer is required
the 2-component windo|

A51-11273

Instructions for using extension hose for window adhesive

— Take static mixer out of window adhesive kit.

3. Roof - Renewal (vehicles with panoramic tilting sunroof - A3) 1 53
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AGT-11274

— Remove front cap.from static mixer.

1 54 Rep. gr.51 - Body - centre
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"Il.llllllll

AS1-11274

— Drill out opening in static mixer -a- to 9 mm & using drill .

3. Roof - Renewal (vehicles with panoramic tilting sunroof - A3) 1 55
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AS1-11277

— Shorten inner section of mixer so that hose can be screwed in
fully.

1 56 Rep. gr.51 - Body - centre
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AST-112T7E

— Screw extension hose onto mixer.

3. Roof - Renewal (vehicles with panoramic tilting sunroof - A3) 1 57
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AGT-112718

3.2 Procedure

Cutting locations

O

Take care not to damage roof'cross‘member when cutting.

— Roughly cut out roof parallel with plasmatron weld seam -1- at
a distance of approx:"30 mm using body'saw .

— Working from passenger compartment, separate bonded
joints between roofiand-roof crossimembers using electriccut-
ter - V.A.G 1561 A-.

— Separate original joint using spot weld breaker .

1 58 Rep. gr.51 - Body - centre
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— Remove remaining material using compact angle grinder .

Take care not to damage roof frame when removing remaining
material from roof frame.

Do not use cutting discs or rough-filing discs.
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Replacement parts
4 Roof rear section

¢ Single-component assembly adhesive - D 190 MKD A3 -,
1 cartridge

¢ 2-component epoxy adhesive - DA 180 A00 A2 -, 1 set of
cartridges

¢ Cleaning solution - D 009 401 04-

¢ 2-component window adhesive - D 004 660 M2 -, 3 sets of
cartridges

¢ Glass and paint primer - D 009 200 02-
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Bonding in

B Note

&/t /s important fo keep fo the following procedure to ensure a
satisfactory and effective roof repair.

® Bonded areas must not be treated with filler coat (surfacer)
and painted before bonding in the roof.

The adhesive materials must be applied very quickly.
Make sure adhesive is applied before pot life is exceeded.
Use a pneumatic cartridge gun to apply the bonding materials.

*® & & o

Affixing adhesive tape to the roof parallel with the bonded
seam on the side prevents soiling when bonding.
A second mechanic is required for the next steps.

— Position roof on roof frame and check alignment of roof with
roof side members (visual inspection).

— Check fit of roof with rear lid and glass roof.

— Fix roof in position in glass roof flange and sealing flange of
rear lid using one self-tapping screw at each end.

— Remove roof.

— Apply glass and paint primer - D 009 200 02- in area of roof
frame -a-.
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A51-11396

— Mask outside of roof panel parallel with side bonding area us-
ing adhesive tape.

— Attach four suction lifters - V.A.G 1344- or magnets - VAS
6739- to outside of roof panel.

— Grind welding surfaces down to bare metal.

— Roughen bonding surfaces using a clean sanding disc (grit
size P 80 or P 100).

— Clean roof frame, roof reinforcement and roof with cleaning
solution - D 009 401 04- .

This ensures that the 2-component epoxy adhesive - DA 180 A00
A2 -forms a good/joint with the bonding area.
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A51-11397

— Apply glass and paint primer - D 009 200 02- approx. 5 cm
wide -b- on inner section of roof and inner side flange -a-.
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with respect to the correctness of [pfigrma .

— Cut off approx. 2 mm from nozzle -B- to obtain appropriate
bead geometry.

MN51-10238

— Apply single-component assembly adhesive - D 190 MKD A3-
to roof cross members in the area of the factory bonding
location using pneumatic cartridge gun - V.A.G 1761/1- .
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A51-11399

Preparing new part

— Cut static mixer from 2-component epoxy adhesive set - DA

180 A00 A2 - down to 4th notch to obtain required bead cross
section.

[
? | Note .
The pot life of the 2-component epoxy adhesive - DA 180 A00 A2 P
~is roughly 90 minutes, @N
i
[

— Apply two continuous beads of 2-component epoxy adhesive
- DA 180 A00 A2 - to bevelled sections of roof side members

in area of zero-gap joint using double cartridge gun - VAS
6453- .
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5 A51-11400

— Apply one continuous bead of 2-component epoxy adhesive -
DA 180 AQ0 A2 - to side flanges of roof using double cartridge
gun - VAS 6453- .
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A51-11401

— Immediately fit and align roof.

— Use one self-tapping screw at each end to fix roof in position
in centring hole in glass roof flange and sealing flange for rear
lid.

— Fixroof in position with. mole grips, 18-18 - VAS 5430/1- .
Adjusting roof depth

— Additionally fix roof in position with one tensioning strap - T
10038- -1-.

— Set required-depth using e.g. drill bit or suitable wooden
spacer =2~

Depthisetting for reansectiont=a:=2.5 mm/+
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— Roughly spread any 2-component epoxy adhesive - DA 180
AO00 A2 - that comes out at edge of roof.

A cauTion

Allow bonded joint on roof to harden for 60 minutes at ap-
prox. 65° to 80° C with radiant heater. Check temperature
constantly with temperature sensor.

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Weldin roof using resistance spot welder : RP spot weld seam.
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A51-11403

— Make additional weld for roof using shielded arc welding
equipment : 2x SG continuous seam (staggered - with gaps).
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— Grind zero-gap joint -1- into shape (left and right).
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‘ Note

Please nofte instructions for use: window adhesive should be ap-
plied at a temperature of approx. 20°C.

* o o

Apply 2-component window adhesive - D 004 660 M2 - -3- in

roof side member using double cartridge gun - VAS 5237- .
1 = 2-component epoxy adhesive - DA 180 A00 A2 -

2 = Glass and paint primer - D 009 200 02-

3 = 2-component window adhesive - D 004 660 M2 -
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RO: 5103 5500

4 Roof - Renewal (Sportback)

1 - Roof
2 - Plasmatron weld seam

3 - Bonded area

4.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Drill

Spot weld breaker

Body saw

Electric cutter

Mole grips, 18-18 - VAS 5430/1-

Double cartridge gun - VAS 6453-

* & 6 6 O O o o
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¢ Double cartridge gun - VAS 5237-

VAS 5237

¢ Suction lifter - V.A.G 1344- or magnet - VAS 6739-

¢ Setting gauge - 3371-

¢ Compressed-air gun - V.A.G 1761/1-

V.AG 17611

Wo0-1032
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¢ Tensioning strap - T 10038-

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

T10038

Woo-1005

1 - 2-component window ad-
hesive - D 004 660 M2 -

— Open cap.
2 - Static mixer
3 - Extension hose
Part number 000 809 937

— Screw onto static mixer
-2- with adapter -4-.

4 - Adapter

@ Note

The adapfer is required
the 2-component windo|

A51-11273

Instructions for using extension hose for window adhesive

— Take static mixer out of window adhesive Kkit.
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AGT-11274

— Remove front cap from static mixer.
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AS1-11274

— Drill out opening in static mixer -a- to 9 mm & using drill .
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AS1-11277

— Shorten inner section of mixer so that hose can be screwed in
fully.
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AST-112T7E

— Screw.extension hose onto mixer.

4. Roof - Renewal (Sportback) 1 79



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

AGT-112718

4.2 Procedure

Cutting locations

O

Do not damage roof cross member (front and rear) when sep-
arating.

— Roughly cut out roof parallel with plasmatron weld seam -1- at
a distance of approx. 30 mm using body saw .

— Drill off original joint to windscreen opening and rear lid open-
ing using spot weld breaker .

— Working from passenger compartment, separate bonded
joints between roof and roof cross members using electric cut-
ter - V.A.G 1561 A-.
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/

'], Note

Take care not fo damage the roof side members when making
cuts and when moving the remaining sections of the roof up and

down.

Make cuts in remaining sections of roof using tin snips - VAS
5357-.

— Grip remaining sections with pliers and break open plasmatron
weld seam by moving up and down.
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A51-115585

L J
@ Note

& Take care not to damage thewroof side members -1- when re-
moving the remaining sections of the roof -2-.

¢ Use a suitable flap_disc;.do.not use a cutting disc or rough-
filing diisc.
— Removeremaining/materiab using ‘compact-anglergrinder:.

— Remove allresidual adhesiveand sealing compound from roof
cross. members. at front and rear using scraper - VAS 5448- .
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\

Replacement parts

*
*

*

Roof

Single-component assembly adhesive - D 190 MKD A3 -, 1
cartridge

2-component epoxy adhesive - DA 180 A00 A2 -, 2 sets of
cartridges

Cleaning solution - D 009 401 04-

2-component window adhesive - D 004 660 M2 - , 5 sets of
cartridges

Glass and paint‘primer - D 009 200 02-

A51-11589
Pe—
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Preparing new part

*

2

* & o o

B Note

[t is important to keep to the following procedure fo ensure a
satisfactory and effective roof repair.

Bonded areas must not be treated with filler coat (surfacer)
and painted before bonding in the roof.

The adhesive materials must be applied very quickly.
Make sure adhesive is applied before pot life is exceeded.
Use a pneumatic cartridge gun to apply the bonding materials.

Affixing adhesive tape torthe. roof parallelwith.the bonded
seam on the side prevents sojling when bonding.

Bonding in

Position roof on roof frame and check alignment of roof with
roof side members (visual inspection).

Check fit of roof with rear lid and windscreen.

Fix roof in position in windscreen.flange and sealingflange of
rear lid using one self-tapping screw at each end.

Remove roof.

Apply glass and paint primer - D 009 200 02- in area of roof
frame -a-.
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—

— Mask outside of roof panel parallel with side bonding area us-
ing adhesive tape.

— Attach four suction lifters - V.A.G 1344- or magnets - VAS
6739- to outside of roof panel.

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.

— Roughen bonding surfaces using a clean sanding disc (grit
size P 80 or P 100).

— Clean roof frame, roof reinforcement and roof with cleaning
solution - D 009 401 04- .

This ensures that the 2-component epoxy adhesive - DA 180 A0O
A2 - forms a good joint with the bonding area.
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A31-11174

— Apply glass and paint primer - D 009 200 02- approx. 5 cm
wide -b- on inner section of roof and inner side flange -a-.
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— Cut off approx. 2 mm from nozzle -B- to obtain appropriate
bead geometry.

: MN51-10238

— Apply single-component assembly adhesive - D 190 MKD A3-
to roof cross members in the area of the factory bonding
location using pneumatic cartridge gun - V.A.G 1761/1- .
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Preparing,new:part

— Cut static mixer from 2-component epoxy adhesive set - DA
180 AQO A2 - down to 4th notch to obtain required bead cross
section.

? |"Note
¢ The pot life of the 2-component epoxy adhesive - DA 180 A00 [
A2\ s rotughly-90 minttes: ]
& A second mechanic is required for the next steps. i

— Apply two continuous beads of 2-component epoxy adhesive
- DA 180 A00 A2 - to bevelled sections of roof side members
in area of zero-gap joint using double cartridge gun - VAS
6453- .
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— Apply one continuous bead of 2-component epoxy adhesive -
DA 180 AOO A2 - to side flanges of roof using double cartridge
gun - VAS 6453- .
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A531-11389

— Immediately fit and align roof.

— Use one self-tapping screw at each end to fix roof in position
in centring hole in windscreen flange and sealing flange for
rear lid.

— Fix.roof.in position at windscreen opening and rear window
opening using mole grips, 18-18 - VAS 5430/1- .

Adjusting roof depth

— Additionally fix'roof in position with two tensioning straps - T
10038- -1-.

—~'ISet'required depth using'ecg.drill bit'or’suitableswooden
spacer -2-.

Depth setting in centre part of front.door -a = 3.0.mm -
Depth setting for rear section -a = 2.5 mm -
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A51-114583

— Roughly spread any 2-component epoxy adhesive - DA 180
AO00 A2 - that comes out at edge of roof.

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

A cAuTiON

Allow bonded joint on roof to harden for 60 minutes at ap-
prox. 65° to 80° C with radiant heater. Check temperature
constantly with temperature sensor.

Welding in
— Weld in roof using resistance spot welder : RP spot weld seam.
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5 | AS1-11627

eIl
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— Grind downiSG continuous weld‘seams using compactanglent. Copyright by AUDTAC.
grinder .
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— Grind zero-gap joint -1- into shape (left and right).
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‘ Note

Please note instructions for use: window adhesive should be ap-
plied at a temperature of approx. 20°C.

Apply 2-component window adhesive - D 004 660 M2 - -3- in
roof side member using double cartridge gun - VAS 5237- .

¢ 1 =2-component epoxy adhesive - DA 180 A00 A2 -
¢ 2 = Glass and paint primer - D 009 200 02-
¢ 3 = 2-component window adhesive - D 004 660 M2 -
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RO: 51 23 55 00
5 Roof - Renewal (vehicles with panoramic tilting sunroof - Sportback)

1 - Roof rear section

2 - Plasmatron weld seam
3 - Bonded area

5.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Drill

Spot weld breaker

Body saw

Electric cutter

Mole grips, 18-18 - VAS 5430/1-

Double cartridge gun - VAS 6453-

® & & 6 O O o o o
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¢ Double cartridge gun - VAS 5237-

VAS 5237

¢ Suction lifter - V.A.G 1344- or magnet - VAS 6739-

¢ Setting gauge - 3371-

¢ Compressed-air gun - V.A.G 1761/1-

V.A.G1761/1

Wo0-1032
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¢ Tensioning strap - T 10038-

)

One of the tools approved by AUDI AG must be used to ensure
correct results, when carrying out repair work-= page.48 .

T10038

Woo-1005

1 - 2-component'window ad-
hesive - D 004 660 M2 -

— Open cap.
2 - Static mixer
3 - Extension hose
Part number 000 809 937

— Screw onto static mixer
-2- with adapter -4-.

4 - Adapter

@ Note

The adapfer is required
the 2-component windo|

A51-11273

Instructions for using extension hose for window adhesive

— Take static mixer out of window adhesive kit.
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AGT-11274

— Remove front cap from static'mixer.
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AS1-11274

— Drill out opening in static mixer -a- to 9 mm & using drill .
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AS1-11277

— Shorten inner section of mixer so that hose can be screwed in
fully.
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AST-11276

— Screw extension hose onto mixer.
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AS1-11278

5.2 Procedure

Cutting locations

O

Take care not to damage roof cross member when cutting.

— Roughly cut out roof parallel with plasmatron weld seam -1- at
a distance of approx. 30 mm using body saw .

— Working from passenger compartment, separate bonded
joints between roof and roof cross members using electric cut-
ter - V.A.G 1561 A- .

— Separate original joint using spot weld breaker .
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— Remove remaining material using compact angle grinder .

Take care not to damage roof frame when removing remaining
material from roof frame.

Do not use cutting discs or rough-filing discs.
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| [A5111598

Replacement parts

*
*

* & o o

Roof rear section

Single-component assembly adhesive - D 190 MKD A3 -,
1 cartridge

2-component epoxy adhesive - DA 180 AOO A2 -, 1 cartridge
Cleaning solution - D 009 401 04-

2-component window adhesive - D 004 660 M2 -, 2 cartridges
Glass and paint primer - D 009 200 02-
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Bonding in

*

2

* & o o

B Note

[t is important to keep to the following procedure fo ensure a
satisfactory and effective roof repair.

Bonded areas must not be treated with filler coat (surfacer)
and painted before bonding in the roof.

The adhesive materials must be.appliedvery quickly.
Make sure adhesive is applied before pot life is exceeded.
Use a pneumatic‘¢cartridge gun'to' apply the' bonding materials.

Affixing adhesive tape to the roof parallel with the bonded
seam on the side prevents soiling when bonding:

A second mechanic is required for the next steps.

Position roof on roof frame and check alignment of roof with
roof side members (visual inspection).

Check fit of roof with rear lid and glass roof.

Fix roof in position in glass roof flange and sealing flange of
rear lid using one self-tapping screw at each end.

Remove roof.

Apply glass and paint primer - D 009 200 02- in area of roof
frame -a-.
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A51-11589

— Mask outside of roof panel parallel with side bonding area us-
ing adhesive tape.

— Attach four suction lifters - V.A.G 1344- or magnets - VAS
6739- to outside of roof panel.

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.

— Roughen bonding surfaces using a clean sanding disc (grit
size P 80 or P 100).

— Clean roof frame, roof reinforcement and roof with cleaning
solution - D 009 401 04- .

This ensures that the 2-component epoxy adhesive - DA 180 A0O
A2 - forms a good joint with the bonding area.
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A531-11397

— Apply glass and paint primer - D 009 200 02- approx. 5 cm
wide -b- on inner section of roof and inner side flange -a-.
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Protected by copyright. Copying}
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with respect to the correctness qf i

— Cut off approx. 2 mm from nozzle -B- to obtain appropriate
bead geometry.

— Apply single-component assembly adhesive - D 190 MKD A3-
to roof cross members in the area of the factory bonding
location using pneumatic cartridge gun - V.A.G 1761/1- .

5. Roof - Renewal (vehicles with panoramic tilting sunroof - Sportback) 209



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

A51-11600

Preparing new part

— Cut static mixer from 2-component epoxy adhesive set - DA
180 A00 A2 - down to 4th notch to obtain required bead cross
section.

? | Note
The pot life of the 2-component epoxy adhesive - DA 180 A00 A2
- /s roughly 90 minutes. @N
I

— Apply two continuous beads of 2-component epoxy adhesive
- DA 180 A00 A2 - to bevelled sections of roof side members
in area of zero-gap joint using double cartridge gun - VAS
6453- .
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— Apply one continuous bead of 2-component epoxy adhesive -
DA 180 AOO A2 - to side flanges of roof using double cartridge
gun - VAS 6453- .
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A51-11401

— Immediately fit and align roof.

— Use one self-tapping screw at each end to fix roof in position
in centring hole in glass roof flange and sealing flange for rear
lid.

— Fix roof in position with mole grips, 18-18 - VAS 5430/1- .
Adjusting roof depth

— Additionally fix roof in position with one tensioning strap - T
10038- -1-.

— Set required depth using e.g. drill bit or suitable wooden
spacer -2-.

Depth setting for rear section -a = 2.5 mm -
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— Roughly spread any 2-component epoxy adhesive - DA 180
A00.A2 - that.comes out at edge of roof.

A cAuTiON

Allow bonded joint on roof to harden for 60 minutes at ap-
prox: 65%to°80° C with radiant heater. Check temperature
constantly with temperature sensor.

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Weld in roof using resistance spot welder : RP spot weld seam.
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— Make additional weld for roof using shielded arc welding

equipment : 2x SG continuous seam (staggered - with gaps).

A51-116035
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— Grind zero-gap joint -1- into shape (left and right).
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‘ Note

Please note instructions for use: window adhesive should be ap-
plied at a temperature of approx. 20°C.

Apply 2-component window adhesive - D 004 660 M2 - -3- in
roof side member using double cartridge gun - VAS 5237- .

¢ 1 =2-component epoxy adhesive - DA 180 A00 A2 -
¢ 2 = Glass and paint primer - D 009 200 02-
¢ 3 = 2-component window adhesive - D 004 660 M2 -
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Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AGC does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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RO: 51 03 55 00
6 Roof - Renewal (Saloon)

1 - Roof
2 - Plasmatron weld seam
3 - Bonded area

AF1-1165%

%=
6.1 Tools

Special tools and Woﬁ{grt]%cgee%a}/pcrﬁ mi%]&ugjro a/ing for private or commercial purposes, in part or in whole, is not

. ermitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liabilit
Resistance spot V\Pelcﬂgr / g N /

¢ . with respect to the correctness of information in this document. Copyright by AUDI AG.
¢ Shielded arc welding equipment
¢ Brush grinder

¢ Drill

¢ Spot weld breaker
¢ Body saw

¢ Electric cutter

¢ Mole grips, 18-18 - VAS 5430/1-
*

Double cartridge gun - VAS 6453-
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¢ Double cartridge gun - VAS 5237-

VAS 5237

¢ Suction lifter - V.A.G 1344- or magnet - VAS 6739-

¢ Setting gauge - 3371-

¢ Compressed-air gun - V.A.G 1761/1-

V.A.G 17611

Wo0-1032
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¢ Tensioning strap - T 10038-

)

One of the tools approved by AUDI/AG must be used to ensure
correct results:-when:carrying-out-repair work = page 48 .

T10038

Woo-1005

1 - 2-component window ad-
hesive - D004'660 M2 =

—  Opén'cap!
2 - Static mixer
3 - Extension hose
Part number 000 809 937

— Screw onto static mixer
-2- with adapter -4-.

4 - Adapter

@ Note

The adapfer is required
the 2-component windo|

A51-11273

Instructions for using extension hose for window adhesive

— Take static mixer out of window adhesive kit.
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AGT-11274

— Remove front cap from static mixer.
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— Drill out opening in static mixer -a- to 9 mm & using drill .
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AS1-11277

— Shorten inner section of mixer so that hose can be screwed in
fully.
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AST-11276

— Screw extension hose onto mixer.
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AS1-11278

6.2 Procedure
Cutting locations

O

Do not damage roof cross member (front and rear) when sep-
arating.

Roughly cut out roof parallel with plasmatron weld seam -1- at
a distance of approx. 30 mm using body saw .

Drill off original joint to windscreen opening and rear window
opening using spot weld breaker .

Working from passenger compartment, separate bonded
joints between roof and roof cross members using electric cut-
ter - V.A.G 1561 A-.

6. Roof - Renewal (Saloon)
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i AF1-11657
—

" Note

Take care not to damage the roof side members when making

cuts and when moving the remaining sections of the roof up and

down. Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability

— Make cuts in remaining sections of roof using tin snips . =~ ) ,
with reSpect to the correctness of information in this document. Copyright by AUDI AG.

— Grip remaining sections with pliers and break open plasmatron
weld seam by moving up and down.
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Protected by copyrig|jt. Copyir 9
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[ ]
" Note

& Take care not to damage the roof side members -1- when re-
moving the remaining sections of the roof -2-.

& Use a suitable flap disc; do not use a cutting disc or rough-
filing disc.
— Remove remaining material using compact angle grinder .

— Remove all residual adhesive and sealing compound from roof
cross members at front and rear using scraper .

— Grind bonding areas down to bare metal.
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Replacement parts

¢ Roof

¢ Single-component assembly adhesive - D 190 MKD A3 -, 1
cartridge

¢ 2-component epoxy/adhesive - DA 180 A00 A2 -, 2 sets of
cartridges

¢ Cleaning solution - D 009401 04-

¢ 2-component window adhesive - D 004 660 M2 - , 5 sets of
cartridges

¢ Glass and paint primer':'D"009 200°02-
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Preparing new part

¢

*® & & o

B Note

[t is important to keep to the following procedure fo ensure a
satisfactory .and effective roof repair.

Bonded areasumust notbe:treated.with filler coat (surfacer)
and painted before bonding in the roof.

The adhesive materials must be .applied very quickly.
Make sure adhesive.is appliedbefore pot life-is exceeded.
Use a pneumatic cartridge gun to apply the bonding-materials.

Affixing adhesive tape to the roof parallel with the bonded
seam on the side prevents soiling when bonding.

Bonding in

Position roof on roof frame and check alignment of roof with
roof side members (visual inspection).

Check fit of roof with rear lid and windscreen.

Fix roof in position in windscreen flange and sealing flange of
rear lid using one self-tapping screw at each end.

Remove roof.

Apply glass and paint primer - D 009 200 02- in area of roof
frame -a-.
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— Mask outside of roof panel parallel with side bonding area us-
ing adhesive tape.

— Attach four suction lifters - V.A.G 1344- or magnets - VAS
6739- to outside of roof panel.

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.

— Roughen bonding surfaces using a clean sanding disc (grit
size P 80 or P 100).

— Clean roof frame, roof reinforcement and roof with cleaning
solution - D 009 401 04- .

This ensures that the 2-component epoxy adhesive - DA 180 A0O
A2 - forms a good joint with the bonding area.
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with respect to the correctnesf{of informat

B51-11661

— Apply glass and paint primer - D 009 200 02- approx. 5 cm
wide -b- on inner section of roof and inner side flange -a-.
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AS1-T16EF

— Cut off approx. 2 mm from nozzle -B- to obtain appropriate

bead geometry.

— Apply single-component assembly adhesive - D 190 MKD A3-

to roof cross members in the area of the factory bonding
location using pneumatic cartridge gun - V.A.G 1761/1- .

MN51-10238
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Preparing new part

— Cut static mixer from 2-component epoxy adhesive set - DA

Wo%@éﬂi@@rﬁgégmmmw@gmzm H80A00, 'n pdrt or inpwhole, is not
perfﬂﬁt-elg Gﬂﬁ’e‘é@éﬂﬂé’?@ég%f/ AUDI AG. AUDI AG does not guarantee or| acceptian

%tﬁrggﬁé)m%%@(ﬁ(&@‘gﬁ%@rn{gﬁﬁﬁﬁ{ﬁzo(focument Copyrighjt by AUDI AG.

— Apply two continuous beads of 2-component epoxy adhesive
- DA 180 A00 A2 - to bevelled sections of roof side members
in area of zero-gap joint using double cartridge gun - VAS
6453- .

6. Roof - Renewal (Saloon) 233



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

000

Protected by copyright. Cop
permitted unless authorised

with respect to the correctn

— Apply one continuous bead of 2-component epoxy adhesive -
DA 180 AOO A2 - to side flanges of roof using double cartridge
gun - VAS 6453- .
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B51-11665

— Immediately fit and align roof.

— Use one self-tapping screw at each end to fix roof in position
in centring hole in windscreen flange and sealing flange for
rear lid.

— Fix roof in position at windscreen opening and rear window
opening using mole grips, 18-18 - VAS 5430/1- .

Adjusting roof depth
— Additionally fix roof in position with two tensioning straps -1-.

— Set required depth using e.g. drill bit or suitable wooden
spacer -2-.

Depth setting in centre part of front door -a = 3.0 mm -
Depth setting for rear section -a = 2.5 mm -

— Roughly spread any 2-component epoxy adhesive - DA 180
A00 A2 - that comes out at edge of roof.
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O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

A cAuTiON

Allow bonded joint on roof to harden for 60 minutes at ap-
prox. 65° to 80° C with radiant heater. Check temperature
constantly with temperature sensor.

Welding in

— Weld in roof using resistance spot welder : RP spot weld seam.
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B51-11663

— Make additional welds for roof using shielded arc welding
equipment : SG continuous seam.

— Grind down SG continuous weld seams using compact angle
grinder .
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— Grin i i ape (left and right).

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A85110515

‘ Note

Please nofte instructions for use: window adhesive should be ap-
plied at a temperature of approx. 20°C.

Apply 2-component window adhesive - D 004 660 M2 - -3- in
roof side member using double cartridge gun - VAS 5237- .

¢ 1 =2-component epoxy adhesive - DA 180 A00 A2 -
¢ 2 = Glass and paint primer - D 009 200 02-
¢ 3 = 2-component window adhesive - D 004 660 M2 -
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RO: 51 23 55 00
7 Roof - Renewal (vehicles with panoramic tilting sunroof - Saloon)

1 - Roof rear section

2 - Plasmatron weld seam
3 - Bonded area

Protected by
permitted unl

with respect {

AF1-T1670

71 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Drrill

Spot weld breaker

Body saw

Electric cutter

Mole grips, 18-18 - VAS 5430/1-

Double cartridge gun - VAS 6453-

® & 6 6 O O O o o
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¢ Double cartridge gun - VAS 5237-

VAS 5237

¢ Suction lifter - V.A.G 1344- or magnet - VAS 6739-

¢ Setting gauge - 3371-

¢ Compressed-air gun - V.A.G 1761/1-

V.AG 17611

Wo0-1032
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¢ Tensioning strap - T 10038-

O

T10038

Woo-1005

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

1 - 2-component window ad-
hesive - D 004 660 M2 -

— Open cap.
2 - Static mixer
3 - Extension hose
Part number 000 809 937

— Screw onto static mixer
-2- with adapter -4-.

4 - Adapter

@ Note

The adapter is requireq
the 2-component windo

A51-11273

Instructions for using extension hose for window adhesive

— Take static mixer out of window adhesive kit.
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— Remove front cap from static mixer.
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AS1-11274

— Drill out opening in static mixer -a- to 9 mm & using drill .
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— Shorten inner section of mixer so that hose can be screwed in
fully.
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— Screw extension hose onto mixer.
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7.2 Procedure

Cutting locations

O

Take care not to damage roof cross member when cutting.

— Roughly cut out roof parallel with plasmatron weld seam -1- at
a distance of approx. 30 mm using body saw .

— Working from passenger compartment, separate bonded
joints between roof and roof cross members using electric cut-
ter - V.A.G 1561 A- .

— Separate original joint using spot weld breaker .
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A51-11671

— Remove remaining material using compact angle grinder .

Take care not to damage roof frame when removing remaining
material from roof frame.

Do not use cutting discs or rough-filing discs.
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Replacement parts
¢ Roof rear section

¢ Single-component assembly adhesive - D 190 MKD A3 -,
1 cartridge

¢ 2-component epoxy adhesive - DA 180 A00 A2 -, 1 set of
cartridges

¢ Cleaning solution - D 009 401 04-

¢ 2-component window adhesive - D 004 660 M2 - , 3 sets of
cartridges

¢ Glass and paint primer - D 009 200 02-
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Bonding in

¢

*® & & o

B Note

[t is important to keep to the following procedure fo ensure a
satisfactory and effective roof repair.

Bonded areas must not be treated with filler coat (surfacer)
and painted before bonding in the roof.

The adhesive materials must be applied very quickly.
Make sure adhesive is applied before pot life is exceeded.

Use a pneumatic cartridge gun to apply the bonding materials.

Affixing adhesive tape to the roof parallel with the bonded
seam on the side prevents soiling when bonding.

A second mechanic is required for the next steps.

Position roof on roof frame and check alignment of roof with
roof side members (visual inspection).

Check fit of roof with rear lid and glass roof.

Fix roof in position in glass roof flange and sealing flange of
rear lid using one self-tapping screw at each end.

Remove roof.

Apply glass and paint primer.- D 009 200 02- in area of roof
frame -a-.
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— Mask outside of roof panel parallel with side bonding area us-
ing adhesive tape.

— Attach four suction lifters - V.A.G 1344- or magnets - VAS
6739- to outside of roof panel.

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.

— Roughen bonding surfaces using a clean sanding disc (grit
size P 80 or P 100).

— Clean roof frame, roof reinforcement and roof with cleaning
solution - D 009 401 04- .

This ensures that the 2-component epoxy adhesive - DA 180 A0O
A2 - forms a good joint with the bonding area.
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ASI-11874

— Apply glass and paint primer - D 009 200 02- approx. 5 cm
wide -b- on inner section of roof and inner side flange -a-.
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AS1-T1ETS

— Cut off approx. 2 mm from nozzle -B- to obtain appropriate
bead geometry.

MN51-10238

— Apply single-co %’!‘E‘Q D 190 MKD A3-

to roof cross memb the“factory bonding
location using pneumatic cartrldge gun - V.A.G 1761/1-.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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BSI-11ETE

Preparing new part

— Cut static mixer from 2-component epoxy adhesive set - DA
180 A0O A2 - down to 4th notch to obtain required bead cross
section.

[
? | Note
The pot life of the 2-component epoxy adhesive - DA 180 A00 A2 -
-5 roughly 90 minies @N
i
I

— Apply two continuous beads of 2-component epoxy adhesive
- DA 180 A00 A2,- to.bevelled sections. of roof side members

in area of zero-gap joint using double cartridge gun - VAS
6453- .
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B51-1167T

—""Apply one continuous bead‘of 2-component' epoxy-adhesive -
DA 180 A0Q. A2 - to side flanges of roof using double cartridge
gun - VAS 6453-.
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ASI-11878

d align roof.

grne

: apping screw at each end to fix roof in position
in centring hole in glass roof flange and sealing flange for rear

id.

Protected by copyright. Copying for private or commercial&ur oses, in part or in whole, is not
~ — Fix roof in position with mole %rc})s, 18-18 - VAS 5430/1- . o
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— Additionally fix roof in position with one tensioning strap - T
10038- -1-.

— Set required depth using e.g. drill bit or suitable wooden
spacer -2-.

Depth setting for rear section -a = 2.5 mm -
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— Roughly spread any 2-component epoxy adhesive - DA 180
A00 A2 - that comes out at edge of roof.

A cauTiON

Allow bonded joint on roof to harden for 60 minutes at ap-
prox. 65° to 80° C with radiant heater. Check temperature
constantly with temperature sensor.

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Weldin roof using resistance spot welder : RP spot weld seam.
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B51-11680

— Make additional weld for roof using shielded arc welding
equipment : 2x SG continuous seam.
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A51-11634

— Grind zero-gap joint -1- into shape (left and right).
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A E=ETEE

‘ Note

Please ‘note'instrictions for-use: window adhesive should be ap-
plied at a temperature of approx. 20°C.

* o o

Apply 2-component window adhesive - D 004 660 M2 - -3- in

roof side member using double cartridge gun - VAS 5237- .
1 = 2-component epoxy adhesive - DA 180 A00 A2 -

2 = Glass and paint primer - D 009 200 02-

3 = 2-component window adhesive - D 004 660 M2 -

7. Roof - Renewal (vehicles with panoramic tilting sunroof - Saloon)
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RO: 51 05 55 50
8 Roof side member - Renewal (A3)

1 - Separating cut in A-pillar
2 -Roof side'member

3 - Separating cut in B-pillar
4 - Separating cut-in C=pillar

A51-11408

8.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

*® & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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8.2 Procedure

* Removing standard roof = page 128

* Removing roof (vehicle with panoramic sunroof) = page 151
Cutting locations

Permitted separating cuts on complete side panel = page 125 .

— Make separating cuts according to extent of damage using
body saw .

— Separate original joint using spot weld breaker .

— Separate original joint using spot weld breaker .
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A51-11408

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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Replacement part

¢ Side panel

Preparing new part

— .. Transfer separating cuts to new part and cut using body saw .
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A31-11410

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Match up roof side member and fix in position.
— Check fit relative to bolt-on parts.

— Weld in roof side member using resistance spot welder : RP
spot weld seam.
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A531-11411

— Butt weld separating cuts using shielded arc welding equip-
ment : SG continuous seam.

— Weld in roof side member using resistance spot welder : RP
spot weld seam.
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A31-11412

* Welding in standard roof (A3) = page 128
* Welding in roof (vehicle with panoramic sunroof) = page 151
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RO: 51 05 55 50
9 Roof side member - Renewal (Sportback)

1 - Separating cut.in A-pillar
2 - Roof side member

3 - Separating cut in B-pillar
4 - Separating cut in C-pillar
5 - Separating cut in D-pillar

A531-11606

9.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

)

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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9.2 Procedure

* Removing standard roof (Sportback) = page 173

* Removing roof (vehicle with panoramic sunroof - Sportback)
= page 196

Cutting locations
Permitted separating cuts on complete side panel = page 125 .

— Make separating cuts according to extent of damage using
body saw .

— Separate original joint using spot weld breaker .

AS1=11807

— Separate’original joint using spot weld breaker .
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AS1-11812

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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Replacement part

¢ Side panel

Preparing new part

— Transfer separating cuts to new part and cut using body saw .

9. Roof side member - Renewal (Sportback) 273



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

A51-11810

0)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Match up roof side member and fix in position.
— Check fit relative to bolt-on parts.

— Weld in roof side member using resistance spot welder : RP
spot weld seam.
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AS1=11609

Butt weld separating cuts using shielded arc welding equip-
ment : SG continuous seam.

Weld in roof side member using resistance spot welder : RP
spot weld seam.
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A51-11605

* Welding in standard roof (Sportback) = page 173

+ Welding in roof (vehicle with panoramic sunroof - Sportback)
= page 196
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RO: 51 05 55 50
10 Roof side member - Renewal (Saloon)

1 - Separating cut in A-pillar
2 - Roof side member

3 - Separating cut in B-pillar
4 - Separating cut in C-pillar
5 - Separating cutin D-pillar
6 - Moulded foam insert

10.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

*® & & 6 o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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10.2 Procedure

*  Welding in roof (standard roof version) = page 218

»  Welding in roof (panoramic sunroof) = page 241

Cutting locations

Permitted separating cuts on complete side panel = page 125 .

— Make separating.cuts,according-te extent of damage using
body saw .

— Separate original joint using spot weld breaker .

A51-11639

— Separate original joint using spot weld breaker .
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AS1-11833

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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Replacement part

¢ Side panel

Preparing new part

— Transfer separating cuts to new part and cut using body saw .
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B51-11636

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Match up roof side member and fix in position.

— Weld in roof side member using resistance spot welder : RP
spot weld seam.
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AS1-11638

— Butt weld separating cuts using shielded arc welding equip-
ment : SG continuous seam.

— Weld in roof side member using resistance spot welder : RP
spot weld seam.
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AS1-11655

* Welding in roof (standard roof version) = page 218
* Welding in roof (panoramic sunroof) = page 241
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RO: 51 07 55 50
11 Front roof cross member - Renewal

A3 and Sportback identical

1 - Side frame (left-side)
2 - Roof cross member (front)
3 - Side frame (right-side)

11.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .
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11.2 Procedure

* Removing standard roof = page 128

* Removing roof (vehicle with panoramic sunroof) = page 151
* Removing standard roof (Sportback) = page 173

* Removing roof (vehicle with panoramic sunroof - Sportback)
=> page 196

Cutting locations
— Separate original joint using.spot weld breaker .

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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N | as1-11387

Replacement part
4 Roof cross member

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Match up and fix new part in position.

— Weld in new part using resistance spot welder : RP spot weld
seam.
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* Welding in standard roof (A3) = page 128

* Welding in roof (vehicle with panoramic sunroof) = page 151

* Welding in standard roof (Sportback) = page 173

»  Welding in roof (vehicle with panoramic sunroof - Sportback)

= page 196
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RO: 51 07 55 50
12 Centre roof cross member - Renewal

A3 and Sportback identical

1 - Side frame (left-side)
2 - Roof cross member (front)
3 - Side frame (right-side)

12.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder

¢ Body saw

¢ Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .
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12.2 Procedure

* Removing standard roof = page 128
* Removing roof (vehicle with panoramic sunroof) = page 151

* Removing roof (vehicle with panoramic sunroof - Sportback)
= page 196

Cutting locations
— Separate original joint using spot weld breaker .

!
¥

RS

— Remove remaining material using compact angle grinder .
— Grind welding surfaces:down:torbare-metal.
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Replacement part
4 Roof cross member

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual‘and approved by AUDI’AG must be usedto ensure cor-
rect results when spot welding.

Welding in
— Match up and fix new part in position.

— Weld in new part using resistance spot welder : RP spot weld
seam.
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Welding in standard roof (A3) = page 128
Welding in standard roof (Sportback) = page 173

Welding in roof (vehicle with panoramic sunroof - Sportback)
= page 196
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RO: 51 09 55 50
13 Rear roof cross member - Renewal

A3 and Sportback identical

1 - Roof cross member
2 - Right roof frame connection
3 - Left roof frame connection

13.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .

292 Rep. gr.51'- Body - centre



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

13.2 Procedure

* Removing standard roof = page 128

* Removing roof (vehicle with panoramic sunroof) = page 151
* Removing standard roof (Sportback) = page 173

* Removing roof (vehicle with panoramic sunroof - Sportback)
=> page 196

Cutting locations
— Separate original joint using spot weld breaker .

Protected by copyright. Copying for|
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— Separate original joint using spot weld breaker .
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B51-11 371

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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A1 -11372

¢ Upper rear roof cross member
¢ Lower rear roof cross member

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

D d 1 v part in position.
@eﬁggeg spot welder : RP spot weld

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A51-11373

— Match up upper rear roof frame and fix in position.
— Check fit relative to roof.

— Weld in roof frame using resistance spot welder : RP spot weld
seam.

— Weld in roof frame using shielded arc welding equipment : SG
continuous seam (staggered - with gaps).
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Welding in standard roof (A3) = page 128
Welding in roof (vehicle with panoramic sunroof) = page 151
Welding in standard roof (Sportback) = page 173

Welding in roof (vehicle with panoramic sunroof - Sportback)
= page 196
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RO: 51 07 55 50
14 Front-roof-cross member - Renewal (Saloon)

1 - Side frame (left-side) =
2 - Roof cross member (front)
3 - Side frame (right-side)

AF-11883

14.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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14.2 Procedure
* | Removing standard roof = page 218

«~"Removing roof (vehicle with panoramic sunroof) = page 241

Cutting locations
— Separate original joint using spot weld breaker .

P, 7 |
.lf':"“‘*«__h :

B51-11634

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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. A51-11635

Replacement part
4 Roof cross member

)

Due to the different types-of steel and-panel-thicknessesiem-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Match up and fix new part in position.

— Weld in new part using resistance spot welder : RP spot weld
seam.

300 Rep. gr.51 - Body - centre



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

| BEi-116EE

* r«Welding in-standardroof (A3) =rpage 218
* Welding in roof (vehicle with panoramic sunroof) = page 241
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RO: 51 09 55 50
15 Rear roof cross member - Renewal (Saloon)

1 - Roof cross member
2 - Right roof frame connection
3 - Left roof frame connection

AS-T1657

15.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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15.2 Procedure

* Removing standard roof = page 218

Removing roof (vehicle with panoramic sunroof) = page 241
Cutting locations

— Separate original joint using spot weld breaker .

i
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A51-11683

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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| ASi-11EED

¢ Upper rear roof cross member

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Match up andfi

— Weld in ne
seam.
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* Welding in standard roof (A3) = page 218
*  Welding in roof (vehicle with panoramic sunroof) = page 241

15. Rear roof cross member - Renewal (Saloon) 305



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

RO: 51 07 55 50
16 Centre roof cross member - Renewal (Saloon)

1 - Side frame (left-side)
2 - Roof cross member (front)
3 - Side frame (right-side)

Al T

¥

i - -
|
ﬁ‘—'
g .-._ L. :n C| ]
i

16.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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16.2 Procedure
* Removing roof (vehicle with panoramic sunroof) = page 241

Cutting locations
— Separate original joint using spot weld breaker .

VAR ST |
Lt T

Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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A51-11694

Replacement part
4 Centre roof cross member

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by’ AUDI'AG must be used to ensure cor-
rect results when spot welding:

Welding in
— Match up and fix new part in position.

— Weld in new part using resistance spot welder : RP spot weld
seam.
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* Welding in roof (vehicle with panoramic sunroof) = page 241
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RO: 51 37 55 00

17 Outer A-pillar - Renewal
A3, Sportback and Saloon identical

1 - Outer A-pillar
2 - Upper separating.cut
3 - Separating cut in side mem-

ber 1 2

4 - Separating cut for partial re-
newal

Partial renewal

Partial renewal of the A-pillar is
possible using this separating
cut.

5 - Separating cut for partial re-
newal

Partial renewal

Partial renewal of the A-pillar is
possible using this separating
cut.

4 3

17.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .
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17.2 Procedure

Cutting locations
Permitted separating cuts on complete side panel = page 125 .

'], Note

If the inner A-pillar is also being renewed, the separating cut -1-
must be made at a distance of 130 mm -a- from the edge of the
roof.

— Mark off separating cut on outer A-pillar according to dimen-
sion -a- and make cut using body saw .
Dimension -a- = 130 mm

— Make separating cut at outer side member according to extent
of damage using body saw .

45111414

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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55111415

Replacement part
¢ A-pillar (sub-part)
Preparing new part

— Transfer separating cuts to new part and cut to size using body
saw .

— Dirill holes for SG plug weld seam, 8 mm & using drill .
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A31-11416

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Butt weld at separating cuts using shielded arc welding equip-
ment : SG continuous seam.

— Weld in A-pillar using resistance spot welder : RP spot weld
seam.

— Weld in A-pillar using shielded arc welding equipment : SG
plug weld seam.
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RO: 51 38 55 50
18 Upper inner A-pillar - Partial renewal

A3, Sportback and Saloon identical

1 - Separating cut, inner A-pil-
lar

2 - Side panel
3 - Upper inner A-pillar

4 - Lower inner A-pillar

18.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & o o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

18. Upper inner A-pillar - Partial renewal 31 5



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...

Body Repairs - Edition 02.2019

18.2 Procedure

» Outer A-pillar removed = page 310

Cutting locations

Permitted separating cuts on°complete side panel = page 125¢

— Cut through'A=pillar-completely-using-compact'angle grinder
(important: keep to dimension -1- for separating cut).

Dimension -1- = 275 mm
— Make separating cut in A-pillar using body saw .
— Drill out original joint using spot weld breaker .

25111413

— Separate original joint using spot weld breaker .
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A31-11420

— Make separating cut on outer A-pillar according to dimension
-1- using body saw .

Dimension -1- = 130 mm
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A531-11421

— Make separating cut on inner A-pillar according to dimension
-1- using body saw .

Dimension -1- = 100 mm
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A51-11422

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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& I |

A531-11423

Replacement parts

¢ Upper inner A-pillar

¢ Inner A-pillar cover plate
Preparing new part

— Transfer separating cut for inner A-pillar -1- to new part and
cut to size using compact angle grinder .

— It is important to maintain dimension -140 mm- for separating
cut -2- for backing plate.
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25111424

Drill holes for SG plug weld seam, 8 mm & using drill .
Drill 6x holes (& 8 mm) for backing plate -1- using drill .
Grind welding surfaces (outer sides only) down to bare metal.

Grind down welding area for SG continuous weld seam using
compact angle grinder .
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A531-11628

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
Insert inner reinforcement plate and fix in position.

— Weld in at separating cut using shielded arc welding equip-
ment : SG continuous seam.

— Weld in lower cover plate forinner A-pillar using shielded arc
welding equipment : SG plug weld seam.
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A531-11426

Weld in at separating cut using shielded arc welding equip-
ment : SG continuous seam.

Weld in inner A-pillar using shielded arc welding equipment :
SG plug weld seam.
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A51-11427

— Weld in backing plate using shielded arc welding equipment :
SG plug weld seam.

— Weld in backing plate using shielded arc welding equipment :
SG continuous seam (4 x 15 mm).
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A51-11428

— Weld in inner A-pillar using resistance spot welder : RP spot
weld seam. Make spot welds with a spacing of 70 mm.
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As1-11429

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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RO: 51 38 55 50

19 Upper inner A-pillar - Partial renewal (NAR and e-tron vehicles only)

1 - Separating cut in upper A-
pillar

2 - Side panel

3 - Separating cut in A-pillar
(bottom)

(L0

Protected by copyright. Co

permitted unless authoris¢

~r commercial purposes, in part or i}
I _.l
B UDI AG does not guarantee or accepj

tion in this document. Copyright: L8

AS1-12394

19.1 Tools

Special tools and workshop equipment required

¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder
¢ Body saw

¢ Spot weld breaker

O wNoricE

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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19.2 Procedure

Cutting locations

— Cut through A-pillar completely using compact angle grinder
(important: keep to dimension -1- for separating cut).

Dimension -1- = 425 mm
— Make separating cut in A-pillar using body saw .
— Dirill out original joint using spot weld breaker .

Protected by copy}{ght. Copying frr.;

permitted unless f§ithorised by A

with respect to th

' ‘ AE1-1238%

— Separate original joint using spot weld breaker .
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— Make separating cut on outer A-pillar according to dimension
-1- using body saw .

Dimension -1- = 325 mm

19. Upper inner A-pillar - Partial renewal (NAR and e-tron vehicles only) 329



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

Protected by copyrigf|===
permitted unless auf

with respect to the cf

A51-12393

— Make separating cut on inner A-pillar according to dimension
-1- using body saw .

Dimension -1- = 200 mm

— Drill out any material remaining from reinforcement using spot
weld breaker .
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]
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— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A51-12399

Replacement parts

¢ Upper inner A-pillar

¢ Inner A-pillar cover plate
Preparing new part

— Transfer separating cut for inner A-pillar -1- to new part and
cut to size using compact angle grinder .

— ltis important to maintain dimension -140 mm- for separating
cut -2- for backing plate.
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25111424

Drill holes for SG plug weld seam, 8 mm & using drill .
Drill 6x holes (& 8 mm) for backing plate -1- using drill .
Grind welding surfaces (outer sides only) down to bare metal.

Grind down welding area for SG continuous weld seam using
compact angle grinder .
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— Dirill holes for SG plug weld seam, 8 mm & using drill .

— Weld inner A-pillar and reinforcement using resistance spot
welder : RP spot weld seam.
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B51-12400

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
Insert inner reinforcement plate and fix in position.

— Weld in at separating cut using shielded arc welding equip-
ment : SG continuous seam.

— Weld in lower cover plate for inner A-pillar using shielded arc
welding equipment : SG plug weld seam.
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— Weld in at separating cut using shielded arc welding equip-
ment : SG continuous seam.

— Weld in inner A-pillar using shielded arc welding equipment :
SG plug weld seam.
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Protected by copyright
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— Weld in backing plate using shielded arc welding equipment :
SG plug weld seam.

— Weld in backing plate using shielded arc welding equipment :
SG continuous seam (4 x 15 mm).
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A51-11428

— Weld in inner A-pillar using resistance spot welder : RP spot
weld seam.
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20 Lower’'inner A-pillar' -"Partial renewal

A3, Sportback and Saloon identical

1 - Lower inner A-pillar
2 - Inner side member
3 - Upper inner A-pillar

4 - Separating cut, lower inner
A-pillar

Partial renewal
Partial renewal is possible with
this separating cut.

201 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .
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20.2 Procedure

» Outer A-pillar cut out = page 310 .

» Upper wheel housing longitudinal member cut out = page 69
Cutting locations

Permitted separating cuts on complete side panel = page 125 .
— Drill out original joint using spot weld breaker .

— Make separating cut in inner A-pillar using body saw .

A51-11431

—/ Remove remaining material using compact angle grinder .
—.Grind'welding surfaces (outer sides only) down to bare metal.
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A51-11432

Replacement part

¢ Lower inner A-pillar

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .

— Prepare flanges on new part for welding.

— Grind welding surfaces (outer sides only) down to bare metal.
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A51-11433

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

Weld in inner A-pillar using shielded arc welding equipment :
SG plug weld seam.

Weld in inner A-pillar using shielded arc welding equipment :
SG continuous seam (staggered - with gaps).

Weld in inner A-pillar using resistance spot welder : RP spot
weld seam.

Weld in inner A-pillar at separating cut using shielded arc
welding equipment : SG continuous seam.
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A51-11434

*  Welding in outer A-pillar = page 310

* Welding in upper wheel housing longitudinal member
= page 69
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RO: 51 38 55 50
21 Inner A-pillar reinforcement - Renew-
al

A3, Sportback and Saloon identical

1 - Inner A-pillar reinforcement
2 - Inner side member

3 - Lower hinge reinforcement
4 - Upper hinge reinforcement

A51-11 480

21.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & 6 o o

Spot weld breaker
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O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

21.2 Procedure

* Outer A-pillar cut out = page 310 .

* Lower inner A-pillar cut out = page 340

» Upper inner A-pillar (part section) cut out = page 315

* Upper wheel housing longitudinal member cut out > page 69

1 | Note

The inner A-pillarreinforcement is made of ultra-high strength
steel (hot-formeq).

Cutting locations
— Separate original joint using spot weld breaker .

A51-11481
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— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.

A51-11482

Replacement parts
¢ Inner A-pillar reinforcement

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in inner A-pillar reinforcement using resistance spot
welder : RP spot weld seam.
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A531-11478

*  Welding in outer A-pillar = page 310
* Welding in lower inner A-pillar = page 340
» Welding in upper A-pillar (part section) = page 315

» Welding in upper wheel housing longitudinal member
= page 69
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RO: 51425552

22 Inner B-pillar - Partial renewal (A3)

1 - Side member reinforcement
2 - Inner B-pillar
3 - Separating cut in B-pillar,

dimension -a- = 175 mm 4
4 - Side panel - [

5 - Moulded foam insert

A51-11435

221 Tools

Special tools and workshop-equipment required
¢ Resistance spot welder

Shielded arc welding-equipment

Brush grinder

Compact angle grinder

Body saw

Spot weld breaker

*® & & o o o

Mechanical door tensioner

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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22.2 Procedure
* Removing side panel = page 499
Cutting locations

Permitted separating cuts on complete side panel = page 125 .

2 | Note

Before cutting out the inner B-pillar, insert the mechanical door
tensioners - V.A.G 1438- in the door openings fo brace the roof
in position.

2 | Note

A separating cut is only permissible at the location described.
— Mark off separating cut on B-pillar according to dimension

-a- and make cut using compact angle grinder .
Dimension -a- = 175 mm

— Separate original joint using spot weld breaker .

A51-11436
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— Separate orl breaker .

Protected by copyr
permitted unless a

with respect to the

£51-11437 ||

" Note

A separating cut is only permissible at the location described.

— Mark off separating cut on outer B-pillar according to dimen-
sion -a- and make cut using body saw .

Dimension -a- = 105 mm

— Separate original joint using spot weld breaker .
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A51-11438

— Mark off separating cut on B-pillar closure plate according to
dimension -a- and make cut using body saw .

Dimension -a- = 70 mm
— Separate original joint using spot weld breaker .
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— Remove remaining material using compact angle grinder .

— To ensure that the ultra-high strength steel can be welded
properly, the areas round the parting cut must be sanded down
to bare metal inside and out.
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A51-11440

Replacement,parts

¢ Inner B-pillar

¢ Additional B-pillar reinforcement
¢ Threaded plate (M 8), striker plate
¢ Closureplate

Preparing new-part

— Transfer'separating' cut to' hewpart and-cut-off Using ' compact
angle grinder .

— Grind area around separating cut down to bare metal on inside
and outside using compact angle grinder .

— Drill holes for SG plug weld seam using drill as shown (8
mm &).

— Prepare flanges on new part for welding.
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A51-11441

— Transfer separating cut to new part and cut off using compact
angle grinder .

— Grind welding surfaces down to bare metal.
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A531-11442

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Marking prohibited weld area

B Note

For safety reasons (crash resistance), no welding work may be
carried out in the prohibited weld areas as marked in the following
Hlustration.

Dimension -a- = 135 mm
Dimension -b- = 250 mm

B Note

Nofte areas where welding is not permitted -hatched areas-.
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— In areas where welding is not permitted -hatched areas-,
clamp panels together until 2-component epoxy adhesive -
DA 001 730 A2- has cured.

— Make one RP spot weld above and below prohibited weld
areas.

Welding in

— To avoid distortion, only tack weld B-pillar using shielded arc
welding equipment .
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A51-11443

— Weld in at separating cut from inside to outside using shielded
arc welding equipment : SG _continuous seam.

— Weld in lower outer B-pillar using shielded arc welding equip-
ment : SG plug weld seam.
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B51.11445

— Weld in additional B-pillar reinforcement using resistance spot
welder : RP spot weld seam (6x spot welds left and right).
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— Weld in B-pillar closure plate at separating cut using shielded
arc welding equipment : SG continuous seam.

— Weld in lower inner B-pillar using shielded arc welding equip-
ment : SG plug weld seam.
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e

Weld in outer B-pillar using resistance spot welder : RP spot

weld seam.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A51-11448

*  Welding in side panel = page 499
* Renewing moulded foam insert = page 18
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RO: 51 41 55 50

23 Outer B-pillar - Renewal

Sportback and Saloon identical

1 - B-pillar

Outer B-pillar

2 - Upper separating cut
3 - Lower separating cut
Partial renewal

Partial renewal is possible with
this separating cut.

4 - Separating cut in side mem-
ber (rear)

5 - Rear side member
6 - Moulded foam insert

7 - Separating cut in side mem-
ber (front)

8 - Moulded foam insert

23.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shieldedrarc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & O o o

Spotweld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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23.2 Procedure

Cutting locations
Permitted separating cuts on complete side panel = page 125 .

Q, Note

Part section repair is possible using separating cut -3-.

— Separate original joint using spot weld breaker .
— Make separating cuts as shown using body saw .

i ‘\.5
A51-11630

— Remove remaining materialiusing.compact angle grinder .
— Grind welding surfaces down to bare metal.
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A531-11631

Replacement part
¢ B-pillar (sub-part)
Preparing new part

— Transfer separating cuts to new part and cut to size using body
saw .

— | Grind welding surfaces down to bare metal.
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A531-11632

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
Inserting moulded foam insert -a- = page 18
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seam.
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A531-11633

— Weld at separating cuts using shielded arc welding equip-
ment : SG continuous seam.
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A51-11634
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RO: 51425552

24 Inner B-pillar - Partial renewal (Sportback)

1 - Front side member

2 - Separating cut in side mem-
ber (front)

3 - Separating cut in B-pillar
Dimension -a- = 210 mm

4 - Outer B-pillar

5 - Rear side member

6 - Separating cut in side mem-
ber (rear)

24 1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

Spot weld breaker

® & & 6 O o o

Mechanical door tensioner

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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24.2 Procedure

Cutting locations
Permitted separating cuts on complete side panel = page 125 .

@ Note

Before cutting out the inner B-pillar, insert the mechanical door
tensioners - V.A.G 1438- in the door openings fo brace the roof
in position.

@ Note

A separating cut is only permissible at the location described.

— Mark off separating cut on B-pillar according to dimension
-a- and make cut using compact angle grinder .

Dimension -a- = 210 mm

— Separate original joint using spot weld breaker .

— Make separating cuts on side member as shown using body
saw .
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— Separate original joint at B-pillar (bottom)/inner side member
using spot weld breaker .
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AF1-11852

®
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with respect to the correctness of information in this document. Copyright by AUDI AG.
— Separate original joint using spot weld breaker .

— Mark off separating cut on outer B-pillar according to dimen-
sion -a- and make cut using body saw .

Dimension -a- = 100 mm
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— Mark off separating cut on B-pillar closure plate according to
dimension -a- and make cut using body saw .

Dimension -a- =70 mm

— Separate original joint at inner web plate using spot weld
breaker .
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— Remove remaining material using compact angle grinder .

— Grind area around separating cut down to bare metal on inside
and outside.
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AS1-11848

Replacement parts

¢ Inner B-pillar

¢ B-pillar reinforcement

¢ Closure plate

Preparing new part

Transfer separating cut to new part and cut off using compact
angle grinder .

Grind area around separating cut down to bare metal on inside
and outside using compact angle grinder .

Drill holes for SG plug weld seam using drill as shown (8
mm &).

Prepare flanges on new part for welding.
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Transfer separating cut to new part and cut off using compact
angle grinder .

Prepare flanges on new part for welding.

Grind welding surfaces down to bare metal.
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O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— To avoid distortion, only tack weld inner B-pillar initially using
shielded arc welding equipment .

— Then weld in inner B-pillar from inside to outside using shiel-
ded arc welding equipment : SG continuous seam.

378 Rep. gr.51 - Body - centre



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

— Additionally weld inner B-pillar reinforcement using resistance
spot welder : RP spot weld seam (6x spot welds left and right).
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— Weld in lower outer B-pillar using shielded arc welding equip-
ment : SG plug weld seam.
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— Weld in lower inner B-pillar using shielded arc welding equip-
ment : SG plug weld seam.

— Weld in upper inner B-pillar at separating cut using shielded
arc welding equipment : SG continuous seam (staggered -
with gaps).
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— Weld in B-pillar using resistance spot welder : RP spot weld
seam (distance between spot welds = 65 mm).
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Inserting moulded foam insert -a- = page 18
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RO: 51425552

25 Inner B-pillar - Partial renewal (e-tron vehicles only)

1 - Front side member

2 - Separating cut in side mem-
ber (front)

3 - Separating cut in B-pillar
4 - Quter B-pillar
5 - Rear side member

6 - Separating cut in side mem-
ber (rear)
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AS1-12554

251 Tools

Special tools and workshop equipment required

¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder

¢ Body saw

¢ Spot weld breaker

¢ Mechanical door tensioner

O worice

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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25.2 Procedure

Cutting locations

' Note

Before cutting out the inner B-pillar, insert the mechanical door
tensioners - V.A.G 1438- in the door openings to brace the roof
/n position.

— Separate original joint using spot weld breaker .

— Make separating cuts as shown using body saw .

Protected by copyright. Co /
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A51-12333

— Separate reinforcement at inner side member using spot weld
breaker .
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A51-12535

3 n using compact angle grinder

ated behind can be removed.

SO C pot c : S10C
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A51-12338

' Note

A separating cut is only permissible at the location described.

Make separating cut using compact angle grinder .
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BE1-12387

— Remove remaining material using compact angle grinder .

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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A51-12338

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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Replacement parts

. with respect to the correctness of information in this document. Copyright by AUDI AG.
¢ Inner B-pillar
¢ Closure plate
Preparing new part

— Transfer separating cut to new part and cut off using compact
angle grinder .

— Grind area around separating cut down to bare metal on inside
and outside using compact angle grinder .

— Dirill holes for SG plug weld seam using drill as shown (8
mm ).

— Prepare flanges on new part for welding.
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BE1-123%])

Drill holes for SG plug weld seam using drill as shown (8
mm ).

Weld in inner B-pillar using resistance spot welder : RP spot
weld seam (distance between spot welds = 60 mm).

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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with respect to the correctness of information in this document. Copyright by AUDI AG.
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-

A51-127T04

— Apply 2-component epoxy adhesive - DA 001 730 A2- : 2 ad-
hesive beads of-approx. 4 mm &
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Protected by copyright. Cof
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O woricE

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in upper B-pillar at separating cut using shielded arc
welding equipment : SG continuous seam.

— Weld in B-pillar using shielded arc welding equipment : SG
plug weld seam.
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B51-1270F

— Weld in lower inner B-pillar using shielded arc welding equip-
ment : SG plug weld seam.
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A51-12706

— Weld in reinforcement using shielded arc welding equipment :
SG plug weld seam.
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— Renew outer B-pillar = page 363 .
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RO: 51425552
26 Inner B-pillar - Partial renewal (Saloon)

1 - Front side member

2 - Separating cut in side mem-
ber (front)

3 - Separating cut in B-pillar
Dimension -a- = 260 mm

4 - Outer B-pillar

5 - Rear side member

6 - Separating cut in side mem-
ber (rear)

LF1-11E55

26.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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26.2 Procedure

Cutting locations
Permitted separating cuts on complete side panel = page 125 .

@ Note

Before cutting out the inner B-pillar, insert the mechanical door
tensioners - V.A.G 1438- in the door openings fo brace the roof
in position.

@ Note

A separating cut is only permissible at the location described.

— Mark off separating cut on B-pillar according to dimension
-a- and make cut using compact angle grinder .

Dimension -a- = 260 mm

— Separate original joint using spot weld breaker .

— Make separating cuts on side member as shown using body
saw .
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A51-11558

— Separate original joint at B-pillar (bottom)/inner side member
using spot weld breaker .
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B51-11637

— Separate original joint at inner closure plate using spot weld
breaker .
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= | AS1-11695

’l Note

A separating cut is only permissible at the location described.

— Separate original joint using spot weld breaker .
parating cut on outer B-pillar according to dimen-

€:i5
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— Remove remaining material using compact angle grinder .

— Grind area around separating cut down to bare metal on inside
and outside.
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Replacement parts

¢ Inner B-pillar

¢ B-pillar reinforcement

¢ Closure plate

Preparing new part

Transfer separating cut to new part and cut off using compact
angle grinder .

Grind area around separating cut down to bare metal on inside
and outside using compact angle grinder .

Drill holes for SG plug weld seam using drill as shown (8
mm ).

Prepare flanges on new part for welding.
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A51-11898

— Mark off backing plate for B-pillar according to dimension -a-
and make cut using compact angle grinder .

Dimension -a- = 275 mm
— Dirill hole for SG plug weld seam, 8 mm & using drill .
— Grind welding surfaces down to bare metal.

404 Rep. gr.51 - Body - centre



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

AF1-11T01

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— To avoid distortion, only tack weld separating cut at inner B-
pillar initially using shielded arc welding equipment .
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A51-11702

— Additionally weld inner B-pillar reinforcement using resistance
spot welder : RP spot weld seam (8x spot welds left and 3x
spot welds right).

— Additionally make 1x plug weld -a- using shielded arc welding
equipment : SG plug weld seam.
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Weld in closure plate using resistance spot welder : RP spot
weld seam.

Weld in closure plate (top) using shielded arc welding equip-
ment : SG continuous seam.

Weld in closure plate (bottom) using shielded arc welding
equipment»SG plug weld.seam.
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B51-11704

— Then weld in inner B-pillar from inside to outside using shiel-
ded arc welding equipment : SG continuous seam.
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B51-11705

— Weld in lower B-pillar using shielded arc welding equipment :
SG plug weld seam.

— Weld in B-pillar using resistance spot welder : RP spot weld
seam.
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A51-11706

Inserting moulded foam insert -a- = page 18

41 O Rep. gr.51 - Body - centre




Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

Protected by copyright. Co
permitted unless authoris{§

with respect to the correctijza

A51-11700

— Renew outer B-pillar = page 363 .
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RO: 51 42 55 50
27 Inner'B-pillar - Renewal (Saloon)

1 - Separating cutin side mem-
ber (front)

2 - Separating cut in“outer B-
pillar (front)

Dimension -a- = 240 mm

3 - Separating cut in outer B-
pillar (rear)

Dimension -b- = 850 mm

4 - Separating cut in side mem-
ber (rear)

5 - Outer B-pillar

AF1-11T14

271 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .
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27.2 Procedure

* Removing standard roof = page 218

* Removing panoramic sunroof = page 241

Cutting locations

Permitted separating cuts on complete side panel = page 125 .
— Separate original joint using spot weld breaker .

— The separating cuts may only be made at the positions shown.

— Mark off separating cut at outer B-pillar according to dimen-
sions -a- and -b- and make the cut using body saw .

Dimension -a- = 240 mm
Dimension -b- = 850 mm

AF1-11T1S

— Separateoriginaljoinbat roof carrier/reinforcement =1-using
spot weld breaker .

— Separate original joint using spot weld breaker .
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AS1-11TE

— Separate original joint at inner closure plate using spot weld
breaker .
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A51-11693

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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B51-1TAT

Replacement parts
¢ Inner B-pillar
Preparing new part

— Dirill holes for SG plug weld seam using drill as shown (8
mm ).

— Prepare flanges on new part for welding.
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AST-1TIS

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

— Match up outer B-pillar with no load on vehicle and fix in po-
sition.

Welding in
Inserting moulded foam insert -a- = page 18

27
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Match up inner B-pillar with no load on vehicle and fix in posi-
tion.

— Weld in inner B-pillar using shielded arc welding equipment :
SG plug weld seam.
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B51-11718

— Weld in inner B-pillar using resistance spot welder : RP spot
weld seam.
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B51-11720

— Weld in closure plate using resistance spot welder : RP spot
weld seam.

— Weld in closure plate (top) using shielded arc welding equip-
ment : SG continuous seam.

— Weld in closure plate (bottom) using shielded arc welding
equipment : SG plug weld seam.
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B51-11704

— Weld in outer B-pillar at separating cuts using shielded arc
welding equipment : SG continuous seam.

— Weld in outer B-pillar using resistance spot welder : RP spot
weld seam.

27. Inner B-pillar - Renewal (Saloon) 421
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AF1-11721

*  Welding in standard roof (A3) = page 218
+  Welding in panoramic sunroof = page 241
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RO: 51 45 55 00
28 Outer side member - Renewal (A3)

1 - Outer side member

2 - Separating cut in side mem-
ber (rear)

Partial renewal
Partial renewal is possible with
this separating cut.

3 - Separating cut in side mem-
ber (front)

4 - Separating cut in A-pillar

Partial renewal
Partial renewal is possible with
this separating cut.

85111375

281 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment
Brush.grinder

Compact angle,grinder

Body saw

*® & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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28.2 Procedure

Cutting locations
Permitted separating cuts on complete side panel = page 125 .

— Mark off separating cuts according to degree of damage and
make cuts using body saw .

— Dirill out original joint using spot weld breaker .

A51-11378

— Remove remaining material using compact angle grinder .
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A51-11377

Replacement part
¢ Outer side member (sub-part)
Preparing new part

— Transfer separating cuts to new part and cut to size using body
saw .

— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.

28. Outer side member - Renewal (A3) 425
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A31-11378

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Match up and fix new part in position.
— Check fit relative to bolt-on parts.

— Weld in side member using resistance spot welder : RP spot
weld seam.

— Weld at separating cuts using shielded arc welding equip-
ment : SG continuous seam.
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AS1-11379
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RO: 51 4555 00
29 Outer side member - Renewal

Sportback and Saloon identical

1 - Separating cut in A-pillar

2 - Separating cut in side mem-
ber (front)

Partial renewal
Partial renewal is possible with
this separating cut.

Make separating cut according
to extent of damage.

3 - Separating cut in B-pillar

4 - Separating cutin side mem-
ber (rear)

Partial renewal
Partial renewal is possible with
this separating cut.

5 - Separating cut at wheel
arch

6 - Outer side member

29.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .
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29.2 Procedure

Cutting locations
Permitted separating cuts on complete side panel = page 125 .

— Mark off separating cuts according to degree of damage and
make cuts using body saw .

— Dirill out original joint using spot weld breaker .

— Grind through outer edge at wheel arch using compact angle
grinder .

s
Protected by cofy|right. Copying for private or c Arposes, in part or @ " not
permitted unlesf|authorised by AUDI AG. AUDI A(C ot guarantee or accept - . ility

with respect to tffe correctness of information in this document. Copyright by AUDI AG.

45111614

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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A5111EIT

Replacement part
¢ Outer side member
Preparing new part

— Transfer separating cuts to new part and cut to size using body
saw .

— Prepare flanges on new part for welding.
— Grind welding surf; t re metal.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A31-11616

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

Match up and fix new part in position.
Check fit relative to bolt-on parts.

Weld in side member using resistance spot welder : RP spot
weld seam.

Weld at separating cuts using shielded arc welding equip-
ment : SG continuous seam.

Apply 2-component epoxy adhesive - DA 001 730 A2- to side
panel and flange area on wheel housing using pneumatic glue
gun - V.A.G 2005 B- .
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RO: 51 47 55 50
30 Inner side member - Renewal (A3)

1 - Inner A-pillar reinforcement
2 - Inner side member

3 - Rear wheel housing

4 - Separating cut

Partial renewal
Partial renewal is possible with
this separating cut.

5 - Separating cut

Partial renewal
Partial renewal is possible with
this separating cut.

Make separating cuts accord-
ing fo extent of damage.

6 - Separating cut

Partial renewal
Partial renewal is possible with

this separating cut.

Make separating cuts accord-
ing fo extent of damage.

A51-11484

30.1 Tools

Special tools and workshop equipment required
¢ Shielded arc welding equipment

¢ Brush grinder

2

Compact angle grinder

L 4

Body saw

*

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

30.2 Procedure
* Removing outer side member = page 428

30. Inner side member - Renewal (A3) 433
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* Removing side panel > page 511
» Removing inner B-pillar (part section) = page 370
Cutting locations

— Make separating cuts according to extent of damage using
body saw .

— Separate original joint using spot weld breaker .

55111485

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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A51-11486

Replacement part
¢ Inner side member

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in inner side member using resistance spot welder : RP
spot weld seam.
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A51-11487

*  Welding in inner B-pillar = page 349
*  Welding in side panel = page 499
* Welding in outer side member = page 423
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RO: 51 47 55 50

31 Inner side member - Renewal

Sportback and Saloon identical

1 - Inner A-pillar reinforcement
2 - Inner side member
3 - Moulded foam insert

4 - Wheel housing reinforce-
ment

5 - Separating cut

Partial renewal
Partial renewal is possible with
this separating cut.

6 - Separating cut

Partial renewal
Partial renewal is possible with
this separating cut.

7 - Separating cut

Partial renewal
Partial renewal is possible with
this separating cut.

31.1 Tools

Special tools and workshop equipment required

¢ Shielded arc welding equipment

¢ Brush grinder

L 4

Compact angle grinder

*

Body saw

*

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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31.2 Procedure

» Removing outer side member = page 428

* Removing inner B=pillari(part section) = page 370
* Removing A-pillar = page 310

Cutting locations

— Make separating cuts according to extent of damage using
bodyisaw

— Separate original joint using spot weld breaker .

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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A51-11621

Replacement part
¢ Inner side member

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in inner side member using resistance spot welder : RP
spot weld seam.

— Weld in inner side member using shielded arc welding equip-
ment : SG plug weld seam.
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A531-11620

*  Welding in inner B-pillar = page 349

*  Welding in side panel = page 499

» Welding in outer A-pillar = page 310

*  Welding in outer side member = page 423
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RO: 51 47 55 50

32 Inner side member reinforcement - Renewal
1 - Inner side member rein-
forcement
2 - Reinforcement for belt re-
tractor
1 2
32.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

*® & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

32. Inner side member reinforcement - Renewal 441



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

32.2 Procedure

* Removing outer side member =.page 428

* Removing side panel = page 511

* Removing inner B-pillar (part section) = page 349
* Removing A-pillar = page:310

* Removing inner A-pillar = page 340

* Removing inner A-pillarreinforcement == page 345

'., Note

The inner side member reinforcement consists of ulfra-high-
strength hot-formed steel.

Cutting locations
— Separate original joint using spot weld breaker .

— Separate original joint using spot weld breaker .
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AS1-11490

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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A51-11 491

Replacement part
¢ Inner side member reinforcement
¢ Reinforcement for belt retractor

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in inner side member reinforcement using resistance
spot welder : RP spot weld seam.
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A51-11492

— Weld in reinforcement for belt retractor using resistance spot
welder : RP spot weld seam.

32. Inner side member reinforcement - Renewal 445
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A51-11493

*  Welding in side member = page 433

*  Welding in side panel = page 499

* Welding in inner B-pillar > page 349

*  Welding in inner A-pillar = page 340

* Welding in A-pillar reinforcement = page 345
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RO: 51 46 55 00
33 Mounting for seat cross member (out-
er) - Renewal

A3, Sportback and Saloon identical

L J
'], Note

& [fone of the threads in the mounting for the seat cross member
(outer) is damaged, the component must be renewed,

& [fthe mounting for the seaf cross member (oufer) is renewed,
the repairs must be documented according to the relevant na-
tional legisl/ation.

1 - Mounting for seat cross
member (outer)

2 - Inner side member
3 - Floor panel

33.1 Tools

Special tools and workshop equipment required
4 Resistance spot welder

¢ Shielded arc welding equipment

33. Mounting for seat cross member (outer) - Renewal 447
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¢ Brush grinder

¢ Compact angle grinder
¢ Body saw

¢ Spot weld breaker

O w~orice

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

33.2 Procedure

* Removing centre seat cross member = page 452
Cutting locations

— Separate original joint to inner side member and floor panel
using spot weld breaker .

Protected by cop
permitted unles

with respect to t

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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Replacement part

¢ Mounting for seat cross member (outer)

Preparing new parts

— Dirill holes for SG plug weld seam, 8 mm & using drill .
— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.

33. Mounting for seat cross member (outer) - Renewal 449
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A531-11467

— Match up and fix new part in position.
— Check fit relative to seat.

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld mounting for seat cross member (outer) to inner side
member and floor panel using shielded arc welding equip-
ment : SG plug weld seam.
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RO: 51 87 55 00
34 Centre seat cross member - Renewal

A3, Sportback and Saloon identical

1 - Centre seat cross member
2 - Floor panel

3 - Outer seat cross member
4 - Inner seat cross member

|

341 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .
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34.2 Procedure

Cutting locations

— Separate original joint at mounting for seat cross member (in-
ner) and floor panel using spot weld breaker .

— Separate joint at mounting for seat cross member (inner) using
spot weld breaker .

— Pull seat cross member out of mounting for seat cross member
(inner).

A51-11469

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.

34. Centre seat cross member - Renewal 453
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A531-11471

Replacement part

¢ Seat cross member

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .
— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.
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A51-11472

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Match up new parts and fix in position.

— Weld seat cross member to mounting for seat cross member
(inner) and floor panel using shielded arc welding equipment :
SG plug weld seam.
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A531-11470
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RO: 51 46 55 58
35 Mounting for seat cross member (in-
ner) - Renewal

A3, Sportback and Saloon identical

' Note

If one of the as e moun. for the seat cross member
/s damaged, the component must be renewed.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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2 - Centre tunnel
3 - Floor panel

35.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder

35. Mounting for seat cross member (inner) - Renewal 457
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¢ Body saw
¢ Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

35.2 Procedure

* Removing centre seat cross member = page 452
Cutting locations

— Separate original joint to centre tunnel and floor panel using
spot weld breaker .
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— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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Replacement part

4 Mounting for seat cross member (inner)

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .
— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.
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A531-11477

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

— Match up new parts and fix in position.
— Check fit relative to seat.
Welding in

— Weld mounting for seat cross member (inner) to centre tunnel
and floor panel using shielded arc welding equipment : SG
plug weld seam.
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* Welding in centre seat cross member = page 452

35. Mounting for seat cross member (inner) - Renewal 461



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

53 — Body -rear

1 Permitted separating cuts on com-
plete side panel

B Note

& Use only welding equipment approved by AUDI AG.

¢ SG continuous weld seams are approved for the separating
cuts shown in the illustration.

A3
- -
=
A3 Sportback
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A3 Saloon

1. Permitted separating cuts on complete side panel 463
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ADD-11023
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2 Rear upper cross panel - Renewal

A3 and Sportback identical

A DANGER

Damaged natural gas fuel tanks constitute an explosion risk -
risk of death!

— If components at the rear and/or rear side of the vehicle (e.g.
bumper cover, rear lid, underbody trim, longitudinal mem-
ber, rear cross panel, etc.) are removed due to accident
damage, the natural gas fuel tanks must be checked for
damage.

— Carry out assessment of damage to fuel tanks made of com-
posite fibre materials = Natural gas engines - general
information; Rep. gr. 20 ; Assessing damage to fuel tanks
made of composite fibre materials; Assessing damage to
fuel tanks made of composite fibre materials .

Only for vehicles with natural gas technology

When performing welding, cutting or drilling work in the vicinity
of components that convey gas, these components must either
be removed or safely covered up before performing repairs.
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1 - Separating cuts in cross
panel

2 | Note

Partial renewal is possi
separating cuts illustraf,

2 - Rear upper cross panel
3 - Lower cross panel

A53-106834

2.1 Tools

Special tools and workshop equipment required

Resistance spot welder
Shielded arc welding equipment
Brush grinder

Compact angle grinder

Body saw

* & & 6 o o

Spot weld breaker

)

One of the tools.approvedby AUDI AG:-must berused to-ensure

correct results when carrying out repair work = page 48 .

2.2 Procedure

Cutting locations

— Separate original joint using spot weld breaker .

466 Rep. gr.53 - Body - rear
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85310835

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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A53-10836

Replacement part

4 Rear upper cross panel

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .
— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.
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A53-10835

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in cross panel using resistance spot welder : RP spot
weld seam.

— Weld in cross’panel using shielded are welding equipment :
SG plug weld seam:
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A53-10837
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3 Rear upper cross panel - Renewal (Saloon)

1 - Separating cuts in cross
panel

" Note

Partial renewal is possiljle with the
separating cuts illustratyd.

2 - Rear upper cross panel
3 - Lower cross panel

4 - Separating cuts in cross
panel

" Note

Partial renewal is possi|
separating cuts illustrat

3.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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3.2 Procedure
Cutting locations

— Separate original joint using spot weld breaker .

Protected by copyright. ¢
permitted unless authori

with respect to the corret}:

AS3-10882

— Remove remaining material using compact angle grinder .
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Protected by copyright. 4
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ABI10563

Replacement part

¢ Rear upper cross panel

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .
— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.
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O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in cross papel using.resistance spot welder, ; RP,spot
weld seam.

— Weld in cross panel using shielded arc welding equipment :
SG plug weld seam.
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RO: 53 09 55 50
4 Rear cross panel - Renewal

A3 and Sportback identical

A DANGER

Damaged natural gas fuel tanks constitute'an explosion risk -
risk of death!

— If components atthe rear and/or rear side of thevehicle (e.g.
bumper cover, rear lid, underbody trim, longitudinal mem-
ber, rear cross panel,tetc.) are-removed:-due to accident
damage, the natural gas fuel tanks must be checked for
damage.

— Carry out assessment of damage to fuel tanks made of com-
posite fibre materials = Natural gas engines - general
information; Rep. gr. 20 ; Assessing damage to fuel tanks
made of composite fibre materials; Assessing damage to
fuel tanks made of composite fibre materials .

A DANGER
Only for vehicles with natural gas technology

When performing welding, cutting or drilling work in the vicinity
of components that convey gas, these components must either
be removed or safely covered up before performing repairs.
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1 - Tail light mounting (left and
right)

2 - Cross panel

3 - Separating cuts in cross
panel

1 | Note

Partial renewal /s possi
separating cuts illustraf,

A53-106839

4.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

*® & 6 o o

Spot weld breaker

O

One of the tools approved by AUDI AG must'be usedto‘ensure
correct results when, carrying out repair work = page 48 .

4.2 Procedure

* Removing rear upper cross panel = page 465
Cutting locations

— Separate original joint using spot weld breaker .
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— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A53-10641

Replacement part

¢ Rear cross panel

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .
— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.
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A53-10843

O

Due to the different types of steel and panel thicknesses em-
ployed, one of theresistance spot:-welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in cross/panel-using resistance spot-welder:'RRispot
weld seam.

— Weld in cross panel using shielded arc welding equipment :
SG plug weld seam.
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A53-10842

* Welding in rear upper cross panel = page 465
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RO: 53 09 55 50
5 Rear cross panel - Renewal (Saloon)

1 - Tail light mounting (left and
right)

2 - Cross panel

3 - Separating cuts in cross
panel

‘ Note

Partial renewal is possiljle with the
separating cuts fllustrafyd.

AS3-10865

51 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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5.2 Procedure

* Removing rear upper cross panel > page 471
Cutting locations

— Separate original joint using spot weld breaker .

AS31086T

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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Replacement part
¢ Rear cross panel

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in cross panel using resistance spot welder : RP spot
weld seam.

— Weld in cross panel using shielded arc welding equipment :
SG plug weld seam.
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ASI-10688

» Welding in rear upper cross panel > page 471
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6 Rear longitudinal member - Partial re-
newal

A3 and Sportback identical

Damaged natural gas fuel tanks constitute an explosion risk -
risk of death!

— Ifcomponents at the rear and/or rear side of the vehicle (e.g.
bumper cover, rear lid, underbody trim, longitudinal mem-
ber, rear cross panel, etc.) are removed due to accident
damage, the natural gas fuel tanks must be checked for
damage.

— Carry out assessment of damage to fuel tanks made of com-
posite fibre materials = Natural gas engines - general
information; Rep. gr. 20 ; Assessing damage to fuel tanks
made of composite fibre materials; Assessing damage to
fuel tanks made of composite fibre materials .

Only for vehicles with natural gas technology

When performing welding, cutting or drilling work in the vicinity
of components that convey gas, these components must either
be removed or safely.covered-up.before performing repairs.

A DpANGER
Fuel tank and fuel pipes

Take extreme care when performing'sanding-and welding-work
near the tank or other components carrying fuel. If in. doubt, al-
ways remove these components.
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1 - Section made of ultra-high- | pr————
strength hot-formed steel

2 - Non-tempered section of
rear longitudinal member

3 - Separating.cut for.rear.lon-
gitudinal member

A53-10644

6.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

*® & 6 o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

6.2 Procedure

* Removing rear upper cross panel = page 465
* Removing cross panel = page 476

* Removing spare wheel well = page 528
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* Removing spare wheel well (quattro) = page 538
Cutting locations

— Separate original joint between bracket and longitudinal mem-
ber using spot weld breaker .

Protected by copyright.
permitted unless autho

with respect to the corrd

— Make separating cuts in longitudinal member from outside
-1- using compact angle grinder .

Dimension -a- =73 mm
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ASZ-10345

— Make separating cuts in longitudinal member from inside -2-
using compact angle grinder .
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Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

Replacement part

¢ Rear longitudinal member

Preparing new part

— Transfer separating cuts to new part and cut to size using body

saw .
— Grind welding down to bare metal
— Prepare flanges o ‘ c Q ’ .

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A53-10845

— With vehicle standing on alignment bracket set, match up new
parts using cross panel and fix in position.

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved-by AUDI/AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Check fit relative to adjacent parts.

— Weld in longitudinal member using shielded arc welding equip-
ment : SG continuous seam all round.
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A53-10862

* Welding in rear upper cross panel = page 476

* Welding in cross panel = page 476

*  Welding in spare wheel well = page 528

* Welding in spare wheel well (quattro) = page 538
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7 Connecting piece for rear longitudinal
member - Renewal (Saloon)

Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.

1 - Rear longitudinal member

2 - Connecting piece for rear
longitudinal member

v #imrt orin W

2 or accept a§

Protected by copyright.|j§ "

permitted unless authg

with respect to the corrf

AFI-18333

71 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder
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¢ Body saw
¢ Spot weld breaker

O woricE

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

7.2 Procedure
* Removing rear upper cross panel > page 471

» Removing spare wheel well (quattro) = page 546

Cutting locations . 1, oy right. Copying for private or commercial purposes, in part or in whole, is not
- Separate original joint using spotweld breaker . 101 AC does not quarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

A53-11007]

— Separate original joint using spot weld breaker .

494 Rep. gr.53 - Body - rear




Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

B33-11001

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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Protected by copyright. Cop; o
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with respect to the correctr

A53-11002

Replacement part

¢ Extension for rear longitudinal member

Preparing new part

— Drill holes for SG plug weld seam, 8 mm & using drill .
— Grind welding surfaces down to bare metal.
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85311003

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in
— Check fit relative to adjacent parts.

— Weld in longitudinal member using shielded arc welding equip-
ment : SG plug weld seam.

— Additionally weld in longitudinal member using shielded arc
welding equipment : SG continuous seam all round (staggered
- with gaps).
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A53-11004

» Welding in rear upper cross panel = page 471

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

498 Rep. gr.53 - Body - rear



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

RO: 53 55 55 00

8 Side panel'-‘Renewal (A3)

Includes rain channel and tail light mounting

A DANGER
Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.

1 - Side panel

2 - Separating cut in B-pillar
3 - Separating cut in C-pillar
4 - Moulded foam insert

5 - Tail light mounting

6 - Bonded area

7 - Moulded foam insert

8 - Separating cut in side mem-
ber

8.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder

8. Side panel - Renewal (A3) 499



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...

Body Repairs - Edition 02.2019

¢ Body saw
¢ Spot weld breaker

O woricE

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

8.2 Procedure
Cutting locations
Permitted separating cuts on complete side panel = page 125 .

— Make separating cut at C-pillar as shown using body saw (im-
portant: keep to dimension -a-).

Dimension -a- = 20 mm
— Separate original joint using spot weld breaker .

— Grind through outer edge at wheel arch using compact angle
grinder .

— Make separating cuts as shown using body saw .

Protected §y copyright. Copying for private or ol
permitted Jinless authorised by AUDI AG. AUDI ACH

with respe

AS5310314

o
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— Make separating cut at C-pillar as shown using body saw (im-
portant: keep to dimension -a-).

Dimension -a- = 8
— Separate origi
— Separate origina

Protected by CO}: yllyilL. \;U|Jyl||y o Privalc Or cunnncioat pul pose~ i 2 =50 O1 11 vvuui.c, 1S 1TUL
permitted unle§} authorised by AUDI AG. AUDI AG does#t

with respect tofhe correctness of information in t»

_ i

— Remove remaining material using compact angle grinder .

— Remove remaining adhesive completely and sand bonding
surfaces down to bare metal.
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A53-10942

Replacement parts
¢ Side panel
¢ Moulded foam inserts

¢ 2-component epoxy adhesive - DA 001 730 A2-, 1 set of car-
tridges

¢ Cleaning solution - D 009 401 04-
Preparing new part

— Roughen bonding surface using a clean sanding disc (grit size
P 80 or P 100).

— Clean bonding area with cleaning solution - D 009 401 04- (it
must be free of dust and grease).

— Clean beaded flange with cleaning solution - D 009 401 04- (it
must be free of dust and grease).

— Transfer separating cut to new part and cut off hatched area
using body saw .

— Dirill holes for SG plug weld seam, 8 mm & using drill .
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.
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585310944

Fit moulded foam in

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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A53-10941

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Apply 2-component epoxy adhesive - DA 001 730 A2- to side
panel and flange area on wheel housing using pneumatic glue
gun - V.A.G 2005 B-

— Weld in at separating cuts using shielded arc welding equip-
ment : SG continuous seam.

— Weld in side panel using resistance spot welder : RP spot weld
seam.
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A53-10940

Weld in at separating cuts using shielded arc welding equip-
ment : SG continuous seam.

Weld in.side panel using resistance spot welder : RP spot weld
seam.

Weld in side/panel/using shielded arc welding equipment : SG
plug weld seam.

Weld in cross panel using shielded arc welding equipment :
SG, plug weld seam.
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RO: 53 55 55 00
9 Inner side panel - Renewal (A3)

A\ DANGER

Protected b cQp right_ Copymg fopnrivate aor commercial niirnasec in nart or in whaols s not
1 - Inner -PI"gr

permitted unless authorised by AU
2 - Inner side panel

with respect to the correctness of i

3 - Wheel housing

J1 AG. AUDI AG does not guarantee or accept any liability
formation in this document. Copyright by AUDI AG.

4 - C-pillar reinforcement

ASI-11023

9.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

* & o o

Body saw
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¢ Spot weld breaker

92 Prpilaétéémyright. Copying for private or commercial purposes, in part or in whole, is not

. RemoviRg g?dtéeéja%nlless authoiggd by AUDI AG. AUDI AG does not guarantee or accept any liability

with respect to the correctness of information in this document. Copyright by AUDI AG.
Cutting locations pyright by

— Separate original joint using spot weld breaker .

ASI-11024

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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¢ Inner side panel

O wNorice

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weldininner side panel using resistance spot welder : RP spot
weld seam.
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Protected by ¢ rin whole, is not
permitted unldg

with respect td

A53-11028

* Renewing side panel = page 499
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RO: 53 55 55 00

10 Side panel - Renewal (Sportback)

Includes rain channel and tail light mounting

A DANGER

Damaged natural gas fuel tanks constitute an explosion risk -
risk of death!

— If components at the rear and/or rear side of the vehicle (e.g.
bumper cover, rear lid, underbody trim, longitudinal mem-
ber, rear cross panel, etc.) are removed due to accident
damage, the natural'gas fuel'tanks must be checked for
damage.

— Carry outassessmentof damage to fuel tanks made of com-
posite fibre'materials ==Natural'gas engines - general
information; Rep. gr. 20 ; Assessing damage to fuel tanks
made of composite fibre materials; Assessing damage to
fuel tanks‘made of composite fibre’ materials".

A DANGER
Only for vehicles with natural gas technology

When performing welding, cutting or drilling work in the vicinity
of components that convey gas, these components must either
be removed or safely covered up before performing repairs.

Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.

10. Side panel - Renewal (Sportback) 51 1
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1 - Side panel

2 - Separating cut in B-pillar
3 - Separating cut in C-pillar
4 - Moulded foam insert

5 - Tail light mounting
6 - Bonded area
7 - Moulded foam insert

8 - Separating cut in side mem-
ber

10.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .
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10.2 Procedure

Cutting locations
Permitted separating cuts on complete side panel = page 125 .

— Make separating cut at C-pillar as shown using body saw (im-
portant: keep to dimension -a-).

Dimension -a- = 40 mm
— Separate original joint using spot weld breaker .

— Grind through outer edge at wheel arch using compact angle
grinder .

— Make separating cuts as shown using body saw .

\""*-\_.-"
A53-10946

— Make separating cut at C-pillar as shown using body saw (im-
portant: keep to dimension -a-).

Dimension -a- = 80 mm
— Separate original joint using spot weld breaker .

— Separate original joint at cross panel -a- using spot weld
breaker .

10. Side panel - Renewal (Sportback) 51 3
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55310947

surfaces down to bare metal.
Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
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A53-10945

Replacement parts
¢ Side panel
¢ Moulded foam inserts

¢ 2-component epoxy adhesive - DA 001 730 A2-, 1 set of car-
tridges

¢ Cleaning solution - D 009 401 04-

Preparing new part

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.

— Roughen bonding surface using a clean sanding disc (grit size
P 80 or P 100).

— Clean bonding area with cleaning solution - D 009 401 04- (it
must be free of dust and grease).

— Clean beaded flange with cleaning solution - D 009 401 04- (it
must be free of dust and grease).

— Transfer separating cut to new part and cut off hatched area
using body saw .

10. Side panel - Renewal (Sportback) 51 5
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— Dirill holes for SG plug weld seam, 8 mm & using drill .

A53-10948

Fit moulded foam inserts -a- = page 18 .
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A53-10950

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDIAG must be used to ensure cor-
rect results when spot welding.

Weldingin

— Apply 2-component epoxy adhesive - DA 001 730 A2- to side
panel and flange area on wheel housing using pneumatic glue
gun - V.A.G 2005 B- .

— Weld in at separating cuts using shielded arc welding equip-
ment : SG continuous seam.

— Weld in side panel using resistance spot welder : RP spot weld
seam.

10. Side panel - Renewal (Sportback) 51 7
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A53-10951

— Weld in at separating cut using shielded arc welding equip-
ment : SG continuous seam.

— Weld in side panel using resistance spot welder : RP spot weld
seam.

— Weld in side panel using shielded arc welding equipment : SG
plug weld seam.

— Weld in cross panel -a- using shielded arc welding equipment :
SG plug weld seam.
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RO: 53 55 55 00
11 Side panel - Renewal (Saloon)

A DANGER
Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.

1 - Moulded foam insert

2 - Side panel

3 - Separating cut in C-pillar
4 - Separating cut in D-pillar
5 - Moulded foam insert

6 - Tail light mounting

7 - Bonded area

8 - Separating cut in side mem-
ber

AFF-10382

11.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

* & o o

Body saw
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¢ Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

11.2 Procedure

* Removing rear upper cross panel (part section) = page 471
Cutting locations

Permitted separating cuts on complete side panel = page 125 .
— Separate original joint using spot weld breaker .

— Grind through outer edge at wheel arch using compact angle
grinder .

— Make separating cuts as shown using body saw .

ASI-10231

— Separate original joint using spot weld breaker .
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A53-10034

— Remove remaining material using compact angle grinder .

— Remove remaining adhesive completely and sand bonding
surfaces down to bare metal.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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Replacement parts

.
¢
*

.

Side panel
Moulded foam inserts

2-component epoxy adhesive - DA 001 730 A2-, 1 set of car-
tridges

Cleaning solution - D 009 401 04-

Preparing new part

Pre-treatment - applies to replacement part only

Grind welding surfaces down to bare metal.
Prepare flanges on new part for welding.

Roughen bonding surface using a clean sanding disc (grit size
P 80 or P 100).

Clean bonding area with cleaning solution - D 009 401 04- (it
must be free of dust and grease).

Clean beaded flange with cleaning solution - D 009 401 04- (it
must be free of dust and grease).

Transfer separating cut to new part and cut off hatched area
using body saw .
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AS3-10038

Fit moulded foam inserts -a~ =.page 18 i ror rivate or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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AEI-105ET

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-

) Q0 0)

— Apply 2-component epoxy adhesive - DA 001 730 A2- to side

panel and flange area on wheel housing using pneumatic glue

Fgunee VIALG2005B+= . Copying for private or commercial purposes, in part orinwhole, is not
- Weldtinat separating cuts using 'shielded arc'welding equip+antee or accept any Liability

vvmt%n;(e:s§ecétct%nttf1neucc%>"jr§e%?r%9§ of information in this document. Copyright by AUDI AG.

— Weld in side panel using resistance spot welder : RP spot weld
seam.
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A53-10083

— Weld in at separating cut using shielded arc welding equip-
ment : SG continuous seam.

— Weld in side panel using resistance spot welder : RP spot weld
seam.
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BI3-10933

» Welding in rear upper cross panel (part section) = page 471
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RO: 53 80 55 50
12 Spare wheel well - Renewal

A3 and Sportback identical

A DpANGER
Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.

1 - Spare wheel well
2 - Separating cut

Partial renewal

Partial renewal of the spare
wheel well is possible using
this separating cut.

1

12.1 Tools

Special tools and workshop-equipment required
¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder
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¢ Body saw
¢ Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

12.2 Procedure

* Removing rear upper cross panel > page 465
* Removing cross panel = page 476

Cutting locations

— Make separating cut at spare wheel well as shown using body
saw (important: keep to dimension -a-).

Dimension -a- = 20 mm
— Separate original joint using spot weld breaker .

Protected by copyrifH#
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— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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A53-10823

Replacement part

¢ Spare wheel well

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.
Preparing new part

— Transfer separating cut to new part and cut to size using body
saw .

— Dirill holes for SG plug weld seam, 8 mm & using drill .
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A53-10624

— Match up spare wheel well with vehicle standing on its wheels
or on alignment bracket set and fix in position.

— Match up bracket and fix in position.
— Check fit relative to cross panel.

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in spare wheel well using shielded arc welding equip-
ment : SG plug weld seam.

— Weld in spare wheel well with overlap using shielded arc weld-
ing equipment : SG continuous seam.
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AS3-10825

* Welding in rear upper cross panel = page 465
* Welding in cross panel = page 476
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RO: 53 80 55 50
13 Spare wheel well - Renewal (Saloon)

A DANGER
Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.

1 - Spare wheel well
2 - Floor panel

Protected by copyright. Copying ff
permitted unless authorised by A}

with respect to the correctness of

AFT-10%34

13.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

* & o o

Body saw

13. Spare wheel well - Renewal (Saloon)
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¢ Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work > page 48 .

13.2 Procedure

* Removing rear upper cross panel > page 465

* Removing cross panel > page 476

Cutting locations

— Separate original joint using spot weld breaker .

Protected by copyright]
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AS3-10895

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.

534 Rep. gr.53 - Body - rear



Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

AS3-10936

Replacement part

¢ Spare wheel well

Pre-treatment - applies to replacement part only

— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .
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AS3-10837

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Match up spare wheel well with vehicle standing on its wheels
or on alignment/bracket set.and fix in position.

— Match up bracket and fix in position.
— Check fit relative to cross panel.

— Weld in spare wheel well, using; shielded arc.welding equip-
ment : SG plug weld seam.
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ASI-10098

* Welding in rear upper cross panel > page 465
»  Welding in cross panel = page 476
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RO: 53 80 55 50
14 Spare wheel well - Renewal (quattro)

A3 and Sportback identical

A DANGER

Damaged natural gas fuel tanks constitute an explosion risk -
risk of death!

— If components at the rear and/orrear side of the vehicle (e.g.
bumper cover, rear lid, underbody trim, longitudinal mem-
ber, rear cross panel, ‘etc.) 'are‘ removed-due'to-accident
damage, the natural gas fuel tanks must be checked for
damage.

— Carry out assessment of damage to fuel tanks made of com-
posite fibre materials = Natural gas engines - general
information; Rep. gr. 20 ; Assessing damage to fuel tanks
made of composite fibre materials; Assessing damage to
fuel tanks made of composite fibre materials .

A DANGER
Only for vehicles with natural gas technology

When performing welding, cutting or drilling work in the vicinity
of components that convey gas, these components must either
be removed or safely covered up before performing repairs.

Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.
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1 - Spare wheel well (quattro)
2 - Floor panel

1

14.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder

¢ Body saw

¢ Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

14.2 Procedure

* Removing rear upper cross panel = page 465
* Removing cross panel = page 476
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Cutting locations
— Separate original joint using spot weld breaker .

|
|
|
|
II:
|

_i.

AS3-10827

Make separating cut as shown using body saw .

Separate original joint using spot weld breaker .
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AS3-10828

— Removeremaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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AS3-10829

Replacement part

¢ Spare wheel well

¢ Cross member (centre)

¢ Connecting pieces (left and right)
Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .
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A53-10631

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Match up spare wheel well with vehicle standing on its wheels
or on alignment bracket set and fix in position.

— Match up bracket and fix in position.
— Check fit relative to cross panel.

— Weld in spare wheel well using shielded arc welding equip-
ment : SG plug weld seam.

14. Spare wheel well - Renewal (quattro)
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AS3-10832

— Weld in connecting pieces (left and right) using shielded arc
welding equipment : SG plug weld seam.

— Weld in centre cross member using resistance spot welder :
RP spot weld seam.

— Weld in connecting pieces (left and right) using shielded arc
welding equipment : SG continuous seam.
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A53-10833

* [(Welding in rear upper cross panel = page 465
+ "Welding in cross panel =/page 476
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RO: 53 80 55 50
15 Rear spare wheel well - Renewal (Sa-
loon, quattro version)

Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.

1 - Floor panel

2 - Connecting piece

3 - Rear floor pan

4 - Spare wheel well (quattro)
5 - Connecting piece

right. Copying for private or commercial purposes, in part or in whole..is not
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15.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder
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¢ Body saw
¢ Spot weld breaker

O worice

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

15.2 Procedure

* Removing rear upper cross panel > page 471

* Removing cross panel = page 476

Cutting locations

— Separate original joint using spot weld breaker .

B53-10091

Protected by copyright. Copymg b !)livdll—' O COTe T IBININBIUAYSAY 1T Do or T ST
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Witlﬂ%m\@ remaining.material;using compact angle grinder . Copyright by AUDI AG.
— Grind welding surfaces down to bare metal.
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Replacement part
¢ Spare wheel well
¢ Connecting pieces (left and right)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Match up spare wheel well with vehicle standing on its wheels
or on alignment bracket set and fix in position.

— Match up bracket and fix in position.
— Check fit relative to cross panel.

— Weld in rear floor panel using resistance spot welder : RP spot
weld seam.
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A53-10093

» Welding in rear upper cross panel = page 471
»  Welding in cross panel = page 482

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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RO: 53 80 55 50

16 Luggage compartment floor - Renew-
al (only for vehicles with natural gas
technology)

Damaged natural gas fuel tanks constitute an explosion risk -
risk of death!

— If components at the rear and/or rear side of the vehicle (e.g.
bumper cover, rear lid, underbody trim, longitudinal mem-
ber, rear cross panel, etc.) are removed due to accident
damage, the natural gas fuel tanks must be checked for
damage.

— Carry out assessment of damage to fuel tanks made of com-
posite fibre materials = Natural gas engines - general
information; Rep. gr. 20 ; Assessing damage to fuel tanks
made of composite fibre materials; Assessing damage to
fuel tanks made of composite fibre materials .

Only for vehicles with natural gas technology

When performing.welding, cutting.or.drilling work in the vicinity
of components that convey gas, these components must either
be removed or safely covered up before performing repairs.
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1 - Connecting piece
2 - Luggage compartment floor
3 - Connecting piece

ASI-11018

16.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

16.2 Procedure

* Removing rear upper cross panel > page 471
* Removing cross panel > page 482
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Cutting locations
— Separate original joint using spot weld breaker .

A33-11018

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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ASI-110249

Replacement part

¢ Luggage compartment floor

¢ Connecting pieces (left and right)

Pre-treatment - applies to replacement part only

— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.

Preparing new part

— Dirill holes for SG plug weld seam, 8 mm & using drill .
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ASI-11021

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding/in

— Match'up luggage compartment floor with vehicle standing on
its wheels or on alignment bracket set and fix in position.

= oMatchlup:bracket:andfixin position:
=< riCheck fit relative to icross panel.

~1t'Weldinlluggage‘compartmentfloorusing shielded arc welding
equipment : SG plug weld seam.
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ASI-11022

» Welding in rear upper cross panel > page 471
* Welding in cross panel = page 482
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RO: 53 69 55 00
17 Rear wheel housing - Renewal (A3)

Includes: C-pillar reinforcement

A DpANGER
Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.

1'- Side member
2 - Inner side panel
3 - Moulded foam inserts

4 - Separating cut for C-pillar
reinforcement

5'-'Wheel housing

5

171 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder
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¢ Body saw
¢ Spot weld breaker

O worice

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

17.2 Procedure
* Removing side panel = page 499
Cutting locations

— Mark off separating cut on C-pillar reinforcement according to
dimension -a- and make cut using body saw .

Dimension -a- = 60 mm
— Separate original joint using spot weld breaker .

AS310930

Protected by coPyrigh'_c. Copying far private or commercial purposes, in part or in whole, is not
— Separate original joint usm% spot weld breaker .
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55310858

— Remove remaining material using compact angle grinder .
— Grind welding surfaces down to bare metal.
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A53-10859

Replacement part

¢ Rear wheel housing liner

¢ C-pillar reinforcement

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.
Preparing new part

— Transfer separating cut to new part and cut to size using body
saw .

— Drill holes for SG plug weld seam, 8 mm & using drill .
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A53-10933

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in wheel housing using shielded arc welding equipment :
SG plug weld seam.

— Weld in wheel housing using resistance spot welder : RP spot
weld seam.
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A53-10860

— Weld in C-pillar reinforcement using shielded arc welding
equipment : SG plug weld seam.

— Weld in at separating cut using shielded arc welding equip-
ment : SG continuous seam.
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£53.10932

*  Welding in side panel = page 499

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

permitted unless authorised by AUDI AG. AUDI AGC does not guarantee or accept any liability

with respect to the correctness of information in this document. Copyright by AUDI AG.

562 Rep. gr.53 - Body - rear




Audi A3 2013 > , Audi A3 Limousine 2014 > , Audi A3 Limousine China 2014 ...
Body Repairs - Edition 02.2019

RO: 53 69 55 00
18 Rear wheel housing - Renewal
(Sportback)

C-pillar and D-pillar reinforcements

Damaged natural gas fuel tanks constitute an explosion risk -
risk of death!

— Ifcomponents at the rear and/or rear side of the vehicle (e.g.
bumper cover, rear lid, underbody trim, longitudinal mem-
ber, rear cross panel, etc.) are removed due to accident
damage, the natural gas fuel tanks must be checked for
damage.

— Carry out assessment of damage to fuel tanks made of com-
posite fibre materials = Natural gas engines - general
information; Rep. gr. 20 ; Assessing damage to fuel tanks
made of composite fibre materials; Assessing damage to
fuel tanks made of composite fibre materials .

Only for vehicles with natural gas technology

When performing welding, cutting or drilling work in the vicinity
of components that convey gas, these components must either
be removed or safely covered up before performing repairs.

A DANGER
Fuel tank and fuel pipes

Takeextreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.
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1 - Side member

2 - Lower C-pillar reinforce-
ment

3 - Upper C-pillar reinforce-
ment

4 - Separating cut at upper C-
pillar reinforcement

5 - Moulded foam insert

6 - Separating cut at D-pillar
reinforcement

7 - D-pillar reinforcement
8 - Wheel housing
9 - Moulded foam insert

A53-10953

18.1 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & 6 o o

Spot weld breaker

0)

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

18.2 Procedure
» Side panel removed = page 511
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Cutting locations

— Mark off separating cut/on D-pillar reinforcement according to
dimension -a- and make cut using body saw .

Dimension -a- = 60 mm

— Mark off separating cut on C-pillar reinforcement according to
degree of damage and 'make cut'using body saw .

— Separate original joint using spot weld breaker .

— Separate original joint using spot weld breaker .
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55310955

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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AS3-10956

Replacement part

¢ Rear wheel housing liner

¢ C-pillar reinforcement

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.
Preparing new part

— Transfer separating cuts to new parts and cut to size using
body saw .
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A53-10957

)

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in wheel housing using shielded arc welding equipment :
SG plug weld seam.

— Weld in wheel housing using resistance spot welder : RP spot
weld seam.
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£53.10958

Weld in C-pillar reinforcement using resistance spot welder :
RP spot weld seam.

Weld in D-pillar reinforcement using shielded arc welding
equipment : SG plug weld seam.

Weld in wheel housing using resistance spot welder : RP spot

weld seam.

Weld in at separating cuts using shielded arc welding equip-
ment : SG continuous seam.
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AS3-10959

*  Welding in side panel = page 499
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RO: 53 69 55 52
19 Rear wheel housing - Partial renewal
(A3)

Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.

1 - Side member
2 - Inner side panel

3 - D-pillar reinforcement

4 - Wheel housing

A5310934

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

19.1 Tools

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
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¢ Resistance spot welder

¢ Shielded arc welding equipment
¢ Brush grinder

¢ Compact angle grinder
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¢ Body saw
¢ Spot weld breaker

O woricE

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

19.2 Procedure

* Removing side panel = page 499

Cutting locations

— Make separating cut as shown using body saw .
— Separate original joint using spot weld breaker .

585310935

— Remove remaining materiallusingreompact angle grinder .

— Grind welding surfaces down to bare metal.
Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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Pre-treatment - applies to replacement part only

— Grind welding surfaces down to bare metal.

— Prepare flanges on new part for welding.

Preparing new part

— Transfer separating cut to new part and cut to size using body
saw .
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A53-10937

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance, spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in wheel housing-using resistance-spot welder o RP-spot
weld seam.

— Weld in wheel housing using shielded arc welding equipment :
SG continuous seam.
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*  Welding in side panel = page 499
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RO: 53 69 55 52
20 Rear wheel housing - Partial renewal
(Saloon)

Fuel tank and fuel pipes

Take extreme car S gisanding and welding work
near the tank or @ ponents ¢a el. If in doubt, al-
ways remove th e ne ﬂ '

1- Inner side merBPo L cted by CLI_ : ; P : maercial purposes, in part or in whole, is not
2 - Moulded foamagﬁenrihed unld : € -- : ._ : oo o

3 - Wheel housmg/vith respect td
4 - C-pillar reinforcement

AS3-10970

20.1 Tools

Special tools and workshop equipment required
¢ Resistance spot welder

¢ Shielded arc welding equipment

¢ Brush grinder

¢ Compact angle grinder
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¢ Body saw
¢ Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

20.2 Procedure

* Removing side panel = page 520
Cutting locations

— Make separating cut according to extent of damage using
body saw .

— Separate original joint using spot weld breaker .

commercial purposes, in part or in whole, is not

Protected by copyright}
permitted unless auth{ | I AG does not guarantee or accept any liability

with respect to the con tion in this document. Copyright by AUDI AG.

— Remove remaining material using compact angle grinder .

— Grind welding surfaces down to bare metal.
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Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

Replacement part
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¢ Rear wheeI housmg[; liner
h respect to the correctness of information in this document. Copyright by AUDI AG.
Pre-treatment applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.
Preparing new part

— Transfer separating cut to new part and cut to size using body
saw .
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A53-10937

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in wheel housing using resistance spot welder : RP spot
weld seam.

— Weld in wheel housing using shielded arc welding equipment :
SG continuous seam.
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RO: 53 69 55 00
21 Rear wheel housing - Renewal (Sa-
loon)

Includes: C-pillar reinforcement

Damaged natural gas fuel tanks constitute an explosion risk -
risk of death!

— Ifcomponents at the rear and/or rear side of the vehicle (e.g.
bumper cover, rear lid, underbody trim, longitudinal mem-
ber, rear cross panel, etc.) are removed due to accident
damage, the natural gas fuel tanks must be checked for
damage.

— Carry out assessment of damage to fuel tanks made of com-
posite fibre materials = Natural gas engines - general
information; Rep. gr. 20 ; Assessing damage to fuel tanks
made of composite fibre materials; Assessing damage to
fuel tanks made of composite fibre materials .

Only for vehicles with natural gas technology

When performing welding, cutting or drilling work in the vicinity
of components that convey gas, these components must either
be removed or safely covered up before performing repairs.

A DANGER
Fuel tank and fuel pipes

Take extreme care when performing sanding and welding work
near the tank or other components carrying fuel. If in doubt, al-
ways remove these components.
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1 - Inner side member

2 - Lower C-pillar reinforce-
ment

3 - Upper C-pillar reinforce-
ment

4 - Separating cut at upper C-
pillar reinforcement

5 - Moulded foam insert
6 - Wheel housing
7 - Moulded foam insert

211 Tools

Special tools and workshop equipment required
Resistance spot welder

Shielded arc welding equipment

Brush grinder

Compact angle grinder

Body saw

* & & & o o

Spot weld breaker

O

One of the tools approved by AUDI AG must be used to ensure
correct results when carrying out repair work = page 48 .

21.2 Procedure
* Removing side panel = page 520
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Cutting locations

— Mark off separating cut on upper C-pillar reinforcement ac-
cording to degree of damage and make cut using body saw .

— Separate original joi i aker .

Protected by

permitted un
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AS3-10975

— Separate original joint using spot weld breaker .
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Replacement part

¢ Rear wheel housing liner

¢ C-pillar reinforcement

Pre-treatment - applies to replacement part only
— Grind welding surfaces down to bare metal.
— Prepare flanges on new part for welding.
Preparing new part

— Transfer separating cuts to new parts and cut to size using
body saw .
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AS3-10878

O

Due to the different types of steel and panel thicknesses em-
ployed, one of the resistance spot welding units listed in this
manual and approved by AUDI AG must be used to ensure cor-
rect results when spot welding.

Welding in

— Weld in wheel housing using resistance spot welder : RP spot
weld seam.
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— Weld in C-pillar reinforcement using resistance spot welder :
RP spot weld seam.

— Weld in wheel housing using resistance spot welder : RP spot
weld seam.

— Weld in at separating cuts using shielded arc welding equip-
ment : SG continuous seam.
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