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DiagnosticTrouble Code (DTC)

— Symptom-to-System Chart

DIAGNOSTIC AFTER DETECTING
PERIOD A PROBLEM
o
[=4
a
w
[=]
o
o ®
A= DISCRIPTION/SYMPTOM 2|2 SYSTEM | REFERTO
2|8 o 2|8 x RESET | PAGE
O |- w0 |2 w
K - ST >
Flo 2| o |«a (o]
o= 9l1a |8 2 2
=< g |« o] [
0L oo | & =4
S5 2|8 |3 T 5
25 I 7
< a o
a & 2|2 S »
__|__| EPSindicator light does not come on when . _ _ .
ignition switch is turned ON (ll}
_lo EPS indicator light does not go off after engine . _ _
is started
3 | O | A problem with the current sensor offset O No No DTC clears
4 | O | A problem with the current sensor offset O No No DTC clears
5 |O | A problem with the current sensor fixed O No No DTC clears
6 | O | A problem with the current sensor fixed O No No DTC clears
A problem with the high voltage or low voltage
me of the torque sensor (TRQ1 and TRQ2) © No No DTC clears
1210 A problem with the voltage for torque sensor o No No DTC clears
(TRQ3)
13lo :nzr$t‘;lgzm with average of voltage on TRQ1 o No No DTC clears |Refer to the
- 1997 NSX
140 A problem with the 2.5 V reference voltage o No No DTC clears |Service
(VREF) Manual,
A problem with the circuit for input motor volt- P/N
e} o |0 N N DT
21101 Lge in the EPS control unit ° ° Cclears |o1s1L006
22| O | A problem with the lower current o) No No DTC clears |(see page
17-25)
Yes, after
23lo A probiem with thg circuit for check function in ololo No system DTC clears
the EPS control unit returns to
normal
The fail safe relay or the power relay is stuck |G SW turned
2491 oN © No No OFF to ON (Il
. IG SW turned
25/ O | The lower FET is stuck ON O No No OFF to ON (Il)
26| O | The upper FET is stuck ON O No No DTC clears
Yes, after
31| O | A problem with the voltage for IG1 o |0 No system DTC clears
returns to
normal
33| O | A problem with average for VSS1 and VSS2 o YES No DTC clears
Replace the
34/ O | A problem with the CPU in the EPS controlunit | O | O | O No No DTC clears |EPS control
unit

Initial diagnosis: Performed right after the engine starts until the EPS indicator goes off.
Regular diagnosis: Continuously performed (under some conditions) after the EPS indicator goes off until the engine stops.

Individual part/system diagnosis: Diagnoses a specific part/system under its operating conditions.
CPU: Central Processing Unit.
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