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Interior Trim
— Replacement

Coupe:
Disassemble in numbered sequence.

NOTE:
« When removing the rear trim panels, take care not to

damage the control units and relays.
e Take care notto scratch the trim panels.

1 Clip Locations
- P (9 CENTER PILLAR

TRIM PANEL /

~.
.
@A&fup
RIGHT REAR

TRIM PANEL

REAR SIDE TRIM PANEL

@ FRONT PILLAR
TRIM PANEL

GUIDE PIN

= gg#lngAT @3 REAR CENTER

ANCHOR TRIM PANEL

nE
d REAR UPPER TRIM PANEL
Qy# S /cup

G/ ® CHILD SEAT
TETHER ANCHOR

/

2~ (® DOOR TRIM
SIDE SILL

PAD
4

77 ® SIDE SILL
TRIM

8 x 1.25 mm

22 N-m (2.2 kgf-m,
16 Ibfft) RELEASE
HANDLE
@ SIDE SILL CLiP
PAD
@ REAR SIDE
L
(© OPENER TRIM PANE
KNOB
@

(3 SIDE SILL
TRIM ;
da
& o
®
UNDER-DASH FUSE BOX LID

Installation is the reverse of the removal procedure.

NOTE:
« If necessary, replace any damaged clips.
¢ Make sure the child seat tether anchor is

installed securely.
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