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Front Damper

— Inspection

SELF-LOCKING NUT

10 x 1.25 mm

Replace.

29 N-m (3.0 kgf-m, 22 Ibf-ft)

DAMPER MOUNTING
RUBBER

Y SELF-LOCKING
NUT
10x1.25mm
Replace.

43 N-m
(4.4 kgf-m, 32 |bf-ft)

DAMPER MOUNTING
BASE

SPRING MOUNTING RUBBER
Check for damage.

DAMPER SPRING
Check for weakness,
compression and damage.

DAMPER MOUNTING WASHER

@/ Check for weakness.
@‘\DAMPER MOUNTING

COLLAR

DUST COVER PLATE

DUST COVER END
P

DUST COVER

DAMPER MOUNTING Check for damage.

RUBBER

€«
N’

BUMP STOP
Check for weakness and
damage.

DENT in DAMPER

¥ : Corrosion resistant bolt/nut

DAMPER UNIT

* Check for leaks and
faulty operation.

* Check for rust.

8 mm FLANGE NUT
13 Nem
(1.3 kgf-m, 9 Ibf-ft)

BRAKEHOSE
BRACKET

NOTE: Align the brake
hose bracket bolt with
the dent in the damper,
then loosely tighten the
brake hose bracket. Set
the brake hose bracket
at the center of its wob-
bling range and tighten
the nut securely.
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