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00 — Technical data

1 Identification
(ARL004865; Edition 08.2016)

= “1.1 Engine identification number/engine data”, page 1

1.1 Engine identification number/engine da-
ta
Engine number

The engine number (“engine code” and “serial number”) can be
found at the front of the joint between engine and gearbox.

There is also a sticker with “engine code” and “serial number”
attached to the toothed belt cover.

In addition, the engine code is listed on the vehicle data stickers.
Engine data

= Technical data for petrol engines; Rep. gr. 00 ; Overview of
engines

1. Identification 1
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2 Safety precautions

> “2.1 Safety precautions when working on the fuel supply sys-
tem”, page 2

> “2.2 Safety precautions when working on vehicles with start/
stop system”, page 2

> “2.3 Safety precautions when using testers and measuring in-
struments during a road test”, page 2

> “2.4 Safety precautions when working on the ignition system”,

page 3

> “2.5 Safety precautions when working on the cooling system”,

page 3

2.1 Safety precautions when working on the fuel supply system

Risk of injury - fuel system operates under high pressure

The fuel system is pressurised. There is a risk of injury as fuel
may spray out.

Before opening the fuel system:
— Put on safety goggles.
— Put on protective gloves.

— Release pressure (wrap clean cloth around connection and
open connection carefully).

2.2 Safety precautions when working on vehicles with start/stop system
Risk of injury - engine may start unexpectedly

On vehicles with the start/stop system activated, the engine may
start unexpectedly. A message in the instrument cluster indicates
whether the start/stop system is activated.

— Deactivate start/stop system by switching off ignition.

2.3 Safety precautions when using testers and measuring instruments during
a road test
Risk of injury if test equipment is not secured

If an accident occurs and the front passenger's airbag is triggered,
test equipment which is not secured adequately may be catapul-
ted through the vehicle with potentially serious consequences.

— Secure test equipment on the rear seat with a strap.
Or

— Have a second mechanic operate test equipment on the rear
seat.

2 Rep. gr.00 - Technical data
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24 Safety precautions when working on the ignition system

Risk of injury due to electric shock

When the engine is running, there are high voltage levels in the
ignition system. There is a risk of electric shock when touching
the ignition system!

— Never touch or disconnect ignition wiring when the engine is
running or being turned at cranking speed.

Risk of damage to components

Washing the engine or connecting/disconnecting electrical wiring
may result in components being damaged if the engine is running.

- Switch off ignition before connecting/disconnecting electrical
wiring.

— Switch off ignition before cleaning engine.

25 Safety precautions when working on the cooling system

Risk of scalding as hot coolant can escape

The cooling system is under pressure when the engine is hot. Hot
steam/hot coolant can escape - risk-ofiscalding.

— Put on protective gloves.
— Put on safety goggles.

— Release pressure (cover filler cap on coolant expansion tank
with a cloth and open carefully).

2. Safety precautions 3
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3 Repair instructions

= “3.1 Rules for cleanliness”, page 4

= “3.2 Foreign particles in engine”, page 4

= “3.3 Contact corrosion”, page 4

= “3.4 Routing and attachment of pipes, hoses and wiring”, page
5

= “3.5 Installing radiators and condensers”, page 5

> “3.6 Checking vacuum system”, page 5

3.1 Rules for cleanliness

Even small quantities of dirt can lead to defects. For this reason,
please observe the following rules when working on the fuel sup-
ply system, injection system and turbocharger:

¢ Carefully clean connection points and the surrounding area
with engine cleaner or brake cleaner and dry thoroughly before
opening.

4 Immediately seal open lines and connections with clean plugs,
for example from engine bung set - VAS 6122- .

¢ Place removed parts on a clean surface and cover them. Use
only lint-free cloths.

¢ Carefully cover or seal open components if repairs cannot be
carried out immediately.

¢ Only install clean components; replacement parts should only
be unpacked immediately prior to installation. Do not use parts
that have not been stored in their packing (e.g. in tool boxes
etc.).

¢ When the system is open, do not work with compressed air
and do not move the vehicle.

¢ Make sure that no fuel runs onto the fuel hoses. Should this
occur, the fuel hoses must be cleaned again immediately.

¢ Protect unplugged electrical connectors against dirt and mois-
ture and make sure connections are dry when attaching.

3.2 Foreign particles in engine

¢ When performing assembly work on the engine, all open pas-
sages in the intake and exhaust systems must be sealed with
suitable plugs (e.g. from engine bung’set'- VAS 6122-°) to
prevent foreign particles from entering the engine.

@ Note

If the turbocharger has suffered mechanical damage
> page 228

3.3 Contact corrosion

Contact corrosion can occur if unsuitable fasteners are used (e.g.
bolts, nuts, washers, etc.).

For this reason, only fasteners with a special surface coating are
fitted.

Additionally, all rubber and plastic parts and all adhesives are
made of non-conductive materials.

4 Rep. gr.00 - Technical data
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Always install new parts if you are not sure whether used parts
can be re-fitted > Electronic parts catalogue .

Please note:

¢ We recommend using only genuine replacement parts; these
have been tested and are compatible with aluminium.

¢ We recommend the use of Audi accessories.

¢ Damage caused by contact corrosion is not covered by war-
ranty.

3.4 Routing and attachment of pipes, hoses
and wiring

¢ Mark fuel lines, vacuum lines, pipes/hoses for activated char-

coal filter system and electrical wiring etc. before removal so

they can be re-installed in the original positions and correctly
connected. Make sketches or take photographs if necessary.

¢ To prevent damaging pipes, hoses and wiring, ensure suffi-
cient clearance from all moving or hot components in engine
compartment (little space in engine compartment).

3.5 Installing radiators and condensers

Even when the radiator, condenser and charge air cooler are cor-
rectly installed, slight impressions may be visible on the fins of
these components. This does not mean that the components are
damaged. If the fins are only very slightly distorted, this does not
justify renewal of the radiator, condenser or charge air cooler.

3.6 Checking vacuum system
Special tools and workshop equipment required
4 Hand vacuum pump - VAS 6213-

VAS 6213

—_—
[==]
pa——
=
-

Wion-11210

Procedure

— Check all vacuum lines in the complete vacuum system for:
Cracks

Traces of animal bites

Kinked or crushed lines

* & o o

Porous or leaking lines

— Check vacuum line to solenoid valve and from solenoid valve
to corresponding component.

— Ifafaultis stored in the event memory, check all vacuum lines
leading to the corresponding component, and also check the
remaining vacuum lines leading to other components.

3. Repair instructions 5
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— Ifitis not possible to build up pressure with the hand vacuum
pump - VAS 6213- or if the pressure drops again immediately,
check the hand vacuum pump and connecting hoses for leaks.

— Ifitis not possible to build up pressure with the hand vacuum
pump - VAS 6213- or if the pressure drops again immediately,
check the hand vacuum pump and connecting hoses for leaks.

6 Rep. gr.00 - Technical data
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10 — Removing and installing

1 Removing and installing engine

= “1.1 Removing engine”, page 7

= “1.2 Separating engine and gearbox”, page 22

= “1.3 Securing engine to engine and gearbox support”,
page 27,

=4 Installing engine’; - page 29

1.1 Removing engine

Special tools and workshop
equipment required

4 Removal lever - 80-200-
¢ Stepladder - VAS 5085-

¢ Engine bung set - VAS
6122-

¢ Drip tray for workshop hoist
- VAS 6208-

¢ Hose clip pliers - VAS
6362-

80-200

VAS 5085

¢ Engine and gearbox jack -
VAS 6931- VAS 6122

ulE
a)

':l‘l.-!
SO s
e
20098
P e

VAS6208

VA S 6362

VAS 6931

S10-1H05

1. Removing and installing engine 7
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¢ Extension -2024A /1- for lifting tackle - 2024 A-
2024 AN

¢ Engine bracket - T10359A-
T10359 A
13
' 2

¢ Safety goggles
¢ Protective gloves

Procedure

-
? | Note

& The engine is removed from underneath together with the
gearbox.

¢ Re-fit all cable ties and heat insulation sleeves in the same
locations when installing.

A WARNING

Hot steam/hot coolant can escape - risk of scalding.

¢ The cooling system is under pressure when the engine is
hot.

¢ To allow pressure fo dissipate, cover filler cap on coolant
expansion tank with cloth and open carefully.

— Open filler cap -arrow- on coolant expansion tank. ,

— Remove engine cover panel = page 41 .

8 Rep. gr.10 - Removing and installing engine
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— Detach hose -2-.
— Release hose clip -3- and detach air hose.
— Unscrew bolts -1 and 4- and detach air cleaner housing.

— Remove both front wheels = Running gear, axles, steering;
Rep. gr. 44 ; Wheels, tyres .

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Remove wheel spoilers (left and right) = General body re-
pairs, exterior; Rep. gr. 66 ; Wheel housing liners; Removing
and installing wheel housing liner (front) .

— Release hose clips -1 and 2- and remove air hose.

— Seal openings with clean plugs from engine bung set - VAS
6122- .

— Remove nut -2- and bolt -3-.
— Release hose clip -1- and detach air pipe.

— Seal openings with clean plugs from engine bung set - VAS
6122- .

A21-10636

Y |

— Lift retaining clip -1- and disconnect air hose.

— Seal openings with clean plugs from engine bung set - VAS
6122- .
Protected by copyright. Copying for private or commercial purposes, in part or in whol
> permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept an
' Note with respect to the correctness of information in this document. Copyright by AUDI

Disregard -item 2-.

1. Removing and installing engine 9
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— Place drip tray for workshop hoist - VAS 6208- underneath.

— Lift retaining clip -arrow-, disconnect coolant hose (bottom left)
from radiator and drain off coolant.

— Release hose clip -arrow-, disconnect coolant hose (bottom)
leading to continued coolant circulation pump - V51- and drain
off coolant.

— Unplug electrical connector -1- for radiator outlet coolant tem-
perature sender - G83- .

? | Note

Disregard -item 2-.

A Caution

Wrong direction of rotation for a used poly V-belt can lead to
irreparable damage.

¢ Before removing the poly V-belf mark the direction of ro-

tation with chalk or a felt-tip pen for re-installation.rowcied by

— To slacken poly V-belt, swivel tensioner in clockwise direction
-arrow-, detach poly V-belt from pulley for air conditioner com-
pressor and release tensioner.

— Take off poly V-belt.

@ | Note

lgnore -T10060 A- .

opyrigh

permitted uni¢ss auth
with respect to the | @

R
_

/ T100

hole, is not
any liability
DI AG.

1 0 Rep. gr.10 - Removing and installing engine
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— Unplug electrical connector -1- on air conditioner compressor
regulating valve - N280- .

A WARNING

Risk of injury caused by refrigerant.

¢ The air conditioner refrigerant circuit must not be opened.

— Remove bolts -arrows- for air conditioner compressor.

A Caution

Risk of damage fo air conditioner compressor and refrigerant
pipes/hoses.

¢ Do NOT strefch, kink or bend refrigerant lines and hoses.

— Detach air conditioner compressor with refrigerant lines still
connected and tie up to right side.

— Remove battery and battery tray = Electrical system; Rep. gr.
27 ; Battery; Removing and installing battery tray .

— Disconnect vacuum hose -2-.

— Press release tabs on vacuum hose -1- and detach hose from
vacuum pump.

! - 1
Protected by copyright. Copying for private or commercial purposes, in part or 'E‘ [BJ " Ii
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or acg: - A10-11630

with respect to the correctness of information in this document. Copyright bl

— Detach heat shield sleeve.

— Lift retaining clips -arrows- and disconnect coolant hoses from
heat exchanger for heater.

—

L A21-11035
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— Take electrical connector -2- for Lambda probe - G39-
-item 1- out of bracket, unplug and move wiring clear.

— Release hose clips -1, 2- and disconnect coolant hoses.

? | Note

Lay a cloth under the connection fo cafch escaping fuel,

A WARNING

The fuel system is pressurised.

Risk of injury as fuel may spray out. _' ' A AL
¢ Put on safety goggles. 2 ) w7\

¢ Put on proftective gloves.

¢ Release pressure (wWrap clean cloth around connection
and open connection carefully).

— Disconnect fuel hose -2- > Fuel supply system; Rep. gr. 20;
Plug-in connectors; Disconnecting plug-in connectors .

— Press release tabs and disconnect hose -1- from activated
charcoal filter.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Lift retaining clips -1 and 2- and disconnect coolant hoses (top
left) from radiator.

— Remove engine control unit - J623- = page 284 .
— Remove throttle valve module - J338- = page 257 .

l Note

Use removal lever - 80-200- fo lever out the wiring clips when

performing the next work steps. ._‘-_' ’é‘
80-200

— Release wiring protector -1- for engine wiring harness
-arrows- and lift off.

— Open retainers for wiring duct -arrows-.

Protected by copyright. Copying for private or col [
permitted unless authorised by AUDI AG. AUDI
with respect to the correctness of information

. [Afodosde |
T = |
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— Move clear and unplug electrical connector -1-.

— Open retainer -2- for wiring duct -arrow- (located underneath
connector).

— Remove wiring harness for engine control unit from wiring duct )
and place on engine. =
L

g e
e
Gy

— Unplug electrical connector -arrow- at longitudinal member
(bottom left).

-

? | Note
For illustration purposes, the installation position is shown from g, _ "w
below. < I

U

— Slide the two clips in the direction of the -arrows- and remove
cover from electronics box in engine compartment.

— Remove nut -arrow-, detach terminal 30 wire from electronics
box in engine compartment and move it clear.

1 4 Rep. gr.10 - Removing and installing engine
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Vehicles with manual gearbox:

o (ll\‘!\\“

)

o
Z

— Remove bolts -arrows-, detach cable support bracket and
place to one side with selector cables attached.

Vs

R

.
)

i

7

— Pull locking device forwards onto stop -arrow 1- and lock by
turning anti-clockwise -arrow 2-.

— Press relay lever towards front -arrow 3-, take gate selector
cable out of end-piece.

— Detach securing clip -3- for gear selector cable from gearbox
selector lever -1- and pull cable -2- off pin -arrow-.

Unplug electrical connector -2-.

Push back cover -1- for positive battery terminal and unscrew
positive wire from starter solenoid switch.

Remove nut -3- and detach earth wire.

1. Removing and installing engine 1 5
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— Unplug electrical connectors -1, 2-.

2 | Note

Make sure brake fluid does not come into contact with longitudinal
member or gearbox when performing the following operations. If
it does, clean affected area thoroughly.

— Place a lint-free cloth underneath bleeder connection.

— Pull out securing clip -arrow- as far as stop and disconnect
pipe -A- from bleeder connection.

2 | Note

Disregard -item B-.

— Seal off open lines and connections with clean plugs from en-
gine bung set - VAS 6122- .

A Caution

Risk of contamnination by escaping'brake fluid.

¢ Do not operate clutch pedal after detaching pipe from
bleeder connection on clutch slave cylinder.

Vehicles with dual clutch gearbox:
— Unplug electrical connector -2-.

— Push back cover -1- for positive battery terminal and unscrew
positive wire from starter solenoid switch.

— Remove nut -3- and detach earth wire.

A Caution

Risk of irreparable damage to control unit (mechatronic unit)
because of electrostatic discharge.

¢ Do NOT fouch connector contacts in gearbox connector
with your hands.

— Touch vehicle earth with bare hands to eliminate any static
charge.

— Turn retainer catch anti-clockwise and unplug electrical con-
nector -4- at gearbox.

— /‘ i i ,'Jl' | > 4 ' -«
_ﬁ__'_ﬂ———r**‘ il rmﬁ‘ﬂ--—?_\w-ﬂﬁsﬁ
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Pry ball socket -1- of selector lever cable off gearbox selector
lever using removal lever - 80-200- .

Release fasteners -arrows- and move selector lever cable
clear.

@ Note

Take care not fo bend or kink selector lever cable.

Continued for all vehicles:

Unscrew bolts -arrows- at engine mounting approx. 2 turns.

Loosen bolts -arrows- at gearbox mounting approx. 2 turns.

E Note

The illustration shows the fitting location on a vehicle with a man-
ual gearbox as an example.

Unplug electrical connector -1- at oil level and oil temperature
sender - G266- .

Unclip bracket -2- for wire to oil level and oil temperature
sender - G266- from subframe.

Remove nut for coupling rod at both ends of anti-roll bar =
Running gear, axles, steering; Rep. gr. 40 ; Subframe; Re-
moving and installing coupling rod .

[ a37-11159

—— o

4J

9

5
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— Remove bolts -1, 2, 3- and remove pendulum support.

— Remove nuts -arrows- for swivel joint on both sides.

— Iffitted, unscrew nut on bracket for front left vehicle level send-
er- G78-.

— Detach swivel joint from wishbone (both sides).

— Detach drive shaft (left and right) from gearbox = Running
gear, axles; steering; Rep.gr.”'40% Drive“shaft;"Removing 'and
installing drive shaft .

— Tie up drive shaft (left-side).

x40-10479 ||

? | Note

Take care not fo damage the surface coating of the drive shafft.

— Swing suspension strut (both sides) outwards and support
with extension -2024 A /1-, as shown in illustration.

A WARNING

Accident risk from loose components of support bracket.

¢ Secure retaining pin and swivel joint with locking pin
-arrow- and nut -1-.

Vehicles with four-wheel drive:

2 | Note

Place a cloth underneath fo catch any escaping oil.

— Unscrew bolt -2-, detach oil return connection -1- from cylinder
block and move to one side.

A10-11911
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Remove nuts -1- and detach heat shield for drive shaft (right-
side).

Remove bolts -arrows- and detach heat shield -1-.

— Mark position of flexible coupling and flange for bevel box in
relation to each other for re-installation.

— Remove bolts -arrows- securing flexible coupling for propshaft
to bevel box (counterhold using a suitable lever at triangular
flange) = Rear final drive; Rep. gr. 39 ; Propshaft; Removing
and installing propshaft .

— Push engine/gearbox assembly forward slightly (towards front
end) and pull propshaft off bevel box.

A Caution

/Iﬂ/lake sure noft fo damage the oil seal -arrow- in the propshaft
lange.

¢ Push the propshaft horizontally fo the rear and fowards the
right side of vehicle as far as possible.

@ Note

The propshaft must be renewed if the oil seal is damaged.

1. Removing and installing engine 1 9



Audi

CHUY) Audi Q32012 > , Audi Q3 China 2013 >
4-cylinder direct injection engine (1.8 ltr., 2.0 ltr. 4V TFSI, generation lll) - Edition 08.2016

Continued for all vehicles:

Remove bolts -arrows-.

Swivel alternator -4- towards right side of vehicle with electrical
wiring connected.

Unplug electrical connector -1-.

Lever off protective cap -2- and remove nut for terminal 30/
B+ -item 3-.

Lift out alternator.
Protected by copyright. Copying for private or commercial purp:

permitted unless authorised by AUDI AG. AUDI AG does not g
with respect to the correctness of information in this documej

Release screw-type clip -2- and place it on intake funnel -1- of
catalytic converter.

Tie up catalytic converter to rear.

Move clear electrical wiring -4-.

Remove nut -2- and press coolant circulation pump - V50-
-item 3- to the side.

Remove bolts -1- and detach bracket.

20 Rep. gr.10 - Removing and installing engine




Audi Q3 2012 >, Audi Q3 China 2013 > ()
4-cylinder direct injection engine (1.8 lir., 2.0 ltr. 4V TFSI, generation Ill) - Edition 08.2016 Aud

Secure adapter -T10359/3- to engine support - T10359A- , as
shown in illustration.

Use locking element -1- from gearbox support - T10359/2- to
secure pin -3282- to engine support.

Use bolt -1- to fix engine support - T10359A- with 20 Nm to
cylinder block and secure with locking element -2- from gear-
box support - 3282- .

Insert engine and gearbox jack in engine bracket -T10359A-
and raise engine/gearbox assembly slightly.

(]

Note

To

unscrew bolts for assembly mounting use stepladder -

VAS 5085- .

Remove bolts -arrows- securing engine mounting.

' T"A*’Lf:# T10359/2

| LT

T

ZEr

4J

1/
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— Remove bolts -arrows- securing gearbox mounting.

@ Note

The illustration shows the fitting location on a vehicle with a man-
ual gearbox as an example.

A Caution

Danger of damage fo vacuum lines or electrical wiring and fo
engine compartment.

¢ Check that all vacuum lines and electrical wiring beftween
engine, gearbox, subframe and body have been detach-
ed.

¢ Carefully guide out engine/gearbox assembly with sub-
frame from engine compartment when lowering.

— First lower engine/gearbox assembly only slightly.

— Then swing gearbox end of engine/gearbox assembly for-
wards and only then lower further.

1.2 Separating engine and gearbox

= “1.2.1 Separating engine and gearbox - manual gearbox”, page
22

> “1.2.2 Separating engine and gearbox - vehicles with dual
clutch gearbox”, page 24

1.2.1

Separating engine and gearbox - man-
ual gearbox

Special tools and workshop equipment required

¢ Hooks - 10-222A/2-

oy -
2 bt
A NG |
e (!
O Ny s

10-222 A/2

o=

o=

WOO-11170
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¢ Workshop hoist - VAS 6100-
VAS 6100

WiOo-11307

¢ Lifting tackle - T40013-
T40013

WO0-11304

Procedure

« Engine/gearbox assembly removed and attached to engine
bracket - T10359A- .

— Remove starter > Electrical system; Rep. gr. 27 ; Starter;
Removing and installing starter .

— Unscrew bolts -arrows- and detach gearbox support.

— Remove bolts -arrows- and detach bracket -1-.
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Remove bolts -arrows 1- securing bracket for bevel box.

@ Note

Disregard -arrows 2-,

— Attach lifting tackle - T40013- to gearbox and close lock.

— Attach workshop hoist - VAS 6100- with hooks - 10-222A/2- to

the lifting tackle.

Remove bolts -1, 2, 5, 6, 7, 8- securing gearbox to engine.

@ Note

Disregard -ifems 3 and 4- and -A-.

Detach gearbox from engine.

1.2.2

Separating engine and gearbox - vehi-
cles with dual clutch gearbox

Special tools and workshop equipment required

A3T-0214
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¢ Lifting tackle - 2024 A-

¢ Eye-head bolt - 3368-

VAS 6100 E

W00-11307

¢ Workshop hoist - VAS 6100-

¢ Hose clip pliers - VAS 6362-
VAS 6362

RS

WOn-11227

¢ Sealant > Electronic parts catalogue
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¢ Puller for ATF-supply - T40123 A-

Procedure

Engine/gearbox assembly removed and attached to engine
bracket - T10359A- .

Remove bevel box = Rep. gr. 34 ; Bevel box; Removing bevel
box .

Remove starter = Electrical system; Rep. gr. 27 ; Starter;
Removing and installing starter .

Move electrical wiring harnesses clear -arrows-.

Protected by copyright. Copying for private or commercial purposes, in part or in w

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept 4 j
with respect to the correctness of information in this document. Copyright by AU

Unplug electrical connector -1-.

Remove bolts -arrows- and press coolant valve for gearbox -
N488- -item 2- to one side.

Slacken hose clips -1 and 2- and detach coolant hoses from

gear oil cooler.

(]

Note

Disregard -arrows-.

T40123 A

Woo-10748

A10-11460

e & 4
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— Remove eye on puller for ATF-supply - T40123 A- and screw
into lower threaded hole for starter bolt as far as stop.

— Secure eye-head bolt - 3368- to bore in gearbox housing with
two lock nuts -1-.

— Attach lifting tackle - 2024 A- to both eyes and to workshop
hoist - VAS 6100- as shown in illustration.

? | Note

To adjust fo the centre of gravity of the gearbox, the perforated
rails of the support hooks must be positioned as shown.

A WARNING

Accident risk from loose components of lifting tackle.

¢ The support hooks and retaining pins on the lifting tackle
must be secured with locking pins -arrows-.

— Remove bolts -1 ... 8- securing gearbox to engine.

— Detach gearbox from engine.

? | Note

Disregard -item A-.

1.3 Securing engine to engine and gearbox support
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Special tools and workshop
equipment required

¢ Lifting tackle - 2024 A-

¢ Engine and gearbox sup-
port - VAS 6095-

¢ Workshop hoist -
VAS 6100-

VAS G100 ¢{

W10-10008

Procedure
* Gearbox detached from engine = page 22 .

— Attach lifting tackle - 2024 A- to engine and workshop hoist -
VAS 6100- as shown in illustration.

@ Note

To adjust fo the centre of gravity of the assembly, the perforated
rails must be positioned as shown.

A WARNING

Accident risk from loose components of lifting tackle.

¢ The support hooks and retaining pins on the lifting tackle
must be secured with locking pins -arrows-.

— Lift engine off engine bracket - T10359A- using workshop hoist
- VAS 6100- .

VAS 6100
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— Secure engine to engine and gearbox support - VAS 6095-

(gearbox end) as shown in illustration.

1.4 Installing engine
Tightening torques

@ Note

& Tightening forques apply only to lightly greased, oiled,
phosphated or black-finished nuts and bolts.

& Additional lubricants such as engine or gear oil may be used,

but do not use lubricants containing graphite.

¢ Do not use degreased parts.

& Tolerance for tightening forques: + 15 %.

Component Nm

Bolts/nuts M6 9
M7 15
M8 20
N0 40
M12 65

4 Assembly mountings

= “2.1 Exploded view - assembly mountings”, page 33

¢ Engine to gearbox = Rep. gr. 34 ; Removing and installing
gearbox; Tightening torques for gearbox / > Rep. gr. 37 ;
Removing and installing gearbox; Tightening torques for gear-

box

Procedure

Installation is carried out in the reverse order; note the following:

« Engine/gearbox assembly attached to engine bracket -

T10359A- .

@ Note

& Renew the bolts tightened with specified tightening angle.

¢ Renew self-locking nuts and bolts as well as seals, gaskets

and O-rings.

& Hose connections and air pipes/hoses must be free of oil and

grease prior o fitting.

& Re-install all cable ties in the same locations when installing.

— Install intermediate plate = page 56 .
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Vehicles with manual gearbox:

— If not already fitted, install dowel sleeves -A- for centring en-
gine and gearbox in cylinder block.

— Remove needle bearing in crankshaft if fitted = page 63 .

Vehicles with dual clutch gearbox:

— If not already fitted, install dowel sleeves -A- for centring en-
gine and gearbox in cylinder block.

— Install needle bearing if not fitted in crankshaft = page 63 .
Continued for all vehicles:
— Secure gearbox to engine.

— Install gearbox support > Rep. gr. 34 ; Assembly mountings;
Exploded view - assembly mountings .

— Take up engine/gearbox assembly with engine bracket -
T10359A- .

— Install bracket for bevel box = Rep. gr. 34 ; Bevel-box;:In-
stalling bevel box .

— Guide engine/gearbox assembly into body.

— Initially screw in bolts -arrows- for engine mounting by hand
until they make contact.

\
N
b
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Initially screw in bolts -arrows- for gearbox mounting by hand
until they make contact.

@ Note

The bolts are tightened fo final torque only after adjusting the
assembly mountings = page 39.

The illustration shows the fitting location on a vehicle with a
manual gearbox as an example.
Remove engine bracket - T10359A- from engine.

Install starter > Electrical system; Rep. gr. 27 ; Starter; Re-
moving and installing starter .

Install air pipe = page 235 .
Install air ducts = page 236 .

Vehicles with manual gearbox:

Connect pipe to bleeder connection on clutch slave cylinder
and bleed clutch hydraulics > Rep. gr. 30 ; Clutch mecha-
nism; Exploded view - clutch hydraulics .

Install cables with cable support bracket = Rep. gr. 34 ; Se-
lector mechanism; Exploded view - selector cables .

Vehicles with dual clutch gearbox:

Install and adjust selector lever cable > Rep. gr. 34 ; Selector
mechanism; Checking and adjusting selector lever cable .

Continued for all vehicles:

Install catalytic converter = page 292 .

Secure propshaft > Rep. gr. 39 ; Propshaft; Removing and
installing propshaft .

Install drive shafts = Running gear, axles, steering; Rep. gr.
40 ; Drive shaft; Removing and installing drive shaft .

Install wishbones and swivel joints = Running gear, axles,
steering; Rep. gr. 40 ; Lower wishbone, swivel joint; Exploded
view - lower wishbone, swivel joint .

Install coupling rod = Running gear, axles, steering; Rep. gr.
40 ; Subframe; Exploded view - subframe .

Install alternator > Electrical system; Rep. gr. 27 ; Alternator;
Removing and installing alternator .

Install air conditioner compressor = Heating, air conditioning;
Rep. gr. 87 ; Air conditioner compressor; Detaching and at-
taching air conditioner compressor at bracket .

Install poly V-belt = page 44 .

Electrical connections and routing = Current flow diagrams,
Electrical fault finding and Fitting locations.

Install throttle valve module - J338- = page 257 .

Install engine control unit - J623- = page 284 .

Connect coolant hoses with plug-in connector = page 219 .
Install pendulum support = page 38 .

Install wheel spoilers = General body repairs, exterior; Rep.
gr. 66 ; Wheel housing liners; Exploded view - wheel housing
liner (front) .

Tl
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— Fitfront wheels = Running gear, axles, steering; Rep. gr. 44 ;
Wheels, tyres .

— Adjust assembly mountings = page 39 .

— Install battery tray and battery = Electrical system; Rep. gr.
27 ; Battery; Removing and installing battery tray .

— Install air cleaner housing = page 252 .

— Check oil level = Maintenance ; Booklet 820 .

A Caution

Risk of irreparable damage to control units because of exces-
sive voltage.

¢ Never use bafttery charging equipment for boost starting.

@ Note

Do not reuse coolant.

— Fill up with coolant = page 193 .
— Install engine cover panel = page 41 .
— After renewing engine, chain elongation must be adapted =

Vehicle diagnostic tester ; |[Guided Functions|;[01 - Chain
elongation adaption diagnosis|.

— After renewing engine, misfire adaptions must be reset. To do
so, select[01 - Reset adaptions misfires|in|Guided
Functions| mode of = Vehicle diagnostic tester.
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2 Assembly mountings

= “2.1 Exploded view - assembly mountings”, page 33

= “2.2 Supporting engine in installation position”, page 34

= “2.3 Removing and installing engine mountings”, page 36

= “2.4 Removing and installing gearbox mounting”, page 36

= “2.5 Removing and installing pendulum support”, page 38

> “2.6 Adjusting assembly mountings”, page 39

= “2.7 Checking adjustment of assembly mountings (engine/
gearbox mountings)”, page 40

2.1 Exploded view - assembly mountings

1 - Engine support
2 - Bolt
0 Renew
U Tightening sequence
=> page 34
3 - Engine mounting
O With support arm
U4 Removing and installing
=> page 36
4 - Bolt
U Renew
Q 40 Nm + turn 90° further

5 - Bolt
1 Renew
Q 20 Nm + turn 90° further

6 - Bolt
O Renew
d 60 Nm + turn 90° further

7 - Pendulum support

Q Removing and installing
= page 38

8 - Bolt
1 Renew

Q Tightening torque and
sequence = page 34

9 - Bolt
1 Renew

U Tightening torque and
sequence = page 34

10 - Bolts
0 Renew
U Tightening torque and sequence > page 34

11 - Bolt

4 Tightening torque > Rep. gr. 34 ; Assembly mountings; Exploded view - assembly mountings
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Audi

12 - Bolt
Q Tightening torque = Rep. gr. 34 ; Assembly mountings; Exploded view - assembly mountings

13 - Gearbox mounting
4 With support arm

14 - Gearbox support

Q Different versions available; for allocation refer to = Electronic parts catalogue

15 - Bolt
Q Tightening torque > Rep. gr. 34 ; Assembly mountings; Exploded view - assembly mountings

Engine support - tightening sequence

(i

Note

Renew the bolts tightened with specified tightening angle.

Tighten bolts -1 ... 3- in three stages in the sequence shown:
1. Tighten bolts to 7 Nm.

1. Tighten bolts to 40 Nm.

2. Turn bolts 180° further.

Installing pendulum support

(i

Note

Renew the bolts tightened with specified tightening angle.

— Tighten bolts in 3 stages in the sequence shown:

2

Stage Bolts Tightening torque/angle specification
1. -2, 3- 50 Nm

2. -1- 100 Nm

3. -1...3- Turn 90° further

22 Supporting engine in installation posi-

tion

Special tools and workshop equipment required
¢ Support bracket - 10-222A-

WO0-11145
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¢ Adapter - 10-222A/19-

4 Removal lever - 80-200-

¢ -T40091/1- from Engine support basic set - T40091-

¢ -T40093/6- from Engine support supplementary set - T40093-

10-222 AM9

80-200/

T40091 ‘ /5

WO0-11213

T40093

6 Qg M

/1,18

W0O0-11219
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Procedure
— Remove engine cover panel = page 41 .
— Unclip sealing element -1- (left and right) using removal lever

— Set up support bracket - 10-222A- on top edges of body flang-
es (left and right) and longitudinal member (right-side), as
shown in illustration.

— Attach hooks of spindles -10-222A/11- to engine lifting eyes.

— Take up weight of engine/gearbox assembly evenly with both
spindles (do not raise assembly).

23 Removing and installing engine mount-
Ings

Removing

— Support engine in installation position = page 34 .

— Remove bolts -arrows- and detach engine mounting -1-.

Installing

Installation is carried out in the reverse order; note the following:

— Check adjustment of assembly mountings (engine/gearbox
mountings) = page. 40 .

Tightening forques

¢ - “2.1 Exploded view - assembly mountings”, page 33 .

24 Removing and installing gearbox
mounting

Removing

— Remove air cleaner housing = page 252 .

— Remove battery and battery tray = Electrical system; Rep. gr.
27 ; Battery; Removing and installing battery tray .

— Support engine in installation position = page 34 .

| 10-222 A1

s

4 Py X

T400911
o

L 10-222 A

[a10-T1464 |

ik
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— Remove bolts -arrows-.

@ Note

The illustration shows the fitting location on a vehicle with a man-
ual gearbox as an example.

— Open retainers for wiring duct -arrows- and press electrical
wiring to one side.

— Unclip wiring duct.

— Unscrew bolts -1- and remove gearbox mounting -A-.
Installing

Installation is carried out in the reverse order; note the following:

@ Note

Renew the bolts tightened with specified tightening angle.
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— Tighten gearbox mounting -A- on longitudinal member.

A Caution

Bolts must be fitted straight fo avoid damage fto threads in
gearbox support.

¢ Gearbox support and support arm of gearbox mounting
must be perfectly parallel to each other before screwing in
bolts -arrows-. If necessary, lift gearbox at rear using ftrol-
ley jack or engine and gearbox jack - V.A.G 1383 A-.

¢ Only remove support bracket - 10-222A- when bolts on
assembly mounting -arrows- have been tightened fo
specified forque.

— Lift gearbox with spindle of support bracket until gearbox sup-
port makes contact with support arm of gearbox mounting.

— Check adjustment of assembly mountings (engine/gearbox
mountings) = page 40 .

— Detach support bracket - 10-222A- from engine.

— Install battery tray and battery = Electrical system; Rep. gr.
27 ; Battery; Removing and installing battery tray .

Tightening torques

¢ - “2.1 Exploded view - air cleaner housing”, page 251

¢ = Rep. gr. 34; Assembly mountings; Exploded view - as-
sembly mountings

25 Removing and installing pendulum sup-
port

Removing

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Remove bolts -1, 2, 3- and remove pendulum support.
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Installing
Installation is carried out in the reverse order; note the following:

@ Note

¢ Bolt holes for pendulum support are fitted with thread inserts
(e.g. “Heli-Coil’).

¢ [dentification: Shoulder on first thread -arrow-.

Tightening torques /

¢ - Fig. “Installing pendulum support™ , page 34

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

2.6 Adjusting assembly mountings

Procedure

— Remove battery and battery tray = Electrical system; Rep. gr.
27 ; Battery; Removing and installing battery tray .

— Support engine in installation position = page 34 .

— Remove bolts -arrows- for engine mounting one by one and
renew (if they were not renewed when installing engine).

— Initially fit bolts hand-tight.

— Remove bolts -arrows- for gearbox mounting one by one and
renew (if they were not renewed when installing engine).

— Initially fit bolts hand-tight.

@ Note

The illustration shows the fitting location on a vehicle with a man-
ual gearbox as an example.

N 8 |
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— Using assembly lever, adjust engine/gearbox assembly be-
tween engine mounting and support arm -1- until specifica-
tions listed below are attained:

» There must be a distance of -a- = 13.5 mm between engine
support -2- and longitudinal member (right-side).

* The side of the engine support casting -2- must be aligned
parallel to the support arm -1- (distance -x- = distance -x-).

@ Note

Distance -a- = 13.5 mm can also be checked with a metal rod of
suitable size, or similar.

— Tighten bolts for engine mounting.

— Ensure that edges of support arm (on gearbox side) -1- and
gearbox mounting -2- are parallel.

* Dimension -x- = dimension -x-.

— Tighten bolts for gearbox mounting.

Installation is carried out in the reverse order; note the following:

— Install battery tray and battery = Electrical system; Rep. gr.
27 ; Battery; Removing and installing battery tray .

Tightening torques

¢ - “2.1 Exploded view - assembly mountings”, page 33 .

¢ > Rep. gr. 34 ; Removing and installing gearbox; Tightening
torques for gearbox

2.7 Checking adjustment of assembly
mountings (engine/gearbox mountings)

Procedure

— Remove engine cover panel = page 41 .

The following specifications must be obtained:

* There must be a distance of -a- = 13.5 mm between engine
support -2- and longitudinal member (right-side).

» The side of the engine support casting -2- must be aligned
parallel to the support arm -1- (distance -x- = distance -x-).

@ Note

Distance -a- = 13.5 mm can also be checked with a metal rod of
suitable size, or similar.

— If the distance measured is too large or small, the assembly
mountings must be adjusted = page 39 .

2101514
e
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3 Engine cover panel

= “3.1 Removing and installing engine cover panel’, page 41

3.1 Removing and installing engine cover
panel

Removing

— Carefully pull engine cover panel off retaining pins one after
another -arrows-. Do not jerk engine cover panel away, and
do not try to pull on one side only.

Installing

— To avoid damage, do not strike the engine cover panel with
your fist or with any kind of tool.

— Position engine cover panel.

— Press engine cover panel into rubber grommets first on left
side, then on right side.

3. Engine cover panel 41
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13 — Crankshaft group

1 Cylinder block (pulley end)

= “1.1 Exploded view - cylinder block (pulley end)”, page 42

= “1.2 Removing and installing poly V-belt’, page 44

= “1.3 Removing and installing tensioner for poly V-belt”,
page 45

= “1.4 Removing and installing bracket for ancillaries”,
page 45

= “1.5 Removing and installing vibration damper”, page 47

> “1.6 Removing and installing engine support”, page 53

1.1 Exploded view - cylinder block (pulley end)

1 - Poly V-belt
Q Check for wear
Q Do not kink

A Caution

Wrong direction of rota-
tion for a used poly V-belf
can lead to irreparable
damage.
Before removing the poly
V-belt mark the direction
of rotation with chalk or a
felt-tip pen for re-installa-
tion.

Q0 Removing and installing
= page 44
O When installing, make
sureitis properly seated
on pulleys.
2 - Tensioner for poly V-belt

U Pivot with open-end
spanner to slacken poly
V-belt

O Lock in position with
locking pin - T10060 A- .

Q0 Removing and installing
= page 45
3 - Bolt
O Renew after removing
Q 8 Nm +45°

4 - Bolt

Renew dfterremoving
Lubricate O-ring with oil
150 Nm + turn 90° further

Use counterhold tool - T10355- when loosening and tightening

A13-10963

Ooo00o
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A Caution

Risk of irreparable dam-
age fo engine.

# avoid disturbing valve
timing, do not turn crank-
shaft when bolt is re-
moved.

5 - O-ring
U Not available as replacement part; supplied together with bolt

6 - Vibration damper
a  With poly V-belt pulley
Q0 Removing and installing = page 47

A Caution

Risk of irreparable dam-
age to engine.

#o avoid disturbing valve
fiming, do not turn crank-
shaft out of “TDC” posi-
tion when vibration
damper is removed.

7 - Bracket for ancillaries
O With oil filter and engine oil cooler
Q Removing and installing bracket for ancillaries = page 45
Q0 Removing and installing engine oil cooler = page 173

8 - Gasket
O Renew after removing

9 - Bolt
QO Renew after removing
4 Tightening torque and sequence = page 44

10 - Bolt
4 Tightening torque > Electrical system; Rep. gr. 27 ; Alternator; Exploded view - alternator

11 - Alternator
QO Removing andiinstalling = ElectricalPsystem;'Rep:gr. :27-;'Altermator;yRemoving and installing alternator

12 - Dowel sleeves
Q For air conditioner compressor

13 - Air conditioner compressor
O Do not unscrew or disconnect refrigerant hoses or pipes
U Removing and installing = Heating, air conditioning; Rep. gr. 87 ; Air conditioner compressor; Detaching
and attaching air conditioner compressor at bracket

14 - Bolt
U Tightening torque = Heating, air conditioning; Rep. gr. 87 ; Air conditioner compressor; Exploded view

- air conditioner compressor drive unit
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Bracket for ancillaries - tightening torque and tightening sequence
— Fit bracket for ancillaries (first tighten bolt -4- by hand).

? | Note

Renew the bolls tightened with specified tightening angle.

— Tighten bolts in the sequence -1 ... 5- in 3 stages as follows:
1.  Tighten bolts hand tight.

2.  Tighten bolts to 20 Nm.

3. Turn bolts 90° further.

1.2 Removing and installing poly V-belt
Special tools and workshop equipment required
¢ Locking pin - T10060 A-

Removing
— Remove noise insulation = General body repairs, exterior;

Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

A Caution

Wrong direction of rotation for a used poly V-belt can lead to
irreparable damage.

¢ Before removing the poly V-belt mark the direction of ro-
fation with chalk or a felt-tip pen for re-installation.

— To slacken poly V-belt turn tensioner in direction of -arrow-.
— Lock tensioner with locking pin - T10060 A- .
— Take off poly V-belt.

T10060 A

Woo-11211
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Audi

Installing

Installation is carried out in the reverse order; note the following:

Fit poly V-belt as shown in illustration.
1- Vibration damper

2 - Tensioner for poly V-belt

3- Alternator

4 - Air conditioner compressor

ZTurn'tensioner in‘direction of =arfow- ‘and'remove’locking ’pin
- T10060 A- .

— Release tensioner.

— Check that poly V-belt is properly seated.

— Start engine and check that poly V-belt runs properly.
Tightening torques

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

1.3 Removing and installing tensioner for
poly V-belt
Removing

— Detach poly V-belt from tensioner
= “1.2 Removing and installing poly V-belt”, page 44 .

— Remove bolts -arrows- and take off tensioner -1- for poly V-
belt from bracket for ancillaries.

Installing

Installation is carried out in the reverse order; note the following:
— Install poly V-belt = page 44 .

Tightening torques

¢ > “1.1 Exploded view - cylinder block (pulley end)”, page 42

1.4 Removing and installing bracket for an-
cillaries

Removing

— Drain coolant = page 191 .

— Remove alternator = Electrical system; Rep. gr. 27 ; Alter-
nator; Removing and installing alternator .

— Remove air conditioner compressor from bracket with refrig-

erant lines still attached and tie up to right side = Heating, air

conditioning; Rep. gr. 87 ; Air conditioner compressor; De-
taching and attaching air conditioner compressor at bracket .

" T10060A [

A13-10908
-
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1-

3-
-ite

5-

Unplug electrical connectors:
For oil pressure switch - F22- -item 2-

For oil pressure switch for reduced oil pressure - F378-
m 4-

For piston cooling jet control valve - N522- -item 7-
Remove oil filter element = Maintenance ; Booklet 820 .

Remove bolt -1- for dipstick guide tube.

Unclip guide tube from timing chain cover (top) in direction of
-arrow-.

l Note

Disregard -item 2-.

Move electrical Wiring harnﬂ§§tg!|%9£opyright. Copying for private or commercial pu

Place drip tray for workshop foist - VAS 6208- beneath en- ... ....|

gine.

Unscrew bolts -1 ... 5- and detach bracket for ancillaries from
coolant pump housing.

Installing

Installation is carried out in the reverse order; note the following:

[ ]
' Note

¢
¢

Renew the bolls tightened with specified tightening angle.
Renew O-rings and gaskets.

J) v/

0ses, in pé
uarantee
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— Lubricate new O-rings -4- lightly with coolant, for coolant refer
to = Electronic parts catalogue .

— Insert connection -2- into coolant pump housing -3-.

— Push bracket for ancillaries -1- onto connection, fit bolts and
tighten = page 44 .
— Install air conditioner compressor = Heating, air conditioning;

Rep. gr. 87 ; Air conditioner compressor; Exploded view - air
conditioner compressor drive unit .

— Install alternator > Electrical system; Rep. gr. 27 ; Alternator;
Removing and installing alternator .

— Install poly V-belt = page 44 .

? | Note

Do not reuse coolant.

— Fill up with coolant = page 193 .

— Install oil filter and check oil level = Maintenance ; Booklet
820 .

Tightening torques
¢ - “1.1 Exploded view - cylinder block (pulley end)”, page 42

¢ - “1.1 Exploded view - timing chain cover”, page 82

1.5 Removing and installing vibration damp-
er

Special tools and workshop equipment required
¢ Counterhold tool - T10355-

T10355

WO0-11517

4 Assembly tool - T10531-

W00-11489

Components of assembly tool - T10531- :
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¢ Bracket - T10531/1-

¢ Clamping pin - T10531/2-

¢ Turning-over tool - T10531/3-
¢ Flange nut - T10531/4-

2 | Note

The securing bolt for the vibration damper -A- secures the vibra-
tion damper -1-, timing chain sprocket -2- and crankshatft -3- to
each other. Before removing the securing bolt, the timing chain
sprocket must be secured fo the crankshaft as described below.

Removing

— Remove noise insulation = General body repairs, exterior;

Rep. gr. 66 ; Noise insulation; Removing and installing noise A
insulation .

— Remove wheel spoiler (front right) = General body repairs,
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and
installing wheel housing liner (front) .

— Remove bolts -arrows-.

— Remove air pipe (lift clips -1 and 2-).

— Remove poly V-belt = page 44 .
— Remove locking pin - T10060A- from tensioner for poly V-belt.

— Turn vibration damper to “TDC” position -arrow- using coun-
terhold tool - T10355- .

* Notch on vibration damper must align with arrow marking on
cover for timing chains (bottom).

* Marking on cover must be in »4 o'clock position«.

A Caution

Do not loosen securing bolt for vibration damper by more than
a half turn at this stage.

M1 310581
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— Loosen bolt for vibration damper by approx. a half turn using
counterhold tool - T10355- .

— If vibration damper has been twisted out of position, correct
TDC position.

— Remove bolts -arrows- (as illustrated) from timing chain cover.
These bolts must be renewed.

. [ Wi3-10571

— Apply support - T10531/1- (as illustrated) to vibration damper
and secure hand-tight with knurled screws -arrows-.

— Remove bolt for vibration damper completely.

— Check whether turning-over tool -A- slides easily over clamps
-B-. Turn tensioning bolt -arrow- if necessary.

? | Note

Do not turn the tensioning bolt from this stage onwards; otherwise
the clamping pin - T10531/2- will get stuck when it is screwed info

the crankshatft. |

Protected by copyright. Copying for private or cgmmercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDJ AG does not guarantee or accept any liability

with respect to the correctness of informatiog in this document. Copyright by AUDI AG. MEELGE
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— Screw clamping pin - T10531/2- into crankshaft and hand-
tighten with open-end spanner, 12 mm -A-.

M13-10573

— Hand-tighten tensioning bolt -A- to secure chain sprocket to ] . O
crankshaft. _ ' .

— Remove knurled screws -arrows-. Detach support - T10531/1-
and vibration damper -A-.

If crankshaft needs to be rotated without vibration damper:

— Fit turning-over tool -A- onto clamping pin (pay attention to
tooth-shaped profile on chain sprocket). In TDC position, flat
surface of tool faces upwards.

— Tighten turning-over tool with flange nut -B-.

Protected by copyright. Copying for private or commercial purposeq, i
permitted unless authorised by AUDI AG. AUDI AG does not guar§ntee or
with respect to the correctness of information in this document. CopyTgt by AUDT AG-
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— Crankshaft can now be rotated at hexagon flats -arrow-.

Installing vibration damper:

— If necessary, detach flange nut -B- and turning-overtool «A~idh. Cop

H H permitted unless authorised |3
from clamplng pm' with respect to the correc

— Fit vibration damper in TDC position (pay attention to tooth-
shaped profile -arrow- on chain sprocket).

— Fitturning-over tool -A- onto clamping pin so that hexagon flats
face towards vibration damper.

— Screw flange nut -B- on while moving vibration damper back
and forth slightly to check whether vibration damper is seated
correctly in tooth-shaped profile. Tighten flange nut until vi-
bration damper can no longer be rotated.
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Apply support - T10531/1- (as illustrated) to vibration damper
and secure hand-tight with knurled screws -arrows-.

Unscrew flange nut -A- and loosen tensioning bolt -B-.

Unscrew clamping pin and remove with turning-over tool .

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is n
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liabilify,
with respect to the correctness of information in this document. Copyright by AUDI AG.

M13-10581

Screw in new bolt for vibration damper with lubricated O-ring
-1- hand-tight.

Remove knurled screws -arrows- and detach support -
T10531/1-.

ﬂ g4 :
g [0z |
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— Tighten bolt for vibration damper using counterhold tool -
T10355- .

— Screw in new securing bolts -arrows-.

Remaining installation steps are carried out in reverse sequence;
note the following:

— Install poly V-belt > page 44 .
Tightening torques
¢ - “1.1 Exploded view - cylinder block (pulley end)”, page 42

¢ - “2.2 Exploded view - hose connections for charge air sys-
tem”, page 236

¢ - General body repairs, exterior; Rep. gr. 66 ; Wheel housing
liners; Exploded view - wheel housing liner (front)

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

1.6 Removing and installing engine support
Removing
— Remove engine mounting = page 36 .

— Remove wheel spoiler (front right) = General body repairs,
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and
installing wheel housing liner (front) .

— Remove bolts -arrows-.
_ PrR@ﬁW@M@P'ﬁ@(nﬂT%WP@IQ?rwgg | purposes, in part or in whole, is not
orised

permitted unless au by AUDI' AG. AUDI AG do S not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Using spindle - 10-222A/11- -item 1-, raise engine through
distance -a-.

» Distance -a- = approx. 30 mm.

A10-10928

— Unscrew bolts -1, 2 and 3- and detach engine support.
Installing
Installation is carried out in the reverse order; note the following:

— Install engine mountings = page 36 .

Tightening torques

¢ = Fig. “Engine support - tightening sequence™ , page 34

¢ - “2.1 Exploded view - charge air system”, page 235 2

¢ > General body repairs, exterior; Rep. gr. 66 ; Wheel housing

liners; Exploded view - wheel housing liner (front)
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2 Cylinder block (gearbox end)

= “2.1 Exploded view - cylinder block (gearbox end)”, page 55

= “2.2 Removing and installing flywheel”, page 56

= “2.3 Removing and installing sealing flange (gearbox end)”,
page 57

2.1 Exploded view - cylinder block (gearbox end)

1 - Flywheel
Q Removing and installing
= page 56

4 Can only be installed in
one position. Holes are
off-set

2 - Dowel sleeve

3 - Sealing flange (gearbox
end)
With oil seal

Renew after removing
Do not lubricate oil seal

Removing and installing
= page 57

Before installing, re-
move oil residue from
crankshaft journal with a
clean cloth.

Q Guide sleeveis notto be
removed until sealing
flange has been slipped
onto crankshaft journal

4 - Cylinder block

5 - Bolt o

pe
O Tightening torque and
sequence, with 6 bolts

= page 56

Q Tightening torque and
sequence, with 8 bolts

=> page 56
6 - Intermediate plate

Q Version fitted in vehicle
may differ from illustra-
tion

O Must be positioned on dowel sleeves

QO Do not damage/bend when assembling

Q s fitted onto sealing flange = page 56

0O ooooe

A13-10852

7 - Dowel sleeve

8 - Bolt
Q For flywheel
QO Renew after removing
O 60 Nm +90°
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Sealing flange (gearbox end) - tightening torque and sequence,

with 6 bolts

— Tighten new bolts in stages in the sequence shown:

Stage Bolts Tightening torque/angle specification
1. -1...6- Screw in by hand until contact is made
2. -1...6- 9 Nm

-

2 | Note

Only 6 bolts are fitted; 2 bolt holes remain free.

Sealing flange (gearbox end) - tightening torque and sequence,

with 8 bolts

Stage Bolts Tightening torque/angle specification
1. -1...8- Screw in by hand until contact is made
2. -1...8- 9 Nm

Installing intermediate plate

— Engage intermediate plate on sealing flange -top arrow- and

push onto dowel sleeves -bottom arrows-.

2.2

Removing and installing flywheel

Special tools and workshop equipment required
¢ Counterhold tool - 3067-

Protected by copyright. Copying for

M13-10562
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Removing

« Gearbox removed

A Caution

Risk of serious damage fo flywheel.

¢ Remove bolts -B- using normal hand fools (do not use
pneumatic wrench or impact driver, etc.).

¢ When removing the bolfs, make sure that the bolt heads
do not come into conftact with the flywheel.

¢ Rolate the flywheel -A- so that the bolts -B- align centrally
with the holes -arrows-.

— Insert counterhold tool - 3067- in hole on cylinder block
-item B-.

— Loosen and remove flywheel bolts.

Installing

Installation is carried out in the reverse order; note the following:

? | Note

Renew the bolts tightened with specified tightening angle.

— Insert counterhold, -,3067~.in-hole on cylinder.block-As:
Tightening torques

¢ - “2.1 Exploded view - cylinder block (gearbox end)”,
page 55

2.3 Removing and installing sealing flange
(gearbox end)

Special tools and workshop equipment required
¢ Assembly sleeve - T20097-

- ,‘.'
3067

T20097

W00-11522
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¢ Electric drill with plastic brush attachment
¢ Safety goggles
¢ Sealant = Electronic parts catalogue

Removing
» Gearbox removed
— Remove flywheel = page 56 .

— Detach intermediate plate at sealing flange and dowel sleeves
-arrows-.

— Remove bolts -1 ... 8-. (Some versions may only have six
bolts.)

— Release sealing flange from bonded joint.
Installing

A Caution

Make sure sealant residue does noft enter lubrication system.

¢ Place a clean cloth over the exposed section of the sump.

A WARNING

Risk of eye injury.
¢ Put on safety goggles.

— Remove sealant remaining on cylinder block -1- with flat scra-
per or rotating plastic brush.,

— Clean sealing surfaces and,crankshaft journals; they must.be
free of oil and grease.

» Do not oil or grease sealing lip of oil seal in sealing flange.

» The preparations below are necessary to prevent damage to
the oil seal in the sealing flange.

» Sealing lip of oil seal in sealing flange must be folded back
prior to installation.
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Use assembly sleeve - T20097- to fold back sealing lip of oil
seal in sealing flange as follows:

Smaller diameter side of assembly sleeve must face oil seal.
Centring collar -1- and -2- of sealing flange must face upwards.

Slide sealing flange onto assembly sleeve -arrows- and allow
it to rest for five minutes.

Note expiry date of sealant.

Cut off nozzle of tube at front marking (nozzle & approx. 2
mm).

A13-11172

A17-0081

A Caution

Make sure lubrication system is not clogged by excess sealant.
¢ The bead of sealant must not be thicker than specified.

Apply a bead of sealant -arrow- onto clean sealing surface of
sealing flange, as shown.

Remove assembly sleeve - T20097- .
Thickness of sealant bead: 2 ... 3 mm

The sealing flange must be installed within 5 minutes after ap-
plying sealant.

T20097

L7

A13-11230
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— Position assembly sleeve - T20097- on crankshaft journal.

— Use assembly sleeve to bring sealing flange -1- carefully into
installation position (pay attention to centring collar on left and
right).

— Secure sealing flange with bolts.

» After installing sealing flange, wait about 30 minutes for seal-
ant to dry. Then (and only then) fill the engine with engine oil.

Remaining installation steps are carried out in reverse sequence;
note the following:

— Install flywheel = page 56 . ¢ i
— Check oil level = page 163 .

Tightening torques

¢ = Fig. ““Sealing flange (gearbox end) - tightening torque and
sequence, with 6 bolts™ , page 56

¢ > Fig. ““Sealing flange (gearbox end) - tightening torque and
sequence, with 8 bolts™ , page 56

¢ = “2.1 Exploded view - cylinder block (gearbox end)”,
page 55

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
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3

Crankshaft

= “3.1 Exploded view - crankshaft”, page 61

= “3.2 Removing and installing sender wheel”, page 62

= “3.3 Renewing needle bearing in crankshaft”, page 63

= “3.4 Allocation of main bearing shells”, page 65

= “3.5 Crankshaft dimensions”, page 66

= “3.6 Measuring axial clearance of crankshaft”, page 67

= “3.7 Measuring radial clearance of crankshaft”, page 67

3.1

(]

Exploded view - crankshaft

Note

Secure engine fo repair stand using engine and gearbox support
- VAS 6095- when dismantling/assembling engine = page 27 .

1 - Cylinder block

2 - Bearing shell for cylinder
block

a

a
a
a

3 - Crankshaft

Q

Q

4 - Bearing shell for bearing

cap

oo 00Oo

With oil groove
Lubricate

Renew used bearing
shells

Classification of crank-
shaft bearing shells

> page 65

After removing, place it
down so that the sender
wheel

= Item 8 (page 62)
does not become dam-
aged

If crankshaft is renewed,
new bearing shells must
be assigned to bearing
caps = page 65

Axial clearance

= page 67

Rad'ab@&%@E@aﬁ%ght Copyind for private or commercial p
= page 6%

td unless authorised by]qUDI AG. AUDI AG does '

th t.to th nefl
Do not rotate the crank-

shaft when checking the
radial clearance

Crankshaft dimensions
= page 66

Without oil groove

nnnnnnn

b

Lubricate

Renew used bearing shells

Classification of crankshaft bearing shells = page 65
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5 - Bolt
Q0 Renew after removing
O Use old bolts when measuring radial clearance
O Tightening sequence = page 62
6 - Bearing caps
U Bearing cap 1: Pulley end
Q Bearing shell retaining lugs (cylinder block/bearing cap) must be on the same side

7 - Bolt
Q 10 Nm + turn 90° further
U Renew after removing
QO Sender wheel must be renewed if bolts are loosened = page 62

8 - Sender wheel
Q For engine speed sender - G28-
Q Can only be installed in one position. Holes are off-set
Q Sender wheel must be renewed if bolts are loosened
U Removing and installing = page 62
9 - Thrust washers
U For bearing No. 3
4 Lubricate
10 - Bolt
O Renew after removing
U Tightening sequence = page 62

Crankshaft - tightening sequence

— Tighten crankshaft bolts in the sequence -1 ... 5- as follows: 7 n 8
1. Screw in bolts -1 ... 10- and -arrows A- hand-tight.

2. Initially tighten bolts -1 ... 10- to 65 Nm.

3. Turnbolts -1 ... 10- 90° further using a rigid wrench.

4. Initially tighten bolts -arrows A-to 15 Nm.

5.  Turn bolts -arrows A- 90° further using a rigid wrench.

3.2 Removing and installing sender wheel

— Remove engine.
— Remove sealing flange (gearbox end) = page 57 .
— Remove sump (top section) = page 168 .

— Remove balance shaft timing chain
= “2.4 Removing and installing camshaft timing chain”,

page 99 .
— Unbolt conrod bearing caps.
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— Remove crankshaft bearing caps.
— Remove crankshaft and unbolt sender wheel.

— Sender wheel -2- must always be renewed after slackening off
bolts -1-.

@ Note

& /fthe countersunk bolts are tightened a second time, the seats
for the bolt heads in the sender wheel will be deformed fo such
an extent that the bolt heads make contact with the crankshaft
-3- -arrows- and the sender wheel beneath the bolts will be
loose.

& Sender wheel can only be fitted in one position because holes
are offset.

— After renewing sender wheel, misfire adaptions must be reset.
To do so, select|[01 - Reset adaptions misfires|in|[Gui-
ded Functions| mode of = Vehicle diagnostic tester.

Tightening torques

¢ - “3.1 Exploded view - crankshaft”, page 61

3.3 Renewing needle bearing in crankshaft
Special tools and workshop equipment required
¢ Counter-support, e.g. Kukko - 22/1-

¢ |Internal puller, e.g. Kukko - 21/2-

s

]
/
2

A13-0150

Kukko 22/1

WO0-11226

Kukko 21/2

WO0-11233
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¢ Drift - VW 207 C-
VW 207C

WO0-11161

Important:

* The needle bearing -arrow- must always be renewed if the
engine is separated from the gearbox.

» The front edges of the internal puller must not be chipped.

Protected by copyright. Copying for private or commercial purposes, in part or in whold

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept an y W13-10025
with respect to the correctness of information in this document. Copyright by AUDI _

Extracting needle bearing

— Pull needle bearing -1- out of crankshaft -2- using commer-
cially available internal puller (e.g. Kukko - 21/2-) and counter-
support (e.g. Kukko - 22/1-).

— Internal puller must be positioned behind needle roller
-top arrow-.

[IESITES
—
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Installing
— Clean bearing seat in crankshaft and grease lightly.

— Drive needle bearing into crankshaft with drift - VW 207 C- until
it reaches installation depth -arrow-.

M13-10009

Installation depth: dimension -a- = 2.0 mm

l Note

Renew needle bearing if you drive it in too far (needle bearing is
damaged when it is pulled out again).

3.4 Allocation of main bearing shells

Bearing shells of the correct thickness are allocated to the cylin-
der block at the factory. Coloured dots are used to identify the
thickness of the bearing shells.

!'et.ter COde.S on Iow_er Sﬁ?c') n&&urf??f iiqragnl qfrgylallgd cro rlno Clal purposes, in part or in whole, is not
|nd|c_ate which beanng S gr \lgotdulbé ﬁ baXi] I&@“&Jg Prot guarantee or accept any liability
bearlng shell) at each location:spect o the correciness of information in this document. Copyright by AUDI AG.

Letter codes on crankshaft indicate which bearing shell is to be
fitted in bearing cap (bottom bearing shell).

The first letter stands for bearing cap 1, the second letter for bear-
ing cap 2, etc.

M13-10031

3. Crankshaft 65



GO Audi Q32012 >, Audi Q3 China 2013 >

Audi  4-cylinder direct injection engine (1.8 Itr., 2.0 ltr. 4V TFSI, generation lll) - Edition 08.2016

Marking of bearing shell for cylinder block:

@ Note

Markings on cylinder block are applied either onto sealing surface
for sump or gearbox end of cylinder block.

Marking on cylinder block refers to top bearing shell (bearing shell
for cylinder block).

— Note down letters and refer to table for colour code to be fitted.

Marking of bearing shell for bearing cap:

Marking on crankshaft refers to bottom bearing shell (bearing
shell for bearing cap).

— Note down letters and refer to table for colour code to be fitted.

S = Black
R = Red
G = Yellow
B = Blue
W = White
3.5 Crankshaft dimensions
(in mm)

Honing dimension| Crankshaft main Conrod journal &
1) bearing journal &

Basic dimension 58.00 47.80

MN13-10336
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1) There is currently no provision for machining used crankshafts.

3.6 Measuring axial clearance of crankshaft
Special tools and workshop equipment required
¢ Universal dial gauge bracket - VW 387-

VW 387

WO0-11125

¢ Dial gauge - VAS 6079-
VAS 6079

W00-11309

Procedure

VAS 6079
vl p )

— Bolt dial gauge - VAS 6079- with universal dial gauge bracket
- VW 387- onto cylinder block and set it against crank web with
a preload of approx. 2 mm.

— Press crankshaft against dial gauge by hand and set gauge to
“0”.

—erPushrerankshaftraway fromtdial gauge'andread off value!

Axial clearance:
¢ New: 0.070 ... 0.231 mm.
¢« Wear limit: 0.30 mm.

3.7 Measuring radial clearance of crank-
shaft

Special tools and workshop equipment required
¢ Plastigage

Procedure

-
? | Note

¢ Renew used bearing shells.

& Bearing shells worn down fo nickel layer must be renewed.
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Remove crankshaft bearing caps and clean bearing caps and
journals.

— Place a length of Plastigage corresponding to the width of the
bearing on the bearing journal or bearing shell.

« The Plastigage must be positioned in the centre of the bearing
shell.

— Fit crankshaft bearing caps and secure with old bolts
-1 ... 10- = page 62 without rotating crankshaft.

@ Note

Disregard bolts indicated by -arrows A-.

.| -A

— Remove crankshaft bearing caps again.

A

— Compare width of Plastigage with measurement scale.
Radial clearance:

4=
* New: 0.017 ... 0.037 mm.
*  Wear limit: 0.15 mm. I ‘[\ Y:| ) —
o 5] [} Q a
— When carrying out final assembly, renew bolts. - =

A13-11055
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4 Balance shaft

= “4.1 Exploded view - balance shaft”, page 69

= “4.2 Removing and installing balance shaft”, page 70

= “4.3 Renewing oil seal for balance shaft (inlet side)”,

page 74

4.1 Exploded view - balance shaft

1 - Bolt
QO Renew after removing
O 4 Nm + turn 45° further

2 - Balance shaft
Q Exhaust side

Q Lubricate bearing with
engine oil

Q Always renew both
sides together

> page 72
3 - Needle bearing

O Always renew after re-
moval

QO Needle bearing is col-
our-coded; a needle
bearing with the same
colour must be installed

U Lubricate bearing with
engine oil
4 - Tube for balance shaft
U Installation position
= page 70
5 - Cylinder block
6 - Oil seal for balance shaft
(inlet side)
U4 Renewing = page 74

7 - Balance shaft
Q Inlet side

O Lubricate bearing with
engine oil

O Always renew both
sides together
> page 70

8 - Needle bearing

Q Always renew after removal

A13-10964

O Needle bearing is colour-coded; a needle bearing with the same colour must be installed
U Lubricate bearing with engine oil

9 - Bolt
QO Renew after removing
Q 4 Nm + turn 45° further

4. Balance shaft 69
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Tube for balance shaft - installation position

The openings -arrow- must face chain side.

A13-10967

4.2 Removing and installing balance shaft
= “4.2.1 Removing and installing balance shaft (inlet side)”, page
70
= “4.2.2 Removing and installing balance shaft (exhaust side)”,
page 72
4.21 Removing and installing balance shaft
(inlet side)

Removing

[ ]

? | Note

¢ The needle bearing must always be renewed when removing
and installing the balance shatt.

¢ The needle bearing is colour-coded; a needle bearing with the
same colour must be installed.

* Engine removed

— Remove toothed belt for coolant pump = page 206 .

— Remove timing chain cover (top) = page 84 .

— Remove timing chain cover (bottom) = page 87 .

— Remove camshaft timing chain = page 99 .

— Remove bolt -2-.
— Detach drive sprocket -1- for toothed belt for coolant pump.

e |
A18-11625

= NG
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— Remove idler gear -1-.

— Remove bolt -2- securing balance shaft (inlet side) and pull out
balance shaft.

Installing

— Lubricate balance shaft bearings -arrows- withiengineroil. Copying for pfjsate or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDJAG. AUDI AG does not guarantee or accept any liability

with respect to the correctness of frfformation in this document. Copyright by AUDI AG

— Install balance shaft (inlet side) and tighten bolt -2-.
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Renew O-ring -1- and lubricate with engine oil.

Lubricate bearing mounting with engine oil and install; dowel
pin -arrow- for bearing mounting must engage in bore in cyl-
inder block.

A Caution

Always renew idler gear. If this is not done, there is no back-
lash, which causes engine damage.

The new idler gear has a special lubricant coating which wears
off after a short running period and thus automatically creates

the specified backilash.

N[ a15-10488

Mark faces of gear teeth of idler gear with paint marker
-arrow-.

Insert idler gear; marking on balance shaft must be positioned

between WQEKQQ&%rLﬁP@&ﬁ%Q#@rv}@@,t@ammercia| purposes, in part or in wholg .-‘.

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any

with respect to the correctness of information in this document. Copyright by AUDI 4

Tighten bolt -1- for idler gear: tightening sequence
= page 95 .

Check markings on idler gear/balance shaft -arrow-.

Further assembly is basically carried out in reverse order of dis-
mantling. Note the following:

Install camshaft timing chain = page 99 .

Install timing chain cover (bottom) = page 87 .

Install timing chain cover (top) = page 84 .

Renew oil seal for balance shaft (inlet side) > page 74 .

A15-10464 (]

T

Install toothed belt for coolant pump = page 206 .

Tightening torques

¢ = “4.1 Exploded view - balance shaft”, page 69

4.2.2 Removing and installing balance shaft

(exhaust side)

Removing

-
2 | Note

& The needle bearing must always be renewed when removing

and installing the balance shaft.

¢ The needle bearing is colour-coded; a needle bearing with the

same colour must be installed.

Engine removed
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— Remove timing chain cover (top) = page 84 .
— Remove timing chain cover (bottom) = page 87 .
— Remove camshaft timing chain = page 99 .

— Remove bolt -1- securing balance shaft (exhaust side) and pull
out balance shaft.

l Note

Disregard -item 2-.

Installing

— Check installation position of tube for balance shaft; openings
-arrow- must face chain side.

A13-10967

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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— Install balance shaft (exhaust side).

— Make sure that balance shaft is in full contact with crankcase
before tightening bolt -1-.

-
? | Note

& Repeat insertion of tube for balance shaft if the balance shaft
/s not in full contact.

& Disregard -item 2-.

Further assembly is basically carried out in reverse order of dis-
mantling. Note the following:

— Install camshaft timing chain = page 99 .

— Install timing chain cover (bottom) = page 87 .
— Install timing chain cover (top) = page 84 .
Tightening torques

¢ = “4.1 Exploded view - balance shaft”, page 69

4.3 Renewing oil seal for balance shaft (inlet
side)

Special tools and workshop equipment required

¢ Thrust piece - T10353/1-

T10353 I

W00-11515

Procedure
— Remove toothed belt for coolant pump = page 206 .

— Unscrew bolt -2- and detach drive sprocket -1- for toothed belt
for coolant pump.

Protected by copyright. Copying Tor private or commercial purposes, In part or In whole, IS not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Press screwdriver -1- firmly onto section -2- of oil seal
-arrow B-.

— Lever out oil seal -arrow A-.
— Clean contact surface and sealing surface.

— Lubricate sealing surface of balance shaft -2- with gear oil.
— Slide oil seal -1- onto balance shaft -2-.

* The marking “Luftseite” (“Outside”) -arrow- should be legible
from the outside.

A Caution

Risk of damage to thread.
¢ The drive sprocket bolf has a left-hand thread.

— Apply thrust piece - T10353/1- to oil seal -1- and press into
cylinder block as far as stop using bolt -2- (take care not to tilt
oil seal).

— Install toothed belt for coolant pump = page 206 .

? | Note

Do not reuse coolant.

— Fill up with coolant = page 193 .

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
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5 Pistons and conrods

> “5.1 Exploded view - pistons and conrods”, page 76

= “5.2 Removing and installing pistons”, page 77

= “B.3 Separating parts of new conrod”, page 79

= “5.4 Checking pistons and cylinder bores”, page 79

= “5.5 Checking radial clearance of conrod bearings”,
page 81

5.1 Exploded view - pistons and conrods

1 - Conrod bolts
Q 45 Nm + turn 90° further
Renew after removing

Q

Q Lubricate threads and
contact surface

a

Use old bolts when
measuring radial clear-
ance

2 - Conrod bearing cap

O Note installation posi-
tion

O Due to the cracking
method used to sepa-
rate the bearing cap
from the conrod in man-
ufacture, the caps only
fit in one position and
only on the appropriate
conrod

O Mark cylinder-allocation
-A-

Q Installation position:
Marking -B- faces to-
wards pulley end

Q Separating parts of new
conrod = page 79
3 - Bearing shells

U Installation position
=> page 77

Renew used bearing
shells

Q
Q Lubricate before instal-
Q

ling
Axial clearance when

new: 0.10 ... 0.35 mm;
wear limit: 0.40 mm

O Check radial clearance with Plastigage - (new): 0.02 ... 0.06 mm; wear limit: 0.09 mm. Do not turn crank-
shaft when measuring radial clearance

21310483

4 - Pressure relief valve
Q 27 Nm

5 - QOil spray jet
U For piston cooling
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6 - Circlip
O Renew after removing
7 - Piston pin
O Lubricate before installing
8 - Piston
1 Removing and installing = page 77
4 Mark installation position and cylinder number
Q Arrow on piston crown points to pulley end
O Checking pistons and cylinder bores = page 79
9 - Compression rings
Use piston ring pliers (commercially available) to remove and install
Offset gaps by 120°
Installation position: “TOP” or “R” must face towards piston crown

Checking ring gap = page 79
Checking ring-to-groove clearance = page 80

[ W I Iy

10 - Oil scraper ring
a 2 parts
Q Install with gap offset by 120° to next compression ring
a “TOP” or “R” must face towards piston crown
Q Checking ring gap = page 79
U Ring-to-groove clearance cannot be checked
11 - Conrod
Only renew as a complete set
Mark cylinder allocation -A-
Installation position: Marking -B- faces towards pulley end
Separating parts of new conrod = page 79
Measuring radial clearance = page 81

ouooUoo0oo

Installation position of bearing shell

— Position bearing shells in centre of conrod and conrod bearing
cap when fitting.

Dimension -a- must be identical on both sides.

MN13-10566

5.2 Removing and installing pistons

Special tools and workshop equipment required

5. Pistons and conrods 77
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¢ Drift - VW 222A-

WO0-11148

¢ Piston ring clamp, commercially available
Removing

— Secure engine to engine and gearbox support - VAS 6095-
= page 27 .

— Remove cylinder head = page 119 .
— Remove sump (top section) = page 168 .
— Mark installation position and cylinder number of piston.

— Mark installation position and cylinder number of conrod
= Item 11 (page 77) .

— Remove conrod bearing cap and pull out piston and conrod
upwards.

@ Note

If piston pin is difficult to remove, heat piston to approx. 60 ;C.

— Take circlip out of piston pin boss.

— Use drift - VW 222A- to drive out piston pin.

Installing

Installation is carried out in the reverse order; note the following:

@ Note

Renew the bolts tightened with specified tightening angle.

¢
& Arrow on piston crown points to pulley end.
& Piston ring gaps should be spaced at 120°.

— Qil running surfaces of bearing shells.

— Install piston using commercially available piston ring clamp;
note installation position = Item 8 (page 77) .

— Install conrod bearing cap; note installation position
= ltem 2 (page 76) .

— Install cylinder head = page 119.
— Install sump (upper section) > page 168 .
Tightening torques

¢ - “5.1 Exploded view - pistons and conrods”, page 76
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5.3 Separating parts of new conrod

Itis possible that the two parts of a new conrod are not completely
separated as intended. If it is not possible to take off the conrod
bearing cap by hand, proceed as follows:

— Mark cylinder number of conrod = Item 11 (page 77) .

— Clamp the conrod lightly in a vice using aluminium jaw covers
as shown in illustration.

-
? | Note

¢ 7o avoid any risk of damage, the conrod should only be clam-
ped lightly.

& The conrod is clamped in a position below the dofted line.

— Unscrew the two bolts -arrows-. approx. 5 turns.

— Using a plastic hammer, carefully knock conrod bearing cap
loose in direction of -arrow-.

54 Checking pistons and cylinder bores

Checking piston

— Using a micrometer (75 ... 100 mm), measure approx. 15 mm
from the lower edge, perpendicular to the piston pin axis.

4 Difference between actual and nominal diameter: not more
than 0.04 mm.

Piston @
Basic dimension mm 82420 1)

*  DDimehsions hot inclliding graphite coating (thickness’0.02
mm). The graphite coating will wear down in service.

Checking piston ring gap

— Insert piston ring at right angle to cylinder wall from above and
push down into lower cylinder opening approx. 15 mm from
bottom of cylinder. Use a piston without rings to push ring into

bore.
Piston ring New Wear limit
Dimensions in mm
1st compression ring 0.30...0.40 0.80
2nd compression ring 0.40 ... 0.50 0.80
Oil scraper ring 0.20...0.40 0.80

MN13-10867

M13-10568
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Checking ring-to-groove clearance

— Clean groove in piston before checking clearance.

Piston ring New Wear limit
Dimensions in mm

1st compression ring 0.06 ... 0.09 0.20
2nd compression ring 0.03 ... 0.06 0.15
Oil scraper rings Cannot be measured

Checking cylinder bore

Special tools and workshop equipment required
¢ Cylinder gauge - VAS 6078-

A Caution

Machining (reboring, honing, grinding) cylinder bore with work-
shop equipment is not permitted. The surface of the cylinder
bore is damaged by machining.

— Use a cylinder gauge - VAS 6078- to take measurements at 3
points in transverse direction -A- and in longitudinal direction
-B-.

¢ Difference between actual and nominal diameter:-not-more
than 0.08 mm.

Cylinder bore &
Basic dimension mm 82.51

@ Note

Measuring the cylinder bores must not be done when the cylinder
block is mounted to the engine and gearbox stand - VAS 6095- ,
as incorrect measurements may result.

M13-10568

!
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5.5 Checking radial clearance of conrod
bearings

Special tools and workshop equipment required

¢ Plastigage

Procedure

— Remove conrod bearing cap.

— Clean bearing cap and bearing journal.

— Place a length of Plastigage corresponding to the width of the
bearing on the bearing journal or in the bearing shell.

— Fit conrod bearing cap and secure with old bolts
= Iltem 1 (page 76) without rotating crankshaft.

— Remove conrod bearing cap again.

— Compare width of Plastigage with measurement scale.
Radial clearance:

* New: 0.02 ... 0.06 mm.

*  Wear limit: 0.09 mm.

— Renew conrod bolts.
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15 - Cylinder head, valve gear

1 Timing chain cover

= “1.1 Exploded view - timing chain cover”, page 82

= “1.2 Removing and installing camshaft control valves”,
page 84

= “1.3 Removing and installing timing chain cover”, page 84

= “1.4 Renewing oil seal for vibration damper”, page 89

1.1 Exploded view - timing chain cover
1 - Bolt
U Renew

Q Aluminium bolts: 4 Nm+
turn 45° further

O Steel bolts: 9 Nm
2 - Exhaust camshaft control
valve 1 - N318-
0 Removing and installing
=> page 84

Q Renew O-ring
= Item 9 (page 82)

3 - Oil seals
U Lubricate lightly with en-
gine oil
4 - Timing chain cover (top)
U Removing and installing
= page 84

5 - Seal
Q0 Renew if damaged
6 - Filler cap

7 - Bolt

Q Tightening sequence
= page 83

8 - Gasket

Q0 Renew if damaged
9 - O-ring

0 Renew

U Lubricate lightly with en-
gine oil

13 12 11

10 - Not fitted

11 - Engine
12 - Dowel pins
Q For centring cover

13 - Timing chain cover (bottom)
Q  With oil seal
U Renewing = page 87

82 Rep. gr.15 - Cylinder head, valve gear
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14 - Oil seal
Q For vibration damper

U Renewing = page 89
15 - Sealing plug

4 Renew
16 - Bolt

O Renew after removing

Q Tightening torque and sequence = page 83
17 - O-ring

U Renew

Q Lubricate before installing
18 - Guide tube for oil dipstick
19 - Bolt

a 9Nm

20 - Camshatt control valve 1 - N205-
Q0 Removing and installing = page 84
Q Renew O-ring = ltem 9 (page 82)

Timing chain cover (top) - tightening sequence
— Tighten bolts -1 to 6- in the sequence shown:
— Tighten bolts to 9 Nm.

Timing chain cover (bottom) - tightening torque and tightening

sequence

— Tighten bolts -1 to 15- in two stages in the sequence shown:

— 1. Tighten bolts to 8 Nm.
— 2. Turn bolts 45° further.

Protected by copyright. Copying for private or commercial
permitted unless authorised by AUDI AG. AUDI AG does
with respect to the correctness of information in this do

A15-10387
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1.2 Removing and installing camshaft con-
trol valves

Removing

— Unplug connector -1- from exhaust camshaft control valve 1 -
N318- and connector -3- from camshaft control valve 1 -
N205- .

— Unscrew bolts -arrows- and remove camshaft control valve 1
- N205- -item 4- and exhaust camshaft control valve 1 - N318-
-item 2-.

Installing
Installation is carried out in the reverse order; note the following:

2 | Note

Renew O-rings.

— Lubricate sealing surfaces of oil seals to inlet camshaft control
valve 1 - N205-/ exhaust camshaft control valve 1 - N318- with
engine oil.

Tightening torques

¢ = “1.1 Exploded view - timing chain cover”, page 82

1.3 Removing and installing timing chain
cover

= “1.3.1 Removing and installing timing chain cover (top)”,

page 84

> “1.3.2 Renewing timing chain cover (bottom)”, page 87

1.3.1 Removing and installing timing chain
cover (top)

Special tools and workshop equipment required

¢ Hose clip pliers - VAS 6362-
VAS 6362

Wioo-11227

¢ Sealant > Electronic parts catalogue

84 Rep. gr.15 - Cylinder head, valve gear
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Removing

Engine cold.

Open filler cap -arrow- on coolant expansion tank briefly to
relieve residual pressure in cooling system.

Remove engine cover panel = page 41 .

Release hose clip -1-, disconnect coolant hose and push to-
wards left.

If necessary, seal openings with clean plugs from engine bung
set - VAS 6122- .

l Note

Disregard -item 2-.

Disconnect hose -1- for activated charcoal filter (press release
tab on hose) and move hose clear.

l Note

Disregard -item 2-.

Remove inlet camshaft control valve 1 - N205- / exhaust cam-
shaft control valve 1 - N318- = page 84 .

Remove bolt -1- for dipstick guide tube.

Unclip guide tube for oil dipstick from timing chain cover (top)
-arrow-.

l Note

Disregard -item 2-.

at7-10824 |

e

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Unscrew bolts -1 to 6- and remove timing chain cover (top).
— Remove bolts -3, 5- if necessary.

Installing

Installation is carried out in the reverse order; note the following:

2 | Note

Renew seals.

A Caution

Make sure sealant residue does noft enter lubrication system.

¢ Place a clean cloth over the exposed section of the cylin-
der head.

A15-11235

— Remove sealant residue on bearing saddle.

— Clean surfaces; they must be free of oil and grease.

? | Note

Note the use-by date of the sealant.

— Cut off nozzle of tube at front marking (nozzle & approx.
1.5 mm).

A17-0081
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A Caution

Make sure lubrication system is not clogged by excess sealant.

¢ The bead of sealant must not be thicker than specified.

— Apply beads of sealant -arrows- onto clean oil seals as shown
in illustration.

« Width of beads of sealant: 2 mm.

? | Note

The timing chain cover (top) must be installed within 5 minutes of
applying the sealant.

— Install timing chain cover (top); tightening sequence
= page 83 .

— Install camshaft control valve 1 - N205- and exhaust camshaft
control valve 1 - N318- = page 84 .

— Install engine cover panel > page 41 .
Tightening torques

¢ - “1.1 Exploded view - timing chain cover”, page 82

1.3.2 Renewing timing chain cover (bottom)

2 | Note

The timing chain cover is bent out of shape when it is removed
because of the adhesive strength of the sealant; it must therefore
always be renewed.

Removing

— Remove engine support = page 53 .

— Remove vibration damper = page 47 .

— Remove tensioner for poly V-belt = page 45 .

— Move retaining clip -2- for electrical wiring harness clear.

— Remove bolt -1- for dipstick guide tube.

— Unclip guide tube for oil dipstick from timing chain cover (top)
-arrow-.

— Pull guide tube for oil dipstick out of timing chain cover.

A15-11507
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— Remove bolt -2- and detach bracket -1- for air pipe.

— Remove bolts -1 ... 15-.

— Prise off timing chain cover (bottom). 13—

Installing :
- - r
? | Note 1~

& Note the expiry date of the silicone sealant.
¢ Silicone sealant » Electronic parts catalogue 5 x7 E

& The cover must be installed within 5 minutes after applying the '°.
silicone sealant. 1—1

¢ Renew the bolts tightened with specified tightening angle.
¢ Renew oil seal and O-ring.

15— =
Prote%ﬂﬁwnght. Copying for private or commercial purposes, in part or in wholg, is not

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept anyjliability

with respect to the correctness of information in this document. Copyright by AUDI pG.

Protect lubrication sysfem against contamination.

¢ Cover exposed parts of the engine.

— Remove sealant remaining on cylinder block with flat scraper.
— Clean surfaces; they must be free of oil and grease.

— Check that both dowel pins are fitted in cover -arrows-.
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Cut off nozzle of tube at front marking (& of nozzle approx.
3 mm).

Apply silicone sealant onto clean sealing surface -arrow 1-and
onto edges -arrow 2- of new cover, as illustrated.

4 Thickness of sealant bead: 2 ... 3 mm
-
? | Note
& The cover must be installed within 5 minutes after applying the

¢

Sllicone sealant.

The bead of sealant must not be thicker than specified, other-
wise excess sealant can enter the sump and obstruct the
strainer in the oil intake pipe.

Immediately fit cover and tighten bolts = page 83 .

[ ]
? | Note

T

Only tighten bolls -3- and -6-.1o final tightening angle after.in-
stalling the vibration damper.-The boltsmust be unscrewed
again fto install the vibration damper.

After fitting cover, let sealant dry for approx. 30 minutes. Then
(and only then) fill the engine with engine oil.

Install vibration damper = page 47 .

Install poly V-belt tensioner = page 45 .

Install poly V-belt = page 44 .

Check oil level = Maintenance ; Booklet 820 .

ightening torques

¢ - “1.1 Exploded view - timing chain cover”, page 82

¢ - Fig. “"Engine support - tightening sequence

"

. page 34

¢ - “2.1 Exploded view - charge air system”, page 235

1

4 Renewing oil seal for vibration damper

Special tools and workshop equipment required

A17-0081

MN15-10474
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¢ Thrust piece - T10354-

T10354

W0O0-11516

¢ Thrust pad - T10375-
T10375

W00-11240

¢ Flange nut - 10531/4- from assembly tool - T10531-
T10531

W0O0-11489

¢ Extractor hook - T40274-
T40274

g0

W00-11523
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Removing

— Remove vibration damper = page 47 .

Pry out oil seal -arrow- using extractor hook - T40274- .

Clean contact surface and sealing surface.

MN13-10592

Fit oil seal -arrow- onto thrust piece - T10354- .

Closed side of oil seal faces thrust piece - T10354- .

T10354

A13-11008

— Slide oil seal -arrow- with thrust piece - T10354- onto clamping
pin - T10531/2- and position on timing chain cover (bottom).

— Also fit thrust pad - T10375- and tighten flange nut - 10531/4- .
— Dirive oil seal in as far as stop using thrust piece - T10354- .

Protected by copyright. Copying for private or commer:
- permitted unless authorised by AUDI AG. AUDI AG dgps <

' Note with respect to the correctness of information in thi

Renew bolt with O-ring for vibration damper.

— Install vibration damper = page 47 .
Tightening torques
¢ - “1.1 Exploded view - cylinder block (pulley end)”, page 42

NT105312

A13-11059

A13-11080
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2 Chain drive

> “2.1 Exploded view - camshaft timing chains”, page 92

> “2.2 Exploded view - drive chain for balance shaft’, page 94

= “2.3 Removing and installing bearing saddle”, page 95

= “2.4 Removing and installing camshaft timing chain”,

page 99

> “2.5 Checking chain elongation”, page 112

> “2.6 Checking valve timing”, page 113

2.1 Exploded view - camshaft timing chains

2 | Note

After working on chain drive, chain elongation must be adapted

= Vehicle diagnostic tester ;|Guided Functions| [01 - Chain

elongation adaption diagnosisl.

1 - Bolt
O Renew after removing
Q 4 Nm+90°

2 - Chain tensioner
Q Exerts spring pressure

Q Before removing, lock in
place using locking tool
- T40267-

3 - Tensioning rail for timing
chain
4 - Guide pin
Q 20 Nm
5 - Bolt
0 Renew
Q Tightening sequence
= page 93
6 - Spring pin
O Not fitted on all bearing
saddle versions
7 - Timing valves
Q Left-hand thread

Q0 Remove with assembly
tool - T10352/2-

0 35Nm

8 - Bearing saddle

O Removing and installing
= page 95

A15-117589
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9 - Guide rail for camshaft timing chain
10 - Camshaft housing
11 - Camshaft timing chain

Q Before removing, mark running direction with paint
QO Removing and installing = page 99

12 - Guide rail for camshaft timing chain
13 - Guide pin
Q 20 Nm

14 - Three-part chain sprocket assembly
Q Crankshaft
4 Installation position = page 93

Bearing saddle - tightening torque and sequence
— Tighten bolts in stages in the sequence shown:
For steel bolts

Stage Bolts Tightening torque/angle specification
1. -1...6- Screw in by hand until contact is made
2. -1...6- 9 Nm

For aluminium bolts

Stage Bolts Tightening torque/angle°specification
1. -1...6- Screw in by hand until contact is made
2. -1...6- Pre-tighten to 4 Nm

3. -1...6- Turn 180° further

Three-part chain sprocket assembly - installation position

» The two sections -arrows- must be aligned.

2. Chain drive 93
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2.2 Exploded view - drive chain for balance shaft

1 - Guide pin

Q 20 Nm
2 - Tensioning rail

Q For timing chain
3 - Balance shaft

Q Exhaust side

O Lubricate bearing with
engine oil

O Always renew both
sides together

=> page 72
4 - Guide pin
Q 20 Nm
5 - Guide rail
Q For timing chain

6 - Chain tensioner

Q Apply locking fluid when
installing; refer to =
Electronic parts cata-
logue

Q 85Nm
7 - Oil seal
8 - Cylinder block
9 - O-ring
Q Lubricate lightly with en-
gine oil
10 - Bearing mounting
Q Lubricate with engine oil

O Installation position
= page 95

11 - Idler gear

15

14

1312 11 10 9

8

Q If bolt = Item 13 (page 94) has been loosened, idler gear must be renewed

12 - Thrust washer

13 - Bolt
O Renew after removing

Q If bolt has been loosened, idler gear = Item 11 (page 94) must be renewed

Q Tightening sequence = page 95

14 - Guide rail

Q For balance shaft timing chain

15 - Guide pin
Q 20 Nm

16 - Balance shaft
QA Inlet side

Q Lubricate bearing with engine oil
Q Always renew both sides together = page 70
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17 - Three-part chain sprocket assembly
Q Installation position = page 93

18 - Drive chain for balance shafts

@ Removing and installing = “2.4 Removing and installing camshaft timing chain”, page 99

Bearing mounting - installation position
* Renew O-ring -1- and lubricate with oil.

» Dowel pin -arrow- for bearing mounting must engage in bore
in cylinder block.

» Lubricate bearing mounting.

Idler gear - tightening sequence

A Caution

Always renew idler gear. If this is not done, there is no back-
lash, which causes engine damage.

The new idler gear has a special lubricant coating which wears
off after a short running period and thus automatically creates
the specified backiash.

— Secure with new bolt -1- as follows:
1.  Tighten with torque wrench initially to 10 Nm.
2. Turnidler gear.

Idler gear must be without play; otherwise loosen bolt and tighten
again.

3.  Tighten with torque wrench to 25 Nm.
4.  Use rigid wrench to turn 90° further.

23 Removing and installing bearing saddle

Special tools and workshop equipment required
¢ Assembly tool - T10352-

AT5-10464 ||

I -

T10352

W00-11755
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¢ Lever - T40243-

¢ Wrench, 21 mm - T40263-

¢ Locking tool - T40267-

¢ Adapter - T40314-

T40243

WO0-11750

T40263

WO00-10993

T40267

W0O0-11749

T40314

W00-11649
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Removing
— Remove timing chain cover (top) = page 84 .

A Caution

Risk of damage to thread.

¢ The timing valves have a left-hand thread.

— Turn assembly tool - T10352/2- in direction of -arrow- to re-
move timing valve (left and right sides).

— Todo so, counterhold with wrench, 21 mm - T40263- , adapter
- T40314- and socket, 24 mm.

? | Note

Disregard -ifems 1, 2 and arrow-.

— Remove bolts -arrows-.

A WARNING

Risk of damage to bearing saddle.

¢ Detach bearing saddle carefully without tilfing it.

— Detach bearing saddle.

i
7
- [at5-11240

— Remove sealing plug -arrow-.

Protected by copyright. Copying fq]
permitted unless authorised by Aj/|
with respect to the correctnessy:

A15-10447 |
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— Remove bolts -arrows-.

— Bolt lever - T40243- onto cylinder head -bottom arrows-.

l Note

A second mechanic is required for the following steps.

— Compress and hold circlip -1- for chain tensioner.

— Push lever - T40243- slowly in direction of -arrow- and hold in
place. Protected by copyright. Copying for private or commercial

. . . permitted unless authorised by AUDI AG. AUDI AG does|
» This will press the chain tensionerbacko e correciness of information in this dd

l Note

The chain tensioner is oil-damped and can therefore only be
pressed back slowly by applying constant pressure.

— Lock chain tensioner with locking tool - T40267- .
— Remove lever - T40243- .

Installing

— Fit and tighten bolts -arrows-. Tightening torque
> Item 3 (page 117)

A15-11393

a15-11300 |0
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— Lubricate holes -arrows- with engine oil.

— Check whether clamping sleeve -1- is fitted.

Protected by copyright. Copying for private or
permitted unless authorised by AUDI AG. AU
with respect to the correctness of informatiq

A WARNING

Risk of damage to bearing saddle.

¢ Carefully attach bearing saddle without tilting it.

— Fit bearing saddle and screw in bolts -arrows- by hand until
they make contact.

]

— Remove locking tool - T40267- . ) . . —
— Tighten bolts for bearing saddle = page 93 . __ =

Remaining installation steps are carried out in reverse sequence;
note the following:

— Install timing chain cover (top) = page 84 .
Tightening torques

¢ = Fig. “Bearing saddle - tightening torque and sequence” |
page 93

¢ - “2.1 Exploded view - camshaft timing chains”, page 92

¢ > “3.1 Exploded view - cylinder head”, page 117

24 Removing and installing camshaft timing chain

2. Chain drive 99



GO Audi Q3 2012 >, Audi Q3 China 2013 >

Audr  4-cylinder direct injection engine (1.8 Itr., 2.0 ltr. 4V TFSI, generation lll) - Edition 08.2016

Special tools and workshop
equipment required

¢ Removal tool - T10352-
Counterhold tool - T10355-
Locking pin - T40011-
Assembly lever - T40243-
Locking tool - T40267-
Camshaft clamp - T40271-

* & & o o

¢ Assembly tool - T40266-

T10352 T10355 /q
T40011 T40243
T40267 T40271
2 "
T40266

WO00-11566

1 OO Rep. gr.15 - Cylinder head, valve gear
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¢ Assembly tool - T10531-

T10531

W0O0-11488

Components of assembly tool - T10531- :

¢ Bracket - T10531/1-

¢ Clamping pin - T10531/2-

¢ Turning-over tool - T10531/3-

¢ Flange nut - T10531/4-

Removing

— Remove timing chain cover (top) = page 84 .

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

A Caution

The timing valves have a left-hand thread.

— Turn assembly tool -T10352/2- in direction of -arrow- to re-
move timing valves (left and right).

— Remove bolts -arrows- and detach bearing saddle.

2. Chain drive 1 01
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- T10355- .

Protected by copyright. Copying for private or commercial purposes, in part or in whole
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— Press retainer for oil pump chain tensioner in direction of
-arrow- and lock in place using locking pin - T40011- .

— Unscrew bolt -1- and remove chain tensioner -2-.

— Remove bolts -arrows-.

Turn vibration damper to “TDC” position using counterhold tool

Notch on vibration damper and marking on cover for timing
chains (bottom) must be aligned -arrow-.

The markings -1- on the camshafts must face upwards.
Remove timing chain cover (bottom) = page 87 .

- NABERY = A15-11798
LY )

A15-11390 |§

S
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Protected by copyright.

Screw in assembly lever - T40243- -arrows-.
Compress and hold circlip -1- for chain tensioner.

Push assembly lever - T40243- slowly in direction of -arrow-
and hold in place.

Hold chain tensioner in position with locking tool - T40267- .
Remove assgmblgl lever - T40243- .
opyind f

nd for private or commercial purposes, in part or in whole, is not

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability

with respect to the correctness of information in this document. Copyright by AUDI AG.

Bolt camshaft clamp - T40271/2- onto cylinder head and slide
into teeth on chain sprocket in direction of -arrow 2-; if neces-
sary, use assembly tool - T40266- to turn inlet camshaft in
direction of -arrow 1-.

Bolt camshaft clamp - T40271/1- onto cylinder head.

A second mechanic is required for the following step.

Turn exhaust camshaft in direction of -arrow A- using assem-
bly tool - T40266- and hold in place. Remove bolt -1- and guide
tensioning rail -2- downwards.

Continue turning exhaust camshaft clockwise -arrow A- until
camshaft clamp - T40271/1- can be pressed into teeth -C- on
chain sprocket in direction of -arrow B-.

2. Chain drive 1 03
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— Use screwdriver to release catch -arrow- and press off guide
rail -1- towards front.

— Unscrew bolts -arrows- and remove chain tensioner -1-.

— Unscrew bolts -1- and remove guide rail -2-.

|

PO oo |

— Remove camshaft timing chain from camshaft sprockets and
place onto camshaft journals -arrows-.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Remove chain tensioner -1- for balance shaft timing chain.

— Remove bolts -1-. Remove tensioning rail -2- and guide rails
-3-and -4-.

Loosen tensioning bolt -A- and remove clamping pin -B-.

Remove three-part chain sprocket assembly; to do so, remove
oil pump chain.

Detach camshaft timing chain and drive chain for balance
shaft.

Installing

— Check TDC position of crankshaft; flat surface of crankshaft
-arrow- must be horizontal.

— Use a waterproof pen to mark cylinder block -1-.

M15-10907

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Mark tooth -1- of three-part chain sprocket adjacent to marking
-2- using waterproof pen.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

— Turn idler gear/balance shaft to markings -arrow- (do not
slacken bolt -1-).

[ ]
l Note

& The links with coloured markings must be positioned at the
markings on the chain sprockets.

& There is no need fo note the position of any other coloured
links.

— Fitdrive chain for balance shafts; links with coloured markings
-arrows- must be positioned at markings on chain sprockets.

— Install guide rail -1- and tighten bolts -arrows-.

M15-10948
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Fit camshaft timing chain so that coloured markings -arrows- ¢
are positioned on camshaft journals. \\‘&,{ ==

MN15-10944

— Fit oil pump chain onto three-part chain sprocket assembly.

— Swivel three-part chain sprocket assembly towards engine in
direction of -arrow- and secure on crankshaft. The marks
-arrows- must align.

1. Screw clamping pin - T10531/2- into crankshaft and hand-
tighten.

2. Attach turning-over tool - T10531/3- . Screw on flange nut -
T10531/4- and hand-tighten. Move turning-over tool back
and forth slightly using open-end spanner, 32 mm; at the
same time, tighten flange nut until chain sprocket is firmly
seated on teeth of crankshaft. Now (and not before) tighten
tensioning bolt -A-.

| | N15-10861

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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— Position link of drive chain for balance shafts with coloured
marking -arrow- at marking on three-part chain sprocket as-
sembly. Install tensioning rail -1- and guide rail -2-. Tighten
bolts -3-.

— Install chain tensioner -1-.

— Check setting again; links with coloured markings -arrows-
must be positioned at markings on chain sprockets.

Protected by copyright. Copying for private or commercial purp
permitted unless authorised by AUDI AG. AUDI AG does not ¢
with respect to the correctness of information in this documd

— Fit camshaft timing chain onto inlet camshaft, exhaust cam-
shaft and crankshaft. Position links with coloured markings
-arrows- at markings on chain sprockets.

1 08 Rep. gr.15 - Cylinder head, valve gear



Audi Q3 2012 > , Audi Q3 China 2013 >

QU

4-cylinder direct injection engine (1.8 lir., 2.0 ltr. 4V TFSI, generation Ill) - Edition 08.2016 Aud

A second mechanic is required for the following step.

Install guide rail -2- and tighten bolts -1-.

Install top guide rail -1-.

Protected by copyright. Copying for private or commercial purposes, in part or in w
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept g
with respect to the correctness of information in this document. Copyright by AU

Use assembly tool - T40266- to turn exhaust camshaft slightly
in direction of -arrow A- and slide camshaft clamp - T40271/1-
out of teeth on chain sprocket in direction of -arrow B-.

Release camshaft in direction of -arrow C- until timing chain is
in contact with guide rail -1-. Hold camshaft in this position,
install tensioning rail -2- and tighten bolt -3-.

FL
iy \
5

" _____?"4 N15-10943
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— Install chain tensioner -1- and tighten bolts -arrows-.

— Turn inlet camshaft in direction of -arrow 1- with assembly tool
- T40266- , slide camshaft clamp - T40271/2- out of teeth on
chain sprocket in direction of -arrow 2- and release camshaft.

— Remove camshaft clamp - T40271/2- .

— Check setting; links with coloured markings -arrows- must be
positioned at markings on chain sprockets.

Protected by copyright. Copying for private or commercial purposes, i

permitted unless authorised by AUDI AG. AUDI AG does not guarantds

with respect to the correctness of information in this document. Co

— Install chain tensioner -2- and tighten bolt -1-. Remove locking
pin - T40011-; support wire must come into contact with open-
ing -arrow- on sump (top section).

TA0271/2 ]
[rons |

W15-10947
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— Fit and tighten bolts -arrows-. Tightening torque
= Item 3 (page 117)

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is || §
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liab

with respect to the correctness of information in this document. Copyright by AUDI AG. . TR = = "

e

— Lubricate holes -arrows- with engine oil.

l Note

Spring pin -1- is not fitted on all bearing saddles.

— Attach bearing saddle and screw in bolts -arrows- hand-tight.

2. Chain drive 1 1 1
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— Remove locking tool - T40267- .
— Tighten bolts for bearing saddle = page 93 .
— Install timing valves = ltem 7 (page 92) .

— Turn engine two rotations in direction of engine rotation.

2 | Note

Due to the ratio,the timing chain lnks i oloired markings e .
no longer aligned after the engine-has-been:turned. iniormation in this documer,

Remaining installation steps are carried out in reverse sequence;
note the following:

— Detach turning-over tool and install timing chain cover (bot-
tom) = page 87 .

— Install timing chain cover (top) = page 84 .

— After working on chain drive, chain elongation must be adap-
ted > Vehicle diagnostic tester ; [Guided Functions|; [01 -
Chain elongation adaption diagnosis|.

Tightening torques
¢ > “2.1 Exploded view - camshaft timing chains”, page 92

¢ = “2.2 Exploded view - drive chain for balance shaft”,
page 94

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

2.5 Checking chain elongation

Procedure

— Remove noise insulation > General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Remove wheel spoiler (front right) > General body repairs,
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and
installing wheel housing liner (front) .

— Remove bolts -arrows-.
— Remove air pipe (lift clips -1 and 2-).

1 1 2 Rep. gr.15 - Cylinder head, valve gear
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— Remove sealing plug -arrow-.

— Turn vibration damper in direction of engine rotation until pis-
ton of chain tensioner has extended as far as it will go in
direction of -arrow-.

— Count visible teeth of piston.

2 | Note

Visible teeth are all teeth to the right of the chain tensioner hous-
ing -arrow-.

¢ |If six or fewer teeth are visible and there is an entry in the event
memory: Adapt chain elongation (= Vehicle diagnostic tester,
Guided Functions|, [01 - Chain elongation adaption
diagnosis|) and delete event memory.

¢ If seven or more teeth are visible: Renew camshaft timing
chain = page 99 .

? | Note

The timing chain must not be replaced if six or fewer teeth are
visible.

Tightening torques

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

e mistntExploded view Schisrdé airsystem'spage-p35 iy

wifh respect o the correctness of information in this document. Copyright by AUDI AG.
¢ > General body repairs, exterior; Rep. gr. 66 ; Wheel housing
liners; Exploded view - wheel housing liner (front)

¢ - General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

2.6 Checking valve timing

Special tools and workshop equipment required

/.
[rrs 0w I

A15-11554

2. Chain drive 1 1 3



CO0G) Audi Q32012 > , Audi Q3 China 2013 >
Audr  4-cylinder direct injection engine (1.8 Itr., 2.0 ltr. 4V TFSI, generation lll) - Edition 08.2016

¢ Dial gauge set, 4-part - VAS 6341-
VAS 6341

W00-11525

¢ Adapter for dial gauge - T10170 A-
T10170 A

W00-11513

Procedure
— Remove timing chain cover (top) = page 84 .

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Remove wheel spoiler (front right) > General body repairs,
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and
installing wheel housing liner (front) .

— Remove bolts -arrows-.

— Remove air pipe (lift clips -1 and 2-).

-

| o
| A21-10162
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Using 24 mm socket or counterhold tool - T10355-, turn crank-
shaft via vibration damper in normal direction of rotation until
markings -arrows- are almost at top.

Remove spark plug on cylinder 1.

Screw dial gauge adapter - T10170 A- into spark plug thread
as far as stop.

Insert dial gauge from dial gauge set, 4-part - VAS 6341- with
extension - T10170A/1- as far as stop and secure with locking
nut -arrow-.

Turn crankshaft slowly in normal direction. of engine-rotation
until needle in dial gauge has reached maximum:position:
When needle has moved to maximum position (i.e. turning
point in dial gauge), piston is at »TDC«.

-
? | Note

To turn the vibration damper, use a ratchet with 24 mm socket
or counterhold tool - T10355- .

If the crankshaft has been turned beyond the “TDC” position,
it must again be turned two rotations in normal direction of
engine rotation. Do not turn engine in opposite direction fo
normal rotation.

With markings on cylinder head

Notch on vibration damper must align with arrow marking on
timing chain cover (bottom) -arrow-.

Markings -1- on camshaft chain sprockets must be aligned
with markings -2 and 3- on cylinder head.

B W | A15-11602
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Without markings on cylinder head

Notch on vibration damper and marking on cover for timing
chains (bottom) must be aligned -arrow-.

The markings -1- on the camshaft chain sprockets must face
upwards.

Measure distance from edge -1- to marking -2- on exhaust
camshaft chain sprocket.

?7 mm

cted by copyright. Copying for private or commercial purposes, in part o)

Specification: 74 ...

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or aq:

with respect to the correctness of information in this document. Copyright

If specification is obtained, measure distance between mark-
ing on exhaust camshaft chain sprocket -3- and marking on
inlet camshaft chain sprocket -4-.

Specification: 124 ... 127 mm

l Note

If the timing chain is one tooth out of position, this results in a
deviation of approx. 6 mm from specification. The timing chain
must be refitted if it is not in the correct position.

— Install timing chain cover (top) = page 84 .

Tightening torques

¢ - “2.1 Exploded view - charge air system”, page 235

¢ - General body repairs, exterior; Rep. gr. 66 ; Wheel housing
liners; Exploded view - wheel housing liner (front)

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

| -

e @ 5_15'”505
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3 Cylinder head

= “3.1 Exploded view - cylinder head”, page 117

= “3.2 Removing and installing cylinder head”, page 119

= “3.3 Checking compression”, page 126
3.1 Exploded view - cylinder head

-
? | Note

& The plastic profectors fitted fo profect the open valves must
only be removed immediately before fitting the cylinder head.

& After fitting a new cylinder head or cylinder head gasket,
change the engine oil and coolant.

1 - Cylinder block
y Protefjed by copyright. Copyﬂ;ﬁc : pmvateT 1 mercial purposes, 12. rin whole, EIVS 14
2- Cy|inder head gasket pernfifte 1inless authorie=d ~J AUDI AG. /. AG does not guarantelz,or .ccept any liatflity

. Wi 9 ct to the cc f, :ss of infor_:gftion in this document. Cop?’
QO Renew after removing e

O Note installation posi-
tion: part number must
face cylinder head

3 - Bolt

U Renew after removing

4 Note procedure when
loosening = page 118

4 Note procedure when
tightening = page 118

4 - Cylinder head

Q0 Removing and installing
=> page 119

4 Checking for distortion
=> page 119

5 - O-ring
U Renew after removing
Q Lubricate with coolant

6 - Connection
O For coolant hose

7 - Bolt
d 9Nm

8 - Bolt

d 9Nm
9 - Bolt

d 20 Nm

10 - Bolt
0 9Nm

11 - Heat shield

12 - Cylinder head bolt
QO Renew after removing
O Note procedure when loosening = page 118

A15-11671
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U Note procedure when tightening = page 118
13 - O-ring

QO Renew after removing

Q Lubricate with coolant

14 - Bolt
0 9Nm

15 - Connection
1 For coolant hose

16 - Mounting
U For engine cover panel

17 - Engine lifting eye
18 - Bolt

QO Renew after removing
Q 10 Nm +90°

19 - Separating plate

20 - Mounting bracket
Q For engine cover panel

21 - Engine lifting eye
22 - Bolt

QO Renew after removing
Q 10 Nm +90°

23 - Dowel pins

Slackening cylinder head bolts
— Remove bolts -arrows-.

— Slacken cylinder head bolts in the sequence -1 ... 10-.

Tightening sequence for cylinder head

Tighten cylinder head bolts in the sequence -1 ... 10- as fol-
lows:

Tighten with torque wrench initially to 40 Nm.
Use rigid wrench to turn 90° further.

Use rigid wrench to turn 90° further.
Pre-tighten bolts -arrows- to 8 Nm.

o M DN =

Turn bolts -arrows- 90° further using a rigid wrench.

A15-11210
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Checking cylinder head for distortion

— Use straight edge 500 mm - VAS 6075- and feeler gauge to VAS 6075
measure cylinder head for distortion at several points. ;

4 Max. permissible distortion: 0.05 mm

}

7 .1 SAT
ﬁi{j f“ /ﬁ“f/‘??f—

3.2 Removing and installing cylinder head

Special tools and workshop equipment required

¢ Engine bung set - VAS 6122-
VAS 6122
Hit
' @] i
O :' } { IR
OO e
O
e ® O
o906 e
¢ Special wrench (Polydrive) - T10070-
T10070
¢ Bit XZN 12 - T40270-
T40270

3. Cylinder head 1 1 9
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Removing

[ ]
? | Note

& Re-install all cable ties in the same locations when installing.

& All open inlet and exhaust ports must be sealed with suitable
plugs (e.g. from engine bung set - VAS 6122- ).

— Drain coolant = page 191 .

A Caution

Risk of damage o valves and pisfon crowns.

¢ Do not tumn the crankshaft after the camshafts have been
removed.

— Remove camshafts = page 133 .

— Bring engine support and engine mounting into installation po-
sition and tighten bolts to 20 Nm.

— Remove air cleaner housing = page 252 .

— Release hose clips -1, 2- and remove air hose.

— Seal openings with clean plugs from engine bung set - VAS
6122- .

, is not
el | liability
= | €

Protected by copyright. C
permitted unless authoris| [E
with respect to the cor

— Unplug electrical connector -2- and move wiring clear.
— Release hose clip -1- and move coolant hose -3- clear.
— Unscrew bolts -arrows- and detach air pipe.

— Drain coolant = page 191 .

A21-11028
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— Loosen (do not remove) bolt -1- for support -2- for turbocharg-
er and remove bolt -3-.

— Release screw-type clip -2- and place it on intake funnel -1- of
catalytic converter.

— Move catalytic converter to one side.

2 | Note

Disregard -item 3-.

— Remove bolt -2- for coolant line and heat shield -1-.

? | Note

Disregard items -3 and 4-.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is 1}
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— Unscrew bolt -1-, detach oil supply line -2- from turbocharger
and press to one side.

— Remove nuts -arrows-, pull turbocharger off studs towards
rear and tie up.

| A21-11032
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— Unplug electrical connectors:
1 - For oil pressure switch - F22- -item 2-

3 - For oil pressure switch for reduced oil pressure - F378-
-item 4-

5 - For piston cooling jet control valve - N522- -item 7-

2 | Note

Disregard -item 6-.

— Remove bolts -arrows- at coolant pipe (front).

2 | Note

Disregard items -1 and 2-.

— Unscrew bolt -1- and nut -3- and remove bracket -2- for intake
manifold.

— Unplug electrical connectors:
1- For throttle valve module - J338-

2 - Forintake air temperature sender - G42- / intake manifold
pressure sender - G71-

3 - For fuel pressure sender - G247-
— Detach electrical connector -4- from bracket.

— Move electrical wiring harness clear and press to one side.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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Remove electrical connector -3- for knock sensor 1 - G61-

from bracket and unplug connector.
Unplug electrical connectors -2, 4-.

? | Note

Disregard -item 1-.

Unplug electrical connectors and move wiring clear:

2 - For coolant shut-off valve - N82-

3 - For coolant temperature sender - G62-

4 - For stage 3 oil pressure switch - F447-

Remove bolts -arrows-.

(]

Note

Disregard -item 1-.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
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2

Remove bolts -arrows-.

Use special wrench, long reach - T10070- / bit XZN 12 -
T40270- to remove cylinder head bolts in the sequence
-1...10-.

@ Note

Make sure all hoses/pipes and wiring on component are dis-
connected.

Make sure tensioning rail and guide rail are not damaged when
lifting off cylinder head.

Take off cylinder head.

Place cylinder head onto soft surface (foam plastic).

Installing

A1511209

A Caution

Risk of damage to sealing surfaces.

¢ Carefully remove sealant residue from cylinder head and
cylinder block.

¢ Ensure that no long scores or scratches are made on the
surfaces.

Risk of damage to cylinder block.

¢ No oil or coolant must be allowed to remain in the blind
holes for the cylinder head bolts in the cylinder block.

Ensure that cylinder head gasket seals properly:

¢ Carefully remove any remaining emery and abrasive ma-
terial.

¢ Do not remove new cylinder head gasket from packaging
until it is ready to be fitted.

¢ Handle the cylinder head gasket very carefully fo prevent
damage (o the silicone coating or the indented area of the
gasket.

Risk of damage to open valves.

¢ When installing an exchange cylinder head, the plastic
protectors fitted to protect the open valves should not be
removed until the cylinder head is ready fto be fitted.

Risk of damage fo valves and piston crowns after working on
valve gear.

¢ Turn the engine carefully at least 2 rotations fo ensure that
none of the valves make contact when the starter is op-

erated.

1 24 Rep. gr.15 - Cylinder head, valve gear
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@ Note

Renew the bolts tightened with specified tightening angle.

Renew seals, gaskets and self-locking nuts.

Note the different sealants for sealing surfaces and cylinder
head bolfs.

When installing an exchange cylinder head, the contact sur-
faces between the hydraulic compensation elements, roller
rocker fingers and cams must be oiled before installing the
camshatfts.

Hose connections and air pipes and hoses must be free of oil
and grease before assembly.

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

To ensure that the charge air hoses can be properly secured
at their connections, spray rust remover onto the worm thread
of used hose clijps before installing.

After fitting a new cylinder head or cylinder head gasket,
change the engine oil and coolant.

Place cylinder head gasket in position.
Note position of dowel pins in cylinder block -arrows-.

Note installation position of cylinder head gasket. Part No.
should be legible from inlet side.

A WARNING

Make sure that components are nof damaged by the timing
chain when rotating the crankshaft.

If crankshaft has been rotated: set No. 1 cylinder piston to top
dead centre and then turn crankshaft back slightly.

Fit cylinder head.
Insert and hand-tighten cylinder head bolts.
Tightening sequence for cylinder head

110

= Fig. ““Tightening sequence for cylinder head™ , page 118

@ Note

Cylinder head bolts do not have fo be torqued down again later
after repair work.

M13-10565
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— Turnvibration damper to “TDC” position using counterhold tool
- T10355- .

* Notch on vibration damper and marking on cover for timing
chains (bottom) must be aligned -arrow-.

Remaining installation steps are carried out in reverse sequence;
note the following:

— Install camshafts = page 133 .
— Install catalytic converter = page 292 .
— Change enginecoil ='Maintenance’;' Booklet"820"!

— Fill cooling system“with'fresh 'coofant' 2 page 191"
Tightening torques
¢ - “3.1 Exploded view - cylinder head”, page 117

= “2.1 Exploded view - air cleaner housing”, page 251

¢
¢ = “2.1 Exploded view - charge air system”, page 235
*

= “2.2 Exploded view - hose connections for charge air sys-
tem”, page 236

> “3.1 Exploded view - intake manifold”, page 253

= “2.2 Exploded view - electric coolant pump”, page 200

> “3.1 Exploded view - coolant pipes”, page 216

= “1.1 Exploded view - turbocharger”, page 226

= “1.1 Exploded view - silencers”, page 286

= Electrical system; Rep. gr. 97 ; Relay carriers, fuse carriers,
electronics boxes; Overview of fitting locations - relay carriers,
fuse carriers, electronics boxes

3.3 Checking compression

Special tools and workshop equipment required

¢ Spark plug spanner - 3122 B-
322B

Wo0-11129
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¢ Adapter - V.A.G 1381/5A-
VAG 1381 /5A

W0O0-11565

¢ Compression tester - V.A.G 1763-
V.A.G1763

WOD-11177

Test sequence

« Engine oil temperature at least 30 °C

Battery voltage at least 12.7 V

Remove engine cover panel = page 41 .

Unplug electrical connectors:
- For FSlinjectors -N30- ... -N33-
- For MPl injectors -N532- ... -N535-

N =~

Remove ignition coils with output stages = page 295 .

T [are1ae7 ||

Remove spark plugs with spark plug spanner - 3122 B- .

A28-10143
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— Check compression pressure with compression tester - V.A.G
1763- , adapter - V.A.G 1381/1- and adapter - V.A.G V.A.G 1381/5A V.A.G 1763
1381/5A- . o i

@ Note

. S — e
Using the compression tester » Operating instructions .
— Operate starter until pressure reading on tester no longer

rSes. V.A.G 1381/1

Compression;pressure bar.
When new 110,,4i0:14.0
Wear limit 7.0
Maximum difference between cylinders 3.0

— Install spark plugs = Maintenance ; Booklet 820 .
— Install ignition coils with output stages = page 295 .
— Install engine cover panel = page 41 .

@ Note

Faults will have been stfored in the memory because connectors
have been unplugged. Inferrogate and, if necessary, erase event
memory after completing the check.

— Erase any entries in event memory resulting from testing > Ve-
hicle diagnostic tester, [Guided Functions|, [Generate read-

iness code|.
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4 Valve gear

= “4.1 Exploded view - valve gear”, page 129

= “4.2 Removing and installing camshaft”, page 133

= “4.3 Installing ball for slider”, page 146

= “4.4 Removing and installing actuators for camshaft adjust-
ment”’, page 147

= “4.5 Removing and installing valve stem oil seals”, page 148

4.1 Exploded view - valve gear

@ Note

& Cylinder head and cylinder head cover must be renewed to-
gether.

& After installing camshafts, wait for approx. 30 minutes before
starting engine. The hydraulic compensation elements must
settle (otherwise valves will strike pistons).

& After working on the valve gear, turn the engine carefully at
least 2 rotations fo ensure that none of the valves make con-
tact when the starter is operated.

& Always fit new seals and gaskets.

After removal of camshafts, chain elongation must be adapted.

To do so, select|01 - Chain elongation adaption diagno-
sis|in|Guided Functions|mode of = Vehicle diagnostic tester.

Part |
Part Il =page-131
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1 - Exhaust valve

Q Do not machine, only
grinding-in is permitted

Q Valve dimensions
= page 159

Q Checking valve guides
=> page 158

2 - Cylinder head
3 - Valve stem oil seal
Q0 Renewing = page 148
4 - Valve spring
5 - Valve spring plate
6 - Valve cotters
7 - Hydraulic compensation el-
ement
Q Do not interchange
Q Lubricate contact sur-
face
8 - Securing clip
Q For hydraulic compen-
sation element
9 - Roller rocker finger

Q Removing and installing
= “4.2 Removing and in-
stalling camshaft”,
page 133

U Mark installation posi-
tion for re-installation

Q Check roller bearings
for ease of movement

Q Lubricate contact surfa-
ces before installing

10 - Exhaust camshaft

Q0 Removing and installing = page 133

St

Q Check radial clearance with Plastigage (roller rocker fingers removed)

1 Radial clearance: 0.024 ... 0.066 mm

QO Runout: max. 0.04 mm
11 - Spring

U Not available as replacement part

12 - Ball
Q For slider

Q Installing = page 146
13 - Cylinder head cover

Q With integrated camshaft bearings
Q Clean sealing surface; machining not permitted
0 Remove old sealant residues

d Removing = “4.2 Removing and installing camshaft”, page 133

14 - Bolt
QO Renew after removing
Q Slackening = page 131

1 30 Rep. gr.15 - Cylinder head, valve gear
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U Tightening sequence = page 131
15 - Inlet camshaft
U Removing and installing = page 133
Q Check radial clearance with Plastigage (roller rocker fingers removed)
0 Radial clearance: 0.024 ... 0.066 mm
O Runout: max. 0.04 mm
16 - Dowel pin
17 - Dowel pin
18 - Inlet valve
O Do not machine, only grinding-in is permitted
4 Valve dimensions = page 159
Q Checking valve guides = page 158

Loosening cylinder headicover

— Loosen cylinder head cover bolts in the sequence -1 ... 6-.

Vi
<9

P o
&-}«

) QrIg 10

b/ B B Pl

=l LR
Tightening sequence for cylinder head cover 5 1 s 5

— Renew bolts after removing.

1.  Fitbolts in the sequence -1 ... 6- and hand-tighten in several

e
9
Ve .

stages.
2.  Tighten bolts in the sequence -1 ... 6- to 8 Nm using torque l7 ) r)' JI 7 j
wrench. IS [, = L
. . .. 1@ 53 'l gl
3. Turn 90° further in the sequence -1 ... 6- using a rigid h}( A I ?[ qaily|e
wrench. IE e b _‘f =¥
(7] Note

Take care to keep cylinder head cover straight.

Part Il
Part | = page 129
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1 - Cylinder head

2 - O-ring
Q Lubricate with engine oil
Q Check for damage

O Not available as a re-
placement part, sup-
plied together with ac-
tuator for camshaft ad-
justment

8 9 10

3 - Actuator for camshaft ad-
justment

Q Actuator 1 for camshaft
adjustment - F366- ...
actuator 8 for camshaft
adjustment - F373-

0 Removing and installing
=> page 147

O Bringing into installation
position = page 148

4 - Bolt
Q 5Nm

5 - Ball stud
O For engine cover panel
Q 9Nm

6 - O-ring
O Renew after removing

Q Lubricate lightly with en-
gine oil

7 - Sealing plug
8 - O-ring

11

12 13

ATS-11283

O Renew after removing

Q Lubricate lightly with engine oil
9 - Hall sender 3 - G300-
U Exploded view = page 294
10 - Bolt
Q Tightening torque = page 294
11 - QOil separator
0 Removing and installing = page 176
12 - Bolt
Q Tightening torque and sequence = page 176

1}30Tegia§§§(§>tlyright. Copying for private or commercial purposes, in part or in whole, is not
p\ttﬂw%ﬂ@?d{@fﬁ@% AUDI AG does not guarantee or accept any liability
with respect to the correctness of infdfmation in this document. Copyright by AUDI AG.

14 - Vacuum pump

QO Exploded view > Brake system; Rep. gr. 47 ; Vacuum system; Exploded view - vacuum pump

15 - Bolt

O Tightening torque = Brake system; Rep. gr. 47 ; Vacuum system; Exploded view - vacuum pump

16 - Gasket
O Renew if damaged
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17 - O-ring
O Renew after removing

U Lubricate lightly with engine oil

18 - Hall sender - G40-

U0 Exploded view > page 294

19 - Bolt

Q Tightening torque = page 294
20 - Bolt

Q 9 Nm
21 - Bracket

1 For activated charcoal filter solenoid valve 1 - N80-

4.2 Removing and installing camshaft

Special tools and workshop
equipment required

¢ Assembly tool - T10352-

¢ Counterhold tool - T10355-
Assembly lever - T40243-
Locking tool - T40267-
Camshaft clamp - T40271-
Assembly tool - T40266-
Sealant - D 154 103 A1-

*® & 6 o o

T10352

M

T10355

T40266

T40243

T40267

T40271

=

%%

W1E-10131

4. Valve gear 1 33



QD Audi Q3 2012 > , Audi Q3 China 2013 >

Audr  4-cylinder direct injection engine (1.8 Itr., 2.0 ltr. 4V TFSI, generation lll) - Edition 08.2016

¢ Hose clamps, up to 25 mm - 3094-

¢ Hose clip pliers - VAS 6362-

¢ Sealant > Electronic parts catalogue

Removing

@ Note

¢ Sealing surfaces at bottom of cylinder head cover and fop of
cylinder head must not be machined.

& The camshaft bearings are integrated info the cylinder head
and cylinder head cover. The timing chain must be slackened
before removing the cylinder head cover.

& Secure all cable ties in the same locations when installing.

— Drain coolant = page 193 .
— Remove air cleaner housing = page 252 .
— Remove ignition coils = page 295 .

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Remove wheel spoiler (front right) = General body repairs,
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and
installing wheel housing liner (front) .

3094

Wioo-11130

VAS 6362

WO0-11227
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— Remove bolts -arrows-.

— Remove air pipe (lift clips -1 and 2-).

Remove bolt -arrow-.

Release hose clip -1- and detach air pipe.

Press release tabs on both sides and disconnect crankcase
breather hose -2-.

Detach air pipe.

— Unplug electrical connectors:

1 - For Hall sender 3 - G300-

2 - For fuel metering valve - N290-

4 - For camshaft control valve 1 - N205-

5 - For exhaust camshaft control valve 1 - N318-
6 - For turbocharger air recirculation valve - N249-
7 - For charge pressure positioner - V465-

— Unplug electrical connectors -arrows- at actuators for cam-
shaft adjustment.

Move electrical wiring harness clear at clip -3- and swivel it
forwards.

Release fast@wepsccavmwc,oweta@g%iim ft/l:g%tcewummﬁa‘rdsﬂ or in whold fre
N t . oes not guarantee or accept any] jaFiR
from brack’é‘l”%‘ﬁﬁ Eijﬁ)sj% %W&é’ 9 P

with resp! e correciness of information in this document. Copyright by AUDI | JiS

Clamp off coolant hoses using hose clamps, up to 25 mm -
3094- , release hose clips -2, 4 and 6- and disconnect hoses.

A Caution

Risk of damage to coolant line.

¢ Do not attempt fo bend coolant line to a different shape.

— Remove bolts -1, 3, 5- and carefully swivel coolant line towards
rear slightly.
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— Unplug electrical connector -1- for activated charcoal filter sol-
enoid valve 1 - N80- -item 2- and detach solenoid valve from
bracket.

— Remove bolts -arrows- and detach oil separator -3-.
— Remove high-pressure pump = page 277 .

— Remove vacuum pump = Brake system; Rep. gr. 47 ; Vac-
uum system; Exploded view - vacuum pump .

— Remove engine support = page 53 .

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Remove timing chain cover (top) = page 84 .

— Turnvibration damper to “TDC” position using counterhold tool
- T10355-.

+ Markings -1- on camshaft chain sprockets must be aligned
with markings -2- and -3-.

* Notch on vibration damper and marking -arrow- on cover for
timing chains (bottom) must be aligned.

— Remove timing chain cover (bottom) = page 87 .

Protected by copyright. Copying for private or commercial purpof]
permitted unless authorised by AUDI AG. AUDI AG does not gu:#
with respect to the correctness of information in this documerpg

A Caution

The timing valves have a left-hand thread.

— Turn assembly tool - T10352/2- in direction of -arrow- to re-
move timing valves (left and right).

— Remove bolts -arrows- and detach bearing saddle.
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Remove bolts -arrows-.

Screw in assembly lever - T40243- -arrows-.
Compress and hold circlip -1- for chain tensioner.

Push assembly lever - T40243- slowly in direction of -arrow-
and hold in place.

Hold chain tensioner in position with locking tool - T40267- .
Remove assembly lever - T40243- .
Protected by copyright. Co

permitted unless authorise]
with respect to the corre

1] |'s not
i fability

Bolt camshaft clamp - T40271/2- onto cylinder head and slide
it into teeth of chain sprocket in direction of -arrow 2-. If nec-
essary, rotate inlet camshaft using assembly tool - T40266-
-1-.

A16-11383 |
]

I

4. Valve gear 1 37



CHuE) Audi Q32012 > , Audi Q3 China 2013 >

Audi 4-cylinder direct injection engine (1.8 ltr., 2.0 Itr. 4V TFSI, generation lll) - Edition 08.2016

— Bolt camshaft clamp - T40271/1- onto cylinder head.
A second mechanic is required for the following step.

— Turn exhaust camshaft in direction of -arrow A- using assem-
bly tool - T40266- and hold in place. Remove bolt -1- and guide
tensioning rail -2- downwards. Continue turning camshaft
clockwise -arrow A- until camshaft clamp - T40271/1- can be
pressed into teeth on chain sprocket -arrow B-.

— Check installation position -C- of camshaft clamp - T40271/1-.

— Use screwdriver to release catch -arrow- and press off guide
rail -1- towards front.

— Press retainer for oil pump chain tensioner in direction of
-arrow- and lock in place using locking pin - T40011- .

— Unscrew bolt -1- and remove chain tensioner.

— Unscrew bolts -1- and remove guide rail -2-.
— Detach camshaft timiprg chcﬂgn fror_'aﬂsgrockgts and guide it

ected by copyri opying for private o

M15-10953

d d commercial purposes,
ownwaras. permitted unless authorised by AUDI AG. AUDI AG does not guarang: =%
with respect to the correctness of information in this document. Ccj
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— Attach turning-over tool - T10531/3- . In “TDC” position, flat
surface -1- is positioned at top (facing cylinder head). Screw
on flange nut - T10531/4- . Turn crankshaft anti-clockwise out
of “TDC” position using open-end spanner, 32 mm.

— Turn inlet camshaft in direction of -arrow 1- with assembly tool
- T40266- , slide camshaft clamp - T40271/2- out of teeth on
chain sprocket in direction of -arrow 2- and move camshaft into
rest position.

— Turn exhaust camshaft in direction of -arrow 1- with assembly
tool - T40266- , slide camshaft clamp - T40271/1- out of teeth
on chain sprocket in direction of -arrow 2- and move camshaft
into rest position.

Remove cylinder head cover bolts in the sequence -1 ... 6-.

Detach cylinder head cover.
Detach camshafts and cover exﬁ’éé%ﬁ‘jﬁ% s vof engirie o private or comr

permitte s authorisgd by AUDI AG. AUDI AQ

Installing camshafts

-
2 | Note

¢ The sealing surfaces must be free of oil and grease.
® Ensure that all roller rocker fingers make contact with the ends

with respect to the correctness of information in s

=

of the valve stems correctly.

A15-11443

& Crankshaft must not be at “TDC” position.

— If crankshaft has been rotated: set piston of cylinder 1 to top
dead centre and then turn crankshaft back slightly.
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A Caution

Risk of damage fo engine.

¢ Pins of actuafors for camshaft adjustment must be brought
into installation position.

Press down pins of actuators for camshaft adjustment
-arrow- by hand.

Pins of actuators must not be in extended position.

Oil running surfaces of both camshafts.

Fit inlet camshaft -A- in cylinder head. Rotate cams of cylinder
4 -arrows- so that they face upwards.

— Fit exhaust camshaft in cylinder head cover, as shown in il-
lustration. Pairs of cams -A- and -B- must be pushed together
-arrows-.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

— Rotate exhaust camshaft until markings -A- and -B- are
aligned.

A15-11338

M16-10930

M16-10929
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— Apply sealant onto clean sealing surface -arrows- of cylinder
head cover, as shown in illustration.

4 Thickness of sealant bead: 2 ... 3 mm.

— Hold camshaft in position and place cylinder head cover on
cylinder head with camshaft fitted.

— Press lightly on cylinder head cover with your hand and rotate
camshafts slightly -arrows- until cylinder head cover comes
into contact with cylinder head such that it is free of tension.

— Renew bolts for cylinder head cover.

— Tighten bolts in several stages; tightening sequence
= page 131.

? | Note

Take care to keep cylinder head cover straight.

— Turn inlet camshaft in direction of -arrow A- using assembly
tool - T40266- until markings -1- and -2- are aligned. Slide
camshaft clamp - T40271/2- into teeth of chain sprocket in di-
rection of -arrow B-.

— Turn exhaust camshaft in direction of -arrow A- using assem-
bly tool - T40266- until markings -1- and -2- are aligned. Slide
camshaft clamp - T40271/1- into teeth of chain sprocket in di-
rection of -arrow B-. Marking -2- is offset slightly to the right.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG
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— Turn crankshaft at hexagon flats -2- into “TDC” position. In
“TDC” position, flat surface -1- is positioned at top (facing cyl-
inder head).

Installing camshaft timing chain

— Fit camshaft timing chain so that coloured markings -arrows-
are positioned on camshaft journals.

2 ffs not
' flability

o N

Protected by copyright. Copy 4
permitted unless authorise
with respect to the correg

— Fit camshaft timing chain onto inlet camshaft, exhaust cam-
shaft and crankshaft. Position links with coloured markings
-arrows- at markings on chain sprockets.

.
) [ 1510852
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— Install guide rail -2- and tighten bolts -1-.

™ (v |

— Install top guide rail -1-.

* ot

Protected by copyright. Copyi >
ity

permitted unless authorised by N
with respect to the correctn

A second mechanic is required for the following step.

| - Use assembly tool - T40266- to turn exhaust camshaft slightly
in direction of -arrow A- and slide camshaft clamp - T40271/1- out
of teeth on chain sprocket in direction of -arrow B-.

Il - Release camshaft in direction of -arrow C- until timing chain is
in contact with guide rail -1-. Hold camshaft in this position, install
tensioning rail -2- and tighten bolt -3-. Then release camshaft.

v —— | N15-10848

-
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— Use assembly tool - T40266- to turn inlet camshaft in direction
of -arrow 1- until it is possible to slide camshaft clamp -
T40271/2- out of teeth on chain sprocket in direction of
-arrow 2-. Then release camshaft.

— Remove camshaft clamps - T40271/1- and -T40271/2- .

T4027112
e )

— Fit and tighten bolts -arrows-. Tightening torque
= Item 3 (page 117)

Protected by copyright. Copying for _ A = .

permitted unless authorised by AU ——

with respect to the correctness of information in this document. Copvriaht bv AUDI AG.

— Lubricate holes -arrows- with engine oil.

l Note

Spring pin -1- is not fitted on all bearing saddles.

— Attach bearing saddle and screw in bolts -arrows- hand-tight.
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— Remove locking tool - T40267- .
— Tighten bolts for bearing saddle = page 93 .

— Install chain tensioner -2-. Support wire must come into con-
tact with opening -arrow- on sump (top section). Tighten bolt
-1- and remove locking pin - T40011- .

— Check setting; links with coloured markings -arrows- mus

st be
by copyright. Copying for private or g
pOSItIOﬂed at marklngs on chain Spr éﬁ% "unless authorised by AUDI AG. AU

— Install tlmlng valves = ltem 7 (paqe 92(\s|1h respect to the correctness of informatidy i;;ai .

— Turn engine two rotations in direction of engine rotation.

l Note

Due to the ratio, the timing chain links with coloured markings are
no longer aligned after the engine has been turned.
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Remaining installation steps are carried out in reverse sequence;

Unscrew flange nut - T10531/4- and remove turning-over tool
- T10531/3-.

Install timing chain cover (bottom) = page 87 .
Install timing chain cover (top) = page 84 .

Install vacuum pump = Brake system; Rep. gr. 47 ; Vacuum
system; Exploded view - vacuum pump .

Install high-pressure pump = page 277 .
Install engine support = page 53 .
Fill up with coolant = page 193 .

N15-10976

note the following:

? | Note

Secure all hose connections with the correct type of hose clips
(same as original equijpment) = Electronic parts catalogue .

¢
.
¢

After working on chain drive, learnt values must be adapted in
engine control unit. To do so, switch on ignition and select fol-
lowing menu options on vehicle diagnostic tester :

[01 - Engine electronics|

[Guided Functions]

[01 - Adaptions after repairs on chain drive]

Tightening torques

= “2.1 Exploded view - camshaft timing chains”, page 92

= “2.2 Exploded view - drive chain for balance shaft”,
page 94

= “4.1 Exploded view - valve gear”, page 129

= “1.1 Exploded view - ignition system”, page 294

= “2.1 Exploded view - charge air system”, page 235

= “2.2 Exploded view - hose connections for charge air sys-
tem”, page 236

= “2.1 Exploded view - air cleaner housing”, page 251

> Fig. “Tightening sequence - oil separator”™ , page 176

= General body repairs, exterior; Rep. gr. 66 ; Wheel housing
liners; Exploded view - wheel housing liner (front)

= General body repairs, exterior;,"Rep. dr.. 66, Noise insula-
tion; Exploded view,~noise insulation

4.3 Installing ball for slider

Special tools and workshop equipment required
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4 Spacers - T40191-
T40191

Call
ol ok

W0O0-11567

Installing

A WARNING

Ball may spring out - risk of eye injury.

¢ Put on safety goggles.

— Insert spring -1- in camshaft.
— Place ball -2- on spring in camshaft.

— Push ball and spring downwards in direction of -arrow A- with
spacer - T40191/1- and hold in place.

T40191/1

— Push slider -3- in direction of -arrow B-.

4.4 Removing and installing actuators for
camshaft adjustment

Removing

— Remove engine cover panel = page 41 .

— Unplug relevant electrical connector -2-.

— Unscrew bolt -1- and detach actuator for camshaft adjustment.
Installing

Installation is carried out in the reverse order; note the following:

? | Note

Check O-rings for damage.
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A Caution

Risk of damage fo engine.

¢ Pins of all actuators for camshaft adjustment must be
brought into installation position.

— Press down pins of actuators for camshaft adjustment

-arrow- by hand.

» Pins of all actuators must not be in extended position.

— Install engine cover panel = page 41 .
Tightening torques
¢ - “4.1 Exploded view - valve gear”, page 129

4.5 Removing and installing valve stem oil
seals

= “4.5.1 Removing and installing valve stem oil seals (cylinder
head installed)”, page 148

= “4.5.2 Removing and installing valve stem oil seals (cylinder
head removed)”, page 153

451 Removing and installing valve stem oil
seals (cylinder head installed)

Special tools and workshop equipment required

¢ Spark plug spanner - 3122B-

3122 B
¢ Valve stem seal puller - 3364-

3364
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¢ Valve stem seal fitting tool - 3365-
3365 .
¢ Adapter - T40012-
T40012
/
4 Removal and installation device for valve cotters - VAS 5161
A- VAS 5161 A

¢ Guide plate for 2.0 Itr. and 3.0 Itr. FSI engine - VAS 5161/19C-
¢ Assembly sleeve = Electronic parts catalogue

Removing valve stem oil seals

— Remove camshafts = page 133 .

— Mark original positions of roller rocker fingers and hydraulic
compensation elements for re-installation.

— Remove roller rocker fingers together with hydraulic compen-
sation elements and put down on a clean surface.
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— Remove spark plugs with spark plug spanner - 3122 B- .

Machining guide plate
— Check whether there is a recess -arrow-.

— If necessary, machine guide plate for 2.0 Itr. and 3.0 Itr. FSI
engine - VAS 5161/19C- -arrow- so that guide plate rests on
cylinder head and guide pin -1- does not make contact.

— Secure guide plate for 2.0 Itr. and 3.0 Itr. FSI engine - VAS
5161/19C- to cylinder head with knurled screws - VAS
5161/12- as shown.

— Set piston of appropriate cylinder to “bottom dead centre”.

— Screw adapter - T40012- into spark plug thread.
— Connect to compressed air supply of at least 6 bar.

— Knock loose sticking valve cotters using punch - VAS 5161/3-
and a plastic-headed hammer.

AZ28-10143

—adils
%2 VAS 5161/119C

o A15-11800

" [A15-11801
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For inlet side

Screw snap-in device - VAS 5161/6- with engaging fork - VAS
5161/5- into centre thread on guide plate for 2.0 ltr. and 3.0 Itr.
FSI engine - VAS 5161/19C- .

Insert assembly cartridge - VAS 5161/8- into guide plate for
2.0 ltr. and 3.0 Itr. FSI engine - VAS 5161/19C- .

Engage pressure fork - VAS 5161/2- on snap-in device - VAS
5161/6- .

For exhaust side

Screw snap-in device - VAS 5161/6- with engaging fork - VAS
5161/5- into outer thread on guide plate for 2.0 Itr. and 3.0 ltr.
FSI engine - VAS 5161/19C- .

Press down assembly cartridge - VAS 5161/8- and at the same
time, turn knurled screw of assembly cartridge - VAS 5161/8-
clockwise until tips engage in valve cotters.

Move knurled screw back and forth slightly; the valve cotters
are thus forced apart and taken up by the assembly cartridge.

Release pressure fork - VAS 5161/2- .
Take out assembly cartridge - VAS 5161/8- .

Pull off valve stem oil seal with valve stem seal puller - 3364- .

If valve stem seal puller - 3364- cannot be used on account of
restricted space, knock out pin -arrow- with a punch and re-
move the impact extractor attachment.

“VAS 5161/5 /
VASET6178/ L
Nz =y N B
) [ sz |

A13-0493
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— Position lower part of valve stem seal puller - 3364- on valve
stem oil seal.

— Insert a punch -1- through hole in lower section of puller.

— Apply assembly lever to puller and pull out valve stem oil seal
-arrow-.

* To avoid damaging new valve stem oil seal -4- during instal-
lation, fit assembly sleeve -item 3- onto valve stem -2-.

— Lightly oil sealing lip of valve stem oil seal.
— Slide valve stem oil seal onto plastic sleeve.

— Carefully press valve stem oil seal onto valve guide using
valve stem seal fitting tool - 3365- .

— Take out plastic sleeve.
— Insert valve spring and valve spring plate.

— Set up removal and installation device for valve cotters - VAS
5161 A- as shown.

A15-12032

Inlet side

Exhaust side
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@ Note

& [fvalve cofters have been removed from assembly cartridge,
they need fo be put into insertion device - VAS 5161/18- first.

& Press assembly cartridge -VAS 5161/8- onto insertion device
from above and pick up valve cotters.

— Use pressure fork - VAS 5161/8- to press down assembly car-
tridge - VAS 5161/2- , then turn knurled screw of assembly

cartridge back and forth while pulling upwards. VAS 5161/18

— Release pressure fork - VAS 5161/2- with knurled screw in
pulled position.

— Detach removal and installation device for valve cotters - VAS
5161 A- .

The remaining installation steps are carried out in the reverse se-
quence. Note the following points:

— Install spark plugs = Maintenance ; Booklet 820 .
— Install camshafts = page 133 .

452 Removing and installing valve stem oil
seals (cylinder head removed)

Special tools and workshop equipment required

¢ Valve stem seal puller - 3364-
3364

Woo-11181

¢ Valve stem seal fitting tool - 3365-

Woo-11141
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4 Removal and installation device for valve cotters - VAS 5161
A- VAS 5161 A

W0o0-11584

¢ Guide plate for 2.0 Itr. and 3.0 Itr. FSI engine - VAS 5161/19C-
¢ Engine and gearbox support - VAS 6095A-

VAS 6095A

W00-11709

¢ Cylinder head tensioning device - VAS 6419-
VAS 6419

W0O0-11254

¢ Assembly sleeve = Electronic parts catalogue
Removing valve stem oil seals
— Remove camshafts = page 133 .

— Mark original positions of roller rocker fingers and hydraulic
compensation elements for re-installation.

— Remove roller rocker fingers together with hydraulic compen-
sation elements and put down on a clean surface.
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Insert cylinder head tensioning device - VAS 6419- into engine
and gearbox support - VAS 6095- .

Secure cylinder head in cylinder head tensioning device, as
shown in illustration.

Connect cylinder head tensioning device to compressed air.

Using lever -arrow-, slide air pad under combustion chamber
where valve stem oil seal is to be removed.

Apply just enough compressed air to bring air pad into contact
with valve heads.

Machining guide plate

Check whether there is a recess -arrow-.

If necessary, machine guide plate for 2.0 Itr. and 3.0 Itr. FSI
engine - VAS 5161/19C- -arrow- so that guide plate rests on
cylinder head and guide pin -1- does not make contact.

Secure guide plate for 2.0 Itr. and 3.0 ltr. FSI engine - VAS
5161/19C- to cylinder head with knurled screws - VAS
5161/12- as shown.

Insert drift -VAS 5161/3- into guide plate and use plastic-head-
ed hammer to release sticking valve cotters.

For inlet side

— Screw snap-in device - VAS 5161/6- with engaging fork - VAS

5161/5- into centre thread on guide plate for 2.0 ltr. and 3.0 ltr.
FSI engine - VAS 5161/19C- .

Insert assembly cartridge - VAS 5161/8- into guide plate for
2.0 ltr. and 3.0 ltr. FSI engine - VAS 5161/19C- .

Engage pressure fork - VAS 5161/2- on snap-in device - VAS
5161/6- .

VAS 6419/2

VAS 641811

)

' AS 5161/ r
VAS 5 6 T8/ L

NN (Y g
AN INEETEN
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For exhaust side

Screw snap-in device - VAS 5161/6- with engaging fork - VAS
5161/5- into outer thread on guide plate for 2.0 Itr. and 3.0 ltr.
FSI engine - VAS 5161/19C- .

Press down assembly cartridge - VAS 5161/8- and at the same
time, turn knurled screw of assembly cartridge - VAS 5161/8-
clockwise until tips engage in valve cotters.

Move knurled screw back and forth slightly; the valve cotters
are thus forced apart and taken up by the assembly cartridge.

Release pressure fork - VAS 5161/2- .
Take out assembly cartridge - VAS 5161/8- .

Pull off valve stem oil seal with valve stem seal puller - 3364- .

To avoid damaging new valve stem oil seal -4- during instal-
lation, fit assembly sleeve -item 3- onto valve stem -2-.

Lightly oil sealing lip of valve stem oil seal.
Slide valve stem oil seal onto plastic sleeve.

Carefully press valve stem oil seal onto valve guide using
valve stem seal fitting tool - 3365- .

Take off plastic sleeve.
Insert valve spring and valve spring plate.

Set up removal and installation device for valve cotters - VAS
5161 A- as shown.

VAS 5161/6

A15-113168

A15-12032
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Inlet side

“VAS 5161/5 /
VASET6178/ L
Nz =y N B
) [ sz |

Exhaust side

@ Note

If valve cotters have been removed from assembly cartridge,
they need fo be put into insertion device - VAS 5161/18- first.

*

¢ Press assembly cartridge -VAS 5161/8- onto insertion device
from above and pick up valve cofters.

— Use pressure fork - VAS 5161/8- to press down assembly car-
tridge - VAS 5161/2- , then turn knurled screw of assembly
cartridge back and forth while pulling upwards.

VAS 5161/18

A13-0445

— Release pressure fork - VAS 5161/2- with knurled screw in
pulled position.

— Detach removal and installation device for valve cotters - VAS
5161 A-.

Further assembly is basically carried out in reverse order of dis-
mantling. Note.the following:

— Install camshafts = page 133 .
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5 Inlet and exhaust valves
= “5.1 Checking valve guides”, page 158

= “5.2 Checking valves”, page 159

= “5.3 Valve dimensions”, page 159

5.1 Checking valve guides
Special tools and workshop equipment required
¢ Universal dial gauge bracket - VW 387-

VW 387

WO0-11125

¢ Dial gauge - VAS 6079-

VAS 6079
Test sequence
— Insert valve into guide. End of valve stem must be flush with VW 387 —
guide. Only insert inlet valve into inlet valve guide and exhaust VAS 6079

valve into exhaust valve guide, as the stem diameters are dif- |
ferent. <

— Measure the amount of sideways play.

Wear limit
Inlet valve guide Exhaust valve guide
0.60 mm 0.60 mm
-
? | Note

& /fthe wear limit is exceeded, repeat the measurement with
new valves. Renew cylinder head if wear limit is still exceeded.

& [fthe valve has fo be renewed as part of a repair, use a new
valve for the measurement.
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5.2 Checking valves

— Visually inspect for scoring on valve stems and valve seat sur-
faces.

— Renew valve if scoring is clearly visible.

5.3 Valve dimensions
-
| ? | Note c -
Inlet and exhaust valves must not be machined. Only grinding-in
s permitted. \ *
a k . —b-——- —
Dimension Inlet valve Exhaust valve L *
Ja mm 33.85+0.10 28.0 + 0.1
b mm|  5.98 + 0.01 5.96 + 0.01 \/
L
c mm 104.0 + 0.2 101.9+0.2
a £° 45 45
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17 — Lubrication

1 Sump/oil pump

= “1.1 Exploded view - sump/oil pump”, page 160

= “1.2 Engine oil”, page 163

= “1.3 Removing and installing sump (bottom section)”,
page 163

= “1.4 Removing and installing oil pump”, page 166

= “1.5 Removing and installing sump (top section)”, page 168

= “1.6 Removing and installing oil level and oil temperature send-
er G266 ", page 172

1.1 Exploded view - sump/oil pump

@ Note

If large quantities of metal shavings or other particles are found in the engine oil when repairing the engine
(possibly caused by partial seizure of crankshaft and conrod bearings), clean the oil passages thoroughly and
renew the engine oil cooler to prevent further damage occurring:later:
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1 - Nut
Q 9Nm
2 - Qil level and oil temperature
sender - G266-
QO Removing and installing
=> page 172
3 - O-ring
O Renew after removing
Q Lubricate lightly with en-
gine oil
4 - QOil drain plug or sealing
plug
Q QOil drain plug for sheet-

metal version of sump
(bottom section)

A Oil drain plug: 30 Nm

Q Sealing plug for plastic
version of sump (bottom
section)

Q Turn sealing plug as far
as stop using a flat-bla-
ded screwdriver or a
coin
5 - Seal/O-ring

Q Allocation = Electronic
parts catalogue

QO Renew after removing

6 - Seal/sealing fluid

Q Allocation = Electronic
parts catalogue

7 - Bolt 1

A1T7-11063

Q For baffle plate and all

intake pipe

QO Renew after removing

Q 4 Nm +45°
8 - Baffle plate

O Renew after removing
9 - O-rings

Q0 Renew

U Lubricate lightly with engine oil
10 - Qil intake pipe

Q Clean strainer if dirty
11 - Centring sleeve

a 2x
12 - Bolt

QO Renew after removing

O Tightening sequence = page 163

13 - Sump (top section)

U Removing and installing = page 168

1. Sump/oil pump 1 61



QD Audi Q3 2012 > , Audi Q3 China 2013 >

Audr  4-cylinder direct injection engine (1.8 Itr., 2.0 ltr. 4V TFSI, generation lll) - Edition 08.2016

14 - Cylinder block
15 - Drive chain for oil pump
O Mark direction of rotation before removing

16 - Bolt
d 9Nm

17 - Chain tensioner
18 - O-ring
Q0 Renew after removing
U Lubricate lightly with engine oil

19 - Valve for oil pressure control - N428-

Q0 Removing and installing = page 179
20 - Bolt

U Renew after removing

Q Tightening torque = ltem 1 (page 178)

21 - Oil strainer

22 - Oil pump

Q0 Removing and installing = page 166
23 - Bolt

QO Renew after removing

Q 8 Nm +90°
24 - O-ring

U Renew after removing
Wik ubricate lightly:withcengine-oil

25 - Bolt
QO Renew after removing
Q 4 Nm+45°

26 - Bolt
U Renew after removing

Q Tightening sequence for sump (bottom section), plastic version = page 162
Q Tightening sequence for sump (bottom section), sheet-metal version = page 163

27 - Sump (bottom section)
Q Sheet metal or plastic = Electronic parts catalogue
0 Removing and installing = page 163

Tightening sequence for sump (bottom section), plastic version

@ Note

Renew the bolts tightened with specified tightening angle.

— Tighten bolts -1 to 20- in two stages in the sequence shown:

1. Tighten bolts to 8 Nm.
2.  Turn bolts 90° further.

4 3 2 [
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Tightening sequence for sump (bottom section), sheet-metal ver-
sion

-

= BN |
? | Note 14
Renew the bolts tightened with specified tightening angle. 13
D) | 8
— Tighten bolts -1 to 20- in two stages in the sequence shown: 15 [

— 1. Tighten bolts to 8 Nm.

— 2. Turn bolts 45° further. :

Tightening sequence for sump (top section)

? | Note

Renew the bolts tightened with specified tightening angle.

— Tighten bolts -1 to 14- in the sequence shown:
— 1. Tighten bolts -1 to 14- to 8 Nm.

— 2. Turn bolts -1 and 2- 180° further. b '
3. Turn bolts -3 to 9- 45° further.
— 4. Turn bolt -10- 180° further.

— 5. Turn bolts -11 to 14- 90° further.

1.2 Engine oll

Refer to = Maintenance tables for viscosity grades, oil specifi-
cations,and,engine oil.capacity.

A Caution

Risk of damage fo catalytic converter.

¢ The oil level must not be above the “MAX” mark on the
dipstick.

1.3 Removing and installing sump (bottom
section)

Special tools and workshop equipment required
¢ Used oil collection and extraction unit - VAS 6622A-

VAS 6622 A

W0OD-11526

¢ Electric drill with plastic brush attachment
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¢ Safety goggles

4 Silicone sealant: > Electronic parts catalogue
Removing

» Engine oil drained = Maintenance ; Booklet 820

— Unplug electrical connector -1- at oil level and oil temperature
sender - G266- .

@ Note

Disregard -item 2-.

Vehicles with plastic version of sump (bottom section):
— Remove bolts -1 ... 20-.

— Detach sump (bottom section).
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Vehicles with sheet-metal version of sump (bottom section):

— Remove bolts -1 ... 20-.

— Carefully release sump (bottom section) from bonded joint.
Installing

Sump (bottom section), sheet-metal version:

-
? | Note

& Nofe expiry date of silicone sealant.

& The sump must be installed within 5 minutes after applying the
silicone sealant.

& Renew the bolts tightened with specified tightening angle.

¢ Renew seals, gaskets and self-locking nuts.

— Spray sealing surface with sealant remover and wait for it to
take effect.

— Remove sealant remaining on sump (top section) with flat
scraper.

S |O—'-ﬂ|
O Vi VgV Y

A1T7-10270

A WARNING

Risk of eye injury.
¢ Put on safety goggles.

— Remove sealant residue on sump (bottom section) -1- using
rotating plastic brush or similar.

— Clean sealing surfaces; they must be free of oil and grease.

— Cut off nozzle of tube at front marking (& of nozzle approx.
3 mm).

A17-10040

A17-0081
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— Apply silicone sealant onto clean sealing surface of sump
(bottom section) as illustrated -arrow-.

4 Thickness of sealant bead: 2 ... 3 mm

@ Note

& The sump must be installed within 5 minutes after applying the
silicone sealant.

& The bead of sealant must not be thicker than specified, other-
wise excess sealant can enter the sump and obstruct the
strainer in the oil intake pipe.

@ Note

After fitting sump assembly, the sealant must dry for approx."30
minutes. Then (and only then) fill the engine with engine oil.

— Fit sump (bottom section) immediately and tighten bolts.
All vehicles (continued)

— Fillwith engine oil and check oil level = Maintenance ; Booklet
820 .

Tightening torques
¢ - “1.1 Exploded view - sump/oil pump”, page 160

1.4 Removing and installing oil pump

Special tools and workshop equipment required

¢ Assembly tool - T10118-
T10118

W00-11303

¢ Locking tool - T40265-
T40265

W00-11281
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Removing
— Remove sump (bottom section) = page 163 .
— Remove bolt -arrow- and detach baffle plate.

Protected by copyright. Copying for privat

permitted unless authorised by AUDI AG.

with respect to the correctness of infor

— Using assembly tool - T10118-, pull spring of chain tensioner
in direction of -arrow- and secure with locking tool - T40265- .

— Remove bolts -arrows- and detach oil pump.

Installing

Installation is carried out in the reverse order; note the following:
— Check that both centring sleeves are fitted in oil pump.

— Before installing oil pump, check strainer in oil intake pipe and
oil passages in sump (top section) for dirt.

— Guide oil pump sprocket into drive chain and install oil pump.

A Caution

Risk of irreparable damage fo engine.

¢ The following step must be performed fo ensure that
spring of chain tensioner returns to installation position:

'y

.
21710749 |
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— Using assembly tool - T10118-, pull spring of chain tensioner
in direction of -arrow- and remove locking tool - T40265- .

— Fit O-ring = Item 9 (page 161) onto new baffle plate and lu-
bricate with engine oil.

— Fit new baffle plate and secure in position.
— Install sump (bottom section) = page 163 .

— Fill with engine oil and check oil level = Maintenance ; Booklet
820

Tightening torques
¢ - “1.1 Exploded view - sump/oil pump”, page 160

1.5 Removing and installing sump (top sec-
tion)

Special tools and workshop equipment required

¢ Electric drill with plastic brush

¢ Safety goggles

¢ Silicone sealant = Electronic parts catalogue

Removing

. G b d Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
earbox remove permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with resge t 1o-the correctness of information in this document. Copyright by AUDI AG.

— Remove sump (bottom section) = pag 3.
— Remove rear sealing flange = page 57 .
— Remove oil pump = page 166 .

— Remove wheel spoiler (front right) = General body repairs,
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and
installing wheel housing liner (front) .

— Remove bolts -arrows-.

— Remove air pipe (lift clips -1 and 2-).
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— Unplug electrical connector -1-.

— _Remove bolt -arrow- for air (pi(p ngfro L
Protected by copyright. Copying for private ercial plrposes, in part or in whole, is not

_ P é‘ e dﬁq@ ?# DI AG does not guarantee or accept any liability
Uﬂr%(:(étpect t%ttémﬁ% H (aé

nformdtion in this document. Copyright by AUDI AG.

— Remove bolts -arrows-.

M17-10200
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— Remove bolts -1 to 14- and detach sump (top section).

A Caution

Lever off sump (fop section) at gearbox end first. Take care
timing chain cover is not bent when levering off.

Installing
¢ Silicone sealant = Electronic parts catalogue

-
? | Note

& Nofe expiry date of silicone sealant.

& The sump (fop section) must be installed within 5 minutes after
applying the silicone sealant.

& Renew the bolts tightened with specified tightening angle,

& Renew seals, gaskets and self-locking nuts.

— Remove sealant remaining on cylinder block with flat scraper.

A WARNING

Risk of eye injury.

¢ Put on safety goggles.

— Remove sealant residue on sump (top section) -1- using ro-
tating plastic brush or similar.

? | Note

Check if timing chain cover is deformed. For this purpose, first fit
sump (top section) without sealant and defermine gap befween
cover and sump (fop section). If the cover is deformed and cannot
be straightened, renew cover after installing sump (top section).

— Clean sealing surfaces; they must be free of oil and grease.
— Check oil passages in sump (top section) and crankcase for
contamination.

— Cut off nozzle of tube at front marking (& of nozzle approx.
2 mm).

A17-10823

A17-10940

A17-0081
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A Caution

Make sure lubrication system is not clogged by excess sealant.

¢ The bead of sealant must not be thicker than specified.

¢ Thickness of sealant bead: 2 ... 3 mm.

— Apply silicone sealant onto clean sealing surface of sump (top
section) as illustrated -arrow-.

— Apply silicone sealant between cylinder block and timing chain
cover (bottom), as illustrated -arrows-.

-
? | Note

® The sump (fop section) must be installed within 5 minutes after
applying the silicone sealant.

& The bead of sealant must not be thicker than specified, other-
wise excess sealant can enter the sump and obstruct the
strainer in the oil intake pipe.

» Sump (top section) and crankcase must be flush at gearbox
end.

— Immediately fit sump (top section) and tighten bolts, tightening
torque = page 163 .

— Fit bolts -arrows-. Tightening torques = Item 16 (page 83)

— Install rear sealing flange = page 57 .

— Install oil pump = page 166 .

— Fit new baffle plate and secure in position.
— Install sump (bottom section) = page 163 .

Further assembly is basically carried out in reverse order-of dis-
mantling.

— Fillwith engine oil and check oil level = Maintenance ; Booklet
820 .

Tightening torques
¢ - “1.1 Exploded view - sump/oil pump”, page 160

¢ > “2.1 Exploded view - charge air system”, page 235

¢ = General body repairs, exterior; Rep. gr. 66 ; Wheel housing
liners; Exploded view - wheel housing liner (front)

1
< __N17-10162
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1.6 Removing and installing oil level and oil
temperature sender - G266-

Removing
« Engine oil drained = Maintenance ; Booklet 820
— Unplug electrical connector -2-.

— Remove nuts -1- and detach oil level and oil temperature
sender - G266- -item 3-.

Installing 4

Installation is carried out in the reverse order; note the following:
i Note
Renew seal -4- after removing. 2
- gglowith engine oil and check oil level = Maintenance ; Booklet % i

2
i

— o

Tightening torques

¢ - “1.1 Exploded view - sump/oil pump”, page 160
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2 Engine oil cooler

= “2.1 Exploded view - engine oil cooler”, page 173

= “2.2 Removing and installing engine oil cooler”, page 173

= “2.3 Removing and installing mechanical switching valve”, page
174

2.1 Exploded view - engine oil cooler

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability

1/ Bracket for ancillaries " | -

QO Removing and installing 2
=> page 45

2 - Gasket
O Renew after removing

3 - O-rings
QO Renew after removing
Q Lubricate lightly with en-
gine oil
4 - Mechanical switching valve
Q0 Renewing = page 174
5 - Engine oil cooler
Q See note = page 160

U4 Removing and installing
= page 173

6 - Seal
QO Renew after removing
O Lubricate with coolant

7 - Connection

8 - Bolt
O Renew after removing
Q 8Nm+45°
2.2 Removing and installing engine oil cool-
er
Removing

— Remove bracket for ancillaries = page 45 .
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— Unscrew bolts -4 and 5- and remove engine oil cooler -3- to-
gether with seal -2-.

Installing

Installation is carried out in the reverse order; note the following:

2 | Note

Renew gaskets and seals.

— Install engine oil cooler -3- with new seal -2-.
— Install bracket for ancillaries = page 45 .
Tightening torques

¢ = “2.1 Exploded view - engine oil cooler”, page 173

23 Removing and installing mechanical
switching valve

Removing

-..[Remove engine oil.cooler =.page 173..

- . J:akemechanical switching valve. -1-,0ut of bracket for.ancil-
laries -arrow-.

Installing

Installation is carried out in the reverse order; note the following:

? | Note

Renew gaskets and seals.

— Lightly lubricate O-rings of mechanical switching valve with
engine oil and install.

— Install engine oil cooler = page 173 .

._q

A17-10228

A17-10918

1 74 Rep. gr.17 - Lubrication



Audi Q3 2012 > , Audi Q3 China 2013 > ({1 l)
4-cylinder direct injection engine (1.8 lir., 2.0 ltr. 4V TFSI, generation Ill) - Edition 08.2016 Aud

3 Crankcase breather

= “3.1 Exploded view - crankcase breather system”, page 175

= “3.2 Removing and installing oil separator”, page 176

3.1 Exploded view - crankcase breather system

1 - Cylinder head cover

2 - Gasket
O Renew after removing

3 - Hose

Q To activated charcoal fil-
ter solenoid valve 1 -
N80-

4 - Qil separator
QO Removing and installing
=> page 176
5 - Seal 3
Renew after removing
Protected by copyright. Copying for private or commgi}:ial p!
perr@tedeeauthorised by AUDI AG. AUDI AG {iges not guarantee or accept any liability

with respect to the correctness of information in thf:] document. Copyright by AUDI AG.

O For crankcase breather
O To turbocharger 2

7 - Bolt
Q Thread-forming

4 Fit and screw in bolt by
hand so that it is
screwed into old thread.
Then tighten bolt to tor-
que.

0 4 Nm

8 - Seal
QO Renew after removing

9 - Bolt
Q Thread-forming

U Fit and screw in bolt by
hand so that it is
screwed into old thread.
Then tighten bolt to tor-
que.

U Tightening torque and sequence = page 176
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Tightening sequence - oil separator

3.2 Removing and installing oil separator

Removing

Installing

Tighten bolts in the sequence -1 ... 7- to 9 Nm.

Release electrical connectors at ignition coils and unplug from
ignition coils simultaneously.

Remove bolts for ignition coils “3, 4” and pull out ignition coils.

Release hose clip -1- and detach hose from activated charcoal
filter solenoid valve 1 - N80- .

Remove bolt -2- and detach crankcase breather hose -3- from
oil separator.

Remove bolts -arrows- and detach oil separator.

[atr-10827 |
== e

Installation is carried out in the reverse order; note the following:

-
2 | Note

¢ Renew gasket and seals.

& Secure all hose connections with the correct type of hose clips

(same as original equipment) = Electronic parts catalogue .

Install ignition coils with output stages = page 295 .

Tightening torques

¢ = “3.1 Exploded view - crankcase breather system”,

page 175
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4 QOil filter/oil pressure switches
= “4.1 Exploded view - oil filter”, page 177

= “4.2 Exploded view - oil pressure switches/oil pressure control”,
page 178

= “4.3 Removing and installing piston cooling jet control valve
N522 ", page 179

= “4.4 Removing and installing valve for oil pressure control N428
”, page 179

= “4.5 Removing and installing oil pressure switch F22 ”,
page 180

= “4.6 Removing and installing oil pressure switch for reduced oil
pressure F378 ”, page 181

= “4.7 Removing and installing stage 3 oil pressure switch F447
", page 181

= “4.8 Checking oil pressure”, page 183

1 - Bracket for ancillaries
U Removing and installing
=> page 45
2 - Gasket
O Renew after removing

3 - Oil filter

U Removing and installing

4.1 Exploded view - oil filter
= Maintenance ; Book-
let 820

5
4 - O-ring - ;

1 Renewtafterrremovingor pfjat, cor - ) 'Ju ; )arto%m whole, is not

permitted unless authorised by AUDIY] Gy S gL » or ageept any liability
a LmeGat@&lghﬂdedth@flof\ ormation Jcutier right ity AUDI AG.
1

gine oil

5 - Oil filter housing
Q 25Nm

6 - Oil drain connection
7 - O-rings

O Not available as re-
placement part, sup-
plied together with
= Item 6 (page 177)

8 - Bolt

O Tightening torque and
sequence = page 44
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4.2 Exploded view - oil pressure switches/oil pressure control
1 - Bolt
O Renew after removing

0 4 Nm +90°

2 - Valve for oil pressure con-
trol - N428-

Q0 Removing and installing
=> page 179

3 - O-ring
O Renew after removing
Q Lubricate lightly with en-
gine oil
4 - O-rings
O Renew after removing
Q Lubricate lightly with en-
gine oil
5 - Bolt
Q0 Renew after removing

Q  Aluminium bolt: 4 Nm
+45°

Q Steel bolt: 9 Nm

6 - Piston cooling jet control
valve - N522-

Q0 Removing and installing
=> page 179

7 - Seal
Q0 Renew after removing
8 - Oil pressure switch - F22-
Q Blue or grey insulation

Q Checking = Vehicle di-

agnostic tester

Q0 Removing and installing = page 180
0 20 Nm

9 - Oil pressure switch for reduced oil pressure - F378-
Q Brown insulation
Q Checking = Vehicle diagnostic tester
0 Removing and installing = page 181
Q 20 Nm
10 - Seal
QO Renew after removing
11 - Seal
O Renew after removing
12 - Stage 3 oil pressure switch - F447-
Checking = Vehicle diagnostic tester
Removing and installing = page 181

Installation position = page 179
20 Nm

Ooo00o
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Installation position stage 3 oil pressure switch - F447-
2 - Stage 3 oil pressure switch - F447-

4.3 Removing and installing piston cooling
jet control valve - N522-
Removing
2 | Note

Place a cloth underneath bracket for ancillaries fo catch any es-
caping oil.

— Unplug electrical connector -arrow- at piston cooling jet control
valve - N522- .

— Unscrew bolt -1- and remove piston cooling jet control valve -
N522- -2-.

Installing

Installation is carried out in the reverse order; note the following:

-
2 | Note

& Fit new O-rings.

& Fit the new piston cooling jet control valve - N522- info the
connection immediately fo avoid loss of oil.

— Check oil level = Maintenance ; Booklet 820 .

Tightening torques

¢ - “4.2 Exploded view - oil pressure switches/oil pressure con-

trol”, page 178

4.4 Removing and installing valve for oil

MN17-10352

Pretectqd by, %Copymg for private or commercial purposes, in part or in whole, is not
pressure comid'ur&g fised by AUDI AG. AUDI AG does not guarantee or accept any liability

with respect to the correctness of information in this document. Copyright by AUDI AG.

Special tools and workshop equipment required
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4 Used oil collection and extraction unit - VAS 6622A-
VAS 6622 A

W0O0-11526

Removing

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Position used oil collection and extraction unit - VAS 6622A-
below engine.

— Unplug electrical connector -1-.

— Remove bolt -2-, push poly V-belt slightly downwards and de-
tach valve for oil pressure control 5-N428-..

Installing

Installation is carried out in the reverse order; note the following:

? | Note

Fit new O-ring.

Tightening torques

¢ = “4.2 Exploded view - oil pressure switches/oil pressure con-
trol”, page 178

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

4.5 Removing and installing oil pressure
switch - F22-
Removing
i Note

Place a cloth underneath bracket for ancillaries fo catch any es-
caping oll.

1 80 Rep. gr.17 - Lubrication



Audi Q3 2012 >, Audi Q3 China 2013 > ()
4-cylinder direct injection engine (1.8 lir., 2.0 ltr. 4V TFSI, generation Ill) - Edition 08.2016 Aud

— Unplug electrical connector -1- on oil pressure switch - F22- .
— Remove oil pressure switch - F22- -2-.
Installing

Installation is carried out in the reverse order; note the following:

-
? | Note

¢ Renew seal.

¢ Fit the new oil pressure switch - F22- into the connection im- D ' L
mediately to avoid loss of oil. R ==

— Check oil level > Maintenance ; Booklet 820 .

Tightening torques
¢ - “4.2 Exploded view - oil pressure switches/oil pressure con-
trol”, page 178
4.6 Removing and installing oil pressure
switch for reduced oil pressure - F378-
Removing
-
? | Note

Place a cloth underneath bracket for ancillaries fo ¢atch any €s-*
caping olil.

— Unplug electrical connector -2- at oil pressure switch for re-
duced oil pressure - F378- .

— Unscrew oil pressure switch for reduced oil pressure - F378-
-1-.

Installing

Installation is carried out in the reverse order; note the following:

-
2 | Note

& Renew seal.

& Fitthe new oil pressure switch for reduced oil pressure - F378-
into the connection immediately fo avoid loss of oil.

Tightening torques

¢ > “4.2 Exploded view - oil pressure switches/oil pressure con-
trol”, page 178

4.7 Removing and installing stage 3 oil pres-

sure switch - F447-

Special tools and workshop equipment required
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4 Articulated wrench, 24 mm - T40175-

WiO0-11242

Removing

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Remove air cleaner housing = page 252 .

— Unplug electrical connectors and move clear:
1- For throttle valve module - J338-

2 - For fuel pressure sender - G247- , intake manifold flap po-
tentiometer - G336- , coolant temperature sender - G62- ,
Hall sender - G40-

3- For FSlinjectors
4 - For knock sensor 1 - G61-
5- Forintake manifold flap valve - N316-

— Move wiring harness clear to the side.
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— Unplug electrical connector -1- on stage 3 oil pressure switch
- F447- -item 2-.

— Remove bolts -arrows- and detach toothed belt cover.

? | Note

Place a cloth underneath fo catch escaping engine oil.

— Use articulated wrench, 24 mm - F447- to unscrew stage 3 olil
pressure switch - T40175- .

‘I

£ =

e

Installing

Installation is carried out in the reverse order; note the following:

-
? | Note

¢ Renew seal.

& Fit the new stage 3 oil pressure switch - F447- info the con-
nection immediately to avoid loss of oil.

— Check oil level = Maintenance ; Booklet 820 .

Tightening torques

¢ - “4.2 Exploded view - oil pressure switches/oil pressure con-
trol”, page 178

¢ = “2.1 Exploded view - air cleaner housing”, page 251

¢ - General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

4.8 Checking oil pressure

= “4.8.1 Checking engine oil pressure”, page 183

> “4.8.2 Checking oil pressure for piston cavity oil jets”,
page 185

4.8.1 Checking engine oil pressure

Special tools and workshop equipment required
¢ Oil pressure tester - V.A.G 1342-

V.A.G 1342

WOD-11173
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4 Articulated wrench, 24 mm - T40175-

Test requirements
* Qil level OK

* Engine oil temperature at least 80 °C (radiator fan must have
run once).

@ Note

The oil pump is requlated and has two pressure stages. The
pressure stages are tested one after the other.

*

¢ During the running-in period or when the engine is in emer-
gency running mode, the oil pump only operates in the higher
pressure stage.

& The oil pressure is dependent on the engine oil temperature.
The mean value should be reached at an engine oil tempera-
ture of around 80 C.

Test sequence

— Remove oil pressure switch for reduced oil pressure - F378-
> page 181.

— Screw oil pressure tester - V.A.G 1342- into oil filter bracket in
place of oil pressure switch.

— Screw oil pressure switch for reduced oil pressure - F378- into
oil pressure tester and plug in electrical connector.

— Connect oil pressure tester to earth.

— Start engine and chegk-oil pressure atspecified engine
speeds.

» OQil pressure at idling speed: 0.85 ... 1.6 bar
* Oil pressure at 2000 rpm: 1.2 ... 1.6 bar

* Oil pressure at 3700 rpm: 1.2 ... 1.6 bar

— Switch off engine.

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

T40175

WiO0-11242
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Unplug electrical connector -1- for valve for oil pressure control
- N428- . Unfasten wire and route downwards so that it does
not come into contact with belt drive. When connector is un-

plugged, oil pump operates in the higher pressure stage.

Start engine and check oil pressure at specified engine
speeds.

Oil pressure at idling speed: 0.85 ... 4.0 bar
Oil pressure at 2000 rpm: 2.0 ... 4.0 bar
Oil pressure at 3700 rpm: 3.0 ... 4.0 bar

Assembling

Install oil pressure switch for reduced oil pressure - F378-
= page 181 .

Plug in connector -1- at valve for oil pressure control - N428- .
Route wire carefully.

Interrogate event memory of engine control unit and erase all
entries.

Tightening torques

¢ = “4.2 Exploded view - oil pressure switches/oil pressure con-

trol”, page 178

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-

tion; Exploded view - noise insulation

48.2 Checking oil pressure for piston cavity

oil jets

Special tools and workshop equipment required
¢ Oil pressure tester - V.A.G 1342-

¢ Test instrument adapter - VAS 5571-

V.A.G 1342

WO0-11173

VAS 5571

W00-10803
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Test requirements

* Oil level OK
» Engine oil temperature at least 80 °C (radiator fan must have
run once).

Test sequence
— Remove stage 3 oil pressure switch - F447- = page 181 .

— Screw stage 3 oil pressure switch - F447- into oil pressure
tester - V.A.G 1342- .

— Screw in oil pressure tester - V.A.G 1342- in place of oil pres-
sure switch.

— Connect test instrument adapter/DSO (2-pin) - VAS 5571- to
oil pressure switch.

— Plug electrical connector for stage 3 oil pressure switch - F447-
into test instrument adapter/DSO (2-pin) - VAS 5571- .

— Check oil pressure: [Stage 3 oil pressure switch F447|
in Guided Fault Finding mode of = Vehicle diagnostic tester.

Assembling
— Install stage 3 oil pressure switch - F447- = page 181 .
Tightening torques

¢ = “4.2 Exploded view - oil pressure switches/oil pressure con-
trol”, page 178
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19 — Cooling

1 Cooling system/coolant

= “1.1 Connection diagram - coolant hoses”, page 187

= “1.2 Checking cooling system for leaks”, page 189

= “1.3 Draining and filling cooling system”, page 191

1.1 Connection diagram - coolant hoses

= “1.1.1 Connection diagram - coolant hoses, vehicles without
gear oil cooler”, page 187

= “1.1.2 Connection diagram - coolant hoses, vehicles with gear
oil cooler”, page 188

1.1.1 Connection diagram - coolant hoses,
vehicles without gear oil cooler
@ Note

¢ Blue = Large coolant circuit.

¢ Red = Small coolant circuit.
¢ Brown = Heating circuit.
¢ Arrows show direction of coolant flow.
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1 - Radiator

2 - Radiator outlet coolant tem-
perature sender - G83-

3 - Actuator for engine temper-
ature regulation - N493-

4 - Cylinder head/cylinder
block

5 - Restrictor
6 - Coolant expansion tank

7 - Filler cap for expansion tank

Q Checking pressure re-
lief valve > page 191

8 - Exhaust manifold

Q Integrated in cylinder
head

9 - Non-return valve

10 - Turbocharger

11 - Non-return valve

12 - Heat exchanger for heater
13 - Restrictor

14 - Non-return valve

15 - Coolant temperature
sender - G62-

16 - Coolant shut-off valve -
N82-

17 - Restrictor
18 - Coolant pump

19 - Continued coolant circula-
tion pump - V51-

20 - Non-return valve

8 9 10 11

12

6 ]
Je—ff‘_ﬁ'
L 14
;Jé:—f — 15
AL\L:%/ @/;16

5 l@@QCT -
4 ] N fud | 1
5 | e 18
— 19

' |

. * - lNZD

A18-12115

1.1.2 Connection diagram - coolant hoses,
vehicles with gear oil cooler

=

Note

Blue = Large coolant circuit.
Red = Small coolant circuit.

Brown = Heating circuit.

* & & o o

Yellow = Gear oil coolant circuit.

Arrows show direction of coolant flow.
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1 - Radiator

2 - Radiator outlet coolant tem-
perature sender - G83-

7 8 9 10 11 12

3 - Actuator for engine temper-
ature regulation - N493-

4 - Cylinder head/cylinder 6 + '
block

5 - Restrictor

6 - Coolant expansion tank ) o

7 - Filler cap for expansion tank O 14
O Checking pressure re-
lief valve = page 191 =
8 - Exhaust manifold \ 1
Q Integrated in cylinder )
head
9 - Non-return valve 5 o I@@loc _| I:lJ
|
/] 17

10 - Turbocharger | - | D

11 - Non-return valve 18

12 - Heat exchanger for heater | 19
13 - Restrictor -~ P |

14 - Non-return valve L— 20

15 - Coolant temperature 2 —

sender - G62- * * * —— I 21
16 - Coolant shut-off valve - e i N
N82- | 22

17 - Restrictor 1 P
18 - Coolant pump

19 - Continued coolant circula-
tion pump - V51-

20 - Gear oil cooler
21 - Auxiliary radiator
22 - Non-return valve

1.2 Checking cooling system for leaks

Special tools and workshop'equipment reqtiired
¢ Cooling system tester- V.A.G 1274 B-

V.A.G1274 B

WO0-11247
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¢ Adapter for cooling system tester - V.A.G 1274/8-
V.A.G1274/8

Wiog-11182

¢ Adapter for cooling system tester - V.A.G 1274/9-
V.A.G1274/9

WOO-11176

Procedure
« Engine must be warm.

A WARNING

The cooling system is under pressure when the engine is hot.
Hot steam/hot coolant can escape - risk of scalding.

Danger of scalding skin and other parts of the body.

¢ Fut on protective gloves. EminVE ) y /|

¢ Put on safety goggles.

¢ Release pressure (cover filler cap on coolant expansion
tank with a cloth and open carefully).

— Open filler cap -arrow- on coolant expansion tank.
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— Fit cooling system tester - V.A.G 1274 B- with adapter -
V.A.G 1274/8- onto coolant expansion tank.

— Using hand pump on cooling system tester, build up a pres-
sure of approx. 1.5 bar.

* The pressure should not drop more than 0.2 bar within 10 mi-
nutes.

— If the pressure drops more than 0.2 bar, locate leak and elim-
inate fault.

@ Note

The drop in pressure of 0.2 bar within 10 minutes is caused by
the decrease in coolant temperature. The colder the engine is,
the less the pressure will fall. If necessary, check again when the
engine is cold.

Checking pressure relief valve in filler cap

— Fit cooling system tester - V.A.G 1274 B- with adapter -
V.A.G 1274/9- onto filler cap.

— Build up pressure with hand pump on cooling system tester.
Blue filler cap

¢ The pressure relief valve should open at a pressure of
1.4 ... 1.6 bar.

Black filler cap

V.A.G 1274/9
¢ The pressure relief valve should open at a pressure of A18-10748
1.6 ... 1.8 bar.
1.3 Draining and filling cooling system
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Special tools and workshop
equipment required

¢ Adapter for cooling system
tester - V.A.G 1274/8-

¢ Cooling system charge unit
- VAS 6096-

¢ Drip tray for workshop hoist
- VAS 6208-

¢ Hose clip pliers - VAS
6362-

¢ Refractometer - T10007A-

Draining

WG 1274/8

Was 6096

VAS 6208

T10007 A

=19-10030

A WARNING

Hot steam/hot coolant can escape - risk of scalding.

¢ The cooling system is under pressure when the engine is

hot.

¢ To allow pressure fo dissjpate, cover filler cap on coolant
expansion tank with cloth and open carefully.

Open filler cap -arrow- on coolant expansion tank.

Remove noise insulation = General body repairs, exterior;

Rep. gr. 66 ; Noise insulation; Removing and installing noise

insulation .
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— Place drip tray for workshop hoist - VAS 6208- underneath.

— Lift retaining clip -arrow-, disconnect coolant hose (bottom left)
from radiator and drain off coolant.

— Release hose clip -arrow-, disconnect coolant hose (bottom)
Protected tleading to continued-coolant circulatiom pump-\W51= and drain

permitted yoffse@Wlapdd by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

Filling

A Caution

To ensure optimal corrosion profection, only distilled water
may be mixed with coolant additives.
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[ i |
@ Note = |
& The effectiveness of the coolant is greatly influenced by the R | T
quality of the water with which it is mixed. Because water may I
contain different substances depending on the country or even e
the region, the water quality fo be used for cooling systems g -
has been specified. Distilled water meets all the requirements g 2
and is therefore recommended for use when topping up or fill- 110 18 min
ing up with coolant. kgl oc||ec " g
[=F] oz | | G0 UreniDEF ?ﬁ?

& Use only coolant additives listed in the > Electronic parts
catalogue (ETKA) . If you use other coolant additives, this can
significantly impair in particular the corrosion protection effect.

0800

1 —/ WATERLINE 2 MNo1-11008
-

The resulting damage could lead fo loss of coolant and con-
sequently to serious engine damage.

& Coolant with the recommended mixture ratio prevents frost
and corrosion damage and stops scaling. At the same time it
raises the boiling point of the fluid in the system. For this rea-
son the cooling system must be filled all year round with the
correct coolant additive.

& Because of its high boiling point, the coolant improves engine
reliability under heavy loads, particularly in countries with trop-
fcal climates.

¢ The refractometer - T10007A- MUST be used to determine the
current level of frost protection.

& The mixture must guarantee frost protection down to af least
-25 °C (in countries with arctic climate.: down fo -36 °C). The
amount of antifreeze should only be increased if greater frost
profection is required in very cold climates. This must only be
down fo -48 °C, however, as otherwise the cooling efficiency
of the coolant is impaired.

¢ The coolant concentration must not be reduced by adding wa-
ter even in warmer seasons and in warmer countries. Frost
protection must be provided fo at least -25 °C.

¢ Read off the level of frost profection on the scale for the rele-
vant coolant additive.

& The temperature indicated on the refractometer - T10007A-
corresponds to the temperature at which the first ice crystals
can form in the coolant.

¢ Do not reuse coolant.

¢ Only use water/coolant addjtive as a lubricant for coolant ho-
ses.

Recommended mixture ratio for coolant

* Coolant (40 %) and distilled water (60 %) for frost protection
to -25 °C

+ Coolant (50 %) and distilled:water.(50 %) for frost protection
to -36 °C

» Coolant > Electronic parts catalogue (ETKA)
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Procedure

— Connect coolant hose with plug-in connector -arrow- to radia-
tor (bottom left) = page 219 .

Connect coolant hose at continued coolant circulation pump -
V51- -arrow- with hose clip.

Fill reservoir of -VAS 6096- with at least 10 litres of premixed
coolant (according to recommended ratio; for recommended

ratio see = page 194 ).

Fit adapter for cooling system tester - V.A.G 1274/8- onto
coolant expansion tank.

Attach cooling system charge unit - VAS 6096- to adapter -
V.A.G 1274/8- .

Run vent hose -1- into a small container -2-.

? | Note

The vented air draws along a small amount of coolant, which
should be collected.

Close both valves -A- and -B- (turn lever at right angles to di-
rection of flow).
Connect hose -3- to compressed air.

Pressure: 7 ... 10 bar.

Open valves in coolant circuit; select[01 - Coolant circuit
bleeding routine|in|[Guided Functions|= vehicle diag-
nostic tester .

219-0331

1. Cooling system/coolant 1 95



Cﬂ:m Audi Q3 2012 > , Audi Q3 China 2013 >
Audr  4-cylinder direct injection engine (1.8 Itr., 2.0 ltr. 4V TFSI, generation lll) - Edition 08.2016

— Open valve -B- by setting lever in direction of flow.

» The suction jet pump generates a partial vacuum in the cooling
system; the needle on the gauge should move into the green
zone.

— Also briefly open valve -A- (turn lever in direction of flow) so
that hose on reservoir of -VAS 6096- can fill with coolant.

— Close valve -A- again.

— Leave valve -B- open for another 2 minutes.

—— VAS 6096/1

| A19-0333

« The suction jet pump continues to generate a partial vacuum
in the cooling system; the needle on the gauge should remain

in the green zone.
— Close valve -B-.

* The needle on the gauge should stop in the green zone. The
vacuum level in the cooling system is then sufficient for sub-
sequent filling.

@ Note

& /fthe needle does not reach the green zone, repeat the proc-
ess.

& Check cooling system for leaks if the vacuum is not main-
tained.

— Detach compressed air hose.

— Open valve -A-.

« The vacuum in the ‘cooling’system causes the ‘coolant to be
drawn out of the reseryoir.of -VAS 6096-.; the cooling, system
is then filled.

— Detach cooling system charge unit - VAS 6096- from coolant
expansion tank.
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Top up coolant to “max” mark.

? | Note

Hose connections and air pipes/hoses must be free of oil and
grease prior fo fitting.

Install noise insulation > General body repairs, exterior; Rep.
gr. 66 ; Noise insulation; Exploded view - noise insulation .

On vehicles with auxiliary heater, switch heater on (for about
30 seconds) and then off again.

Set temperature to “HI".
Switch off air conditioner compressor (press button).
LED in button should not light up.

Start engine and run for 2 minutes (maximum) at approx. 1500
rpm.

Top up coolant to overflow hole on expansion tank with engine
running.

Close filler cap on coolant expansion tank (make sure it en-
gages).

Allow engine to run at idling speed until both large coolant ho-
ses at radiator become warm.

Switch off ignition and allow engine to cool down.

Check coolant level.

The coolant level must be between the “min” and “max” mark-
ings when the engine is cold.

The coolant level can be at the “max” marking when the engine
is warm.

Top up with coolant again if necessary.
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2 Coolant pump/thermostat assembly

> “2.1 Exploded view - coolant pump/thermostat”, page 198

> “2.2 Exploded view - electric coolant pump”, page 200

= “2.3 Exploded view - coolant valves”, page 201

= “2.4 Exploded view - coolant temperature senders”,
page 204

= “2.5 Removing and installing electric coolant pump”,
page 204

= “2.6 Removing and installing toothed: belifor.coelant pump?,
page 206

= “2.7 Removing and installing coolant pump”, page 208

> “2.8 Removing and installing actuator for engine temperature
regulation N493 ", page 210

= “2.9 Removing and installing coolant temperature sender G62
’. page 212

= “2.10 Removing and installing radiator outlet coolant tempera-
ture sender G83 ”, page 212

= “2.11 Removing and installing coolant valves”, page 213

2.1 Exploded view - coolant pump/thermostat
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1 - Connection
2 - O-ring
QO Renew after removing

Q Coat with coolant, cool-
ant = Electronic parts
catalogue

3 - Centring pin
4 - Bolt

4 Tightening sequence
= page 210

5 - Gasket
O Renew after removing

6 - Coolant pump

U4 Removing and installing
= page 208

0 New coolant pump: re-
move protective cap

7 - Bolt

U Tightening sequence
= page 200

8 - Toothed belt
U For coolant pump

U4 Removing and installing
= page 206

9 - Bolt
Q 9Nm
10 - Toothed belt cover
11 - Bolt
Q Left-hand thread
O Renew after removing
Qd 10 Nm + turn 90° further

12 - Toothed belt drive sprocket

U Note installation position

13 - Oil seal
U Renewing = page 74

14 - Balance shaft

15 - Gasket
O Renew after removing

1312 11 10

A19-11353

16 - Actuator for engine temperature regulation - N493-
U4 Removing and installing = page 210
Q After renewing or removing and installing, adaption must be performed using = Vehicle diagnostic tester,

[Guided Functions|, [01 - Adapt engine temperature control element -493]
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Actuator for engine temperature regulation - N493- - tightening
torque and sequence

— Tighten bolts in the sequence -1 ... 5-t0 9 Nm.

Coolant pump - tightening torque and sequence

— Tighten bolts for coolant pump in the sequence -1 ... 4- to
9 Nm.

2.2 Exploded view - electric coolant pump

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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1 - Coolant hose

2 - Continued coolant circula-
tion pump - V51-

Q  With bracket

Q Removing and installing
=> page 204

3 - Bracket

4 For continued coolant
circulation pump - V51-

4 - Nut
aQ 9Nm

5 - Grommet
6 - Spacer sleeve

7 - Bolt
0 2.7 Nm

8 - Bracket

9 - Bolt
0 20 Nm

10 - Coolant hose

A19-12469

2.3 Exploded view - coolant valves
Coolant shut-off valve - N82- = page 201

Coolant valve for gearbox - N488- = page 202
Coolant shut-off valve - N82-

2. Coolant pump/thermostat assembly 201
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1 - Coolant hose
2 - Coolant shut-off valve -
N82-

0 Removing and installing
= “2.11.1 Removing and
installing coolant shut-
off valve N82”

page 213
3 - Coolant hose

4 - Bolt
d 9Nm

A19-12483

Coolant valve for gearbox - N488- on vehicles with dual clutch
gearbox
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1 - Coolant valve for gearbox -
N488-

QO Removing and installing
=> page 213

2 - Nut
Q 9Nm
3 - Coolant hose

4 - Bracket

Q For coolant valve for
gearbox - N488-

5 - Bolt
0 20 Nm

6 - Coolant hose

A19-12112
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24 Exploded view - coolant temperature senders

1 - Coolant hose/pipe connec-
tion
2 - Retaining clip
Q Check for firm attach-
ment
3 - Cylinder head
4 - O-rings
O Renew after removing
U Lubricate with coolant

5 - Bolt
QO Renew after removing
Q 4 Nm +45°
6 - Coolant temperature send-
er - G62-

Q On cylinder head (gear-
box end)

0 Removing and installing
= page 212

7 - Radiator outlet coolant tem-
perature sender - G83-

Q Removing and installing
=> page 212
8 - O-ring
O Renew after removing
O Lubricate with coolant

25 Removing and installing electric coolant
pump
Special tools and workshop equipment required
¢ Hose clip pliers - VAS 6340-
VAS 6340

204 Rep. gr.19 - Cooling
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¢ Hose clip pliers - VAS 6362-
VAS 6362

WO0-11227

Removing

A WARNING

Hot steam/hot coolant can escape - risk of scalding.

¢ The cooling system is under pressure when the engine is
hot.

¢ To allow pressure fo dissipate, cover filler cap on coolant
exparnsion tank with cloth and open carefully.

— Open filler cap -arrow- on coolant expansion tank.

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Unscrew air conditioner compressor from bracket and tie up
to right side = Heating, air conditioning; Rep. gr. 87 ; Air con-
ditioner compressor; Detaching andoaita@ﬂiﬂ@yajﬁt.mﬂ)dﬁiﬁﬂﬁﬂate or commercial purposes, in part or in whole, is not

compressor at bracket . permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

Vehicles with four-wheel drive

— Move electrical wiring harnesses -1, 2- clear at air pipe.
— Unfasten screw-type clip -4-.

— Unscrew bolts -arrows- and detach air pipe.

All vehicles (continued)

A21-10825 (7]
- L | 1

('R )
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— Open heat insulation sleeve -3-.

— Unplug electrical connector -1-.
- Remove nut -2-.

? | Note

Place a cloth underneath fto catch escaping coolant.
— Release hose clips -4- and detach continued coolant circula-
tion pump - V51-.

— Remove bolts -3- and detach continued coolant circulation
pump - V51- from bracket.

Installing

Installation is carried out in the reverse order; note the following:

2 | Note

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

— Install air conditioner compressor = Heating, air conditioning;
Rep. gr. 87 ; Air conditioner compressor; Exploded view - air
conditioner compressor drive unit .

— Check coolant level = page 197 .
Tightening torques

¢ = “2.2 Exploded view - electric coolant pump”, page 200

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

26 Removing and installing toothed belt for
coolant pump

Special tools and workshop equipment required

; W |
' iIA19—1151s :

T

A18-12132
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4 Tool insert - T10360-

W00-11518

Removing

Drain coolant = page 191 .

Remove air cleaner housing = page 252 .

Unplug electrical connectors and move clear:
1- For throttle valve module - J338-

2 - For fuel pressure sender - G247- , intake manifold flap po-
tentiometer - G336- , coolant temperature sender - G62- ,
Hall sender - G40-

- For FSl injectors
For knock sensor 1 - G61-

a b W
1

- For intake manifold flap valve - N316-

Move wiring harness clear to the side.

Lift retaining clip -2-, detach coolant connection and press to
side.

Disregard -item 1-.

Not Protected by copyright. Copying for private or commercial purposes, in part or in whole, ig
' o permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any lia| -
with respect to the correctness of information in this document. Copyright by AUDI AG] |

— Unplug electrical connector -1- on stage 3 oil pressure switch
- F447- and remove -item 2-.

— Remove bolts -arrows- and detach toothed belt cover.

A LA

s |
- o

a8
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A Caution

Risk of damage fo thread.
¢ The drive sprocket bolf has a left-hand thread.

— Use torque wrench - V.A.G 1410- and insert tool - T10360- to
loosen bolt on coolant pump drive sprocket -1- and unscrew
three turns (counterhold at vibration damper).

— Remove toothed belt -2-. NEG
Installing

Installation is carried out in the reverse order; note the following:

-
2 | Note

¢ Renew drive sprocket bolt.

& Nofe installation position of toothed belt sprocket
= ltem 12 (page 199) .

— Connect coolant connection with plug-in connector
= page 219.

? | Note

Do not reuse coolant.

— Fill up with coolant = page 193 .
Tightening torques
¢ - “2.1 Exploded view - coolant pump/thermostat”, page 198

¢ = “2.1 Exploded view - air cleaner housing”, page 251

2.7 Removing and installing coolant pump
Removing

Special tools and workshop equipment required
¢ Dirip tray for workshop hoist - VAS 6208-

VAS 6208

W00-11209

— Drain coolant = page 191 .
— Remove air cleaner housing = page 252 .
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— Unplug electrical connectors and move clear:
1- For throttle valve module - J338-

2 - For fuel pressure sender - G247- , intake manifold flap po-
tentiometer - G336- , coolant temperature sender - G62- ,
Hall sender - G40-

3- ForFSlinjectors

4 - For knock sensor 1 - G61-

5- For intake manifold flap valve - N316-

— Remove throttle valve module - J338- = page 257 .

— Lift retaining clip -2-, detach coolant connection and press to
side.

? | Note

Disregard -item 1-.

— Unplug electrical connector -1- on stage 3 oil pressure switch
- F447- and remove -item 2-.

— Remove bolts -arrows- and detach toothed belt cover.

Protected by copyright. Copying for private or commercial purposes, in pal
permitted unless authorised by AUDI AG. AUDI AG does not guarantee o
with respect to the correctness of information in this document. Copyrig| [

7 S DI

— Loosen bolts -1 ... 4- and detach toothed belt from coolant
pump.

— Remove bolts -1 ... 4- and detach coolant pump from actuator
for engine temperature regulation - N493- .
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Installing
Installation is carried out in the reverse order; note the following:
— Position coolant pump and fit toothed belt.

— Check that centring elements -arrows- and gasket -3- are
seated correctly.

— Tighten coolant pump bolts = page 200 .

— After fitting new coolant pump -2-, remove protective cap -1-
from drive sprocket.

— Connect coolant connection with plug-in connector
=> page 219.

— Install throttle valve module - J338- = page 257 .

2 | Note

Do not reuse coolant.

— Fill up with coolant = page 193 .

— After renewing or removing and installing, adaption must be
performed using = Vehicle diagnostic tester, |Guided Func-

tions|, |01 - Adapt engine temperature control ele-
ment -493|

Tightening torques

¢ = “2.2 Exploded view - electric coolant pump”, page 200

¢ = “2.1 Exploded view - air cleaner housing”, page 251

2.8 Removing and installing actuator for en-
gine temperature regulation - N493-

Removing

— Remove coolant pump = page 208 .

— Remove throttle valve module - J338- = page 257,

— Lift retaining clips -1- and disconnect coolant hoses.

2 | Note

Disregard -item 2-.
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— Unplug electrical connector -1- from actuator for engine tem-
perature regulation - N493- .

— Remove bolts -1 ... 5-.

— Detach actuator for engine temperature regulation - N493-
from centring pins and pull actuator off engine oil cooler.

Installing
Installation is carried out in the reverse order; note the following:

? | Note

Renew gaskets and O-rings.

— Lubricate new O-rings -4- lightly with coolant, for coolant refer
to = Electronic parts catalogue .

— Check whether the two centring pins are fitted in the cylinder
block; install if necessary.

— Fit connecting piece -2- into engine oil cooler -1-.

— Push actuator for engine temperature regulation - N493- -3-
onto connecting piece and centring pins in cylinder block.

— Tighten bolts for actuator for engine temperature regulation -
N493- = page 200 .

— Install throttle valve module - J338- = page 257 .
— Install coolant pump = page 208 .

? | Note

Do not reuse coolant.

— Fill up with coolant = page 193 .

— After renewing or removing and installing, adaption must be
performed using = Vehicle diagnostic tester, [Guided Func-

tions|, [01 - Adapt engine temperature control ele-

ment -493
Tightening torques

¢ - “2.1 Exploded view - coolant pump/thermostat’, page 198

-
— M
]

M19-10857
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2.9 Removing and installing coolant temper-
ature sender - G62-

Removing

« Engine cold.

— To relieve residual pressure in cooling system, open filler cap
-arrow- on coolant expansion tank briefly and then close cap
again (it should click into place).

— Remove air cleaner housing = page 252 .

— Unplug electrical connector -1-.

-
2 | Note

¢ Place a cloth underneath fo cafch escaping coolant.

& /nsert new coolant temperature sender - G62- immediately in-
to connection to avoid loss of coolant.

— Remove bolt -2- and detach coolant temperature sender -
G62- -item 3-.

Installing

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

Installation is carried out in the reverse-order;2note<the following?! AG does not guaraniee or accept any liability

with respect to the correctness of informatfion in this document. Copyright by AUDI AG

2 | Note

Fit new O-rings.

— Check coolant level = page 197 .
Tightening torques

¢ > “2.4 Exploded view - coolant temperature senders”,
page 204

¢ = “2.1 Exploded view - air cleaner housing”, page 251

2.10 Removing and installing radiator outlet
coolant temperature sender - G83-

Removing

« Engine cold.

— To relieve residual pressure in cooling system, open filler cap
-arrow- on coolant expansion tank briefly and then close cap
again (it should click into place).

— Remove noise insulation > General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .
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— Unplug electrical connector -1-.

— Pull out retaining clip -2- and remove radiator outlet coolant
temperature sender - G83- -3-.

-
? | Note

¢ Place a cloth underneath fo catch escaping coolant.

& /nsert new radiator outlet coolant temperature sender - G83-
immedjately info connection to avoid loss of coolant.

Installing

Installation is carried out in the reverse order; note the following:

? | Note

Fit new O-ring.

— Check coolant level = page 197 .
Tightening torques

¢ - General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

2.11 Removing and installing coolant valves

= “2.11.1 Removing and installing coolant shut-off valve N82 ”,
page 213

= “2.11.2 Removing and installing coolant valve for gearbox N488
”, page 214

2111  Removing and installing coolant shut-off
valve - N82-

Special tools and workshop equipment required

¢ Hose clamps, up to 25 mm - 3094-
3094

WO0-11130
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¢ Hose clip pliers - VAS 6362-

Removing
— Remove air cleaner housing = page 252 .
— Unplug electrical connector -2-.

— Use hose clamps, up to 25 mm - N82- to clamp off coolant
hoses on coolant shut-off valve - 3094- .

2 | Note

Place a cloth underneath fo catch escaping coolant.

— Release hose clips -1- and disconnect coolant hoses.

— Unscrew bolt -arrows- and detach coolant shut-off valve -
N82- .

Installing

Installation is carried out in the reverse order; note the following:

2 | Note

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

— Check coolant level = page 197 .

Tightening torques

¢ - “2.2 Exploded view - electric coolant pump”, page 200

¢ > “2.1 Exploded view - air cleaner housing”, page 251

2.11.2 Removing and installing coolant valve
for gearbox - N488-

Special tools and workshop equipment required

VAS 6362

Wioo-11227

R
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¢ Hose clamps, up to 25 mm - 3094-

¢ Hose clip pliers - VAS 6362-

Removing
— Remove air cleaner housing = page 252 .
— Unplug electrical connector -1-.

— Use hose clamps, up to 25 mm - N488- to clamp off coolant
hoses on coolant valve for gearbox - 3094- .

? | Note

Place a cloth underneath to catch escaping coolant.

— Release hose clips -2- and disconnect coolant hoses.

— Remove nuts -arrows- and detach coolant valve for gearbox -
N488- .

Installing

Installation is carried out in the reverse order; note the following:

? | Note

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

— Check coolant level = page 197 .

Tightening torques

¢ - “2.2 Exploded view - electric coolant pump”, page 200

¢ = “2.1 Exploded view - air cleaner housing”, page 251

3094 l
VAS 6362

WO0-11227

[ A19-12134

2. Coolant pump/thermostat assembly 21 5



QD Audi Q3 2012 > , Audi Q3 China 2013 >

Audr  4-cylinder direct injection engine (1.8 Itr., 2.0 ltr. 4V TFSI, generation lll) - Edition 08.2016

3 Coolant pipes

> “3.1 Exploded view - coolant pipes”, page 216

= “3.2 Removing and installing coolant pipes”, page 216

3.1 Exploded view - coolant pipes

1 - Coolant pipe (front)
U Removing and installing
=> page 216
2 - Bolt
Q Thread-forming

Q Fit and screw in bolt by !
hand so that it is —
screwed into old thread. !
Then tighten bolt to tor-
que.

0 6Nm

3 - Bolt
d 9Nm

4 - Bolt : ﬂ&

Q 9Nm
5 - Coolant pipe

6 - Bolt
0 9Nm

7 - Bolt
d 9Nm

I

A19-12114

3.2 Removing and installing coolant pipes

Special tools and workshop equipment required

2 1 6 Rep. gr.19 - Cooling
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¢ Hose clamps, up to 25 mm - 3094-

¢ Hose clip pliers - VAS 6362-

Removing

? | Note

Place a cloth under coolant pipe to catch escaping coolant.

— Clamp off coolant hoses -1, 2- with hose clamps up to 25 mm
- 3094- .

— Release hose clips and detach coolant hoses.

— Unscrew bolts -arrows- and remove coolant pipe (front).

Installing

Installation is carried out in the reverse order; note the following:

2 | Note

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

— Check coolant level = page 197 .

Tightening torques

¢ - “3.1 Exploded view - coolant pipes’,.page.216

3094

Wioo-11130

VAS 6362

WO0-11227

3. Coolant pipes 21 7
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4 Radiator/radiator fans

= “4.1 Exploded view - radiator/radiator fans”, page 218

= “4.2 Removing and installing radiator”, page 220

= “4.3 Removing and installing radiator cow!”, page 222

= “4.4 Removing and installing radiator fan V7 *, page 224

4.1 Exploded view - radiator/radiator fans

1 - Air duct

2 - Coolant hose (bottom)

Q Lift retaining clip to de-
tach

10

QO Connecting to radiator 2] i
= page 219 Protected by right. Copyingffor private or commer&ijg
ap #ied unlessTuthorised byfAUDI AG. AUDI AG doe
with re

3- O-ring %e correctngss of information in this d
O Renew after removing Fi :
1
(F i

4 - O-ring
O Renew after removing

5 - Coolant hose (top)

Q Lift retaining clip to de-
tach

Q Connecting to radiator
= page 219
6 - Coolant hose
O To coolant expansion
tank
7 - O-ring
O Renew after removing
8 - Rubber bush
Q For radiator
9 - Retaining pin
Q Use screwdriver to re-
lease and pull off
10 - Radiator

0 Remove and install to-
gether with radiator cowl

= page 220

11

16

£19-11 366

Q If renewed, refill system
with fresh coolant

11 - Condenser

O Removing and installing = Heating, air conditioning; Rep. gr. 87 ; Refrigerant circuit; Removing and

installing condenser
12 - Air duct

13 - Rubber mounting
Q For radiator

14 - Radiator bracket

15 - Bolt
d 5Nm

21 8 Rep. gr.19 - Cooling
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16 - Washer

17 - Bolt
d 4.5Nm

Connecting coolant hose with plug-in connector

(]

If damaged, renew retaining clip -4-.

Note

Remove old O-ring -2- from coolant hose -3-.

ant hose.

Press coolant hose onto connection -1- until it engages
bly.

Press coolant hose in again and then pull to check that
in connector is correctly engaged.

Radiator cowl and radiator fans

Lightly lubricate new O-ring with coolant and fit O-ring in cool-

aygi-

plug-

1 - Radiator fan control unit

1 Radiator fan control unit
- J293- with radiator fan ,
control unit 2 - J671-

Removing and installing
= page 225

2 - Bolt
0 3.5Nm

3 - Bolt
d 5Nm

4 - Radiator cowl
Q0 Removing and installing
=> page 222
5 - Radiator fan - V7-
QO Removing and installing
=> page 224
6 - Radiator fan 2 - V177-
U Removing and installing
= page 224
7 - Bolt
O 5Nm

pEfmitted unless authorised by AUDI AG.

Q

ected by copyright. Copying for private

i5 respect to the correctness of inforngi

in part or in whole, is not
lee or accept any liability

A£19-11296

4. Radiator/radiator fans 21 9
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4.2 Removing and installing radiator

? | Note

The radiator and radiator cowl can only be removed and installed
together as one unit.

Special tools and workshop equipment required
¢ Drip tray for workshop hoist - VAS 6208-

VAS 6208

W00-11209

Removing

— Remove noise insulation > General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Remove charge air cooler = page 238 .
— Place drip tray for workshop hoist - VAS 6208- underneath.

— Lift retaining clip -arrow-, disconnect coolant hose (bottom)
from radiator and drain off coolant.

A WARNING

Risk of injury as the radiator fan(s) may start up autornatically.

¢ Unplug electrical connectors before starting fo work in the
area of radiator cowl.

— Unplug electrical connector -1- for radiator fan (push retainer
to the rear -arrow- and press down release catch).

220 Rep. gr.19 - Cooling
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— Lift retaining clips -1 and 2- and disconnect coolant hoses (top
left) from radiator.

Protected by copyright. Copying for private or commercial purposes, in part or ir] §

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accq

with respect to the correctness of information in this document. Copyright by AUDT AG:.

— Release retaining pins for radiator on both sides -arrow A- and
pull out upwards -arrow B-.

— Have asecond mechanic release retaining clips -1- in direction
of -arrow A- and lift condenser -2- out of mountings on radiator
-arrows B-.

A Caution

Risk of damage fo condenser, refrigerant lines and refrigerant
hoses.

¢ Do NOT strefch, Kink or bend refrigerant lines and hoses.

— Pivot condenser forwards with pipes/hoses attached.

4. Radiator/radiator fans 221
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— Remove bolts -1- on both sides and detach radiator bracket
with radiator from lock carrier -arrow-.

— Detach radiator downwards.

— Press locking tabs on left and right sides of radiator cowl
-arrow- and at the same time lift radiator cowl off radiator.

Installing
Installation is carried out in the reverse order; note the following:

? | Note

If there are slight impressions on the fins, refer fo = page 5.

— Connect coolant hose with plug-in connector = page 219 .
— Install charge air cooler = page 238 .

[ ]
2 | Note
Do not reuse coolant. - )

— Fill up with coolant = page 193 .
Tightening torques

¢ - “4.1 Exploded view - radiator/radiator fans”, page 218

¢ > General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

4.3 Removing and installing radiator cowl
Removing

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Remove charge air cooler = page 238 .

A WARNING

Risk of injury as the radliafor fan(s) may start up automatically.

¢ Unplug electrical connectors before starting fo work in the
area of radiator cowl.

— Unplug electrical connector -1- for radiator fan (push retainer
to the rear -arrow- and press down release catch).

222 Rep. gr.19 - Cooling
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— Place drip tray for workshop hoist - VAS 6208- beneath en-
gine.

— Lift retaining clip -arrow-, disconnect coolant hose (bottom)
from radiator and drain off coolant.

— Lift retaining clips -1 and 2- and disconnect coolant hoses (top
left) from radiator.

— Remove bolts -1- on both sides and detach radiator bracket
with radiator from lock carrier -arrow-.

A18-10543

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Press locking tabs on left and right sides of radiator cowl si-
multaneously -arrow- and detach radiator cowl downwards
from radiator.

Installing
Installation is carried out in the reverse order; note the following:

— Electrical connections and routing = Current flow diagrams,
Electrical fault finding and Fitting locations.

— Connect coolant hose with plug-in connector = page 219 .
— Install charge air cooler = page 238 .

2 | Note

Do not reuse coolant.

— Fill up with coolant = page 193 . o
Tightening torques

¢ = “4.1 Exploded view - radiator/radiator fans”, page 218

¢ - General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

4.4 Removing and installing radiator fan -
V7-

= “4.4.1 Removing and installing radiator fan”, page 224

= “4.4.2 Removing and installing radiator fan control unit J293 ”,
page 225

441 Removing and installing radiator fan

Removing

? | Note

Re-install all cable ties in the same locations when installing.

— Remove radiator cowl = page 222 .

— Unplug electrical connector -1-.

— Unscrew bolts -arrows- and remove radiator fan - V7- .

224 Rep. gr.19 - Cooling
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— Unplug electrical connector -1-.
— Unscrew bolts -arrows- and remove radiator fan 2 - V177- .

Installing

Installation is carried out in the reverse order; note the following:
— Install radiator cowl = page 222 .
Tightening torques

¢ - “4.1 Exploded view - radiator/radiator fans”, page 218

| A18-10604

442 Removing and installing radiator fan
control unit - J293-

Removing

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— o-l.ake electrical.connectar--1-forradiator fan.out of bracket.and
unplugconnector-(pushiretainerito the-rear=arrow-/and:press
down release catch).

— Move electrical wiring harness going to radiator fan control unit
clear.

— Unplug electrical connector -2-.

— Unscrew bolt -arrow- and remove radiator fan control unit -1-.

? | Note

Disregard -item 3-.

Installing
Install in reverse sequence.

Tightening torques

¢ = “4.1 Exploded view - radiator/radiator fans”, page 218

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

4. Radiator/radiator fans 225
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21 — Turbocharging/supercharqi

1 Turbocharger
= “1.1 Exploded view - turbocharger”, page 226

= “1.2 Removing and installing turbocharger”, page 228

1.1 Exploded view - turbocharger
Part |
Part Il = page 227

1- O-ring
U Renew after removing
Q Lubricate with coolant

2 - Coolant supply line

3 - Bolt
0 9Nm

4 - O-ring
QO Renew after removing
O Lubricate with coolant

5 - Bolt

0 Renew

Q 20 Nm + turn 90° further
6 - Support

U For turbocharger
7 - Retaining clip

Q Check for firm attach-
ment

8 - O-ring
QO Renew after removing

9 - Bolt
0 9Nm

10 - Turbocharger air recircu-
lation valve - N249-

U Note installation posi-
tion = page 228

11 - Bolt
a 4.5Nm
12 - Heat shield
13 - Turbocharger
Q0 Removing and installing = page 228
14 - Heat shield
15 - Bolt

Q Coatthread with high-temperature paste; for high-temperature paste refer to = Electronic parts catalogue
Q 30Nm

AZ1-1087T
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16 - Bolt
d 9Nm

17 - Nut
Q 20 Nm

18 - Bolt
0 20 Nm

19 - Bolt
aQ 9Nm
20 - Heat shield

21 - Centre hex stud
Q 20 Nm

Part li
Part | = page 226

1 - Oil return line
2 - O-ring
O Renew after removing
Q Lubricate lightly with en-
gine oil
3 - Bolt
Q 25Nm
4 - Seal
O Renew after removing
5 - Turbocharger

QO Removing and installing
=> page 228

6 - Gasket
O Renew after removing
7 - Heat shield

8 - Bolt
a 9Nm
9 - O-ring
O Renew after removing
Q Lubricate lightly with en-
gine oil
10 - Oil supply line
11 - Bolt
Q 9Nm
12 - O-ring
QO Renew after removing
Q Lubricate lightly with en-
gine.oil
13 - Nut
O Renew after removing

4 Tightening torque and sequence = page 228

10

n 11 12 13

AZ1-10875

1. Turbocharger 227
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14 - O-ring
Q0 Renew after removing
O Lubricate with coolant

15 - Coolant return line

16 - Bolt
0 9Nm

17 - O-ring
O Renew after removing
Q Lubricate lightly with engine oil

18 - Bolt
d 9Nm

Turbocharger - tightening torque and sequence
— Tighten nuts in stages as follows:

Stage Nuts Tightening torque
1. -1, 2- 10 Nm
2. -3, 4- 25 Nm
3. -1, 2- 25 Nm

Fitting location of turbocharger air recirculation valve - N249-

— Note installation position -arrows-.

1.2 Removing and installing turbocharger

4

A21-11037

\[ Az1-10057

A Caution

order fo avoid further damage:
for dirt and foreign particles.

air cooler) for foreign matter.

if necessary.

If the turbocharger has suffered mechanical damage (e.g.
damaged compressor wheel), it is not sufficient merely fo fit a
new turbocharger. The following work must be performed in

¢ Check air cleaner housing, air filter element and air hoses
¢ Check the entire charge air system (including the charge

¢ If foreign matter is found in the charge air system, clean
all relevant ducts and hoses and renew charge air cooler

228 Rep. gr.21 - Turbocharging/supercharging
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Special tools and workshop equipment required
¢ Engine bung set - VAS 6122-

¢ Hose clip pliers - VAS 6362-

Removing

VAS 6122

Hit
[}

'.
® 2812 o

WO0-11228

VAS 6362

WO0-11227

A Caution

Risk of malfunctions caused by dirt.
¢ Observe = ‘3.1 Rules for cleanliness”, page 4 .

@ Note

Re-install all heat insulation sleeves in the same locations when
installing.

— Remove engine cover panel = page 41 .
— Drain coolant = page 191 .

— Remove wheel spoiler (front right) > General body repairs,
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and
installing wheel housing liner (front) .

1. Turbocharger 229
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Remove bolts -arrows-.
Remove air pipe (lift clips -1 and 2-).
Remove air cleaner housing = page 252 .

Remove bolt -arrow-.
Release hose clip -1- and detach air pipe.

Press release tabs on both sides and disconnect crankcase
breather hose -2-.

Detach air pipe.

Remove nut -2- and move earth wire -1- clear.

Release electrical connectors and detach simultaneously from
ignition coils in direction of -arrows-.

(]

Note

Disregard -item 3-.

Protected by copyright. Copying for private or commercial purpose

permitted unless authorised by AUDI AG. AUDI AG does not guarqi|@

with respect to the correctness of information in this document.

A28-10148
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Unplug electrical connectors:
- For Hall sender 3 - G300-
- Fuel metering valve - N290-
- For camshaft control valve 1 - N205-
- For exhaust camshaft control valve 1 - N318-
- For turbocharger air recirculation valve - N249-

N o o B~ DN =

- For charge pressure positioner - V465-

— Unplug electrical connectors -arrows- at actuators for cam-
shaft adjustment.

— Move electrical wiring harness clear at clip -3- and swivel it
forwards.

— Remove actuators for camshaft adjustment -F366- ... -F371-
= page 147 .

— Remove bolts -arrows- and detach heat shield -1-.

Protected by copyright. Copying for private or commercial purposes, in part |
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or
with respect to the correctness of information in this document. Copyrigh

— Release screw-type clip -2- and place it on intake funnel -1- of
catalytic converter.

— Move catalytic converter to one side.

? | Note

Disregard -item 3-.

1. Turbocharger 23 1
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— Unscrew bolts -2, 4- and nut -3- and detach heat shield -1-.

2 | Note

Place a cloth underneath to catch escaping coolant.

— Remove centre hex stud -1- and bolt -3- and detach coolant
connection -2-.

— Remove bolts -1, 3- and detach support -2- for turbocharger.

— Remove bolts -arrows- and detach oil return line -1- and cool-
ant line -2- from turbocharger.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Detach heat shield sleeve.

— Lift retaining clip -arrow- and disconnect coolant hose from
heat exchanger for heater.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Unscrew bolt -1-, detach oil supply line -2- from turbocharger
and press to one side.

— Remove nuts -arrows-.
— Pull turbocharger off studs towards rear and lift it out.
Installing

Installation is carried out in the reverse order; note the following:

[ ]
? | Note

| A21-11032

¢ Renew seals, gaskets, O-rings and self-locking nuts.

& Lubricate studs for turbocharger with high-temperature paste.
For high-temperature paste refer fo = Electronic parts cata-
logue .

& Fill turbocharger with engine oil at connection for oil supply
line.

¢ Hose connections and charge air system hoses must be free
of oil and grease prior fo fitting.

& Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

— Install catalytic converter = page 292 .

— Align the exhaust system so it is free of stress = page 289 .

? | Note

Do not reuse coolant.

— Fill up with coolant = page 193 .
— Check oil level = Maintenance ; Booklet 820 .

? | Note

After installing turbocharger, allow engine to idle for approx. 1 mi-
nute and do not rev up immediately fo ensure turbocharger is
supplied with oll.

Tightening torques

¢ = “1.1 Exploded view - turbocharger”, page 226

¢ = “2.1 Exploded view - charge air system”, page 235

¢ = “2.1 Exploded view - air cleaner housing”, page 251

¢ - General body repairs,exterior; Rep. ar. .66.; Wheel housing
liners; Exploded-view:~wheelhousing liner(front)

234 Rep. gr.21 - Turbocharging/supercharging
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2 Charge air system

= “2.1 Exploded view - charge air system”, page 235

= “2.2 Exploded view - hose connections for charge air system”,
page 236

= “2.3 Removing and installing charge air cooler”, page 238

> “2.4 Removing and installing charge pressure sender G31 ",
page 239

= “2.5 Checking charge air system for leaks”, page 239

2.1 Exploded view - charge air system

-
? | Note

& Check that all air pipes and hoses and vacuum lines are cor-
rectly fitted and that there are no leaks before carrying out tests
or repairs.

& Observe rules for cleanliness = page 4 .

T-Air pipe (rear left)
2 - O-ring
O Renew after removing

3 - Charge pressure sender -
G31-

QO Removing and installing
= page 239

4 - Bolt
Q Thread-forming

4 Fit and screw in bolt by
hand so that it is
screwed into old thread.
Then tighten bolt to tor-
que.

Q 3.5Nm
5 - Air hose
6 - Air hose

7 - Bolt with sleeve
Q 9Nm

8 - Grommet
4 Renew if damaged

9 - Air pipe (front left)
10 - Grommet

4 Renew if damaged
11 - Spacer sleeve

12 - Nut
Q 9Nm

13 - Air hose

23 __H21—1IZEI'.’9

14 - Charge air cooler
O Removing and installing = page 238

2. Charge air system 235
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15 - Bolt
d 9Nm

16 - Air hose
17 - O-ring

Q0 Renew after removing
18 - Bracket

19 - Bolt
Q Thread-forming
U Fit and screw in bolt by hand so that it is screwed into old thread. Then tighten bolt to torque.
a 3.5Nm

20 - Air pipe (right-side)
21 - Retaining clip
Q Check for firm attachment

22 - Bolt with sleeve
O 9Nm

23 - Grommet
O Renew if damaged

24 - Air hose
25 - O-ring
O Renew after removing

26 - Bolt with sleeve
d 9Nm

27 - Grommet
QO Renew if damaged

2.2 Exploded-view~hose:connections-for
charge air-system

With hose clips

@ Note

¢ Hose connections and air pipes/hoses must be free of oil and
grease prior fo fitting.

& Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

& The screw sections of used screw-type clips must be sprayed
with rust remover prior to fitting so that the air hoses can be
attached securely to the hose connections.
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T
1
2

ightening torque for:
- Hose clip with width -a- = 13 mm: 5.5 Nm
- Hose clip with width -b- =9 mm: 3 Nm

With plug-in connector

A Caution

Make sure the retaining clip is not in the locked position when
fitfing air pipes/hoses with plug-in connectors, otherwise the
seal can be damaged and will not seal off properly.

¢ Nofe assembly instructions.

A21-10348

Removing

Release plug-in connector 'by°pulling‘out rétaining clip
-arrow-. Disconnect air pipe (do_hot use tools of any Kind).

Installing

Position seal in groove on air hose if seal is being renewed.

Make sure the seal is correctly seated in the groove all round
and that it is not twisted.

Lubricate sealing surface and seal.

Release retaining clip (position -1-).
Push air pipe into plug-in connector as far as stop.

Move retaining clip to locked position -2- and press air pipe
down again.

Then pull air pipe to check that it is fitted correctly and that
plug-in connector is locked.

N21-10133
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2.3 Removing and installing charge air cool-
er

Removing

— Remove lock carrier cover and closure plate at bumper cover
= General body repairs, exterior; Rep. gr. 63 ; Bumper (front);
Removing and installing attachments .

— Unclip air ducts -1 and 2-.

— Release hose clip -arrow- and detach air hose from charge air
cooler.

— Remove bolt -1-.

— Release hose clip -1- and detach air hose from charge air
cooler Protected by copyright. Copying for private or commercial purp
: permitted unless authorised by AUDI AG. AUDI AG does not g

— Push catch down -arrow A-‘and move'top'of charge air' cooler o
slightly in direction of -arrow B-.

— Disengage and detach charge air cooler upwards.
Installing

Installation is carried out in the reverse order; note the following:

[ ]
? | Note

& [fthere are slight impressions on the fins, refer fo = page 5 .
& Secure all hose connections with the correct type of hose clips
(same as original equijpment) = Electronic parts catalogue .

— Install closure plate at bumper cover and lock carrier cover =
General body repairs, exterior; Rep. gr. 63 ; Bumper (front);
Exploded view - bumper cover .

Tightening torques

¢ - “2.1 Exploded view - charge air system”, page 235

¢ > “2.2 Exploded view - hose connections for charge air sys-
tem”, page 236
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24 Removing and installing charge pres-
sure sender - G31-

Removing

— Remove air cleaner housing = page 252 .

— Unplug electrical connector -2-.

— Unscrew bolts -1- and pull charge pressure sender - G31- out
of air pipe.

Installing
Installation is carried out in the reverse order; note the following:

-

? | Note
Fit new O-ring.
Tightening torques

¢ = “2.1 Exploded view - charge air system”, page 235

¢ - “2.1 Exploded view - air cleaner housing'n'page 254

25 Checking charge air system for leaks
Special tools and workshop equipment required

¢ Charge air system tester - V.A.G 1687- with end seal - V.A.G
1687/5- V.A.G 1687

WO0-11217

Procedure

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Lift retaining clip -A- and detach air hose -B-.

po

M21-10041
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— Fitend seal - V.A.G 1687/5- onto air hose -A- and turn by ap-
prox. 90° -arrow B- to engage.

— Connect hose of charge air system tester -V.A.G 1687- to end
seal - V.A.G 1687/5- as shown on illustration.

] j
MB _} V.A.G 1687/5

[T!DID
2

\.\\ \Ls%

i
J

=)

- o
V.A.G 1687 ‘“-’
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Prepare charge air system tester - V.A.G 1687- as follows: V.A G 1687

— Unscrew pressure control valve -2- completely and close
valves -3- and -4-.

» Make sure knob is pulled out before turning pressure control
valve -2-.

— Using a commercially available connection piece, connect
charge air system tester - V.A.G 1687- to compressed air -1-.

g
—~ —
| ? | Note
6
If there is water in sight glass, remove drain plug -6- and drain
walter.

— Open valve -3-.

A Caution

Risk of damage if pressure is set foo high.

¢ The pressure must not exceed 0.5 bar.

— Adjust pressure to 0.5 bar via pressure control valve -2-.

— Open valve -4- and wait until test system is pressurised. If
necessary, adjust pressure to 0.5 bar again.

— Check charge air system for audible leaks or leaks that can be
felt with the hand; apply commercially available leak detecting
spray or use ultrasonic tester - V.A.G 1842- .

@ Note

& A small amount of air escapes through the valves and enfers
the engine. Therefore it is not possible fo perform a pressure
retention test.

& For operation of ultrasonic tester -V.A.G 1842-, refer to =
Operating instructions.

. -Release-pressure in.test circuit-by detaching hose coupling
from adapter before removing adapfter.

Assembling

Installation is carried out in the reverse order; note the following:

@ Note

Renew gasket and O-rings.

Tightening torques

¢ - “2.2 Exploded view - hose connections for charge air sys-
tem”, page 236

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

2. Charge air system 241
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24 — Mixture preparation - injection

1 Injection system

= “1.1 Overview of fitting locations - injection system”,

page 242

1.1 Overview of fitting locations - injection system

Overview of fitting locations - engine compartment

1 - Engine control unit - J623-
O Removing and installing
> page 284
2 - Brake servo pressure sen-
sor - G294-
Q Fitting location
=> page 244
3 - Accelerator position sender
- G79- and accelerator position
sender 2 - G185-
Q Fitting location
=> page 243
4 - Brake light switch - F-/
brake pedal switch - F63-
Q Fitting location
> page 243

5 - Clutch position sender -
G476-

Q Only fitted on vehicles
with manual gearbox
Q Fitting location
= page 243
6 - Gearbox neutral position

sender - G701-/ reversing light
switch - F4-

Q Only fitted on vehicles
with manual gearbox
Q Fitting location
= page 244
7 - Coolant shut-off valve -
N82-
Q Fitting location
=> page 244
Q Exploded view = page 200

8 - Radiator outlet coolant temperature sender - G83-
Q Fitting location = page 244
O Exploded view > page 204

9 - Coolant valve for gearbox - N488-
Q Fitting location = page 245
O Exploded view = page 200

10 - Charge pressure sender - G31-
Q Fitting location = page 245

242 Rep. gr.24 - Mixture preparation - injection
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U Exploded view = page 235

Fitting location of accelerator position sender - G79-/ accelerator
position sender 2 - G185-

4 |n accelerator pedal module

2 - Electrical connector for accelerator pedal module

-
? | Note

& The accelerator position sender - G79- and accelerator posi-
tion sender 2 - G185- are infegrated in the accelerator pedal
module and cannot be renewed individually.

& The illustration shows the set-up for left-hand drive vehicles.
Removing and installing accelerator pedal module = Fuel supply
system; Rep. gr. 20 ; Accelerator mechanism; Removing and

installing accelerator pedal module with accelerator position
sender -G79- / -G185- .

Fitting location of brake light switch - F-/ brake pedal switch - F63-
and vacuum sender - G608-

4 On brake master cylinder in engine compartment
1- Brake light switch - F- / brake pedal switch - F63-
2 - Vacuum sender - G608-

Removing and installing brake light switch - F- / brake pedal
switch - F63- = Brake system; Rep. gr. 47 ; Brake servo/brake
master cylinder; Removing and installing brake light switch

Fitting location of clutch position sender - G476-
¢ On clutch master cylinder (bottom)

Integrated functions: clutch pedal switch for engine start - F194-
and clutch pedal switch - F36-

4 - Electrical connector for clutch position sender - G476-

Removing and installing clutch position sender - G476- = Rep.
gr. 30 ; Clutch mechanism; Removing and installing clutch posi-
tion sender - G476-

A47-10031

| N30-10187
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Fitting location of brake servo pressure sensor - G294-

2 - Electrical connector for brake servo pressure sensor - G294-

Fitting location of gearbox neutral position sender - G701- / re-
versing light switch - F4-

¢ On manual gearbox (front left)

1 - Electrical connector for gearbox neutral position sender -
G701-

2 - Electrical connector for reversing light switch - F4-

Protected by copyright. Copying for private or commercial pu
permitted unless authorised by AUDI AG. AUDI AG does no
with respect to the correctness of information in this docu

Fitting location of coolant shut-off valve - N82-
¢ On left side of cylinder head
2 - Electrical connector for coolant shut-off valve - N82-

Fitting location of radiator outlet coolant temperature sender -

¢ In coolant connection (bottom right)

1 - Electrical connector for radiator outlet coolant temperature
sender - G83-

i

- . ‘L
[ ate-11818 |4

==l S T
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Fitting location of charge pressure sender - G31-
4 In air pipe (front) on engine

2 - Connect electrical connector for charge pressure sender -
G31-

A21-10652 |

Fitting location of coolant valve for gearbox - N488-
¢ On front of gearbox
1- Electrical connector

2 - Coolant valve for gearbox - N488-

Protected by copyright. Copying for private or commercial purposes, in part or

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or acq:

with respect to the correctness of information in this document. Copyright b

Overview of fitting locations - engine (inlet side)
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1 - Knock sensor 1 - G61-
O Exploded view
=> page 294

2 - Fuel pressure sender -
G247-

U Exploded view
= page 261
3 - Injector, cylinder 1 - N30-
Q For FSI engines

Q Fitting location
=> page 247

Q0 Exploded view
= page 261
4 - Injector, cylinder 2 - N31-
Q For FSI engines
Q Fitting location
=> page 247
U Exploded view
= page 261
5 - Injector, cylinder 3 - N32-
Q For FSI engines
Q Fitting location
=> page 247
O Exploded view
= page 261
6 - Injector, cylinder 4 - N33-
Q For FSI engines
Q Fitting location
=> page 247
QO Exploded view
= page 261

7 - Hall sender - G40-
O Exploded view = page 294

8 - Intake manifold flap valve - N316-
QO Exploded view = page 261

9 - Coolant temperature sender - G62-
U Exploded view = page 204

10 - Throttle valve module - J338-

Q With throttle valve drive for electric throttle - G186- , throttle valve drive angle sender - G187- and throttle

valve drive angle sender 2 - G188-
Q0 Exploded view = page 253

11 - Stage 3 oil pressure switch - F447-
Q0 Exploded view = page 178

12 - Engine speed sender - G28-
a Exvme@bvieww%t.QE%QQLWWaIe or commercial purposes, in part or in whole, is not

permitted unless authorised by AG. AUDI AG does not guarantee or accept any liability

13 - Continued coolant circulation pump <" V/§1wcument. Copyright by AUDIAG.
O Exploded view = page 200
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Fitting location of injectors for FSI engines

1- Injector, cylinder 1 - N30-
2 - Injector, cylinder 2 - N31-
3 - Injector, cylinder 3 - N32-
4 - Injector, cylinder 4 - N33-

5- Fuel pressure sender - G247-

6 - Knock sensor 1 -G61-

s o

AZ4-11116 |

Overview of fitting locations - engine (exhaust side)

1 - Lambda probe after catalyt-
ic converter - G130- and Lamb-
da probe heater 1 after catalyt-
ic converter - Z29-
Q Exploded view
= page 281
2 - Lambda probe - G39- and
Lambda probe heater - Z19-
U0 Exploded view
= page 281
3 - Charge pressure positioner
- V465- / position sender for
charge pressure positioner -
G581-
U4 Exploded view
= page 226
4 - Qil level and oil temperature
sender - G266-
O Exploded view
= page 160

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability

A24-11575

Overview of fitting locations - engine (pulley end)
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1 - Turbocharger air recircula-
tion valve - N249-

Q0 Exploded view
> page 226
2 - Exhaust camshaft control
valve 1 - N318-

3 - Camshaft control valve 1 -
N205-
4 - Oil pressure switch - F22-
U Exploded view
=> page 178

5 - Oil pressure switch for re-
duced oil pressure - F378-
O Exploded view
=> page 178
6 - Piston cooling jet control
valve - N522-
U Exploded view
> page 178
7 - Valve for oil pressure con-
trol - N428-

O Exploded view
= page 178

A24-11578

Overview of fitting locations - engine (view from above)

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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1 - Activated charcoal filter sol-

enoid valve 1 - N80- 4 5 67 89 10
2 - Ignition coil 1 with output
stage - N70-
QO Exploded view
= page 294

3 - Actuator 1 for camshaft ad-
justment - F366-

4 - Actuator 2 for camshaft ad- : S A ' d __ i : \ 12
justment - F367- 3 ; )

5 - Actuator 3 for camshaft ad-
justment - F368-

6 - Actuator 4 for camshaft ad-
justment - F369-

7 - Actuator 5 for camshaft ad-
justment - F370-

8 - Actuator 6 for camshaft ad-
justment - F371-

9 - Actuator 7 for camshaft ad-
justment - F372- 1

10 - Actuator 8 for camshaft
adjustment - F373-

Protected by copyright. Copying for private or commercl{l purposes,
perm\ttgcﬂum@ﬁts@ QV,BJDI .QODI AG dog} not guaranti

with res;ﬁ:t tcr:ﬂmra(ér&s\sli%m;ormanon in this fppcument. Copy
= page 294

12 - Fuel metering valve -
N290- or fuel pressure regulat-
ing valve - N276-

O Fuel metering valve -
N290- or fuel pressure
regulating valve - N276- 22 21 20 18 18
may be fitted, depend-
ing on version

O Integrated in high-pressure pump

A4-11577

13 - Ignition coil 4 with output stage - N292-
U1 Exploded view = page 294

14 - Injector 2, cylinder 4 - N535-
4a For MPI engines
Q Fitting location = page 250
Q0 Exploded view = page 262
15 - Ignition coil 3 with output stage - N291-
U1 Exploded view = page 294
16 - Injector 2, cylinder 3 - N534-
4a For MPI engines
Q Fitting location = page 250
Q0 Exploded view = page 262
17 - Fuel pressure sender for low pressure - G410-
U Exploded view = page 262
18 - Intake air temperature sender - G42- / intake manifold pressure sender - G71-
Q4 Exploded view = page 253

1. Injection system 249
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19 - Injector 2, cylinder 2 - N533-
Q For MPI engines
Q Fitting location = page 250
Q0 Exploded view = page 262

20 - Ignition coil 2 with output stage - N127-

21 - Injector 2, cylinder 1 - N532-
O For MPI engines
Q Fitting location = page 250
U Exploded view = page 262

22 - Intake manifold flap potentiometer - G336-
U Exploded view = page 261

Fitting location of injectors for MPI engines

1- Injector 2, cylinder 1 - N532-

2 - Injector 2, cylinder 2 - N533-

3 - Injector 2, cylinder 3 - N534-

4 - Injector 2, cylinder 4 - N535-

5- Fuel pressure sender for low pressure - G410-

6 - Intake air temperature sender - G42- / intake manifold pres-
sure sender - G71-

AZ4-11115
TR =
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2 Air cleaner

= “2.1 Exploded view - air cleaner housing”, page 251

= “2.2 Removing and installing air cleaner housing”, page 252

2.1 Exploded view - air cleaner housing

1 - Air duct
Q On lock carrier

O Remove any salt resi-
due, dirt and leaves

2 - Speed nut

3 - Bolt
0 1.5Nm

4 - Air duct

@ On air cleaner (bottom
section)

0 Remove any salt resi-
due, dirt and leaves
5 - Air cleaner (bottom section)

0 Remove any salt resi-
due, dirt and leaves

U Removing and installing
air cleaner housing

=> page 252
6 - Filter element

Q Always use genuine
part for air filter element

Q Removing and installing
= Maintenance ; Book-
let 820

Q Change intervals >
Maintenance tables

7 - Vacuum hose

8 - Bolt
Q Eor air cleaner (top sec-
0 1aN L TP

9 - Air cleaner (top section)
O Check for dirt

10 - Air hose
4 To turbocharger
Q Check for dirt
11 - Spring-type clip
12 - Bolt
Q With captive washer and spacer sleeve
Q 8Nm
13 - Grommet
14 - Bolt
O Tightening torque = Electrical system; Rep. gr. 27 ; Battery; Exploded view - battery

2. Air cleaner 251
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15 - Battery tray
0 Removing and installing = Electrical system; Rep. gr. 27 ; Battery; Removing and installing battery tray

16 - Grommet
17 - Water drain hose
a Clean
18 - O-ring
QO Renew after removing

22 Removing and installing air cleaner
housing

Removing

— Detach hose -2-.

— Release hose clip -3- and detach air hose.

— Unscrew bolts -1 and 4- and detach air cleaner housing.

Installing

— Disconnect water drain hose -arrow- from air cleaner (bottom
section) and clean any dirt and leaves out of connection and
hose.

— When installing the air filter element, check that it is properly
centred in the retainer in the bottom section of the air cleaner
housing.

— Carefully fit top section of air cleaner onto bottom section,
without applying any force. Make sure the top section of the
air cleaner is fitted straight on the air filter element (note posi-

tion of sealing lip on air filter element).
The remaining installation steps are carried out in the reverse se-
quence.
Tightening torques

¢ - “2.1 Exploded view - air cleaner housing”, page 251

252 Rep. gr.24 - Mixture preparation - injection
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3 Intake manifold

= “3.1 Exploded view - intake manifold”, page 253

= “3.2 Removing and installing intake manifold”, page 254

= “3.3 Removing and installing throttle valve module J338 ”, page

257

> “3.4 Cleaning throttle valve module”, page 259

3.1 Exploded view - intake manifold

1-Bolt
0 20 Nm

2 - Support for intake manifold

3 - Nut
ad 10 Nm

4 - Bonded rubber bush
d 5Nm

5 - Bolt
d 7Nm

6 - Throttle valve module -
J338-

Q Including throttle valve
drive for electric throttle
- G186-, throttle valve
drive angle sender 1 for
electric throttle - G187-
and throttle valve drive
angle sender 2 for elec-
tric throttle - G188-

Q Throttle valve module -
J338- must be re-adap-
ted to engine control unit
- J623- after it has been
removed, installed or re-
newed; see “Guided
Functions” using = Ve-
hicle diagnostic tester

7 - Seal
O Renew after removing

8 - Intakeimanifold

Q Removing and installing
=> page 254

9 - Intake manifold flap poten-
tiometer - G336-

10 - Ball stud
O For engine cover panel
Q 5Nm
11 - O-ring
O Renew after removing
12 - Bolt
Q 15Nm

Tt 12 1314 15 16 17 18

24

3. Intake manifold 253
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13 - Intake air temperature sender - G42- / intake manifold pressure sender - G71-
QO Removing and installing = page 274

14 - Bolt
U Tighten in several stages and in diagonal sequence
Q 9Nm

15 - Ball stud
Q For engine cover panel
0 5Nm

16 - Bracket
Q For electrical connector

17 - Bolt
0 5Nm

18 - Nut
Q 9Nm
Q Tighten in several stages and in diagonal sequence

19 - Gasket
Q0 Renew after removing

20 - Vacuum hose
21 - Intake manifold flap valve - N316-
22 - Vacuum hose

23 - Bracket
Q For electrical connectors

24 - Bolt
d 5Nm

3.2 Removing and installing intake manifold

Special tools and workshop equipment required

¢ Hose clip pliers - VAS 6362-
VAS 6362

WO0-11227

Removing

— Remove engine cover panel = page 41 .

— Remove air cleaner housing = page 252 .

— Remove throttle valve module - J338- = page 257 .

254 Rep. gr.24 - Mixture preparation - injection
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— Remove bolts -arrows- at coolant pipe (front).

l Note

Disregard items -1 and 2-.

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Release hose clips -1, 2- and remove air hose.

— Seal openings with clean plugs from engine bung set - VAS
6122- .

Unplug electrical connector -2- and move wiring clear.
— Release hose clip -1- and move coolant hose -3- clear.
— Unscrew bolts -arrows- and detach air pipe.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.

— Move electrical wiring harness clear.

— Unscrew nut -3- and bolt -1- and remove support -2- for intake
manifold.

\[Az1-10835 ||

3. Intake manifold 255
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— Unplug electrical connectors and move wiring clear:
1- Forintake manifold flap potentiometer - G336-

2 - For fuel pressure sender for low pressure - G410-
3 - Main connector for MPI injectors

4 - Forintake air temperature sender - G42-

5- For Hall sender - G40-

6 - For throttle valve module - J338-

— Unplug electrical connector -1- at intake manifold flap valve -
N316- .

— Disconnect vacuum hose -2-.

— Move fuel hose -1- clear at intake manifold.

A WARNING

The fuel system is pressurised.

Risk of injury as fuel may spray out.
¢ Put on safety goggles.
¢ Put on protective gloves.

¢ Release pressure (wrap clean cloth around connection
and open connection carefully).

— Vehicles with MPI engine: Release hose clip -2- and detach
fuel hose.

— Unscrew bolt -arrow- and union nuts -1, 2-.
— Detach high-pressure pipe.

-
2 | Note

¢ Use a clean cloth fo catch escaping fuel.

& Seal off open connections with clean caps. Make sure no dirt
gets into the fuel system.

Protected by copyright. Copying for private or commercial purposes, in pg

permitted unless authorised by AUDI AG. AUDI AG does not guarantee OT-accept any rapim
with respect to the correctness of information in this document. Copyright by AUDI AG.
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Remove bolts -arrows- and nuts -1, 2-.

Detach electrical connectors -1, 4- from bracket.

Detach intake manifold and unclip electrical connector -2- from
bracket. If necessary, unplug electrical connector.

2 | Note

Disregard -item 3-.

? | Note

Protected by copyright. Copying for private or commercial purposes, in parf

permitted unless authorised by AUDI AG. AUDI AG does not guarantee orf
Block off intake po,’[s withareleancclotf.ness of information in this document. Copyright by AUDI AG.

Installing

_Installation is carried out in the reverse order; note the follow-
ing:

-
2 | Note

Renew gasket.
Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

Fit intake manifold onto studs (top left and top right) on cylinder
head.

Install engine cover panel = page 41 .

Tightening torques

¢

*
.
*
*

= “4.1.1 Exploded view - fuel rail with injectors, FSI engines”,
page 261

= “6.1 Exploded view - high-pressure pump”, page 276

= “3.1 Exploded view - coolant pipes”, page 216

= “2.1 Exploded view - air cleaner housing”, page 251

= “2.2 Exploded view - hose connections for charge air sys-
tem”, page 236

¢ > General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation
3.3 Removing and installing throttle valve
module - J338-

Special tools and workshop equipment required
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¢ Hose clip pliers - VAS 6362-

Removing
— Remove engine cover panel = page 41 .

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

Release hose clips -1, 2- and remove air hose.

Seal openings with clean plugs from engine bung set - VAS
6122- .

— Unplug electrical connector -2- and move wiring clear.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not

— Release hoseclip'=1-"and’move’'coolant hose 3= clear; 2 liability

with respect to the Correctness of information in this document. Copyright by AUDI AG.

— Unscrew bolts -arrows- and detach air pipe.

— Remove bolts -arrows- and push coolant pipe towards front
with coolant hoses -1 and 2- connected.

VAS 6362

Wioo-11227
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— Unplug electrical connector -1- at throttle valve module -
J338-.

— Remove bolts -arrows- for throttle valve module - J338- and
detach throttle valve module - J338- .

Installing

Installation is carried out in the reverse order; note the following:

? | Note

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Electronic parts catalogue .

— Clean sealing surface for seal.
— Renew seal after removing.
— Install engine cover panel =.page 41 .

— After renewing throttle valve module, perform “Adaption” in
“Guided Functions” = Vehicle diagnostic tester.

Tightening torques
¢ - “3.1 Exploded view - intake manifold”, page 253

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

3.4 Cleaning throttle valve module

Procedure

? | Note

Take care not to scratch the throttle valve housing when cleaning
it

— Remove throttle valve module - J338- = page 257 .

— Open throttle valve by hand and hold it in open position with a
suitable object (plastic or wood) -arrow-.

A WARNING

Acetone is highly lammable. Please observe all accident pre-
vention regulations and safely precautions when handling
flammable liquids. Do not use compressed air when cleaning
the throftle valve. Wear safety goggles and profective clothing
fo avoid possible injury and skin contact.

M24-10125
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— Clean throttle valve housing thoroughly, especially around the
points -arrows- where the throttle valve closes, using com-
mercially available acetone and a small brush.

— Wipe out throttle valve housing with a lint-free cloth.

— Allow acetone to evaporate completely and re-install throttle
valve module after cleaning.

— After installing throttle valve module, perform “Adaption” in
“Guided Functions” > Vehicle diagnostic tester.

M24-10124
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4 Injectors

= “4.1 Exploded view - fuel rail with injectors”, page 261

= “4.2 Removing and installing fuel rail”, page 263

= “4.3 Removing and installing injectors”, page 263

= “4.4 Cleaning injectors”, page 268

4.1 Exploded view - fuel rail with injectors

= “4.1.1 Exploded view - fuel rail with injectors, FSI engines”,

page 261

= “4.1.2 Exploded view - fuel rail with injectors, MPI engines”,

page 262

4.1.1 Exploded view - fuel rail with injectors, FSI engines

1-Bolt
d 9Nm

2 - Fuel rail for FSI injectors
Q Removing and installing
=> page 263

3 - Fuel pressure sender -
G247-

U Lubricate taper lightly
with clean engine oil; do
not lubricate thread

Q Removing and installing
= page 270

Q 22 Nm
4 - Support ring

O Renew after removing
5 - O-ring

O Renew after removing
6 - Spacerring

QO Renew after removing

- Injector

4 Ensure correct installa-
tion position.

Q0 Removing and installing
> page 263

8 - Sealing element

9 - Combustion chamber ring
seal

Q Renewing after injector
has been removed

= page 263
10 - Connecting piece

a
QO Renew after removing
Q

Q 40 Nm

r-
i
1
i
1
i
1
i
i
1
|
i
i

A2d-11411

For high-pressure pipe on fuel rail

Lubricate threads lightly with clean engine ail
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11 - Bolt
d 5Nm

12 - High-pressure pipe

U Lubricate ball lightly with clean engine oil

0 20 Nm

41.2 Exploded view - fuel rail with injectors, MPI engines

1 - Retaining clip
Q For fuel pressure send-
er for low pressure -
G410-
2 - O-ring
Q0 Renew after removing
3 - Adapter

QO Must be screwed onto
fuel pressure sender for
low pressure - G410-
-item 4-

Q 15Nm
4 - Fuel pressure sender for
low pressure - G410-

Qd Must be screwed onto
adapter -item 3-

U Removing and installing
=> page 273
Q 15Nm

5 - Fuel rail for MPI injectors
6 - Bolt
Q 9Nm
7 - Spring-type clip
0 Renew
8 - Fuel supply line

Q Tofuel rail for MPlinjec*
tors

O Install so that parts are
free of tension

9 - Retaining clip
10 - O-ring
QO Renew after removing

11 - Injector

U Ensure correct installation position.
0 Removing and installing = page 267

12 - O-ring
O Renew after removing

10

11
L
T e 99

A24-11661

262 Rep. gr.24 - Mixture preparation - injection




Audi Q3 2012 >, Audi Q3 China 2013 > ()
4-cylinder direct injection engine (1.8 lir., 2.0 ltr. 4V TFSI, generation Ill) - Edition 08.2016 Aud

4.2 Removing and installing fuel rail

? | Note

The following procedure applies to FSI engines.

Removing

? | Note

Re-install all cable ties in the same locations when installing.

— Remove intake manifold = page 254 .

— Unplug electrical connector -1- at fuel pressure sender -
G247-.

— Remove bolts -arrows-.

— Move wiring duct -2- clear of fuel rail and detach fuel rail from
injectors.

? | Note

Unplug electrical connectors of any injectors that remained
lodged in fuel rail.

Installing

Installation is carried out in the reverse order; note the following:
— Install intake manifold = page 254 .

Tightening torques

¢ - “4.1.1 Exploded view - fuel rail with injectors, FSI engines”,

f
A24-11450

page 261

4.3 Removing and installing injectors

= “4.3.1 Removing and installing injectors, FSI engines”,

page 263

= “4.3.2 Removing and installing injectors, MPI engines”,

page 267

4.3.1 Removing and installing injectors, FSI
engines

Special tools and workshop equipment required

4. Injectors 263
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¢ Tool set for FSI engines - T10133 C-
T10133 C

> 4
", %o
G

W0o0-11512

Removing

? | Note

Injectors must only be installed when the engine is cold.

— Remove fuel rail = page 263 .

? | Note

Carefully pull out any injectors that remain lodged in the fuel rail.

— Remove the injectors if they remain lodged in the cylinder
head.

— Cover open inlet ports with a clean cloth.

— Unplug electrical connector on injector that is to be removed
and pull off support ring.

— Slide sleeve -T10133/18- over injector.

— Knock against sleeve several times with a plastic hammer
-1- to loosen injector.

-
2 | Note

& Use a forque wrench to pull out injector.
& Adjust forque wrench fto 5 Nm.

& Observe correct torque fo avoid irreparable damage fo injec-
tor.

AZ4-11140
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Fit puller -T10133/2A- to groove on injector.
Then fit guide puller T10133/16A .
Pull out injector by turning bolt with torque wrench -1-.

If injector does not come loose after limit torque of 5 Nm is
reached, remove puller and repeat procedure using stop
sleeve to loosen injector.

Dismantling injector

Pull O-ring -6- and spacer ring -5- off injector -4-.
Unclip sealing element -1-.

Carefully remove old combustion chamber ring seal -3-. To do
s0, cut open combustion chamber ring seal using knife or prise
open with small screwdriver and then pull off forwards.

@ Note

Take care not fo damage groove on injector. Injector must be re-
newed if groove is damaged.

Installing

¢

@ Note

Renew sealing element, combustion chamber ring seal and
O-ring.

Renew spacer ring if damaged.
Lubricate O-rings of injectors lightly with clean engine oil.
Before new combustion chamber ring seal is fitted, any com-

bustion residue must be removed from ring groove and injector
stem using a clean cloth.

Fit assembly cone -T10133/5- with new combustion chamber
ring seal -1- onto injector -2-.

A24-107495

K—— T10133/5

R

1l —2
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2

(i

Using assembly sleeve -T10133/6- , push combustion cham-
ber ring seal onto assembly cone -T10133/5- as far as it will

go.

Turn assembly sleeve - T10133/6- upside down and push
combustion chamber ring seal to end of assembly cone -
T10133/5-.

Remove assembly cone - T10133/5- and push combustion
chamber ring seal into sealing ring groove using assembly
sleeve - T10133/6- .

Push calibration sleeve -T10133/7- onto injector as far as it will
go and simultaneously turn it slightly (approx. 180°).

Pull calibration sleeve -T10133/7- off again by turning it in the
opposite direction.

Push calibration sleeve -T10133/8- onto.injector as far.as,it-will
go and simultaneously turn it slightly-(approx:<$807°):

Pull calibration sleeve -T10133/8- off again by turning it in the
opposite direction.

Fully assemble injector using parts from repair kit.

Note

The combustion chamber ring seal on the injector must not be
oiled or greased.

Make sure that there is no cleaning fluid or oil in the holes in
the cylinder head when installing the injectors.

T10133/5—_T

|

N24-10039

T10133/ —

T10133/6

N24-10040

T10133/7

T10133/8
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— Before installing injectors, thoroughly clean apertures for in-
jectors in cylinder head using supplied nylon brush -
T10133/4- .

— Press injector by hand as far as it will go into aperture in cyl-
inder head, having first made sure that it is free of oil and
grease. Ensure that the injector is properly seated in the cyl-
inder head.

? | Note

I/t should be possible to insert injector easily. If necessary wait
until the combustion chamber ring seal has contracted sufficient-

ly.

* Lug-1-and hole -arrow- in cylinder head must face each other.
— Fit support ring onto injector.

— Lightly lubricate O-rings for injectors with clean engine oil.

— Position fuel rail on injectors and press into place evenly.

— Install fuel rail = page 263 .

4.3.2 Removing and installing injectors, MPI
engines
Removing

— Remove engine cover panel = page 41 .

Unplug electrical connectors:

2 - For fuel pressure sender for low pressure - G410-

3 - For intake air temperature sender - G42-

4 - Intermediate connector for MPI injectors

— Move electrical wiring harness -1- clear at engine lifting eye.
— Remove bolts -arrows- from MPI fuel rail.

— Remove bolt -5- on bracket for electrical connector.

— Carefully lift out fuel rail with injectors.

_— __A24-111D=1
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— Unplug electrical connector -4-.

— Release retaining clip -2- and detach injector -3- from fuel rail
-1-.

Installing

— Renew O-rings -1, 4- on injector -2-.

— Lubricate O-rings with clean engine oil prior to installation.
— Use retaining clip -3- to secure injector on fuel rail.

— Plug in electrical connectors.

— Press fuel rail with injectors by hand as far as it will go into
aperture of intake manifold (make sure that it is free of oil and
grease).

The remaining installation steps are carried out in the reverse se-
quence.

Tightening torques

¢ - “4.1.2 Exploded view - fuel rail with injectors, MPI engines”,
page 262

¢ = “3.1 Exploded view - coolant pipes”, page 216

4.4 Cleaning injectors

E Note

The following procedure applies to FSI engines.

Special tools and workshop equipment required

¢ Ultrasonic cleaning unit - VAS 6418-

¢ Mounting plate for injection modules - VAS 6418/1-
¢ Cleaning fluid > Electronic parts catalogue
Cleaning

— Close drain tap -arrow- on ultrasonic cleaning unit-'VAS 6418-
(located on right side of housing).

— Fill ultrasonic unit with 2,120 ml of water which has been al-
lowed to settle for a few minutes and cleaning fluid - VAS
6418/2- .

Mixture ratio for cleaning fluid

* 2,100 ml of tap water which has been allowed to settle for a
few minutes and 20 ml of cleaning fluid - VAS 6418/2-

— Remove FSl injectors = page 263 .

A24-11452

AZ4-11106

MN23-10262
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Place mounting plate for injection modules - VAS 6418/1- on
top of cleaning unit.

A WARNING

It is important to read the safety nofes in the operating instruc-
tions before switching on the ultrasonic cleaning unif - VAS
6418- .

The ideal fluid level is approx. 1-4 mm above the base of the
mounting plate. The ulfrasonic cleaning unit - VAS 6418- can
be damaged if the fluid level is foo low.

Insert FSl injectors all the way into guides of mounting plate
for injection modules - VAS 6418/1- .

Switch on cleaning unit by pressing button -C-.
Select a cleaning time of 30 minutes with rotary control -A-.

Set rotary control -B- to a temperature of 50°C.

— Press [p] button -D- to start cleaning procedure.

-
? | Note

¢ The temperature-controlled cleaning process is now started.
While the fluid is being heated, the ultrasound is activated at
Intervals in order to circulate the cleaning solution. The ultra-

sound is activated continuously when the preselected tem-
perature is reached.

ture reaches at least 50 °C and must last for at least 30
minutes.

— Install FSI injectors with new combustion chamber seals

=> page 263 .

/VAS 641811

\w\s 6418

VAS 6418

c/

The actual cleaning process commences when the tempera-
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5 Senders and sensors

= “5.1 Removing and installing fuel pressure sender G247 ", page
270

= “5.2 Checking fuel pressure sender G247 ", page 271

= “5.3 Removing and installing fuel pressure sender for low pres-
sure G410 ", page 273

= “5.4 Removing and installing intake air temperature sender
G42 / intake manifold pressure sender G71 ", page 274

5.1 Removing and installing fuel pressure
sender - G247-

If the fuel pressure sender - G247- fails, the fuel metering valve -
N290- is switched off, the electric fuel pump is activated fully and
the engine is operated with the fuel pressure which remains. This
will reduce engine torque considerably.

Special tools and workshop equipment required
¢ Assembly tool - T10118-

¢ Socket (27 mm) - T40218- or commercially available socket
(27 mm)

Removing
— Remove engine cover panel = page 41 .

T10118

Wioo-11303

T40218

W00-11255
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— Remove bolts -arrows- at coolant pipe (front).

? | Note

Disregard items -1 and 2-.

— Move electrical wiring harness clear.

— Remove intake manifold support; to do so, unscrew nut -2- and
bolt -3-.

— Remove rubber bush -1- for intake manifold support.

Protected by copyright. Copying for private or commercial purpose|
permitted unless authorised by AUDI AG. AUDI AG does not guar
with respect to the correctness of information in this document.

— Release connector on fuel pressure sender - G247- -1- using
assembly tool - T10118- .

A WARNING

The fuel system is pressurised.

Risk of injury as fuel may spray out.
« Put on safety goggles.
* Put on protective gloves.

¢ Release pressure (wrap clean cloth around connection
and open connection carefully).

— Unscrew fuel pressure sender - G247--1- using socket, 27 mm
- T40218-.

Installing
Install in reverse sequence.

Tightening torques

¢ = “4.1.1 Exploded view - fuel rail with injectors, FSI engines”,
page 261

5.2 Checking fuel pressure sender - G247-

Special tools and workshop equipment required

5. Senders and sensors 271



GO Audi Q3 2012 >, Audi Q3 China 2013 >

Audr  4-cylinder direct injection engine (1.8 Itr., 2.0 ltr. 4V TFSI, generation lll) - Edition 08.2016

¢ Test instrument adapter - VAS 5570-

¢ Pressure sensor tester - VAS 6394-

¢ Adapter - VAS 6394/2-

¢ Torque wrench - V.A.G 1331-

¢ Vehicle diagnostic tester

Procedure:

— Remove engine cover panel = page 41 .

— Remove fuel pressure sender - G247- = page 270 .

— Screw in adapter - G247- in place of fuel pressure sender -
VAS 6394/2- and tighten adapter with the same torque as that
specified for fuel pressure sender,-.G247-..

— Unscrew plug -2- on pressure gauge - VAS 6394/1- and screw
removed fuel pressure sender - G247- into opening. Tighten
to torque specified for fuel pressure sender.

VAS 6394

VAS 5570

12

13

Wioo-112449

M24-10400
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— Use test instrument adapter - VAS 5570- to make electrical
connection between vehicle and fuel pressure sender -
G247-.

— Connect = Vehicle diagnostic tester.

— Switch on ignition.

— Select “Engine electronics” in vehicle self-diagnosis.

— Select “Measured values”. SENNSTE A\ aa
« » . ) T 3 J||||||||||||I1ni} !

— Select “Fuel pressure” from list. NI A il

The display zone shows the actual pressure value being trans-
mitted to the engine control unit by the fuel pressure sender -
G247- .

— Switch on pressure gauge - VAS 6394/1- by pressing button
-A- once briefly.

@ Note

You can press and hold button -A- for 2 seconds to switch on the
Hlumination for 20 seconds.

Pressure gauge - VAS 6394/1- should indicate 0 bar. If this is not
the case, press button -C- once briefly to zero the tester.

N24-10457

— Connect pressure gauge - VAS 6394/1- to adapter - VAS
6394/2- .

— Start engine.

— Compare the pressure indicated by pressure gauge - VAS _;‘!’" feEns 4 {
6394/1- with the actual pressure value on = Vehicle diagnostic R \IAS 5570 . |\
tester. /“5_ i" .‘ o

| BT
7
H‘ \

=7 VAS 6394/2 D
* The pressure readings must not deviate by more than 5 bar. - :

— If the deviation is more than 5 bar, test a new fuel pressure
sender - G247- .

— Screw a new fuel pressure sender - G247- into pressure gauge
- VAS 6394/1- .

— Repeat the test with the new fuel pressure sender - G247- and
compare the two pressure values.

If the two values still do not agree:

— Check the electrical connection between the fuel pressure
sender - G247- and the.engine control.unit; refer.to =, Gurrent
flow diagrams, Electrical fault finding and Fitting-locations.

If the values agree:
— Install new fuel pressure sender - G247- = page 270 .

Tightening torques

¢ - “4.1.1 Exploded view - fuel rail with injectors, FSI engines”,
page 261

5.3 Removing and installing fuel pressure

sender for low pressure - G410-

Removing
— Remove engine cover panel = page 41 .
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— Unplug electrical connector -2-.
— Pull out retaining clip -1-.

— Pull fuel pressure sender for low pressure - G410- out of fuel
rail.

— Unscrew fuel pressure sender for low pressure - G410- -1-
from adapter -2-.

2 | Note

Disregard -arrow-.

Installing

. . Protected by copyright. Copying for private or commercial purposes,
- Flt new O-rlng =arrowsermitted unless authorised by AUDI AG. AUDI AG does not guaran
with respect to the correctness of information in this document. Cq

— Screw adapter -2- onto fuel pressure sender for low pressure
- G410- -1-.

— Carefully slide fuel pressure sender for low pressure - G410-
into fuel rail as far as it will go.

— Slide retaining clip -1- into groove.

— Plug in electrical connector -2-.

Tightening torques

¢ - “4.1.2 Exploded view - fuel rail with injectors, MPI engines”,

AZ4-11117

part or in whole, is not
e or accept any liability
Hyright by AUDI AG.

page 262

54 Removing and installing intake air tem-
perature sender - G42- / intake manifold
pressure sender - G71-

Removing

— Remove engine cover panel = page 41 .
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— Unplug electrical connector -2-.
— Remove bolt -1-.

— Release catches -arrows- and detach intake air temperature
sender - G42- / intake manifold pressure sender - G71- from
intake manifold.

Installing

Install in reverse sequence.

Tightening torques

¢ = “3.1 Exploded view - intake manifold”, page 253

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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6

High-pressure pump
= “6.1 Exploded view - high-pressure pump”, page 276

= “6.2 Removing and installing high-pressure pump”, page 277

6.1

Exploded view - high-pressure pump

1 - High-pressure pipe

a
a

Q

Q

Do not alter shape

Install so that parts are
free of tension

Lubricate thread of un-
ion nut with clean en-
gine oil

Tighten union nut to
27 Nm

2 - Connecting piece

a
a

a

a

For high-pressure pipe

Counterhold when loos-
ening union nut

Must always be re-
newed once loosened

40 Nm

3 - High-pressure pump

Q

Q

Q

Q

Depending on version,
with fuel metering valve
- N290- or fuel pressure
regulating valve - N276-
(do not loosen)

Observe rules for clean-
liness when installing

> page 4

Removing and installing
=> page 277

Take care not to tilt
when installing

4 - Spring-type clip

a

Renew

5 - Fuel supply hose

Q

From fuel tank

6 - Bolt

a

M6; renew

A24-11660

Q Tightening torque and sequence = page 277

7 - O-ring

Q

Renew after removing

U Lubricate lightly with engine oil

8 - Roller tappet
Q May remain lodged in vacuum pump when high-pressure pump is removed

9 - Connecting piece

Q

For fuel supply hose

Q For vehicles with MPI engine
Q Without MPI engine, with plug (depending on version)
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O Renew after removing
Q M10: 15 Nm
Q M12: 20 Nm

10 - Spring-type clip
0 Renew

11 - Fuel supply hose

U For vehicles with MPI engine
Q To fuel rail for MPI injectors

High-pressure pump - tightening torque and sequence

To prevent flange of high-pressure pump from being deformed
during installation, fit high-pressure pump as follows:

— Tighten bolts in stages as follows:

Stage Bolts Tightening torque
1. -arrows- Screw in by hand until contact is made
2. -arrows- Tighten one turn alternately until
flange of high-pressure pump makes
contact with vacuum pump
3. -arrows- M6 bolt: 8 Nm + 90°; renew bolts after
removal
M8 bolt: 20 Nm
6.2 Removing and installing high-pressure
pump
-
? | Note

¢ The high-pressure pump must only be removed when the en-
gine is cold.

& When installing the high-pressure fuel pump, it is essential to
ensure that no dirt enters the fuel system.

¢ Use a cloth to catch escaping fuel.
& Check O-ring on high-pressure fuel pump and renew if dam-

aged.

& Lubricate high-pressure fuel pipes lightly with engine oil and
always ensure that pipes are free of tension when fightening
the connections.

Removing

— Remove engine cover panel = page 41 .
— Remove air cleaner housing = page 252 .
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— Remove retaining clip -arrow-.

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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— Unplug electrical connector -3-.

? | Note

Lay a cloth under the connection to cafch escaping fuel.

A WARNING

The fuel system is pressurised.

Risk of injury as fuel may spray out.
¢ Put on safety goggles.
¢ Put on profective gloves.

¢ Release pressure (wrap clean cloth around connection
and open connection carefully).

— Release hose clip -2- and detach fuel supply hose.

— Vehicles with MPI engine: Release hose clip -4- and detach
fuel hose.

— Remove union nut -1-.
— Remove bolts -arrows-.

— Carefully pull out high-pressure pump. It is possible that the
roller tappet may remain lodged in the vacuum pump.

Installing

-
? | Note

¢ Renew O-ring after removal.

¢ Renew bolts tightened with specified tightening angle.

— Before fitting, check roller tappet for damage and renew if
necessary.

— Fitroller tappet (note position of locating element) in vacuum
pump.

? | Note

The roller tappet must be positioned at the lowest point when in-
stalling the high-pressure pump.

— Turn crankshaft until roller tappet is positioned at lowest point.
— Fit high-pressure pump in vacuum pump.

— Tighten bolts in stages = page 277 .

2 | Note

The high-pressure pump can be damaged if it is tightened foo
much on one side (keep it straight).

— Fit both fuel lines and secure with spring-type clips.
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— Tighten union nut on high-pressure pipe hand-tight initially.
Position high-pressure pipe so it is free of stress and tighten
union nut.

@ Note

Check fuel system for leaks.

Tightening torques
¢ = “6.1 Exploded view - high-pressure pump”, page 276

¢ = Fig. “High-pressure pump - tightening torque and se-

quence”™ | page 277

— Install engine cover panel = page 41 .
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7 Lambda probe

= “7.1 Exploded view - Lambda probe”, page 281

= “7.2 Removing and installing Lambda probe”, page 282

7.1 Exploded view - Lambda probe

[ ]
l Note

¢ New Lambda probes are coated with an assembly paste. The paste must not get into the slots on the Lambda
probe body.

& /n the case of a used Lambda probe grease only the thread with high-temperature paste. The paste must
not get info the slofs on the Lambda probe body. For high-temperature paste refer fo » Electronic parts
catalogue

& The electrical wiring of the lambda probe must be secured at the original locations when installing. The wiring
must NOT come info contact with the exhaust pipe.

1 - Lambda probe after catalyt-
ic converter - G130-

Qa  With Lambda probe 1
heater after catalytic
converter - Z29-

Q0 Removing and installing
= page 282

Q 55Nm

2 - Lambda probe - G39-

Q With Lambda probe 2
heater - Z19-

Q0 Removing and installing
= page 282

Q 55Nm

Protected by copyright. Copying for fifvate or commercial purpo
permitted unless authorised by AUDJJAG. AUDI AG does not g
with respect to the correctness of jJformation in this docume

A24-11573
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7.2 Removing and installing Lambda probe

= “7.2.1 Removing and installing Lambda probe G39 ",
page 282

> “7.2.2 Removing and installing Lambda probe after catalytic
converter G130 ”, page 282

7.2.1 Removing and installing Lambda probe
- G39-
Special tools and workshop equipment required

4 Lambda probe open ring spanner set=:3337-

Removing

— Take electrical connector -2- for Lambda probe - G39- and
Lambda probe heater - Z19- out of bracket, unplug and move
wire clear.

— Unscrew Lambda probe - G39- -item 1- using a tool from
Lambda probe open ring spanner set - 3337- .

Installing
When installing, note the following:

-
2 | Note

& New Lambda probes are coated with an assembly paste. The
paste must not get into the slots on the Lambda probe bodly.

¢ /n the case of a used Lambda probe grease only the thread
with high-temperature paste. The paste must not get info the
slofs on the Lambda probe body. For high-temperature paste
refer fo » Electronic parts catalogue

® The electrical wiring of the lambda probe must be secured at
the original locations when installing. The wiring must NOT
come info contact with the exhaust pipe.

Tightening torques

¢ = “7.1 Exploded view - Lambda probe”, page 281

7.2.2 Removing and installing Lambda probe
after catalytic converter - G130-

Special tools and workshop equipment required

3337

Wo0-11142
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4 Lambda probe open ring spanner set - 3337-

Removing

Unfasten underbody trim (inside centre right) and press down-
wards = General body repairs, exterior; Rep. gr. 66 ; Under-
body trim; Exploded view - underbody trim .

Unplug electrical connector -2- for Lambda probe after cata-
lytic converter - G130- and Lambda probe 1 heater after
catalytic converter - Z29- .

Unscrew Lambda probe after catalytic converter - G130-
-item 1- using a tool from Lambda probe open ring spanner
set - 3337-.

Installing

When installing, note the following:

-
? | Note

New Lambda probes are coated with an assembly paste. The
paste must not get into the slots on the Lambda probe body.

In the case of a used Lambda probe grease only the thread
with high-temperature paste. The paste must not get info the
slots on the Lambda probe body. For high-temperature paste
refer fo » Electronic parts catalogue

Therelectrical* wiring-of the'laimbda probe°must be"secured af
the original’locations when' installing. The' wiring must NOT
come info contact with the exhaust pipe.

Install underbody trim (inside centre right) > General body
repairs, exterior; Rep. gr. 66 ; Underbody trim; Exploded view
- underbody trim .

Tightening torques

¢ - “7.1 Exploded view - Lambda probe”, page 281

3337
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8 Engine control unit

= “8.1 Removing and installing engine control unit J623 ”,

page 284

8.1 Removing and installing engine control
unit - J623-

Special tools and workshop equipment required
¢ Mole grips (commercially available type)

-
2 | Note

& Noft every engine control unit is bolted to a protective housing.
Whether a protective housing is fifted depends on the engine/
gearbox combination.

& The engine control unit -3- is bolted fto the retaining bracket
-2 and 5-. To make it more difficult fo unscrew the shear bolts
-1- for locking plate -2-, their threads have been coated with
locking fluid.

& The protective housing has to be removed before the connec-
tors can be unplugged from the engine control unit (e.g. fo
connect the test box or renew the engine control unit).

Removing

— When renewing engine control unit, select diagnosis object
“Replace engine control unit” in “Guided Functions” mode of
= Vehicle diagnostic tester.

Switch off ignition and remove ignition key.

Remove wiper arms = Electrical system; Rep. gr. 92 ; Wind-
screen wiper system; Removing and installing wiper arms .

Pull off rubber seal -1- and remove plenum chamber cover
-2-.

— Release clips -arrows- and pull out engine control unit - J623-
towards front.
Protected by copyright. Copying for private or commercial purposes, in part or in wh

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept ajf i
with respect to the correctness of information in this document. Copyright by AUL}
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— Bend vertical edges -1- of retaining bracket outwards.

— Remove shear bolts -2- using mole grips and detach retaining
bracket -3-.

Mz24-1 06?81

e s ——

— Slide catches -1- on engine control unit in direction of
-arrow- and unplug both connectors.

Installing
Install in reverse sequence.

— Clean threaded holes for shear bolts to remove any residue
from locking fluid. This can be done using a thread tap.

— Plug connectors into engine control unit and push catches in-
wards until they engage.

— Use new shear bolts and a new retaining bracket.

— Tighten new holding bracket -3- with new shear bolts -2- even-
ly until heads of bolts shear off.

? | Note

ltem -1- can be disregarded.

MNZ24-1 06?81

e r—————

— Slide engine control unit -1- in direction of -arrow- into side
guides -2-.

— Install and adjust wiper arms = Electrical system; Rep. gr.
92 ; Windscreen wiper system; Removing and installing wiper
arms .

After installing a new engine control unit, the following operation
must be performed:

— Activate engine control unit in “Guided Functions” mode, “Re-
place engine control unit”’; use = Vehicle diagnostic tester.
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26 — Exhaust system

1 Exhaust pipes/silencers

= “1.1 Exploded view - silencers”, page 286

= “1.2 Separating exhaust pipes/silencers”, page 287

= “1.4 Stress-free alighment of exhaust system”, page 289

= “1.5 Checking exhaust system for leaks”, page 290

1.1 Exploded view - silencers

@ Note

& After working on the exhaust system, ensure that the system is not under stress and that it has sufficient
clearance from the body. If necessary, loosen clamp and align silencers and exhaust pipe so that sufficient
clearance is maintained to the body at all points and the mountings are evenly loaded.

& The exhaust manifold and the turbocharger are combined as one unit;, removing and installing
> page 228 .

1- Bolt
Q 23Nm 7

2 - Mounting
QO Renew if damaged

3 - Rubber mounting
QO Renew if damaged

4 - Clamp (rear)

Q Before tightening, align
exhaust system so it is
free of stress i
= page 289

Q Installation position e
= page 287 W

Q Tighten bolted connec- s
tions evenly 3

5 - Mounting 4
6 - Bolt 3

Q 25Nm \@,
7 - Centre silencer -
O Combined in one unit d
with rear silencer as <.
original equipment. Can
be renewed individually
for repair purposes ) )
Q Cutting point 5 _//é;?f,'-""'
> page 287 i
O Align exhaust system so /
it is free of stress 1
=> page 289

8 - Mounting
9 - Bolt

d 25Nm
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10 - Rear silencer

purposes

4 Cutting point = page 287
Q Align exhaust system so it is free of stress = page 289

Clamp - versions and tightening torques

Clamp -A- (comprising two separate clamps):

a_

Installation position for front clamp = 5 mm from marking -1-

— Tighten bolted connections to 25 Nm.

Clamp -B- (comprising one continuous clamp):

b -

Installation position for front clamp = 8.5 mm from marking

— Tighten bolted connections to 35 Nm.

Installation position of front clamp

Fit clamp in position shown:
Angle -a-=0...5°
Bolted connections face towards left.

Nuts/bolt heads face upwards.

Installation position of rear clamp

Fit clamp in position shown:
Angle-a-=0 ... 5°

Bolted connections face towards rear/towards centre of vehi-
cle.

Nuts/bolt heads face upwards.

1.2 Separating exhaust pipes/silencers

¢ The connecting pipe can be cut through at the cutting location

in order to renew the centre and rear silencers separately.

¢ The cutting point is marked by an indentation on the circum-

ference of the exhaust pipe.

Q Combined in one unit with centre silencer as original equipment. Can be renewed individually for repair

A26-11338

AZE-11263

AZ6-11263
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Special tools and workshop equipment required
¢ Chain pipe cutter - VAS 6254-

VAS 6254

W0o-11552

Procedure

— Cutthrough exhaust pipe at right angles at the position marked
-arrow- using chain-type pipe cutter - VAS 6254-

— When installing, position centre of clamp -arrow- over cutting
location.

— Fit rear clamp = page 287 .
— Align the exhaust system so it is free of stress = page 289 .

Protected by copyright. Copying for private or commercial purposes, in ’
permitted unless authorised by AUDI AG. AUDI AG does not guarante{
with respect to the correctness of information in this document. Cop

AZB-11356

1.3 Removing and installing silencers
Removing

— Loosen bolt connections for front clamp -arrow-.

AZE-11364

%
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— Disengage mounting -3- at exhaust system (rear).

A WARNING

Risk of accident caused by weight of silencers.

¢ A second mechanic is required for removal of the silenc-
ers.

— Unscrew bolts -1, 2- and remove silencers.

Installing

Installation is carried out in the reverse order; note the following:
— Align the exhaust system so it is free of stress = page 289 .
Tightening torques

¢ = “1.1 Exploded view - silencers”, page 286

1.4 Stress-free alignment of exhaust system
Procedure
* The exhaust system must be aligned when it is cool.

— Loosen bolt connections for front clamp -arrow-.

— Push exhaust system towardsfrontiofvehiclecuntibpreloadingcrcial ff frosssmreror o= o
at mounting for exhaust pipée_rgi_ne._d @I?Pﬁﬁ:monsed by AUDI AG. AUDI AG does np} guarantee or accept any liability

with respect to t je correctness of information in this docfifnent. Copyright by AUD! A=

— Fit front clamp = page 287 .

A26-11268
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Aligning tailpipes

— Adjust rear silencer so that there is an even distance between
bumper cut-out and tailpipes.

¢ X- T -X-.
— Unfasten rear silencer mounting to align tailpipes.
Tightening torques

¢ > “1.1 Exploded view - silencers”, page 286 .

1.5 Checking exhaust system for leaks
Procedure

— Start the engine and run at idling speed.

— Plug tailpipes during leak test (e.g. with cloth or plug).

— Listen for noise at the connection points of cylinder head/ex-
haust manifold, turbocharger/front exhaust pipe etc. to locate
any leaks.

— Redctify any leaks that are found.

A26-0471
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2 Emission control system

= “2.1 Exploded view - emission control system”, page 291

= “2.2 Removing and installing catalytic converter”, page 292

2.1 Exploded view - emission control system
1 - Bolt

Q 25Nm 6
2 - Mounting

QO Renew if damaged

3 - Catalytic converter
With front silencer

A Do notbend flexible joint
more than 10° - other- !
wise it can be damaged e

Q Install flexible joint so
that it is not under ten-
sion.

 Take care not to dam-
age wire mesh on flexi-
ble joint

O Protect catalytic con-
verter from damage by
knocks and impact

Q0 Removing and installing 3
= page 292

O Do not remove protec-
tive packaging from re-
placement part until you || 2
are ready to fit the flexi-
ble joint

Q Align exhaust system so
it is free of stress

= page 289
4 - Turbocharger

U Removing and installing
=> page 228

5 - Seal

;
g
¢
¢
E

-L_._._._._._._._._._E

C

e
|
1
i
1

b
T

AX-11688

QO Renew after removing

6 - Screw-type clip
O Renew after removing
4 Installation position = page 292

7 - Clamp (front)

4 Before tightening, align exhaust system so it is free of stress = page 289

Q Installation position = page 287
U Tighten bolted connections evenly

2. Emission control system 291



QD) Audi Q3 2012 >, Audi Q3 China 2013 >

Audi 4-cylinder direct injection engine (1.8 ltr., 2.0 Itr. 4V TFSI, generation lll) - Edition 08.2016

Installation position of screw-type clip for catalytic converter
* Angle-a-=0...30°

2.2 Removing and installing catalytic con-
verter

2 | Note

The catalytic converter /s removed fogether with the front silencer.

Special tools and workshop equipment required

¢ High-temperature paste = Electronic parts catalogue
Removing

Vehicles with four-wheel drive:

— Unbolt propshaft from bevel box and press towards right side
=> Rep. gr. 39; Propshaft; Removing and installing propshaft .

Continued for all vehicles:

— Unfasten underbody trim (right-side) on inside and press
downwards = General body repairs, exterior; Rep. gr. 66 ;
Underbody trim; Exploded view - underbody trim .

— Unplug electrical connector -2- for Lambda probe after cata-
lytic converter - G130- and Lambda probe 1 heater after
catalytic converter - Z29- .

? | Note

Disregard -item 1-.

A26-11705

A24-11580
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Release screw-type clip -2- and place it on intake funnel -1- of
catalytic converter.

Remove bolts -3-.

Loosen bolt connections for front clamp -arrow-.

Detach catalytic converter.

Installing

Installation is carried out in the reverse order; note the following:

-
? | Note

¢

Renew gaskets and self-locking nuts after removal.

Coat exhaust manifold studs with high-temperature paste; for
high-temperature paste refer to = Electronic parts catalogue .

Move catalytic converter into installation position.

Tab -6- on catalytic converter must align with notch -4- on tur-
bocharger -3-.

Bring screw-type clip into position.

Fastening screw on screw-type clip -2- must align with lug
-5-.

Install propshaft = Rep. gr. 39 ; Propshaft; Removing and
installing propshaft .

Align the exhaust system so it is free of stress = page 289 .

Tightening torques

¢
*

> “2.1 Exploded view - emission control system”, page 291

= General body repairs, exterior; Rep. gr. 66 ; Underbody
trim; Exploded view - underbody trim

A26-11706

Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability
with respect to the correctness of information in this document. Copyright by AUDI AG.
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28 — Ignition system

1 Ignition system

= “1.1 Exploded view - ignition system”, page 294

= “1.2 Removing and installing ignition coils with output stages”,
page 295

= “1.3 Removing and installing knock sensor”, page 297

= “1.4 Removing and installing Hall senders”, page 298

= “1.5 Removing and installing engine speed sender G28 ”, page
299

1.1 Exploded view - ignition system

1 - Bolt

a 8 Nm +90°
0 Renew Q
U The tightening torque in- 7
fluences the function of ﬁ‘”f%
54

the knock sensor

2 - Knock sensor 1 - G61-
Q Fitting location: below
intake manifold behind
actuator for engine tem-
perature regulation -
N493- ld

Q Removing and installing
let 821
0 30Nm :
4 - Spark plug connectors \/ y (L2

= page 297
3 - Spark plug

O Removing and installing

= Maintenance ; Book-

5 - Ignition coil with output
stage

Q Ignition coil 1 with output
stage - N70-
Ignition coil 2 with output

stage - N127-

Ignition coil 3 with output
stage - N291-

Ignition coil 4 with output
stage «cIN292+<

Removing-and.installing
= page 295

(7S]

o 0 0O O

6 - Centre hex stud
O 10 Nm

7 - Nut
Q 9Nm

8 - Bolt
0 10Nm
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9 - Hall sender 3 - G300-

Q Removing and installing = page 298
10 - O-ring

O Renew after removing
11 - O-ring

O Renew after removing
12 - Hall sender - G40-

U4 Removing and installing = page 298
13 - Bolt

a 9Nm
14 - O-ring

4d Renew if damaged
15 - Engine speed sender - G28-

Q Removing and installing = page 299
16 - Bolt

U Renew

O 4 Nm +45°

1.2 Removing and installing ignition coils

with output stages
Special tools and workshop equipment required
¢ Puller - T10530-

T10530

WO0-11460

1. Ignition system 295



(I Audi Q32012 >, Audi Q3 China 2013 >
Audi 4-cylinder direct injection engine (1.8 ltr., 2.0 Itr. 4V TFSI, generation lll) - Edition 08.2016

Removing
— Remove engine cover panel = page 41 .
Remove nut -2- and move earth wire -1- clear.

Release electrical connectors and detach simultaneously from
ignition coils in direction of -arrows-.

Remove corresponding centre hex stud -3-.

— Insert puller - T10530- into hole -1- in ignition coil.

— Turn knurled nut -2- clockwise -arrow- until puller is secured

In place' Protected by copyright. Copying for private or commercial purp
permitted unless authorised by AUDI AG. AUDI AG does not gf!
with respect to the correctness of information in this documg

N28-10134

— Carefully lift ignition coil out vertically -arrow- with puller -
T10530-.

A
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Installing

— Apply a thin bead of silicone paste all around end of sealing
hose of ignition coil with output stage -arrow-.

Silicone paste = Electronic parts catalogue (ETKA) .

— Press ignition coils onto spark plugs by hand evenly (do not
use tools).

— Secure ignition coils.

— Install engine cover panel = page 41 .

Tightening torques

¢ - “1.1 Exploded view - ignition system”, page 294

1.3 Removing and installing knock sensor

Removing

— Remove actuator for engine temperature regulation - N493-
= page 210 .

— Unplug electrical connector -3-.

— Release fastener -arrow-, detach electrical wire -1- for knock
sensor 1 - G61- from bracket -2- and move wire clear.

— Unscrew knock sensor 1 - G61- -arrow-.

Installing

Installation is carried out in the reverse order; note the following:

— Note installation position of knock sensor 1 - G61- .

— Install actuator for engine temperature regulation - N493-
= page 210 .

Tightening torques
¢ = “1.1 Exploded view - ignition system”, page 294

)

MN2E-10073

A2B-10028
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1.4 Removing and installing Hall senders
= “1.4.1 Removing and installing Hall sender G40 ”, page 298

= “1.4.2 Removing and installing Hall sender 3 G300 ",

page 298

1.4.1 Removing and installing Hall sender -
G40-

Removing

. . rotected by copyright. Copying for private or ¢
- Remove mtake mameId = page 253 rmitted unless authorised by AUDI AG. AUD
with respegt to.the c{)rrectnﬁss of informatio

m 2-.

— Unscrew bolt -1- and remove Hall sender - G40- -ite

? | Note

Disregard -item 3-.

Installing

Installation is carried out in the reverse order; note the following:

? | Note

Renew O-ring after removal.

— Install intake manifold = page 254 .
Tightening torques
¢ = “1.1 Exploded view - ignition system”, page 294

1.4.2 Removing and installing Hall sender 3 -
G300-

Removing
— Remove engine cover panel = page 41 .

— Unplug electrical connector -1-.

— Unscrew bolt -2- and detach Hall sender.

Installing

Installation is carried out in the reverse order; note the following:

? | Note

Renew O-ring after removal.

— Install engine cover panel = page 41 .

Tightening torques
¢ > “1.1 Exploded view - ignition system”, page 294
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1.5 Removing and installing engine speed
sender - G28-

Removing

— Remove noise insulation = General body repairs, exterior;
Rep. gr. 66 ; Noise insulation; Removing and installing noise
insulation .

— Unplug electrical connector -1-.

— Remove securing bolt -arrow- and detach engine speed send-
er- G28-.

Installing

Install in reverse sequence.

Tightening torques

¢ - “1.1 Exploded view - ignition system”, page 294

¢ = General body repairs, exterior; Rep. gr. 66 ; Noise insula-
tion; Exploded view - noise insulation

1. Ignition system 299





