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23 — Mixture preparation - injection

1 Servicing diesel direct injection sys-
tem
(ARL004110; Edition 11.2014)

1.1 Safety precautions

Note the following if testers and measuring instruments have to
be used during a road test:

A WARNING

Accidents can be caused if the driver is distracted by fest
equipment while road-testing, or if test equjpment is not prop-
erly secured.

Persons sitting in the front passenger's seat could be injured if
the airbag is triggered in an accident.

e The use of test equijpment while driving causes distraction.

e There is an increased risk of injury if test equipment is noft
secured.

¢ Test equipment must always be secured on the rear seat
with a strap and operated from the rear seat by a second
person.

Please note the following to prevent injuries and/or irreparable
damage to the injection and glow plug system:

¢ Switch off the ignition before connecting or disconnecting in-
jection or glow plug system wiring or tester cables.

¢ If the engine has to be operated at starter cranking speed
without actually starting, e.g. to test compression pressure,
detach the multi-pin connector for the unit injectors on the cyl-
inder head = page 4 .

A Caution

¢ Observe notes on procedure for disconnecting the battery
> Rep. gr. 27.

¢ Always switch off the ignition before connecting or dis-
connecting the batftery, otherwise the engine control unit
may be damaged.

1.2 Rules for cleanliness

When working on the fuel supply/injection system, observe the
following basic rules:

¢ Thoroughly clean all unions and surrounding areas before dis-
connecting.

¢ Place parts that have been removed on a clean surface and
cover them over. Use plastic sheeting or paper. Do not use
fluffy cloths.

¢ Carefully cover or seal open components if repairs cannot be
carried out immediately.

1. Servicing diesel direct injection system 1
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¢ Only install clean components; replacement parts should only
be unpacked immediately prior to installation. Do not use parts
that have been previously unpacked and stored away loose
(e.g. in toolboxes, etc.).

¢ When the system is open: Do not work with compressed air if
this can be avoided. Do not move the vehicle unless absolutely
necessary.

4 Also ensure that no diesel fuel comes into contact with the
coolant hoses. Should this occur, the hoses must be cleaned
immediately. Damaged hoses must be renewed.

1.3 Overview of fitting locations

? | Note

Some components are located beneath the engine cover panel.
Removal = page 4

\1/1-5Ir_1,t_akemanifoldﬂapmotor- 1 2 3 4 5 6 78 910 11

Q0 Removing and installing
= page 14

2 - Mechanical exhaust gas re-
circulation valve

3 - Engine control unit

QO Removing and installing
= page 31

4 - Unit injectors
O  Unit injector solengid

valve, No. 1 cyl. - N240-

Unit injector solenoid
valve, No. 2 cyl. - N241-

Unit injector solenoid
valve, No. 3 cyl. - N242-

Unit injector solenoid
valve, No. 4 cyl. - N243-

o U 0 U

Removing and installing
unit injectors

> page 22

5 - Changeover flap for ex-
haust gas recirculation

6 - Air mass meter - G70-

7 - Solenoid valve block

Q With exhaust gas recir-
culation valve - N18-

O With charge pressure
control solenoid valve -
N75-

O With exhaust gas recir-

culation cooler change- 25 24 23 22 2120191817

over valve - N345-
Q Fitting location = page 4

8 - Engine electronics warning lamp - K149-
Q Ininstrument cluster

2 Rep. gr.23 - Mixture preparation - injection
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9 - Accelerator position sender - G79- with accelerator position sender 2 - G185-
Q Fitting location = page 5

10 - Brake light switch - F- and brake pedal switch - F63-
U Fitting location:

Vehicles up to approx. 11.2005 = page 5
Vehicles from approx. 11.2005 onwards = page 5 (gradual introduction)

11 - 5-position relay carrier in dash panel on driver's side (bottom left)
Q With fuel pump relay - J17- (depending on version)

O For identification of socket position refer to = Current flow diagrams, Electrical fault finding and Fitting
locations

12 - Clutch position sender - G476-
U Fitting location = page 6

13 - Relay and fuse holder in electronics box in engine compartment
a  With terminal 30 voltage supply relay - J317-
4  With terminal 15 voltage supply relay - J329-
Q For identification of socket position refer to = Current flow diagrams, Electrical fault finding and Fitting
locations
14 - Automatic glow period control unit - J179-
Q Fitting location = page 6

15 - Coolant temperature sender - G62-
Q Fitting location = page 6
Q If necessary release pressure in cooling system before removing

16 - Tandem pump
U4 Removing, installing and checking = Rep. gr. 20

17 - Radiator outlet coolant temperature sender - G83-
Q Fitting location = page 7

18 - Multi-pin.connector,
Q For'unitinjectors
U Fitting location = page 4

19 - Engine speed sender - G28-
U Fitting location = page 7

20 - Fuel temperature sender - G81-
Q Fitting location = page 6
21 - Glow plugs
Q Glow plug 3 - Q12-
Q Glow plug 4 - Q13-
U Removing and installing = page 35
22 - 3-pin connector
Q For Hall sender - G40-
Q Fitting location = page 7
23 - Glow plugs
Q Glow plug 1-Q10-
Q Glow plug 2 - Q11-
Q0 Removing and installing = page 35
24 - Charge pressure sender - G31- with intake air temperature sender - G42-
Q Fitting location = page 7

1. Servicing diesel direct injection system 3
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25 - Hall sender - G40-
Q For camshaft position
Q Fitting location = page 8

Removing engine cover panel

— Lift engine cover panel at sides -arrows 1- and pull off towards
front -arrow 2-.

Fitting location of multi-pin connector for unit injectors

¢ To disconnect, pull release pin -arrow 1- and slacken knurled
nut -arrow 2-.

Fitting location of solenoid valve block

¢ At plenum chamber partition panel (left-side)

:
o]

/i

4 Rep. gr.23 - Mixture preparation - injection
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Fitting location of accelerator position sender - G79- with accel-
erator position sender 2 - G185-

¢ To detach the electrical connection -2-, press the release tab
and pull off the cable guide -1-.

? | Note

Diagram shows set-up on left-hand drive vehicles.

Fitting location of brake light switch - F- and brake pedal switch -
F63- up to approx. 11.2005

4 On pedal bracket -arrow-
4 Removing and installing = Rep. gr. 46

Fitting location of brake light switch - F- and brake pedal switch -
F63- from approx. 11.2005 onwards (gradual introduction)

¢ On brake master cylinder in engine compartment

¢ Removing and installing = Rep. gr. 46

1- Electrical connector

2 - Brake light switch - F- / brake pedal switch - F63-

i

1
""'I" 424-0745
f 1

AAT0031
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Fitting location of clutch position sender - G476-
4 Removing and installing = Rep. gr. 30

Fitting location of automatic glow period control unit - J179-

¢ Under electronics box in engine compartment
¢ Removing and installing = page 35

Fitting location of coolant temperature sender - G62-
¢ On engine (left).

Fitting location of fuel temperature sender - G81-
¢ At front of engine

6 Rep. gr.23 - Mixture preparation - injection
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Fitting location of radiator outlet coolant temperature sender -
G83-

¢ The radiator outlet coolant temperature sender - G83-
-item 2- is located above the drain plug -arrow- on coolant hose
-1- at radiator (lower left).

Fitting location of engine speed sender - G28-
¢ On flywheel side of engine
1- Engine speed sender - G28-

2 - Sender wheel

Fitting location of charge pressure sender - G31- with intake air
temperature sender - G42-

¢ In air pipe behind radiator.

Fitting location of 3-pin connector for Hall sender - G40-

4 On front of engine under intake manifold.

1. Servicing diesel direct injection system 7
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Fitting location of Hall sender - G40-

¢ At camshaft sprocket on engine (right-side).

1.4 Exploded view - air cleaner

1 - Air hose
Q To turbocharger

2 - Air mass meter - G70-
QO Removing and installing
= page 11
3 - O-ring
Q0 Renew if damaged
4-8Nm

5 - Air cleaner (top section)
Q Clean out salt deposits,
dirt and leaves, etc.
6 -8 Nm

7 - Vacuum hose
 To solenoid valve block

8 - Air filter element

O Always use genuine
part for air filter element

O Observe change inter-
vals = Maintenance ;
Booklet 808

0 Removing and installing
= page 9
9 - Air duct
QO To lock carrier
Q Clean out dirt, leaves
and salt deposits
10 - Air cleaner (bottom sec-
tion)

O Clean out dirt, leaves
and salt deposits

| N23-10000 |

O Blow out water drain (small hole in bottom section of air cleaner housing) with compressed air

11 -10 Nm

8 Rep. gr.23 - Mixture preparation - injection
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1.5 Removing and installing air filter ele-
ment

Removing

— Lift engine cover panel at sides -arrows 1- and pull off towards
front -arrow 2-.

1. Servicing diesel direct injection system 9
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— Unscrew bolts -arrows- and lift out air cleaner (top section).

— Take out air filter element.

Installing

To ensure the proper function of the air mass meter it is important
to observe the following notes and instructions.

@ Note

& [fthe air filter element is very dirty or wet, dirt or water could
reach the air mass meter and affect the air mass value. This
would lead to loss of power, since a smaller injection quantity
/s calculated.

& Always use genuine part for air filter element.

¢ Hose connections and hoses for charge air system must be
free of oil and grease before assembly. Do not use any lubri-
cants containing silicone when assembling.

& The air cleaner housing MUST be clean.

& Secure all hose connections with the correct type of hose clips
(same as original equijpment) = Parts catalogue .

& 7o prevent malfunctions, cover all critical parts of the engine
air intake tract (air mass meter, intake pipes, etc.) with a clean
cloth when blowing out the air cleaner housing with com-
pressed air.

¢ Please observe requirements for disposal.
— Check water drain hose for obstructions; clean if necessary. It
is important that water can drain off easily.

— Clean salt residue, dirt and leaves out of air cleaner housing
(top and bottom sections); use a vacuum cleaner if necessary.

— Check for salt residue, dirt and leaves in air mass meter and
air hose (engine intake side).

— Check for dirt and leaves in air duct going from lock carrier to
air cleaner housing.

— When installing the air filter element, check that it is properly
centred in the retainer in the air cleaner (bottom section).

— Fit the top section of the air cleaner carefully on the bottom
section, without using force. Make sure the top section of the
air cleaner is fitted straight on the air filter element (note posi-
tion of sealing lip on air filter element).

— Ensure secure fit of intake hose at air mass meter - G70- .

The remaining installation steps are carried out in the reverse se-
quence.

1 O Rep. gr.23 - Mixture preparation - injection
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1.6 Removing and installing air mass meter
- G70-

Removing

Pull cover off air duct (release clips on sides) -arrows-.

Unclip air duct at the bottom by releasing clips -arrows-.

Detach air duct (bottom) together with air hose.

Unplug electrical connector -1- at air mass meter - G70- .

Detach vent hose -3- and air hose -2-.

Unscrew bolt -4- and remove air cleaner housing.

1. Servicing diesel direct injection system 1 1
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— Unscrew two securing bolts -arrows- on air mass meter -
G70-.

— Then carefully pull air mass meter - G70- out of guide on air
cleaner housing.

Installing

To ensure the proper function of the air mass meter it is important
to observe the following notes and instructions.

@ Note

¢ Renew O-ring.

& [fthe air filter element is very dirty or wet, dirt or water could
reach the air mass meter and affect the air mass value. This
would lead to loss of power, since a smaller injection quantity
/s calculated.

& Always use genuine part for air filter element.

& Use silicone-free lubricant when fitting air hose.

& Secure all hose connections with the correct type of hose clips
(same as original equijpment) = Parts catalogue .

— Check for salt residue, dirt and leaves in air mass meter and
air hose (engine intake side).

— Check for dirt in air duct leading to air filter element. Clean salt
residue, dirt and leaves out of top and bottom sections of air
cleaner housing (wash out or vacuum out if necessary). Re-
moving and installing air filter element = page 9 .

The remaining installation steps are carried out in the reverse se-
quence.

1.7 Exploded view - intake manifold

1 2 Rep. gr.23 - Mixture preparation - injection
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1-22Nm

2 - Lower connecting pipe for
exhaust gas recirculation

Q When installing, first
tighten finger-tight and
then tighten to specified
torque

3 - Gasket
1 Renew

4 - Gasket
1 Renew

5 - Changeover flap for ex-
haust gas recirculation

6-10Nm
7-10Nm

8 - Gasket
O Renew

9 - Upper connecting pipe for
exhaust gas recirculation

Q0 When installing, first
tighten finger-tight and
then tighten to specified
torque

10 - 22 Nm

11-10 Nm

12-22 Nm

13 - Bracket

14 -5Nm

15 - Intake manifold

1 Removing and installing = page 15

16 - O-ring
O Renew

17 - Gasket
1 Renew

18 - Mechanical exhaust gas recirculation valve

19 - O-ring
1 Renew
20 - Intake manifold connection

a With intake manifold flap motor - V157-

21-10 Nm
22-10Nm

23 - Gasket
1 Renew

15

27 26

1. Servicing diesel direct injection system 1 3
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24 -22 Nm
25 - Exhaust gas recirculation cooler
26 - 10 Nm

27 - Gasket
O Renew

28 -22 Nm
1 Renew

1.8 Removing and installing intake manifold
flap motor - V157-

Removing

— Lift engine cover panel at sides -arrows 1- and pull off towards
front -arrow 2-.

— Detach the hoses/lines -1 ... 3- from air pipe.

— Remove air pipe by lifting retaining clips -arrows- slightly.

B Note

Leave coolant hose -1- and fuel lines -2- and -3- connected.

{0 ;

N o163 |

1 4 Rep. gr.23 - Mixture preparation - injection
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Detach electrical connector -arrow- at intake manifold flap mo-
tor - V157- .

Unscrew bolts -1 ... 3- and remove intake manifold flap motor
-V157-.

Installing

Installation is carried out in the reverse order; note the following:

@ Note

¢
*

Renew gaskets and seals.

Secure all hose connections with the correct type of hose clips
(same as original equipment) = Parts catalogue .

When installing air pipes with plug-in connectors, ensure that
the securing clip -arrow- engages audibly on the retaining lug

Fill cooling system = Rep. gr. 19.

Tightening torque

Component Nm

Intake manifold flap motor - V157- to intake 10
manifold

1.9 Removing and installing intake manifold

Special tools and workshop equipment required

¢

Hose clamps up to @ 25 mm - 3094-

¢ Spring-type clip pliers - VAS 5024 A- or hose clip pliers - VAS
6340-

Woo-1179

1. Servicing diesel direct injection system 1 5
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Removing

— Lift engine cover panel at sides -arrows 1- and pull off towards
front -arrow 2-.

T =]' |
F || \l ]l IIT T|_||

— Detach the hoses/lines -1 ... 3- from air pipe.

— Remove air pipe by lifting retaining clips -arrows- slightly.

B Note

Leave coolant hose -1- and fuel lines -2- and -3- connected.

— Unplug electrical connector -1- at air mass meter - G70- .

— Detach vent hose -3- and air hose -2-.

B Note

Disregard -item 4-.

— Detach electrical connector -arrow- at intake manifold flap mo-
tor - V157- .

— Unscrew bolts -1 ... 3- and remove intake manifold flap motor
- V157-.

-

1 6 Rep. gr.23 - Mixture preparation - injection
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— Detach vacuum hose -3- at exhaust gas recirculation valve -
N18-.

— Detach pipe -4- for crankcase breather at air pipe.

— Release the hose clip -1- at turbocharger using spring type clip
pliers - VAS 5024 A- .

— Move the vacuum hoses clear -arrow-.

— Unscrew bolts -2- and -5- and remove air pipe.

— Clamp off coolant hoses -1- and -2- at exhaust gas recircula-
tion cooler using hose clamps - 3094- and detach.

— Clamp off coolant hoses -1- and -2- using hose clamps - 3094-
and detach.

— Detach hose connection carrier -2- at solenoid valve block by
releasing retaining tab.

— Detach vacuum hose -1- at non-return valve for brake servo.

3

o e

TR

1. Servicing diesel direct injection system 1 7
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— Detach vacuum hose -arrow- going to brake servo at tandem
pump.

— Unbolt engine lifting eye at rear on cylinder head -arrow-.

— Unbolt connecting pipe beneath change-over flap for exhaust
gas recirculation -arrows-.

— Remove bolts -arrows-.

1 8 Rep. gr.23 - Mixture preparation - injection
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— Unbolt exhaust gas recirculation cooler (with change-over
flap) from intake manifold -arrows- and remove.

— Unbolt intake manifold -arrows-.
Installing

Installation is carried out in the reverse order; note the following:

E Note

¢ Renew gaskets and seals.

¢ Nofe the installation position of intake manifold gasket.

& Secure all hose connections with the correct type of hose clips
(same as original equipment) = Parts catalogue .

— When installing air pipes.with plug-in connectors, ensure that
the securing clip.rarrows.engages audibly on the retaining lug

— Fill cooling system > Rep. gr. 19.

Tightening torques

Component Nm

Intake manifold to cylinder head 22

Engine lifting eye to cylinder head 22

Bracket to intake manifold 10

Connecting pipe for exhaust gas recirculation 22

to change-over flap

Exhaust gas recirculation cooler to intake mani- 10

fold

Intake manifold flap motor - V157- to intake 10

manifold

1.10 Removing and installing engine speed

sender - G28-

Special tools and workshop equipment required

1. Servicing diesel direct injection system 1 9
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¢ Assembly tool - T10118-

WO0-1148

4 Socket, AF 4 mm - T10370-
Th0370

WO0-10582

Removing . —_ —_

— Remove oil filter bracket = Rep. gr. 17.

— Unplug electrical connector -arrow- at engine speed sender -
G28- using assembly tool - T10118- .

B Note

To release electrical connector without assembly fool - T10118-,
press connector on engine speed sender in with a screwdriver
and at the same time lift release tab with a thin wire hook.

— Move wire clear.

— Unscrew securing bolt -2- using socket (4 mm) - T10370- .
Installing

Installation is carried out in the reverse order; note the following:
— Install oil filter bracket = Rep. gr. 17.

Tightening torque

Component Nm
Engine speed sender - G28- to cylinder block 4.5
1.11 Removing and installing sender wheel

for engine speed sender - G28-

The sender wheel for engine speed sender - G28- is removed and
installed together with the rear sealing flange = Rep. gr. 13.

20 Rep. gr.23 - Mixture preparation - injection
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1.12 Servicing unit injector

E Note

Observe rules for cleanliness = page 1 .

1-20 Nm + 90° (/4 turn) fur-
ther
O Renew

2 - Rocker arm shaft

Q  With rocker arms

U Removing and installing
=> page 22

3 - Lock nut, 30 Nm
4 - Adjuster screw
d Renew

5 - Ball stud
0 Renew
6 - Unit injector
Q Removing and installing

=> page 22
7 - O-ring
Q Renewing'=page 25
8 - O-ring
0 Renewing = page 25
9 - O-ring

U Renewing = page 25

10 - Insulating seal
U4 Renewing = page 25

11 - Circlip
12 - Cylinder head
13 - Clamping block

14 - 12 Nm + 270° (3/4 turn)
further
4 Renew

1. Servicing diesel direct injection system 21
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1.13 Removing and installing unit injector

Special tools and workshop
equipment required

*

*
¢

Universal dial gauge brack-
et - VW 387-

Socket - 3410-

Special wrench, long reach
- T10054-

Puller - T10055-

Torque wrench - V.A.G
1331-

Caliper gauge (measuring
range at least 400 mm)

[,

W23-0020

Removing

Remove cylinder head cover = Rep. gr. 15.

Turn crankshaft until both cams for the unit injector to be re-
moved face upwards.

Loosen the lock nuts of the adjuster screws -1- on all unit in-
jectors.

Unscrew the adjuster screws until each rocker arm touches
the tappet spring of the unit injector.

Remove rocker arm shaft by unscrewing bolts -2- using socket
- 3410- starting from the outside working inwards.

Unscrew bolt -3- for clamping block using socket - T10054-
and remove clamping block.

22 Rep. gr.23 - Mixture preparation - injection
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— Pry off connector from the unit injector using a screwdriver
-arrow-. Press gently against the other side of connector with
finger to prevent it from tilting.

‘ LJ: .\\H E:]]_—_—::"

1. Servicing diesel direct injection system 23



@0:@ Audi A3 2004 > , Audi A3 Cabriolet 2008 > , Audi A3 Sportback 2005 >
Auar  TDI injection and glow plug system (4-cyl. 1.9 Itr. unit injector, 2-valve) - Edition 11.2014

— Apply the puller - T10055- into the slot on the side of the unit
injector in place of the clamping block.

— Pull unit injector out of cylinder head seat by gently tapping
upwards.

Installing and adjusting

| Note

Renew bolts on unit injectors.

& New unit injectors are supplied with O-rings and insulating
seals.

& When installing a new unit injector, you must also renew the
appropriate adjuster screw in rocker arm.

& When reinstalling old unit injector, you must renew the O-rings
and insulating seals = page 25 .

& Whenever an operation requires adjustment of a unit injector,
the adjuster screw in the rocker arm and the ball stud of the
unit infector must be cleaned and examined for signs of wear.
Ball stud and adjuster screw must be renewed if signs of wear
are found.

& Grease the conltact surfaces between the ball stud and ad-
Juster screw with lubricating grease - G 000 100- .

— Before installing the unit injector, check the three O-rings, in-
sulating seal and retaining ring for correct seating.

* The O-rings must not be twisted.

— Lubricate O-rings and guide in cylinder head with oil.

— Insert unit injector very carefully into cylinder head seat and
press in as far as it will go.

— Insert the clamping block in the slot on the side of the unit
injector.

B Note

If the unit injector is not seated at a right angle to the clamping
block, the securing bolt may come loose, resulting in damage fo
the unit injector or cylinder head.

— Therefore, align.the unit.injector.as follows:

— Screw new securing bolt into clamping block, but do not tighten
(it must still be possible to turn the unit injector slightly).

— Now align the unit injector at a right angle to the bearing ped-
estals of the camshaft.
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— Check dimension -a- from outer edge of cylinder head to roun-
ded edge of unit injector with a caliper gauge (measuring
range at least 400 mm.)

Cylinder Dimension -a-
1 333.0 £ 0.8 mm
2 245.0 £ 0.8 mm
3 153.6 £ 0.8 mm
4 65.6 £ 0.8 mm

— If necessary, adjust the unit injector and tighten the securing
bolt as follows:

* Tightening torque: 12 Nm + 270° (3/4 turn further):

— First tighten inner bolts -2- and then outer bolts -1- in several
stages.

* Tightening torque: 20 Nm + 90° (/4 turn further).

— Place a dial gauge on adjuster screw of unit injector, as shown
in illustration.

— Turn crankshaft in direction of engine rotation until roller of
rocker arm is located at tip of drive cam.

* Roller side -arrow A- is at highest point.
» Dial gauge -arrow B- is at lowest point.
— Remove dial gauge.

— Now turn the adjuster screw into rocker arm until significant
resistance can be felt (unit injector is at limit stop).

— Turn adjuster screw 180° back off stop.

— Hold adjuster screw in this position and tighten lock nut to 30
Nm.

Remaining installation steps are carried out in reverse sequence;
note the following:

— Attach connector for unit injector.

— Install cylinder head cover > Rep.gr. 15.

1.14 Renewing O-rings for unit injector

Special tools and workshop equipment required
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¢ Assembly sleeves - T10056-

Removing

Remove unit injector = page 22 .

Lever old O-rings very carefully off unit injector.

Important; Ensure that no burrs are formed at the O-ring seats.
Remove the insulating seal together with the retaining ring.

Installing

*

*

B Note

Always use the assembly sleeves to fit the O-rings. There is a
danger of damaging the O-rings if the sleeves are not used.

O-rings with no colour identification were phased in gradually.
Make sure the correct O-rings are fitted in the different
grooves. The thinner O-rings are fitted in the grooves closer
fo the injector nozzle.

Prevent the O-rings from rolling when sliding them on. The O-
rings must not be twisted when seated on the unit injector.
Clean seating surfaces for O-rings on unit injector very care-
fully.

Fit assembly sleeve - T10056/1- onto unit injector, pushing it
to the limit stop.

Push the upper, thicker O-ring carefully onto the assembly
sleeve and into the seat on the unit injector.

Remove assembly sleeve - T10056/1- .

26 Rep. gr.23 - Mixture preparation - injection




Audi A3 2004 > , Audi A3 Cabriolet 2008 > , Audi A3 Sportback 2005 > (I{1])
TDI injection and glow plug system (4-cyl. 1.9 ltr. unit injector, 2-valve) - Edition 11.2014 Audh

— Fit assembly sleeve - T10056/2- onto unit injector, pushing it
to the limit stop.

— Push the middle, thinner O-ring carefully onto the assembly
sleeve and into the seat on the unit injector.

— Remove assembly sleeve - T10056/2- .

— Fit assembly sleeve - T10056/3- onto unit injector, pushing it
to the limit stop.

— Push lower O-ring carefully onto assembly sleeve - T10056/3-
and into groove on unit injector.

— Remove assembly sleeve - T10056/3- .
— Push on a new insulating seal together with the retaining ring.
— Install unit injector = page 22 .

7~ 710056/3

1.15 Removing and installing electrical wiring
harness for unit injectors

Removing

— Pull cover off air duct (release clips on sides) -arrows-.

— Unclip air duct at the bottom by releasing clips -arrows-.

— Detach air duct (bottom) together with air hose.

@Iﬁ
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— Unplug electrical connector -1- at air mass meter - G70- .
— Detach vent hose -3- and air hose -2-.
— Unscrew bolt -4- and remove air cleaner housing.

— Remove cylinder head cover > Rep. gr. 15.

— To unplug electrical multi-pin connector for unit injectors and
glow plugs, pull release pin -arrow 1- and slacken knurled nut
-arrow 2-.

— Pry off connector from the unit injector using a screwdriver
-arrow-. Press gently against the other side of connector with
finger to prevent it from tilting.

— Unbolt multi-pin connector from cylinder head and press it out
of hole on cylinder head.

— Push wiring harness out of guides -arrow- and remove retain-
ing clips.

B Note

If the wiring harness breaks when pulling it out, make sure that
no fragments of the wiring harness get info the engine.

A23-10167

1 1
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Installing

Pull retaining clips -2- off new wiring harness.

Insert connectors -1- into assembly guides to facilitate instal-
lation of wiring harness.

Working from the bottom right side, slide wiring harness -2-
into hole on cylinder head -arrow-.

Guide wiring harness so that electrical connectors -1- for unit
injectors come to rest in the position shown in the illustration.

Attach retaining clips and move wiring harness into installation
position.

Tighten bolts on multi-pin connector.
Attach electrical connectors for unit injectors.

Remaining installation steps are carried out in reverse sequence;
note the following:

Install cylinder head cover = Rep. gr. 15.
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Tightening torque
Component Nm
Connector for wiring harness to cylinder head 10
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1.16 Wiring and component check with test
box - V.A.G 1598/42-
B Note

& The testbox - V.A.G 1598/42- has 105 sockets. It can be con-
nected to the engine control unit via 2 different adapter cables.

& The engine control unit is connected fo the vehicle's wiring
harness via two connectors, one of which has 60 pins, the
other has 94 pins.

& To carry out tests on the 60-pin wiring harness connector, the
adapter cable - V.A.G 1598/39-1- is connected to connector
-A-on the test box. For components connected to 60-pin wiring
harness connector = Current flow diagrams, Electrical fault
finding and Fitting locations.

& 7o carry out tests on the 94-pin wiring harness connecftor, the
adapter cable - V.A.G 1598/39-2- must be connected fo con-
nectors -A- and -B- on the test box. For components connec-
ted to 94-pin wiring harness connector = Current flow
diagrams, Electrical fault finding and Fitting locations.

& The test box VA G1598/42+ is 'designed sotcan-be con-
nected both'to the wiring harness for the engine control unit
and fo the engine control unit itself at the same time. The ad-
vantage of this is that the electronic engine control system
remains fully functional when the test box is connected (for
example, for measuring signals when the engine is running).

& The instructions for performing the individual tests indicate
whether or not the engine control unit itself also needs to be
connected fo the test box.

& Always use auxiliary measuring set- V.A.G 1527B- to connect
test equipment (e.g. voltage tester - V.A.G 1526C-, hand-held
multimeter - V.A.G 1594C- eftc.).

The engine control unit has to be removed before connectors can
be unplugged from engine control unit = page 31 .

A WARNING

To prevent damage fo electronic components, select appro-
priate measuring range before connecting measuring leads
and observe lest requirements.

— Connect test box - V.A.G 1598/42- to wiring harness with
adapter cable - V.A.G 1598/39-1- or adapter cable - V.A.G
1598/39-2- . Connect earth clip of test box to negative terminal
of battery. The instructions for performing the individual tests
indicate whether or not the engine control unit itself also needs
to be connected to the test box.

— Carry out test as described in relevant repair procedure.

— After completing tests re-install engine control unit
= page 31.

— After re-connecting engine control unit, interrogate event
memory and erase it as necessary = Vehicle diagnostic tester.

V.A.G
1598/39-1

V.A.G
1598/39-2

V.A.G
1598/39-1 V.A.G
1598/39-2

13— V.A.G 1598/42
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1.17 Removing and installing diesel direct in-
jection system control unit - J248-

B Note

¢ The engine control unit is bolted fo its protective housing. To
make it more difficult fo unscrew the shear bolts -arrows-, their
threads have additionally been coated with locking fluid.

® The protective housing has fo be removed before the connec-
tors can be unplugged from the engine control unit (e.g. fo
connect the test box or renew the engine control unit).

Special tools and workshop equipment required

¢ Hot air blower - VAS 1978/14A- -item 1- with nozzle attach-
ment -2- from wiring harness repair set - VAS 1978 B-

¢ Vice-grip pliers -3- (commercially available)
Removing

— When renewing engine control unit, select diagnosis object
“Renew engine control unit” in “Guided Fault Finding” = Vehi-
cle diagnostic tester.

— Switch off ignition.

— Lever off caps on windscreen wiper arms with a screwdriver.
— Loosen hexagon nuts -arrows- several turns.

— Loosen wiper arms from wiper shafts by tilting them slightly.

— Completely remove hexagon nuts and detach wiper arms from
wiper shafts.

—
A24-0748
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— Unclip washer jets -arrow-.

— Push washer jets through assembly opening back into plenum
chamber, leaving hoses connected.

— Pull rubber seal -1- off plenum chamber cover.
— Detach plenum chamber cover -2-.

Run wiper arms to service position.

— First close bonnet.

— Switch ignition on and then off again. Within 10 seconds, press
wiper switch down once to brief wipe position.

B Note

The wiper arms will now run onto the main part of the windscreen
(service position).

— Remove ignition key.
— Then open bonnet again.

To make it more difficult to unscrew the shear bolts, their threads
have been coated with locking fluid.

Engine control unit must be separated from protective housing
before connectors can be unplugged from engine control unit (e.qg.
when connecting test box or replacing engine control unit). This
procedure is described in the following.

A WARNING

The following procedure must be followed exactly to prevent
any damage (scorching) fo wiring, connectors, insulation and
control units. Observe operating instructions for hot air blower.
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— Select settings on hot air blower as shown in illustration, i.e.
set temperature potentiometer -2- to maximum heat output 1
and two-stage air flow switch -3- to position 3.

B Note

¢ Then use hot air blower fo heat shear bolts. This step reduces
Inhibiting action of locking fluid on shear bolt threads and
makes it easier to unscrew these bolfs.

|
| Yl
& Cover up all painted parts fo avoid any damage caused by hot 4 J
air blower or vice-grip pliers.

A WARNING

Parts of the protective housing will become very hot as a result
of heating the shear bolfs. Take care fo avoid burns. Try fo
ensure that only the shear bolt is heated and none of the near-
by components. These should be covered if necessary.

(

— Place the hot air blower nozzle close to the shear bolt on the
protective housing.

— Switch on the hot air blower and heat the bolt for approximately
20 to 25 seconds.

— Then grasp the bolt head with the vice-grip pliers and unscrew
the shear bolt.

The procedure for the second shear bolt is_exactly the same,

Engine control unit can now be separated from protective hous-
ing.
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— Release front connector -1- from engine control unit and un- e V= ———— —

plug connector.

— Pull engine control unit out of retainer -arrow- (wiper arms in
service position).

— Release rear connector on engine control unit and unplug
connector.

Installing

Installation is performed in the reverse sequence.

— Make sure you fit protective housing back on engine control s

unit. —————— /r—:\ 1

— Clean threaded holes for shear bolts to remove any residue
from locking fluid. This can be done using a thread tap.

— Use new shear bolts.

— With bonnet closed, move windscreen wiper motor back to
normal park position (switch ignition on and off again briefly).

— Within 10 seconds, press wiper switch down once to “brief
wipe” position.

» The wiper motor will run back to the normal park position.
— Install windscreen wiper arms = Rep. gr. 92.

After installing a new engine control unit, the following operations
must be performed:

— Activate engine control unit in “Guided Fault Finding” under
diagnosis option “Replace engine control unit” = Vehicle di-
agnostic tester.
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28 — Glow plug system

1 Glow plug system

1.1 Removing and installing glow plugs
Special tools and workshop equipment required
4 U/J extension and socket, 10 mm - 3220-

Removing
— Switch off ignition.

— Lift engine cover panel at sides -arrows 1- and pull.off towards
front -arrow 2-.

— Detach electrical connectors at glow plugs -arrows-.
— Remove glow plugs using U/J extension and socket - 3220- .
Installing

Install in reverse order.

Tightening torque

Component Nm

Glow plug in cylinder head 15

1.2 Removing and installing automatic glow

period control unit - J179-
Removing

— Switch off ignition and remove ignition key.

WOD-0329
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— Remove cover -1- over battery; to do so, press release tab
-arrow-.

— Remove battery = Rep. gr. 27 .

— Remove battery tray -arrows-.

— Detach battery tray from front of air duct.

Removing (version 1):

— Pull out the relay carrier from under the electronics box in en-
gine compartment -arrow-.

— Pull automatic glow period control unit - J179- -item 1- out of
relay carrier below electronics box in engine compartment.

Removing (version 2):

— Pull out the 6-position relay carrier from under the electronics
box in engine compartment -arrow-.
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— Unclip the cover of 6-slot relay carrier -arrows-.

— Release retaining clips -arrows-.

— Remove 6-position relay carrier -arrow- from cover.

— Detach automatic glow period control unit - J179- from slot

Installing

Install in reverse order.

Additional steps must be performed when the battery is re-instal-
led and connected = Rep. gr. 27 ; Disconnecting and connecting
battery in engine compartment.
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