
191 - Giulietta   2.0 JTDM   TOOTHED DRIVE PULLEY - R.R. WITH TIMING BELT REMOVED   1032B44    
 

 

 

 
 
 

Removing ( Refitting  ) 

1. Fit the engine support bracket at the point shown in the figure. 

 

 

 

 
 
 

1. Undo the nuts and remove the flywheel lower guard. 

 

 

 
 
 

1. Fit the flywheel locking tool. 

  

Tool 

  

Description 

  

Function 

  

Validity 

  

1860898000 

  

Anticoppia 

  

Fermavolano 

  

2.0 JTDM 

 

 

 
 
 

1. Undo the bolt (1a) (left hand thread) and remove the toothed drive pulley (1b). 

 
Refitting ( Removing  ) 

1. Position the toothed drive pulley (1a) in its housing and tighten the screw (1b) to the prescribed torque. 

          



 

 
 
 

Component Fastening Ø Value (daNm) Validity 

  

Toothed drive 
pulley 

  

Left hand screw 

  

M16 

  

32.3 ÷ 35.7 

  

2.0 JTDM 

 - Remove the flywheel locking tool. 

- Fit the engine flywheel lower guard in position and tighten the nuts. 

- Remove the power unit support brackets fitted previously. 

  

Tool 

  

Description 

  

Function 

  

Validity 

  

1860898000 

  

Anticoppia 

  

Fermavolano 

  

2.0 JTDM 


