
191 - Giulietta   2.0 JTDM   SERVICE PULLEY ON CRANKSHAFT - R.R.   1092A10    
 

 
Removing ( Refitting  ) 

- Place the vehicle on a lift. 

     Op. 4450B04 RIGHT FRONT WHEEL - R.R.  

    Op. 7055B54 PROTECTION/GUARD UNDER ENGINE -R.R.  

    Op. 7055B66 ENGINE COMPARTMENT DUST COVER IN RIGHT FRONT WHEEL ARCH - R.R. 

    Op. 1092G10 AUXILIARY COMPONENTS SINGLE DRIVE BELT - R.R.  

 

 

 
 
 

1. Undo the nuts and remove the flywheel lower guard. 

 

 

 
 
 

1. Fit the flywheel locking tool. 

  

Tool 

  

Description 

  

Function 

  

Validity 

  

1860898000 

  

Anticoppia 

  

Fermavolano 

  

2.0 JTDM 

 

 

 
 
 

1. Undo the screws (1a) and remove the service pulley (1b). 

 

 

 
 
 

Refitting ( Removing  ) 

1. Position the service pulley (1a) in its housing and tighten the screws (1b) to the prescribed torque. 

  

Component 

  

Fastening 

  

Ø 

  

Value (daNm) 

  

Validity 

  

Engine component 
single belt fixed 
tensioner 

  

Screw  

  

M10 

  

4.5 ÷ 5.5 

  

2.0 JTDM 



 - Remove the flywheel locking tool. 

- Fit the engine flywheel lower guard in position and tighten the nuts. 

  

Tool 

  

Description 

  

Function 

  

Validity 

  

1860898000 

  

Anticoppia 

  

Fermavolano 

  

2.0 JTDM 

     Op. 1092G10 AUXILIARY COMPONENTS SINGLE DRIVE BELT - R.R.  

    Op. 7055B66 ENGINE COMPARTMENT DUST COVER IN RIGHT FRONT WHEEL ARCH - R.R. 

    Op. 7055B54 PROTECTION/GUARD UNDER ENGINE -R.R.  

    Op. 4450B04 RIGHT FRONT WHEEL - R.R.  

 - Remove the vehicle from the lift. 


