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Compression Ring No.1
Compression Ring No.2

Oil Ring (Side Rail)

� Snap Ring

Piston

Piston Pin

� Snap Ring

� Bush
Connecting Rod

Connecting Rod Bearing

Cylinder Block Sub–assy

Crankshaft Bearing

Crankshaft Bearing Cap Sub–assy

Crankshaft Bearing
Crankshaft Thrust Washer Upper

Key

Crankshaft

Connecting Rod Bearing

Connecting Rod Bearing Cap

Oil Ring (Expander)

See page 14–39

1st 44 (449, 33)
2nd Turn 90 �

See page 14–39

1st 20 (204, 15)
2nd Turn 90 �

19 (194, 14)

� Non–reusable part

N·m (kgf·cm, ft·lbf) : Specified torque

5.0 (51, 44 in. �lbf)

5.0 (51, 44 in. �lbf)

5.0 (51, 44 in. �lbf)

11 (112, 8)

5.0 (51, 44 in. �lbf)

Ring Pin

Straight Pin

Ring Pin

Straight Pin
Crankshaft 
Thrust Washer Upper

Straight Pin

Ring Pin

Straight Pin
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1ZZ–FE,3ZZ–FE ENGINE REPAIR MANUAL
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CYLINDER BLOCK (1ZZ–FE/3ZZ–FE)
COMPONENTS


