HOW TO USE THIS MANUAL

SYMBOLS
e There are eight symbols indicating oil, grease,

e The text sequence is as indicated by the arrows
shown below.

sealant, and the use of SSTs. These symbols Example:
show the points of applying or using such materials N
during service. A INTAKE-AIR SYSTEM

Symbol Meaning Kind
New appropriate
Apply oil engine oil or
gear oil
. New appropriate
Apply brake fluid brake fluid
Apply automatic | New appropriate
transaxle/ automatic
transmission transaxle/

fluid

transmission fluid

e @ | cu | oa

Appropriate
Apply grease renos
Apply sealant Appropriate
PPy sealant
Apply petroleum | Appropriate

jelly

petroleum jelly

Replace part

O-ring, gasket,
etc.

SST

Use SST

Appropriate SST

ADVISORY MESSAGES
You'll find several Warnings , Cautions , Notes,

Specifications and Upper and lower limits

manual.

Warning

in this

e A Warning indicates a situation in which
serious injury or death could result if the
warning is ignored.

Caution

e A Caution indicates a situation in which
damage to the vehicle could result if the
caution is ignored.

Note

e A Note provides added information that will
help you to complete a particular procedure.

Specification

e The values indicate the allowable range when

INTRKE-AIR SYSTEM
INTAE-AIR SYSTEM REMOVAL/INSTALLATION
Fuel vapor is hazardous. It can very easily ignie, causing serlous injury and damage. AlWays keep

sparks and flames away from fue)
uel Fuel can igni

“FuelLi y
Aty SvaTem

. (connect the negative battery cable.
in the engine coolant from the radiator. {Refer 1o sechon €, Engine coolant, Engne coolant replacsment.)
Jrove in the order shown in the ligure.

il in the reverse order of removal, referring 1o Installation note.
& (Refer tosaction €,
n' )
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5 [WRccelerator cable 13| Water outlet pipe | |
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[ FRONT OIL SEAL ~\

FRONT OIL SEAL Timing Belt Pulley Instfilation Note

o Instal the crankshaflind fiming bell puliey on the.

FRONT OIL SEAL REPLAREMENT crankshaft with the #llhge and timing mark facing
1. Remove the liming bel 1Relev to TIMING BELT, outwards.
TIMING BELT REMOV/RLINSTALLATION.)

Timing bell pulley
« Referto Instalatiofiote.
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Front Oil Seal Removal N
1. Cut the oil seal lip by uSlg a razor knite.
2. Remove the ol seal billusing a screwdriver pro-
tected with 2 rag.

Front Ol Seal Instaliation flote
1. Apply cian engine oil il new oil seal lp
2. Push the oil seal stighty§h by hand
3. Tap the oil seal in evenll by using the SST and a

HAMMER OIL PUMP BODY

003 mm 10-002im)

FRONT OIL SEAL

performing inspections or adjustments.

Upper and lower limits
e The values indicate the upper and lower limits
that must not be exceeded when performing
inspections or adjustments.
TEXT SEQUENCE

GI-3



