
IGNITION SYSTEM

G–6

2. Measure the resistance at the primary coil using an
ohmmeter.

Specification  [20 °C {68 °F}]
G6, F2 CIS: 0.81—0.99 Ω
F2 CARB: 1.035—1.265 Ω

G6, F2 CIS

F2 CARB

3. If not as specified, replace the ignition coil. (Refer
to IGNITION SYSTEM, IGNITION COIL
REMOVAL/INSTALLATION.)

Secondary Coil Winding
1. Disconnect the ignition coil connector.
2. Disconnect the center lead.
3. Measure the resistance at the secondary coil using

an ohmmeter.

Specification
10—16 k [20 °C {68 °F}]

G6, F2 CIS

F2 CARB

(+)

4. If not as specified, replace the ignition coil. (Refer
to IGNITION SYSTEM, IGNITION COIL
REMOVAL/INSTALLATION.)

DISTRIBUTOR REMOVAL/INSTALLATION
G6, F2 CARB, F2 CIS

1. Disconnect the negative battery cable.
2. Remove in the order indicated in the table.
3. Install in the reverse order of removal.
4. Adjust the ignition timing. (Refer to Section F1,

F3—F4, ENGINE TUNE-UP, IGNITION TIMING
ADJUSTMENT.)
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1 Vacuum hose

2 High-tension lead
+ HIGH-TENSION LEAD

REMOVAL/INSTALLATION

3 Connector

4 Distributor
+ Installation Note

Distributor Installation Note
� Verify that the No.1 cylinder is at top dead center,

and align the distributor matching marks.

MATCHING MARKS


