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CLUTCH MASTER CYLINDER
CLUTCH MASTER CYLINDER REMOVAL/INSTALLATION

1. Remove in the order indicated in the table.
2. Install in the reverse order of removal.

* 49 0259 770B

6.9—9.8 {70—100, 60.8—86.7}

SST

12.8—21.5
{130—220, 113—190}

*

N·m {kgf·cm, in·lbf}

R

1 Clutch pipe

2 Nut

3 Clutch master cylinder

4 Gasket

CLUTCH MASTER CYLINDER DISASSEMBLY/ASSEMBLY
1. Disassemble in the order indicated in the table.
2. Assemble in the reverse order of disassembly.

R

R

R

84—112 N·m
{8.5—11.5 kgf·m,
61.5—83.1 ft·lbf}
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1 Snap ring
+ Disassembly Note
+ Assembly Note

2 Piston

3 Protector

4 Primary cap

5 Return spring

6 Tank cap

7 Reservoir

8 Bushing

9 Joint bolt

10 Gasket

11 One-way valve piston

12 Return spring

13 One way valve pin

14 Clutch master cylinder body

Snap Ring Disassembly Note
� Hold the piston down using a cloth-wrapped pin

punch.

Snap Ring Assembly Note
� Hold the piston down using a cloth-wrapped pin

punch.


