
ENGINE SPEED SENSING POWER STEERING

N–13

STEERING GEAR AND LINKAGE REMOVAL/INSTALLATION
1. Remove in the order indicated in the table.
2. Install in the reverse order of removal.

N·m {kgf·m, ft·lbf}

R

SST

SST

R

R

SST

79—157
{7.0—16.0, 58—115}

37—54
{3.7—5.5, 27—39}

45—58
{4.5—6.0, 33—43}

69—78
{7.0—8.0, 51—57}

45—58
{4.5—6.0, 33—43}

20—26
{2.0—2.7, 15—19}

37—54
{3.7—5.5, 27—39}

32—47
{3.2—4.8, 24—34}

24—35
{2.4—3.6, 18—26}

R

SST

SST

1 Cotter pin

2 Locknut

3 Ball joint
+ MANUAL STEERING, STEERING GEAR AND

LINKAGE REMOVAL/INSTALLATION, Ball
Joint Removal Note

4 Locknut

5 Tie rod

6 Center link

7 Idler arm
+ MANUAL STEERING, STEERING GEAR AND

LINKAGE REMOVAL/INSTALLATION, Idler
Arm Removal Note

8 Bushing

9 Washer

10 Bolt, nut, washer

11 Idler arm bracket

12 Pressure pipe

13 Return pipe

14 Bolt

15 Bolt, nut, washer

16 Steering gear and pitman arm
+ MANUAL STEERING, STEERING GEAR AND

LINKAGE REMOVAL/INSTALLATION, Steering
Gear and Pitman Arm Removal Note

17 Dust boot
+ MANUAL STEERING, STEERING GEAR AND

LINKAGE REMOVAL/INSTALLATION, Dust
Boot Disassembly Note

+ MANUAL STEERING, STEERING GEAR AND
LINKAGE REMOVAL/INSTALLATION, Dust
Boot Assembly Note


