
ENGINE SPEED SENSING POWER STEERING

N–16

POWER STEERING OIL PUMP REMOVAL/INSTALLATION
1. Remove in the order indicated in the table.
2. Install in the reverse order of removal.
3. For F2 CIS, F2 Carb and G6 engine model, adjust the drive belt. (Refer to Section B1 or B3, DRIVE BELT,

DRIVE BELT ADJUSTMENT.)

30—44
{3.0—4.5, 22—32}

R

SST

30—39
{3.0—4.0, 22—28}

N·m {kgf·m, ft·lbf}

50—59
{5.0—6.0, 37—43}

F2 CIS, F2 CARB



ENGINE SPEED SENSING POWER STEERING

N–17

N·m {kgf·m, ft·lbf}

19—25
{1.9—2.6, 14—18}

32—47
{3.2—4.8, 24—34}

32—46
{3.2—4.7, 24—33}

50—59
{5.0—6.0, 37—43}

SST

CLAMP
POSITION

30 mm
{1.2 in}

G6

1 Drive belt

2 Locknut
+ Removal Note

3 Oil pump pulley

4 Pressure pipe (F2 CIS, F2 Carb), pressure hose
(G6)

5 Return hose

6 Power steering fluid pressure switch connector
(except F2 Carb)

7 Power steering oil pump component

Locknut Removal Note
� Secure the pulley using the SST and remove the

locknut.
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ENGINE SPEED SENSING POWER STEERING

N–18

N·m {kgf·m, ft·lbf}

R

R

19—25
{1.9—2.6, 14—18}

19—25
{1.9—2.6,
14—18}

30—44
{3.0—4.5, 22—32}

WL, WL TURBO

1 Pressure pipe

2 Return hose

3 Bolt and nut

4 Power steering oil pump

5 O-ring


