
JX TRANSAXLE 21 - 1
TRANSAXLE
CONTENTS

page
GENERAL INFORMATION
41TE FOUR SPEED AUTOMATIC TRANSAXLE . 1
FLUID LEVEL AND CONDITION . . . . . . . . . . . . . 2
SELECTION OF LUBRICANT . . . . . . . . . . . . . . . 2
SPECIAL ADDITIVES . . . . . . . . . . . . . . . . . . . . . 3

DESCRIPTION AND OPERATION
ADAPTIVE CONTROLS . . . . . . . . . . . . . . . . . . . 3
AUTOSTICK . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
CLUTCH AND GEAR . . . . . . . . . . . . . . . . . . . . . 3
ELECTRONICS . . . . . . . . . . . . . . . . . . . . . . . . . 3
GEARSHIFT AND PARKING LOCK

CONTROLS . . . . . . . . . . . . . . . . . . . . . . . . . . 5
HYDRAULICS . . . . . . . . . . . . . . . . . . . . . . . . . . 3
ON-BOARD DIAGNOSTICS . . . . . . . . . . . . . . . . 4
SENSORS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3
SHIFT POSITION INDICATOR . . . . . . . . . . . . . . 5
SHIFTER/IGNITION INTERLOCK . . . . . . . . . . . . 4
SOLENOIDS . . . . . . . . . . . . . . . . . . . . . . . . . . . 3
TORQUE CONVERTER CLUTCH CONTROL

(TCC) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3
TORQUE MANAGEMENT . . . . . . . . . . . . . . . . . . 4
TRANSMISSION CONTROL MODULE . . . . . . . . 4
TRANSMISSION RANGE SENSOR . . . . . . . . . . 5
TRANSMISSION TEMPERATURE SENSOR . . . . 5

DIAGNOSIS AND TESTING
41TE TRANSAXLE GENERAL DIAGNOSIS . . . . 5
AUTOSTICK . . . . . . . . . . . . . . . . . . . . . . . . . . . 10
CLUTCH AIR PRESSURE TESTS . . . . . . . . . . . 8
FLUID LEAKAGE-TORQUE CONVERTER

HOUSING AREA . . . . . . . . . . . . . . . . . . . . . . . 8
HYDRAULIC PRESSURE TESTS . . . . . . . . . . . . 6
INTERLOCK SYSTEM OPERATION CHECK . . . . 9
ROAD TEST . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6
SHIFT POSITION INDICATOR . . . . . . . . . . . . . . 9

SERVICE PROCEDURES
ALUMINUM THREAD REPAIR . . . . . . . . . . . . . 11
FLUID AND FILTER CHANGE . . . . . . . . . . . . . . 10
FLUID DRAIN, REFILL AND LEVEL CHECK . . . 10
FLUSHING COOLERS AND TUBES . . . . . . . . . 11
OIL COOLER FLOW CHECK . . . . . . . . . . . . . . 13
page

PINION FACTOR PROCEDURE . . . . . . . . . . . . 13
TRANSAXLE QUICK LEARN PROCEDURE . . . 13

REMOVAL AND INSTALLATION
AUTOSTICK . . . . . . . . . . . . . . . . . . . . . . . . . . . 14
GEARSHIFT CABLE . . . . . . . . . . . . . . . . . . . . . 13
GEARSHIFT MECHANISM . . . . . . . . . . . . . . . . 14
INTERLOCK MECHANISM . . . . . . . . . . . . . . . . 17
MANUAL VALVE LEVER (SHIFT LEVER) . . . . . 17
OIL PUMP SEAL . . . . . . . . . . . . . . . . . . . . . . . 25
SHIFTER IGNITION INTERLOCK CABLE . . . . . 14
SOLENOID ASSEMBLY-REPLACE . . . . . . . . . . 17
SPEED SENSOR-INPUT . . . . . . . . . . . . . . . . . 19
SPEED SENSOR-OUTPUT . . . . . . . . . . . . . . . . 19
TRANSAXLE . . . . . . . . . . . . . . . . . . . . . . . . . . 21
TRANSMISSION CONTROL MODULE . . . . . . . 19
TRANSMISSION RANGE SENSOR . . . . . . . . . 18
VALVE BODY . . . . . . . . . . . . . . . . . . . . . . . . . . 20

DISASSEMBLY AND ASSEMBLY
DIFFERENTIAL REPAIR . . . . . . . . . . . . . . . . . . 57
INPUT CLUTCHES-RECONDITION . . . . . . . . . 46
TRANSAXLE RECONDITION . . . . . . . . . . . . . . 28
VALVE BODY RECONDITION . . . . . . . . . . . . . . 25

CLEANING AND INSPECTION
CLEANING VALVE BODY . . . . . . . . . . . . . . . . . 60

ADJUSTMENTS
AUTOSTICK . . . . . . . . . . . . . . . . . . . . . . . . . . . 60
BEARING ADJUSTMENT PROCEDURE . . . . . . 61
DIFFERENTIAL BEARING . . . . . . . . . . . . . . . . 62
GEARSHIFT LINKAGE ADJUSTMENT . . . . . . . 60
INTERLOCK SYSTEM ADJUSTMENT . . . . . . . . 60
OUTPUT GEAR BEARING . . . . . . . . . . . . . . . . 62
TRANSFER SHAFT BEARING . . . . . . . . . . . . . 64

SCHEMATICS AND DIAGRAMS
41TE TRANSAXLE HYDRAULIC

SCHEMATICS . . . . . . . . . . . . . . . . . . . . . . . . 64
SPECIFICATIONS

41TE AUTOMATIC TRANSAXLE . . . . . . . . . . . . 78
41TE TORQUE SPECIFICATIONS . . . . . . . . . . 79

SPECIAL TOOLS
41TE AUTOMATIC TRANSAXLE . . . . . . . . . . . . 79
GENERAL INFORMATION

41TE FOUR SPEED AUTOMATIC TRANSAXLE
The 41TE four-speed FWD transaxle uses fully-

adaptive controls. Adaptive controls are those which
perform their functions based on real-time feedback
sensor information. The transaxle uses hydraulically
applied clutches to shift a planetary gear train.

TRANSAXLE IDENTIFICATION
The 41TE transaxle identification code is printed

on a label. The label is located on the transaxle case
up on the bellhousing (Fig. 1).



IDENTIFICATION TAG

21 - 2 TRANSAXLE JX
OPERATION
The gear ratios for the 41TE transaxle are as fol-

lows:

1st . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.84
2nd . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.57
3rd . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.00
OD . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.69
Reverse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.21

Final Drive Ratio is dependent on which engine
option is selected.

2.0 Liter . . . . . . . . . . . . . . . . . . . . . . . . . . 4.08 FDR
2.4 Liter . . . . . . . . . . . . . . . . . . . . . . . . . . 3.91 FDR
2.5 Liter . . . . . . . . . . . . . . . . . . . . . . . . . . 3.91 FDR

The torque converter clutch is available in 2nd,
direct, or overdrive gear. The shift lever is conven-
tional with six positions: P, R, N, OD, 3, and L avail-
able. When OD is selected the transaxle shifts
through all four speeds with torque converter clutch
available in overdrive. This position is recommended
for most driving. The 3 position is tailored for use in
hilly, mountainous driving or trailer towing. When 3
is selected, the transmission uses only 1st, 2nd, and
direct gears with 2nd-direct shift delayed to 40 mph
or greater. When operating in 3 or L positions torque
converter clutch application occurs in direct gear.
This improves transmission cooling under heavy
loads. If high transmission oil or engine coolant tem-
perature occurs, the torque converter clutch will also
engage in 2nd gear. The L position provides maxi-
mum engine braking for descending steep grades.
Unlike most current transaxles, upshifts are pro-
vided to 2nd or direct gear at peak engine speeds if
the accelerator is depressed. This provides engine
over-speed protection and maximum performance.

Fig. 1 Identification Tag Location

GENERAL INFORMATION (Continued)
FLUID LEVEL AND CONDITION

NOTE: The transmission and differential sump have
a common oil sump with an opening between the
two.

The torque converter fills in both the (P) Park and
(N) Neutral positions. Place the selector lever in (P)
Park to check the fluid level. The engine should be
running at idle speed for at least one minute,
with the vehicle on level ground. This will
assure complete oil level stabilization between
differential and transmission. The fluid should be
at normal operating temperature (approximately 82
C. or 180 F.). The fluid level is correct if it is in the
HOT region (cross-hatched area) on the oil level indi-
cator.

Low fluid level can cause a variety of conditions
because it allows the pump to take in air along with
the fluid. As in any hydraulic system, air bubbles
make the fluid spongy, therefore, pressures will be
low and build up slowly.

Improper filling can also raise the fluid level too
high. When the transaxle has too much fluid, the
gears churn up foam and cause the same conditions
which occur with a low fluid level.

In either case, the air bubbles can cause overheat-
ing, fluid oxidation, and varnishing. This can inter-
fere with normal valve, clutch, and accumulator
operation. Foaming can also result in fluid escaping
from the transaxle vent where it may be mistaken
for a leak.

Along with fluid level, it is important to check the
condition of the fluid. When the fluid smells burned,
and is contaminated with metal or friction material
particles, a complete transaxle overhaul is needed.
Be sure to examine the fluid on the dipstick closely.
If there is any doubt about its condition, drain out a
sample for a double check.

After the fluid has been checked, seat the dipstick
fully to seal out water and dirt.

SELECTION OF LUBRICANT
It is important that the proper lubricant be used in

the 41TE transaxle. MOPARt ATF PLUS (Automatic
Transmission Fluid—type 7176) should be used to
aid in assuring optimum transmission performance.
Fluids of the type labeled DEXRON III Automatic
Transmission Fluid are not recommended .
DEXRON III can be used only if the recommended
fluid is not available. If more than a small amount of
DEXRON III is used shudder or shift quality prob-
lems may result. It is important that the transmis-
sion fluid be maintained at the prescribed level using
the recommended fluids.
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SPECIAL ADDITIVES
Chrysler Corporation does not recommend the

addition of any fluids to the transaxle, other than the
fluid listed above. An exception to this policy is the
use of special dyes to aid in detecting fluid leaks. The
use of transmission sealers should be avoided, since
they may adversely affect seals.

DESCRIPTION AND OPERATION

CLUTCH AND GEAR
The transaxle consists of:
• Three multiple disc input clutches
• Two multiple disc grounded clutches
• Four hydraulic accumulators
• Two planetary gear sets
This provides four forward ratios and a reverse

ratio. The clutch-apply pistons were designed with
centrifugally balanced oil cavities so that quick
response and good control can be achieved at any
speed. A push/pull piston is incorporated for two of
the three input clutches.

CAUTION: Some clutch packs appear similar, but
they are not the same. Do not interchange clutch
components, as they might fail.

HYDRAULICS
The hydraulics of the transaxle provide:
• Manual shift lever select function
• Main line pressure regulation
• Torque converter and cooler flow control
Oil flow to the friction elements is controlled

directly by four solenoid valves. The hydraulics also
include a unique logic- controlled solenoid torque con-
verter clutch control valve. This valve locks out the
1st gear reaction element with the application of 2nd,
direct, or overdrive gear elements. It also redirects
the 1st gear solenoid output so that it can control
torque converter clutch operation. To regain access to
1st gear, a sequence of commands must be used to
move the solenoid switch valve. This precludes any
application of the 1st gear reaction element with
other elements applied. It also allows one solenoid to
control two friction elements.

Small, high-rate accumulators are provided in each
controlled friction element circuit. These serve to
absorb the pressure responses, and allow the controls
to read and respond to changes that are occurring.

SOLENOIDS
The solenoid valves perform most control functions,

these valves must be extremely durable and tolerant
of dirt. For that reason hardened-steel poppet and
ball valves are used. These are free from any close

GENERAL INFORMATION (Continued)
operating clearances. The solenoids operate the
valves directly without any intermediate element.
Direct operation means that these units must have
very high output. They must close against the size-
able flow areas and high line pressures. Fast
response is also required to meet the control require-
ments.

Two of the solenoids are normally-venting and two
are normally-applying; this was done to provide a
default mode of operation. With no electrical power,
the transmission provides 2nd gear in (OD), (3), or
(L) shift lever positions. All other transmission lever
positions will operate normally. The choice of 2nd
gear was made to provide adequate breakaway per-
formance while still accommodating highway speeds.

SENSORS
There are three pressure switches to identify sole-

noid application. There are two speed sensors to read
input (torque converter turbine) and output (parking
sprag) speeds. There is a transmission range sensor
to indicate the manual shift lever position. Also there
is a transmission temperature sensor that is part of
the transmission range sensor. The transmission
temperature sensor measures the fluid temperature
at the tranmission sump. The pressure switches are
incorporated in an assembly with the solenoids.
Engine speed, throttle position, temperature, etc., are
also observed. Some of these signals are read directly
from the engine control sensors; others are read from
a multiplex circuit with the powertrain control mod-
ule.

ELECTRONICS
The 41TE Transmission Control Module (TCM) is

located underhood in a potted, die-cast aluminum
housing. The module used is a new controller called
EATX III. The TCM has a sealed, 60-way connector.

TORQUE CONVERTER CLUTCH CONTROL (TCC)
The EMCC logic enables torque converter clutch to

partially engage between 23 to 47 miles per hour.
Full engagement occurs at about 50 miles per hour.
This feature is on all vehicles equipped with the
41TE transaxle.

ADAPTIVE CONTROLS
These controls function by reading the input and

output speeds over 140 times a second and respond-
ing to each new reading. This provides the precise
and sophisticated friction element control needed to
make smooth clutch-to-clutch shifts for all gear
changes. The use of overrunning clutches or other
shift quality aids are not required. As with most
automatic transaxles, all shifts involve releasing one
element and applying a different element. In simpli-
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fied terms, the upshift logic allows the releasing ele-
ment to slip backwards slightly. This ensures that it
does not have excess capacity. The apply element is
filled until it begins to make the speed change to the
higher gear. The apply pressure is then controlled to
maintain the desired rate of speed change. This con-
tinues until the shift is made. The key to providing
excellent shift quality is precision. For example, the
release element for upshifts is allowed to slip back-
wards slightly. The amount of that slip is typically
less than a total of 20 degrees. To achieve that pre-
cision, the TCM learns the traits of the transaxle
that it is controlling. It learns the release rate of the
releasing element and the apply time of the applying
element. It also learns the rate at which the apply
element builds pressure sufficient to begin making
the speed change. This method achieves more preci-
sion than would be possible with exacting tolerances.
It can also adapt to any changes that occur with age
or environment.

For kickdown shifts, the control logic allows the
releasing element to slip. Then controls the rate at
which the input (and engine) accelerate. When the
lower gear speed is achieved, the releasing element
reapplies to maintain that speed until the apply ele-
ment is filled. This provides quick response since the
engine begins to accelerate immediately. This also
provides a smooth torque exchange since the release
element can control the rate of torque increase. This
control can make any powertrain feel more respon-
sive without increasing harshness.

Adaptive controls respond to input speed changes.
They compensate for changes in engine or friction
element torque and provide good, consistent shift
quality for the life of the transaxle.

TORQUE MANAGEMENT
Most 41TE transaxles utilize torque management.

Torque management is a unique function of the Pow-
ertrain Control Module (PCM). The PCM receives
output signals from the Transmission Control Module
(TCM) and many various engine sensors. The PCM
evaluates these signals and decides if it is necessary
to decrease the output of the engine’s torque. This
reduction in torque does not interfere with the nor-
mal operation of the vehicle. This reduction in torque
will prolong the life of the drivetrain components.
Torque reduction is not noticeable in normal driving
functions. The torque reduction function shuts off
above 16 MPH.

ON-BOARD DIAGNOSTICS
This vehicle utilizes a diagnostic system called

OBDII. The powertrain control module communicates
with the Transmission Control Module. Whenever
the transaxle sets a fault in the Transmission Con-
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DESCRIPTION AND OPERATION (Continue
trol Module (dependent on which fault is set), the
powertrain control module will turn on a MIL (Mal-
function Indicator Lamp) on the instrument cluster.
By reading the code in the powertrain control module
it will tell you where the fault occurred. If the fault
occurred in the transaxle, the controller will read a
CODE 45. For further information regarding OBDII,
refer to Group 25, Emission Systems.

These controls provide comprehensive, on-board
transaxle diagnostics. The information available can
aid in transaxle diagnosis. For example, apply ele-
ment buildup rate indicates solenoid performance.
Also included are self diagnostic functions. Self diag-
nostics allow the technician to test the condition of
the electronic controls. The Transmission Control
Module continuously monitors its critical functions. It
also records any malfunctions, and the number of
engine starts since the last malfunction. This allows
the technician to use the information in the event of
a customer complaint.

TRANSMISSION CONTROL MODULE
Do not interchange Transmission Control Modules

with previous year transmission control modules. If a
same year TCM is being used from a different vehi-
cle, the following procedures must be performed:

• Quick Learn Procedure
• Torque Converter Clutch Break-in Procedure
• Electronic Pinion Factor Procedure
The Transmission Control Module is located on the

right inner fender panel, in the engine compartment.
It is held in place by four mounting screws.

NOTE: If the Transmission Control Module has
been replaced, the following procedures must be
performed:

• Quick Learn Procedure: This procedure will
allow the transmission control module to learn the
characteristics of the vehicle.

• Electronic Pinion Factor Procedure: This proce-
dure will reprogram the TCM to compensate for dif-
ferent tire sizes and final drive ratios.

• Converter Clutch Break-In Procedure: This pro-
cedure will reset the torque converter clutch status.

SHIFTER/IGNITION INTERLOCK
The Shifter/Ignition Interlock, is a mechanically

cable operated system. It interconnects the automatic
transmission floor mounted shifter to the steering
column ignition switch. The interlock system locks
the floor mounted shift lever into the PARK position
whenever the ignition switch is in the LOCK or
ACCESSORY position. When the key is in the OFF
or RUN position the shifter is unlocked and will
move into any position. The interlock system also
prevents the ignition switch from being turned to

d)
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LOCK or ACCESSORY position, unless shifter is in
the PARK position.

GEARSHIFT AND PARKING LOCK CONTROLS
The transaxle is controlled by a lever type gear-

shift incorporated within the floor shift mechanism.
The standard gearshift control has six selector lever
positions: P (park), R (reverse), N (neutral), and D
(drive), and L (low). The parking lock is applied by
moving the selector lever past a gate to the P posi-
tion. Do not apply the parking lock until the
vehicle has stopped; otherwise, a severe ratchet
noise will occur.

TRANSMISSION RANGE SENSOR
All vehicles are equipped with a transmission

range sensor that is located on top of the valve body.
This sensor replaces the gear position switch and the
transmission range switch. This sensor will allow for
accurate transmission gear position measurement.
This sensor is similar to the MVLPS that is currently
on the 42LE transaxle.

To service the transmission range sensor (TRS),
you must remove the valve body. For repair proce-
dures, refer to the Removal and Installation section
within this group.

TRANSMISSION TEMPERATURE SENSOR
Located within the Transmission Range Sensor is a

transmission temperature sensor. This sensor is used
to measure the transmission fluid sump temperature.
The transmission temperature sensor is serviced
with the TRS as a unit.

AUTOSTICK

OPERATION
Autostick is a driver–interactive transaxle feature

that offers manual gear shifting capability. When the
shifter is moved into the Autostick position, the tran-
saxle remains in whatever gear it was using before
Autostick was activated. Moving the shifter to the
left (towards the driver) causes a downshift and mov-
ing to the right (towards the passenger) causes an
upshift. The instrument cluster will illuminate the
selected gear. The vehicle can be launched in 1st,
2nd, or 3rd gear while in the Autostick mode. The
speed control is operable in 3rd and 4th gear Auto-
stick mode. Speed control will be deactivated if the
transaxle is shifted to 2nd gear. Shifting into OD
position cancels the Autostick mode, and the tran-
saxle resumes the OD shift schedule.

AUTOMATIC OVERRIDES
For safety, durability, and driveability, some shifts

are executed automatically or prevented.

DESCRIPTION AND OPERATION (Continue
SHIFT POSITION INDICATOR
The shifter position indicator is located in the

instrument cluster. The shifter position indicator out-
lines with a box the gear position the transaxle man-
ual valve lever is in.

The transmission range sensor (located on the
valvebody) sends a signal to the TCM on the position
of the transaxle manual valve lever. The TCM
receives the switch signal and processes the data.
The TCM sends the Shift Lever Position (SLP) infor-
mation to the BCM via the CCD bus. The BCM then
outlines the appropriate shifter position indicator in
the instrument cluster.

To replace the shifter position indicator, refer to
Group 8E, Instrument Panel And Gauges.

DIAGNOSIS AND TESTING

41TE TRANSAXLE GENERAL DIAGNOSIS

CAUTION: Before attempting any repair on a 41TE
four speed automatic transaxle, check for Diagnos-
tic Trouble Codes with the DRB scan tool. Always
use the Powertrain Diagnostic Test Procedure Man-
ual.

Transaxle malfunctions may be caused by these
general conditions:

• Poor engine performance

AUTOMATIC SHIFTS WILL OCCUR UNDER
THE FOLLOWING CONDITIONS

TYPE OF SHIFT APPROXIMATE SPEED

4-3 coast downshift 13 mph

3-2 coast downshift 9 mph

2-1 coast downshift 5 mph

1-2 upshift 6300 engine rpm

2-3 upshift 6300 engine rpm

4-3 kickdown shift 13-47 mph w/sufficient
throttle

MANUAL SHIFTS ARE NOT PERMITTED
UNDER THE FOLLOWING CONDITIONS

TYPE OF SHIFT APPROXIMATE SPEED

3-4 upshift Below 15 mph

3-2 downshift Above 74 mph @ closed
throttle or 70 mph
otherwise

2-1 downshift Above 41 mph @ closed
throttle or 38 mph
otherwise

d)
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• Improper adjustments
• Hydraulic malfunctions
• Mechanical malfunctions
• Electronic malfunctions
Diagnosis of these problems should always begin

by checking the easily accessible variables: fluid level
and condition, gearshift cable adjustment. Then per-
form a road test to determine if the problem has been
corrected or that more diagnosis is necessary. If the
problem persists after the preliminary tests and cor-
rections are completed, hydraulic pressure checks
should be performed.

ROAD TEST
Prior to performing a road test, check the fluid

level.
During the road test, the transaxle should be oper-

ated in each position to check for slipping and any
variation in shifting. During test drive the transmis-
sion sump temperature should be monitored for nor-
mal values. Sump temperatures in excess of 230°F
should prompt a thorough oil level and cooling sys-
tems check. RPM monitors should also be watched
for lock-up and gear shifting.

If vehicle operates properly at high speeds, but has
poor acceleration, the converter’s overrunning clutch
may be slipping. If acceleration is normal, but high
throttle opening is needed for high speeds, the clutch
may have seized. Both of these stator defects require
replacement of the torque converter.

The clutch that is slipping can be determined by
checking for a DTC code 50–54 and noting the tran-
saxle operation in all selector positions. Then com-
paring which internal units are applied in those
positions. The Elements in Use Chart provides a
basis for road test analysis.

The process of elimination can be used to detect
any unit which slips and to confirm proper operation
of good units. Road test analysis can usually diag-
nose slipping units. However, the actual cause of the
malfunction may not be detected. Practically any con-
dition can be caused by leaking hydraulic circuits or
sticking valves.

HYDRAULIC PRESSURE TESTS
Pressure testing is a very important step in the

diagnostic procedure. These tests usually reveal the
cause of most transaxle problems.

Before performing pressure tests, be certain that
fluid level and condition, and shift cable adjustments
have been checked and approved. Fluid must be at
operating temperature (150 to 200 degrees F.).

Install an engine tachometer, raise vehicle on hoist
which allows front wheels to turn, and position
tachometer so it can be read.

DIAGNOSIS AND TESTING (Continued)
Attach 150 psi gauges to ports required for test
being conducted. A 300 psi gauge (C-3293) is required
for reverse pressure test.

Test port locations are shown in (Fig. 3).

TEST ONE-SELECTOR IN LOW 1st GEAR
(1) Attach pressure gauge to the low/reverse clutch

tap.
(2) Move selector lever to the (L) position.
(3) Allow vehicle wheels to turn and increase

throttle opening to achieve an indicated vehicle speed
to 20 mph.

(4) Low/reverse clutch pressure should read 115 to
145 psi.

(5) This test checks pump output, pressure regula-
tion and condition of the low/reverse clutch hydraulic
circuit and shift schedule.

TEST TWO-SELECTOR IN DRIVE 2nd GEAR

NOTE: This test checks the underdrive clutch
hydraulic circuit as well as the shift schedule.

(1) Attach gauge to the underdrive clutch tap.
(2) Move selector lever to the 3 position.
(3) Allow vehicle wheels to turn and increase

throttle opening to achieve an indicated vehicle speed
of 30 mph.

(4) In second gear the underdrive clutch pressure
should read 110 to 145 psi.

TEST 2A–SELECTOR IN OD

NOTE: This test checks the underdrive clutch
hydraulic circuit as well as the shift schedule.

(1) Attach gauge to the UD clutch tap.
(2) Move selector lever to the OD position.
(3) Allow wheels to rotate freely and increase

throttle opening to achieve an indicated speed of 40
mph.

(4) Underdrive clutch pressure should read below
5 psi. If not, than either the solenoid assembly or
TCM is at fault.

TEST THREE-OVERDRIVE CLUTCH CHECK
(1) Attach gauge to the overdrive clutch tap.
(2) Move selector lever to the (Circle D) position.
(3) Allow vehicle wheels to turn and increase

throttle opening to achieve an indicated vehicle speed
of 20 mph.

(4) Overdrive clutch pressure should read 74 to 95
psi.

(5) Move selector lever to the (3) position and
increase indicated vehicle speed to 30 mph.

(6) The vehicle should be in second gear and over-
drive clutch pressure should be less than 5 psi.

JX



OVERDRIVE CLUTCHTORQUE CONVERTER OFFLOW/REVERSE CLUTCH2/4 CLUTCHREVERSE CLUTCHUNDERDRIVE CLUTCH
Shift Lever Position Start
Safety

Park
Sprag

CLUTCHES

Underdrive Overdrive Reverse 2/4 Low/
Reverse

P — PARK X X X

R — REVERSE X

N — NEUTRAL X X

OD — OVERDRIVE

First— X X

Second X X

Direct X X

Overdrive X X

3 — DRIVE GEAR*

First X X

Second X X

Direct X X

L — LOW*

First X X

Second X X

Direct X X

*Vehicle upshift and downshift speeds are increased when in these selector positions.

Fig. 2 ELEMENTS IN USE AT EACH POSITION OF THE SELECTOR LEVER
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DIAGNOSIS AND TESTING (Continued)
(7) This test checks the overdrive clutch hydraulic
circuit as well as the shift schedule.

TEST FOUR-SELECTOR IN CIRCLE DRIVE,
OVERDRIVE GEAR

(1) Attach gauge to the 2/4 clutch tap.
(2) Move selector lever to the (Circle D) position.
(3) Allow vehicle front wheels to turn and increase

throttle opening to achieve an indicated vehicle speed
of 30 mph.

Fig. 3 Pressure Taps
(4) The 2/4 clutch pressure should read 75 to 95
psi.

(5) This test checks the 2/4 clutch hydraulic cir-
cuit.

TEST FIVE-SELECTOR IN CIRCLE DRIVE,
OVERDRIVE

(1) Attach gauge to the torque converter clutch off
pressure tap.

(2) Move selector lever to the (Circle D) position.
(3) Allow vehicle wheels to turn and increase

throttle opening to achieve an indicated vehicle speed
of 50 mph.

CAUTION: Both wheels must turn at the same
speed.

(4) Torque converter clutch off pressure should be
less than 5 psi.

(5) This test checks the torque converter clutch
hydraulic circuit.

TEST SIX-SELECTOR IN REVERSE
(1) Attach gauge to the reverse and LR clutch tap.
(2) Move selector lever to the reverse position.
(3) Read reverse clutch pressure with output sta-

tionary (foot on brake) and throttle opened to achieve
1500 rpm.
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(4) Reverse and LR clutch pressure should read
165 to 235 psi.

(5) This test checks the reverse clutch hydraulic
circuit.

TEST RESULT INDICATIONS
(1) If proper line pressure is found in any one test,

the pump and pressure regulator are working prop-
erly.

(2) Low pressure in all positions indicates a defec-
tive pump, a clogged filter, or a stuck pressure regu-
lator valve.

(3) Clutch circuit leaks are indicated if pressures
do not fall within the specified pressure range.

(4) If the overdrive clutch pressure is greater than
5 psi in Step 4 of Test Three, a worn reaction shaft
seal ring or a defective solenoid assembly is indi-
cated.

(5) If the underdrive clutch pressure is greater
than 5 psi in Step 4 of Test 2A, a defective solenoid
assembly or TCM is the cause.

CLUTCH AIR PRESSURE TESTS
Inoperative clutches can be located using a series

of tests by substituting air pressure for fluid pressure
(Fig. 5) (Fig. 6). The clutches may be tested by apply-
ing air pressure to their respective passages. The
valve body must be removed and Tool 6056 installed.
To make air pressure tests, proceed as follows:

NOTE: The compressed air supply must be free of
all dirt and moisture. Use a pressure of 30 psi.

Remove oil pan and valve body. See Valve body
removal.

OVERDRIVE CLUTCH
Apply air pressure to the overdrive clutch apply

passage and watch for the push/pull piston to move
forward. The piston should return to its starting
position when the air pressure is removed.

REVERSE CLUTCH
Apply air pressure to the reverse clutch apply pas-

sage and watch for the push/pull piston to move rear-
ward. The piston should return to its starting
position when the air pressure is removed.

2/4 CLUTCH
Apply air pressure to the feed hole located on the

2/4 clutch retainer. Look in the area where the 2/4
piston contacts the first separator plate and watch
carefully for the 2/4 piston to move rearward. The
piston should return to its original position after the
air pressure is removed.
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DIAGNOSIS AND TESTING (Continued)
LOW/REVERSE CLUTCH
Apply air pressure to the low/reverse clutch feed

hole (rear of case, between 2 bolt holes). Then, look
in the area where the low/reverse piston contacts the
first separator plate. Watch carefully for the piston to
move forward. The piston should return to its origi-
nal position after the air pressure is removed.

UNDERDRIVE CLUTCH
Because this clutch piston cannot be seen, its oper-

ation is checked by function. Air pressure is applied
to the low/reverse and the 2/4 clutches. This locks the
output shaft. Use a piece of rubber hose wrapped
around the input shaft and a pair of clamp-on pliers
to turn the input shaft. Next apply air pressure to
the underdrive clutch. The input shaft should not
rotate with hand torque. Release the air pressure
and confirm that the input shaft will rotate.

FLUID LEAKAGE-TORQUE CONVERTER HOUSING
AREA

(1) Check for source of leakage.
(2) Fluid leakage at or around the torque converter

area may originate from an engine oil leak. The area
should be examined closely. Factory fill fluid is red
and, therefore, can be distinguished from engine oil.

(3) Prior to removing the transaxle, perform the
following checks:

(4) When leakage is determined to originate from
the transaxle, check fluid level prior to removal of
the transaxle and torque converter.

(5) High oil level can result in oil leakage out the
vent in the manual shaft. If the fluid level is high,
adjust to proper level.

(6) After performing this operation, inspect for
leakage. If a leak persists, perform the following
operation on the vehicle. This will determine if the
torque converter or transaxle is leaking.

TORQUE CONVERTER LEAKAGE
Possible sources of torque converter leakage are:
• Torque converter weld leaks at the outside

(peripheral) weld.
• Torque converter hub weld.

NOTE: Hub weld is inside and not visible. Do not
attempt to repair. Replace torque converter.

NOTE: If the torque converter must be replaced,
refer to Torque Converter Clutch Break-in Proce-
dure in this section. This procedure will reset the
transmission control module break-in status. Fail-
ure to perform this procedure may cause transaxle
shutter.



Fig. 4 PRESSURE CHECK SPECIFICATIONS

TOOL 6056 ACCUMULATORS

TOOL 6056 AIR NOZZLE
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DIAGNOSIS AND TESTING (Continued)
INTERLOCK SYSTEM OPERATION CHECK
(1) Place shifter in PARK, the Ignition switch

should rotate freely from OFF to LOCK position.
When the shifter is moved to the DRIVE position the
ignition switch should not rotate from OFF to LOCK.

(2) Moving the shifter out of PARK should only be
possible when the ignition switch is in the OFF or
RUN position. Movement of the shifter from the

Fig. 5 Air Pressure Test Plate
PARK position should not be possible, when the igni-
tion switch is in the LOCK or ACCESSORY position.

(3) If the Interlock System, operates in any way
other than as described above, repair of the Interlock
System is required. See Adjustment and Repair pro-
cedures, in this section for the required procedures.

SHIFT POSITION INDICATOR
The transmission range sensor (on the valve body)

sends a signal to the TCM on the position of the

Fig. 6 Testing Reverse Clutch
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transaxle manual valve lever. The TCM receives the
switch signal and processes the data. The TCM sends
the Shift Lever Position (SLP) information to the
BCM via the CCD bus. The BCM then outlines the
appropriate shifter position indicator in the instru-
ment cluster.

If a problem arises with the shifter position indica-
tor, consult the following chart for diagnostic infor-
mation. If the malfunction cannot be corrected using
the chart, consult the proper diagnostic manual.

To replace the shifter position indicator, refer to
Group 8E, Instrument Panel And Gauges.

CONDITION POSSIBLE CAUSE

ALL PRNO3L DISPLAY
LIGHTS “ON” IN P&N
GEAR POSITIONS

Check wiring and
connectors

Faulty trans. range
sensor

Faulty manual lever

ALL DISPLAY LIGHTS
“ON” IN ALL GEAR
POSITIONS

Check wiring &
connectors

Faulty trans. range
sensor

Faulty manual lever

CCD communication
malfunction

ALL DISPLAY LIGHTS
“OFF”

Normal transient
condition between P&R
and R&N gear positions

Check shift lever linkage

Body controller
malfunction

Check wiring and
connectors

Faulty cluster

ALL DISPLAY LIGHTS
“OFF” ACCOMPANIED
BY A “NO BUS”
MESSAGE

CCD communication
malfunction

DISPLAY LIGHTS OUT
OF SEQUENCE WITH
SHIFT LEVER

Check wiring and
connectors

Faulty trans. range
sensor

Faulty manual lever

CCD communication
malfunction

DIAGNOSIS AND TESTING (Continued)
AUTOSTICK
The autostick feature will be deactivated if one of

the following conditions or Trouble Codes occur:
• DIAGNOSTIC TROUBLE CODE 28–PRNDL

Error–usually accompanied by all PRNDL lights
turning on in Park and Neutral. This will result in if
three such errors are detected after any one
“key–on”.

• DIAGNOSTIC TROUBLE CODE 70–Autostick
Switch Error

• DIAGNOSTIC TROUBLE CODE 71–High Pow-
ertrain Temperature–(Transmission oil temperature
>280° F) or (Engine coolant temperature >255° F).

Autostick will be reactivated when the condition
that caused deactivation no longer exists (The Diag-
nostic Trouble Codes may remain in memory up to 75
starts after the fault was initially set). The following
conditions must be met to reactivate Autostick after
a high temperature fault:

• Acceptable Powertrain
Temperature=(Transmission Oil Temperature <265°
F) and (Engine Coolant Temperature <240° F).

SERVICE PROCEDURES

FLUID AND FILTER CHANGE
When the factory fill fluid is changed, only fluids

labeled MOPARt ATF PLUS (Automatic Transmis-
sion fluid) Type 7176 should be used. A filter change
should be made at the time of the oil change. Also
the magnet (on the inside of the oil pan) should be
cleaned with a clean, dry cloth.

If the transaxle is disassembled for any reason, the
fluid and filter should be changed.

FLUID DRAIN, REFILL AND LEVEL CHECK

DRAIN AND REFILL
(1) Raise vehicle on a hoist (See Group 0, Lubrica-

tion). Place a drain container with a large opening,
under transaxle oil pan.

(2) Loosen pan bolts and tap the pan at one corner
to break it loose allowing fluid to drain, then remove
the oil pan.

(3) Install a new filter and O-ring on bottom of the
valve body.

(4) Clean the oil pan and magnet. Reinstall pan
using new MOPARt RTV sealant. Tighten oil pan
bolts to 19 N·m (165 in. lbs.).

(5) Pour four quarts of MOPARt ATF PLUS (Auto-
matic Transmission Fluid) Type 7176 through the fill
tube.

(6) Start engine and allow to idle for at least one
minute. Then, with parking and service brakes
applied, move selector lever momentarily to each
position, ending in the park or neutral position.



(7) Add sufficient fluid to bring level to 1/8 inch
below the ADD mark.

CAUTION: Do not overfill transaxle. Do not add oil
if level is between: Lower holes for warm oil
(100°F). Upper holes for hot oil (180°F).

(8) Recheck fluid level after transaxle is at normal
operating temperature. The level should be in the
HOT region (Fig. 7).

(9) To prevent dirt from entering transaxle, make
certain that dipstick is seated into the dipstick fill
tube (Fig. 8).

FLUID LEVEL CHECK

NOTE: Engine and Transaxle should be at normal
operating temperature before performing this proce-
dure.

(1) Start engine and apply parking brake.
(2) Hook up DRBIII scan tool and select transmis-

sion.
(3) Select sensors.
(4) Read the transmission temperature value.
(5) Compare the fluid temperature value with the

chart.

Fig. 7 Oil Level Indicator

DIPSTICK

Fig. 8 Oil Level Indicator Location

TRANSAXLE DIPSTICK
JX

SERVICE PROCEDURES (Continued)
(6) Adjust transmission fluid level shown on the
dipstick according to the chart.

(7) Check transmission for leaks.

ALUMINUM THREAD REPAIR
Damaged or worn threads in the aluminum tran-

saxle case and valve body can be repaired by the use
of Heli-Coils, or equivalent. This repair consists of
drilling out the worn-out damaged threads. Then tap
the hole with a special Heli-Coil tap, or equivalent,
and installing a Heli-Coil insert, or equivalent, into
the hole. This brings the hole back to its original
thread size.

Heli-Coil, or equivalent, tools and inserts are
readily available from most automotive parts suppli-
ers.

FLUSHING COOLERS AND TUBES
When a transaxle failure has contaminated the

fluid, the oil cooler(s) must be flushed. The cooler
bypass valve in the transaxle must be replaced also.
The torque converter must also be replaced with an
exchange unit. This will insure that metal particles
or sludged oil are not later transferred back into the
reconditioned (or replaced) transaxle.

There are two different procedures for flushing
coolers and lines. The recommended procedure is to
use Tool 6906 Cooler Flusher. The other procedure is
to use a hand suction gun and mineral spirits.

WARNING: WEAR PROTECTIVE EYEWEAR THAT
MEETS THE REQUIREMENTS OF OSHA AND ANSI
Z87.1–1968. WEAR STANDARD INDUSTRIAL RUB-
BER GLOVES.

KEEP LIGHTED CIGARETTES, SPARKS, FLAMES,
AND OTHER IGNITION SOURCES AWAY FROM THE
AREA TO PREVENT THE IGNITION OF COMBUSTI-
BLE LIQUIDS AND GASES. KEEP A CLASS (B) FIRE
EXTINGUISHER IN THE AREA WHERE THE
FLUSHER WILL BE USED.

KEEP THE AREA WELL VENTILATED.
DO NOT LET FLUSHING SOLVENT COME IN CON-

TACT WITH YOUR EYES OR SKIN: IF EYE CONTAM-
INATION OCCURS, FLUSH EYES WITH WATER FOR
15 TO 20 SECONDS. REMOVE CONTAMINATED
CLOTHING AND WASH AFFECTED SKIN WITH
SOAP AND WATER. SEEK MEDICAL ATTENTION.

COOLER FLUSH USING TOOL 6906
(1) Remove cover plate filler plug on Tool 6906.

Fill reservoir 1/2 to 3/4 full of fresh flushing solution.
Flushing solvents are petroleum based solutions gen-
erally used to clean automatic transmission compo-
nents. DO NOT use solvents containing acids, water,
gasoline, or any other corrosive liquids.

(2) Reinstall filler plug on Tool 6906.

TRANSAXLE 21 - 11
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SERVICE PROCEDURES (Continued)
(3) Verify pump power switch is turned OFF. Con-
nect red alligator clip to positive (+) battery post.
Connect black (-) alligator clip to a good ground.

(4) Disconnect the cooler lines at the transmission
(Fig. 9).

NOTE: When flushing transmission cooler and
lines, ALWAYS reverse flush.

(5) Connect the BLUE pressure line to the OUT-
LET (From) cooler line.

(6) Connect the CLEAR return line to the INLET
(To) cooler line

(7) Turn pump ON for two to three minutes to
flush cooler(s) and lines. Monitor pressure readings
and clear return lines. Pressure readings should sta-
bilize below 20 psi. for vehicles equipped with a sin-
gle cooler and 30 psi. for vehicles equipped with dual
coolers. If flow is intermittent or exceeds these pres-
sures, replace cooler.

(8) Turn pump OFF.
(9) Disconnect CLEAR suction line from reservoir

at cover plate. Disconnect CLEAR return line at
cover plate, and place it in a drain pan.

(10) Turn pump ON for 30 seconds to purge flush-
ing solution from cooler and lines. Turn pump OFF.
(11) Place CLEAR suction line into a one quart
container of Mopart type 7176 automatic transmis-
sion fluid.

(12) Turn pump ON until all transmission fluid is
removed from the one quart container and lines. This
purges any residual cleaning solvent from the trans-
mission cooler and lines. Turn pump OFF.

(13) Disconnect alligator clips from battery. Recon-
nect flusher lines to cover plate, and remove flushing
adapters from cooler lines.

COOLER FLUSH USING SUCTION GUN AND
MINERAL SPIRITS

(1) Disconnect the cooler lines at the transmission.
(2) Using a hand suction gun filled with mineral

spirits, reverse flush the cooler. Force mineral spirits
into the From Cooler line of the cooler (Fig. 9) and
catch the exiting spirits from the To Cooler line.
Observe for the presence of debris in the exiting
fluid. Continue until fluid exiting is clear and free
from debris.

(3) Using compressed air (under 40 psi.) in inter-
mittent spurts, blow any remaining mineral spirits
from the cooler, again in the reverse direction.

(4) Pump one (1) quart of automatic transmission
fluid through the cooler before reconnecting.



FROM COOLER

TO COOLER
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(5) If at any stage of the cleaning process, the
cooler does not freely pass fluid, the cooler must be
replaced.

OIL COOLER FLOW CHECK
After the new or repaired transmission has been

installed, fill to the proper level with Mopar ATF
Plus (Type 7176) automatic transmission fluid. The
flow should be checked using the following procedure:

(1) Disconnect the From cooler line at the trans-
mission and place a collecting container under the
disconnected line.

CAUTION: With the fluid set at the proper level,
fluid collection should not exceed (1) quart or inter-
nal damage to the transmission may occur.

(2) Run the engine at curb idle speed , with the
shift selector in neutral.

(3) If fluid flow is intermittent or it takes more
than 20 seconds to collect one quart of ATF, replace
the cooler.

(4) If flow is found to be within acceptable limits,
reconnect the cooler line. Then fill transmission to
the proper level, using the approved type of auto-
matic transmission fluid.

TRANSAXLE QUICK LEARN PROCEDURE
The quick learn procedure requires the use of the

DRB scan tool and the DRB scan tool cartridge.
This program allows the electronic transaxle sys-

tem to recalibrate itself. This will provide the best
possible transaxle operation. The quick learn proce-
dure should be performed if any of the following pro-
cedures are performed:

• Transaxle Assembly Replacement
• Transmission Control Module Replacement
• Solenoid Pack Replacement
• Clutch Plate and/or Seal Replacement

Fig. 9 Cooler Line Location

SERVICE PROCEDURES (Continued)
• Valve Body Replacement or Recondition
To perform the Quick Learn Procedure, follow the

instructions from the DRB scan tool.

PINION FACTOR PROCEDURE
The vehicle speed readings for the speedometer are

taken from the output speed sensor. The TCM must
be calibrated to the different combinations of equip-
ment available. A procedure has been developed
called Pinion Factor. It allows the technician to set
the Transmission Control Module initial setting so
that the speedometer readings will be correct.

Failure to perform this procedure will cause a No
Speedometer Operation condition.

This procedure must be performed if the Transmis-
sion Control Module has been replaced.

To properly read or reset the Pinion Factor, it is
necessary to use a DRB scan tool. Perform the follow-
ing steps with the DRB scan tool to read or reset the
Pinion Factor:

(1) Plug the DRB scan tool into the blue CCD Bus
connector. The connector is located under the instru-
ment panel on the drivers side of the vehicle.

(2) Insert the DRB scan tool cartridge into the
DRB scan tool.

(3) The red and green lights on the DRB scan tool
will light up and then begin flashing. Wait until the
lights stop flashing before continuing with this proce-
dure.

(4) Press the number 4 key (Select System) on the
DRB scan tool key pad. Item number 4 will not
appear on the DRB scan tool screen unless you scroll
down. It is not necessary to scroll down to be able to
choose item 4.

(5) Press the number 2 on the DRB scan tool key
pad (Transmission).

(6) Press the number 1 on the DRB scan tool key
pad. Wait for the DRB scan tool to perform the fol-
lowing three tests before continuing.

• Bus Test
• Initialize
• Transmission Control Module Part Number
(7) Press the number 5 on the DRB scan tool key

pad (Adjustments).
(8) Press the number 2 on the DRB scan tool key

pad (Pinion Factor). Then follow the instructions on
the DRB scan tool screen.

REMOVAL AND INSTALLATION

GEARSHIFT CABLE

REMOVAL
(1) Disconnect battery negative cable at left strut

tower.
(2) Remove air cleaner assembly.
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(3) Remove battery positive cable.
(4) Remove Transmission Control Module (TCM)

connector. Remove TCM.
(5) Pull Power Distribution Center (PDC) up and

out of the way.
(6) Using a pry tool, pry up on cable at manual

valve lever and remove cable from lever.
(7) Remove the screw from the cable bracket at the

transaxle.
(8) Remove the gearshift knob set screw and knob.
(9) Remove the rear half of the floor console. Refer

to Group 23, Body.
(10) Remove the front half of the floor console.

Refer to Group 23, Body.
(11) Using a flat blade pry tool, remove the shifter

cable core end from the shift lever pin.
(12) Using a flat blade pry tool, pry the cable con-

duit clip up from the shifter bracket. Pull up on the
cable conduit and remove from bracket.

(13) Hoist vehicle. Refer to Group 0, Lubrication
and Maintenance.

(14) Remove the cable grommet from the floor pan
area.

(15) Carefully remove the cable from the under-
body by unfolding the cable retainer clip as you go
along.

INSTALLATION
(1) To install gearshift cable, reverse removal pro-

cedure. refer to Gearshift Cable Adjustment for
adjustment procedure.

GEARSHIFT MECHANISM

REMOVAL
(1) Disconnect battery and isolate cable.
(2) Remove the gearshift knob set screw and knob.
(3) Remove console assembly. Refer to Group 23,

Body.
(4) Using a flat blade pry tool, remove the shifter

cable end from the gearshift pin.
(5) Pry the cable retaining clip up and off of the

gearshift mechanism. Remove the gearshift cable
from the gearshift mechanism.

(6) Pry up the adjuster lock on the shifter/ignition
interlock cable. Unsnap the shifter/ignition interlock
cable end fitting from the groove in the gearshift
mechanism. Remove the cable core end from the
plastic cam of the shifter mechanism.

(7) Remove the nuts at the base of the gearshift
mechanism (Fig. 10). Remove the shifter mechanism.

INSTALLATION
(1) For installation, reverse removal steps. Tighten

the nuts at the base of the gearshift mechanism to 17
N·m (150 in. lbs.). Refer to Cable Adjustment for
proper cable adjustment procedures.

REMOVAL AND INSTALLATION (Continued)
AUTOSTICK
The autostick switch mechanism is incorporated

into the gearshift mechanism. If the switch needs to
be replaced, the gearshift mechanism must be
replaced. To replace the autostick switch, refer to
Gearshift Mechanism Replacement in this section.

SHIFTER IGNITION INTERLOCK CABLE

REMOVAL
(1) Disconnect and isolate, the battery negative (-)

cable at the left side strut tower.
(2) Remove the gearshift knob set screw and knob.
(3) Remove console assembly. Refer to Group 23,

Body.
(4) Unsnap the shifter/ignition interlock cable end

fitting from the groove in the gearshift mechanism
(Fig. 11).

(5) Remove the cable core end from the plastic cam
of the shifter mechanism.

Fig. 10 Gearshift Mechanism

Fig. 11 Shifter/Ignition Interlock Cable

JX
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(6) Pull cable up and out of the gearshift mecha-
nism.

(7) Remove fuse panel cover from left end of
instrument panel. Remove screw holding end of
instrument panel top cover (Fig. 12).

(8) Pull center bezel off (Fig. 13).

(9) Remove screws holding instrument panel top
cover to center of instrument panel (Fig. 14).

(10) Pull instrument panel top cover up enough to
gain access to knee bolster screws (Fig. 15).

(11) Remove lower knee bolster screws and knee
bolster.

(12) Remove screws from lower steering column
shroud (Fig. 16).

(13) Pull lower shroud to clear ignition cylinder
(Fig. 17).

(14) Hold tilt wheel lever down and slide lower
shroud forward to remove it from column (Fig. 18).

(15) Tilt wheel to full down position and remove
upper steering column shroud.

Fig. 12 Instrument Panel Top Cover–Left Side

Fig. 13 Center Bezel

REMOVAL AND INSTALLATION (Continued)
(16) Verify vehicle ignition is on. Grasp the inter-
lock cable clip and connector. Remove the cable from
the interlock housing (Fig. 19).

(17) Unclip the cable retaining clip located along
the cable housing.

Fig. 14 Instrument Panel Top Cover–Center

Fig. 15 Knee Bolster Attaching Points

Fig. 16 Lower Steering Column Shroud Screw
Locations
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(18) Remove interlock cable from underside of
instrument panel.

Fig. 17 Remove Lower Shroud From Ignition
Cylinder

Fig. 18 Lower Shroud Removal

Fig. 19 Interlock Cable and Connector

REMOVAL AND INSTALLATION (Continued)
INSTALLATION

CAUTION: When installing interlock cable assem-
bly, care must be taken not to bend exposed cable
wire and slug at shifter end of cable.

(1) Route interlock cable into lower dash panel.
(2) Turn the ignition switch to the RUN position.
(3) Install the interlock cable into the interlock

housing at the steering column (Fig. 20). Verify the
cable snaps into the housing.

(4) Install interlock cable into routing clip located
along cable housing.

(5) Route interlock cable to the console.
(6) Install the cable core end to the plastic cam of

the shifter mechanism. Snap the shifter/ignition
interlock cable end fitting into the groove in the gear-
shift mechanism.

(7) Adjust the Shifter/Ignition Interlock System.
See Interlock System Adjustment, in this section of
service manual.

(8) Perform the Shifter/Ignition Interlock System
operation check, as described in the beginning of this
section.

(9) Install console assembly. Refer to Group 23,
Body.

(10) Install the gearshift knob set screw and knob.
(11) Tilt wheel to full down position and install

upper steering column shroud.
(12) Hold tilt wheel lever down and slide lower

shroud in at column.
(13) Install screws at lower steering column

shroud.
(14) Install lower knee bolster screws and knee

bolster.
(15) Install screws holding instrument panel top

cover to center of instrument panel.
(16) Install center bezel.

Fig. 20 Interlock Cable At Housing
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(17) Install screw holding end of instrument panel
top cover. Install fuse panel cover from left end of
instrument panel.

(18) Reconnect the battery negative (-) cable to the
vehicle battery.

INTERLOCK MECHANISM

REMOVAL
(1) Remove the lower column covers, knee bolster

and shrouds. Refer to Interlock Cable Replacement.
(2) Grasp the interlock cable and connector firmly.

Remove the interlock cable.
(3) Remove the two interlock mechanism to steer-

ing column attaching screws (Fig. 21). Remove the
interlock housing.

INSTALLATION
(1) Position the interlock housing at steering col-

umn. Install the two interlock mechanism to steering
column attaching screws. Torque screws to 3 N·m (21
in. lbs.).

(2) Snap the interlock cable into the housing.
(3) Install the lower column covers, shrouds and

knee bolster. Refer to Interlock Cable Replacement.

MANUAL VALVE LEVER (SHIFT LEVER)

REMOVAL
(1) Remove shift cable from lever.
(2) Loosen the lever mounting bolt. Do not remove

bolt (not necessary).
(3) Pull up on lever and remove.

INSTALLATION
(1) For installation, reverse removal procedure.

Fig. 21 Interlock Mechanism

REMOVAL AND INSTALLATION (Continued)
SOLENOID ASSEMBLY-REPLACE

Fig. 22 Input Speed Sensor

Fig. 23 Input Speed Sensor Removed

Fig. 24 Sound Cover
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TRANSMISSION RANGE SENSOR
The transmission range sensor is located within

the transaxle. To remove the TRS the transaxle oil
pan and valve body must be removed.

REMOVAL
(1) Disconnect battery negative cable.
(2) Remove engine air cleaner and tube.
(3) Remove gearshift cable.
(4) Remove manual valve lever.
(5) Disconnect transmission range sensor connec-

tor.
(6) Hoist vehicle.
(7) Carefully remove transaxle oil pan and drain

fluid.
(8) Remove transaxle oil filter. Let transaxle oil

drain fully.
(9) Remove valve body retaining bolts.
(10) Extract park rod from guide bracket and

remove valve body from transaxle.
(11) Place valve body on workbench (Fig. 27).

Fig. 25 Attaching Screws

Fig. 26 Solenoid Assembly

REMOVAL AND INSTALLATION (Continued)
(12) Remove TRS retaining screw (Fig. 28).
(13) Remove manual shaft seal (Fig. 29).
(14) Slide Transmission Range Sensor up the man-

ual shaft and remove (Fig. 30).

Fig. 27 Valve Body W/TRS

Fig. 28 Remove Retaining Screw

Fig. 29 Remove Manual Shaft Seal

MANUAL SHAFTMANUAL SHAFTSEALTRSRETAININGSCREW
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INSTALLATION
(1) For installation, reverse removal procedure.

Tighten TRS retaining screw to 5 N·m (45 in. lbs.)
Reseal transaxle oil pan using RTV.

SPEED SENSOR-INPUT

CAUTION: When disconnecting speed sensor con-
nector, be sure that the weather seal does not fall
off or remain in old sensor.

The input speed sensor is located to the left of the
manual shift lever (Fig. 31).

SPEED SENSOR-OUTPUT

CAUTION: When disconnecting speed sensor con-
nector, be sure that the weather seal does not fall
off or remain in old sensor.

The output speed sensor is located to the right of
the manual shift lever (Fig. 32).

Fig. 30 Remove Transmission Range Sensor

Fig. 31 Input (Turbine) Speed Sensor

REMOVAL AND INSTALLATION (Continued)
TRANSMISSION CONTROL MODULE
Do not interchange transmission control modules

with previous year transmission control modules. If a
same year TCM is being used from a different vehi-
cle, the following procedures must be performed:

• Quick Learn Procedure
• Torque Converter Clutch Break-in Procedure
• Electronic Pinion Procedure
The transmission control module is next to the bat-

tery on the left side of vehicle, in the engine compart-
ment. It is held in place by three mounting screws.

NOTE: If the transmission control module has been
replaced, the following procedures must be per-
formed:

• Quick Learn Procedure: This procedure will
allow the transmission control module to learn the
characteristics of the vehicle.

• Electronic Pinion Factor Procedure: This proce-
dure will reprogram the TCM to compensate for dif-
ferent tire sizes and final drive ratios.

• Converter Clutch Break-In Procedure: This pro-
cedure will reset the torque converter clutch status.

2.4 LITER ENGINE

REMOVAL
(1) Disconnect battery negative cable at the left

strut tower.
(2) Remove air cleaner clamps and air cleaner.
(3) Remove TCM 60 way connector.
(4) Remove three mounting screws.
(5) Remove TCM (Fig. 33).

INSTALLATION
(1) For installation, reverse removal procedure.

Fig. 32 Output Speed Sensor



21 - 20 TRANSAXLE JX
2.5 LITER ENGINE

REMOVAL
(1) Disconnect battery negative cable at the left

strut tower.
(2) Remove TCM 60 way connector.
(3) Remove three mounting screws.
(4) Remove TCM.

INSTALLATION
(1) For installation, reverse removal procedure.

VALVE BODY

REMOVAL

INSTALLATION
To install valve body, reverse removal procedure

CAUTION: The valve body manual shaft pilot may
distort and bind the manual valve if the valve body
is mishandled or dropped.

Fig. 33 Transmission Control Module

Fig. 34 Oil Pan Bolts

OIL PAN BOLTS(USE RTV UNDERBOLT HEADS)

REMOVAL AND INSTALLATION (Continued)
When installing valve body assembly onto tran-
saxle, observe (Fig. 38). Guide park rod rollers into

Fig. 35 Oil Pan

Fig. 36 Oil Filter

O-RING OIL FIL-TER

Fig. 37 Valve Body Attaching Bolts

VALVE BODY
VALVE BODYATTACHING BOLTS(18)



PARK SPRAG
GUIDE

BRACKET

PARK SPRAG
ROLLERS

SCREWDRIVERVALVE BODYVALVE BODYTRANSMISSION RANGESENSOR
TRANSMISSION
CONTROL MODULE

JX TRANSAXLE 21 - 21
guide bracket, while shifting manual lever assembly
out of the installation position.

Fig. 38 Push Park Rod Rollers from Guide Bracket

Fig. 39 Remove Valve Body

Fig. 40 Valve Body Removed

REMOVAL AND INSTALLATION (Continued)
TRANSAXLE

REMOVAL
Transaxle removal does NOT require engine

removal.
The transaxle and torque converter must be

removed as an assembly; otherwise, the torque con-
verter drive plate, pump bushing or oil seal may be
damaged. The drive plate will not support a load;
therefore, none of the weight of the transaxle should
be allowed to rest on the drive plate during removal.

(1) Disconnect battery negative cable at left strut
tower (Fig. 41).

(2) Remove air cleaner duct.
(3) Remove transmission control module (TCM)

and wiring (Fig. 42).

Fig. 41 Negative Cable

Fig. 42 Transmission Control Module



SOLENOIDPACK CON-NECTOR

21 - 22 TRANSAXLE JX
(4) Remove solenoid pack connector (Fig. 43).

(5) Remove dipstick tube.
(6) Remove transaxle cooler lines (Fig. 44).

(7) Remove shift cable at lever and at clamp on
transaxle (Fig. 45) (Fig. 46).

(8) Install engine support fixture and support
engine (Fig. 47).

(9) Remove left upper transaxle mount top bolts
(Fig. 48).

(10) Raise vehicle. Remove front wheels. Refer to
Group 2, Suspension to remove wheel hub nuts and
both drive shafts.

(11) Remove left and right side lower splash
shields (Fig. 49).

CAUTION: The exhaust flex joint must be discon-
nected from the exhaust manifold anytime the
engine is lowered. If the engine is lowered while the
flex pipe is attached, damage will occur.

Fig. 43 Solenoid Pack Connector

Fig. 44 Transaxle Cooler Lines

TRANSAXLE
COOLER LINES

REMOVAL AND INSTALLATION (Continued)
(12) Remove bolts securing exhaust flex joint to
exhaust manifold. Disconnect exhaust pipe from
manifold.

Fig. 45 Shift Cable at Lever

Fig. 46 Shift Cable Clamp

SHIFT CABLE
CLAMP

Fig. 47 Engine Support Fixture (Typical)

ENGINEBRIDGEFIXTURE



STARTER
(13) Remove remaining left upper mount bolts
(Fig. 50).

(14) Remove engine oil filter.
(15) Remove starter and wiring (Fig. 51).

Fig. 48 Upper Transaxle Mount

Fig. 49 Lower Splash Shields

SPLASHSHIELD

Fig. 50 Left Mount Bolts

UPPER TRANSAXLEMOUNT

JX

REMOVAL AND INSTALLATION (Continued)
(16) Remove front motor mount bracket.
(17) Remove rear mount bracket through-bolt.
(18) Remove center member bolts.
(19) Remove rear mount bracket bolts, and remove

rear mount bracket.
(20) Remove radiator lower crossmember.
(21) Remove lateral bending strut brackets (front

and rear).

NOTE: The 2.4 liter engine has an oil pan collar
bracket attached to the transaxle bell housing.
Refer to Group 9–Engine, for the proper Removal
and Installation procedure.

(22) Remove flex plate cover.
(23) Rotate engine clockwise to line up converter

bolts (Fig. 52). Remove converter bolts (Fig. 53).
Mark converter for reassembly ease .

(24) Remove crank position sensor (if equipped).
(25) Remove transaxle wiring.
(26) Loosen right side steering gear bolts. Loosen

right side K-frame bolts.
(27) Remove left side steering gear bolts. Remove

left side K-frame bolts (Fig. 54).
(28) Remove sway bar mounts (Fig. 55).
(29) Position transmission jack under transaxle

and support with safety chain (Fig. 56).
(30) Remove upper and lower transaxle bell hous-

ing bolts.
(31) Move K-frame rearward and carefully lower

the transaxle assembly from vehicle.

Fig. 51 Starter

TRANSAXLE 21 - 23



TURN CLOCKWISE
LOWER ENGINEPULLEYDRIVEPLATE

DRIVE PLATE
BOLT

K-FRAME MOUNTSTEERINGRACK MOUNT
SWAY BAR

MOUNT

TRANSAXLETRANSMISSIONJACK

21 - 24 TRANSAXLE JX
INSTALLATION
(1) For installation of transaxle, reverse the above

procedure.

NOTE: If the torque converter has been replaced,
refer to Torque Converter Clutch Break-in Proce-
dure in this section. This procedure will reset the
transmission control module break-in status. Fail-
ure to perform this procedure may cause transaxle
shutter.

(2) Check and/or adjust gear shift cable.
(3) Refill transaxle with MOPARt ATF PLUS

(Automatic Transmission Fluid) Type 7176.

Fig. 52 Rotate Engine Clockwise

Fig. 53 Converter Bolts

REMOVAL AND INSTALLATION (Continued)
Fig. 54 Steering Gear and K-frame Bolts

Fig. 55 Sway Bar Mounts

Fig. 56 Transmission Jack



TOOLC-3981-BOIL PUMP SEAL

JX TRANSAXLE 21 - 25
OIL PUMP SEAL

REMOVAL

INSTALLATION

Fig. 57 Remove Oil Pump Seal

Fig. 58 Install Oil Pump Seal

TOOL C-4193HANDLE TOOLC-4171

REMOVAL AND INSTALLATION (Continued)
DISASSEMBLY AND ASSEMBLY

VALVE BODY RECONDITION

Fig. 59 Transmission Range Sensor Screw

Fig. 60 Transmission Range Sensor Removed

Fig. 61 Manual Shaft and Rooster Comb

MANUAL SHAFTVALVE BODYTRANSMISSION RANGESENSORRETAINING SCREWROOSTER COMB



2–4 ACCUMULATOR RETAIN-ING PLATEDETENT SPRINGMANUAL SHAFTTRSVALVE BODYDETENT SPRING2–4 ACCUMULATOR PISTONSPRINGSRETAINER PLATEROOSTER COMBVALVE BODY SCREWSVALVE BODY SCREWSVALVE BODY SCREWSVALVE BODY SCREWS OVERDRIVE CLUTCH (#5)BALL CHECKSEPARATOR PLATETRANSFER PLATEVALVE BODYOVERDRIVE CLUTCH (#5)BALL CHECKTHERMAL VALVESEPARATOR PLATEFILTERTRANSFER PLATE

21 - 26 TRANSAXLE JX
Fig. 62 2-4 Accumulator Plate

Fig. 63 TRS, Manual Shaft, and 2-4 Accumulator

Fig. 64 Valve Body Screws

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 65 Valve Body and Transfer Plate

Fig. 66 Transfer Plate and Separator Plate



(#4) BALL CHECK LOCATION(#2) BALL CHECK LOCATIONRETAINER(#3) BALL CHECK LOCATIONLOW/REVERSE SWITCHVALVET/C LIMIT VALVE2–4 ACCUMULATORREGULATOR VALVESOLENOID SWITCH VALVEMANUAL VALVETORQUE CONVERTER CON-TROL VALVETORQUE CONVERTERCLUTCH VALVE SPECIAL TOOL 6301
Fig. 67 Ball Check Location

JX TRANSAXLE 21 - 27

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 68 Springs and Valves Location
 Fig. 69 Remove or Install Dual Retainer Plate



REGULATOR VALVE
SPRING RETAINER

VALVE BODY TOOL 6302REGULATOR VALVESPRINGOIL PAN BOLTS(USE RTV UNDERBOLT HEADS) OIL PAN 1/8 INCH BEAD OF RTVSEALANTOIL FILTERO-RING OIL FIL-TER
VALVE BODY

VALVE BODYATTACHING BOLTS(18)

21 - 28 TRANSAXLE JX
TRANSAXLE RECONDITION

NOTE: Tag all clutch pack assemblies, as they are
removed, for reassembly identification.

CAUTION: Do not intermix clutch discs or plates as
the unit might then fail.

Measuring input shaft end play before disassembly
will usually indicate when a #4 thrust plate change
is required. The #4 thrust plate is located behind the
overdrive clutch hub.

Fig. 70 Remove or Install Retainer Plate

Fig. 71 Oil Pan Bolts

DISASSEMBLY AND ASSEMBLY (Continued
Fig. 72 Oil Pan

Fig. 73 Oil Filter

Fig. 74 Valve Body Attaching Bolts

)



PARK SPRAG
GUIDE

BRACKET

PARK SPRAG
ROLLERS

SCREWDRIVERVALVE BODYVALVE BODYTRANSMISSION RANGESENSOR
UNDERDRIVE CLUTCH ACCUMU-

LATOR

RETURNSPRINGSEAL RING (2)
OVERDRIVE
CLUTCH
ACCUMU-

LATOR

ACCUMULATOR PISTON(UNDERDRIVE)RETURN SPRINGSSEAL RINGSEAL RINGACCUMULATOR PISTON(OVERDRIVE)RETURN SPRINGSEAL RINGSEAL RING

JX TRANSAXLE 21 - 29
Fig. 75 Push Park Rod Rollers from Guide Bracket

Fig. 76 Remove Valve Body

Fig. 77 Valve Body Removed

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 78 Accumulators

Fig. 79 Accumulator (Underdrive)

Fig. 80 Accumulator (Overdrive)



SNAP RING PLUGADJUSTABLEPLIERSPLUGSUITABLETOOL SEAL RINGSPETROLATUMPISTONPISTON ACCUMULATOR PIS-TON(NOTE NOTCH)RETURNSPRINGS SEAL RINGS

INPUTSHAFT

21 - 30 TRANSAXLE JX
Fig. 81 Low/Reverse Accumulator Snap Ring

Fig. 82 Low/Reverse Accumulator Plug (Cover)

Fig. 83 Low/Reverse Accumulator Piston

DISASSEMBLY AND ASSEMBLY (Continued
Attach a dial indicator to transaxle bell housing
with its plunger seated against end of input shaft
(Fig. 85).

Move input shaft in and out to obtain end play
reading. End play specifications are .13 to .64 mm
(.005 to .025 inch).

Fig. 84 Low/Reverse Accumulator

Fig. 85 Measure Input Shaft End Play

DIAL INDICATOR)



PUMP HOUS-ING PUMP ATTACHINGBOLTSPULLERS TOOLC-3752PUMP“PUSH IN” ON INPUT SHAFTWHILE REMOVING PUMP OIL PUMPGASKET PUMP GAS-KET

JX TRANSAXLE 21 - 31
Record indicator reading for reference when reas-
sembling the transaxle.

CAUTION: Be sure input speed sensor is removed
before removing oil pump.

Fig. 86 Pump Attaching Bolts

Fig. 87 Install Tool C-3752

Fig. 88 Remove Oil Pump

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 89 Oil Pump Removed

Fig. 90 Oil Pump Gasket

Fig. 91 Remove Bypass Valve

COOLER BYPASSVALVE



#1 CAGED NEEDLEBEARING
NOTE: TANGED

SIDE OUT

INPUTCLUTCHESASSEMBLY#4 THRUSTWASHER FRONT SUN GEARASSEMBLY#4 THRUSTWASHER #6 NEEDLE BEAR-ING FRONT CARRIER AND REARANNULUS ASSEMBLY(TWIST AND PULL OR PUSHTO REMOVE OR INSTALL).

21 - 32 TRANSAXLE JX
CAUTION: The cooler bypass valve must be replaced if
a transaxle failure has occurred. Do not reuse old valve
or attempt to clean old valve. When installing bypass
valve, insert with O-ring end towards rear of case.

Fig. 92 Caged Needle Bearing

Fig. 93 Input Clutches Assembly

Fig. 94 Front Sun Gear Assembly

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 95 Front Carrier and Rear Annulus Assembly

Fig. 96 Rear Sun Gear

#7 NEEDLEBEARINGREAR SUNGEAR

Fig. 97 2/4 Clutch Retainer Snap Ring

COMPRESS JUST ENOUGHTO REMOVE OR INSTALLSNAP RING TOOL 5058 24 CLUTCHRETAINERSCREW-DRIVERSNAP RING



24 CLUTCHRETAINER24 CLUTCHRETAINER24 CLUTCH RETURNSPRING 24 CLUTCHRETURNSPRING NOTE POSITION RETURNSPRING24 CLUTCHRETAINERCLUTCHPLATE (4)
CLUTCH DISC (4)

CAUTION: TAG ANDIDENTIFY CLUTCHPACKS TO ASSUREORIGINAL PLACEMENT

JX TRANSAXLE 21 - 33
Fig. 98 Remove 2/4 Clutch Retainer

Fig. 99 2/4 Clutch Retainer

Fig. 100 2/4 Clutch Return Spring

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 101 2/4 Retainer and Spring Indexed

Fig. 102 2/4 Clutch Pack



21 - 34 TRANSAXLE JX
NOTE: Tag 2/4 clutch pack for reassembly identifi-
cation.

Fig. 103 Tapered Snap Ring

Fig. 104 Tapered Snap Ring Instructions

TAPEREDSNAP RINGENDSBETWEEN9:00 & 10:00 VIEW FROM BELLHOUSINGTAPERED SNAP RING FLAT SNAPRING ENDBETWEEN2:00 & 3:00LOW/REVERSE REACTIONPLATESTART HERE TOPRESS INTOGROOVEINSTALLATIONSEQUENCEA THRU H DO NOT REUSESNAP RINGTRANSAXLE CASE OIL PAN FACE

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 105 Snap Ring Installed

Fig. 106 Low/Reverse Reaction Plate

LOW/REVERSE REACTION PLATE
(FLAT SIDE UP)

Fig. 107 Remove One Disc

ONE DISC FROM LOW/REVERSECLUCTH



SCREWDRIVER
LOW/REVERSE REACTION PLATE FLAT

SNAP RING

DO NOT SCRATCHCLUTCH PLATE
CLUTCH PLATES (5) CLUTCH DISCS (5)

CAUTION: TAG AND IDEN-TIFY PACKS TO ASSUREORIGINAL PLACEMENT.REAR COVERBOLTS
REAR COVER

REAR COVER 1/8 INCH BEAD OF MOPAR SILI-CONE RUBBER ADHESIVE SEAL-ANT AS SHOWNTRANSFER SHAFT GEAR OUTPUT GEARSPECIALTOOL 6259TRANSFERSHAFTLOCK WASHERNUT

JX TRANSAXLE 21 - 35
NOTE: Tag low/reverse clutch pack for reassembly
identification.

Fig. 108 Low/Reverse Reaction Plate Snap Ring

Fig. 109 Low/Reverse Clutch Pack

Fig. 110 Rear Cover Bolts

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 111 Rear Cover

Fig. 112 Remove Transfer Shaft Gear Nut

Fig. 113 Transfer Shaft Gear Nut and Washer



SPECIAL TOOLL-4407–6
TRANSFER SHAFT

GEAR

SPECIAL TOOLL-4407 SPECIAL TOOL 6261WRENCHESTRANSFERSHAFTGEAR OUTPUT GEARTRANSFER SHAFTGEAR 200 FT. LBS. TORQUE WRENCHSPECIALTOOL 6259 TRANSFER SHAFTGEAR
BEARING CUP
RETAINER

SHIM (SELECT) ALIGN INDEXING TAB TOSLOTBEARING CUP RETAINERWRENCHES TOOL 5048WITH JAWSTOOL 5048–4AND BUTTONTOOL L-4539–2TRANSFERSHAFT GEAR

21 - 36 TRANSAXLE JX
Fig. 114 Remove Transfer Shaft Gear

Fig. 115 Install Transfer Shaft Gear

Fig. 116 Tighten Nut to 271 N·m (200 Ft. lbs.)

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 117 Transfer Shaft Gear and (Select) Shim

Fig. 118 Bearing Cup Retainer

Fig. 119 Remove Transfer Shaft Bearing Cone



ARBORPRESS RAM HANDLE C-4171NEW BEARINGCONETRANSFERSHAFT GEARTOOL 5052WRENCHES TOOL 6062TRANSFER SHAFTBEARING CUPRETAINERARBORPRESS RAM HANDLE C-4171TOOL 6061TRANSFER SHAFTBEARING CUPRETAINERUSE REMOVED BEARING CUPTO SUPPORT RETAINER SNAP RING PLIERSTOOL 6051 TRANSFER SHAFT BEARINGSNAP RINGTRANSFERSHAFTSPECIAL TOOL 5049–A
TRANSFER SHAFT

OUTPUT GEARARBORPRESSRAM TRANSFER SHAFTTOOL P-334BEARING CONE

JX TRANSAXLE 21 - 37

)

Fig. 120 Install Transfer Shaft Bearing Cone

Fig. 121 Remove Transfer Shaft Bearing Cup

Fig. 122 Install New Bearing Cup

DISASSEMBLY AND ASSEMBLY (Continued
Fig. 123 Transfer Shaft Bearing Snap Ring

Fig. 124 Transfer Shaft

Fig. 125 Remove Transfer Shaft Bearing Cone



ARBORPRESSRAMTOOL 6052 NEW BEARING CONETRANSFER SHAFTBEARING CUP BEARING CONE O-RINGTRANSFER SHAFTOIL BAF-FLEOUTPUT GEAR TOOL 6259 OUTPUT GEARRETAINING BOLT STIRRUP

OUTPUT GEAR-BOLT RETAININGSTRAPSTIRRUP

21 - 38 TRANSAXLE JX
All transaxles utilize a stirrup and retaining strap
that is attached to the output gear. The stirrup pre-
vents the output gear retaining bolt from turning
and backing out of the rear carrier. The strap is used

Fig. 126 Install Bearing Cone

Fig. 127 Bearing Cup Removed

Fig. 128 Remove Output Gear Bolt

DISASSEMBLY AND ASSEMBLY (Continued
to hold the stirrup to the output gear and prevent
the stirrup retaining bolts from backing out.

Fig. 129 Output Gear Retaining Bolt Stirrup
(Serration Side Out)

Fig. 130 Stirrup Strap (Align Strap Holes With
Tapped Gear Holes)

Fig. 131 Install Strap Bolts

RETAINING STRAPRETAININGSTRAPBOLTSSTIRRUP

)



RETAININGSTRAP
TURN CLOCKWISETURN CLOCKWISE

STIRRUPRETAINING STRAP STIRRUPRETAININGSTRAP TABS RETAININGSTRAPSTIRRUP CONED LOCKWASHER
OUTPUT GEAR

BOLT
OUTPUT GEAR

BUTTONTOOL 6055WRENCHESBOLTSTOOLL-4407–6TOOL L-4407

JX TRANSAXLE 21 - 39
Fig. 132 Turn Stirrup Clockwise Against Flats Of
Output Gear Retaining Bolt

Fig. 133 Tighten Stirrup Strap Bolts To 23 N·m (200
in. lbs.)

Fig. 134 Bend Tabs On Strap Up Against Flats Of
Bolts

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 135 Output Gear Bolt and Washer

Fig. 136 Remove Output Gear

Fig. 137 Install Output Gear

WRENCHES TOOL 6261 WITH STUDOUTPUT GEAR



21 - 40 TRANSAXLE JX
Fig. 138 Tighten Output Gear to 271 N·m (200 ft.
lbs.)

Fig. 139 Output Gear and (Select) Shim

Fig. 140 Remove Bearing Cone

TOOL 5048 WITHJAWS 5048–5 ANDBUTTON L-4539–2OUTPUT GEARWRENCHES

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 141 Install New Bearing Cone

Fig. 142 Rear Carrier Assembly

Fig. 143 Remove Rear Carrier Bearing Cone

TOOL 5048 WITH JAWS5048–3 AND BUTTON 6055REARCAR-RIERASSEMBLYWRENCHES



ARBORPRESS RAM TOOL 6053NEW BEARINGCONEREAR CARRIERASSEMBLY TOOL 6057TOOL 5058–3 TOOL 5059LOW/REVERSE CLUTCHRETURN SPRING SNAP RING(INSTALL ASSHOWN) TOOL 5058–3TOOL 5059TOOL 6057 SNAP RING OPENING MUSTBE BETWEEN SPRINGLEVERS (AS SHOWN) SNAP RINGPLIERSTOOL 6057LOW/REVERSE PISTONRETURN SPRINGPISTONHAMMER ANTIRATCHETSPRINGDRIFTPARK SPRAG GUIDEBRACKET ANCHORSHAFT
GUIDE

BRACKET

JX TRANSAXLE 21 - 41
Fig. 144 Install Rear Carrier Bearing Cone

Fig. 145 Low/Reverse Spring Compressor Tool

Fig. 146 Compressor Tool in Use

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 147 Remove or Install Snap Ring

Fig. 148 Low/Reverse Piston Return Spring

Fig. 149 Drive Out Anchor Shaft



GUIDE BRACKETANCHOR SHAFT PIVOT SHAFTANCHORSHAFT PLUG GUIDE BRACKET PIVOTSHAFTPLIERSANTIRATCHETSPRING GUIDE BRACKETPAWLPIVOTSHAFT PAWL GUIDE BRACKETANTIRATCHET SPRING(MUST BE ASSEMBLED ASSHOWN)GUIDE BRACKET PAWLSPLIT SLEEVEANTIRATCHET SPRINGSTEPPED SPACERSPACER
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CAUTION: When installing, be sure guide bracket
and split sleeve touch the rear of the transaxle
case.

Fig. 150 Anchor Shaft and Plug

Fig. 151 Guide Bracket Pivot Shaft

Fig. 152 Pivot Shaft and Guide Bracket

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 153 Guide Bracket Assembled

Fig. 154 Guide Bracket Disassembled

Fig. 155 Low/Reverse Clutch Piston

LOW/REVERSE CLUTCH PISTONLIP SEAL
LIP SEAL



LOW/REVERSE
CLUTCH PISTON

RETAINER

SCREW-DRIVERTORX-LOC SCREWSLOW/REVERSECLUTCH PISTONRETAINERGASKETGASKET HOLESMUST LINE UP LOW/REVERSE CLUTCH PIS-TON RETAINER GASKET OUTPUT BEARINGCUPS (REPLACE INPAIRS)HAMMERSTEELDRIFT TOOL 6062OUTPUTBEARINGCUPS WRENCHESTOOL 5050

JX TRANSAXLE 21 - 43
Fig. 156 Piston Retainer Attaching Screws

Fig. 157 Piston Retainer

Fig. 158 Piston Retainer Gasket

DISASSEMBLY AND ASSEMBLY (Continued)
CAUTION: Drift bearing cup all the way around.

Fig. 159 Remove Output Bearing Inner Cup

Fig. 160 Remove Output Bearing Outer Cup

Fig. 161 Install Both Output Bearing Cups



TOOL L-4432 DIAL INDICATOROUTPUT GEAR SPECIALSCREWSTOOL 6260INCH-POUND TORQUEWRENCHOUTPUT GEAR USE HOOK TOOL TO RAISEONE CLUTCH DISC DIAL INDICATORDIAL INDICATORTIP TOOL 6268HOOK TOOLDIAL INDICATOR HOOK TOOLDIAL INDICATORTIP TOOL 6268
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To assemble, reverse the above procedure. Be sure
to check both grounded clutch clearances. Before
installing the input clutches retainer, follow the
instructions in Determining No. 4 Thrust Plate
Thickness.

Press down clutch pack with finger and zero dial
indicator. Low/Reverse clutch pack clearance is
1.04 to 1.65mm (.042 to .065 inch).

Select the proper low/reverse reaction plate to
achieve specifications:

Press down clutch pack with finger and zero dial
indicator. The 2/4 clutch pack clearance is 0.76 to
2.64mm (.030 to .104 inch). If not within specifica-
tions, the clutch is not assembled properly. There is
no adjustment for the 2/4 clutch clearance.

Fig. 162 Checking Output Gear Bearings End Play

Fig. 163 Checking Output Gear Bearings Turning
Torque

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 164 Check Low/Reverse Clutch Clearance

LOW/REVERSE REACTION PLATE CHART

Fig. 165 Check 2/4 Clutch Clearance



OVERDRIVE SHAFT ASSEM-BLY THINNEST #4 THRUST PLATE (SELECT)3 DABS OF PETROLA-TUM FOR RETEN-TIONINPUTCLUTCHESRETAINER INPUT (TURBINE) SPEEDSENSOR HOLE
OIL COOLER NIPPLES

OIL PUMPASSEMBLY O-RING

TRANSAXLE 21 - 45
DETERMINING No. 4 THRUST PLATE
THICKNESS—INPUT SHAFT END PLAY

To determine the proper thickness of the No. 4
thrust plate, select the thinnest No. 4 thrust plate.
Using petrolatum (Fig. 166) to hold thrust plate in
position, install input clutch assembly. Be sure the
input clutch assembly is completely seated (Fig. 167).

CAUTION: If view through input speed sensor hole

is not as shown above, the input clutches assembly
is not seated properly.

Fig. 166 Select Thinnest No. 4 Thrust Plate

Fig. 167 View Through Input Speed Sensor Hole

JX

DISASSEMBLY AND ASSEMBLY (Continued)
Remove the oil pump O-ring. You will be able to
install and remove the oil pump and gasket very eas-
ily to select the proper No. 4 thrust plate.

CAUTION: Be sure to reinstall O-ring on oil pump
after selecting the proper No. 4 thrust plate.

NOTE: Input shaft end play must be .005 to .025
inch.

For example, if end play reading is .055 inch, select
No. 4 Thrust Plate which is .071 to .074 thick. This
should provide an input shaft end play reading of
yes

Fig. 168 Remove Oil Pump O-Ring

Fig. 169 Measure Input Shaft End Play

INPUT SHAFT USE A SMALL BOLTDIAL INDICATOR
USE 2 BOLTS TO
HOLD PUMP IN

PLACE



inchREACTIONPLATE SCREWDRIVERREVERSE CLUTCHSNAP RING(SELECT) REVERSE CLUTCHREACTION PLATE SCREW-DRIVERSCREW-DRIVERREVERSE CLUTCHREACTION PLATE(INSTALL FLAT SIDEDOWN)

21 - 46 TRANSAXLE JX
See chart below to select the proper No. 4 thrust plate.

INPUT CLUTCHES-RECONDITION

DISASSEMBLY

No. 4 THRUST PLATE CHART

Fig. 170 Tapping Reaction Plate

Fig. 171 Reverse Clutch Snap Ring

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 172 Pry Reverse Clutch Reaction Plate

Fig. 173 Reverse Clutch Reaction Plate

Fig. 174 Reverse Clutch Pack

REVERSE CLUTCHPLATE REVERSE CLUTCH DISCCAUTION: TAG ANDIDENTIFY CLUTCHPACKS TO ASSUREORIGINAL PLACE-MENT



OD/REVERSE PRES-SURE PLATE SCREWDRIVER OD/REVERSEPRESSUREPLATE SNAPRINGOD/REVERSEPRESSUREPLATE (STEPSIDE DOWN)OD/REVERSE CLUTCH WAVED SNAPRING SCREWDRIVEROVERDRIVESHAFT ASSEM-BLY OVERDRIVESHAFTASSEMBLYAND ODCLUTCH PACK #3 THRUST PLATE#3 THRUSTWASHERUNDERDRIVE SHAFTASSEMBLY

OVERDRIVECLUTCH PLATE CAUTION: TAG AND IDEN-TIFY CLUTCH PACKS TOASSURE ORIGINAL PLACE-MENTOVERDRIVE SHAFT ASSEM-BLYOVERDRIVE CLUTCHDISC

JX TRANSAXLE 21 - 47
NOTE: Tag reverse clutch pack for reassembly
identification.

Fig. 175 OD/Reverse Pressure Plate Snap Ring

Fig. 176 OD/Reverse Pressure Plate

Fig. 177 Waved Snap Ring

DISASSEMBLY AND ASSEMBLY (Continued)
NOTE: Tag overdrive clutch pack for reassembly
identification.

Fig. 178 Remove OD Clutch Pack

Fig. 179 Overdrive Clutch Pack

Fig. 180 Overdrive Shaft Assembly

#3 THRUST PLATE (3TABS) OD SHAFT ASSEMBLY #4 THRUST PLATE (3SLOTS)



#3 THRUSTWASHER (5TABS)UNDERDRIVESHAFT ASSEMBLY

#2 NEEDLE BEARING(NOTE 3 TABS)

21 - 48 TRANSAXLE JX
NOTE: The OD/UD Reaction Plate, Snap Rings, and
Input Clutches Retainer is not interchangeable with
previous year 41TE components. The snap rings are
thicker and the position of the ring lands have
changed.

Fig. 181 Underdrive Shaft Assembly

Fig. 182 No. 2 Needle Bearing

Fig. 183 OD/UD Reaction Plate Tapered Snap Ring

OVERDRIVE/UNDERDRIVECLUTCHES REACTIONPLATE TAPERED SNAPRING SCREWDRIVER (DONOT SCRATCH REAC-TION PLATE)CAUTION: DONOT REUSETAPERED SNAPRING

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 184 OD/UD Reaction Plate

Fig. 185 Remove One UD Clutch Disc

Fig. 186 UD Clutch Flat Snap Ring

UNDERDRIVE CLUTCHREACTION PLATE FLATSNAP RING SCREWDRIVER



CLUTCHPLATE
ONE UD CLUTCH DISC

CLUTCHDISCCAUTION: TAG ANDIDENTIFY CLUTCHPACKS TO ASSUREORIGINALREPLACEMENT

TRANSAXLE 21 - 49
NOTE: Tag underdrive clutch pack for reassembly
identification.

CAUTION: Compress return spring just enough to
remove or install snap ring.

Fig. 187 Underdrive Clutch Pack

Fig. 188 UD Spring Retainer Snap Ring

Fig. 189 UD Return Spring and Retainer

UNDERDRIVE SPRINGRETAINER SNAPRINGLIP SEALPISTON RETURNSPRING

JX

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 190 Underdrive Clutch Piston

Fig. 191 Input Hub Tapered Snap Ring

Fig. 192 Tap on Input Hub

INPUT SHAFT ANDHUB ASSEMBLYPLASTIC HAMMER



INPUT SHAFT AND HUBASSEMBLYINPUT CLUTCHESRETAINERLIP SEALOVERDRIVE/REVERSE PISTONO-RINGOVERDRIVE/RE-VERSE PISTON INPUTCLUTCHESRETAINERARBOR PRESS RAM(COMPRESS RETURNSPRING JUST ENOUGHTO REMOVE OR INSTALLSNAP RING) SCREW-DRIVERSNAP RING RETURNSPRINGSPECIAL TOOL 6057OD/RE-VERSEPISTON OD/REVERSE PIS-TON RETURNSPRING SNAP RINGO-RINGINPUT SHAFT SHARP-POINTED TOOLLIP SEALSSNAPRINGO-RINGS ARBORPRESSRAM SOCKETINPUT SHAFTLIP SEALLIP SEALO-RINGSINPUTSHAFT HUBASSEMBLY

21 - 50 TRANSAXLE JX
Fig. 193 Input Hub Removed

Fig. 194 Pull Retainer from Piston

Fig. 195 Install Snap Ring

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 196 Snap Ring and Return Spring

Fig. 197 Remove Input Shaft Snap Ring

Fig. 198 Remove Input Shaft



INPUT SHAFT ARBOR PRESS RAMINPUT SHAFT HUBASSEMBLYINPUT SHAFT SCREWDRIVER (DO NOTSCRATCH BEARINGSURFACE)SNAP RINGLIP SEALSO-RINGSOD/REVERSE PIS-TON RETURNSPRING SNAP RINGO-RING ARBOR PRESS RAM(COMPRESS RETURNSPRING JUST ENOUGHTO REMOVE OR INSTALLSNAP RING) SCREW-DRIVERSNAP RING RETURNSPRINGSPECIAL TOOL 6057OD/RE-VERSEPISTON
PUSH DOWN TO INSTALL OVERDRIVE/RE-

VERSE PISTON

INPUT CLUTCHESRETAINER

TRANSAXLE 21 - 51
ASSEMBLY
Use petrolatum on all seals to ease

assembly of components.

Fig. 199 Install Input Shaft

Fig. 200 Install Input Shaft Snap Ring

Fig. 201 Return Spring and Snap Ring

JX

DISASSEMBLY AND ASSEMBLY (Continued
NOTE: The OD/UD Reaction Plate, Snap Rings, and
Input Clutches Retainer is not interchangeable with
previous year 41TE components. The snap rings
are thicker and the position of the ring lands have
changed.

Fig. 202 Install Snap Ring

Fig. 203 Install OD/Reverse Piston

Fig. 204 Install Input Shaft Hub Assembly

PUSH DOWN TO INSTALLINPUT SHAFT HUB ASSEM-BLY (ROTATE TO ALIGNSPLINES) OD/REV.PISTON

)



INPUTSHAFT INPUT HUB SNAP RING(TAPERED SIDE UP WITHTABS IN CAVITY)SNAPRINGPLIERSPISTONPISTONRETURNSPRING SPECIAL TOOL5067INPUT SHAFTCLUTCHES RETAINERASSEMBLY UNDERDRIVE SPRINGRETAINER SNAPRINGLIP SEALPISTON RETURNSPRING
Fig. 205 Input Hub Tapered Snap Ring

Fig. 206 Underdrive Clutch Piston

Fig. 207 Seal Compressor Special Tool 5067

21 - 52 TRANSAXLE

DISASSEMBLY AND ASSEMBLY (Continued)
CAUTION: Compress return spring just enough to
remove or install snap ring.

Fig. 208 UD Return Spring and Retainer

Fig. 209 Install UD Spring Retainer and Snap Ring

ARBORPRESS RAM SNAP RING PLI-ERSSNAPRINGOD/REVERSE PIS-TONTOOL 5067TOOL 5059A

Fig. 210 Underdrive Clutch Pack

CLUTCHPLATE
ONE UD CLUTCH DISC

CLUTCHDISCCAUTION: TAG ANDIDENTIFY CLUTCHPACKS TO ASSUREORIGINALREPLACEMENT JX



UNDERDRIVE CLUTCHREACTION PLATE FLATSNAP RING SCREWDRIVERONE UNDERDRIVE CLUTCHDISCOD/UD CLUTCHREACTION PLATE(STEP SIDE DOWN) OVERDRIVE/UNDERDRIVECLUTCHES REACTIONPLATE TAPERED SNAPRING SCREWDRIVER (DONOT SCRATCH REAC-TION PLATE)CAUTION: DONOT REUSETAPERED SNAPRING

TRANSAXLE 21 - 53
Fig. 211 UD Clutch Flat Snap Ring

Fig. 212 Install Last UD Clutch Disc

Fig. 213 OD/UD Reaction Plate

JX

DISASSEMBLY AND ASSEMBLY (Continued
NOTE: Snap ring ends must be located within one
finger of the input clutch hub. Be sure that snap
ring is fully seated, by pushing with screwdriver,
into snap ring groove all the way around.

Fig. 214 Tapered Snap Ring

Fig. 215 Seating Tapered Snap Ring

OVERDRIVE/UNDERDRIVE CLUTCHESREACTION PLATE TAPERED SNAP RING SCREW-DRIVERUSE CAUTION: DONOT SCRATCHREACTION PLATE

Fig. 216 Set Up Dial Indicator for Clutch Clearance

SELECT REACTION PLATE FORPROPER UNDERDRIVE CLUTCHCLEARANCE STEEL BARCOMPRESSCLUTCH PACK WITHFINGER TO ZERODIAL INDICATORDIAL INDICATORKIT C-3339

)



HOOK TOOL

OVERDRIVECLUTCH PACK

OVERDRIVE REACTIONPLATE WAVED SNAP RING SCREWDRIVER

OVERDRIVE/REVERSEPRESSURE PLATE(STEP SIDEDOWN)

21 - 54 TRANSAXLE JX
Underdrive clutch pack clearance must be
0.91 to 1.47 mm (.036 to .058 inch). Select the
proper reaction plate to achieve specifications:

Fig. 217 Use Hook Tool to Raise One Clutch Disc

UNDERDRIVE REACTION PLATE CHART

Fig. 218 Install OD Clutch Pack

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 219 Install Waved Snap Ring

Fig. 220 OD/Reverse Pressure Plate

Fig. 221 Pressure Plate Installed



ARBORPRESS RAM TOOL 5059A CAUTION:PRESS DOWNJUST ENOUGHTO EXPOSESNAP RINGGROOVEFLAT SNAPRINGHOOKTOOL OVERDRIVE/REVERSE PRESSUREPLATEDIAL INDICA-TOR KITC-3339REVERSECLUTCH PLATE REVERSECLUTCH DISCS REVERSECLUTCH REAC-TION PLATE(FLAT SIDEDOWN)REVERSE CLUTCHSNAP RING(SELECT) SCREW-DRIVERREVERSECLUTCH REAC-TION PLATESCREW-DRIVER SNAP RING SCREW-DRIVERMUST RAISEREVERSE REAC-TION PLATE TORAISE SNAP RING

JX TRANSAXLE 21 - 55
The overdrive (OD) clutch pack clearance is
1.07 to 2.44 mm (.042 to .096 inch). If not within
specifications, the clutch is not assembled properly.
There is no adjustment for the OD clutch clearance.

Fig. 222 Install Flat Snap Ring

Fig. 223 Check OD Clutch Pack Clearance

Fig. 224 Install Reverse Clutch Pack

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 225 Install Reaction Plate

Fig. 226 Install Reverse Clutch Snap Ring

Fig. 227 Seating Snap Ring to Determine Reverse
Clutch Clearance



COMPRESS CLUTCH PACKWITH FINGER TO ZEROINDICATORHOOKTOOL#2 NEEDLEBEARING(NOTE 3SMALL TABS) TABS UP UNDERDRIVE SHAFTASSEMBLY#2 NEEDLEBEARING#3 THRUSTWASHER (NOTE 5TABS) UNDERDRIVE SHAFTASSEMBLYOVERDRIVESHAFT ASSEMBLY DABS OF PETROLATUM(FOR RETENTION)#3 THRUST PLATE (NOTE 3TABS)
The reverse clutch pack clearance is 0.76 to
1.24 mm (.030 to .049 inch). Select the proper
reverse clutch snap ring to achieve specifications:

All clutch clearances in the input clutch retainer
have now been checked and approved.

To complete the assembly of the input clutch
retainer, the reverse clutch and the overdrive clutch
must be removed from the retainer.

CAUTION: Do not intermix clutch parts. Keep in
exact same order.

Now proceed with the next phase of the assembly:

Fig. 228 Check Reverse Clutch Pack Clearance

REVERSE CLUTCH SNAP RING CHART

Fig. 229 Install No. 2 Needle Bearing

21 - 56 TRANSAXLE

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 230 Install Underdrive Shaft Assembly

Fig. 231 Install No. 3 Thrust Washer

Fig. 232 Install No. 3 Thrust Plate

JX



OVERDRIVESHAFTASSEMBLY #3 THRUST PLATE#3 THRUSTWASHER OVERDRIVE SHAFTASSEMBLYDIFFERENTIALCOVERDIFFERENTIALCOVER BOLTS DIFFERENTIALASSEMBLY 1/8 INCH BEAD OF MOPARSILICONE RUBBER ADHE-SIVE SEALANTDIFFERENTIALCOVER DIFFERENTIALRETAINER BOLTSDIFFERENTIALBEARINGRETAINERTOOL L-4435

TRANSAXLE 21 - 57
Reinstall overdrive clutch and reverse clutch as shown.
Rechecking these clutch clearances is not neces-
sary, as they were set and approved previously.

DIFFERENTIAL REPAIR
The transfer shaft should be removed for differen-

tial repair and bearing turning torque checking.

Fig. 233 Install Overdrive Shaft Assembly

Fig. 234 Input Clutch Assembly

Fig. 235 Differential Cover Bolts

JX

DISASSEMBLY AND ASSEMBLY (Continued)
Remove adapter plate/seal housing on the right side
of the transaxle.

Fig. 236 Remove or Install Differential Cover

Fig. 237 Differential Retainer Bolts

Fig. 238 Remove or Install Bearing Retainer



SPECIAL TOOL C-293 SPECIAL TOOLC-293-36SPECIAL TOOL C-293-3DIFFERENTIALASSEMBLY DIFFERENTIALBEARINGSPECIAL TOOLC-4171 SPECIAL TOOL6536DIFFERENTIALASSEMBLY SPECIAL TOOLL-4539-2 SPECIAL TOOL5048SPECIAL TOOL5048-4SPECIAL TO0L5048 DIFFERENTIALSPECIAL TOOL5048-4SPECIAL TOOL5048 RING GEAR

21 - 58 TRANSAXLE JX
WARNING: HOLD ONTO DIFFERENTIAL ASSEMBLY
TO PREVENT IT FROM ROLLING OUT OF HOUSING.

Use Mopart Silicone Rubber Adhesive Sealant, or
equivalent, when installing adapter plate.

Fig. 239 Remove Differential Bearing Cone (Adapter
Plate Side)

Fig. 240 Position Bearing Cone Onto Differential

Fig. 241 Install Differential Bearing Cone

DISASSEMBLY AND ASSEMBLY (Continued)
To install the differential bearing cup and cone on the ring
gear side, use Special Tool 5052, and Special Tool C-4171.

Fig. 242 Position Button and Collets Onto
Differential and Bearing (Ring Gear Side)

Fig. 243 Position Tool 5048 Over Button and Collets
at Differential Bearing (Ring Gear Side)

Fig. 244 Remove Differential Bearing Cone (Ring
Gear Side)



SPECIAL TOOLC-4996 (NOTE POSI-TION) DIAL INDICATOR SETDIFFERENTIALASSEMBLYSIDE GEARMOVE SIDE GEARUP AND DOWNSPECIAL TOOL C-4996(NOTE POSITION) DIAL INDICATORSETDIFFERENTIALASSEMBLYMOVE SIDE GEARUP AND DOWN DIFFERENTIALBEARING CUPDIFFERENTIAL BEARINGRETAINER SPECIAL TOOL6062ADIFFERENTIAL BEARINGRETAINERSPECIAL TOOL6062ADIFFERENTIALBEARINGRETAINER

TRANSAXLE 21 - 59
NOTE: The differential is serviced as an assembly. The
only parts that are serviceable within the differential are
the differential bearing cups and cones. If any other
part fails within the differential, you must replace the
differential assembly along with the transfer shaft.

CAUTION: Side gear end play must be BETWEEN
0.001 to 0.013 inch.

Fig. 245 Checking Side Gear End Play

Fig. 246 Checking Side Gear End Play (Typical)

JX

DISASSEMBLY AND ASSEMBLY (Continued)
Fig. 247 Differential Bearing Retainer

Fig. 248 Position Bearing Cup Remover Tool in
Retainer

Fig. 249 Remove Bearing Cup



SPECIAL TOOLC-4171 SPECIAL TOOL5052DIFFERENTIALBEARINGRETAINER

21 - 60 TRANSAXLE JX

)

To remove the differential bearing cup from the
adapter side, use Special Tool 6062A, Remover. To
install the differential bearing cup on the adapter
side, use Special Tool 6536, Driver and Special Tool
C-4171, Handle.

DETERMINING SHIM THICKNESS
Shim thickness need be determined only if any of

the following parts are replaced:
• Transaxle case
• Differential carrier
• Differential bearing retainer
• Extension housing
• Differential bearing cups and cones
Refer to Bearing Adjustment Procedure in rear of

this section to determine proper shim thickness.

NOTE: Use Mopar T Silicone Rubber Adhesive Seal-
ant, or equivalent, on retainer to seal retainer to
case.

CLEANING AND INSPECTION

CLEANING VALVE BODY
Prior to removing any transaxle parts, plug all

openings and clean unit, preferably by steam. Clean-
liness through entire disassembly and assembly can-
not be overemphasized. When disassembling, each
part should be washed in a suitable solvent, then
dried by compressed air. Do not wipe parts with
shop towels. All mating surfaces in the transaxles
are accurately machined; therefore, careful handling
of all parts must be exercised to avoid nicks or burrs.

NOTE: Tag all springs, as they are removed, for
reassembly identification.

Fig. 250 Install Bearing Cup

DISASSEMBLY AND ASSEMBLY (Continued
ADJUSTMENTS

GEARSHIFT LINKAGE ADJUSTMENT
Normal operation of the Park/Neutral Position

Switch provides a quick check to confirm proper link-
age adjustment.

Move the selector level slowly forward until it
clicks into the (P) Park position. The starter should
operate.

After checking the (P) position, move selector
slowly toward the (N) Neutral position until lever is
in the (N) position. If the starter will also operate at
this point the gearshift linkage is properly adjusted.
If the starter fails to operate in either position, link-
age adjustment is required.

ADJUSTMENT
(1) Set parking brake.
(2) Remove the gearshift knob set screw and knob.
(3) Remove gearshift selector bezel and lamp wir-

ing.
(4) Install the gearshift knob set screw and knob.
(5) Place gearshift lever in the (P) (PARK) posi-

tion.
(6) Loosen the gearshift cable adjuster nut at the

shifter assembly.
(7) Move the gearshift lever on the transaxle to

the park position.
(8) Verify the shift lever and transaxle are in park

position. Tighten the gearshift cable adjuster nut at
the shifter assembly. The gearshift linkage should
now be properly adjusted.

(9) Check adjustment as follows:
• Detent position for neutral and drive should be

within limits of hand lever gate stops.
• Key start must occur only when shift lever is in

park or neutral positions.

AUTOSTICK
The autostick switch is serviced as an assembly

with the gearshift mechanism. The switch is not
adjustable. If a problem occurs with the switch, refer
to the Diagnosis and Testing section.

INTERLOCK SYSTEM ADJUSTMENT
If ignition switch cannot be turned to the LOCK

position, with shifter in PARK, an adjustment of the
Interlock System may be required. To adjust Shifter/
Ignition Interlock System, follow procedure listed
below.

(1) Disconnect and isolate, the battery negative (-)
cable from the vehicle battery.

(2) Remove the gearshift knob set screw and knob.
(3) Remove console assembly. Refer to Group 23,

Body.



SHIFTER CABLE ADJUSTMENTNUTSHIFTER/IGNITION INTERLOCKCABLESHIFTER/IGNITIONINTERLOCKCABLEADJUSTMENTNUT CABLE END

JX TRANSAXLE 21 - 61
(4) Loosen the adjustment nut on the interlock
lever (Fig. 251).

(5) Move ignition key to the RUN position.
(6) Remove the interlock cable from the shifter

housing (Fig. 252). Slide the cable out of the groove
in the interlock lever.

(7) Inspect the interlock cable:
• With the lock cylinder in OFF (lock) position and

the ignition key removed, the cable core wire should
not move when pulled. If the cable core wire moves,
the cable is improperly installed or kinked.

• With the ignition key in the RUN position, the
cable core wire should slide freely when pulled. Also,
the cable should return to the bottomed out position
when released. If the cable core wire does not move
in the RUN position, the cable is improperly installed
or kinked.

(8) Put the shifter in the PARK position.
(9) Slide the interlock cable core wire into the

groove on the adjustment lever. Ensure the cable end
seats in the groove.

Fig. 251 Interlock Cable Adjuster Nut

Fig. 252 Interlock Cable

ADJUSTMENTS (Continued)
(10) Slip the cable into the housing until it snaps
in place.

(11) Ensure the shift lever remains in PARK.
Remove the ignition key from the lock cylinder
(switch in OFF position).

(12) When the adjustment nut on the interlock
lever is loosened, the cable indexes itself to the cor-
rect position.

(13) Loosen the adjustment nut. Allow the cable to
adjust itself to the correct position. Tighten the
adjustment nut.

(14) Check the interlock adjustment:
• With the ignition key in the OFF (lock) position,

the shifter should be locked in the PARK position. If
not, re-adjust the interlock and tighten the adjust-
ment nut.

• Without starting the engine, place the igni-
tion switch in the run position. Move the shifter to
the reverse position. You should not be able to
remove the ignition key from the lock cylinder. If the
key can be removed at this point, re- adjust the inter-
lock and tighten the adjustment nut.

• Place the shifter in the PARK position. Turn the
ignition key to the OFF (lock) position. You should be
able to remove the ignition key from the lock cylin-
der. If not, re-adjust the interlock and tighten the
adjustment nut.

(15) Install the bezel on the shifter console.
(16) Install shifter handle.

BEARING ADJUSTMENT PROCEDURE

GENERAL RULES ON SERVICING BEARINGS
(1) Take extreme care when removing and install-

ing bearing cups and cones. Use only an arbor
press for installation, as a hammer may not prop-
erly align the bearing cup or cone. Burrs or nicks on
the bearing seat will give a false end play reading,
while gauging for proper shims. Improperly seated
bearing cup and cones are subject to low-mileage fail-
ure.

(2) Bearing cups and cones should be replaced if
they show signs of pitting or heat distress.

(3) If distress is seen on either the cup or bearing
rollers, both cup and cone must be replaced.

NOTE: Bearing end play and drag torque specifica-
tions must be maintained to avoid premature bear-
ing failures.

(4) Used (original) bearing may lose up to 50 per-
cent of the original drag torque after break-in.

NOTE: All bearing adjustments must be made with
no other component interference or gear inter-
mesh, except the transfer gear bearing.

(5) Oil all bearings before checking turning torque.
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OUTPUT GEAR BEARING
With output gear removed:
(1) Install a 4.50 mm (0.177 inch) gauging shim on

the rear carrier assembly hub, using grease to hold
the shim in place.

(2) Install output gear and bearing assembly.
Torque to 271 N·m (200 ft. lbs.).

(3) To measure bearing end play:
• Attach Tool L-4432 to the gear.
• Push and pull the gear while rotating back and

forth to insure seating of the bearing rollers.
• Using a dial indicator, mounted to the transaxle

case, measure output gear end play.
(4) Once bearing end play has been determined, refer

to the output gear bearing shim chart for the required
shim.

(5) Use Tool 6259 to remove the retaining bolt and
washer. To remove the output gear, use Tool L-4407.

(6) Remove the gauging shim and install the
proper shim. Use grease to hold the shim in place.
Install the output gear and bearing assembly.

CAUTION: Always use new retaining bolt, old
retaining bolt may not be reused.

(7) Install the new retaining bolt and washer.
Tighten to 271 N·m (200 ft. lbs.).

(8) Using an inch-pound torque wrench, check the
turning torque. The torque should be between 3
and 8 inch-pounds.

(9) If the turning torque is too high, install a .04 mm
(.0016 inch) thicker shim. If the turning torque is too low,
install a .04 mm (.0016 inch) thinner shim. Repeat until
the proper turning torque is 3 to 8 inch pounds.

Fig. 253 Output Gear Bearing Shim Chart

End Play
(with 4.50 mm
gauging shim

installed)

Required
Shim

End Play
(with 4.50 mm
gauging shim

installed)

Required
Shim

mm inch
mmmminchmmAverage conversion .04 mm =.0016 inch

ADJUSTMENTS (Continued)
DIFFERENTIAL BEARING
(1) Position the transaxle assembly vertically on

the support stand, differential bearing retainer side
up.

(2) Install Tool L-4436A into the differential and
onto the pinion mate shaft.

(3) Rotate the differential at least one full revolu-
tion to ensure the tapered roller bearings are fully
seated.

(4) Using Tool L-4436A and an inch-pound torque
wrench, check the turning torque of the differential.
The turning torque should be between 5 and 18
inch-pounds.

(5) If the turning torque is within specifications,
remove tools. Setup is complete.

(6) If turning torque is not within specifications
proceed with the following steps.

(a) Remove differential bearing retainer from
the transaxle case.

(b) Remove the bearing cup from the differential
bearing retainer using Tool 6062A.

Fig. 254 Tool L-4436 and Torque Wrench

Fig. 255 Checking Differential Bearings Turning
Torque

SPECIAL TOOL L-4436–ATORQUE WRENCH
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(c) Remove the existing shim from under the
cup.

(d) Measure the existing shim.

NOTE: If the turning torque was too high when
measured, install a .05 mm (.002 inch) thinner shim.
If the turning torque is was too low, install a .05 mm
(.002 inch) thicker shim. Repeat until 5 to 18 inch-
pounds turning torque is obtained.

Oil Baffle is not required when making shim
selection.

(e) Install the proper shim under the bearing
cup. Make sure the oil baffle is installed properly
in the bearing retainer, below the bearing shim
and cup.

(f) Install the differential bearing retainer using
Tool 5052 and C-4171. Seal the retainer to the
housing with MOPARt Adhesive Sealant and
torque bolts to 28 N·m (250 in. lbs.).
(7) Using Tool L-4436A and an inch-pound torque

wrench, recheck the turning torque of the differen-
tial. The turning torque should be between 5
and 18 inch-pounds.

ADJUSTMENTS (Continued)
DIFFERENTIAL BEARING SHIM CHART

HIM THICKNESS

MM INCH

.980 0.0386

1.02 0.0402

1.06 0.0418

1.10 0.0434

1.14 0.0449

1.18 0.0465

1.22 0.0481

1.26 0.0497

1.30 0.0512

1.34 0.0528

1.38 0.0544

1.42 0.0560

1.46 0.0575

1.50 0.0591

1.54 0.0607

1.58 0.0623

1.62 0.0638

1.66 0.0654

1.70 0.0670

2.02 0.0796

2.06 0.0812
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TRANSFER SHAFT BEARING
(1) Use Tool 6259 to remove the retaining nut and

washer. Remove the transfer shaft gear using Tool
L-4407.

(2) Install a 4.66 mm (.184 inch) gauging shim on
the transfer shaft.

(3) Install transfer shaft gear and bearing assem-
bly and torque the nut to 271 N·m (200 ft. lbs.).

(4) To measure bearing end play:
• Attach Tool L-4432 to the transfer gear.
• Mount a steel ball with grease into the end of

the transfer shaft.
• Push and pull the gear while rotating back and

forth to insure seating of the bearing rollers.
• Using a dial indicator, measure transfer shaft

end play.
(5) Refer to the Transfer Bearing Shim Chart for

the required shim combination to obtain the proper
bearing setting.

(6) Use Tool 6259 to remove the retaining nut and
washer. Remove the transfer shaft gear using Tool
L-4407.

(7) Remove the gauging shim and install the cor-
rect shim. Install the transfer gear and bearing
assembly.

CAUTION: Original retaining nut may not be
reused. Always use a new retaining nut when reas-
sembling.

(8) Install the new retaining nut and washer and
torque to 271 N·m (200 ft. lbs.). Measure transfer
shaft end play, end play should be .05 to .10 mm
(.002 to .004 inch).

(9) Measure bearing end play as outlined in Step
(4). End play should be between .05 mm and .10 mm
(.002 to .004 inch).

NOTE: If end play is too high, install a .04 mm
(.0016 inch) thinner shim. If end play is too low,
install a .04 mm (.0016 inch) thicker shim combina-
tion. Repeat until .05 to .10 mm (.002 to .004 inch)
end play is obtained.

ADJUSTMENTS (Continued)
SCHEMATICS AND DIAGRAMS

41TE TRANSAXLE HYDRAULIC SCHEMATICS

Fig. 256 Transfer Bearing Shim Chart
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SCHEMATICS AND DIAGRAMS (Continued)
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SCHEMATICS AND DIAGRAMS (Continued)
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SPECIFICATIONS
41TE AUTOMATIC TRANSAXLE

41TE AUTOMATIC TRANSAXLE

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Fully-adaptive, elecronically-controlled, four-speed
automatic with torque converter and integral differential

Torque Converter Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .241 millimeters (9.48 inches)
Oil Capacity - Transaxle and Torque Converter . . . . . . . . . . . . . . . . . . .MOPAR ATF Type 7176 (or DEXRON II)
Cooling Method . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Water heat exhanger and/or air-to-oil heat enchanger
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Pump (internal-external gear type)
Gear Ratios:
Transmission portion:

First . . . . . . . . . . . . . . . . . . .2.84
Second . . . . . . . . . . . . . . . . .1.57
Direct . . . . . . . . . . . . . . . . . .1.00
Overdrive . . . . . . . . . . . . . . .0.69
Reverse . . . . . . . . . . . . . . . .2.21

Final Drive Ratio: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.5 - 3.91 FDR, 2.4 - 3.91 FDR
Pump Clearances: Millimeter Inch
Outer Gear to Pocket. . . . . . . . . . . . .045-.141 .0018-.0056
Outer Gear Side Clearance . . . . . . . .020-.046 .0008-.0018
Inner Gear Side Clearance . . . . . . . .020-.046 .0008-.0018
Tapered Roller Bearing Settings: Millimeter Inch
Output Gear . . . . . . . . . . . . . . . . . . .02-.05 Preload .0008-.002 Preload
Transfer Shaft . . . . . . . . . . . . . . . . . .05-.10 End Play .002-.004 End Play
Differential. . . . . . . . . . . . . . . . . . . . .15-.29 Preload .006-.012 Preload
Clutch Clearances: Millimeter Inch
Underdrive Clutch . . . . . . . . . . . . . . .091 to 1.47 .036 to .058
Overdrive Clutch . . . . . . . . . . . . . . . 1.07 to 2.44 .042 to .096
Reverse Clutch . . . . . . . . . . . . . . . . 0.76 to 1.24 .030 to .049
2.4 Clutch . . . . . . . . . . . . . . . . . . . . 0.76 to 2.64 .030 to .104
Low/Reverse Clutch 1.04 to 1.65 .042 to .065
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41TE TORQUE SPECIFICATIONS

DESCRIPTION TORQUE
Brake Rotor Dust Shield . . . . . 20 N·m (180 in. lbs.)
Cooler Line Fittings . . . . . . . . . 12 N·m (105 in. lbs.)
Differential Cover . . . . . . . . . . 19 N·m (165 in. lbs.)
Differential Ring Gear . . . . . . . . 95 N·m (70 ft. lbs.)
Differential Bearing Ret. . . . . . . 28 N·m (21 ft. lbs.)
Driveplate To Crank. Bolts . . . . . 95 N·m (70 ft. lbs.)
Driveplate To Torque Conv. . . . . . 75 N·m (55 ft. lbs.)
Eight Way Solenoid Conn. . . . . . . 4 N·m (35 in. lbs.)
Extension Housing . . . . . . . . . . . 28 N·m (21 ft. lbs.)
Input Speed Sensor . . . . . . . . . . 27 N·m (20 ft. lbs.)
L/R Clutch Retainer . . . . . . . . . . . 5 N·m (45 in. lbs.)
Oil Pan To Trans. Case . . . . . . 19 N·m (165 in. lbs.)
Output Gear Bolt . . . . . . . . . . 271 N·m (200 ft. lbs.)
Output Gear Stirrup Ret. . . . . . . 23 N·m (17 ft. lbs.)
Output Speed Sensor . . . . . . . . . 27 N·m (20 ft. lbs.)
Pressure Taps . . . . . . . . . . . . . . . 5 N·m (45 in. lbs.)
Pump To Case Bolts . . . . . . . . . . 22 N·m (16 ft. lbs.)
Reaction Shaft Bolts . . . . . . . . . . 22 N·m (16 ft. lbs.)
Rear End Cover . . . . . . . . . . . . . 19 N·m (14 ft. lbs.)
Sixty-Way Connector . . . . . . . . . . 4 N·m (35 in. lbs.)
Solenoid Assembly To Case . . . 12 N·m (105 in. lbs.)
Transmission Range Sensor . . . . . 5 N·m (45 in. lbs.)
Transfer Gear Nut . . . . . . . . . 271 N·m (200 ft. lbs.)
Valve Body To Case Bolts . . . . . 12 N·m (105 in. lbs.)
Valve Body Bolts . . . . . . . . . . . . . 5 N·m (45 in. lbs.)
Vent Assembly . . . . . . . . . . . . . 12 N·m (105 in. lbs.)

SPECIFICATIONS (Continued)
SPECIAL TOOLS

41TE AUTOMATIC TRANSAXLE

Puller Press Extension C-293-3

Adapter Blocks C-293–36

Puller Press C-293–PA

Slide Hammer C-637
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Pressure Gauge (Low) C-3292

Pressure Gauge (High) C-3293SP

Dial Indicator C-3339

Sleeve C-3717

SPECIAL TOOLS (Continued)
Oil Pump Puller C-3752

Seal Puller C-3981B

Universal Handle C-4171

Seal Installer C-4193A



Installer C-4628

Adapter C-4996

Remover Kit L-4406

Gear Puller L-4407A

JX

SPECIAL TOOLS (Continued)
Bearing Installer L-4410

Gear Checking Plate L-4432

Bearing Puller L-4435

Differential Tool L-4436A

TRANSAXLE 21 - 81
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Special Jaw Set L-4518

Installer L-4520

Adapter MD-998343

Bearing Splitter P-334

SPECIAL TOOLS (Continued)
Puller Set 5048

Remover/Installer 5049-A

Installer 5050A

Installer 5052

JX
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Compressor 5058A

Compressor 5059-A

Installer 5067

Pliers 6051

SPECIAL TOOLS (Continued)
Installer 6052

Installer 6053

Button 6055

Plate 6056
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Disk 6057

Installer 6061

Bearing Cup Remover 6062-A

Holder 6259

SPECIAL TOOLS (Continued)
Bolt 6260

Installer 6261

Tip 6268

Remover/Installer 6301



JX
Remover/Installer 6302

Installer 6342

Installer 6536-A

SPECIAL TOOLS (Continued)
Remover 6787

Cooling System Tester 7700

Seal Remover 7794-a
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